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C Channel 21x41
C Profil 21x41 - С-образные профили 21x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141A 15 PG 3000
C 2141A 20 PG 3000
C 2141A 25 PG 3000

1
1
1

C 2141A 12 PG 3000 1
1.05
1.45
1.80

0.85

C 2141A    L:3000

Support Systems

1,5
2,0
2,5

1,2

C Double Channel 42x41 (Welded)
C Profil 42x21 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 42x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141 15 PG 3000
C 2141 20 PG 3000
C 2141 25 PG 3000

1
1
1

C 2141 12 PG 3000 1
1.19
1.59
1.98

0.95

C 2141    L:3000

1,5
2,0
2,5

1,2

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.51
1.13

C 2141A    L:3000-6000

2,0
1,5

Hot D�p Galvan�sed

C 2141A 15 HDG
C 2141A 20 HDG

6000 11.512,0C 2141A.60 20 HDG
6000 11.882,5C 2141A.60 25 HDG

3000 11.882,5C 2141A 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.59
1.19

2,0
1,5C 2141 15 HDG

C 2141 20 HDG

6000 11.592,0C 2141.60 20 HDG
6000 11.982,5C 2141.60 25 HDG

3000 11.982,5C 2141 25 HDG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4241A 25 HDG 3000
C 4241A.60 20 HDG 6000
C 4241A.60 25 HDG 6000

1
1
1

C 4241A 20 HDG 3000 1
3.77
3.01
3.77

3.01

C 4241A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
3.93
3.14
3.93

3.14

C 4241    L:3000-6000

2,5
2,0
2,5

2,0
C 4241 25 HDG
C 4241.60 20 HDG
C 4241.60 25 HDG

C 4241 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316l (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 2141A C 2141

C 4241A C 4241

41

L

41

L

21

T 42

41

41

L

42

41

L

42

T
21

41

14x25

14x25

50

50

21

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 2141A

3,34 4,25 5,07 0,7 0,88 1,03

0,6 0,75 0,89

Z

Z

Y Y Z - Z AXIS Y - Y AXIS

1,68 1,88 2,59

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 4241A

8,51 10,14 4,60 5,55

2,19 2,65

Z - Z AXIS Y - Y AXIS

4,26 5,18

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

C 2141    L:3000-6000

Perforated Non- Perforated

Perforated Non- Perforated

m
MADE IN TURKEY

C 2141 A C 2141 

C 4241 A C 4241 



C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 PG 3000
C 4141A 25 PG 3000

1
1

C 4141A 15 PG 3000 1
2.07
2.58

1.55

C 4141A    L:3000

Support Systems

2,0
2,5

1,5

C Double Channel 83x41 (Welded)
C Profil 83x41 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 83x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
3000

1
1

3000 1
2.20
2.75

1.65

C 4141   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 8341A 25 HDG 3000
C 8341A.60 20 HDG 6000
C 8341A.60 25 HDG 6000

1
1
1

C 8341A 20 HDG 3000 1
5.28
4.22
5.28

4.22

C 8341A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
5.50
4.40
5.50

4.40

C 8341    L:3000-6000

2,5
2,0
2,5

2,0
C 8341 25 HDG
C 8341.60 20 HDG
C 8341.60 25 HDG

C 8341 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316L (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 4141 20 PG
C 4141 25 PG

C 4141 15 PG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 HDG 3000
C 4141A 25 HDG 3000

1
1

C 4141A 15 HDG 3000 1
2.11
2.64

1.58

C 4141A    L:3000-6000

2,0
2,5

1,5

Hot D�p Galvan�sed

C 4141A.60 25 HDG 6000 1
C 4141A.60 20 HDG 6000 1

2.64
2.11

2,5
2,0

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141 20 HDG 3000
C 4141 25 HDG 3000

1
1

C 4141 15 HDG 3000 1
2.20
2.75

1.65
2,0
2,5

1,5

C 4141.60 25 HDG 6000 1
C 4141.60 20 HDG 6000 1

2.75
2.20

2,5
2,0

C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 PG 3000
C 4141B 25 PG 3000

1
1

C 4141B 15 PG 3000 1
1.88
2.35

1.41

C 4141B   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 HDG 3000
C 4141B 25 HDG 3000

1
1

C 4141B 15 HDG 3000 1
1.98
2.47

1.48

C 4141B   L:3000

2,0
2,5

1,5

C 4141A C 4141

C 8341A C 8341

C 4141 B

T

41

41

T

83

41

41

41

L

41

83

L

T

41

41

41

41

L

14x25

41

83

L

14x25

14x25

50

50

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 4141A

5,68 6,99 8,67 3,87 4,59 5,87

1,76 2,18 2,723,58 4,26 5,18

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 8341A

14,04 17,56 26,81 34,08

6,62 8,31

Z - Z AXIS Y - Y AXIS

6,82 8,94

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

Z

Z

Y Y Z - Z AXIS Y - Y AXIS
1 m

1 m 1 m

1 m 1 m

3 S�de Perofrated

m
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Perforated Non- Perforated

C 4141 A C 4141 

Perforated Non- Perforated

C 8341 A C 4141 



C Channel 21x41 Bracket
C Profil 21x41 Konsolu - С-образные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 20 HDG 150
C21 200 20 HDG 200

1
1

C21 100 20 HDG 100 1
0,51
0,59

0,43

C21

Support Systems

2,0
2,0

2,0

Steel, str�p-galv. acc. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C21 250 20 HDG 250 10,672,0
C21 300 20 HDG 300 10,752,0
C21 350 20 HDG 350 10,832,0
C21 400 20 HDG 400 10,912,0
C21 450 20 HDG 450 10,992,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 25 HDG 150
C21 200 25 HDG 200

1
1

C21 100 25 HDG 100 1
0,57
0,67

0,47

C21

2,5
2,5

2,5

C21 250 25 HDG 250 10,772,5
C21 300 25 HDG 300 10,872,5
C21 350 25 HDG 350 10,972,5
C21 400 25 HDG 400 11,072,5
C21 450 25 HDG 450 11,172,5

C Channel 41x41 Bracket

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 20 HDG 150
C41 200 20 HDG 200

1
1

C41 100 20 HDG 100 1
0,60
0,71

0,49

C41

2,0
2,0

2,0

C41 250 20 HDG 250 10,822,0
C41 300 20 HDG 300 10,932,0
C41 350 20 HDG 350 11,042,0
C41 400 20 HDG 400 11,162,0
C41 450 20 HDG 450 11,262,0

Hot D�p Galvan�sed

C41 500 20 HDG 500 11,372,0
C41 550 20 HDG 550 11,482,0
C41 600 20 HDG 600 11,602,0
C41 650 20 HDG 650 11,702,0
C41 700 20 HDG 700 11,822,0
C41 750 20 HDG 750 11,932,0
C41 800 20 HDG 800 12,032,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 25 HDG 150
C41 200 25 HDG 200

1
1

C41 100 25 HDG 100 1
0,69
0,82

0,55

C41

2,5
2,5

2,5

C41 250 25 HDG 250 10,962,5
C41 300 25 HDG 300 11,102,5
C41 350 25 HDG 350 11,242,5
C41 400 25 HDG 400 11,382,5
C41 450 25 HDG 450 11,512,5
C41 500 25 HDG 500 11,652,5
C41 550 25 HDG 550 11,792,5
C41 600 25 HDG 600 11,932,5
C41 650 25 HDG 650 12,062,5
C41 700 25 HDG 700 12,202,5
C41 750 25 HDG 750 12,342,5
C41 800 25 HDG 800 12,472,5

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

2.0mm 2.5mm

2.0mm 2.5mm

C Profil 41x41 Konsolu - С-образные консоли

C41 900 20 HDG 900 12,132,0 C41 900 25 HDG 900 12,602,5

5

10

0.0

0.0 0.50 0,75 1,00 1,50

f,mm

C21 450

20

2,00 2,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C21 100

C21 150

C21 400

C21 300

Safe Work�ng Load F �n kN

15

25

30

C21 200

C21 250

Th�ckness T:2,5 mm

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C41 900

30

5,00 6,00

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C41 150

C41 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C41 300

Th�ckness T:2,5 mm

C41 750

C41 600

C41 450

5

135

50

30

14
Ø 13,5

T
21

41

L

25

14

L

5

135

50

30

14
Ø 13,5

25

14

T

41

41

C21

C41

m
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C Channel 42x41 Bracket
C Profil 42x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 20 HDG 300
C42 350 20 HDG 350

1
1

C42 200 20 HDG 200 1
1,21
1,38

0,90

C42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C42 400 20 HDG 400 11,522,0
C42 450 20 HDG 450 11,702,0
C42 500 20 HDG 500 11,862,0
C42 550 20 HDG 550 12,022,0
C42 600 20 HDG 600 12,142,0

Hot D�p Galvan�sed

C Double Channel 83x41 Bracket
C Profil 83x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 20 HDG 300
C83 350 20 HDG 350

1
1

C83 200 20 HDG 200 1
1,60
1,81

1,16

C83

2,0
2,0

2,0

C83 400 20 HDG 400 12,042,0
C83 450 20 HDG 450 12,252,0
C83 500 20 HDG 500 12,472,0
C83 550 20 HDG 550 12,692,0
C83 600 20 HDG 600 12,922,0

Hot D�p Galvan�sed

C83 650 20 HDG 650 13,132,0
C83 700 20 HDG 700 13,362,0
C83 750 20 HDG 750 13,582,0
C83 800 20 HDG 800 13,792,0
C83 850 20 HDG 850 14,022,0
C83 900 20 HDG 900 14,242,0
C83 950 20 HDG 950 14,462,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

C42 650 20 HDG 650 12,342,0
C42 700 20 HDG 700 12,452,0
C42 750 20 HDG 750 12,602,0
C42 800 20 HDG 800 12,812,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 25 HDG 300
C42 350 25 HDG 350

1
1

C42 200 25 HDG 200 1
1,46
1,66

1,07

C42

2,5
2,5

2,5

C42 400 25 HDG 400 11,862,5
C42 450 25 HDG 450 12,062,5
C42 500 25 HDG 500 12,262,5
C42 550 25 HDG 550 12,462,5
C42 600 25 HDG 600 12,652,5
C42 650 25 HDG 650 12,852,5
C42 700 25 HDG 700 13,052,5
C42 750 25 HDG 750 13,252,5
C42 800 25 HDG 800 13,452,5

C83 1000 20 HDG 1000 14,682,0
C83 1050 20 HDG 1050 14,902,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 25 HDG 300
C83 350 25 HDG 350

1
1

C83 200 25 HDG 200 1
1,93
2,20

1,38

C83

2,5
2,5

2,5

C83 400 25 HDG 400 12,482,5
C83 450 25 HDG 450 12,752,5
C83 500 25 HDG 500 13,022,5
C83 550 25 HDG 550 13,302,5
C83 600 25 HDG 600 13,582,5
C83 650 25 HDG 650 13,852,5
C83 700 25 HDG 700 14,132,5
C83 750 25 HDG 750 14,402,5
C83 800 25 HDG 800 14,672,5
C83 850 25 HDG 850 14,952,5
C83 900 25 HDG 900 15,232,5
C83 950 25 HDG 950 15,502,5
C83 1000 25 HDG 1000 15,782,5
C83 1050 25 HDG 1050 16,052,5

2.0mm 2.5mm

2.0mm 2.5mm

C42 900 20 HDG 900 13,012,0 C42 900 25 HDG 900 13,652,5

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C42 900

30

5,00 6,00
 D

efl
ec

tio
n 

f i
n 

[m
m

] a
t F

 m
a

x
. L

/2
0

 

C42 150

C42 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C42 300

Th�ckness T:2,5 mm

C42 750

C42 600
C42 450

7,5

15

0.0

0.0 2,00 3,00 4,00

f,mm

C83 900

30

5,00 6,00

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

Safe Work�ng Load F �n kN

22,5

37,5

45

Th�ckness T:2,5 mm

C83 750

7,00

C83 600

C83 450

C83 300

C83 200

L

L

5

135

50

30

14

25

14

83

41

T

5

50

30

14

41

135T 42

41

14

C42

C83

m
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C Channel Hang�ng Support 41x21
C Profil Tavan Tespiti 41x21 - С-образная потолочная станина 41x21 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT21 030 20 HDG 300
CT21 040 20 HDG 400

1
1

CT21 025 20 HDG 250 1
1,08
1,24

1,00

CT21

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT21 050 20 HDG 500 11,402,0
CT21 060 20 HDG 600 11,562,0
CT21 070 20 HDG 700 11,722,0
CT21 075 20 HDG 750 11,802,0
CT21 080 20 HDG 800 11,882,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 20 HDG 300
CT41 040 20 HDG 400

1
1

CT41 025 20 HDG 250 1
1,26
1,48

1,15

CT41

2,0
2,0

2,0

CT41 050 20 HDG 500 11,702,0
CT41 060 20 HDG 600 11,922,0
CT41 075 20 HDG 750 12,252,0
CT41 080 20 HDG 800 12,362,0
CT41 090 20 HDG 900 12,582,0

Hot D�p Galvan�sed

CT41 100 20 HDG 1000 12,802,0
CT41 110 20 HDG 1100 13,022,0
CT41 120 20 HDG 1200 13,242,0
CT41 125 20 HDG 1250 13,352,0
CT41 150 20 HDG 1500 13,902,0
CT41 160 20 HDG 1600 14,122,0
CT41 170 20 HDG 1700 14,342,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT21 100 20 HDG 1000 12,202,0
CT21 125 20 HDG 1250 12,602,0
CT21 150 20 HDG 1500 13,002,0

CT41 175 20 HDG 1750 14,452,0
CT41 180 20 HDG 1800 14,562,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 41x41
C Profil Tavan Tespiti 41x41 - С-образная потолочная станина 41x41 

CT41 190 20 HDG 1900 14,782,0
CT41 200 20 HDG 2000 15,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

300
400

1
1

250 1
1,20
1,40

1,10

CT21

2,5
2,5

2,5

500 11,602,5
600 11,802,5
700 12,002,5
750 12,102,5
800 12,202,5

1000 12,602,5
1250 13,102,5
1500 13,602,5

CT21 030 25 HDG
CT21 040 25 HDG

CT21 025 25 HDG

CT21 050 25 HDG
CT21 060 25 HDG
CT21 070 25 HDG
CT21 075 25 HDG
CT21 080 25 HDG
CT21 100 25 HDG
CT21 125 25 HDG
CT21 150 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 25 HDG 300
CT41 040 25 HDG 400

1
1

CT41 025 25 HDG 250 1
1,43
1,70

1,29

CT41

2,5
2,5

2,5

CT41 050 25 HDG 500 11,982,5
CT41 060 25 HDG 600 12,252,5
CT41 075 25 HDG 750 12,662,5
CT41 080 25 HDG 800 12,802,5
CT41 090 25 HDG 900 13,082,5
CT41 100 25 HDG 1000 13,352,5
CT41 110 25 HDG 1100 13,632,5
CT41 120 25 HDG 1200 13,902,5
CT41 125 25 HDG 1250 14,042,5
CT41 150 25 HDG 1500 14,732,5
CT41 160 25 HDG 1600 15,002,5
CT41 170 25 HDG 1700 15,282,5
CT41 175 25 HDG 1750 15,412,5
CT41 180 25 HDG 1800 15,552,5
CT41 190 25 HDG 1900 15,832,5
CT41 200 25 HDG 2000 16,102,5

2.0mm 2.5mm

2.0mm 2.5mm

100

150

Ø14

5

L

100

150

5

Ø14

CT21

CT41

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  41x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300

0,40 0,25 0,20

Safe Load Calculat�on For Ce�l�ng Support  21x41x2,5 mm - L:800

Slotted Surface

L

m
MADE IN TURKEY



C Channel Hang�ng Support 42x41
C Profil Tavan Tespiti 42x41 - С-образная потолочная станина 42x41 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 20 HDG 600
CT42 075 20 HDG 750

1
1

CT42 050 20 HDG 500 1
2,52
3,00

2,20

CT42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT42 080 20 HDG 800 13,162,0
CT42 100 20 HDG 1000 13,802,0
CT42 120 20 HDG 1200 14,442,0
CT42 125 20 HDG 1250 14,602,0
CT42 150 20 HDG 1500 15,402,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT42 160 20 HDG 1600 15,722,0
CT42 175 20 HDG 1750 16,202,0
CT42 180 20 HDG 1800 16,362,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 83x41
C Profil Tavan Tespiti 83x41 - С-образная потолочная станина 83x41 

CT42 200 20 HDG 2000 17,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 25 HDG 600
CT42 075 25 HDG 750

1
1

CT42 050 25 HDG 500 1
3,00
3,60

2,60

CT42

2,5
2,5

2,5

CT42 080 25 HDG 800 13,802,5
CT42 100 25 HDG 1000 14,602,5
CT42 120 25 HDG 1200 15,402,5
CT42 125 25 HDG 1250 15,602,5
CT42 150 25 HDG 1500 16,602,5
CT42 160 25 HDG 1600 17,002,5
CT42 175 25 HDG 1750 17,602,5
CT42 180 25 HDG 1800 17,802,5
CT42 200 25 HDG 2000 18,602,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 20 HDG 600
CT83 070 20 HDG 700

1
1

CT83 050 20 HDG 500 1
3,24
3,68

2,80

CT83

2,0
2,0

2,0

CT83 075 20 HDG 750 13,902,0
CT83 080 20 HDG 800 14,122,0
CT83 090 20 HDG 900 14,562,0
CT83 100 20 HDG 1000 15,002,0
CT83 110 20 HDG 1100 15,442,0
CT83 120 20 HDG 1200 15,882,0
CT83 125 20 HDG 1250 16,102,0
CT83 130 20 HDG 1300 16,322,0
CT83 140 20 HDG 1400 16,762,0
CT83 150 20 HDG 1500 17,202,0
CT83 160 20 HDG 1600 17,642,0
CT83 170 20 HDG 1700 18,082,0
CT83 175 20 HDG 1750 18,302,0
CT83 180 20 HDG 1800 18,522,0
CT83 190 20 HDG 1900 18,962,0
CT83 200 20 HDG 2000 19,402,0
CT83 220 20 HDG 2200 110,282,0
CT83 250 20 HDG 2500 111,602,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 25 HDG 600
CT83 070 25 HDG 700

1
1

CT83 050 25 HDG 500 1
3,90
4,45

3,35

CT83

2,5
2,5

2,5

CT83 075 25 HDG 750 14,732,5
CT83 080 25 HDG 800 15,002,5
CT83 090 25 HDG 900 15,552,5
CT83 100 25 HDG 1000 16,102,5
CT83 110 25 HDG 1100 16,652,5
CT83 120 25 HDG 1200 17,202,5
CT83 125 25 HDG 1250 17,482,5
CT83 130 25 HDG 1300 17,752,5
CT83 140 25 HDG 1400 18,302,5
CT83 150 25 HDG 1500 18,852,5
CT83 160 25 HDG 1600 19,402,5
CT83 170 25 HDG 1700 19,952,5
CT83 175 25 HDG 1750 110,232,5
CT83 180 25 HDG 1800 110,502,5
CT83 190 25 HDG 1900 111,052,5
CT83 200 25 HDG 2000 111,602,5
CT83 220 25 HDG 2200 112,702,5
CT83 250 25 HDG 2500 114,352,5

2.0mm 2.5mm

2.0mm 2.5mm

CT42

CT83

100

150

5

150

5

Slotted Surface

Ø14

150

L

Ø14

L

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

2,10 1,80 1,60 1,40 1,20 1,10

100 200 300 400 500 600

2,90 2,50 2,00 1,90 1,70 1,50

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  83x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  42x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-01A HDG 11
CYB-01B HDG 9

1
1

CYB-01 HDG 14 1
0,063
0,063

0,063

CYB-01

40x40
40x40

40x40

Hot D�p Galvan�sed

5.0mm

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-02A HDG 11
CYB-02B HDG 9

1
1

CYB-02 HDG 14 1
0,029
0,029

0,029

CYB-02

32x32
32x32

32x32

3.0mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-03A HDG 6 1
CYB-03 HDG 5 1

0,166
0,126

CYB-03

88
80

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-04A HDG 6 1
CYB-04 HDG 5 1

0,256
0,188

CYB-04

136
120

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-05A HDG 6 1
CYB-05 HDG 5 1

0,347
0,251

CYB-05

184
160

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-06A HDG 6 1
CYB-06 HDG 5 1

0,437
0,314

CYB-06

232
200

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-07A HDG 6 1
CYB-07 HDG 5 1

0,270
0,188

CYB-07

90x90
80x80

Hot D�p Galvan�sed

a-b
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-08A HDG 6 1
CYB-08 HDG 5 1

0,360
0,251

CYB-08

135x80
120x80

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

Length

a-b
mm

CYB-06

L

40

CYB-04

40

L

d

4
0

CYB-03

4
040

L

d

CYB-01 CYB-02

b

a

dd

b

a

Common W�dth S�ze (CYB-05 and CYB-06)40

CYB-05

L

d

40

T

CYB-07 CYB-08

1
4

b

a a

1
4

b

T T

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-09A HDG 6 1
CYB-09 HDG 5 1

0,360
0,251

CYB-09

135x90
120x80

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-10A HDG 6 1
CYB-10 HDG 5 1

0,470
0,340

CYB-10

135x135
120x120

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-11A HDG 6 1
CYB-11 HDG 5 1

0,320
0,267

CYB-11

90x90
90x90

Hot D�p Galvan�sed

mm CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-12A HDG 6 1
CYB-12 HDG 5 1

0,470
0,392

CYB-12

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-13A HDG 6 1
CYB-13 HDG 5 1

0,680
0,567

CYB-13

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-14A HDG 6 1
CYB-14 HDG 5 1

0,320
0,267

CYB-14

135x90
135x90

S�ze

135x135
135x135

mm

90x90
90x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-15A HDG 6 1
CYB-15 HDG 5 1

0,470
0,392

CYB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-16A HDG 6 1
CYB-16 HDG 5 1

0,870
0,725

CYB-16
S�ze

135x90
135x90

mm

136x136
136x136

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CYB-11
90

14

90

CYB-12

135

1
4 90

90

90

1
4

CYB-14

CYB-13

135

14

135

CYB-09
a

b

14

b

CYB-15 CYB-16

90

135

1
4

136

136

1
4

CYB-10

b b

14

a

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-17A HDG 6 1
CYB-17 HDG 5 1

0,800
0,667

CYB-17

232x90
232x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-18A HDG 6 1
CYB-18 HDG 5 1

0,470
0,392

CYB-18

135x90
135x90

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-19A HDG 6 1
CYB-19 HDG 5 1

0,800
0,667

CYB-19

232x90
232x90

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-01A HDG 6 1
CB-01 HDG 5 1

0,954
0,795

CB-01

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-02A HDG 6 1
CB-02 HDG 5 1

0,954
0,795

CB-02
S�ze

137x98
137x98

mm

137x98
137x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-03A HDG 6 1
CB-03 HDG 5 1

0,636
0,530

CB-03
S�ze

137x50
137x50

mm

C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

S�ze
mm

S�ze
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CYB-17

232

9
0

14

CYB-19

232

232

90

14

CYB-18

135

9
0

14

CB-02

431
4

4
7

137

137

14
98

T

CB-03
137

5
0

53

137

47 43 47

14

4
7 4
1

T

137

43

8914
98

137

CB-01

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей 

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-04A HDG 6 1
CB-04 HDG 5 1

0,572
0,477

CB-04

90x98
90x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-05A HDG 6 1
CB-05 HDG 5 1

0,382
0,318

CB-05

90x50
90x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-08A HDG 6 1
CB-08 HDG 5 1

0,400
0,320

CB-08

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,600
0,500

CB-09
S�ze

82x57
82x57

a-b
mm

S�ze

124x57
124x57

a-b
mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-10A HDG 6 1
CB-10 HDG 5 1

0,250
0,220

CB-10
S�ze

135x41
135x41

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-06A HDG 6 1
CB-06 HDG 5 1

0,270
0,260

CB-06

50x50
50x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-07A HDG 6 1
CB-07 HDG 5 1

0,270
0,260

CB-07

50x50
50x50

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CB-06

47

5
0

47

1
4

CB-07

47

5
0

47
1
4

124

CB-09

46

57

46

1
4

135

41

CB-10

1
4

CB-05
47

4
7

1
4

90

5
0

CB-08

4
7

4
7

57

T

1
4

82

47
T

4
7

CB-04

1
4

90

98

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-11A HDG 6 1
CB-11 HDG 5 1

0,170
0,140

CB-11

50x47
50x47

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-12A HDG 6 1
CB-12 HDG 5 1

0,170
0,140

CB-12

47x52
47x52

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-15A HDG 6 1
CB-15 HDG 5 1

0,400
0,320

CB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,350
0,320

CB-16
S�ze

89x104
89x104

mm

56x137
56x137

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-17A HDG 6 1
CB-17 HDG 5 1

0,600
0,500

CB-17
S�ze

102x102
102x102

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-13A HDG 6 1
CB-13 HDG 5 1

0,260
0,230

CB-13

47x98
47x98

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-14A HDG 6 1
CB-14 HDG 5 1

0,270
0,230

CB-14

41x104
41x104

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-18A HDG 6 1
CB-18 HDG 5 1

0,470
0,430

CB-18

104x137
104x137

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-11

5
0

47

401
4

50

1
0
4

89

104

40

1
4

CB-15

1
3

7

56 40

1
3
71

4

CB-16

102

102

1
4

46

14

CB-17

9
8

47

98

40

CB-13

1
4

104

41

1
0
4

40

1
4

CB-14

CB-12

47

52

4
0

411
4

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı -  Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-19A HDG 6 1
CB-19 HDG 5 1

0,260
0,230

CB-19

89x56
89x56

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-20A HDG 6 1
CB-20 HDG 5 1

0,600
0,500

CB-20

96x128
96x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-23A HDG 6 1
CB-23 HDG 5 1

0,360
0,280

CB-23

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-24 HDG 5 10,270

CB-24
S�ze

135x51
120x51

a-b
mm

S�ze

44x71

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-25 HDG 5 10,280

CB-25
S�ze

56x70

mm

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-21A HDG 6 1
CB-21 HDG 5 1

0,280
0,240

CB-21

90x48
90x48

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-22A HDG 6 1
CB-22 HDG 5 1

0,280
0,240

CB-22

90x48
90x48

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-26 HDG 5 10,340

CB-26

78x78

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

CB-19
56

8
9

T

40

8
9

1
4

CB-20
47

9
6

T

9
6

38

1
4

51
46

8
2

T

1
4

CB-21

CB-22

51 46

8
2

T

1
4

46

4
6

T

a

14

CB-23

b

41

1
0
1
,4

44

71

143

T

CB-24

141

4
1

CB-26

5656

6
0

2
7
0

1
4

4
1

78

78

143

T

CB-25 CB-25

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27A HDG 5 10,360

CB-27A

135x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-28A HDG 6 1
CB-28 HDG 5 1

0,360
0,320

Hot D�p Galvan�sed

S�ze

90x57
90x57

a-b
mm

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27L HDG 5 10,360

CB-27L

90x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27G HDG 5 10,860

CB-27G

90x90

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-29A HDG 6 1
CB-29 HDG 5 1

0,610
0,520

CB-29
S�ze

104x90
104x90

a-b
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

1
3
5

76,3

T

41

36,1

1
3
5

14

CB-27CB-27A

9
2

86

14

14

86

4
6

92

4
6

T

CB-27L & CB27GCB-27L & CB27G(Symetr�cal Parts) (Symetr�cal Parts)

87

5
7

14

4
7

14

4
7

57

87

CB-28

CB-28

1
0
4

1
0
4

90 90

CB-29

CB-29

CB-28
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C Channel U and Z F�tt�ng
C Profil U ve Z Bağlantı Elemanı - Крепление стеновое для С-образного профиля

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-30 HDG 5 10,290

CB-30

135x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-31 HDG 5 10,370

CB-31

135x48
CB-30A HDG 6 10,320135x27 CB-31A HDG 6 10,400135x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-32 HDG 5 10,520

CB-32

135x89

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-33 HDG 5 10,450

CB-33

176x95
CB-32A HDG 6 10,580135x89 CB-33A HDG 6 10,480176x95

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-34 HDG 5 10,180

CB-34

95x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-35 HDG 5 10,220

CB-35

95x48
CB-34A HDG 6 10,21095x27 CB-35A HDG 6 10,25095x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-36 HDG 5 10,29095x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-37 HDG 5 10,23095x54
CB-36A HDG 6 10,32095x90 CB-37A HDG 6 10,26095x54

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CB-33

176

84

94

4
7

T

41

1
7

6

CB-32

53

89

43

135
41

a

14

T

CB-34
95

4
1

1
4

95

50

27

50

T

CB-36

T

9
0

50

4
1

95

50

1
4

CB-30

CB-31

Part Common V�ew

27

43

135

41

1
4
0

14

43

135

48

53

53

CB-37 46

5
4

46

95

4
1

14

CB-35

4
1

95

1
4

50

4
8

95

T

CB-36 CB-37
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C Channel U F�tt�ng (Clev�s)
C Profil U Bağlantı Elemanı (Clevis) - U крепеж к С профилю

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-38 HDG 5 10,320

CB-38

93x47
CB-38A HDG 6 10,38093x47

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-01 HDG 5 10,920

CE-01

184x52

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-02 HDG 5 10,750

CE-02

184x25
CE-01A HDG 6 11,080184x52 CE-02A HDG 6 10,900184x25

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-01 HDG 5 10,360

CTK-01

80x65

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-02 HDG 5 10,440

CTK-02

80x90

(W�th bolt M10x35) (W�th bolt M10x35)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-03 HDG 5 10,500

CTK-03

80x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-04 HDG 5 10,050

CTK-04

56x21

(W�th bolt M10x35) (W�thout bolt M10x35)

CTK-04A HDG 6 10,06056x21

C Channel Coupler and Clamps
C Profil Birleştirme Elemanı ve Taşıyıcılar - Соединитель и крепеж к металлическим балкам

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-38

4
7

93

T
93

4
1

CE-01

184
5
2

53

5
2

CE-02

184

5
3

2
5

53

T

CTK-01

80

6
5

50

6
5

44

2
3

CTK-02

50

9
0

80

9
0

44

4
4

CTK-03

1
3
0

80

44

1
3
0

CTK-04 56

2
1

50

2
1
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C Channel Support Base
C Profil Zemine Sabitleme Elemanı - Крепление к потолку для С-образного профиля

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-01 HDG 45 10,800

CDB-01

150x100

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-02 HDG 45 11,080

CDB-02

200x100

*For s�ngle channel 41x41 *For double channel 83x41

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-03 HDG 90 11,350

CDB-03

150x150

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-04 HDG 90 11,500

CDB-04

150x150

*For s�ngle channel 41x41 *For double channel 83x41

CDB-03D HDG 90 11,350150x150 CDB-04D HDG 90 11,500200x150

Hot D�p Galvan�sed

S�ze 
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-13 HDG 5 11,100

CDB-13

146x120

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-14 HDG 5 11,300

CDB-14

187x120

*For s�ngle channel 41x41 *For double channel 83x41

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CDB-13

146

120

42

1
4

1
4

T

120

5

CDB-01

150

1
0
0

53

4
5

14

5

h

CDB-02

95

1
0
0

5

200

5

14

h

CDB-03D

5

4
5

5

53

150

1
5
0

h

CDB-14

187

120 120

1
4

h

42

200

100

95

5

5
3

1
4

h

CDB-04D
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C Channel Clamps
C Profil Taşıyıcılar - Крепеж к металлическим балкам

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-05 HDG 5 10,360

CTK-05

80x60

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-07 HDG 5 10,160

CTK-07

50x75

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-08 HDG 6 10,280

CTK-08

50x65

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-09 HDG 5 10,170

CTK-09

70x40

(W�th bolt M12x40)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-10 HDG 3 11,130

CTK-10

210

Hot D�p Galvan�sed

S�ze

L
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-11A HDG 6 10,622

CTK-11

230

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-06 HDG 5 10,400

CTK-06

120x60

S�ze

L
mm

CTK-11B HDG 6 10,876365
CTK-11C HDG 6 10,413650

C Channel Bracket Support Plate
Konsol Destek Elemanı - Держатель консолей

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CTK-07

36

2
5

43

12
85

3
0

6
,8

CTK-08

119

4
0

1
4

7

47
6
5

T

CTK-09

11
5 27

2
1

37

2
0

70

4
7

14

6,8

L

14

40

214

CTK-10 CTK-11

40

50

14

L

T

CTK-06

75

6
7

30 37

166

1
2
0

60

75

6
7

30 37

166

T

8
0

60

CTK-05
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C Channel Adjustable Brace F�tt�ng Base
C Profil Zemine Sabitleme Elemanı, Hareketli - Крепление к потолку для С-образного профиля, шарнирное

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-23 HDG 37,5 11,620

CDB-23 HDG

137x64

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-24 HDG 48 12,360

CDB-24 HDG

100x64

Electro Z�nc Plated

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NYS 3M8 30 500,041

NYS - NS

M8

Electro Z�nc Plated

NYS 3M10 30 500,041M10

PVC

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4141 PVC Black 1000,006

END 4141 PVC

41x41

PVC

C Channel Spr�ng Nut and F�x�ng Bolt 
C Kanal Yaylı Somun ve T Civata - Ромбовидные гайки с пружиной и Т-образные болты

Spr�ng Nut F�x�ng Bolt

NYS 3M12 30 500,041M12
NS M8 500,038M8
NS M10 500,038M10
NS M12 500,038M12

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NTS 3M8 30 500,045

NTS

M8
NTS 3M10 30 500,070M10
NTS 3M12 30 500,080M12

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4121 PVC Black 1000,003

END 2141 PVC

41x21

Plast�c, black color
MATERIAL

Ava�lable fin�shes:

In stock : Black
Any RAL color: upon request

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

HDG - Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

CDB-23 

CDB-24

NYS (Spr�ng Nut) NTS (F�n�ng Bolt)

END4121

END4141

Plast�c End Cup for C Channel
C Profil Sonlandırma - Защитная пластина 

48

137
64

48

100
64

2
1

21

4
1

41

30

D

30

D

D

NS
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C Support Stat�c Values - Safe Load
C Destek Taşıma Yük Değerleri - Нагрузочная способность профелей
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