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MADE IN TURKEY

Cable Ladder
Kablo Merdiveni SKM Serisi - KabenbpocTbl SKM H200 HDG

RUNG OF SKM
30 15
a _
Important! '———{ O+
T
Joining cable ladder sections together only through 50
the use of couplers 2 pcs for 1 length To install cable 0
Hot-Dip Galvanized ladder-straight use Screw sets CFS M6 or CFS M8 —
al [0
M ... H200 1.5mm SKM ... H200 2.0mm 0
Width Length Width Length
copE a [T A % cope T A "at
mm mm im mm mm m D
SKM 2010 15 HDG | 100 | 3000 [5.81] 2 SKM 2010 20 HDG 100 | 3000 [7.75] 2
SKM 201515 HDG | 150 | 3000 [5.95[ 2 SKM 2015 20 HDG 150 | 3000 [7.93] 2 oo oo oo .
SKM 2020 15 HDG | 200 | 3000 [6.09] 2 SKM 2020 20 HDG 200 | 3000 [8,12] 2 Ul |20
SKM 2025 15 HDG | 250 | 3000 [6.23] 2 SKM 2025 20 HDG 250 | 3000 [8,30] 2 =
SKM 2030 15 HDG | 300 | 3000 [6.36] 2 SKM 2030 20 HDG 300 | 3000 [848] 2 ey L
SKM 2040 15 HDG | 400 | 3000 [6.64| 2 SKM 2040 20 HDG 400 | 3000 [885] 2 i NS 8
SKM 2045 15 HDG | 450 | 3000 [6.78| 2 SKM 2045 20 HDG 450 | 3000 [9,03] 2
SKM 2050 15 HDG | 500 | 3000 [6.91] 2 SKM 2050 20 HDG 500 | 3000 [9,22] 2 Width | Cross Section
SKM 2060 15 HDG | 600 | 3000 [7.19] 2 SKM 2060 20 HDG 600 | 3000 [9,58] 2 e —
SKM 2070 15 HDG | 700 | 3000 [7.46] 2 SKM 2070 20 HDG | 700 | 3000 [9.95] 2 100 183
SKM 2075 15 HDG | 750 | 3000 [7.60] 2 KM 2075 20 HDG 750 | 3000 [10,13[ 2 150 275,5
SKM 2080 15 HDG | 800 | 3000 |7.74| 2 KM 2080 20 HDG 800 | 3000 [10,31] 2 200 368
SKM 2090 15 HDG _| 900 | 3000 | 8.01| 2 KM 2090 20 HDG 900 | 3000 [10,68] 2
SKM 2000 15 HDG 1000 | 3000 | 8.29] 2 'SKM 2000 20 HDG_[1000 | 3000 [11.05] 2 300 553
SKM 2002 15 HDG [ 1200 | 3000 [8.84] 2 SKM 2002 20 HDG [ 1200 | 3000 [11,78] 2 400 738
500 923
Fixing Unit for Cable Ladder R :gg 1;;‘;35
Merdiveni Sabitleme Elemani - ®ukcatop kabenbpocta, 6okoBos .-~~~ 900 166;
—1 1000 1848
1200 2218
MT/1
T
e (s
Hot-Dip Galvanized Stainless Steel - SS 304 50
20
MT/1 3.0mm /
i Thickness i Thickness
conE il conE w2 = KBE 2 H200 HDG
mm mm__|ad/pc mm mm__|ad/pc
MT/1 HDG 35x50 | 3,0 (0,040 100 MT/1 S4 35x50 | 2,5 [0,032] 100 T T
P 3
. N
Straight Connector (Coupler) -
Birlestirme Elemani - [Tpsimoi coegnuutens
KBE 220 KBE 320
25
000 QQQ s
) ) To install one length; use 2 pieces of KBE connector
Hot-Dip Galvanized 8 sets of CFS bolts and nuts. (M6 or M8) L=175
KBE 2 ... H200 KBE 3 ... H200 CFS
Round head squire neck bolt & Flanged nut
CODE h L CODE
M6 or M8 x15
KBE 220 15 HDG . KBE 320 15 HDG M6 or M8
2.0mm 2.0mm e
| _KBE22020HDG [ 190 [ 175 [0.60] 100 |[ KBE 32020HDG [ 205 [ 175 [0.62] 100 | @
2.5mm 2.5mm APPLICATIONS
KBE 220 25 HDG Cable routing
MATERIAL
Dacromet HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:
SS- stainless steel AISI 304L and AISI 316L (SS)
CODE Size Lre:rgrt]h @ CODE Size Lﬂ'ﬂh @ 6 EP- powder coating in a full range of colours (RAL)

mm mm
1 Set Thickn. (ga) [mm]: [T
CFS M6 HDG M6 15 0,008 500 CFS M8 HDG M8 15 ]0,014| 500

1 Set




Cable Ladder Systems of Side Height 200 <& (€

<

Cable Ladder

Kablo Merdiveni UKM Serisi - KabenbpocTbi

UKM H200 HDG (L3000)

mIK

MADE IN TURKEY

Important!
0 0 0 0
Joining cable ladder sections together only through Width | Cross Section
the use of couplers 2 pcs for 1 length To install cable
HOt-Dip Galvanized ladder-straight use Screw sets CFS M6 or CFS M8 100 183
150 275,5
200
UKM ... H200 rsmm JUKM ... H200 20mm 20 | s
copE Wiadth Length @ ‘/> conE Wiadth Le[gth @ ‘/> 0 0 0 0 0 200 738
mm mm 1m .@ mm mm 1m .@ 500 923
UKM 2010 15 HDG | 100 | 3000 [6.08] 2 UKM 201020 HDG | 100 | 3000 | 8.11] 2 ~ | 3000 [_690 1108
UKM 2015 15 HDG | 150 | 3000 [6.23| 2 UKM 2015 20 HDG | 150 | 3000 | 8.31] 2 - e 750 13855
UKM 2020 15 HDG 200 | 3000 [6.39 2 UKM 2020 20 HDG 200 | 3000 | 8.51 2 -
UKM 2025 15 HDG | 250 | 3000 | 6.54| 2 UKM 2025 20 HDG | 250 | 3000 | 8.72] 2 900 16,63
UKM 2030 15 HDG 300 | 3000 [6.69 2 UKM 2030 20 HDG 300 | 3000 |8.92 2 1000 1848
UKM 2040 15 HDG | 400 | 3000 [7.00] 2 UKM 2040 20 HDG | 400 | 3000 [9.33] 2 0 0 0 00 1200 2218
UKM 2045 15 HDG 450 | 3000 [7.15 2 UKM 2045 20 HDG 450 | 3000 |9.53 2
UKM 2050 15 HDG [ 500 | 3000 |7.31 2 UKM 2050 20 HDG | 500 | 3000 | 9.74] 2
UKM 2060 15 HDG 600 | 3000 [7.61 2 UKM 2060 20 HDG 600 | 3000 [10.15] 2
UKM 2070 15 HDG | 700 | 3000 |[7.92| 2 UKM 2070 20 HDG | 700 | 3000 [10.56] 2
UKM 2075 15 HDG | 750 | 3000 [8.07 [ 2 UKM 207520 HDG [ 750 | 3000 [10.76] 2
UKM 2080 15 HDG | 800 [ 3000 [8.22] 2 UKM 2080 20 HDG | 800 | 3000 [10.96] 2
UKM 2090 15 HDG | 900 [ 3000 [8.53] 2 UKM 2090 20 HDG | 900 [ 3000 [11.37] 2 R
UKM 2000 15 HDG | 1000 | 3000 | 8.84 2 UKM 2000 20 HDG | 1000 | 3000 |11.78 2
UKM 2002 15 HDG | 1200 [ 3000 | 9.45 2 UKM 2002 20 HDG | 1200 | 3000 |12.60] 2
UKM ... H200 2.5mm M ... H200 3.0mm 1
UKM 2010 25 HDG | 100 | 3000 [10.13] 2 UKM 2010 30 HDG | 100 [ 3000 [12.16] 2
UKM 201525 HDG | 150 | 3000 [10.39] 2 UKM 2015 30 HDG | 150 | 3000 [12.46] 2
UKM 2020 25 HDG 200 | 3000 [10.64 2 UKM 2020 30 HDG 200 | 3000 [12.77 2
UKM 2025 25 HDG | 250 | 3000 [10.90] 2 UKM 2025 30 HDG | 250 | 3000 [13.08] 2
UKM 2030 25 HDG 300 | 3000 [11.15 2 UKM 2030 30 HDG 300 | 3000 [13.38] 2 RUNG OF UKM
UKM 2040 25 HDG__| 400 | 3000 [11.66] 2 UKM 2040 30 HDG | 400 [ 3000 [13.99] 2
UKM 2045 25 HDG | 450 | 3000 [11.92] 2 UKM 2045 30 HDG | 450 | 3000 [14.30] 2
UKM 2050 25 HDG | 500 | 3000 [12.17] 2 UKM 2050 30 HDG | 500 | 3000 [14.61] 2 a
UKM 2060 25 HDG | 600 | 3000 [12.68] 2 UKM 2060 30 HDG | 600 | 3000 [15.22] 2 r——-‘
UKM 2070 25 HDG | 700 | 3000 [13.19] 2 UKM 2070 30 HDG | 700 | 3000 [15.83] 2
UKM 2075 25 HDG [ 750 | 3000 [13.45] 2 UKM 2075 30 HDG__| 750 | 3000 [16.14] 2 20 i 0 0 0 0 0 ‘
UKM 2080 25 HDG | 800 | 3000 [13.70[ 2 UKM 2080 30 HDG | 800 | 3000 [16.44] 2 1 40
UKM 2090 25 HDG | 900 [ 3000 [14.21] 2 UKM 2090 30 HDG | 900 | 3000 [17.06] 2 7
UKM 2000 25 HDG | 1000 | 3000 [14.72] 2 UKM 2000 30 HDG [ 1000 | 3000 [17.67] 2
UKM 2002 25 HDG [ 1200 | 3000 [15.74] 2 UKM 2002 30 HDG [ 1200 [ 3000 [18.89] 2
f 15
Fixing Unit for Cable Ladder r
Merdiveni Sabitleme Elemani - ®ukcatop kabenbpocta, 60k0BO#
MT/2
\ R10 r‘L'i
0 A
00 h+5 | M
10 m
[' APPLICATIONS

Hot-Dip Galvanized

MT/2 ... H200 2.0mm
Height | Fixing Hole @ =
CODE S
mm mDm im .@
MT/2 20 HDG 205 11 0.20] 100

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA
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MADE IN TURKEY

Cable Ladder

Kablo Merdiveni UKM Serisi - KabenbpocTbi UKM H200 HDG (L6000)
RUNG OF UKM
15
Important! a 40
Joining cable ladder sections together only through — — N
the use of couplers 2 pcs for 1 length To install cable o
Hot-Dip Galvanized ladder-straight use Screw sets CFS M6 or CFS M8
0 0 0 0 0 o
KM ... H200 m KM ... H200 2.0mm
Width Length =T Width Length P o
CODE a L [@3 .‘m? CODE a L [@S .‘ﬂ? a
mm mm 1m mm mm 1m
UKM 2010.60 15 HDG | 100 | 6000 [6.08| 2 UKM 2010.60 20 HDG | 100 | 6000 | 8.11] 2 A
UKM 2015.60 15 HDG | 150 | 6000 [6.23] 2 UKM 2015.60 20 HDG | 150 | 6000 | 831 2
UKM 2020.60 15 HDG | 200 | 6000 |6.39| 2 UKM 2020.60 20 HDG | 200 | 6000 | 8.51] 2 T 0 0 0 0 o
UKM 2025.60 15 HDG | 250 | 6000 | 6.54| 2 UKM 2025.60 20 HDG | 250 | 6000 |8.72] 2 7
UKM 2030.60 15 HDG | 300 | 6000 |6.69| 2 UKM 2030.60 20 HDG | 300 | 6000 |8.92] 2
UKM 2040.60 15 HDG | 400 | 6000 [7.00| 2 UKM 2040.60 20 HDG | 400 | 6000 |9.33| 2 J— .
UKM 2045.60 15 HDG | 450 | 6000 [7.15] 2 UKM 2045.60 20 HDG | 450 | 6000 [9.53] 2 o e | 6000 L 4
UKM 2050.60 15 HDG | 500 | 6000 | 7.31| 2 UKM 2050.60 20 HDG | 500 | 6000 |9.74| 2 T
UKM 2060.60 15 HDG | 600 | 6000 | 7.61| 2 UKM 2060.60 20 HDG | 600 | 6000 [10.15] 2 20
UKM 2070.60 15 HDG | 700 | 6000 [7.92] 2 UKM 2070.60 20 HDG | 700 | 6000 [10.56] 2
UKM 2075.60 15 HDG | 750 | 6000 [8.07| 2 UKM 2075.60 20 HDG | 750 | 6000 [10.76] 2 0 0 0 0 0
UKM 2080.60 15 HDG | 800 | 6000 [8.22| 2 UKM 2080.60 20 HDG | 800 | 6000 [10.96] 2 Width | Cross Section
UKM 2090.60 15 HDG | 900 | 6000 [8.53| 2 UKM 2090.60 20 HDG | 900 | 6000 [11.37] 2
UKM 2000.60 15 HDG [ 1000 | 6000 |8.84| 2 UKM 2000.60 20 HDG [ 1000 | 6000 [11.78] 2 100 83
UKM 2002.60 15 HDG | 1200 | 6000 |9.45| 2 UKM 2002.60 20 HDG | 1200 | 6000 |12.60] 2 150 125,5
2.5mm 3.0mm 200 168
300 253
copE W:lh LeEgm @ ‘/> copE W:lh LeEgth @ ‘/> T 0 0 0 200 338
mm mm 1m .@ mm mm 1m .@ 500 423
UKM 2010.60 25 HDG | 100 | 6000 [10.13] 2 UKM 2010.60 30 HDG | 100 | 6000 [12.16] 2 600 508
UKM 2015.60 25 HDG | 150 | 6000 [10.39] 2 UKM 2015.60 30 HDG | 150 | 6000 [12.46] 2 1 750 6355
UKM 2020.60 25 HDG | 200 | 6000 [10.64] 2 UKM 2020.60 30 HDG | 200 | 6000 [12.77] 2
UKM 2025.60 25 HDG | 250 | 6000 [10.90] 2 UKM 2025.60 30 HDG | 250 | 6000 [13.08] 2 900 763
UKM 2030.60 25 HDG | 300 | 6000 [11.15] 2 UKM 2030.60 30 HDG | 300 | 6000 [13.38] 2 1000 848
UKM 2040.60 25 HDG | 400 | 6000 [11.66] 2 UKM 2040.60 30 HDG | 400 | 6000 [13.99] 2 1200 1018
UKM 2045.60 25 HDG | 450 | 6000 [11.92] 2 UKM 2045.60 30 HDG | 450 | 6000 [14.30] 2
UKM 2050.60 25 HDG | 500 | 6000 [12.17] 2 UKM 2050.60 30 HDG | 500 | 6000 [14.61] 2
UKM 2060.60 25 HDG | 600 | 6000 [12.68] 2 UKM 2060.60 30 HDG | 600 | 6000 [15.22] 2
UKM 2070.60 25 HDG | 700 | 6000 [13.19] 2 UKM 2070.60 30 HDG | 700 | 6000 [15.83] 2
UKM 2075.60 25 HDG | 750 | 6000 [13.45] 2 UKM 2075.60 30 HDG | 750 | 6000 [16.14] 2
UKM 2080.60 25 HDG | 800 | 6000 [13.70] 2 UKM 2080.60 30 HDG | 800 | 6000 [16.44] 2
UKM 2090.60 25 HDG | 900 | 6000 [14.21] 2 UKM 2090.60 30 HDG | 900 | 6000 [17.06] 2 MT/3
UKM 2000.60 25 HDG [ 1000 | 6000 [14.72] 2 UKM 2000.60 30 HDG [ 1000 | 6000 [17.67] 2
UKM 2002.60 25 HDG | 1200 | 6000 [15.74] 2 UKM 2002.60 30 HDG | 1200 | 6000 [18.89] 2
. . 50 7x16
Beam Fixing Unit For Cable Ladder (Set) g o
Merdiveni | Demire Sabitleme Elemani (Takim) / Py
(D) R Q
8 N
1 N| |
f — ]
0 @ 0
0 0
70 12
0 0 |
0 @ 0 i
— ] S— 0 oo
N 3
2
@“t’u
APPLICATIONS
Cable routing
Stainless Steel - AISI 304L MATERIAL
MT/3 2.0mm HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
ST Available finishes:
CODE M ot : caness Steel, strip-galv. acc. to the Sendzimir method
letic | 7 |samel & to TS-EN 10346:2011 (PG)
MT/3 S4 M6x30 | 2.0 [0.12] 100 SS- stainless steel AISI 304L and AISI 316L (SS)
* * EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]: [ERNPA
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90° Horizontal Bend of Cable Ladder

90° Merdiven Yatay Déniis Elemani - Yron kabenbpocta ropn3oHTanbHbii 90°
M90 H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M90... H200 m M90... H200 2.0mm
Width Radius Width Radius
CODE a=b R @ % CODE a=b R @ %
mm mm im mm mm im
M90 2010 15 HDG 100 150 [3.02 1 M90 2010 20 HDG 100 150 |4.02 1
M90 2015 15 HDG 150 150 |3.42 1 M90 2015 20 HDG 150 150 |4.56 1
M90 2020 15 HDG 200 150 |3.68 1 M90 2020 20 HDG 200 150 | 4.91 1
M90 2025 15 HDG 250 150 |4.08 1 M90 2025 20 HDG 250 150 |5.44 1
M90 2030 15 HDG 300 150 |4.34 1 M90 2030 20 HDG 300 150 |5.79 1
M90 2040 15 HDG 400 150 |5.14 1 M90 2040 20 HDG 400 150 |6.86 1
M90 2045 15 HDG 450 150 |5.55 1 M90 2045 20 HDG 450 150 |7.39 1
M90 2050 15 HDG 500 150 | 5.81 1 M90 2050 20 HDG 500 150 |7.74 1
M90 2060 15 HDG 600 150 |6.47 1 M90 2060 20 HDG 600 150 |8.62 1
M90 2070 15 HDG 700 150 |7.16 1 M90 2070 20 HDG 700 150 |9.54 1
M90 2075 15 HDG 750 150 |8.37 1 M90 2075 20 HDG 750 150 [11.16 1
M90 2080 15 HDG 800 150 |8.81 1 M90 2080 20 HDG 800 150 [11.75 1
M90 2090 15 HDG 900 150 |9.42 1 M90 2090 20 HDG 900 150 |12.56 1
M90 2000 15 HDG 1000 150 [11.21 1 M90 2000 20 HDG 1000 150 [14.94 1
M90 2002 15 HDG 1200 150 |12.86 1 M90 2002 20 HDG 1200 150 |17.15 1 M90R2 H200 HDG

90° Horizontal Bend of Cable Ladder Radius:300

90° Merdiven Yatay Déniis Elemani R:300 - Yron kabenbpocTta ropu3oHtanbHbli 90° paguyc:300

Important!
; ; To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M90R2... H200 nm M90R2... H200 2.0mm
Width Radius Width Radius
w ;| Blal = |8 F R
mm mm pc mm mm im
M90R2 2010 15 HDG | 100 300 | 4,99 1 M90R2 2010 20 HDG 100 300 |6.65 1
M90R2 2015 15 HDG | 150 300 |5,40 M90R2 2015 20 HDG 150 300 |7.19
M90R2 2020 15 HDG | 200 300 | 5,81 M90R2 2020 20 HDG 200 300 |7.74
M90R2 2025 15 HDG | 250 300 |6,22 M90R2 2025 20 HDG | 250 300 |8.29

M9Y0R2 2030 15 HDG | 300 300 |6,63
M9Y0R2 2040 15 HDG | 400 300 |7,45
M9Y0R2 2045 15 HDG | 450 300 | 7,86
M90R2 2050 15 HDG | 500 300 |8,27
M90R2 2060 15 HDG | 600 300 |9,64
M90R2 2070 15 HDG | 700 300 |10,55
M90R2 2075 15 HDG | 750 300 |11,01
M90R2 2080 15 HDG | 800 300 |11,46
M90R2 2090 15 HDG | 900 300 |12,37
M90R2 2000 15 HDG | 1000 | 300 [14,20
M90R2 2002 15 HDG | 1200 | 300 [16,21

M9Y0R2 2030 20 HDG | 300 300 |8.83
M9Y0R2 2040 20 HDG | 400 300 ]9.93
M9Y0R2 2045 20 HDG | 450 300 [10.47
M90R2 2050 20 HDG | 500 300 [11.02
M9Y0R2 2060 20 HDG | 600 300 [12.85
M90R2 2070 20 HDG | 700 300 [14.07
M90R2 2075 20 HDG | 750 300 [14.67
M90R2 2080 20 HDG | 800 300 |15.28
M90R2 2090 20 HDG | 900 300 [16.50
M9Y0R2 2000 20 HDG | 1000 | 300 [18.94
M9Y0R2 2002 20 HDG | 1200 | 300 |21.62

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:

afalala]alala]alrl=]—
afalala]alala]alrl=]-
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90° Horizontal Bend of Cable Ladder Radius:450

90° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocta ropusoHtanbHbii 90° paguyc:450

M90R3 H200 HDG

o

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M90R3... H200 m M90R3... H200 2.0mm
Width Radius Width Radius
CODE ab | R % CODE ab | R @ %
mm mm 1pc mm mm 1pc
M90R3 2010 15 HDG | 100 450 |6.34 1 M90R3 2010 20 HDG 100 450 8.46 1
M90R3 2015 15 HDG 150 450 |6.75 1 M90R3 2015 20 HDG 150 450 9.00 1
M9Y0RS3 2020 15 HDG 200 450 |7.16 1 M90R3 2020 20 HDG 200 450 9.55 1
M90R3 2025 15 HDG | 250 450 |7.80 1 M90R3 2025 20 HDG | 250 450 110.40 1
M90R3 2030 15 HDG 300 450 |8.26 1 90R3 2030 20 HDG 300 450 11.01 1
M90R3 2040 15 HDG 400 450 |9.17 1 90R3 2040 20 HDG 400 450 112.23 1
M90R3 2045 15 HDG 450 450 ]9.63 1 90R3 2045 20 HDG 450 450 |12.84 1
M90R3 2050 15 HDG | 500 450 ]10.08 1 90R3 2050 20 HDG | 500 450 |13.44 1
M90R3 2060 15 HDG 600 450 |11.00 1 M90R3 2060 20 HDG 600 450 |14.66 1
M90R3 2070 15 HDG | 700 450 |12.55 1 M90R3 2070 20 HDG | 700 450 |16.73 1
M90R3 2075 15 HDG | 750 450 ]13.05 1 M90R3 2075 20 HDG | 750 450 |17.40 1
M90R3 2080 15 HDG 800 450 113.56 1 M90R3 2080 20 HDG 800 450 |18.07 1
M90R3 2090 15 HDG 900 450 114.56 1 M90R3 2090 20 HDG 900 450 119.41 1
M90R3 2000 15 HDG | 1000 450 |15.56 1 M90R3 2000 20 HDG [ 1000 | 450 [20.75 1
M90R3 2002 15 HDG | 1200 450 ]18.67 1 M90R3 2002 20 HDG [ 1200 | 450 [24.90 1

M90R4 H200 HDG

90° Horizontal Bend of Cable Ladder Radius:600

90° Merdiven Yatay Déniis Elemani R:600 - Yron kabenbpocta ropu3oHTanbHbii 90° paguyc:600

Important!
R . To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M90R4... H200 m M90R4... H200 2.0mm
Widh | Radius Widh | Radius
CODE a=b R % CODE a=b R @ %
mm mm 1pc mm mm 1pc
M90R4 2010 15 HDG | 100 | 600 |[7.79| 1 M90RZ 2010 20 HDG | 100 | 600 [10.39] 1
M90R4 2015 15 HDG | 150 | 600 |8.25| 1 M90R4 2015 20 HDG | 150 | 600 [11.00] 1
M90R4 2020 15 HDG | 200 | 600 | 8.71] 1 M90R4 2020 20 HDG | 200 | 600 [11.61] 1 APPLICATIONS
M90R4 2025 15 HDG | 250 | 600 |9.16] 1 M90R4 2025 20 HDG | 250 | 600 [12.22] 1 Cable routin
M90R4 2030 15 HDG | 300 | 600 |9.62] 1 M90R4 2030 20 HDG | 300 | 600 [12.82[ 1 9
M90R4 2040 15 HDG | 400 | 600 [10.90] 1 M90R4 2040 20 HDG | 400 | 600 |[14.53] 1
MOOR4 2045 15 HDG | 450 | 600 [11.40[ 1 MOOR4 2045 20 HDG | 450 | 600 [15.20] 1 MATERIAL
M90R4 2050 15 HDG | 500 | 600 [11.90] 1 M90R4 2050 20 HDG | 500 | 600 [15.87] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M90R4 2060 15 HDG | 600 | 600 [12.91] 1 M90R4 2060 20 HDG | 600 | 600 [17.21] 1 ) o
M9OR4 2070 15 HDG | 700 | 600 [13.91 M9OR4 2070 20 HDG | 700 | 600 |18.55) Available finishes: .
M90R4 2075 15 HDG | 750 | 600 [15.10) M90R4 2075 20 HDG | 750 | 600 [20.13 Steel, strip-galv. acc. to the Sendzimir method
M9O0R4 2080 15 HDG | 800 | 600 |15.65 M90R4 2080 20 HDG | 800 | 600 |20.86| to TS-EN 10346:2011 (PG)
M90R4 2090 15 HDG | 900 | 600 [16.75 M90R4 2090 20 HDG | 900 | 600 [22.33] SS- stainless steel AISI 304L and AISI 316L (SS)
M90R4 2000 15 HDG | 1000 | 600 [17.84] 1 M90R4 2000 20 HDG [ 1000 | 600 [23.79] 1 EP- powder coating in a full range of colours (RAL)
M90R4 2002 15 HDG [1200| 600 [21.13[ 1 M90R4 2002 20 HDG [1200| 600 [28.18] 1

Thickn. (ga) [mm]:
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60° Horizontal Bend of Cable Ladder
60° Merdiven Yatay Doniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 60°
M60 H200 HDG

0000
0000

o

Y
AN SN

0000
0000

AN
N3 S SN

Important!
) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M60... H200 m M60... H200 2.0mm
Width Radius Width Radius
CODE ab | R % CODE ab | R @ %
mm mm_ | 1pc mm mm_ | 1pc
M60 2010 15 HDG 100 | 150 |2.66] 1 M60 110 20 HDG 100 | 150 [3.55| 1
M60 2015 15 HDG 150 | 150 [2.89] 1 M60 115 20 HDG 150 | 150 [3.85] 1
M60 2020 15 HDG 200 | 150 [3.12] 1 M60 120 20 HDG 200 | 150 [4.15] 1
M60 2025 15 HDG 250 | 150 [3.34] 1 M60 125 20 HDG 250 | 150 [4.46] 1
M60 2030 15 HDG 300 | 150 |3.57] 1 60 130 20 HDG 300 | 150 [4.76] 1
M60 2040 15 HDG 400 | 150 |4.02] 1 60 140 20 HDG 400 | 150 |5.36] 1
M60 2045 15 HDG 450 | 150 [4.25] 1 60 145 20 HDG 450 | 150 [567 ] 1
M60 2050 15 HDG 500 | 150 [4.48] 1 60 150 20 HDG 500 | 150 [5.97[ 1
M60 2060 15 HDG 600 | 150 [5.43] 1 M60 160 20 HDG 600 | 150 [7.24] 1
M60 2070 15 HDG 700 | 150 [5.96] 1 M60 170 20 HDG 700 | 150 [7.95] 1
M60 2075 15 HDG 750 | 150 [6.23[ 1 M60 175 20 HDG 750 | 150 [8.31] 1
M60 2080 15 HDG 800 | 150 [6.50] 1 M60 180 20 HDG 800 | 150 [8.67[ 1
M60 2090 15 HDG 900 | 150 [7.04] 1 M60 190 20 HDG 900 | 150 [9.38] 1
M60 2000 15 HDG _ [1000 | 150 |8.56| 1 M60 100 20 HDG 1000 | 150 [11.42] 1 M60R2 H200 HDG
M60 2002 15 HDG __[1200] 150 [9.80] 1 M60 102 20 HDG 1200 | 150 [13.07] 1

60° Horizontal Bend of Cable Ladder Radius:300

60° Merdiven Yatay Doniis Elemani R:300 - Yron kabenbpocTa ropu3oHTanbHbii 60° paguyc:300

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M60R2... H200 m M60R2... H200 2.0mm
Widh | Radius Widh | Radius
CODE ab | R % CODE ab | R %
mm mm 1pc mm mm 1pc
M60R2 2010 156 HDG | 100 | 300 [3.84| 1 M60R2 2010 20 HDG | 100 | 300 [5.41] 1
M60R2 2015 15 HDG | 150 | 300 [4.13| 1 M60R2 2015 20 HDG | 150 | 300 [5.50] 1
M60R2 2020 15 HDG | 200 | 300 | 441 1 M60R2 2020 20 HDG | 200 | 300 [588] 1 APPLICATIONS
M60R2 2025 15 HDG | 250 | 300 [4.70| 1 M60R2 2025 20 HDG | 250 | 300 [6.27| 1 Cable routin
M60R2 2030 15 HDG | 300 | 300 [4.99| 1 M60R2 2030 20 HDG | 300 | 300 [6.65] 1 9
M60R2 2040 15 HDG | 400 | 300 557 1 M60R2 2040 20 HDG | 400 | 300 [7.42| 1
MB60R2 2045 15 HDG | 450 | 300 [5.86| 1 MB0R2 2045 20 HDG | 450 | 300 | 7.81] 1 MATERIAL
M60R2 2050 15 HDG | 500 | 300 |6.15] 1 M60R2 2050 20 HDG | 500 | 300 |8.19] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M60R2 2060 156 HDG | 600 | 300 [7.28| 1 M60R2 2060 20 HDG | 600 | 300 [9.70| 1 ) o
M60R2 2070 15 HDG | 700 | 300 |7.94 MB0R2 2070 20 HDG | 700 | 300 [10.59 Available finishes: .
M60R2 2075 156 HDG | 750 | 300 |8.28 M60R2 2075 20 HDG | 750 | 300 |11.04 Steel, strip-galv. acc. to the Sendzimir method
M60R2 2080 15 HDG | 800 | 300 | 8.61 M60R2 2080 20 HDG | 800 | 300 |[11.48 to TS-EN 10346:2011 (PG)
M60R2 2090 15 HDG | 900 | 300 |9.28 M60R2 2090 20 HDG | 900 | 300 [12.38, SS- stainless steel AISI 304L and AISI 316L (SS)
M60R2 2000 15 HDG | 1000 | 300 [10.87] 1 M60R2 2000 20 HDG [ 1000 | 300 [14.49] 1 EP- powder coating in a full range of colours (RAL)
M60R2 2002 15 HDG [ 1200 | 300 [12.39] 1 M60R2 2002 20 HDG [ 1200 | 300 [16.52] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200 < (€

60° Horizontal Bend of Cable Ladder Radius:450

60° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocta ropusoHTanbHbii 60° paguyc:450

M60R3 H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M60R3... H200 m M60R3... H200 2.0mm
Width Radius Width Radius
CODE ab | R % CODE ab | R %
mm mm 1pc mm mm 1pc

M60R3 2010 15 HDG | 100 | 450 [4.74| 1 M60R3 2010 20 HDG | 100 | 450 [6.32| 1
M60R3 2015 15 HDG | 150 | 450 [5.03| 1 M60R3 2015 20 HDG | 150 | 450 |6.71] 1
M60R3 2020 15 HDG | 200 | 450 [532] 1 MB0R3 2020 20 HDG | 200 | 450 [7.09] 1
M60R3 2025 15 HDG_| 250 | 450 [5.84| 1 M60R3 2025 20 HDG | 250 | 450 |7.78] 1

60R3 2030 15 HDG | 300 | 450 [6.17| 1 M60R3 2030 20 HDG | 300 | 450 [8.23| 1

60R3 2040 15 HDG | 400 | 450 |6.84] 1 M60R3 2040 20 HDG | 400 | 450 |9.12| 1

60R3 2045 15 HDG | 450 | 450 [7.18| 1 M60R3 2045 20 HDG | 450 | 450 [9567| 1

60R3 2050 156 HDG | 500 | 450 [7.51| 1 M60R3 2050 20 HDG | 500 | 450 [10.01] 1
M60R3 2060 15 HDG | 600 | 450 [8.18| 1 M60R3 2060 20 HDG | 600 | 450 [10.91] 1
M60R3 2070 15 HDG | 700 | 450 [8.85| 1 M60R3 2070 20 HDG | 700 | 450 [11.80] 1
M60R3 2075 15 HDG | 750 | 450 [9.18| 1 M60R3 2075 20 HDG | 750 | 450 [12.24] 1
M60R3 2080 15 HDG | 800 | 450 [9.652| 1 M60R3 2080 20 HDG | 800 | 450 [12.69] 1
M60R3 2090 15 HDG | 900 | 450 [11.02] 1 M60R3 2090 20 HDG | 900 | 450 [14.69] 1
M60R3 2000 15 HDG | 1000 | 450 [11.78] 1 M60R3 2000 20 HDG [ 1000 | 450 [15.70] 1
M60R3 2002 15 HDG | 1200 | 450 [13.30] 1 M60R3 2002 20 HDG [1200 | 450 [17.73] 1 M60R4 H200 HDG

60° Horizontal Bend of Cable Ladder Radius:600

60° Merdiven Yatay Déniis Elemani R:600 - Yron kabenbpocTa ropuaoHTanbHbii 60° paguyc:600

Important!
) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M60R4... H200 m M60R4... H200 2.0mm
Width | Radius Width | Radius
CODE ab | R % CODE ab | R %
mm mm 1pc mm mm 1pc
M60R4 2010 15 HDG | 100 | 600 [5.74| 1 M60R4 2010 20 HDG | 100 | 600 [7.65| 1
M60R4 2015 15 HDG | 150 | 600 [6.07| 1 M60R4 2015 20 HDG | 150 | 600 [8.10| 1
M60R4 2020 15 HDG | 200 | 600 [ 641 1 M60R4 2020 20 HDG | 200 | 600 | 8564 1 APPLICATIONS
M60R4 2025 15 HDG | 250 | 600 [6.74| 1 M60R4 2025 20 HDG | 250 | 600 [8.99| 1 Cable routin
M60R4 2030 15 HDG | 300 | 600 [7.08| 1 M60R4 2030 20 HDG | 300 | 600 [9.44| 1 a 9
M60R4 2040 15 HDG | 400 | 600 [7.75]| 1 M60R4 2040 20 HDG | 400 | 600 [10.33] 1
M60R4 2045 15 HDG | 450 | 600 [8.08| 1 M60R4 2045 20 HDG | 450 | 600 [10.78] 1 MATERIAL
M60R4 2050 15 HDG | 500 | 600 |8.42| 1 M60R4 2050 20 HDG | 500 | 600 [11.22] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M60R4 2060 15 HDG | 600 | 600 [9.64| 1 M60R4 2060 20 HDG | 600 | 600 [12.85] 1 ) -
M60R4 2070 15 HDG | 700 | 600 [10.40 M60R4 2070 20 HDG | 700 | 600 [13.86 Available finishes: o
M60R4 2075 15 HDG | 750 | 600 [10.78 M60R4 2075 20 HDG | 750 | 600 [14.37 Steel, strip-galv. acc. to the Sendzimir method
M60R4 2080 15 HDG | 800 | 600 |11.16 M60R4 2080 20 HDG | 800 | 600 |14.88 to TS-EN 10346:2011 (PG)
M60R4 2090 15 HDG | 900 | 600 _[11.92 [ M60R4 2090 20 HDG | 900 | 600 [15.89 SS- stainless steel AISI 304L and AISI 316L (SS)
M60R4 2000 15 HDG | 1000 | 600 [13.60] 1 M60R4 2000 20 HDG | 1000 | 600 [18.13] 1 EP- powder coating in a full range of colours (RAL)
M60R4 2002 15 HDG [ 1200 | 600 [15.31] 1 M60R4 2002 20 HDG [ 1200 | 600 [20.41] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200

@ (€

45° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Déniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 45°

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M45... H200 m M45... H200 2.0mm
Width Radius =7 Width Radius =7
w w5 B@ = |[8F 8
mm mm 1pc mm mm 1pc
M45 2010 15 HDG 100 50 [1.89 M45 2010 20 HDG 100 50 2.51
M45 2015 15 HDG 150 50 2.1 M45 2015 20 HDG 150 50 2.81
M45 2020 15 HDG 200 50 ]2.30 M45 2020 20 HDG 200 50 |3.06

M45 2025 15 HDG 250 50 |2.49
M45 2030 15 HDG 300 150 |2.69
M45 2040 15 HDG 400 150 |3.07
M45 2045 15 HDG 450 150 |3.29
M45 2050 15 HDG 500 50 |3.49
M45 2060 15 HDG 600 50 |4.04
M45 2070 15 HDG 700 50 |4.31
45 2075 15 HDG 750 150 |4.56
45 2080 15 HDG 800 150 |4.76
45 2090 15 HDG 900 150 |5.09
M45 2000 15 HDG 1000 150 |6.52
M45 2002 15 HDG 1200 150 |7.46

M45 2025 20 HDG 250 50 [3.32
M45 2030 20 HDG 300 150 [3.58
M45 2040 20 HDG 400 150 [4.09
M45 2045 20 HDG 450 150 [4.39
M45 2050 20 HDG 500 50 |4.65
M45 2060 20 HDG 600 50 |5.38
M45 2070 20 HDG 700 50 |5.75
45 2075 20 HDG 750 150 [6.08
45 2080 20 HDG 800 150 [6.34
45 2090 20 HDG 900 150 [6.78
M45 2000 20 HDG 1000 | 150 |8.69
M45 2002 20 HDG 1200 | 150 [9.94

[ [ N DN Y Y ) ) N Y Y
[ [ N DN Y Y ) ) N Y Y

45° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Doniis Elemani - Yron kabenbpocTta ropusoHTanbHbii 45°

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M45R2... H20 m M45R2... H200 2.0mm
Width | Radius =7 Width | Radius ==
CODE = S CODE = @ S
raan ran 1pc .@ raan mRm 1pc .@
M45R2 2010 15 HDG | 100 300 [3.22 1 M45R2 2010 20 HDG [ 100 300 |4.29 1
M45R2 2015 15 HDG | 150 300 [3.42 1 M45R2 2015 20 HDG | 150 300 |4.56 1
M45R2 2020 15 HDG | 200 300 [3.81 1 M45R2 2020 20 HDG | 200 300 |5.08 1
M45R2 2025 15 HDG | 250 300 |[4.06 1 M45R2 2025 20 HDG | 250 300 5.41 1
M45R2 2030 15 HDG | 300 300 [4.31 1 M45R2 2030 20 HDG | 300 300 |[5.75 1
M45R2 2040 15 HDG | 400 300 [4.81 1 M45R2 2040 20 HDG | 400 300 6.42 1
M45R2 2045 15 HDG | 450 300 |[5.07 1 M45R2 2045 20 HDG | 450 300 6.75 1
M45R2 2050 15 HDG | 500 300 [5.32 1 M45R2 2050 20 HDG | 500 300 7.09 1
M45R2 2060 15 HDG | 600 300 [5.82 1 M45R2 2060 20 HDG | 600 300 7.76 1
M45R2 2070 15 HDG | 700 300 [6.32 M45R2 2070 20 HDG | 700 300 8.43
M45R2 2075 15 HDG | 750 300 [6.57 M45R2 2075 20 HDG | 750 300 8.76
M45R2 2080 15 HDG | 800 300 [6.82 M45R2 2080 20 HDG | 800 300 9.09
M45R2 2090 15 HDG | 900 300 [7.32 M45R2 2090 20 HDG | 900 300 9.76
M45R2 2000 15 HDG | 1000 300 [8.74 1 M45R2 2000 20 HDG | 1000 300 [11.66 1
M45R2 2002 15 HDG [ 1200 | 300 |9.93 1 M45R2 2002 20 HDG [ 1200 | 300 [13.24 1

mIK

MADE IN TURKEY

M45 H200 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

45° Horizontal Bend of Cable Ladder Radius:450

45° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocTa ropu3oHTanbHbliv 45° paguyc:450

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M45R3... H200 m  JM45R3... H200 2omn
i

MADE IN TURKEY

Width Radius =7 Width Radius =7
CODE a=h % CODE a=b R %
mm mm 1pc mm mm 1pc
M45R3 2010 15 HDG | 100 450 |3.99 M45R3 2010 20 HDG | 100 450 [5.32
M45R3 2015 15 HDG | 150 450 |4.24 M45R3 2015 20 HDG | 150 450 |5.65
M45R3 2020 15 HDG | 200 450 | 4.49 M45R3 2020 20 HDG | 200 450 |5.98
M45R3 2025 15 HDG | 250 450 |4.74 1 M45R3 2025 20 HDG | 250 450 |6.32 1
M45R3 2030 15 HDG | 300 450 | 4.99 1 M45R3 2030 20 HDG | 300 450 |6.65 1
M45R3 2040 15 HDG | 400 450 |5.49 1 M45R3 2040 20 HDG | 400 450 [7.32 1
M45R3 2045 15 HDG | 450 450 |5.74 1 M45R3 2045 20 HDG | 450 450 |[7.66 1
M45R3 2050 15 HDG | 500 450 |6.00 1 M45R3 2050 20 HDG | 500 450 |7.99 1
M45R3 2060 15 HDG | 600 450 |6.50 1 M45R3 2060 20 HDG | 600 450 |8.66 1
M45R3 2070 15 HDG [ 700 450 |7.64 1 M45R3 2070 20 HDG | 700 450 |[10.19 1
45R3 2075 15 HDG | 750 450 |7.94 1 45R3 2075 20 HDG | 750 450 |[10.58 1
45R3 2080 15 HDG | 800 450 |8.24 1 45R3 2080 20 HDG | 800 450 [10.98 1
45R3 2090 15 HDG | 900 450 |8.83 1 45R3 2090 20 HDG | 900 450 [11.77 1
M45R3 2000 15 HDG | 1000 | 450 |9.42 1 M45R3 2000 20 HDG [1000 | 450 [12.56 1
M45R3 2002 15 HDG | 1200 | 450 [10.61 1 M45R3 2002 20 HDG | 1200 [ 450 [14.15 1

45° Horizontal Bend of Cable Ladder Radius:600

45° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTa ropu3oHTanbHbiv 45° paguyc:600

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M45R4... H20 m M45R4... H200 2.0mm
=

conE W\dtll; Radius ‘/> coE W\dtll; Radius ‘/>
?nm ran 1pc .@ ?nm mRm 1pc .@
M45R4 2010 15 HDG 100 600 |[4.67 1 M45R4 2010 20 HDG 100 600 |[6.22 1
M45R4 2015 15 HDG 150 600 |[4.92 1 M45R4 2015 20 HDG 150 600 |6.56 1
M45R4 2020 15 HDG | 200 600 [5.17 1 M45R4 2020 20 HDG | 200 600 |6.89 1
M45R4 2025 15 HDG | 250 600 |5.42 1 M45R4 2025 20 HDG | 250 600 |[7.22 1
M45R4 2030 15 HDG | 300 600 |5.67 1 M45R4 2030 20 HDG | 300 600 |7.56 1
M45R4 2040 15 HDG | 400 600 |6.54 1 M45R4 2040 20 HDG | 400 600 [8.72 1
M45R4 2045 15 HDG | 450 600 [6.84 1 M45R4 2045 20 HDG | 450 600 9.11 1
M45R4 2050 15 HDG 500 600 [7.13 1 M45R4 2050 20 HDG 500 600 |9.51 1
M45R4 2060 15 HDG | 600 600 [7.73 1 M45R4 2060 20 HDG | 600 600 |[10.30 1
M45R4 2070 15 HDG | 700 600 |8.32 M45R4 2070 20 HDG | 700 600 .09
45R4 2075 15 HDG | 750 600 | 8.62 45R4 2075 20 HDG | 750 600 .49
| M45R4 2080 15 HDG | 800 600 |[8.92 | M45R4 2080 20 HDG | 800 600 .89
45R4 2090 HDG | 900 600 | 9.5 45R4 2090 20 HDG | 900 600 [12.68
45R4 2000 15 HDG | 1000 600 [11.02 1 M45R4 2000 20 HDG |[1000 | 600 |14.69 1
M45R4 2002 15 HDG 1200 | 600 |12.39 1 M45R4 2002 20 HDG | 1200 [ 600 |16.52 1

M45R3 H200 HDG

M45R4 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

30° Horizontal Bend of Cable Ladder e

30° Merdiven Yatay Déniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 30°

M30 H200 HDG

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M30... H200 nm M30... H200 mm

Width Radius Width Radius
CODE a=b R % CODE a=b R @ %
mm mm 1pc mm mm 1pc
M30 2010 15 HDG 100 150 [1.80 1 M30 2010 20 HDG 100 150 [2.40 1
M30 2015 15 HDG 150 50 |1.97 M30 2015 20 HDG 150 50 |2.62
M30 2020 15 HDG 200 50 |2.11 M30 2020 20 HDG 200 50 [2.81
M30 2025 15 HDG 250 50 |2.27 M30 2025 20 HDG 250 50 |3.03
M30 2030 15 HDG 300 50 [2.44 1 M30 2030 20 HDG 300 50 [3.25 1
M30 2040 15 HDG 400 50 |2.74 1 M30 2040 20 HDG 400 50 [3.65 1
M30 2045 15 HDG 450 150 | 2.91 1 M30 2045 20 HDG 450 150 [3.87 1
M30 2050 15 HDG 500 150 |3.04 1 M30 2050 20 HDG 500 150 |4.06 1 L U 1
M30 2060 15 HDG 600 150 |3.35 1 M30 2060 20 HDG 600 150 |4.46 1 }
M30 2070 15 HDG 700 50 |3.68 1 M30 2070 20 HDG 700 50 [4.90 1 b
30 2075 15 HDG 750 50 |3.8 M30 2075 20 HDG 750 50 [5.0
30 2080 15 HDG 800 50 |3.98 M30 2080 20 HDG 800 50 [53
30 2090 15 HDG 900 50 |4.28 M30 2090 20 HDG 900 50 |5.7
M30 2000 15 HDG | 1000 | 150 |[4.59 1 M30 2000 20 HDG | 1000 | 150 |[6.11 1
M30 2002 15 HDG [ 1200 | 150 [5.22 1 M30 2002 20 HDG [ 1200 | 150 |6.96 1

M30R2 H200 HDG

30° Horizontal Bend of Cable Ladder Radius:300

30° Merdiven Yatay Doniis Elemani R:300 - Yron kabenbpocTta ropu3oHtanbHbii 30° paguyc:300

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M30R2... H200 n  JM30R2... H200 2omm
=

Width Radius Width Radius

CODE a=b R % CODE a=b R %
mm mm 1pc mm mm 1pc

M30R2 2010 15 HDG | 100 | 300 [2.69| 1 MB30R2 2010 20 HDG | 100 | 300 [3.58| 1
M30R2 2015 15 HDG | 150 | 300 [2.86] 1 M30R2 2015 20 HDG | 150 | 300 [3.81| 1
M30R2 2020 15 HDG | 200 | 300 [3.02| 1 M30R2 2020 20 HDG | 200 | 300 [4.03| 1
M30R2 2025 15 HDG | 250 | 300 [3.19| 1 M30R2 2025 20 HDG | 250 | 300 [4.25| 1 éPbTLICf‘TIONS
M30R2 2030 15 HDG | 300 | 300 |3.36| 1 M30R2 2030 20 HDG | 300 | 300 |4.47| 1 able routing
M30R2 2040 15 HDG | 400 | 300 [3.69| 1 M30R2 2040 20 HDG | 400 | 300 [4.92| 1
M30R2 2045 15 HDG | 450 | 300 |3.86] 1 M30R2 2045 20 HDG | 450 | 300 [5.14] 1 MATERIAL
M30R2 2050 15 HDG | 500 | 300 | 4.03| 1 M30R2 2050 20 HDG | 500 | 300 |5.37| 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M30R2 2060 15 HDG | 600 | 300 [4.91]| 1 M30R2 2060 20 HDG | 600 | 300 [6.55| 1 ) -
M30R2 2070 15 HDG | 700 | 300 |5.34 M30R2 2070 20 HDG | 700 | 300 [7.12 Available finishes: o
M30R2 2075 15 HDG | 750 | 300 | 5.55 M30R2 2075 20 HDG | 750 | 300 | 7.40 Steel, strip-galv. acc. to the Sendzimir method
M30R2 2080 15 HDG | 800 | 300 | 5.77 M30R2 2080 20 HDG | 800 | 300 | 7.69 to TS-EN 10346:2011 (PG)
M30R2 2090 15 HDG | 900 | 300 | 6.19 M30R2 2090 20 HDG | 900 | 300 |8.25 SS- stainless steel AISI 304L and AISI 316L (SS)
M30R2 2000 15 HDG [ 1000 | 300 [6.62| 1 M30R2 2000 20 HDG | 1000 | 300 [8.82| 1 EP- powder coating in a full range of colours (RAL)
M30R2 2002 15 HDG [ 1200 | 300 [7.47]| 1 M30R2 2002 20 HDG [1200| 300 [9.96] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200 < (€

30° Horizontal Bend of Cable Ladder Radius:450

30° Merdiven Yatay Doniis Elemani R:450 - Yron kabenbpocTta ropu3oHtanbHbiv 30° paguyc:450

MADE IN TURKEY

M30R3 H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M30R3... H200 m M30R3... H200 2.0mm
Width | Radius =7 Width | Radius ==
CODE =| £ CODE = -
SEEE SEEE
M30R3 2010 15 HDG | 100 450 |3.14 1 M30R3 2010 20 HDG | 100 450 |[4.19 1

M30R3 2015 15 HDG | 150 450 |3.31 M30R3 2015 20 HDG | 150 450 | 4.41
M30R3 2020 15 HDG | 200 450 |3.48 M30R3 2020 20 HDG | 200 450 |4.63
M30R3 2025 15 HDG | 250 450 |3.87 M30R3 2025 20 HDG | 250 450 |5.16

M30R3 2030 15 HDG | 300 450 |4.09
M30R3 2040 15 HDG | 400 450 |4.51
M30R3 2045 15 HDG | 450 450 |4.73
M30R3 2050 15 HDG | 500 450 |4.94
M30R3 2060 15 HDG | 600 450 |5.37

M30R3 2030 20 HDG | 300 450 |5.45
M30R3 2040 20 HDG | 400 450 | 6.01
M30RS3 2045 20 HDG | 450 450 [6.30
M30R3 2050 20 HDG | 500 450 |[6.58
M30R3 2060 20 HDG | 600 450 |[7.15

[N G N BN N
[N G N BN N

M30R3 2070 15 HDG | 700 | 450 |5.79 M30R3 2070 20 HDG | 700 | 450 [7.72

M30R3 2075 15 HDG | 750 | 450 | 6.01 M30R3 2075 20 HDG | 750 | 450 | 8.01

M30R3 2080 15 HDG | 800 | 450 [6.22 M30R3 2080 20 HDG | 800 | 450 | 8.29

M30R3 2090 15 HDG | 900 | 450 [6.64 M30R3 2090 20 HDG | 900 | 450 |8.86

M30R3 2000 15 HDG [1000 | 450 [7.07]| 1 M30R3 2000 20 HDG [ 1000 | 450 [9.43| 1 M30R4 H200 HDG
M30R3 2002 16 HDG [ 1200 | 450 |7.92| 1 M30R3 2002 20 HDG | 1200 | 450 [10.56] 1

30° Horizontal Bend of Cable Ladder Radius:600

30° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTa ropu3oHtanbHbii 30° paguyc:600

oo 2 N
Important! o
. . To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 ~

M30R4... H20 m M30R4... H200 2.0mm

cone Wml'; Radius =< cone wmlr; Radius @ =<
?nm ran 1pc .@ ?nm mRm 1pc .@

M30R4 2010 15 HDG | 100 | 600 [3.69| 1 M30R4 2010 20 HDG | 100 | 600 | 4.91| 1
M30R4 2015 15 HDG | 150 | 600 [3.90| 1 M30R4 2015 20 HDG | 150 | 600 [5.20] 1
M30R4 2020 15 HDG | 200 | 600 [4.11]| 1 M30R4 2020 20 HDG | 200 | 600 |548| 1
M30R4 2025 15 HDG | 250 | 600 [4.33| 1 M30R4 2025 20 HDG | 250 | 600 [5.77] 1 éfbil‘rlgﬁnﬂONS
M30R4 2030 15 HDG | 300 | 600 [4.54| 1 M30R4 2030 20 HDG | 300 | 600 [6.05] 1 9
M30R4 2040 15 HDG | 400 | 600 [ 4.97| 1 M30R4 2040 20 HDG | 400 | 600 |6.62| 1
M30R4 2045 16 HDG | 450 | 600 |5.18| 1 M30R4 2045 20 HDG | 450 | 600 [6.90] 1 MATERIAL
M30R4 2050 15 HDG | 500 | 600 |5.39] 1 M30R4 2050 20 HDG | 500 | 600 |7.19| 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M30R4 2060 156 HDG | 600 | 600 |5.82| 1 M30R4 2060 20 HDG | 600 | 600 [7.76 | 1 ) .
M30R4 2070 15 HDG | 700 | 600 |6.24 M30R4 2070 20 HDG | 700 | 600 |8.32 Available finishes: o
M30R4 2075 15 HDG | 750 | 600 | 6.46 M30R4 2075 20 HDG | 750 | 600 | 8.61 Steel, strip-galv. acc. to the Sendzimir method
M30R4 2080 15 HDG | 800 | 600 | 6.67 M30R4 2080 20 HDG | 800 | 600 |8.89 to TS-EN 10346:2011 (PG)
M30R4 2090 15 HDG | 900 | 600 | 7.10 M30R4 2090 20 HDG | 900 | 600 | 9.46 SS- stainless steel AISI 304L and AISI 316L (SS)
M30R4 2000 15 HDG [ 1000 | 600 | 7.52| 1 M30R4 2000 20 HDG | 1000 | 600 [10.03] 1 EP- powder coating in a full range of colours (RAL)
M30R4 2002 15 HDG [ 1200 | 600 [9.48] 1 M30R4 2002 20 HDG | 1200 | 600 [12.64] 1
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Cable Ladder Systems of Side Height 200 < (€

. MADE IN TURKEY
Tee Horizontal Bend of Cable Ladder
"T" Merdiven Yatay Doniis Elemani - T-oTBoA kabenbpocTa ropu3oHTasnbHbIi

MT H200 HDG

h
Important! L b+444 .
[ i
; ]
To install cable ladder bends use couplers KBE and g 8 g
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 0 0 0
a 0 0 0 .
MT... H200 m MT... H200 2.0mm 0 0 0
Width | Radius =7 Width | Radius =7 0 0 0
CODE a=b=c S CODE a=b=c =)
mm mRm 1pc .@ mm mRm 1pc .@ E e ssseasssso)8 ]
MT 2010 156 HDG | 100 50 [3.99] 1 MT 2010 20 HDG | 100 50 [5.32] 1
MT 2015 15 HDG | 150 50 [4.25] 1 MT 2015 20 HDG | 150 50 |566] 1
MT 2020 15 HDG | 200 50 [451] 1 MT 2020 20 HDG | 200 50 |6.01] 1 —————
MT 2025 15 HDG | 250 | 150 [5.31] 1 MT 2025 20 HDG | 250 | 150 |7.08] 1
MT 2030 15 HDG | 300 | 150 [5.65] 1 MT 2030 20 HDG | 300 | 150 |7.54] 1
MT 2040 15 HDG__| 400 | 150 [6.34[ 1 MT 2040 20 HDG__| 400 | 150 [8.46] 1
MT 2045 156 HDG | 450 50 [6.69 1 MT 2045 20 HDG | 450 50 [8.91] 1
MT 2050 15 HDG | 500 50 [7.03] 1 MT 2050 20 HDG | 500 50 |9.37| 1 Lb—4
MT 2060 15 HDG | 600 50 |7.72] 1 MT 2060 20 HDG | 600 50 [10.29] 1
MT 2070 15HDG | 700 | 150 [9.07] 1 MT 2070 20 HDG | 700 | 150 [12.09] 1
MT 2075 15HDG | 750 | 150 [9.45] 1 MT 2075 20 HDG | 750 | 150 [12.60] 1
MT 2080 15 HDG | 800 | 150 [9.84| 1 MT 2080 20 HDG _| 800 | 150 [13.12] 1
MT 2090 15 HDG | 900 | 150 [10.61] 1 MT 2090 20 HDG _| 900 | 150 |[14.15] 1
MT 2000 15 HDG___[1000 | 150 [12.29] 1 MT 2000 20 HDG___[1000 | 150 [16.38] 1 MTR2 H200 HDG
MT 2002 15 HDG [ 1200 | 150 [14.08] 1 MT 2002 20 HDG __[1200| 150 [18.77] 1

Tee Horizontal Bend of Cable Ladder Radius:300

"T" Merdiven Yatay Doéniis Elemani R:300 - T-oTBoz kabenbpocTa ropu3oHTanbHbii paguyc:300

b+2R+250 |

(2]

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MTR2... H100 m MTR2... H100 2.0mm
Width | Radius =7 Width | Radius =3
CODE a=b=c| R £ CODE a=b=c| R £
mm mm_ | 1pc .@ mm mm_ | 1pc .@
MTR2 2010 15 HDG | 100 | 300 [7.94| 1 MTR2 2010 20 HDG | 100 | 300 [10.58] 1
MTR2 2015 15 HDG | 150 | 300 [8.45| 1 MTR2 2015 20 HDG | 150 | 300 [11.27] 1
MTR2 2020 15 HDG | 200 | 300 [8.96| 1 MTR2 2020 20 HDG | 200 | 300 [11.95] 1
MTR2 2025 15 HDG | 250 | 300 [9.24| 1 MTR2 2025 20 HDG | 250 | 300 [12.32] 1 éPbTLrICfi‘nTIONS
MTR2 2030 15 HDG | 300 | 300 |9.66| 1 MTR2 2030 20 HDG | 300 | 300 [12.88] 1 able routing
MTR2 2040 15 HDG | 400 | 300 [10.55] 1 MTR2 2040 20 HDG | 400 | 300 [14.06] 1 MATERIAL
MTR2 2045 15 HDG | 450 | 300 [10.97] 1 MTR2 2045 20 HDG | 450 | 300 [14.62] 1 A
MTR2 2050 15 HDG | 500 | 300 |11.39] 1 MTR2 2050 20 HDG | 500 | 300 |15.18] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MTR2 2060 15 HDG | 600 | 300 [12.96] 1 MTR2 2060 20 HDG | 600 | 300 [17.28] 1 ) o
MTR2 2070 15 HDG | 700 | 300 [13.99 MTR2 2070 20 HDG | 700 | 300 |18.65) Available finishes: o
TR2 2075 15 HDG | 750 | 300 [14.45 TR2 2075 20 HDG | 750 | 300 [19.27] Steel, strip-galv. acc. to the Sendzimir method
TR2 2080 15 HDG | 800 | 300 [14.92 TR2 2080 20 HDG | 800 | 300 [19.89) ?sTiigiﬁuégfiféﬁf)ﬂsﬁps%iL AAISI 316L (SS)
TR2 2090 15 HDG | 900 | 300 [15.85 TR2 2090 20 HDG | 900 | 300 [21.13] - el Al an
MTR2 2000 15 HDG | 1000 | 300 [18.48] 1 TR2 2000 20 HDG [ 1000 | 300 [24.64] 1 EP- powder coating in a full range of colours (RAL)
MTR2 2002 15 HDG | 1200 300 [20.53] 1 MTR2 2002 20 HDG [1200 | 300 [27.37] 1
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Cable Ladder Systems of Side Height 200 < (€

Tee Horizontal Bend of Cable Ladder Radius:450

"T" Merdiven Yatay Déniis Elemani R:450 - T-oTBoA kabenibpocTa ropu3oHTanbHbIi paguyc:450

MADE IN TURKEY

MTR3 H200 HDG

b+2R+250
.
Important! : x
1| 0 ¢
To install cable ladder bends use couplers KBE and I W
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 ===S2
MTR3... H200 m MTR3... H200 2.0mm
Width Radius =7 Width Radius =7
CODE ab=c| R % CODE a=b=c| R %
mm mm 1pc mm mm 1pc

MTR3 2010 15 HDG [ 100 | 450 [10.34] 1 MTR3 2010 20 HDG [ 100 [ 450 [13.79] 1
MTR3 2015 15 HDG | 150 | 450 [10.76] 1 MTR3 201520 HDG | 150 | 450 [14.35] 1
MTR3 2020 15 HDG | 200 | 450 [11.69] 1 MTR3 2020 20 HDG | 200 | 450 [15.58] 1
MTR3 2025 15 HDG | 250 450 ]12.80 1 MTRS3 2025 20 HDG 250 450 |17.06 1

TR3 2030 15 HDG | 300 | 450 [13.49] 1 MTR3 2030 20 HDG | 300 | 450 [17.99] 1

TR3 2040 15 HDG | 400 | 450 [14.52] 1 MTR3 2040 20 HDG | 400 [ 450 [19.35] 1

TR3 2045 15 HDG | 450 | 450 [15.03] 1 MTR3 2045 20 HDG | 450 | 450 [20.04[ 1

TR3 2050 15 HDG | 500 450 |15.54 1 MTR3 2050 20 HDG 500 450 |20.72 1
MTR3 2060 15 HDG | 600 | 450 [17.07| 1 MTR3 2060 20 HDG | 600 | 450 [22.76] 1
MTRS3 2070 15 HDG | 700 450 |18.18 1 MTR3 2070 20 HDG 700 450 |24.24 1
MTR3 2075 15 HDG | 750 450 |18.56 1 MTR3 2075 20 HDG 750 450 |24.74 1
MTR3 2080 15 HDG [ 800 | 450 [19.44] 1 MTR3 2080 20 HDG | 800 [ 450 [25.91[ 1
MTR3 2090 15 HDG | 900 | 450 [20.83] 1 MTR3 2090 20 HDG | 900 | 450 [27.77[ 1 MTR4 H200 HDG
MTR3 2000 15 HDG [1000 | 450 [22.77] 1 MTR3 2000 20 HDG [ 1000 | 450 [30.26] 1
MTR3 2002 15 HDG [1200 ] 450 [25.27] 1 MTR3 2002 20 HDG [ 1200] 450 [33.70[ 1

Tee Horizontal Bend of Cable Ladder Radius:600

"T" Merdiven Yatay Doéniis Elemani R:600 - T-oTBoz kabenbpocTa ropu3oHTanbHbii paguyc:600

B b+2R+250
[ i
g : : : g
a : : : |
K o I o K
0} 0}
0} 0}
0} 0}
0} 0}
0} 0}
N | K
& f f
Important! 2, K K
A ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
b
MTR4... H200 m MTR4... H200 2.0mm
Width Radius =L Width | Radius =L
CODE a=b=c R 1 CODE a=bh R @ 1
mm mm_ | 1pc .@ mm [ mm 1pc .@
MTR4 2010 15 HDG | 100 | 600 [13.02] 1 MTR4 2010 20 HDG | 100 | 600 | 17.36 | 1
MTR4 2015 15 HDG | 150 | 600 [14.36] 1 MTR4 2015 20 HDG | 150 | 600 | 19.15 | 1
MTR4 2020 15 HDG | 200 | 600 [14.87] 1 MTR4 2020 20 HDG | 200 | 600 | 19.83 | 1
MTR4 2025 15 HDG | 250 | 600 [15.37] 1 MTR4 2025 20 HDG | 250 | 600 | 20.49 | 1 é:blieLrlgﬁnTIONS
MTR4 2030 15 HDG | 300 | 600 [16.27] 1 MTR4 2030 20 HDG | 300 | 600 | 21.69 | 1 9
MTR4 2040 15 HDG | 400 | 600 [17.61] 1 MTR4 2040 20 HDG | 400 | 600 | 2348 | 1 MATERIAL
MTR4 2045 15 HDG | 450 | 600 [18.17] 1 MTR4 2045 20 HDG | 450 | 600 | 2422 | 1 A
MTR4 2050 15 HDG | 500 | 600 |18.72] 1 MTR4 2050 20 HDG | 500 | 600 | 24.96 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MTR4 2060 15 HDG | 600 | 600 [19.84] 1 MTR4 2060 20 HDG | 600 | 600 | 26.45 | 1 Available finishes:
MTR4 2070 15 HDG | 700 | 600 |20.96| MTR4 2070 20 HDG | 700 | 600 | 27.94 vailable finishes: o
TR4 2075 15 HDG | 750 | 600 [21.51 TR4 2075 20 HDG | 750 | 600 | 28.68 Steel, strip-galv. acc. to the Sendzimir method
TR4 2080 15 HDG | 800 | 600 [22.67] TR4 2080 20 HDG | 800 | 600 | 30.22 EOSTE‘{;’:]‘I;?:%?A?S(&%LL and AISI 316L (SS)
TR4 2090 15 HDG | 900 | 600 [24.52| TR4 2090 20 HDG | 900 | 600 | 32.69 - el Al
MTR4 2000 15 HDG | 1000 | 600 [25.72] 1 TR4 2000 20 HDG [ 1000 | 600 | 34.30 | 1 EP- powder coating in a full range of colours (RAL)
MTR4 2002 15 HDG | 1200] 600 [28.14] 1 MTR4 2002 20 HDG [ 1200 | 600 | 37.562 | 1
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Cable Ladder Systems of Side Height 200 < (€

Cross Bend of Cable Ladder

Dértlii Merdiven Doniis Elemani - KpecToBuHa kabenbpocta

MADE IN TURKEY

MD H200 HDG

d
Important! B ooooo
To install cable ladder bends use couplers KBE and g g
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 T 7 1o d OF T
0 0 0 0
MD... H200 m MD... H200 2.0mm a | Pleeemems [ c
Widh | Radius = Widh | Radius = 0 0 0 0
CODE a=b=c=d| R .‘@ CODE a=b=c=d| R .‘@ 0 0 0 0
mm mm 1pc mm mm 1pc —A 0 0 q .
MD 2010 16 HDG | 100 50 | 4.76 1 MD 2010 20 HDG | 100 50 | 6.35 | 1 1+ Qo ol 2 —+
MD 2015 15 HDG | 150 | 150 | 4.93 1 MD 2015 20 HDG | 150 | 150 | 657 | 1
MD 2020 156 HDG | 200 50 | 5.00 1 MD 2020 20 HDG | 200 50 | 679 | 1 i S E
MD 2025 15 HDG | 250 | 150 | 5.92 | 1 MD 2025 20 HDG | 250 | 150 | 7.89 | 1 222 222
[ MD 203015 HDG | 300 | 150 | 6.41 1 MD 2030 20 HDG | 300 | 150 | 8.55 | 1 ’
[ MD 2040 15 HDG | 400 | 150 | 6.99 1 MD 2040 20 HDG _|_400 | 150 | 9.32 1
[ MD 2045 156 HDG | 450 50 | 7.28 1 MD 2045 20 HDG | 450 50 | 9.70 1
MD 2050 15 HDG | 500 50 | 7.56 1 MD 2050 20 HDG | 500 | 150 [10.08| 1 222 b 222
MD 2060 156 HDG | 600 50 | 8.76 1 MD 2060 20 HDG | 600 50 [11.68] 1
MD 2070 15 HDG | 700 | 150 [ 10.00 | 1 MD 2070 20 HDG | 700 | 150 [13.33] 1
MD 2075 15 HDG | 750 | 150 [ 10.45 | 1 MD 2075 20 HDG | 750 | 150 |13.93| 1
MD 2080 15 HDG | 800 | 150 [ 10.78 | 1 MD 2080 20 HDG | 800 | 150 |14.37 | 1
MD 2090 16 HDG | 900 | 150 | 1243 | 1 MD 2090 20 HDG | 900 | 150 |16.57| 1
MD 2000 15 HDG | 1000 | 150 [13.42 | 1 MD 2000 20 HDG | 1000 | 150 |[17.89| 1 MDR2 H200 HDG
MD 2002 16 HDG | 1200 | 150 [ 17.00 | 1 MD 2002 20 HDG | 1200 | 150 [2267] 1

Cross Bend of Cable Ladder Radius:300

Dértlii Merdiven Déniis Elemani R:300 - KpecToBuHa kabenbpocta paguyc:300

b+2R+250

a d
Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDR2... H200 m MDR2... H200 2.0mm
Widh | Radius =7 Widh | Radius =3
CODE asb=c=d| R @ K CODE asb=c=d| R @ N
mm mm | 1pc .@ mm mm_| 1pc .@
MDR2 2010 15 HDG| 100 | 300 | 10.00 | 1 MDR2 2010 20 HDG| 100 | 300 [13.33| 1
MDR2 2015 15 HDG| 150 | 300 | 1027 | 1 MDR2 2015 20 HDG| 150 | 300 [13.69| 1
MDR2 2020 15 HDG| 200 | 300 | 10.82 | 1 MDR2 2020 20 HDG| 200 | 300 [14.43| 1
MDR2 2025 15 HDG| 250 | 300 | 11.19 | 1 MDR2 2025 20 HDG| 250 | 300 [14.92| 1 éfblieLrlgﬁnTIONS
MDR2 2030 15 HDG| 300 | 300 | 11.56 | 1 MDR2 2030 20 HDG| 300 | 300 [1541] 1 9
MDR2 2040 15 HDG | 400 | 300 | 12.38 | 1 MDR2 2040 20 HDG| 400 | 300 [16.51] 1 MATERIAL
MDR2 2045 15 HDG | 450 | 300 [ 12.75 | 1 MDR2 2045 20 HDG| 450 | 300 [17.00] 1 A
MDR2 2050 15 HDG | 500 | 300 | 13.12 | 1 MDR2 2050 20 HDG| 500 | 300 |17.49| 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MDR2 2060 15 HDG| 600 | 300 | 16.87 | 1 MDR2 2060 20 HDG| 600 | 300 [21.16] 1 ) o
MDR2 2070 15 HDG| 700 | 300 | 16.79 MDR2 2070 20 HDG| 700 | 300 |22.39 Available finishes: .
| MDR2 2075 15 HDG| 750 | 300 | 17.25 | MDR2 2075 20 HDG| 750 | 300 |23.00 Steel, strip-galv. acc. to the Sendzimir method
| MDR2 2080 15 HDG| 800 | 300 | 17.80 | MDR2 2080 20 HDG| 800 | 300 |23.73 to TS-EN 10346:2011 (PG)
MDR2 2090 15 HDG| 900 | 300 | 19.18 [ MDR2 2090 20 HDG| 900 | 300 |25.57 SS- stainless steel AISI 304L and AISI 316L (SS)
MDR2 2000 15 HDG | 1000 | 300 | 23.04 | 1 MDR2 2000 20 HDG| 1000 | 300 [30.71] 1 EP- powder coating in a full range of colours (RAL)
MDR2 2002 15 HDG| 1200 | 300 | 2510 | 1 MDR2 2002 20 HDG| 1200 | 300 [33.47| 1
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Cable Ladder Systems of Side Height 200 < (€

Cross Bend of Cable Ladder Radius:450

Dértlii Merdiven Doniis Elemani R:450 - KpectoBuHa kabenbpocta paguyc:450

MADE IN TURKEY

MDR3 H200 HDG

b+2R+250
b
Important! Ssoo
To install cable ladder bends use couplers KBE and A f b
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 EON 0 0
IEe=== 0]
0] 0]
0] 0]
MDRS3... H200 m MDRS3... H200 2.0mm : g
Width Radius / Width Radius / =2
CODE a=b=c=d| R 2 CODE a=b=c=d| R =)
mm mm 1pc .@ mm mm 1pc .@ d
MDR3 2010 15 HDG | 100 | 450 | 13.03 1 MDR3 2010 20 HDG| 100 | 450 [17.37 | 1
MDR3 2015 15 HDG | 150 | 450 [ 14.64 1 MDR3 2015 20 HDG| 150 | 450 [19.51] 1
MDR3 2020 15 HDG | 200 | 450 [ 15.14 1 MDR3 2020 20 HDG| 200 | 450 [20.19] 1
MDR3 2025 15 HDG | 250 | 450 | 16.47 1 MDR3 2025 20 HDG| 250 | 450 [21.96[ 1
MDR3 2030 15 HDG | 300 | 450 | 17.16 1 ||_MDR3203020 HDG| 300 | 450 |22.28] 1
MDR3 2040 15 HDG | 400 | 450 [ 1817 1 || MDR32040 20 HDG| 400 | 450 [24.23| 1
MDR3 2045 15 HDG | 450 | 450 | 18.68 1 DR3 2045 20 HDG| 450 | 450 |24.90] 1
MDR3 2050 15 HDG | 500 | 450 [ 2042 | 1 DR3 2050 20 HDG| 500 | 450 |27.23| 1
MDR3 2060 15 HDG | 600 | 450 [21.52 | 1 MDR3 2060 20 HDG| 600 | 450 [28.70| 1
MDR3 2070 15 HDG | 700 | 450 [23.18 | 1 MDR3 2070 20 HDG| 700 | 450 [30.90] 1
MDR3 2075 156 HDG | 750 | 450 [23.77 | 1 MDR3 2075 20 HDG| 750 | 450 [31.70[ 1
MDR3 2080 15 HDG | 800 | 450 [ 25.20 | 1 MDR3 2080 20 HDG| 800 | 450 |33.60] 1
MDR3 2090 15 HDG | 900 | 450 | 27.91 1 MDR3 2090 20 HDG| 900 | 450 [37.21] 1
MDR3 2000 15 HDG | 1000 | 450 [29.19 | 1 MDR3 2000 20 HDG| 1000 | 450 [38.92] 1
MDR3 2002 15 HDG | 1200 | 450 [32.73 | 1 MDR3 2002 20 HDG| 1200 | 450 |43.64] 1
Cross Bend of Cable Ladder Radius:600
Dértlii Merdiven Déniis Elemani R:600 - KpecToBuHa kabenbpocta paguyc:600
b+2R+250
b
0} 0}
0} 0}
0} 0}
0 ————— 0}
0 0
0} 0}
0} 0}
0} 0}
0} 0}
0} 0} o}
a P : : i g
X o o lo X
o o o o o
Important! 0 f
0} 0}
To install cable ladder bends use couplers KBE and " 0
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 Hem———s ‘
0 0
0} 0}
0} 0}
MDR4... H200 nm MDR4... H200 2.0mm
Width Radius Width Radius @ ‘/» ====
CODE azb=c=d| R CODE a=b=c=d| R r@
mm mm 1pc mm mm 1pc
MDR4 2010 15 HDG | 100 | 600 | 16.61 MDR4 2010 20 HDG| 100 | 600 [22.15 c
MDR4 2015 15 HDG | 150 | 600 [ 18.73 MDR4 201520 HDG| 150 | 600 [24.97 APPUCAT|ONS
MDR4 2020 15 HDG | 200 | 600 | 19.28 MDR4 2020 20 HDG | 200 | 600 |25.70 Cable routing

MDR4 2025 15 HDG 250 600 | 19.74
MDR4 2030 15 HDG 300 600 | 21.01
MDR4 2040 15 HDG 400 600 [ 22.31
MDR4 2045 15 HDG 450 600 | 22.86
MDR4 2050 15 HDG 500 600 | 24.88
MDR4 2060 15 HDG 600 600 | 26.07
MDR4 2070 15 HDG 700 600 | 27.27
MDR4 2075 15 HDG 750 600 | 28.46
MDR4 2080 15 HDG 800 600 | 30.11
MDR4 2090 15 HDG 900 600 | 33.24
MDR4 2000 15 HDG 1000 | 600 | 34.61
MDR4 2002 15 HDG 1200 | 600 | 37.42

MDR4 2025 20 HDG | 250 600 | 26.31
MDR4 2030 20 HDG | 300 600 |[28.03
MDR4 2040 20 HDG | 400 600 |29.74
MDR4 2045 20 HDG | 450 600 |[30.48
MDR4 2050 20 HDG | 500 600 [33.17
MDR4 2060 20 HDG | 600 600 [34.76
MDR4 2070 20 HDG | 700 600 |36.35
MDR4 207520 HDG | 750 600 [37.95
MDR4 2080 20 HDG | 800 600 |40.15
MDR4 2090 20 HDG | 900 600 | 44.31
MDR4 2000 20 HDG | 1000 600 |46.15
MDR4 2002 20 HDG | 1200 600 |[49.89

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA
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Cable Ladder Systems of Side Height 200 < (€

Middle Reducer Bend of Cable Ladder

Merdiven Ortadan Reduksiyon - PeRyKunOHHbIA nepexoaHNK kabenbpocTta, CHMMETPUYHBIN

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and

screw sets CFS M6 or CFS M8

ROSM... H200 mm ROSM... H200 2.0mm

0\

Width

Width

=z

CODE CODE S
r\!]Vrl rYVYr% 1pc .@ r\!yrl rWr% 1pc .@

ROSM 2015.10 15 HDG| 150 | 100 | 2.98 1 ROSM 2015.10 20 HDG| 150 100 | 3.97 1
ROSM 2020.15 15 HDG| 200 | 150 3.06 1 ROSM 2020.15 20 HDG| 200 150 | 4.08 1
ROSM 2020.10 15 HDG| 200 | 100 3.02 1 ROSM 2020.10 20 HDG| 200 100 | 4.02 1
ROSM 2025.20 15 HDG| 250 | 200 | 3.14 1 ROSM 2025.20 20 HDG| 250 200 | 4.19 1
ROSM 2025.15 15 HDG| 250 | 150 3.10 1 ROSM 2025.15 20 HDG| 250 150 | 4.13 1
ROSM 2025.10 15 HDG| 250 | 100 3.06 1 ROSM 2025.10 20 HDG| 250 100 | 4.08 1
ROSM 2030.25 15 HDG| 300 | 250 | 3.23 1 ROSM 2030.25 20 HDG| 300 [ 250 | 4.30 1
ROSM 2030.20 15 HDG| 300 | 200 | 3.18 1 ROSM 2030.20 20 HDG| 300 200 | 4.24 1
ROSM 2030.15 15 HDG| 300 150 3.14 1 ROSM 2030.15 20 HDG| 300 150 | 4.19 1
ROSM 2030.10 15 HDG| 300 100 3.10 ROSM 2030.10 20 HDG| 300 100 | 4.13
ROSM 2040.30 15 HDG| 400 | 300 | 3.35 ROSM 2040.30 20 HDG| 400 [ 300 | 4.46
ROSM 2040.25 15 HDG| 400 | 250 3.31 ROSM 2040.25 20 HDG| 400 250 | 4.41
ROSM 2040.20 15 HDG| 400 | 200 | 3.27 ROSM 2040.20 20 HDG| 400 200 | 4.35
ROSM 2040.15 15 HDG| 400 50 3.23 1 ROSM 2040.15 20 HDG| 400 150 | 4.30 1
ROSM 2040.10 15 HDG| 400 00 3.18 1 ROSM 2040.10 20 HDG| 400 100 | 4.24 1
ROSM 2045.40 15 HDG| 450 | 400 | 3.47 1 ROSM 2045.40 20 HDG| 450 400 | 4.63 1
ROSM 2045.30 15 HDG| 450 | 300 3.39 1 ROSM 2045.30 20 HDG| 450 300 | 4.52 1
ROSM 2045.25 15 HDG| 450 | 250 | 3.35 1 ROSM 2045.25 20 HDG| 450 250 | 4.46 1
ROSM 2045.20 15 HDG| 450 | 200 3.31 1 ROSM 2045.20 20 HDG| 450 200 | 4.41 1
ROSM 2045.15 15 HDG| 450 | 150 3.27 1 ROSM 2045.15 20 HDG| 450 150 | 4.35 1
ROSM 2045.10 15 HDG| 450 | 100 | 3.23 1 | ROSM 2045.10 20 HDG| 450 | 100 | 4.30 1
ROSM 2050.45 15 HDG| 500 | 450 | 3.56 1 ROSM 2050.45 20 HDG| 500 450 | 4.74 1
ROSM 2050.40 15 HDG| 500 | 400 | 3.51 1 ROSM 2050.40 20 HDG| 500 [ 400 | 4.68 1
ROSM 2050.30 15 HDG| 500 | 300 3.43 1 ROSM 2050.30 20 HDG| 500 300 | 4.57 1
ROSM 2050.25 15 HDG| 500 | 250 | 3.39 ROSM 2050.25 20 HDG| 500 250 | 4.52
ROSM 2050.20 15 HDG| 500 | 200 | 3.35 ROSM 2050.20 20 HDG| 500 200 | 4.46

ROSM 2050.15 15 HDG| 500 150 3.31 ROSM 2050.15 20 HDG| 500 50 | 4.41

ROSM 2050.10 15 HDG| 500 | 100 | 3.27 RO 2050.10 20 HDG| 500 00 | 4.35

ROSM 2060.50 15 HDG| 600 [ 500 3.68 1 RO 2060.50 20 HDG| 600 500 | 4.90 1
ROSM 2060.45 15 HDG| 600 [ 450 | 3.64 1 RO: 2060.45 20 HDG| 600 450 | 4.85 1
| ROSM 2060.40 15 HDG| 600 | 400 | 3.60 1 | ROSM 2060.40 20 HDG| 600 | 400 | 4.79 1
ROSM 2060.30 15 HDG| 600 | 300 3.51 ROSM 2060.30 20 HDG| 600 300 | 4.68
ROSM 2060.25 15 HDG| 600 | 250 | 3.47 ROSM 2060.25 20 HDG| 600 250 | 4.63
ROSM 2060.20 15 HDG| 600 | 200 | 3.43 ROSM 2060.20 20 HDG| 600 200 | 4.57
ROSM 2060.15 15 HDG| 600 | 150 | 3.39 1 ROSM 2060.15 20 HDG| 600 150 | 4.52 1
ROSM 2060.10 15 HDG| 600 100 3.35 1 ROSM 2060.10 20 HDG| 600 100 | 4.46 1
ROSM 2075.60 15 HDG| 750 | 600 | 3.88 1 ROSM 2075.60 20 HDG| 750 [ 600 | 5.18 1
ROSM 2075.50 15 HDG| 750 | 500 3.80 1 ROSM 2075.50 20 HDG| 750 500 | 5.07 1
ROSM 2075.45 15 HDG| 750 | 450 | 3.76 1 ROSM 2075.45 20 HDG| 750 | 450 | 5.01 1
ROSM 2075.40 15 HDG| 750 | 400 | 3.72 1 ROSM 2075.40 20 HDG| 750 | 400 | 4.96 1
ROSM 2075.30 15 HDG| 750 | 300 3.64 ROSM 2075.30 20 HDG| 750 300 | 4.85
ROSM 2075.20 15 HDG| 750 | 200 | 3.56 ROSM 2075.20 20 HDG| 750 200 | 4.74
ROSM 2075.15 15 HDG| 750 150 3.51 ROSM 2075.15 20 HDG| 750 150 | 4.68
ROSM 2090.75 15 HDG| 900 | 750 | 4.13 1 ROSM 2090.75 20 HDG| 900 750 | 5.51 1
ROSM 2090.60 15 HDG| 900 | 600 4.01 1 ROSM 2090.60 20 HDG| 900 600 | 5.34 1
ROSM 2090.45 15 HDG| 900 | 450 | 3.88 1 ROSM 2090.45 20 HDG| 900 [ 450 | 5.18 1
ROSM 2090.30 15 HDG| 900 | 300 | 3.76 1 ROSM 2090.30 20 HDG| 900 | 300 | 5.01 1
ROSM 2090.15 15 HDG| 900 150 | 5.45 ROSM 2090.15 20 HDG| 900 150 | 7.27
ROSM 2002.90 15 HDG| 1200 | 900 | 4.50 RO: 2002.90 20 HDG| 1200 | 900 | 6.00
ROSM 2002.75 15 HDG| 1200 | 750 | 4.38 RO: 2002.75 20 HDG| 1200 | 750 | 5.84
ROSM 2002.60 15 HDG| 1200 | 600 | 4.26 RO 2002.60 20 HDG| 1200 | 600 | 5.67
ROSM 2002.30 15 HDG| 1200 | 300 | 7.46 1 ROSM 2002.30 20 HDG| 1200 | 300 | 9.94 1
ROSM 2002.15 15 HDG| 1200 | 150 | 8.04 1 ROSM 2002.15 20 HDGJ 1200 | 150 | 10.72 1
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APPLICATIONS

Cable routing

MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG

)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA

125

L2

125




Cable Ladder Systems of Side Height 200

©® CE &

Left Reducer Bend of Cable Ladder

Merdiven Soldan Reduksiyon - PesyKunoHHbIi nepexogHuK KabenbpocTa, 1eBoCTOPOHHUA

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

RLSM... H2 H2 2.0mm
Width Width =7 Width Width =7
cove wi | Wi % cobE wi | Wi | & %
mm [ mm 1pc mm [ mm 1pc
RLSM 2015.10 15 HDG | 150 100 2.98 1 RLSM 2015.10 20 HDG [ 150 100 3.97 1
RLSM 2020.15 15 HDG | 200 150 3.06 1 RLSM 2020.15 20 HDG | 200 150 4.08 1
RLSM 2020.10 15 HDG | 200 100 3.02 1 RLSM 2020.10 20 HDG [ 200 100 4.02 1
RLSM 2025.20 15 HDG | 250 200 3.14 1 RLSM 2025.20 20 HDG [ 250 200 4.19 1
RLSM 2025.15 15 HDG | 250 150 3.10 1 RLSM 2025.15 20 HDG [ 250 150 4.13 1
RLSM 2025.10 15 HDG | 250 100 3.06 1 RLSM 2025.10 20 HDG | 250 100 4.08 1
RLSM 2030.25 15 HDG | 300 250 3.23 1 RLSM 2030.25 20 HDG [ 300 250 4.30 1
RLSM 2030.20 15 HDG | 300 200 3.18 1 RLSM 2030.20 20 HDG [ 300 200 4.24 1
RLSM 2030.15 15 HDG | 300 150 3.14 1 RLSM 2030.15 20 HDG [ 300 150 4.19 1
RLSM 2030.10 15 HDG | 300 100 3.10 RLSM 2030.10 20 HDG [ 300 100 4.13
RLSM 2040.30 15 HDG | 400 300 3.35 RLSM 2040.30 20 HDG [ 400 300 4.46
RLSM 2040.25 15 HDG | 400 250 3.31 RLSM 2040.25 20 HDG [ 400 250 4.41
RLSM 2040.20 15 HDG | 400 200 3.27 RLSM 2040.20 20 HDG [ 400 200 4.35
RLSM 2040.15 15 HDG | 400 50 3.23 1 RLSM 2040.15 20 HDG | 400 50 4.30 1
RLSM 2040.10 15 HDG | 400 00 3.18 1 RLSM 2040.10 20 HDG [ 400 00 4.24 1
RLSM 2045.40 15 HDG | 450 400 3.47 1 RLSM 2045.40 20 HDG | 450 400 4.63 1
RLSM 2045.30 15 HDG | 450 300 3.39 1 RLSM 2045.30 20 HDG | 450 300 4.52 1
RLSM 2045.25 15 HDG | 450 250 3.35 1 RLSM 2045.25 20 HDG | 450 250 4.46 1
RLSM 2045.20 15 HDG | 450 200 3.31 1 RLSM 2045.20 20 HDG | 450 200 4.41 1
RLSM 2045.15 15 HDG | 450 150 3.27 1 RLSM 2045.15 20 HDG | 450 150 4.35 1
RLSM 2045.10 15 HDG | 450 100 3.23 1 RLSM 2045.10 20 HDG | 450 100 4.30 1
| RLSM 2050.45 15 HDG | 500 450 3.56 1 RLSM 2050.45 20 HDG | 500 450 4.74 1
RLSM 2050.40 15 HDG | 500 400 3.51 1 RLSM 2050.40 20 HDG | 500 400 4.68 1
RLSM 2050.30 15 HDG | 500 300 3.43 1 RLSM 2050.30 20 HDG [ 500 300 4.57 1
RLSM 2050.25 15 HDG | 500 250 3.39 RLSM 2050.25 20 HDG [ 500 250 4.52
RLSM 2050.20 15 HDG | 500 200 3.35 RLSM 2050.20 20 HDG | 500 200 4.46
RLSM 2050.15 15 HDG | 500 150 3.31 RLSM 2050.15 20 HDG | 500 150 4.41
RLSM 2050.10 15 HDG | 500 100 3.27 RL! 2050.10 20 HDG | 500 100 4.35
RLSM 2060.50 15 HDG | 600 500 3.68 1 RL. 2060.50 20 HDG [ 600 500 4.90 1
RLSM 2060.45 15 HDG | 600 450 3.64 1 RL! 2060.45 20 HDG [ 600 450 4.85 1
| RLSM 2060.40 15 HDG | 600 400 3.60 1 | RLSM 2060.40 20 HDG | 600 400 4.79 1
RLSM 2060.30 15 HDG | 600 300 3.51 RLSM 2060.30 20 HDG | 600 300 4.68
RLSM 2060.25 15 HDG | 600 250 3.47 RLSM 2060.25 20 HDG [ 600 250 4.63
RLSM 2060.20 15 HDG | 600 200 3.43 RLSM 2060.20 20 HDG [ 600 200 4.57
RLSM 2060.15 15 HDG | 600 150 3.39 1 RLSM 2060.15 20 HDG [ 600 150 4.52 1
RLSM 2060.10 15 HDG | 600 100 3.35 1 RLSM 2060.10 20 HDG [ 600 100 4.46 1
RLSM 2075.60 15 HDG | 750 600 3.88 1 RLSM 2075.60 20 HDG [ 750 600 5.18 1
RLSM 2075.50 15 HDG | 750 500 3.80 1 RLSM 2075.50 20 HDG | 750 500 5.07 1
RLSM 2075.45 15 HDG | 750 450 3.76 1 RLSM 2075.45 20 HDG [ 750 450 5.01 1
RLSM 2075.40 15 HDG | 750 400 3.72 1 RLSM 2075.40 20 HDG | 750 400 4.96 1
RLSM 2075.30 15 HDG | 750 300 3.64 RLSM 2075.30 20 HDG [ 750 300 4.85
RLSM 2075.20 15 HDG | 750 200 3.56 RLSM 2075.20 20 HDG | 750 200 4.74
RLSM 2075.15 15 HDG | 750 150 3.51 RLSM 2075.15 20 HDG | 750 150 4.68
RLSM 2090.75 15 HDG | 900 750 4.13 1 RLSM 2090.75 20 HDG | 900 750 5.51 1
RLSM 2090.60 15 HDG | 900 600 4.01 1 RLSM 2090.60 20 HDG [ 900 600 5.34 1
RLSM 2090.45 15 HDG | 900 450 3.88 1 RLSM 2090.45 20 HDG [ 900 450 5.18 1
RLSM 2090.30 15 HDG | 900 300 3.76 1 RLSM 2090.30 20 HDG [ 900 300 5.01 1
RLSM 2090.15 15 HDG | 900 150 5.45 RLSM 2090.15 20 HDG [ 900 150 7.27
RLSM 2002.90 15 HDG | 1200 | 900 4.50 RLSM 2002.90 20 HDG | 1200 | 900 6.00
RLSM 2002.75 15 HDG 200 | 750 4.38 RLSM 2002.75 20 HDG | 1200 | 750 5.84
RLSM 2002.60 15 HDG 200 | 600 4.26 RLSM 2002.60 20 HDG | 1200 | 600 5.67
| RLSM 2002.30 15 HDG 200 | 300 7.46 1 RLSM 2002.30 20 HDG | 1200 | 300 9.94 1
LRLSM 2002.15 15 HDG 200 | 150 8.04 1 RLSM 2002.15 20 HDG | 1200 | 150 [ 10.72 1

RLSM H200 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA
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Cable Ladder Systems of Side Height 200

©® CE &

Right Reducer Bend of Cable Ladder

Merdiven Sagdan Reduksiyon - PegyKunoHHbIi nepexoaHuK kabenbpocTa, npaBoCTOPOHHMI

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

RGSM... H200 m RGSM... H200 2.0mm
)

Width Width ‘/» Width Width ‘/»
CODE W1 | Wi .‘@ CODE W1 | w1 .‘@
mm 1pc mm mm 1pc
RGSM 2015.10 15 HDG| 150 100 | 2.98 1 RGSM 2015.10 20 HDG| 150 100 3.97 1
RGSM 2020.15 15 HDG| 200 150 3.06 1 RGSM 2020.15 20 HDG| 200 150 4.08 1
RGSM 2020.10 15 HDG| 200 100 3.02 1 RGSM 2020.10 20 HDG| 200 100 4.02 1
RGSM 2025.20 15 HDG| 250 200 3.14 1 RGSM 2025.20 20 HDG| 250 200 4.19 1
RGSM 2025.15 15 HDG| 250 150 3.10 1 RGSM 2025.15 20 HDG| 250 150 4.13 1
RGSM 2025.10 15 HDG| 250 100 3.06 1 RGSM 2025.10 20 HDG| 250 100 4.08 1
RGSM 2030.25 15 HDG| 300 250 | 3.23 1 RGSM 2030.25 20 HDG| 300 250 | 4.30 1
RGSM 2030.20 15 HDG| 300 200 3.18 1 RGSM 2030.20 20 HDG| 300 200 4.24 1
RGSM 2030.15 15 HDG| 300 150 3.14 1 RGSM 2030.15 20 HDG| 300 150 4.19 1
RGSM 2030.10 15 HDG| 300 100 3.10 RGSM 2030.10 20 HDG| 300 100 4.13
RGSM 2040.30 15 HDG| 400 300 [ 3.35 RGSM 2040.30 20 HDG| 400 | 300 4.46
RGSM 2040.25 15 HDG| 400 250 3.31 RGSM 2040.25 20 HDG| 400 250 4.41
RGSM 2040.20 15 HDG| 400 200 | 3.27 RGSM 2040.20 20 HDG| 400 | 200 | 4.35
RGSM 2040.15 15 HDG| 400 50 3.23 1 RGSM 2040.15 20 HDG| 400 50 4.30 1
RGSM 2040.10 15 HDG| 400 00 3.18 1 RGSM 2040.10 20 HDG| 400 00 4.24 1
RGSM 2045.40 15 HDG| 450 400 3.47 1 RGSM 2045.40 20 HDG| 450 400 4.63 1
RGSM 2045.30 15 HDG| 450 300 3.39 1 RGSM 2045.30 20 HDG| 450 300 4.52 1
RGSM 2045.25 15 HDG| 450 250 | 3.35 1 RGSM 2045.25 20 HDG| 450 250 4.46 1
RGSM 2045.20 15 HDG| 450 200 3.31 1 RGSM 2045.20 20 HDG| 450 200 4.41 1
RGSM 2045.15 15 HDG| 450 150 3.27 1 RGSM 2045.15 20 HDG| 450 150 4.35 1
RGSM 2045.10 15 HDG| 450 100 | 3.23 1 RGSM 2045.10 20 HDG| 450 100 4.30 1
RGSM 2050.45 15 HDG| 500 450 3.56 1 | RGSM 2050.45 20 HDG| 500 450 4.74 1
RGSM 2050.40 15 HDG| 500 400 3.51 1 RGSM 2050.40 20 HDG| 500 400 4.68 1
RGSM 2050.30 15 HDG| 500 300 3.43 1 RGSM 2050.30 20 HDG| 500 300 4.57 1
RGSM 2050.25 15 HDG| 500 250 | 3.39 RGSM 2050.25 20 HDG| 500 250 4.52
RGSM 2050.20 15 HDG| 500 200 | 3.35 RGSM 2050.20 20 HDG| 500 200 4.46
RGSM 2050.15 15 HDG| 500 150 3.31 RGSM 2050.15 20 HDG| 500 150 4.41
RGSM 2050.10 15 HDG| 500 100 | 3.27 RGSM 2050.10 20 HDG| 500 100 4.35
RGSM 2060.50 15 HDG| 600 500 3.68 1 RGSM 2060.50 20 HDG| 600 500 4.90 1
RGSM 2060.45 15 HDG| 600 450 3.64 1 RGSM 2060.45 20 HDG| 600 450 4.85 1
| RGSM 2060.40 15 HDG| 600 400 | 3.60 1 | RGSM 2060.40 20 HDG| 600 | 400 | 4.79 1
RGSM 2060.30 15 HDG| 600 300 3.51 RGSM 2060.30 20 HDG| 600 300 4.68
RGSM 2060.25 15 HDG| 600 250 3.47 RGSM 2060.25 20 HDG| 600 250 4.63
RGSM 2060.20 15 HDG| 600 200 3.43 RGSM 2060.20 20 HDG| 600 200 4.57
RGSM 2060.15 15 HDG| 600 150 | 3.39 1 RGSM 2060.15 20 HDG| 600 150 4.52 1
RGSM 2060.10 15 HDG| 600 100 | 3.35 1 RGSM 2060.10 20 HDG| 600 100 4.46 1
RGSM 2075.60 15 HDG| 750 600 | 3.88 1 RGSM 2075.60 20 HDG| 750 600 5.18 1
RGSM 2075.50 15 HDG| 750 500 3.80 1 RGSM 2075.50 20 HDG| 750 500 5.07 1
RGSM 2075.45 15 HDG| 750 450 | 3.76 1 RGSM 2075.45 20 HDG| 750 [ 450 5.01 1
RGSM 2075.40 15 HDG| 750 400 | 3.72 1 RGSM 2075.40 20 HDG| 750 | 400 | 4.96 1
RGSM 2075.30 15 HDG| 750 300 3.64 RGSM 2075.30 20 HDG| 750 300 4.85
RGSM 2075.20 15 HDG| 750 200 3.56 RGSM 2075.20 20 HDG| 750 200 4.74
RGSM 2075.15 15 HDG| 750 150 3.51 RGSM 2075.15 20 HDG| 750 150 4.68
RGSM 2090.75 15 HDG| 900 750 | 4.13 1 RGSM 2090.75 20 HDG| 900 750 5.51 1
RGSM 2090.60 15 HDG| 900 600 4.01 1 RGSM 2090.60 20 HDG| 900 600 5.34 1
RGSM 2090.45 15 HDG| 900 450 | 3.88 1 RGSM 2090.45 20 HDG| 900 [ 450 | 5.18 1
RGSM 2090.30 15 HDG| 900 300 | 3.76 1 RGSM 2090.30 20 HDG| 900 300 5.01 1
RGSM 2090.15 15 HDG| 900 150 | 5.45 RGSM 2090.15 20 HDG| 900 150 7.27
RGSM 2002.90 15 HDG| 1200 | 900 | 4.50 RGSM 2002.90 20 HDG| 1200 | 900 6.00
RGSM 2002.75 15 HDG| 1200 | 750 | 4.38 RGSM 2002.75 20 HDG| 1200 | 750 5.84
RGSM 2002.60 15 HDG| 1200 | 600 | 4.26 RGSM 2002.60 20 HDG| 1200 | 600 5.67
RGSM 2002.30 15 HDG| 1200 [ 300 | 7.46 1 RGSM 2002.30 20 HDG| 1200 | 300 9.94 1
RGSM 2002.15 15 HDG| 1200 [ 150 | 8.04 1 RGSM 2002.15 20 HDG| 1200 | 150 | 10.72 1
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APPLICATIONS

Cable routing

MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG

)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA
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Cable Ladder Systems of Side Height 200 < (€

Vertical 90° Inside Bend of Cable Ladder (stable)

90° Dikey Merdiven lg Biikey Elemani-(Sabit) - Apka hukcupoBaHHas kabenbpocTa, BHyTpeHHss 90°

MADE IN TURKEY

MIS H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MIS... H2 m MIS... H200 2.0mm
Width Radius =7 Width Radius =7
CODE R % CODE ab | R @ %
mm mm 1pc mm mm 1pc
MIS 2010 15 HDG 100 50 | 3.30 1 MIS 2010 20 HDG 100 50 | 4.39 1
MIS 2015 15 HDG 150 | 150 | 3.42 1 MIS 2015 20 HDG 150 | 150 | 4.56 1
MIS 2020 15 HDG 200 50 | 3.54 1 MIS 2020 20 HDG | 200 50 | 4.72 1
MIS 2025 15 HDG 250 150 | 3.67 1 MIS 2025 20 HDG 250 150 | 4.89 1
MIS 2030 15 HDG 300 | 150 | 3.79 1 MIS 2030 20 HDG | 300 | 150 [ 5.05 1
MIS 2040 15 HDG 400 | 150 | 4.04 1 MIS 2040 20 HDG | 400 | 150 | 5.38 1
MIS 2045 15 HDG 450 50 | 4.16 1 MIS 2045 20 HDG | 450 50 [ 5.55 1
MIS 2050 15 HDG 500 50 | 4.29 1 MIS 2050 20 HDG 500 150 5.71 1
MIS 2060 15 HDG 600 50 | 4.53 1 MIS 2060 20 HDG | 600 50 | 6.04 1
MIS 2070 15 HDG 700 150 | 4.78 1 MIS 2070 20 HDG 700 150 6.37 1
MIS 2075 15 HDG 750 150 | 4.90 1 MIS 2075 20 HDG 750 150 | 6.54 1
MIS 2080 15 HDG 800 | 150 | 5.03 1 MIS 2080 20 HDG | 800 | 150 [ 6.70 1
MIS 2090 15 HDG 900 150 | 5.27 1 MIS 2090 20 HDG 900 150 | 7.03 1
MIS 2000 15 HDG 1000 150 | 5.52 1 MIS 2000 20 HDG 1000 150 | 7.36 1
MIS 2002 15 HDG | 1200 | 150 | 6.02 1 MIS 2002 20 HDG | 1200 | 150 | 8.02 | 1 MISR2 H200 HDG

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:300
90° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka gpukcupoBarHas kabenbpocra, BHyTperHss 90° paguyc:300

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MISR2... H200 m MISR2... H2 2.0mm
Width Radius =7 Width Radius =7
CODE a=h R .‘m? CODE a=h R @ .‘mz
mm mm | 1pc mm mm | 1pc

MISR2 2010 16 HDG | 100 | 300 | 7.29 1 MISR2 2010 20 HDG | 100 | 300 | 9.72 | 1
MISR2 2015 15 HDG | 150 | 300 | 7.51 1 MISR2 2015 20 HDG | 150 | 300 [10.01] 1
MISR2 2020 15 HDG | 200 [ 300 [ 7.72 1 MISR2 2020 20 HDG | 200 [ 300 [10.29] 1 APPLICATIONS
MISR2 2025 15 HDG | 250 | 300 | 7.93 1 MISR2 2025 20 HDG | 250 | 300 [10.57 | 1 Cable routing
MISR2 2030 15 HDG | 300 | 300 | 8.14 1 SR2 2030 20 HDG | 300 | 300 [10.85 | 1
MISR2 2040 16 HDG | 400 | 300 | 8.56 1 SR2 2040 20 HDG | 400 | 300 [ 11.41] 1 MATERIAL
MISR2 2045 15 HDG | 450 | 300 | 8.77 1 SR2 2045 20 HDG | 450 | 300 [11.70 | 1 A .
MISR2 2050 15 HDG | 500 | 300 | 8.98 | 1 SR2 2050 20 HDG |_500 | 300 | 11.98 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MISR2 2060 15 HDG | 600 | 300 | 9.41 1 MISR2 2060 20 HDG | 600 | 300 [12.54 | 1 Available finishes:
MISR2 2070 156 HDG | 700 | 300 | 9.83 1 MISR2 2070 20 HDG | 700 | 300 [13.10] 1 ! .

SR2 2075 15 HDG | 750 | 300 | 10.04 | 1 SR2 2075 20 HDG | 750 | 300 [13.39 | 1 tsg‘?res"_ét,\‘"ﬁg;'t‘gggﬁ'f‘z;ge) Sendzimir method

SR2 2080 15 HDG | 800 | 300 | 10.25 | 1 SR2 2080 20 HDG | 800 | 300 [13.67 | 1 SS- stainless steel AISI 304L and AISI 316L (SS)

SR2 2090 15 HDG | 900 | 300 | 10.67 | 1 SR2 2090 20 HDG | 900 | 300 [14.23 | 1 EP- powder coating in a full range of colours (RAL)
MISR2 2000 15 HDG | 1000 | 300 | 11.10 | 1 MISR2 2000 20 HDG | 1000 | 300 [14.79 1
MISR2 2002 15 HDG | 1200 | 300 | 11.94 | 1 MISR2 2002 20 HDG | 1200 | 300 [15.92| 1 Thickn. (ga) [mmi: [IEIFX




Cable Ladder Systems of Side Height 200 < (€

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:450
90° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:450 - 90° Dikey Merdiven I¢ Biikey Elemant-(Sabit) Radyus:450

Hot-Dip Galvanized

CODE

Width

Radius

R

Important!

To install cable ladder bends use couplers KBE and

screw sets CFS M6 or CFS M8

CODE

Width

Radius

R

MISR3... H200 1.5mm MISR3... H200 2.0mm
i

=S

()

MADE IN TURKEY

&L
mm mm 1pc .@ mm mm 1pc @

MISR3 2010 15 HDG| 100 450 | 8.96 1 MISR3 2010 20 HDG| 100 450 1.95 1
MISR3 2015 15 HDG| 150 450 | 9.23 1 MISR3 2015 20 HDG| 150 450 112.30 1
MISR3 2020 15 HDG| 200 450 | 9.46 1 MISR3 2020 20 HDG| 200 450 |12.65 1
MISR3 2025 15 HDG| 250 450 | 9.76 1 MISR3 2025 20 HDG| 250 450 |13.01 1
ISR3 2030 15 HDG| 300 450 | 10.02 1 MISR3 2030 20 HDG| 300 450 |13.36 1
ISR3 2040 15 HDG| 400 450 | 10.55 1 MISR3 2040 20 HDG| 400 450 |14.06 1
| _MISR3 2045 15 HDG| 450 450 0.81 1 MISR3 2045 20 HDG| 450 450 4.41 1
ISR3 2050 15 HDG| 500 450 | 11.08 1 MISR3 2050 20 HDG| 500 450 | 14.77 1
MISR3 2060 15 HDG| 600 450 | 11.60 1 MISR3 2060 20 HDG| 600 450 |15.47 1
MISR3 2070 15 HDG| 700 450 [12.13 1 MISR3 2070 20 HDG| 700 450 |16.17 1
MISR3 2075 15 HDG| 750 450 | 12.40 1 MISR3 2075 20 HDG| 750 450 |16.53 1
MISR3 2080 15 HDG| 800 450 | 12.66 1 MISR3 2080 20 HDG| 800 450 |16.88 1
MISR3 2090 15 HDG| 900 450 [ 13.19 1 MISR3 2090 20 HDG| 900 450 |17.58 1
MISR3 2000 15 HDG| 1000 | 450 | 13.72 1 MISR3 2000 20 HDG| 1000 | 450 |18.29 1
MISR3 2002 15 HDG| 1200 450 | 14.77 1 MISR3 2002 20 HDG| 1200 450 ]19.69 1

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:600
90° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:600 - Apka dpukcupoBarHas kabenbpocta, BHyTperHss 90° paguyc:600

Hot-Dip Galvanized

MISR4... H200 1.5mm MISR4... H20 2.0mm

Important!

To install cable ladder bends use couplers KBE and

screw sets CFS M6 or CFS M8

Width | Radius = Width | Radius ~
CODE a=b R .‘w CODE a=b R .‘w
mm mm 1pc mm mm 1pc

MISR4 2010 15 HDG| 100 600 [ 10.63 1 MISR4 2010 20 HDG| 100 600 [14.17 1
MISR4 2015 15 HDG| 150 600 | 10.95 1 MISR4 2015 20 HDG| 150 600 [14.60 1
MISR4 2020 15 HDG| 200 600 | 11.27 1 MISR4 2020 20 HDG| 200 600 |[15.02 1
MISR4 2025 15 HDG| 250 600 | 11.58 1 MISR4 2025 20 HDG| 250 600 |[15.44 1
MISR4 2030 15 HDG| 300 600 | 11.90 1 SR4 2030 20 HDG| 300 600 |15.86 1
MISR4 2040 15 HDG| 400 600 | 12.53 1 SR4 2040 20 HDG| 400 600 [16.71 1
MISR4 2045 15 HDG| 450 600 | 12.85 1 SR4 2045 20 HDG| 450 600 [17.13 1
MISR4 2050 15 HDG| 500 600 | 13.17 1 SR4 2050 20 HDG| 500 600 [17.55 1
MISR4 20160 15 HDG 600 600 | 13.80 1 MISR4 2060 20 HDG| 600 600 |18.40 1
MISR4 2070 15 HDG| 700 600 | 14.43 1 MISR4 2070 20 HDG| 700 600 [19.24 1
SR4 2075 15 HDG| 750 600 | 14.75 1 SR4 2075 20 HDG| 750 600 |16.67 1
2080 15 HDG| 800 600 | 15.07 1 SR4 2080 20 HDG| 800 600 |20.09 1
S 2090 15 HDG| 900 600 | 15.70 1 SR4 2090 20 HDG| 900 600 [20.93 1
MISR4 2000 15 HDG| 1000 | 600 | 16.33 1 MISR4 2000 20 HDG| 1000 600 [21.78 1
MISR4 2002 15 HDG| 1200 | 600 | 17.60 1 MISR4 2002 20 HDG| 1200 600 |23.47 1

MISR3 H200 HDG

MISR4 H200 HDG

h
0000
125| 10000
600
20°
[B—
APPLICATIONS 125

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 60° Inside Bend of Cable Ladder (stable)

60° Dikey Merdiven I Biikey Elemani-(Sabif) - Apka thukcipoBaHHas kabenspocta, BHyTpeHHss 60°

MADE IN TURKEY

MIS60 H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MIS60... H200 1.5mm MIS60... H200 2.0mm
Width Radius / Width Radius /
CODE = S CODE = @ K
r?'lrrl? mRm 1pc .@ fnntz an 1pc .@
MIS60 2010 15 HDG 100 50 | 3.02 1 MIS60 2010 20 HDG 100 50 | 4.02 1
MIS60 2015 15 HDG | 150 50 | 3.14 1 MIS60 2015 20 HDG | 150 50 [ 4.19 1
MIS60 2020 15 HDG | 200 50 | 3.27 1 MIS60 2020 20 HDG | 200 50 | 4.35 1
MIS60 2025 15 HDG 250 150 | 3.39 1 MIS60 2025 20 HDG 250 150 | 4.52 1
1S60 2030 15 HDG | 300 | 150 | 3.51 1 MIS60 2030 20 HDG | 300 | 150 | 4.68 1
1S60 2040 15 HDG | 400 | 150 | 3.76 1 MIS60 2040 20 HDG | 400 | 150 | 5.01 1
| MIS60 2045 15 HDG | 450 50 | 3.88 1 |["MIS602045 20 HDG | 450 50 | 5.18 1
1S60 2050 15 HDG 500 50 | 4.01 1 MIS60 2050 20 HDG 500 50 | 5.34 1
MIS60 2060 15 HDG | 600 50 | 4.26 1 MIS60 2060 20 HDG | 600 50 | 5.67 1
MIS60 2070 15 HDG 700 150 | 4.50 1 MIS60 2070 20 HDG 700 150 | 6.00 1
MIS60 2075 15 HDG 750 150 | 4.63 1 MIS60 2075 20 HDG 750 150 | 6.17 1
MIS60 2080 15 HDG | 800 | 150 | 4.75 1 MIS60 2080 20 HDG | 800 | 150 | 6.33 1
MIS60 2090 15 HDG 900 150 | 5.00 1 MIS60 2090 20 HDG 900 150 | 6.66 1
MIS60 2000 15 HDG | 1000 150 | 5.24 1 MIS60 2000 20 HDG | 1000 150 | 6.99 1
MIS60 2002 15 HDG | 1200 | 150 | 5.74 1 MIS60 2002 20 HDG | 1200 | 150 | 7.65 1
Vertical 60° Inside Bend of Cable Ladder (stable) Radius:300 MIS60R2 H200 HDG

60° Dikey Merdiven ig Biikey Elemani-(Sabit) Radyus:300 - Apka drmKcHpoBaHHas! kabenbpocTa, BHyTpeHHss 60° paguyc:300

Important!
) ) To install cable ladder bends use couplers KBE and 5
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
)=
=
MIS60R2... H200 mm MIS60R2... H200 2.0mm S
Width | Radius = Width | Radius =7
CODE ash | R @ .‘g? CODE ash | R @ .‘m?
mm [ mm | 1pc mm | mm 1pc

MIS60R2 2010 15 HDG | 100 | 300 | 5.45 1 MIS60R2 2010 20 HDG | 100 | 300 | 7.27 1
MIS60R2 2015 15 HDG| 150 | 300 | 5.61 1 MIS60R2 2015 20 HDG | 150 | 300 | 7.48 1
MIS60R2 2020 15 HDG | 200 | 300 | 5.77 1 MIS60R2 2020 20 HDG | 200 | 300 | 7.69 1 APPLICATIONS
MIS60R2 2025 15 HDG | 250 | 300 | 5.93 1 MIS60R2 2025 20 HDG | 250 | 300 | 7.90 1 Cable routing

S60R2 2030 15 HDG | 300 | 300 | 6.09 1 S60R2 2030 20 HDG | 300 | 300 | 8.11 1

S60R2 2040 15 HDG | 400 | 300 | 6.40 1 S60R2 2040 20 HDG | 400 | 300 | 8.54 1 MATERIAL

S60R2 2045 15 HDG | 450 | 300 | 6.56 1 S60R2 2045 20 HDG | 450 | 300 | 8.75 | 1 A .

S60R2 2050 15 HDG | 500 | 300 | 6.72 | 1 S60R2 2050 20 HDG | 500 | 300 | 8.96 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MIS60R2 2060 15 HDG | 600 | 300 | 7.04 1 MIS60R2 2060 20 HDG | 600 | 300 | 9.38 1 Available finishes:
MIS60R2 2070 15 HDG | 700 | 300 | 7.35 1 MIS60R2 2070 20 HDG | 700 | 300 | 9.80 1 . .-

S60R2 2075 15 HDG | 750 | 300 | 7.51 | 1 S60R2 2075 20 HDG | 750 | 300 [10.02] 1 gi%_ék"ﬁggg‘gggﬁf%g Sendzimir method

S60R2 2080 15 HDG | 800 | 300 | 7.67 1 S60R2 2080 20 HDG | 800 | 300 [10.23[ 1 SS- stainless steel AISI 304L and AISI 316L (SS)

S60R2 2090 15 HDG | 900 | 300 | 7.99 1 S60R2 2090 20 HDG | 900 | 300 |[10.65] 1 EP- powder coating in a full range of colours (RAL)
MISB60R2 2000 15 HDG | 1000 | 300 | 8.30 1 MIS60R2 2000 20 HDG | 1000 300 [11.07[ 1
MIS60R2 2002 15 HDG | 1200 | 300 | 8.94 1 MIS60R2 2002 20 HDG | 1200] 300 [11.92] 1 Thickn. (ga) [mm]: [T




Cable Ladder Systems of Side Height 200

©® CE &

Vertical 60° Inside Bend of Cable Ladder (stable) Radius:450
60° Dikey Merdiven I Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHyTpeHHss 60° paguyc:450

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MIS60R3... H200 m MIS60R3... H200 2.0mm
Width Radius Width Radius ‘/>
CODE = CODE =
r?wrt\) mRm 1pc .w ﬁ'mb1 an 1pc .@

MIS60R3 2010 15 HDG| 100 450 | 6.60 1 MIS60R3 2010 20 HDG| 100 450 | 8.80 1
MISB0R3 2015 15 HDG| 150 | 450 | 6.81 1 MISB0R3 2015 20 HDG| 150 | 450 [ 9.08 1
MIS60R3 2020 15 HDG| 200 | 450 | 7.02 1 MIS60R3 2020 20 HDG| 200 | 450 | 9.36 1
MIS60R3 2025 15 HDG| 250 450 | 7.23 1 MIS60R3 2025 20 HDG| 250 450 | 9.64 1
IS60R3 2030 15 HDG| 300 [ 450 | 7.45 1 IS60R3 2030 20 HDG| 300 | 450 [ 9.93 1
IS60R3 2040 15 HDG| 400 | 450 | 7.87 1 IS60R3 2040 20 HDG| 400 | 450 [10.49 1
| MIS60R3 2045 15 HDG| 450 | 450 | 8.08 1 | MIS60R3 2045 20 HDG| 450 | 450 [10.77 1
IS60R3 2050 15 HDG| 500 450 | 8.29 1 IS60R3 2050 20 HDG| 500 450 [11.05 1
MIS60R3 2060 15 HDG| 600 | 450 | 8.71 1 MIS60R3 2060 20 HDG| 600 | 450 |11.62 1
MIS60R3 2070 15 HDG| 700 450 | 9.14 1 MIS60R3 2070 20 HDG| 700 450 [12.18 1
MIS60R3 2075 15 HDG| 750 450 | 9.35 1 MIS60R3 2075 20 HDG| 750 450 [12.46 1
MIS60R3 2080 15 HDG| 800 | 450 | 9.56 1 MIS60R3 2080 20 HDG| 800 | 450 [12.74 1
MIS60R3 2090 15 HDG| 900 450 | 9.98 1 MIS60R3 2090 20 HDG| 900 450 [13.31 1
MIS60R3 2000 15 HDG| 1000 | 450 | 10.40 1 MIS60R3 2000 20 HDG| 1000 | 450 [13.87 1
MIS60R3 2002 15 HDG[ 1200 | 450 | 11.25 1 MISB60R3 2002 20 HDG[ 1200 | 450 [15.00 1

Vertical 60° Inside Bend of Cable Ladder (stable) Radius:600
60° Dikey Merdiven I Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHast kabenbpocta, BHyTpeHHss 60° paguyc:600

Important!
) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MIS60R4... H200 m MIS60R4... H200 2.0mm
Width | Radius = Width | Radius =
CODE a=h R % CODE a=b R %
mm mm 1pc mm mm 1pc

MIS60R4 2010 15 HDG| 100 600 | 7.64 1 MISR4 2010 20 HDG 100 600 |[10.19 1
MIS60R4 2015 15 HDG| 150 600 | 7.85 1 MISR4 2015 20 HDG 150 600 |[10.47 1
MIS60R4 2020 15 HDG| 200 600 | 8.06 1 MISR4 2020 20 HDG 200 600 |10.75 1
MIS60R4 2025 15 HDG| 250 600 | 8.28 1 MISR4 2025 20 HDG 250 600 | 11.03 1
S60R4 2030 15 HDG| 300 600 [ 8.49 1 SR4 2030 20 HDG 300 600 | 11.31 1
S60R4 2040 15 HDG| 400 600 | 8.91 1 SR4 2040 20 HDG | 400 600 | 11.88 1
S60R4 2045 15 HDG| 450 600 | 9.12 1 SR4 2045 20 HDG 450 600 [12.16 1
S60R4 2050 15 HDG| 500 600 | 9.33 1 SR4 2050 20 HDG 500 600 |[12.44 1
MIS60R4 2060 15 HDG| 600 600 | 9.75 1 MISR4 2060 20 HDG 600 600 | 13.00 1
MIS60R4 2070 15 HDG| 700 600 | 10.18 1 MISR4 2070 20 HDG 700 600 | 13.57 1
S60R4 2075 15 HDG| 750 600 [ 10.39 1 SR4 2075 20 HDG 750 600 | 13.85 1
R4 2080 15 HDG| 800 600 | 10.60 1 SR4 2080 20 HDG 800 600 | 14.13 1
S60R4 2090 15 HDG| 900 600 | 11.02 1 SR4 2090 20 HDG | 900 600 | 14.69 1
MIS60R4 2000 15 HDG| 1000 | 600 | 11.44 1 MISR4 2000 20 HDG | 1000 600 | 15.26 1
MIS60R4 2002 15 HDG| 1200 [ 600 | 12.29 1 MISR4 2002 20 HDG | 1200 600 | 16.38 1

mIK

MADE IN TURKEY

MIS60R3 H200 HDG

MIS60R4 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

Vertical 45° Inside Bend of Cable Ladder (stable)

45° Dikey Merdiven I Bikey Elemani-(Sabit) - Apka hMKcupoBaHHas kabenbpocTa, BHyTpeHHss 45°

Hot-Dip Galvanized

Width

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width Radius

MIS45... H200 1.5mm MIS45... H200 2.0mm
i

mIK

MADE IN TURKEY

CODE ab | R % CODE a=b R %
mm mm | 1pc mm mm | 1pc
MIS45 2010 15 HDG 100 150 | 1.83 1 MIS45 2010 20 HDG 100 150 [ 2.44 1
MIS45 2015 15 HDG 150 150 | 1.91 1 MIS45 2015 20 HDG 150 150 [ 2.55 1
MIS45 2020 15 HDG 200 150 1.99 1 MIS45 2020 20 HDG 200 150 | 2.66 1
MIS45 2025 15 HDG 250 150 | 2.08 1 MIS45 2025 20 HDG 250 150 | 2.77 1
S45 2030 15 HDG 300 150 | 2.16 1 S45 2030 20 HDG 300 150 | 2.88 1
S45 2040 15 HDG 400 150 | 2.32 1 S45 2040 20 HDG 400 150 | 3.10 1
S45 2045 15 HDG 450 150 2.41 1 S45 2045 20 HDG 450 150 3.21 1
S45 2050 15 HDG 500 150 | 2.49 1 S45 2050 20 HDG 500 150 | 3.32 1
MIS45 2060 15 HDG 600 150 | 2.65 1 MIS45 2060 20 HDG 600 150 | 3.54 1
MIS45 2070 15 HDG 700 150 | 2.82 1 MIS45 2070 20 HDG 700 150 | 3.76 1
MIS45 2075 15 HDG 750 150 | 2.90 1 MIS45 2075 20 HDG 750 150 | 3.87 1
MIS45 2080 15 HDG 800 150 | 2.98 1 MIS45 2080 20 HDG 800 150 | 3.98 1
MIS45 2090 15 HDG 900 150 | 3.15 1 MIS45 2090 20 HDG 900 150 | 4.20 1
MIS45 2000 15 HDG | 1000 150 3.31 1 MIS45 2000 20 HDG | 1000 150 | 4.42 1
MIS45 2002 15 HDG | 1200 150 | 3.64 1 MIS45 2002 20 HDG | 1200 150 | 4.86 1

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:300
45° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka hukcupoBaHHas kabenbpocTa, BHyTperHss 45° paguyc:300

Hot-Dip Galvanized

Width

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width | Radius

MIS45R2... H200 mm MIS45R2... H200 2.0mm
£

CODE a=b | R % CODE ab | R %
mm | mm | 1pc mm [ mm 1pc
MIS45R2 2010 15 HDG | 100 | 300 | 4.58 1 MIS45R2 2010 20 HDG | 100 | 300 | 6.11 1
MIS45R2 2015 15 HDG| 150 | 300 | 4.74 1 MIS45R2 2015 20 HDG | 150 | 300 | 6.32 1
MIS45R2 2020 15 HDG | 200 | 300 | 4.90 1 MIS45R2 2020 20 HDG | 200 | 300 6.53 1
MIS45R2 2025 15 HDG | 250 | 300 | 5.06 1 MIS45R2 2025 20 HDG | 250 | 300 6.75 1
S45R2 2030 15 HDG | 300 | 300 | 5.22 1 MIS45R2 2030 20 HDG | 300 | 300 6.96 1
S45R2 2040 15 HDG | 400 | 300 | 5.54 1 MIS45R2 2040 20 HDG | 400 | 300 | 7.38 1
S45R2 2045 15 HDG | 450 | 300 | 5.69 1 MIS45R2 2045 20 HDG | 450 | 300 7.59 1
S45R2 2050 15 HDG | 500 | 300 | 5.85 1 MIS45R2 2050 20 HDG | 500 | 300 | 7.80 1
MIS45R2 2060 15 HDG | 600 | 300 | 6.17 1 MIS45R2 2060 20 HDG | 600 | 300 8.22 1
MIS45R2 2070 15 HDG | 700 | 300 | 6.49 1 MIS45R2 2070 20 HDG | 700 | 300 8.65 1
S45R2 2075 15 HDG | 750 | 300 | 6.64 1 | MIS45R2 2075 20 HDG | 750 | 300 8.86 1
S45R2 2080 15 HDG | 800 | 300 | 6.80 1 MIS45R2 2080 20 HDG | 800 | 300 9.07 1
S45R2 2090 15 HDG | 900 | 300 | 7.12 1 MIS45R2 2090 20 HDG | 900 | 300 9.49 1
MIS45R2 2000 15 HDG | 1000 | 300 | 7.44 1 MIS45R2 2000 20 HDG | 1000 | 300 9.91 1
MIS45R2 2002 15 HDG | 1200 | 300 | 8.07 1 MIS45R2 2002 20 HDG | 1200| 300 | 10.76 1

MIS45 H200 HDG

MIS45R2 H200 HDG

-

25

0000
0000

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

<

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:450
45° Dikey Merdiven Ig Biikey Elemani-(Sabit) Radyus:450 - Apka gpukcnpoBaHHas kabenbpocTa, BHyTpeHHss 45° paguyc:450

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MIS45R3... H200 m MIS45R3... H200 2.0mm

Hot-Dip Galvanized

Width | Radius ~ Width | Radius ~=
CODE asb | R .‘@ CODE asb | R .‘@
mm mm 1pc mm mm 1pc

MIS45R3 2010 15 HDG| 100 | 450 | 5.37 1 MIS45R3 2010 20 HDG | 100 | 450 | 7.15 1
MIS45R3 2015 15 HDG| 150 | 450 | 5.52 1 MIS45R3 2015 20 HDG | 150 | 450 | 7.36 1
MIS45R3 2020 15 HDG| 200 | 450 | 5.68 1 MIS45R3 2020 20 HDG | 200 | 450 | 7.58 1
MIS45R3 2025 15 HDG| 250 | 450 | 5.84 1 MIS45R3 2025 20 HDG | 250 | 450 | 7.79 1
[MIS45R3 2030 15 HDG| 300 | 450 | 6.00 1__|[MIS45R3 2030 20 HDG | 300 | 450 | 8.00 | 1
S45R3 2040 15 HDG| 400 | 450 | 6.32 1 S45R3 2040 20 HDG | 400 | 450 | 8.42 1
S45R3 2045 15 HDG| 450 | 450 | 6.48 1 S45R3 2045 20 HDG | 450 | 450 | 8.63 1
S45R3 2050 15 HDG| 500 | 450 | 6.63 1 S45R3 2050 20 HDG | 500 | 450 | 8.84 1
MIS45R3 2060 15 HDG| 600 | 450 | 6.95 1 MIS45R3 2060 20 HDG | 600 [ 450 | 9.27 1
MIS45R3 2070 15 HDG| 700 | 450 | 7.27 1 MIS45R3 2070 20 HDG [ 700 [ 450 | 9.69 1
MIS45R3 2075 15 HDG| 750 | 450 | 7.43 1 MIS45R3 2075 20 HDG | 750 | 450 | 9.90 1
MIS45R3 2080 15 HDG| 800 | 450 | 7.58 1 MIS45R3 2080 20 HDG | 800 | 450 | 10.11 1
MIS45R3 2090 15 HDG| 900 | 450 | 7.90 1 MIS45R3 2090 20 HDG | 900 | 450 | 10.53 1
MIS45R3 2000 15 HDG| 1000 | 450 | 8.22 1 MIS45R3 2000 20 HDG | 1000 | 450 | 10.96 1
MIS45R3 2002 15 HDG| 1200 | 450 | 8.85 1 MIS45R3 2002 20 HDG | 1200 [ 450 | 11.80 1

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:600
45° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:600 - Apka ghukcupoBaHHas kabenbpocTa, BHyTpeHHss 45° paguyc:600

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized

MIS45R4... H200 m MIS45R4... H200 2.0mm

Width | Radius @ =< Width | Radius @ =<
CODE a=bh R .‘@ CODE asb | R .‘@

mm mm | 1pc mm | mm [ 1pc
MIS45R4 2010 15 HDG| 100 600 | 6.25 1 MIS45R4 2010 20 HDG | 100 | 600 | 8.34 1
MIS45R4 2015 15 HDG| 150 600 6.46 1 MIS45R4 2015 20 HDG | 150 600 | 8.62 1
MIS45R4 2020 15 HDG| 200 600 | 6.68 1 MIS45R4 2020 20 HDG | 200 | 600 | 8.90 1
MIS45R4 2025 15 HDG| 250 600 6.89 MIS45R4 2025 20 HDG | 250 | 600 | 9.18
MIS45R4 2030 15 HDG| 300 600 | 7.10 | MIS45R4 2030 20 HDG | 300 | 600 | 9.46
MIS45R4 2040 15 HDG| 400 600 | 7.52 MIS45R4 2040 20 HDG | 400 | 600 |10.03
MIS45R4 2045 15 HDG| 450 600 7.73 MIS45R4 2045 20 HDG | 450 | 600 [ 10.31
MIS45R4 2050 15 HDG| 500 600 7.94 1 MIS45R4 2050 20 HDG | 500 | 600 |10.59 1
MIS45R4 2060 15 HDG| 600 600 8.37 1 MIS45R4 2060 20 HDG | 600 | 600 |11.15 1
MIS45R4 2070 15 HDG| 700 600 8.79 1 MIS45R4 2070 20 HDG | 700 600 [11.72 1
MIS45R4 2075 15 HDG| 750 600 9.00 1 MIS45R4 2075 20 HDG | 750 600 [12.00 1
MIS45R4 2080 15 HDG| 800 600 9.21 1 | MIS45R4 2080 20 HDG | 800 | 600 |12.28 1
MIS45R4 2090 15 HDG| 900 600 9.63 1 MIS45R4 2090 20 HDG | 900 | 600 |12.84 1
MIS45R4 2000 15 HDG| 1000 600 | 10.06 1 | MIS45R4 2000 20 HDG | 1000 | 600 [ 13.41 1
MIS45R4 2002 15 HDG| 1200 600 | 10.90 1 | MIS45R4 2002 20 HDG | 1200 | 600 |14.53 1

mIK

MADE IN TURKEY

MIS45R3 H200 HDG

\J R450

0000
0000

450

MIS45R4 H200 HDG

0000

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

Vertical 30° Inside Bend of Cable Ladder (stable)

30° Dikey Merdiven I Bikey Elemani-(Sabit) - Apka hukcupoBaHHas kabenspocTa, BHyTpeHHss 30°

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30... H200 1.5mm MIS30... H200 2.0mm
i

Width Radius

Width Radius
CODE ab | R % CODE a=b R %
mm mm | 1pc mm mm | 1pc
MIS30 2010 15 HDG 100 150 | 1.83 1 MIS30 2010 20 HDG 100 150 | 2.44 1
MIS30 2015 15 HDG 150 150 | 1.91 1 MIS30 2015 20 HDG 150 150 | 2.55 1
MIS30 2020 15 HDG 200 150 1.99 1 MIS30 2020 20 HDG 200 150 | 2.66 1
MIS30 2025 15 HDG 250 150 | 2.08 1 MIS30 2025 20 HDG 250 150 | 2.77 1
S30 2030 15 HDG 300 150 | 2.16 1 S30 2030 20 HDG 300 150 | 2.88 1
S30 2040 15 HDG 400 150 | 2.32 1 S30 2040 20 HDG | 400 150 | 3.10 1
S30 2045 15 HDG 450 150 2.41 1 S30 2045 20 HDG 450 150 | 3.21 1
S30 2050 15 HDG 500 150 | 2.49 1 S30 2050 20 HDG 500 150 | 3.32 1
MIS30 2060 15 HDG 600 150 | 2.65 1 MIS30 2060 20 HDG 600 150 | 3.54 1
MIS30 2070 15 HDG 700 150 | 2.82 1 MIS30 2070 20 HDG 700 150 | 3.76 1
MIS30 2075 15 HDG 750 150 | 2.90 1 MIS30 2075 20 HDG 750 150 | 3.87 1
MIS30 2080 15 HDG 800 150 | 2.98 1 MIS30 2080 20 HDG 800 150 | 3.98 1
MIS30 2090 15 HDG 900 150 | 3.15 1 MIS30 2090 20 HDG 900 150 | 4.20 1
MIS30 2000 15 HDG | 1000 150 3.31 1 MIS30 2000 20 HDG | 1000 150 | 4.42 1
MIS30 2002 15 HDG | 1200 150 | 3.64 1 MIS30 2002 20 HDG | 1200 150 | 4.86 1

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:300
30° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka gpukcupoBaHHas kabenbpocra, BHyTperHss 30° paguyc:300

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized

MIS30R2... H200 mm MIS30R2... H200 2.0mm
i

Width | Radius

MADE IN TURKEY

Width | Radius
CODE ab | R % CODE ab | R %
mm | mm | 1pc mm | mm | 1pc
MIS30R2 2010 15 HDG | 100 | 300 | 3.61 1 MIS30R2 2010 20 HDG | 100 | 300 | 4.81 1
MIS30R2 2015 15 HDG | 150 | 300 | 3.72 1 MIS30R2 2015 20 HDG | 150 | 300 | 4.95 1
MIS30R2 2020 15 HDG | 200 | 300 | 3.82 1 MIS30R2 2020 20 HDG [ 200 | 300 | 5.10 1
MIS30R2 2025 15 HDG | 250 | 300 | 3.93 1 MIS30R2 2025 20 HDG | 250 | 300 | 5.24 1
S30R2 2030 15 HDG | 300 | 300 | 4.03 1 | MIS30R2 2030 20 HDG | 300 | 300 | 5.38 1
S30R2 2040 15 HDG | 400 | 300 | 4.24 1 | MIS30R2 2040 20 HDG | 400 | 300 | 5.66 1
S30R2 2045 15 HDG | 450 | 300 | 4.35 1 MIS30R2 2045 20 HDG | 450 | 300 | 5.80 1
S30R2 2050 15 HDG | 500 | 300 | 4.46 1 | MIS30R2 2050 20 HDG | 500 | 300 | 5.94 1
MIS30R2 2060 15 HDG | 600 | 300 | 4.67 1 MIS30R2 2060 20 HDG | 600 | 300 | 6.22 1
MIS30R2 2070 15 HDG | 700 | 300 | 4.88 1 MIS30R2 2070 20 HDG | 700 | 300 | 6.50 1
S30R2 2075 15 HDG | 750 | 300 | 4.98 1 S30R2 207520 HDG | 750 | 300 | 6.64 1
S30R2 2080 15 HDG | 800 | 300 [ 5.09 1 | 30R2 2080 20 HDG | 800 | 300 | 6.78 1
S30R2 2090 15 HDG | 900 | 300 [ 5.30 1 MIS30R2 2090 20 HDG | 900 | 300 | 7.07 1
MIS30R2 2000 15 HDG | 1000 | 300 5.51 1 MIS30R2 2000 20 HDG | 1000| 300 | 7.35 1
MIS30R2 2002 15 HDG | 1200 | 300 | 5.93 1 MIS30R2 2002 20 HDG | 1200| 300 | 7.91 1

MIS30 H200 HDG

MIS30R2 H200 HDG

R300

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 90° Outside Bend of Cable Ladder (stable)

90° Dikey Merdiven Dis Biikey Elemani-(Sabit) - Apka hukcupoBaHHasi kabenbpocta, BHewuHss 90°

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MADE IN TURKEY

MDS... H200 1.5mm MDS... H200 2.0mm

Width Radius =z Width Radius =

copE b | R & % copE | R & %

mm mm | 1pc mm mm | 1pc
MDS 2010 15 HDG 100 150 | 3.30 1 MDS 2010 20 HDG 100 150 | 4.39 1
MDS 2015 15 HDG 150 150 | 3.42 1 MDS 2015 20 HDG 150 150 | 4.56 1
MDS 2020 15 HDG 200 150 | 3.54 1 MDS 2020 20 HDG 200 150 | 4.72 1
MDS 2025 15 HDG 250 150 | 3.67 1 MDS 2025 20 HDG 250 150 | 4.89 1
MDS 2030 15 HDG 300 150 | 3.79 1 MDS 2030 20 HDG 300 150 5.05 1
MDS 2040 15 HDG 400 150 [ 4.04 1 MDS 2040 20 HDG 400 150 | 5.38 1
MDS 2045 15 HDG 450 150 | 4.16 1 MDS 2045 20 HDG 450 150 5.55 1
MDS 2050 15 HDG 500 150 | 4.29 1 MDS 2050 20 HDG 500 150 | 5.71 1
MDS 2060 15 HDG 600 150 | 4.53 1 MDS 2060 20 HDG 600 150 6.04 1
MDS 2070 15 HDG 700 150 | 4.78 1 MDS 2070 20 HDG 700 150 6.37 1
MDS 2075 15 HDG 750 150 | 4.90 1 MDS 2075 20 HDG 750 150 6.54 1
MDS 2080 15 HDG 800 150 | 5.03 1 MDS 2080 20 HDG 800 150 | 6.70 1
MDS 2090 15 HDG 900 150 | 5.27 1 MDS 2090 20 HDG 900 150 7.03 1
MDS 2000 15 HDG 1000 150 | 5.52 1 MDS 2000 20 HDG | 1000 150 7.36 1
MDS 2002 15 HDG 1200 150 | 6.02 1 MDS 2002 20 HDG | 1200 150 8.02 1

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:300
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocta, BHewwrss 90° paguyc:300

Hot-Dip Galvanized

MDSR2... H200 1.5mm MDSR2... H200 2.0mm

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width | Radius =4 Width Radius @ =4
CODE a=h R .‘w CODE a=h R .‘w
mm mm | 1pc mm mm | 1pc

MDSR2 2010 15 HDG| 100 300 [ 7.29 1 MDSR2 2010 20 HDG| 100 300 | 9.72 1
MDSR2 2015 15 HDG| 150 300 | 7.51 1 MDSR2 2015 20 HDG| 150 300 | 10.01 1
MDSR2 2020 15 HDG| 200 300 | 7.72 1 MDSR2 2020 20 HDG| 200 300 [10.29 1
MDSR2 2025 15 HDG| 250 300 | 7.93 1 MDSR2 2025 20 HDG| 250 300 [10.57 1
MDSR2 2030 15 HDG| 300 300 | 8.14 1 MDSR2 2030 20 HDG| 300 300 [10.85 1
| MDSR2 2040 15 HDG| 400 300 | 8.56 1 MDSR2 2040 20 HDG| 400 300 [ 11.41 1
| MDSR2 2045 15 HDG| 450 300 | 8.77 1 MDSR2 2045 20 HDG| 450 300 | 11.70 1
MDSR2 2050 15 HDG| 500 300 | 8.98 1 MDSR2 2050 20 HDG| 500 300 |11.98 1
MDSR2 2060 15 HDG| 600 300 9.41 1 MDSR2 2060 20 HDG| 600 300 [12.54 1
MDSR2 2070 15 HDG| 700 300 | 9.83 1 MDSR2 2070 20 HDG| 700 300 [13.10 1
| MDSR2 2075 15 HDG| 750 300 | 10.04 1 | MDSR2 2075 20 HDG| 750 300 [13.39 1
| MDSR2 2080 15 HDG| 800 300 [ 10.25 1 | MDSR2 2080 20 HDG| 800 300 [13.67 1
MDSR2 2090 15 HDG| 900 300 | 10.67 1 MDSR2 2090 20 HDG| 900 300 [14.23 1
MDSR2 2000 15 HDG| 1000 300 | 11.10 1 MDSR2 2000 20 HDG| 1000 300 [14.79 1
MDSR2 2002 15 HDG| 1200 300 | 11.94 1 MDSR2 2002 20 HDG| 1200 300 [15.92 1

MDS H200 HDG

000
000

000
000

125 M1 h

MDSR2 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:450
30° Dikey Merdiven Ig Biikey Elemani-(Sabit) Radyus:450 - Apka gukcupoBaHHas kabenbpocTa, BHyTperHss 30° paguyc:450

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30RS... H200 1.5mm MIS30R3... H200 2.0mm
£

Width | Radius ~ Width | Radius ~=
CODE ash | R .‘@ CODE asb | R .‘@
mm mm 1pc mm mm 1pc

MIS30R3 2010 15 HDG | 100 | 450 | 4.24 1 MIS30R3 2010 20 HDG | 100 450 | 5.65 1
MIS30R3 2015 15 HDG | 150 | 450 | 4.40 1 MIS30R3 2015 20 HDG | 150 450 | 5.86 1
MIS30R3 2020 15 HDG | 200 | 450 | 4.55 1 MIS30R3 2020 20 HDG | 200 450 | 6.07 1
MIS30R3 2025 15 HDG | 250 | 450 | 4.71 1 MIS30R3 2025 20 HDG | 250 450 | 6.28 1
| MIS30R3 2030 15 HDG | 300 | 450 | 4.87 1 S30R3 2030 20 HDG | 300 450 | 6.49 1
| MIS30R3 2040 15 HDG | 400 | 450 | 5.19 1 S30R3 2040 20 HDG | 400 | 450 | 6.92 1
MIS30R3 2045 15 HDG | 450 | 450 | 5.35 1 S30R3 2045 20 HDG | 450 450 | 7.13 1
| MIS30R3 2050 15 HDG | 500 | 450 | 5.51 1 S30R3 2050 20 HDG | 500 | 450 | 7.34 1
MIS30R3 2060 15 HDG | 600 | 450 | 5.82 1 MIS30R3 2060 20 HDG | 600 450 | 7.76 1
MIS30R3 2070 15 HDG | 700 | 450 | 6.14 1 MIS30R3 2070 20 HDG | 700 450 | 8.18 1
MIS30R3 2075 15 HDG | 750 | 450 | 6.30 1 MIS30R3 2075 20 HDG | 750 450 | 8.39 1
MIS30R3 2080 15 HDG | 800 | 450 | 6.46 1 MIS30R3 2080 20 HDG | 800 450 | 8.61 1
MIS30R3 2090 15 HDG | 900 | 450 | 6.77 1 MIS30R3 2090 20 HDG | 900 450 | 9.03 1
MIS30R3 2000 15 HDG | 1000 | 450 | 7.09 1 MIS30R3 2000 20 HDG | 1000 | 450 | 9.45 1
MIS30R3 2002 15 HDG | 1200 | 450 | 7.72 1 MIS30R3 2002 20 HDG | 1200 | 450 [10.30 1

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:600
30° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:600 - Apka dpukcupoBarHas kabenbpocra, BHyTperHss 30° paguyc:600

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MIS30R4... H200 m MIS30R4... H200 2.0mm

Hot-Dip Galvanized

Width | Radius = Width | Radius =
CODE asb | R .‘w CODE asb | R .‘w
mm [ mm | 1pc mm mm | 1pc

MIS30R4 2010 15 HDG | 100 | 600 | 4.76 1 MIS30R4 2010 20 HDG| 100 | 600 | 6.34 | 1
MIS30R4 2015 15 HDG| 150 | 600 | 4.92 1 MIS30R4 2015 20 HDG| 150 | 600 | 6.55 | 1
MIS30R4 2020 15 HDG | 200 | 600 | 5.08 1 MIS30R4 2020 20 HDG | 200 | 600 | 6.77 | 1
MIS30R4 2025 15 HDG | 250 | 600 | 5.23 1 MIS30R4 2025 20 HDG | 250 | 600 | 6.98 | 1
| MIS30R4 2030 15 HDG | 300 | 600 | 5.39 1 S30R4 2030 20 HDG | 300 | 600 | 7.19 | 1
[ MIS30R4 2040 15 HDG | 400 | 600 | 5.71 1 S30R4 2040 20 HDG | 400 | 600 | 7.61 1
MIS30R4 2045 156 HDG | 450 | 600 | 5.87 1 S30R4 2045 20 HDG | 450 | 600 | 7.82 | 1
| MIS30R4 2050 15 HDG | 500 | 600 | 6.03 1 S30R4 2050 20 HDG | 500 | 600 | 8.03 | 1
MIS30R4 2060 15 HDG | 600 | 600 | 6.34 1 MIS30R4 2060 20 HDG | 600 | 600 | 8.46 | 1
MIS30R4 2070 15 HDG | 700 | 600 | 6.66 1 MIS30R4 2070 20 HDG| 700 | 600 | 8.88 | 1
S30R4 2075 15 HDG | 750 | 600 | 6.82 1 S30R4 2075 20 HDG | 750 | 600 | 9.09 | 1
S30R4 2080 15 HDG | 800 | 600 | 6.98 1 S30R4 2080 20 HDG | 800 | 600 | 9.30 | 1
S30R4 2090 15 HDG | 900 | 600 | 7.29 1 S30R4 2090 20 HDG | 900 | 600 | 9.72 | 1
MIS30R4 2000 15 HDG | 1000 | 600 | 7.61 1 MIS30R4 2000 20 HDG | 1000 | 600 [10.15] 1
MIS30R4 2002 15 HDG | 1200 | 600 | 8.24 1 MIS30R4 2002 20 HDG | 1200 | 600 [10.99] 1

MADE IN TURKEY

MIS30R3 H200 HDG

0ooo

MIS30R4 H100 HDG

0000

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:450
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHewurss 90° paguyc:450

Hot-Dip Galvanized

MDSRA... H200 1.5mm MDSRS... H200 2.0mm

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MADE IN TURKEY

Width | Radius =S Width Radius @ =S
CODE asb | R .‘@ CODE a=b R .‘@
mm mm 1pc mm mm 1pc

MDSR3 2010 15 HDG|[ 100 450 | 7.28 1 MDSR3 2010 20 HDG|[ 100 450 |10.42 1
MDSRS3 2015 15 HDG| 150 450 | 8.03 1 MDSRS3 2015 20 HDG| 150 450 | 10.70 1
MDSR3 2020 15 HDG| 200 450 | 8.24 1 MDSR3 2020 20 HDG| 200 450 |10.98 1
MDSR3 2025 15 HDG| 250 450 | 8.45 1 MDSR3 2025 20 HDG| 250 450 | 11.26 1
MDSR3 2030 15 HDG| 300 450 | 8.66 1 MDSR3 2030 20 HDG| 300 450 | 11.55 1
| MDSR3 2040 15 HDG| 400 450 | 9.08 1 MDSR3 2040 20 HDG| 400 450 | 12.11 1
| MDSR3 2045 15 HDG| 450 450 | 9.29 1 MDSR3 2045 20 HDG| 450 450 2.39 1
MDSRS3 2050 15 HDG| 500 450 | 9.51 1 MDSR3 2050 20 HDG| 500 450 2.67 1
MDSR3 2060 15 HDG| 600 450 | 9.93 1 MDSR3 2060 20 HDG| 600 450 3.24 1
MDSR3 2070 15 HDG| 700 450 | 10.35 1 MDSR3 2070 20 HDG| 700 450 |13.80 1
MDSR3 2075 15 HDG| 750 450 | 10.56 1 MDSR3 2075 20 HDG| 750 450 |14.08 1
MDSR3 2080 15 HDG| 800 450 | 10.77 1 MDSR3 2080 20 HDG| 800 450 | 14.36 1
MDSR3 2090 15 HDG| 900 450 | 11.20 1 MDSR3 2090 20 HDG| 900 450 | 14.93 1
MDSR3 2000 15 HDG| 1000 | 450 | 11.62 1 MDSR3 2000 20 HDG| 1000 450 | 15.49 1
MDSR3 2002 15 HDG| 1200 | 450 | 12.46 1 MDSR3 2002 20 HDG| 1200 450 |16.62 1

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:600
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocta, BHewrss 90° paguyc:600

Hot-Dip Galvanized

MDSR4... H200 m MDSR4... H200 2.0mm
£\

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

conE Width Radius ‘/> conE Width Radius ‘/>

fnrg mRm 1pc .@ ?nnla an 1pc .@
MDSR4 2010 15 HDG| 100 600 [ 9.48 1 MDSR4 2010 20 HDG| 100 600 [12.64 1
MDSR4 2015 15 HDG| 150 600 | 9.75 1 MDSR4 2015 20 HDG| 150 600 3.00 1
MDSR4 2020 15 HDG| 200 600 | 10.01 1 MDSR4 2020 20 HDG| 200 600 3.55 1
MDSR4 2025 15 HDG| 250 600 | 10.28 1 MDSR4 2025 20 HDG| 250 600 3.70 1
MDSR4 2030 15 HDG| 300 600 | 10.54 1 MDSR4 2030 20 HDG| 300 600 |14.05 1
MDSR4 2040 15 HDG| 400 600 | 11.07 1 MDSR4 2040 20 HDG| 400 600 |14.76 1
MDSR4 2045 15 HDG| 450 600 [ 11.33 1 MDSR4 2045 20 HDG| 450 600 | 15.11 1
MDSR4 2050 15 HDG| 500 600 | 11.60 1 MDSR4 2050 20 HDG| 500 600 |15.46 1
MDSR4 2060 15 HDG| 600 600 [ 12.12 1 MDSR4 2060 20 HDG| 600 600 [16.16 1
MDSR4 2070 15 HDG| 700 600 | 12.65 1 MDSR4 2070 20 HDG| 700 600 |16.87 1
MDSR4 2075 15 HDG| 750 600 [ 12.92 1 MDSR4 2075 20 HDG| 750 600 [17.22 1
MDSR4 2080 15 HDG| 800 600 [ 13.18 1 MDSR4 2080 20 HDG| 800 600 [15.57 1
| MDSR4 2090 15 HDG| 900 600 | 13.71 1 MDSR4 2090 20 HDG|[ 900 600 |18.28 1
| MDSR4 2000 15 HDG| 1000 | 600 | 14.24 1 MDSR4 2000 20 HDG| 1000 600 |18.98 1
DSR4 2002 15 HDG| 1200 | 600 | 15.29 1 MDSR4 2002 20 HDG| 1200 600 |20.39 1

MDSR3 H200 HDG

14

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 60° Outside Bend of Cable Ladder (stable)

60° Dikey Merdiven Dis Biikey Elemant-(Sabit) - Apka cukcupoBaHHas kabenbpocta, BHewwHss 60°

MADE IN TURKEY

MDS60 H200 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 470
MDS60... H200 S60... H200 2.0mm
Width Radius Width Radius
CODE asb | R % CODE ab | R % h
mm mm 1pc mm mm 1pc
MDS60 2010 15 HDG | 100 150 | 3.02 1 MDS60 2010 20 HDG| 100 150 | 4.02 1
MDS60 2015 15 HDG| 150 150 | 3.14 1 MDS60 2015 20 HDG | 150 150 | 4.19 1 338
MDS60 2020 15 HDG 200 150 | 3.27 1 MDS60 2020 20 HDG | 200 150 | 4.35 1
MDS60 2025 15 HDG 250 150 | 3.39 1 MDS60 2025 20 HDG | 250 150 | 4.52 1
MDS60 2030 15 HDG 300 150 3.51 1 MDS60 2030 20 HDG | 300 150 | 4.68 1
MDS60 2040 15 HDG | 400 150 [ 3.76 1 MDS60 2040 20 HDG | 400 150 | 5.01 1
MDS60 2045 15 HDG | 450 150 | 3.88 1 MDS60 2045 20 HDG | 450 150 5.18 1
MDS60 2050 15 HDG | 500 150 | 4.01 1 MDS60 2050 20 HDG | 500 150 | 5.34 1
MDS60 2060 15 HDG 600 150 | 4.26 1 MDS60 2060 20 HDG | 600 150 5.67 1 I
MDS60 2070 15 HDG 700 150 | 4.50 1 MDS60 2070 20 HDG | 700 150 6.00 1
MDS60 2075 15 HDG 750 150 | 4.63 1 MDS60 2075 20 HDG | 750 150 6.17 1
MDS60 2080 15 HDG | 800 150 | 4.75 1 MDS60 2080 20 HDG | 800 150 | 6.33 1
MDS60 2090 15 HDG 900 150 [ 5.00 1 MDS60 2090 20 HDG | 900 150 6.66 1
MDS60 2000 15 HDG | 1000 150 | 5.24 1 MDS60 2000 20 HDG | 1000 150 6.99 1
MDS60 2002 15 HDG | 1200 150 | 5.74 1 MDS60 2002 20 HDG | 1200 150 7.65 1 MDS60R2 H200 HDG

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:300
60° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocra, BHewHss 90° paguyc:300

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDS60R2... H200 1.5mm
Width | Radius Radius
CODE a=b | R
mm mm [ 1pc

MDS60R2 2010 15 HDG | 100 | 300 [ 4.76
MDS60R2 2015 15 HDG| 150 | 300 | 4.92
MDS60R2 2020 15 HDG | 200 | 300 | 5.08
MDS60R2 2025 15 HDG | 250 | 300 | 5.23
DS60R2 2030 15 HDG | 300 | 300 | 5.39
DS60R2 2040 15 HDG | 400 | 300 | 5.71
DS60R2 2045 15 HDG | 450 | 300 | 5.87
DS60R2 2050 15 HDG| 500 | 300 | 6.03
MDS60R2 2060 15 HDG | 600 | 300 | 6.34
5

5

5

MDS60R2 110 20 HDG | 100 | 300 | 6.34
MDS60R2 115 20 HDG | 150 | 300 | 6.55
MDS60R2 120 20 HDG | 200 | 300 | 6.77
MDS60R2 125 20 HDG | 250 | 300 | 6.98
MDS60R2 130 20 HDG | 300 | 300 | 7.19
MDS60R2 140 20 HDG | 400 | 300 | 7.61
MDS60R2 145 20 HDG | 450 | 300 | 7.82
MDS60R2 150 20 HDG | 500 | 300 | 8.03
MDS60R2 160 20 HDG | 600 [ 300 | 8.46
MDS60R2 170 20 HDG | 700 | 300 | 8.88
MDS

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA

MDS60R2 2070 15 HDG | 700 | 300 | 6.66
| MDS60R2 2075 HDG| 750 | 300 | 6.82
| M OR2 2080 HDG| 800 | 300 | 6.98

MDS60R2 2090 15 HDG | 900 | 300 | 7.29

MDS60R2 2000 15 HDG | 1000 | 300 | 7.61

MDS60R2 2002 15 HDG | 1200 | 300 | 8.24

| 60R2 175 20 HDG | 750 | 300 | 9.09
| MDS60R2 180 20 HDG | 800 | 300 | 9.30
MDS60R2 190 20 HDG | 900 | 300 | 9.72
MDS60R2 100 20 HDG | 1000 | 300 [10.15
MDS60R2 102 20 HDG | 1200 | 300 [10.99

_\_\_x_._._\a_\_\_._._.a_\_\a‘\

|62 |G

mm | 1pc
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1




Cable Ladder Systems of Side Height 200 < (€

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:450
60° Dikey Merdiven Dis Biikey Elemani-(Sabit) Radyus:450 - Apka chukcupoBaHHas kabenbpocta, BHewHss 60° paguyc:450

Hot-Dip Galvanized

Width

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width

Radius

MDSB0R3... H200 ~ 15mm MDS60R3... H200 20
i i

MADE IN TURKEY

CODE ab | R % CODE ab | R %
mm mm 1pc mm mm | 1pc
MDS60R3 2010 15 HDG | 100 | 450 | 5.80 1 MDS60R3 2010 20 HDG | 100 | 450 | 7.73 1
MDS60R3 2015 15 HDG | 150 | 450 | 5.96 1 MDS60R3 2015 20 HDG | 150 | 450 | 7.94 1
MDS60R3 2020 15 HDG | 200 | 450 | 6.12 1 MDS60R3 2020 20 HDG | 200 | 450 | 8.15 1
MDS60R3 2025 15 HDG | 250 | 450 | 6.28 1 MDS60R3 2025 20 HDG | 250 | 450 | 8.37 1
| MDS60R3 2030 15 HDG | 300 | 450 | 6.43 1 | MDS60R3 2030 20 HDG | 300 | 450 | 8.58 1
| MDS60R3 2040 15 HDG | 400 | 450 | 6.75 1 | MDS60R3 2040 20 HDG | 400 | 450 | 9.00 1
MDS60R3 2045 15 HDG | 450 | 450 | 6.91 1 MDS60R3 2045 20 HDG | 450 | 450 | 9.21 1
MDS60R3 2050 15 HDG | 500 | 450 | 7.07 1 MDS60R3 2050 20 HDG | 500 | 450 | 9.42 1
MDS60R3 2060 15 HDG | 600 | 450 | 7.38 1 MDS60R3 2060 20 HDG | 600 | 450 | 9.84 1
MDS60R3 2070 15 HDG | 700 | 450 | 7.70 1 MDS60R3 2070 20 HDG | 700 | 450 |10.27 1
MDS60R2 2075 15 HDG | 750 | 450 | 7.86 1 | MDS60R3 2075 20 HDG | 750 | 450 |10.48 1
MDS60R2 2080 15 HDG | 800 | 450 | 8.02 1 | MDS60R3 2080 20 HDG | 800 | 450 [10.69 1
MDS60R2 2090 15 HDG | 900 | 450 | 8.34 1 MDS60R3 2090 20 HDG | 900 | 450 | 11.11 1
MDS60R2 2000 15 HDG | 1000 | 450 | 8.65 1 MDS60R3 2000 20 HDG | 1000 | 450 [11.53 1
MDS60R2 2002 15 HDG | 1200 | 450 | 9.29 1 MDS60R3 2002 20 HDG | 1200 | 450 [12.38 1

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:600
60° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka chukcupoBaHHas kabenbpocta, BHewHss 60° paguyc:600

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MDS60R4... H200 1.5mm MDS60R4... H200 2.0mm
i

Width | Radius Width | Radius
CODE ab | R % CODE ab | R %
mm mm 1pc mm mm | 1pc
MDS60R4 2010 15 HDG | 100 600 | 6.95 1 MDS60R4 2010 20 HDG | 100 600 | 9.26 1
MDS60R4 2015 15 HDG| 150 600 | 7.16 1 MDS60R4 2015 20 HDG| 150 600 | 9.54 1
MDS60R4 2020 15 HDG | 200 | 600 | 7.37 1 MDS60R4 2020 20 HDG | 200 | 600 | 9.83 1
MDS60R4 2025 15 HDG | 250 | 600 | 7.58 1 MDS60R4 2025 20 HDG | 250 | 600 |10.11 1
| MDS60R4 2030 15 HDG| 300 | 600 | 7.79 1 | MDS60R4 2030 20 HDG | 300 | 600 |10.39 1
| MDS60R4 2040 15 HDG | 400 | 600 | 8.22 1 | MDS60R4 2040 20 HDG | 400 | 600 |10.95 1
| MDS60R4 2045 15 HDG | 450 | 600 | 8.43 1 | MDS60R4 2045 20 HDG | 450 | 600 [11.23 1
MDS60R4 2050 15 HDG | 500 | 600 | 8.64 1 MDS60R4 2050 20 HDG | 500 | 600 [11.52 1
MDS60R4 2060 15 HDG | 600 | 600 | 9.06 1 MDS60R4 2060 20 HDG | 600 | 600 |12.08 1
MDS60R4 2070 15 HDG | 700 | 600 | 9.48 1 MDS60R4 2070 20 HDG | 700 [ 600 |12.64 1
MDS60R4 2075 15 HDG | 750 | 600 | 9.69 1 MDS60R4 2075 20 HDG | 750 | 600 |12.92 1
MDS60R4 2080 15 HDG | 800 | 600 | 9.91 1 MDS60R4 2080 20 HDG | 800 | 600 |13.21 1
MDS60R4 2090 15 HDG | 900 | 600 |10.33 1 MDS60R4 2090 20 HDG | 900 | 600 |13.77 1
MDS60R4 2000 15 HDG | 1000 | 600 | 10.75 1 MDS60R4 2000 20 HDG | 1000 | 600 |14.33 1
MDS60R4 2002 15 HDG | 1200 | 600 | 11.60 1 MDS60R4 2002 20 HDG | 1200 | 600 |15.46 1

MDS60R3 H200 HDG

MDS60R4 H200

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 45° Outside Bend of Cable Ladder (stable)

45° Dikey Merdiven Dig Biikey Elemani-(Sabit) - Apka huKkcupoBaHHasi kabenbpocta, BHeLHss 45°

Hot-Dip Galvanized

MDS45... H200 t.5mm
i

Width | Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

DS45... H200 2.0mm

Radius

CODE asb | R % CODE ash | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS45 2010 15 HDG [ 100 | 150 | 1.83 1 MDS45 2010 20 HDG [ 100 | 150 | 2.44 1
MDS45 2015 15 HDG | 150 | 150 [ 1.91 1 MDS45 2015 20 HDG | 150 | 150 | 2.55 1
MDS45 2020 15 HDG 200 150 | 1.99 1 MDS45 2020 20 HDG 200 150 | 2.66 1
MDS45 2025 15 HDG 250 150 | 2.08 1 MDS45 2025 20 HDG 250 150 | 2.77 1
|__MDS45 2030 15 HDG 300 150 [ 2.16 1 |__MDS45 2030 20 HDG 300 150 [ 2.88 1
| _MDS45 2040 15 HDG | 400 | 150 | 2.32 1 | _MDS45 2040 20 HDG | 400 | 150 | 3.10 1
|__MDS45 2045 15 HDG 450 150 | 2.41 1 |__MDS45 2045 20 HDG 450 150 | 3.21 1
MDS45 2050 15 HDG | 500 | 150 [ 2.49 1 MDS45 2050 20 HDG | 500 | 150 | 3.32 1
MDS45 2060 15 HDG 600 150 | 2.65 1 MDS45 2060 20 HDG 600 150 | 3.54 1
MDS45 2070 15 HDG 700 150 | 2.82 1 MDS45 2070 20 HDG 700 150 | 3.76 1
MDS45 2075 15 HDG 750 150 | 2.90 1 MDS45 2075 20 HDG 750 150 | 3.87 1
MDS45 2080 15 HDG | 800 | 150 | 2.98 1 MDS45 2080 20 HDG | 800 | 150 | 3.98 1
MDS45 2090 15 HDG 900 150 | 3.15 1 MDS45 2090 20 HDG 900 150 | 4.20 1
MDS45 2000 15 HDG | 1000 | 150 | 3.31 1 MDS45 2000 20 HDG | 1000 | 150 | 4.42 1
MDS45 2002 15 HDG | 1200 | 150 | 3.64 1 MDS45 2002 20 HDG | 1200 | 150 | 4.86 1

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:300
45° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocta, BHewuHss 45° paguyc:300

Hot-Dip Galvanized
MDS45R2... H200

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

S45R2... H200 2.0mm

Width | Radius Width | Radius
CODE asb | R % CODE asb | R %

mm [ mm | 1pc mm [ mm | 1pc
MDS45R2 2010 15 HDG | 100 | 300 | 4.06 1 MDS45R2 2010 20 HDG | 100 | 300 | 5.42 1
MDS45R2 2015 15 HDG | 150 | 300 | 4.22 1 MDS45R2 2015 20 HDG | 150 | 300 | 5.63 1
MDS45R2 2020 15 HDG | 200 | 300 | 4.38 1 MDS45R2 2020 20 HDG | 200 | 300 | 5.84 1
MDS45R2 2025 15 HDG | 250 | 300 | 4.54 1 MDS45R2 2025 20 HDG | 250 | 300 | 6.05 1
MDS45R2 2030 15 HDG | 300 | 300 | 4.70 1 MDS45R2 2030 20 HDG | 300 | 300 | 6.26 1
MDS45R2 2040 15 HDG | 400 | 300 | 5.01 1 MDS45R2 2040 20 HDG | 400 | 300 | 6.68 1
MDS45R2 2045 15 HDG | 450 | 300 | 5.17 1 MDS45R2 2045 20 HDG | 450 | 300 | 6.90 1
MDS45R2 2050 15 HDG | 500 | 300 | 5.33 1 MDS45R2 2050 20 HDG | 500 | 300 | 7.11 1
MDS45R2 2060 15 HDG | 600 | 300 | 5.65 1 MDS45R2 2060 20 HDG | 600 | 300 | 7.53 1
MDS45R2 2070 15 HDG | 700 | 300 | 5.97 1 MDS45R2 2070 20 HDG | 700 | 300 | 7.95 1
MDS45R2 2075 15 HDG | 750 | 300 | 6.12 1 MDS45R2 2075 20 HDG | 750 | 300 | 8.16 1
MDS45R2 2080 15 HDG | 800 | 300 | 6.28 1 MDS45R2 2080 20 HDG | 800 | 300 | 8.37 1
MDS45R2 2090 15 HDG | 900 | 300 | 6.60 1 MDS45R2 2090 20 HDG | 900 | 300 | 8.80 1
MDS45R2 2000 15 HDG | 1000 | 300 | 6.92 1 MDS45R2 2000 20 HDG | 1000 | 300 | 9.22 1
MDS45R2 2002 15 HDG | 1200 | 300 | 7.55 1 MDS45R2 2002 20 HDG | 1200 | 300 [10.06 1

MADE IN TURKEY

MDS45 H200 HDG

416

313

MDS45R2 H200 HDG

0000

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

<

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:450

45° Dikey Merdiven Dig Biikey Elemani-(Sabit) - Apka puKcupoBaHHasi kabenbpocta, BHewuHss 45° paguyc:450

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

DSAR3..H200 1o
ic

Width | Radius G Radius =7
CODE ab | R % R @ %
mm mm [ 1pc mm | 1pc

MDS45R3 2010 15 HDG | 100 | 450 | 4.85 1 MDS45R3 2010 20 HDG | 100 | 450 | 6.46 1
MDS45R3 2015 15 HDG| 150 | 450 | 5.00 1 MDS45R3 2015 20 HDG| 150 | 450 | 6.67 1
MDS45R3 2020 15 HDG | 200 | 450 | 5.16 1 MDS45R3 2020 20 HDG | 200 | 450 | 6.88 1
MDS45R3 2025 15 HDG | 250 | 450 | 5.32 1 MDS45R3 2025 20 HDG | 250 | 450 | 7.09 1
MDS45R3 2030 15 HDG | 300 | 450 | 548 1 MDS45R3 2030 20 HDG | 300 | 450 | 7.30 1
| MDS45R3 2040 15 HDG | 400 | 450 | 5.80 1 | MDS45R3 2040 20 HDG | 400 | 450 | 7.73 1
| MDS45R3 2045 15 HDG | 450 | 450 | 5.95 1 | MDS45R3 2045 20 HDG | 450 | 450 | 7.94 1
MDS45R3 2050 15 HDG | 500 | 450 | 6.11 1 MDS45R3 2050 20 HDG | 500 | 450 | 8.15 1
MDS45R3 2060 15 HDG | 600 | 450 | 6.43 1 MDS45R3 2060 20 HDG | 600 | 450 | 8.57 1
MDS45R3 2070 15 HDG | 700 | 450 | 6.75 1 MDS45R3 2070 20 HDG | 700 | 450 | 8.99 1
MDS45R3 2075 15 HDG | 750 | 450 | 6.91 1 MDS45R3 2075 20 HDG | 750 | 450 | 9.21 1
MDS45R3 2080 15 HDG | 800 | 450 | 7.06 1 MDS45R3 2080 20 HDG | 800 | 450 | 9.42 1
MDS45R3 2090 15 HDG | 900 | 450 | 7.38 1 MDS45R3 2090 20 HDG | 900 | 450 | 9.84 1
MDS45R3 2000 15 HDG | 1000 | 450 | 7.70 1 MDS45R3 2000 20 HDG | 1000 | 450 |10.26 1
MDS45R3 2002 15 HDG | 1200 | 450 | 8.33 1 MDS45R3 2002 20 HDG | 1200 | 450 | 11.11 1

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:600
45° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocTa, BHewuHss 45° paguyc:600

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

DSAER4..H0D 1o

Width | Radius =7 Radius =7
copE ab | R % | & %
mm [ mm | Tpc mm_| Ipc

MDS45R4 2010 15 HDG | 100 | 600 | 5.63 1 MDS45R4 2010 20 HDG | 100 | 600 | 7.50 1
MDS45R4 2015 15 HDG| 150 | 600 | 5.79 1 MDS45R4 2015 20 HDG| 150 | 600 | 7.71 1
MDS45R4 2020 15 HDG | 200 600 | 5.94 1 MDS45R4 2020 20 HDG | 200 600 | 7.92 1
MDS45R4 2025 15 HDG | 250 600 | 6.10 1 MDS45R4 2025 20 HDG | 250 600 | 8.13 1
| MDS45R4 2030 15 HDG | 300 600 | 6.26 1 DS45R4 2030 20 HDG | 300 600 | 8.35 1
| MDS45R4 2040 15 HDG | 400 | 600 | 6.58 1 5R4 2040 20 HDG | 400 | 600 | 8.77 1
| MDS45R4 2045 15 HDG | 450 600 | 6.74 1 5R4 2045 20 HDG | 450 600 | 8.98 1
DS45R4 2050 15 HDG | 500 600 | 6.89 1 5R4 2050 20 HDG | 500 600 | 9.19 1
MDS45R4 2060 15 HDG | 600 600 | 7.21 1 5R4 2060 20 HDG | 600 600 | 9.61 1
MDS45R4 2070 15 HDG | 700 | 600 | 7.53 1 5R4 2070 20 HDG | 700 | 600 |10.04 1
| MDS45R4 2075 15 HDG | 750 600 | 7.69 1 S45R4 2075 20 HDG | 750 600 |10.25 1
| MDS45R4 2080 15 HDG | 800 600 | 7.84 1 5R4 2080 20 HDG | 800 600 |10.46 1
DS45R4 2090 15 HDG | 900 600 | 8.16 1 DS45R4 2090 20 HDG | 900 600 |10.88 1
MDS45R4 2000 15 HDG | 1000 | 600 | 8.48 1 MDS45R4 2000 20 HDG [ 1000 | 600 [11.30 1
MDS45R4 2002 15 HDG | 1200 | 600 | 9.11 1 MDS45R4 2002 20 HDG | 1200 | 600 [12.15 1

mIK

MADE IN TURKEY

MDS45R3 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200 < (€

Vertical 30° Outside Bend of Cable Ladder (stable)

30° Dikey Merdiven Dig Biikey Elemani-(Sabit) - Apka huKkcupoBaHHasi kabenbpocta, BHewuHss 30°

Hot-Dip Galvanized

MDS30... H200 1.5mm

Width | Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

DS30... H200 2.0mm

Radius

CODE asb | R % CODE ash | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30 2010 15 HDG 100 | 150 | 1.83 1 MDS30 2010 20 HDG 100 | 150 | 2.44 1
MDS30 2015 15 HDG 150 | 150 | 1.91 1 MDS30 2015 20 HDG 150 | 150 | 2.55 1
MDS30 2020 15 HDG 200 150 | 1.99 1 MDS30 2020 20 HDG 200 | 150 | 2.66 1
MDS30 2025 15 HDG 250 150 | 2.08 1 MDS30 2025 20 HDG 250 | 150 | 2.77 1
| _MDS30 2030 15 HDG 300 150 [ 2.16 1 | _MDS30 2030 20 HDG 300 | 150 | 2.88 1
| _MDS30 2040 15 HDG 400 | 150 | 2.32 1 | _MDS30 2040 20 HDG 400 | 150 | 3.10 1
| _MDS30 2045 15 HDG 450 150 | 2.41 1 |_MDS30 2045 20 HDG 450 | 150 | 3.21 1
| _MDS30 2050 15 HDG 500 | 150 | 2.49 1 | _MDS30 2050 20 HDG 500 | 150 | 3.32 1
MDS30 2060 15 HDG 600 150 | 2.65 1 MDS30 2060 20 HDG 600 | 150 | 3.54 1
MDS30 2070 15 HDG 700 150 | 2.82 1 MDS30 2070 20 HDG 700 | 150 | 3.76 1
MDS30 2075 15 HDG 750 150 | 2.90 1 MDS30 2075 20 HDG 750 | 150 | 3.87 1
MDS30 2080 15 HDG 800 150 | 2.98 1 MDS30 2080 20 HDG 800 | 150 | 3.98 1
MDS30 2090 15 HDG 900 150 | 3.15 1 MDS30 2090 20 HDG 900 | 150 | 4.20 1
MDS30 2000 15 HDG 1000 | 150 | 3.31 1 MDS30 2000 20 HDG 1000 | 150 | 4.42 1
MDS30 2002 15 HDG 1200 | 150 | 3.64 1 MDS30 2002 20 HDG 1200 | 150 | 4.86 1

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:300
30° Dikey Merdiven Dig Biikey Eleman-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocta, BHewwrss 30° paguyc:300

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

DS30R2... H200 2.0mm

Width | Radius

CODE asb | R % CODE asb | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30R2 2010 15 HDG | 100 | 300 | 3.26 1 MDS30R2 2010 20 HDG | 100 | 300 | 4.35 1
MDS30R2 2015 15 HDG | 150 | 300 | 3.37 1 MDS30R2 2015 20 HDG | 150 | 300 | 4.49 1
MDS30R2 2020 15 HDG | 200 | 300 | 3.48 1 MDS30R2 2020 20 HDG | 200 | 300 | 4.63 1
MDS30R2 2025 15 HDG | 250 | 300 | 3.58 1 MDS30R2 2025 20 HDG | 250 | 300 | 4.77 1
MDS30R2 2030 15 HDG | 300 | 300 | 3.69 1 MDS30R2 2030 20 HDG | 300 | 300 | 4.91 1
MDS30R2 2040 15 HDG | 400 | 300 | 3.90 1 MDS30R2 2040 20 HDG | 400 | 300 | 5.20 1
MDS30R2 2045 15 HDG | 450 | 300 | 4.00 1 MDS30R2 2045 20 HDG | 450 | 300 | 5.34 1
MDS30R2 2050 15 HDG | 500 | 300 | 4.11 1 MDS30R2 2050 20 HDG | 500 | 300 | 5.48 1
MDS30R2 2060 15 HDG | 600 | 300 | 4.32 1 MDS30R2 2060 20 HDG | 600 | 300 | 5.76 1
MDS30R2 2070 15 HDG | 700 | 300 | 4.53 1 MDS30R2 2070 20 HDG | 700 | 300 | 6.04 1
|MDS30R2 2075 15 HDG | 750 | 300 | 4.64 1 |MDS30R2 2075 20 HDG | 750 | 300 | 6.18 1
| M! OR2 2080 15 HDG | 800 | 300 | 4.74 1 | M! 0R2 2080 20 HDG | 800 | 300 | 6.32 1
MDS30R2 2090 15 HDG | 900 | 300 | 4.95 1 MDS30R2 2090 20 HDG | 900 | 300 | 6.60 1
MDS30R2 2000 15 HDG | 1000 | 300 | 5.17 1 MDS30R2 2000 20 HDG | 1000 | 300 | 6.89 1
MDS30R2 2002 15 HDG | 1200 | 300 | 5.59 1 MDS30R2 2002 20 HDG | 1200 | 300 | 7.45 1

MADE IN TURKEY

MDS30 H200 HDG

392

MDS30R2 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA

08¢




Cable Ladder Systems of Side Height 200

@ (€

<

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:450
30° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHewwrss 30° paguyc:450

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MDS30R3... H200 1.5mm DS30R3... H200 2.0mm

Width | Radius Width | Radius

CODE asb | R % CODE ash | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30R3 2010 15 HDG| 100 | 450 | 3.78 1 MDS30R3 2010 20 HDG| 100 | 450 | 5.04 1
MDS30R3 2015 15 HDG| 150 | 450 | 3.89 1 MDS30R3 2015 20 HDG| 150 | 450 | 5.19 1
MDS30R3 2020 15 HDG| 200 | 450 | 4.00 1 MDS30R3 2020 20 HDG | 200 | 450 | 5.33 1
MDS30R3 2025 15 HDG| 250 | 450 | 4.10 1 MDS30R3 2025 20 HDG | 250 | 450 | 5.47 1
| MDS30R3 2030 15 HDG| 300 | 450 | 4.21 1 | MDS30R3 2030 20 HDG | 300 | 450 | 5.61 1
| MDS30R3 2040 15 HDG| 400 | 450 | 4.42 1 | MDS30R3 2040 20 HDG | 400 | 450 | 5.89 1
| MDS30R3 2045 15 HDG| 450 | 450 | 4.52 1 | MDS30R3 2045 20 HDG | 450 | 450 | 6.03 1
MDS30R3 2050 15 HDG| 500 | 450 | 4.63 1 MDS30R3 2050 20 HDG | 500 | 450 | 6.17 1
MDS30R3 2060 15 HDG| 600 | 450 | 4.84 1 MDS30R3 2060 20 HDG | 600 | 450 | 6.45 1
MDS30R3 2070 15 HDG| 700 | 450 | 5.05 1 MDS30R3 2070 20 HDG | 700 | 450 | 6.73 1
MDS30R3 2075 15 HDG| 750 | 450 | 5.16 1 MDS30R3 2075 20 HDG | 750 | 450 | 6.88 1
MDS30R3 2080 15 HDG| 800 | 450 | 5.26 1 MDS30R3 2080 20 HDG | 800 | 450 | 7.02 1
MDS30R3 2090 15 HDG| 900 | 450 [ 5.47 1 MDS30R3 2090 20 HDG | 900 | 450 | 7.30 1
MDS30R3 2000 15 HDG| 1000 | 450 | 5.69 1 MDS30R3 2000 20 HDG | 1000 | 450 | 7.58 1
MDS30R3 2002 15 HDG | 1200 | 450 | 6.11 1 MDS30R3 2002 20 HDG | 1200 | 450 | 8.14 1

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:600
30° Dikey Merdiven Dig Biikey Eleman-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocta, BHewwrss 30° paguyc:600

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

DS30R4... H200 2.0mm

Width | Radius

Width | Radius

CODE asb | R % CODE asb | R %
mm [ mm | 1pc mm [ mm | 1pc

MDS30R4 2010 15 HDG | 100 | 600 | 4.41 1 MDS30R4 2010 20 HDG| 100 | 600 | 5.88 1
MDS30R4 2015 15 HDG | 150 | 600 | 4.57 1 MDS30R4 2015 20 HDG| 150 | 600 | 6.09 1
MDS30R4 2020 15 HDG | 200 | 600 | 4.73 1 MDS30R4 2020 20 HDG| 200 | 600 | 6.30 1
MDS30R4 2025 15 HDG | 250 | 600 | 4.89 1 MDS30R4 2025 20 HDG| 250 | 600 | 6.51 1
MDS30R4 2030 15 HDG | 300 | 600 | 5.05 1 MDS30R4 2030 20 HDG| 300 | 600 | 6.73 1
MDS30R4 2040 15 HDG | 400 | 600 | 5.36 1 | MDS30R4 2040 20 HDG| 400 | 600 | 7.15 1
MDS30R4 2045 15 HDG | 450 | 600 | 5.52 1 | MDS30R4 2045 20 HDG| 450 | 600 | 7.36 1
MDS30R4 2050 15 HDG | 500 | 600 | 5.68 1 MDS30R4 2050 20 HDG| 500 | 600 | 7.57 1
MDS30R4 2060 15 HDG | 600 | 600 | 6.00 1 MDS30R4 2060 20 HDG| 600 | 600 | 7.99 1
MDS30R4 2070 15 HDG | 700 | 600 | 6.31 1 MDS30R4 2070 20 HDG| 700 | 600 | 8.42 1

OR4 2075 15 HDG | 750 | 600 | 6.47 1 | MDS30R4 2075 20 HDG| 750 | 600 | 8.63 1

OR4 2080 15 HDG | 800 | 600 | 6.63 1 | MDS30R4 2080 20 HDG| 800 | 600 | 8.84 1
MDS30R4 2090 15 HDG | 900 | 600 | 6.95 1 MDS30R4 2090 20 HDG| 900 | 600 | 9.26 1
MDS30R4 2000 15 HDG | 1000 | 600 | 7.26 1 MDS30R4 2000 20 HDG| 1000 | 600 | 9.68 1
MDS30R4 2002 15 HDG | 1200 | 600 | 7.90 1 MDS30R4 2002 20 HDG| 1200 | 600 |10.53 1

mIK

MADE IN TURKEY

MDS30R3 H200 HDG

MDS30R4 H200 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]: [ERNPA




Cable Ladder Systems of Side Height 200

@ (€

Modular Inside - Outside Cable Ladder Bend

Modular Merdiven inis - ¢ikis doniisii - LiapHupHas Ayra kabenbpocta

MMD = 2 pc of MMB + 2 set of BDD

Hot-Dip Galvanized MMD =2 ADET MMB + 2 Takim BDD'den olugsmaktadir.

MMD... H20 m MMD... H200 2.0mm

Width | Radius Width | Radius
= (= | B[ = (= | B[
mm mm | 1pc mm mm | 1pc
MMD 2010 15 HDG 100 300 | 5.04 1 MMD 2010 20 HDG 100 | 300 | 6.72 1
MMD 2015 15 HDG 150 300 | 5.13 MMD 2015 20 HDG 150 | 300 | 6.83
MMD 2020 15 HDG 200 | 300 | 5.21 MMD 2020 20 HDG 200 | 300 | 6.94
MMD 2025 15 HDG 250 | 300 | 5.29 MMD 2025 20 HDG 250 | 300 | 7.05
MMD 2030 15 HDG 300 | 300 | 5.37 1 MMD 2030 20 HDG 300 | 300 | 7.16 1
MMD 2040 15 HDG 400 | 300 | 5.54 1 MMD 2040 20 HDG 400 | 300 | 7.38 1
MMD 2045 15 HDG 450 | 300 | 5.62 1 MMD 2045 20 HDG 450 | 300 | 7.49 1
MMD 2050 15 HDG 500 | 300 | 5.70 1 MMD 2050 20 HDG 500 | 300 | 7.60 1
MMD 2060 15 HDG 600 | 300 | 5.87 1 MMD 2060 20 HDG 600 | 300 | 7.82 1
MMD 2070 15 HDG 700 | 300 | 6.03 1 MMD 2070 20 HDG 700 | 300 | 8.04
MD 2075 15 HDG 750 | 300 | 6.12 MD 2075 20 HDG 750 | 300 .15
MD 2080 15 HDG 800 | 300 | 6.20 MD 2080 20 HDG 800 | 300 .26
MD 2090 15 HDG 900 | 300 | 6.36 MD 2090 20 HDG 900 | 300 | 8.48
MD 2000 15 HDG 1000 | 300 | 6.53 1 MD 2000 20 HDG 1000 | 300 | 8.70 1
MD 2002 15 HDG 1200 | 300 | 6.86 1 MD 2002 20 HDG 1200 | 300 | 9.14 1

Modular Adjustable Cable Ladder Riser

Modular Merdiven inis - gikis elemani - LapHupHbIi anemeHT gyrv kabenbpocta

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MMB... H200 m MMB... H200 2.0mm
i

Width Width
CODE a=b % CODE a=h %
mm 1pc mm 1pc
MMB 2010 15 HDG 100 1.75 1 MMB 2010 20 HDG 100 2.33 1
MMB 2015 15 HDG 150 1.79 1 MMB 2015 20 HDG 150 2.38 1
MMB 2020 15 HDG 200 1.83 1 MMB 2020 20 HDG 200 244 1
MMB 2025 15 HDG 250 1.87 1 MMB 2025 20 HDG 250 249 1
MMB 2030 15 HDG 300 1.91 1 MMB 2030 20 HDG 300 2.55 1
MMB 2040 15 HDG 400 1.99 1 MMB 2040 20 HDG 400 2.66 1
MMB 2045 15 HDG 450 2.04 1 MMB 2045 20 HDG 450 2.71 1
MMB 2050 15 HDG 500 2.08 1 MMB 2050 20 HDG 500 2.77 1
MMB 2060 15 HDG 600 2.16 1 MMB 2060 20 HDG 600 2.88 1
MMB 2070 15 HDG 700 2.24 1 MMB 2070 20 HDG 700 2.99 1
MMB 2075 15 HDG 750 2.28 1 MMB 2075 20 HDG 750 3.04 1
MMB 2080 15 HDG 800 2.32 1 MMB 2080 20 HDG 800 3.10 1
| _MMB 2090 15 HDG 900 2.41 1 | MMB 2090 20 HDG 900 3.21 1
MMB 2000 15 HDG 1000 2.49 1 MMB 2000 20 HDG 1000 3.32 1
MMB 2002 15 HDG 1200 2.65 1 MMB 2002 20 HDG 1200 3.54 1

mIK

MADE IN TURKEY

MMD H200 HDG
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APPLICATIONS

Cable routing

MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200

@ (€

Vertical Tee Bend of Cable Ladder, Lengthwise

Dikey "T" Merdiven Ddniis Elemani - LLlapHupHas Ayra kabenbpocta

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MDT... H200 t.5mm T... H200 20mm
R

Width Width
CODE a=b % CODE a=b %
mm 1pc mm 1pc
MDT 2010 15 HDG 100 5.25 1 MDT 2010 20 HDG 100 7.00 1
MDT 2015 15 HDG 150 5.84 1 MDT 2015 20 HDG 150 7.79 1
MDT 2020 15 HDG 200 6.43 1 MDT 2020 20 HDG 200 8.57 1
MDT 2025 15 HDG 250 7.02 1 MDT 2025 20 HDG 250 9.36 1
| __MDT 2030 15 HDG 300 7.61 1 | __MDT 2030 20 HDG 300 10.14 1
| __MDT 2040 15 HDG 400 8.78 1 | __MDT 2040 20 HDG 400 11.71 1
| _MDT 2045 15 HDG 450 9.37 1 | _MDT 2045 20 HDG 450 12.50 1
MDT 2050 15 HDG 500 9.96 1 MDT 2050 20 HDG 500 13.28 1
MDT 2060 15 HDG 600 11.14 1 MDT 2060 20 HDG 600 14.85 1
MDT 2070 15 HDG 700 12.32 1 MDT 2070 20 HDG 700 16.42 1
MDT 2075 15 HDG 750 12.91 1 MDT 2075 20 HDG 750 17.21 1
MDT 2080 15 HDG 800 13.49 1 MDT 2080 20 HDG 800 17.99 1
MDT 2090 15 HDG 900 14.67 1 MDT 2090 20 HDG 900 19.56 1
MDT 2000 15 HDG 1000 15.85 1 MDT 2000 20 HDG 1000 21.13 1
MDT 2002 15 HDG 1200 18.20 1 MDT 2002 20 HDG 1200 24.27 1

Vertical Tee Bend of Cable Ladder from the Middle

Dikey Ortadan "T" Merdiven Déniis Eleman: - T-oTBoq kabenbpocTa BepTHKaNbHbIH, MPAMOI

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized

MMT... H200 m MMT... H200 2.0mm

MADE IN TURKEY

Width Width
CODE a=b % CODE a=h %
mm 1pc mm 1pc
MMT 2010 15 HDG 100 5.94 1 MMT 2010 20 HDG 100 7.92 1
MMT 2015 15 HDG 150 6.15 1 MMT 2015 20 HDG 150 8.19 1
MMT 2020 15 HDG 200 6.35 1 MMT 2020 20 HDG 200 8.47 1
MMT 2025 15 HDG 250 6.56 1 MMT 2025 20 HDG 250 8.74 1
MMT 2030 15 HDG 300 6.76 1 MMT 2030 20 HDG 300 9.02 1
MMT 2040 15 HDG 400 7.18 1 MMT 2040 20 HDG 400 9.57 1
MMT 2045 15 HDG 450 7.38 1 MMT 2045 20 HDG 450 9.84 1
MMT 2050 15 HDG 500 7.59 1 MMT 2050 20 HDG 500 10.12 1
MMT 2060 15 HDG 600 8.00 1 MMT 2060 20 HDG 600 10.67 1
MMT 2070 15 HDG 700 8.41 1 MMT 2070 20 HDG 700 11.21 1
MMT 2075 15 HDG 750 8.62 1 MMT 2075 20 HDG 750 11.49 1
MMT 2080 15 HDG 800 8.82 1 MMT 2080 20 HDG 800 11.76 1
| MMT 2090 15 HDG 900 9.24 1 | MMT 2090 20 HDG 900 12.31 1
MMT 2000 15 HDG 1000 9.65 1 MMT 2000 20 HDG 1000 12.86 1
MMT 2002 15 HDG 1200 10.47 1 MMT 2002 20 HDG 1200 13.96 1

MDT H200 HDG

- C+470 .

—F al
h|lea =2

rle= g
100 \
100

0 00 0
P
c

MMT H200 HDG

h+420
hilea =
100
120 0000
0000

h
APPLICATIONS
Cable routing
MATERIAL

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200 < (€

Vertical Tee Bend of Cable Ladder from the Middle Radius:300

Dikey Ortadan "T" Merdiven Déniis Elemani Radyus:300 - T-oTBoA kabenbpocTa BepTHKanbHbIH, npamoit paguyc:300

MADE IN TURKEY

MMTR2 H200 HDG

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

b+2R+250
MMTR2... H100 1.5mm MMTR2... H100 2.0mm " ==
Width | Radius Width | Radius = s 3| |h
copE b | R | & "a? copE o | R | & "a? == S
mm [ mm | 1pc mm [ mm | 1pc

MMTR2 2010 15 HDG | 100 | 300 [11.25] 1 MMTR2 2010 20 HDG | 100 | 300 [14.99] 1
MMTR2 2015 15 HDG | 150 | 300 [11.48] 1 MMTR2 2015 20 HDG | 150 | 300 [15.30] 1
MMTR2 2020 15 HDG | 200 | 300 [11.70] 1 MMTR2 2020 20 HDG | 200 | 300 [15.60] 1 N
MMTR2 2025 15 HDG | 250 | 300 [11.93| 1 MMTR2 2025 20 HDG | 250 | 300 [15.91] 1 R300 S

TR2 2030 15 HDG | 300 | 300 [12.16] 1 TR2 2030 20 HDG | 300 | 300 [16.22] 1

TR2 2040 15 HDG | 400 | 300 |12.62| 1 TR2 2040 20 HDG | 400 | 300 |16.83| 1

TR2 2045 15 HDG | 450 | 300 [12.85] 1 TR2 2045 20 HDG | 450 | 300 [17.14] 1 0000

TR2 2050 15 HDG | 500 | 300 [13.08] 1 TR2 2050 20 HDG | 500 | 300 [17.44] 1 0000
MMTR2 2060 15 HDG | 600 | 300 [13.54] 1 MMTR2 2060 20 HDG | 600 | 300 [18.05] 1 [T
MMTR2 2070 15 HDG | 700 | 300 [14.00] 1 MMTR2 2070 20 HDG | 700 | 300 [18.67] 1 b
MMTR2 2075 15 HDG | 750 | 300 [14.23] 1 MMTR2 2075 20 HDG | 750 | 300 [18.97] 1
MMTR2 2080 15 HDG__| 800 | 300 [14.46] 1 MMTR2 2080 20 HDG_| 800 | 300 [19.28] 1
MMTR2 2090 15 HDG | 900 | 300 [14.92] 1 MMTR2 2090 20 HDG | 900 | 300 [19.89] 1
MMTR2 2000 15 HDG__| 1000 | 300 [15.38] 1 MMTR2 2000 20 HDG | 1000 | 300 [20.50] 1
MMTR2 2002 15 HDG__| 1200 | 300 [16.30] 1 MMTR2 2002 20 HDG__| 1200 | 300 [21.73]| 1

MMTR4 H200 HDG

Vertical Tee Bend of Cable Ladder from the Middle Radius:600

Dikey Ortadan "T" Merdiven Déniis Elemani Radyus:600 - T-oTBoA kabenbpocTa BepTHKanbHbIW, npamoi paauyc:600

b+2R+250
= o = ol |h
s S =S
Important!
To install cable ladder bends use couplers KBE and 600 N
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 &
0000
MMTRA4... H200 m MMTRA4... H200 2.0mm booo
Width | Radius =7 Width | Radius =7 | —
CODE asb | R ﬁ CODE asb | R ﬁ b
mm [ mm | 1pc mm [ mm | 1pc
MMTR4 2010 15 HDG | 100 | 600 |[18.96] 1 MMTR4 2010 20 HDG | 100 | 600 [25.28] 1
MMTR4 2015 15 HDG | 150 | 600 [19.37| 1 MMTR4 2015 20 HDG | 150 | 600 [25.83] 1
MMTR4 2020 15 HDG | 200 | 600 [19.79] 1 MMTR4 2020 20 HDG | 200 | 600 [26.38] 1 APPLICATIONS
MMTR4 2025 15 HDG | 250 | 600 |20.20| 1 MMTR4 2025 20 HDG | 250 | 600 |26.93] 1 Cable routing
TR4 2030 15 HDG | 300 | 600 [20.61] 1 TR4 2030 20 HDG | 300 | 600 [27.48] 1
TR4 2040 15 HDG | 400 | 600 [21.44] 1 TR4 2040 20 HDG | 400 | 600 [28.59] 1 MATERIAL
TR4 2045 15 HDG | 450 | 600 [21.85] 1 TR4 2045 20 HDG | 450 | 600 [29.14] 1 A .
TR4 2050 15 HDG | 500 | 600 |22.27] 1 TR4 2050 20 HDG | 500 | 600 [29.69] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MMTR4 2060 156 HDG | 600 | 600 |23.09] 1 MMTR4 2060 20 HDG | 600 | 600 |30.79] 1 Available finishes:
MMTR4 2070 15 HDG | 700 | 600 |23.92] 1 MMTR4 2070 20 HDG | 700 | 600 |31.89] 1 f -
TR4 2075 15 HDG | 750 | 600 [24.33] 1 TR4 2075 20 HDG | 750 | 600 |32.44] 1 g?%_ék"ﬁggggg%ﬁf%g? Sendzimir method
TR4 2080 15 HDG | 800 | 600 [24.75] 1 TR4 2080 20 HDG | 800 | 600 [32.99] 1 SS- stainless steel AISI 304L and AISI 316L (SS)
[ MMTR4 2090 15 HDG | 900 | 600 [25.57| 1 || MMTR4 2090 20 HDG | 900 | 600 [34.10] 1 _ P
MMTR4 2000 15 HDG | 1000 | 600 [26.40] 1 MMTR4 2000 20 HDG _| 1000 | 600 [35.20] 1 EP- powder coating in a full range of colours (RAL)
MMTR4 2002 15 HDG | 1200 | 600 [28.05] 1 MMTR4 2002 20 HDG | 1200 | 600 |37.40] 1 Thickn. (ga) [mmi: [EHEERG




Cable Ladder Systems of Side Height 200 < (€

Middle Reducer Connection (set)

MADE IN TURKEY

Pargali Reduksiyon (Orta) - PegyKL1OHHbIe NnaHKy, CUMMETPUYHbIE

RO H200 HDG

al2

Width 2

al2

1

Width 1

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized
RO... H200

RODE Reduacﬂon % RODE Reduacﬂon %
mm mm 1 set
RO 2005 15 HDG 50 0.83 1 RO 2005 20 HDG 50 1.10 1
RO 2010 15 HDG 100 0.95 1 RO 2010 20 HDG 100 1.26 1
RO 2015 15 HDG 150 1.06 1 RO 2015 20 HDG 150 1.42 1
RO 2020 15 HDG 200 1.18 1 RO 2020 20 HDG 200 1.57 1
RO 2025 15 HDG 250 1.30 1 RO 2025 20 HDG 250 1.73 1
RO 2030 15 HDG 300 .42 1 RO 2030 20 HDG 300 1.89 1
RO 2035 15 HDG 350 .54 1 RO 2035 20 HDG 350 2.05 1
RO 2040 15 HDG 400 .65 1 RO 2040 20 HDG 400 2.20 1
RO 2045 15 HDG 450 1.77 1 RO 2045 20 HDG 450 2.36 1
RO 2050 15 HDG 500 1.89 1 RO 2050 20 HDG 500 2.52 1
RO 2055 15 HDG 550 2.01 1 RO 2055 20 HDG 550 2.67 1
RO 2060 15 HDG 600 2.12 1 RO 2060 20 HDG 600 2.83 1
RO 2065 15 HDG 650 2.24 1 RO 2065 20 HDG 650 2.99 1
RO 2070 15 HDG 700 2.36 1 RO 2070 20 HDG 700 3.14 1
RO 2075 15 HDG 750 2.48 1 RO 2075 20 HDG 750 3.30 1
RO 2080 15 HDG 800 2.60 1 RO 2080 20 HDG 800 3.46 1
RO 2090 15 HDG 900 2.83 1 RO 2090 20 HDG 900 3.77 1

Stop End (Blind End) SON H200 HDG

Sonlandirma - 3arnywka

- w0
[yr]
a
35
. 0
(=]
N [
|
Il
=
| |a
| o
© |
- |
|
1
Important! 9
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
SON... H200 1.5mm SON... H200 2.0mm
Width = Width =
CODE a @ CODE a @ ﬁ
mm 1pc mm 1pc
SON 2010 15 HDG 100 0.52 1 SON 2010 20 HDG 100 0.70 1
SON 2015 15 HDG 150 0.64 1 SON 2015 20 HDG 150 0.85 1
SON 2020 15 HDG 200 0.76 1 SON 2020 20 HDG 200 1.01 1 APPLICATIONS
SON 2025 15 HDG 250 0.88 1 SON 2025 20 HDG 250 1.17 1 Cable routing
SON 2030 15 HDG 300 0.99 1 SON 2030 20 HDG 300 1.32 1
SON 2040 15 HDG 400 23 1 SON 2040 20 HDG 400 1.64 1 MATERIAL
SON 2045 15 HDG 450 1.35 1 SON 2045 20 HDG 450 1.79 1 A .
SON 2050 15 HDG 500 147 1 SON 2050 20 HDG 500 195 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SON 2060 15 HDG 600 1.70 1 SON 2060 20 HDG 600 2.27 1 Available finishes:
SON 2070 15 HDG 700 1.94 1 SON 2070 20 HDG 700 258 1 ! .
ON 2075 15 HDG 750 2.05 1 SON 2075 20 HDG 750 2.74 1 tsg‘?res"_ét,\‘"ﬁggz‘gg%ﬁ'f‘z;g? Sendzimir method
8 gggg 5 132 ggg 21} 1 fg ggg g jgg ggg g-gﬁ’ 1 SS- stainless steel AISI 304L and AISI 316L (SS)
5 . S . » g
SON 2000 15 HDG 1000 |_2.64 1 SON 2000 20 HDG 1000 352 | 1 EP- powder coating in a full range of colours (RAL)
SON 2002 15 HDG 1200 3.1 1 SON 2002 20 HDG 1200 4.15 1 Thickn. (ga) [mmi:




Cable Ladder Systems of Side Height 200

@ (€

Left Reducer Connection (set)
Pargali Reduksiyon (Sol) - PeykumoHHbIe nnaHku, neBocTopOHHMe

mIK

MADE IN TURKEY

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized

RL... H200 1.5mm RL... H200 2.0mm

screw sets CFS M6 or CFS M8

RODE Reduacﬂon % RODE Reduacﬂon %
mm 1 set mm 1 set
RL 2005 15 HDG 50 0.83 1 RL 2005 20 HDG 50 1.10 1
RL 2010 15 HDG 100 0.95 1 RL 2010 20 HDG 100 1.26 1
RL 2015 15 HDG 150 1.06 1 RL 2015 20 HDG 150 1.42 1
RL 2020 15 HDG 200 1.18 1 RL 2020 20 HDG 200 1.57 1
RL 2025 15 HDG 250 1.30 1 RL 2025 20 HDG 250 1.73 1
RL 2030 15 HDG 300 .42 1 RL 2030 20 HDG 300 1.89 1
RL 2035 15 HDG 350 .54 1 RL 2035 20 HDG 350 2.05 1
RL 2040 15 HDG 400 .65 1 RL 2040 20 HDG 400 2.20 1
RL 2045 15 HDG 450 1.77 1 RL 2045 20 HDG 450 2.36 1
RL 2050 15 HDG 500 1.89 1 RL 2050 20 HDG 500 2.52 1
RL 2055 15 HDG 550 2.01 1 RL 2055 20 HDG 550 2.67 1
RL 2060 15 HDG 600 212 1 RL 2060 20 HDG 600 2.83 1
RL 2065 15 HDG 650 2.24 1 RL 2065 20 HDG 650 2.99 1
RL 207015 HDG 700 2.36 1 RL 2070 20 HDG 700 3.14 1
RL 2075 15 HDG 750 2.48 1 RL 2075 20 HDG 750 3.30 1
RL 2080 15 HDG 800 2.60 1 RL 2080 20 HDG 800 3.46 1
RL 2090 15 HDG 900 2.83 1 RL 2090 20 HDG 900 3.77 1

Right Reducer Connection (set)

Pargali Reduksiyon (Sag) - PegykunoHHble nnaHku, npaBocTOpOHHME

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

RG... H200 1.5mm RG... H2
CODE Reduactlon % CODE Reduactlon %

mm 1 set mm 1 set

RG 2005 15 HDG 50 0.83 1 RG 2005 20 HDG 50 1.10 1

RG 2010 15 HDG 100 0.95 1 RG 2010 20 HDG 100 1.26 1

RG 2015 15 HDG 150 1.06 1 RG 2015 20 HDG 150 1.42 1

RG 2020 15 HDG 200 1.18 1 RG 2020 20 HDG 200 1.57 1

RG 2025 15 HDG 250 1.30 1 RG 2025 20 HDG 250 1.73 1

RG 2030 15 HDG 300 1.42 1 RG 2030 20 HDG 300 1.89 1

RG 2035 15 HDG 350 1.54 1 RG 2035 20 HDG 350 2.05 1

RG 2040 15 HDG 400 1.65 1 RG 2040 20 HDG 400 2.20 1

RG 2045 15 HDG 450 1.77 1 RG 2045 20 HDG 450 2.36 1

RG 2050 15 HDG 500 1.89 RG 2050 20 HDG 500 2.52

RG 2055 15 HDG 550 2.0 RG 2055 20 HDG 550 2.67

RG 2060 15 HDG 600 2.12 RG 2060 20 HDG 600 2.83

RG 2065 15 HDG 650 2.24 RG 2065 20 HDG 650 2.99

RG 2070 15 HDG 700 2.36 1 RG 2070 20 HDG 700 3.14 1

RG 2075 15 HDG 750 2.48 1 RG 2075 20 HDG 750 3.30 1

RG 2080 15 HDG 800 2.60 1 RG 2080 20 HDG 800 3.46 1

RG 2090 15 HDG 900 2.83 1 RG 2090 20 HDG 900 3.77 1

RL H200 HDG

a Width 2

Width 1

RG H200 HDG

Width 2 a
A
[

Width 1

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 200

Adjustable Vertical Connector
Dikey Seviye Degistirme Eki - LLlapHupHbIl coeduHumenb

S

BDD 320 IH
BDD 220

Important!

. . To install cable tray - bend use Screw Sets
Hot-Dip Galvanized CFS M6 or CFS M8

BDD 2 ... H200 BDD 3 ... H200

CODE L CODE

MADE IN TURKEY

BDD 220 15 HDG BDD 320 15 HDG
2.0mm 2.0mm
| _BDD22020HDG [ 250 [ 109 [ 1 |[ BDD32020HDG [ 250 [1.14[ 1 |
2.5mm 2.5mm
BDD 220 25 HDG BDD 320 25 HDG

Adjustable Horizontal Connector - Long Type
Yatay seviye degistirme eki - Uzun - Y2noeoli coeduHumenb - ONuHHbIU
Important!

BYD 220 !
To install cable tray - bend use Screw Sets

BYD 320
Pre - Galvanized CFS M6 or CFS M8

BYD 2 ... H200 BYD 3 ... H200

Length
CODE CODE

BYD 220 15 HDG BYD 320 15 HDG
2.0mm
BYD 22020 HDG [ 175 | 060 [ 1 | BYD32020HDG [ 175|062 1 |

2.5mm 2.5mm
BYD 220 25 HDG BYD 320 25 HDG

Seperator
Seperator - [Tepezopodka

SEP 1 H180
SEP 2 H180 Important!
. To install cable tray - bend use Screw Sets
Pre - Galvanized CFS M6 or CFS M8

CODE H L CODE

SEP 118 10 HDG . SEP 218 10 HDG

SEP 118 15 HDG 3000 [242] 1 || SEP 218 15 HDG 3000 [254] 1 |

2.0mm 2.0mm
SEP 118 20 HDG . SEP 218 20 HDG

190
205

15| 15]

BDD 220 BDD 220
~ 240 8,5x20
000 0 060 o0
80000-@3 0000
“Ijo0 00 0 00O
0 00O 0 00O
BYD 220 BYD 320

SEP 1 H180 HDG SEP 2 H180 HDG
LA T [
o o
[*e) [se]
—
20 20

. .
(=] o
0| [Te]

U\ 25x8,5 U\ 25x8,5

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:
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