Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

Cable Ladder
Kablo Merdiveni SKM Serisi - KabenbpocTbl SKM H60 HDG

RUNG OF SKM

Important! 2 30 15

Joining cable ladder sections together only through 1
the use of couplers 2 pcs for 1 length To install cable 0+
Hot-Dip Galvanized ladder-straight use Screw sets CFS M6 or CFS M8 50
[],
M ... H60 1.5mm SKM ... H60 2.0mm 0
Width Length @ Width Length @ a
CODE a L % CODE a L %
mm mm 1m mm mm 1m []
SKM 610 15 HDG 100 | 3000 [2.52] 2 SKM 610 20 HDG 100 | 3000 [3.35] 2
SKM 615 15 HDG 150 | 3000 [2.65] 2 SKM 615 20 HDG 150 | 3000 |3.54] 2
SKM 620 15 HDG 200 | 3000 [2.79] 2 SKM 620 20 HDG 200 | 3000 [3.72] 2 0
SKM 625 15 HDG 250 | 3000 [2.93] 2 SKM 625 20 HDG 250 | 3000 [3.90] 2
SKM 630 15 HDG 300 | 3000 [3.07] 2 SKM 630 20 HDG 300 | 3000 [4.09] 2 Tl 20
SKM 640 15 HDG 400 | 3000 | 3.34] 2 SKM 640 20 HDG 400 | 3000 [445] 2 -
SKM 645 15 HDG 450 | 3000 [3.48] 2 SKM 645 20 HDG 450 | 3000 |4.64] 2 -
SKM 650 15 HDG 500 | 3000 [362] 2 SKM 650 20 HDG 500 | 3000 | 4.82] 2
SKM 660 15 HDG 600 | 3000 [3.89] 2 SKM 660 20 HDG 600 | 3000 [5.19] 2 8
SKM 670 15 HDG 700 | 3000 [417] 2 SKM 670 20 HDG 700 | 3000 [555] 2
SKM 675 15 HDG 750 | 3000 [4.30] 2 SKM 675 20 HDG 750 | 3000 |5.74] 2 Width | Cross Section
SKM 680 15 HDG 800 | 3000 [4.44[ 2 SKM 680 20 HDG 800 | 3000 [5.92[ 2
SKM 690 15 HDG 900 | 3000 [4.71] 2 SKM 690 20 HDG 900 | 3000 [6.28] 2 100 43
SKM 600 15 HDG [ 1000 [ 3000 [4.99| 2 SKM 600 20 HDG | 1000 | 3000 | 6.65| 2 150 65,5
SKM 602 15 HDG __| 1200 | 3000 | 5.54] 2 SKM 602 20 HDG __| 1200 | 3000 |7.38] 2 200 88
. - 300 133
Fixing Unit for Cable Ladder 400 178
Merdiveni Sabitleme Elemani - ®ukcatop kabenbpocta, 6okoBo# .-~~~ > _ 500 223
Z s 600 268
750 335,5
900 403
1000 448
MT/1 1200 538

. . . 10 O | lg ﬁLT
Hot-Dip Galvanized Stainless Steel - SS 304 ‘ a
50

/ 2.5mm s

20
i Thickness Thickness
CODE T @ CODE T KBE 2 H60 HDG
mm mm__|ad/pc mm mm__|ad/pc
MT/1 HDG 35x50 | 3,0 |0,040] 100 MT/1S4 35x50 | 2,6 ]0,032] 100
Straight Connector (Coupler) 8 8
Birlestirme Elemani - [Tpamost coeguuutens
R A
15 15
KBE 260 KBE 360

-
IS 0o oLk
SO 00K

E KBE 260 s KBE 360

) ) To install one length; use 2 pieces of KBE connector L N
Hot-Dip Galvanized 8 sets of CFS bolts and nuts. (M6 or M8)
CFS
KBE 2 H60 . ) KBE 3 H60 Round head squire neck bolt & Flanged nut
CODE h L CODE h L M6 or M8 x15

M6 or M8
KBE 260 15 HDG b KBE 360 15 HDG Vo
2.0mm @

KBE 260 20 HDG KBE 360 20 HDG

APPLICATIONS
2.5mm 2.5mm Cable routing
KBE 260 25 HDG r KBE 360 25 HDG

MATERIAL

Dacromet HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Available finishes:

CFS Mé CFS M Steel, strip-galv. acc. to the Sendzimir method
SS- stainless steel AISI 304L and AISI 316L (SS)

CODE '_Srl‘ﬁ Lrer?rgrt]h @ CODE rs[:z;‘ L'grrlwrgTi]h @ & EP- powder coating in a full range of colours (RAL)
1 Set 1 Set Thickn. (ga) [mm]:
CFS M6 HDG M6 15 ]0,008| 500 CFS M8 HDG M8 15 [0,014| 500




Cable Ladder Systems of Side Height 60 <& (€ <
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MADE IN TURKEY

Cable Ladder
Kablo Merdiveni UKM Serisi - KabenbpocTbi UKM H60 HDG (L3000)

T
Important!
0 0 0 0
Joining cable ladder sections together oqu through Width | Cross Section
the use of couplers 2 pcs for 1 length To install cable
HOt-Dip Galvanized ladder-straight use Screw sets CFS M6 or CFS M8 100 43
150 65,5
200 88
n 2.0mm
M ... H6O UKM ... H60 —_— I B =
i eng
w | r Bl = |:i]T]8la
mm mm m mm mm 1m 500 223
UKM 610 15 HDG 100 | 3000 [2.78 2 UKM 610 20 HDG 100 | 3000 [3.71 2 P . 13000 600 268
UKM 615 15 HDG 150 | 3000 [2.94 2 UKM 615 20 HDG 150 | 3000 | 3.91 2 o N 750 3355
UKM 620 15 HDG 200 | 3000 |3.09 2 UKM 620 20 HDG 200 | 3000 [4.12| 2 - -
UKM 625 156 HDG | 250 | 3000 |3.24| 2 UKM 625 20 HDG | 250 | 3000 [ 4.32| 2 900 403
UKM 630 15 HDG 300 | 3000 |3.40 2 UKM 630 20 HDG 300 | 3000 [453| 2 1000 448
UKM 640 15 HDG 400 | 3000 |3.70 2 UKM 640 20 HDG 400 | 3000 [4.93] 2 0 000 1200 538
UKM 645 15 HDG 450 | 3000 |3.86 2 UKM 645 20 HDG 450 | 3000 [5.14 2
UKM 650 15 HDG 500 | 3000 [ 4.01 2 UKM 650 20 HDG 500 | 3000 |5.34| 2
UKM 660 15 HDG 600 | 3000 | 4.31 2 UKM 660 20 HDG 600 | 3000 [5.75 2
UKM 670 15 HDG 700 | 3000 |462| 2 UKM 670 20 HDG 700 | 3000 |6.16| 2
UKM 675 15 HDG 750 | 3000 |4.77| 2 UKM 675 20 HDG 750 | 3000 |6.36| 2
UKM 680 15 HDG 800 | 3000 [4.93| 2 UKM 680 20 HDG 800 | 3000 [6.57| 2
UKM 690 15 HDG 900 | 3000 |5.23 2 UKM 690 20 HDG 900 | 3000 [6.98] 2 R
UKM 600 15 HDG 1000 | 3000 |5.54 2 UKM 600 20 HDG 1000 | 3000 |7.38 2
UKM 602 15 HDG 1200 | 3000 | 6.15 2 UKM 602 20 HDG 1200 | 3000 | 8.20 2
M ... H60 2.5mm UKM ... H60 3.0mm B3

UKM 610 25 HDG 100 3000 | 4.64 2 UKM 610 30 HDG 100 3000 | 5.56 2

UKM 615 25 HDG 150 3000 |4.89 2 UKM 615 30 HDG 150 3000 |5.87 2

UKM 620 25 HDG _| 200 | 3000 |5.15| 2 UKM 620 30 HDG | 200 | 3000 [6.18] 2

UKM 625 25 HDG 250 3000 |5.40 2 UKM 625 30 HDG 250 3000 |6.48 2

UKM 630 25 HDG | 300 | 3000 [5.66| 2 UKM 630 30 HDG | 300 | 3000 [6.79] 2 RUNG OF UKM

UKM 640 25 HDG 400 3000 |6.17 2 UKM 640 30 HDG 400 3000 | 7.40 2

UKM 645 25 HDG 450 3000 |6.42 2 UKM 645 30 HDG 450 3000 | 7.71 2

UKM 650 25 HDG 500 3000 |6.68 2 UKM 650 30 HDG 500 3000 | 8.01 2 a

UKM 660 25 HDG 600 3000 |7.19 2 UKM 660 30 HDG 600 3000 | 8.62 2 r———‘

UKM 670 25 HDG 700 3000 |7.70 2 UKM 670 30 HDG 700 3000 |9.24 2

UKM 675 25 HDG 750 3000 | 7.95 2 UKM 675 30 HDG 750 3000 |9.54 2 20 i U U U U U ‘

UKM 680 25 HDG 800 3000 | 8.21 2 UKM 680 30 HDG 800 3000 |9.85 2 1 40

UKM 690 25 HDG 900 3000 |8.72 2 UKM 690 30 HDG 900 3000 |10.46 2 7

UKM 600 25 HDG 1000 | 3000 [9.23 2 UKM 600 30 HDG 1000 | 3000 [11.07 2

UKM 602 25 HDG 1200 | 3000 |10.25 2 UKM 602 30 HDG 1200 | 3000 |12.30 2

! 15
Fixing Unit for Cable Ladder r
Merdiveni Sabitleme Elemani - ®ukcatop kabenbpocta, 60k0BO#
MT/2

N
h+5 | M11
40
APPLICATIONS

Cable routing

Hot-Dip Galvanized
MT/2 ... H60
Height |Fixing Hole

CODE h D
mm mm
MT/2 60 HDG | 65 11_[0.09] 100

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Cable Ladder

Kablo Merdiveni UKM Serisi - KabenbpocTbi

Hot-Dip Galvanized

Important!

Joining cable ladder sections together only through
the use of couplers 2 pcs for 1 length To install cable

MADE IN TURKEY

ladder-straight use Screw sets CFS M6 or CFS M8

CODE

Bolt
Metric
mm

Stainless Steel - AISI 304L

MT/3 20mm

Thickness

mm

ad/pc

MT/3 S4

M6x30

2,0

BNV
o

0,12

0

M ... H60 m UKM ... H60 2.0mm
Width [ Length @ g Width | Length @ g
CODE a CODE a
mm mm 1m .@ mm mm 1m .@
UKM 610.60 15 HDG 100 | 6000 |2.78 2 UKM 610.60 20 HDG 100 | 6000 |3.71 2
UKM 615.60 15 HDG 150 | 6000 |2.94 2 UKM 615.60 20 HDG 150 | 6000 | 3.91 2
UKM 620.60 15 HDG | 200 | 6000 [3.09| 2 UKM 620.60 20 HDG | 200 | 6000 [4.12 2
UKM 625.60 15 HDG 250 | 6000 |3.24 2 UKM 625.60 20 HDG 250 | 6000 |4.32 2
UKM 630.60 15 HDG | 300 | 6000 [3.40| 2 UKM 630.60 20 HDG | 300 | 6000 |4.53 2
UKM 640.60 HDG 400 | 6000 [3.70 2 UKM 640.60 20 HDG 400 | 6000 [4.93 2
UKM 645.60 15 HDG | 450 | 6000 [3.86] 2 UKM 645.60 20 HDG | 450 | 6000 [5.14 2
UKM 650.60 15 HDG 500 | 6000 |4.01 2 UKM 650.60 20 HDG 500 | 6000 [5.34 2
UKM 660.60 15 HDG | 600 | 6000 [4.31 2 UKM 660.60 20 HDG | 600 | 6000 |5.75 2
UKM 670.60 15 HDG | 700 | 6000 [4.62]| 2 UKM 670.60 20 HDG | 700 | 6000 |[6.16 2
UKM 675.60 15 HDG | 750 | 6000 [4.77| 2 UKM 675.60 20 HDG | 750 | 6000 |6.36 2
UKM 680.60 15 HDG 800 | 6000 [4.93 2 UKM 680.60 20 HDG 800 | 6000 [6.57 2
UKM 690.60 15 HDG 900 | 6000 [5.23 2 UKM 690.60 20 HDG 900 | 6000 [6.98 2
UKM 600.60 15 HDG | 1000 | 6000 [5.54| 2 UKM 600.60 20 HDG [ 1000 | 6000 |7.38 2
UKM 602.60 15 HDG | 1200 | 6000 [6.15] 2 UKM 602.60 20 HDG [ 1200 | 6000 | 8.20 2
2.5mm 3.0mm
conE Width | Length @ g conE Width | Length @ g
a a
mm mLm m .@ mm mm m .@
UKM 610.60 25 HDG 100 | 6000 |4.64 2 UKM 610.60 30 HDG 100 | 6000 |5.56 2
UKM 615.60 25 HDG 150 | 6000 | 4.89 2 UKM 615.60 30 HDG 150 | 6000 |5.87 2
UKM 620.60 25 HDG | 200 | 6000 |5.15[ 2 UKM 620.60 30 HDG | 200 | 6000 |[6.18 2
UKM 625.60 25 HDG | 250 | 6000 [5.40| 2 UKM 625.60 30 HDG | 250 | 6000 |6.48 2
UKM 630.60 25 HDG | 300 | 6000 |5.66| 2 UKM 630.60 30 HDG | 300 | 6000 |6.79 2
UKM 640.60 HDG 400 | 6000 [6.17 2 UKM 640.60 30 HDG 400 | 6000 [7.40 2
UKM 645.60 25 HDG | 450 | 6000 [6.42] 2 UKM 645.60 30 HDG | 450 | 6000 [7.71 2
UKM 650.60 25 HDG 500 | 6000 |6.68 2 UKM 650.60 30 HDG 500 | 6000 |8.01 2
UKM 660.60 25 HDG | 600 | 6000 [7.19]| 2 UKM 660.60 30 HDG | 600 | 6000 |8.62 2
UKM 670.60 25 HDG | 700 | 6000 [7.70]| 2 UKM 670.60 30 HDG | 700 | 6000 |[9.24 2
UKM 675.60 25 HDG | 750 | 6000 [7.95]| 2 UKM 675.60 30 HDG | 750 | 6000 |9.54 2
UKM 680.60 25 HDG 800 | 6000 |8.21 2 UKM 680.60 30 HDG 800 | 6000 [9.85 2
UKM 690.60 25 HDG 900 | 6000 [8.72 2 UKM 690.60 30 HDG 900 | 6000 [10.46 2
UKM 600.60 25 HDG | 1000 | 6000 |9.23 2 UKM 600.60 30 HDG | 1000 | 6000 |11.07 2
UKM 602.60 25 HDG [ 1200 | 6000 [10.25] 2 UKM 602.60 30 HDG [ 1200 | 6000 [12.30] 2
Beam Fixing Unit For Cable Ladder (Set)
Merdiveni | Demire Sabitleme Elemani (Takim)
I )
L T 1
0 @o 0
0 0
0 0
0 @ 0
[ g I g ]

UKM H60 HDG (L6000)
RUNG OF UKM
40 15
: 45
T N
T =
(e)
0 0 00
(e)
a
(e)
(e)
0 0 00 7
o)
ol L/
. = 16000 —m—
- 20
0 0 00 Width | Cross Section
100 83
150 125,5
200 168
300 253
400 338
O 500 423
600 508
750 635,5
L 900 763
1000 848
1200 1018
MT/3
50 _—Tx16 .
/ >
o
() < ©
© n
0 Y
N
70 12
|
O 0O O
N 3
>
@ﬁu
APPLICATIONS
Cable routing
MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

90° Horizontal Bend of Cable Ladder

90° Merdiven Yatay Déniis Elemani - Yron kabenbpocta ropn3oHTanbHbii 90° M90 H60 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M90... H60 m M90... H60 2.0mm
Width Radius Width Radius
CODE a=b R % CODE a=b R @ %
mm mm im mm mm im
M90 610 15 HDG 100 150 [1.37 1 M90 610 20 HDG 100 150 |1.83 1
M90 610 15 HDG 150 150 | 1.61 1 M90 610 20 HDG 150 150 |2.14 1
M90 610 15 HDG 200 150 [1.79 1 M90 610 20 HDG 200 150 |2.38 1
M90 610 15 HDG 250 150 [2.02 1 M90 610 20 HDG 250 150 [2.69 1
90 610 15 HDG 300 150 [2.20 1 90 610 20 HDG 300 150 [2.93 1
90 610 15 HDG 400 150 |2.67 1 | M90 610 20 HDG 400 150 |3.56 1
90 610 15 HDG 450 150 2.91 1 M90 610 20 HDG 450 150 [3.88 1
[ M90610 15 HDG 500 | 150 [3.09] 1 |[  M90610 20 HDG 500 | 150 | 4.11 1
M90 610 15 HDG 600 150 |3.50 1 M90 610 20 HDG 600 150 |4.67 1
M90 610 15 HDG 700 150 |3.93 1 M90 610 20 HDG 700 150 |5.24 1
90 610 15 HDG 750 150 4.91 1 90 610 20 HDG 750 150 |6.54 1
90 610 15 HDG 800 150 |5.19 1 90 610 20 HDG 800 150 16.91 1
90 610 15 HDG 900 150 |5.63 1 90 610 20 HDG 900 150 |7.50 1
M90 610 15 HDG 1000 150 |7.09 1 M90 610 20 HDG 1000 150 |9.45 1
M90 610 15 HDG 1200 150 [8.25 1 M90 610 20 HDG 1200 150 [10.99 1

M90R2 H60 HDG

90° Horizontal Bend of Cable Ladder Radius:300

90° Merdiven Yatay Déniis Elemani R:300 - Yron kabenbpocTta ropu3oHtanbHbli 90° paguyc:300

Important!

) ; To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M90R2... H60 m M90R2... H60 2.0mm
2

Width Radius Width Radius
CODE a=b R CODE a=b R
mm mm pc

mm mm im
M90R2 610 15 HDG 100 300 |2.35 M90R2 610 20 HDG 100 300 |[3.13
M90R2 615 15 HDG 150 300 |2.63 M90R2 615 20 HDG 150 300 3.51
M90R2 620 15 HDG 200 300 |2.91 M90R2 620 20 HDG 200 300 [3.88
M90R2 625 15 HDG 250 300 |[3.19 M90R2 625 20 HDG 250 300 |[4.25
M90R2 630 15 HDG 300 300 |3.47 M90R2 630 20 HDG 300 300 |4.63
M90R2 640 15 HDG 400 300 |4.03

M90R2 640 20 HDG 400 300 |5.38
M9Y0R2 645 15 HDG 450 300 |4.31 M9Y0R2 645 20 HDG 450 300 [5.75
M90R2 650 15 HDG 500 300 |4.60

M90R2 650 20 HDG 500 300 |[6.13
M90R2 660 15 HDG 600 300 |5.71 M9Y0R2 660 20 HDG 600 300 | 7.61
M9Y0R2 670 15 HDG 700 300 |6.36 M90R2 670 20 HDG 700 300 |8.48
M9Y0R2 675 15 HDG 750 300 |6.69 M90R2 675 20 HDG 750 300 |8.92
M90R2 680 15 HDG 800 300 | 7.01 M90R2 680 20 HDG 800 300 ]9.35
M90R2 690 15 HDG 900 300 |7.67 M9Y0R2 690 20 HDG 900 300 [10.22
M90R2 600 15 HDG | 1000 | 300 |9.24 M9Y0R2 600 20 HDG [ 1000 | 300 |12.32
M9Y0R2 602 15 HDG | 1200 | 300 |10.73 M9Y0R2 602 20 HDG (1200 [ 300 |14.31

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:

_._._\_\_\_._._._\a_\_\_._._\a‘\
_._._\_\_\_._._._\_\_\_\_._._\a‘\




Cable Ladder Systems of Side Height 60

® CE &

90° Horizontal Bend of Cable Ladder Radius:450

90° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocta ropusoHtanbHbii 90° paguyc:450

Hot-Dip Galvanized

M90RS... H60 m M90OR3... H60 2.0mm

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

mIK

MADE IN TURKEY

Width Radius ‘{» Width Radius @ ‘{»
CODE a=b R .‘@ CODE a=h R .‘@
mm mm 1pc mm mm 1pc

M90R3 610 15 HDG 100 450 [2.93 1 M90R3 610 20 HDG 100 450 3.91 1
M90OR3 615 15 HDG 150 450 |3.21 1 M90R3 615 20 HDG 150 450 4.28 1
M90R3 620 15 HDG 200 450 |3.49 1 M9Y0R3 620 20 HDG 200 450 4.66 1
M90R3 625 15 HDG 250 450 | 4.00 1 M9OR3 625 20 HDG 250 | 450 [5.34 1
M90R3 630 15 HDG 300 450 [4.33 1 M90R3 630 20 HDG 300 450 5.77 1
M90OR3 640 15 HDG 400 450 |4.98 1 M90R3 640 20 HDG 400 | 450 [6.64 1
M90R3 645 15 HDG 450 450 |5.31 1 M90R3 645 20 HDG 450 450 7.08 1
90R3 650 15 HDG 500 450 | 5.64 1 M9Y0R3 650 20 HDG 500 450 7.51 1
90R3 660 15 HDG 600 450 |6.29 1 M90R3 660 20 HDG 600 450 8.39 1
90R3 670 15 HDG 700 450 [7.59 1 M90R3 670 20 HDG 700 450 |10.11 1
90R3 675 15 HDG 750 450 |7.96 1 M90R3 675 20 HDG 750 450 |10.61 1
90R3 680 15 HDG 800 450 |8.33 1 M90OR3 680 20 HDG 800 | 450 [11.11 1
90R3 690 15 HDG 900 450 [9.08 1 M90R3 690 20 HDG 900 450 12.10 1
90R3 600 15 HDG | 1000 | 450 |9.82 1 M9OR3 600 20 HDG 1000 | 450 |13.09| 1
M90R3 602 15 HDG 1200 450 [12.41 1 M90R3 602 20 HDG 1200 | 450 [16.55 1

90° Horizontal Bend of Cable Ladder Radius:600

90° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTta ropuzoHTanbHbii 90° paguyc:600

Hot-Dip Galvanized

M9O0R4... H60 m M90R4... H60 2.0mm

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

conE W\dlll; Radius ‘/> conE W\dlll; Radius @ ‘/>
?nm mRm 1pc .@ ?nm mRm 1pc .@
M90R4 610 15 HDG 100 600 | 3.61 1 M90R4 610 20 HDG 100 600 | 4.81 1
M90R4 615 15 HDG 150 600 |3.93 1 M90R4 615 20 HDG 150 600 |5.24 1
M90R4 620 15 HDG 200 600 |4.26 1 M90R4 620 20 HDG 200 600 |5.68 1
M90R4 625 15 HDG 250 600 |4.59 1 M90R4 625 20 HDG 250 600 | 6.11 1
M90R4 630 15 HDG 300 600 | 4.91 1 M90R4 630 20 HDG 300 600 |6.55 1
M90R4 640 15 HDG 400 600 |5.93 1 M90R4 640 20 HDG 400 600 | 7.91 1
M90R4 645 15 HDG 450 600 | 6.31 1 M90R4 645 20 HDG 450 600 | 8.41 1
M90R4 650 15 HDG 500 600 |6.68 1 M90R4 650 20 HDG 500 600 |8.90 1
M90R4 660 15 HDG 600 600 [7.42 1 M90R4 660 20 HDG 600 600 |9.90 1
M90R4 670 15 HDG 700 600 [8.17 M90R4 670 20 HDG 700 600 |10.89
M90R4 675 15 HDG 750 600 |9.23 M90R4 675 20 HDG 750 600 |12.31
M90R4 680 15 HDG 800 600 [9.65 M90R4 680 20 HDG 800 600 |12.86
M90R4 690 15 HDG 900 600 [10.49 M90R4 690 20 HDG 900 600 |13.98
M90R4 600 15 HDG | 1000 600 [11.32 1 M90R4 600 20 HDG 1000 600 |15.10 1
M90R4 602 15 HDG 1200 | 600 |14.10 1 M90R4 602 20 HDG 1200 600 |18.80 1

M90R3 H60 HDG

M90R4 H60 HDG

'
NI
|

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

60° Horizontal Bend of Cable Ladder

60° Merdiven Yatay Doniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 60° M60 H60 HDG

Important! 3
) ) To install cable ladder bends use couplers KBE and Q S
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 Y Q
N
M60... H60 m M60... H60 2.0mm \
Width Radius Width Radius B YT
CODE a=b R @ % CODE a=b R @ % O N
mm mm 1pc mm mm_ | 1pc L
M60 610 15 HDG 100 150 |1.18 1 M60 610 20 HDG 100 150 |1.57 1 e C’Jé
M60 610 15 HDG 150 150 | 1.32 1 M60 615 20 HDG 150 150 |1.76 1 (3 93
M60 610 15 HDG 200 | 150 [1.46] 1 M60 620 20 HDG 200 | 150 [1.94[ 1 -
M60 610 15 HDG 250 | 150 [1.60] 1 M60 625 20 HDG 250 | 150 [2.13] 1 I
60 610 15 HDG 300 | 150 [1.74] 1 60 630 20 HDG 300 | 150 [2.32] 1
60 610 15 HDG 400 150 | 2.02 1 60 640 20 HDG 400 150 |2.70 1 a
60 610 15 HDG 450 [ 150 [2.16[ 1 60 645 20 HDG 450 | 150 [2.88[ 1
60 610 15 HDG 500 150 |2.30 1 60 650 20 HDG 500 150 | 3.07 1
M60 610 15 HDG 600 | 150 [3.08] 1 M60 660 20 HDG 600 | 150 [4.11] 1
M60 610 15 HDG 700 150 |3.45 1 M60 670 20 HDG 700 150 | 4.59 1
M60 610 15 HDG 750 | 150 [3.63] 1 M60 675 20 HDG 750 | 150 [4.84[ 1
M60 610 15 HDG 800 150 | 3.81 1 M60 680 20 HDG 800 150 | 5.08 1 MGOR2 H60 HDG
M60 610 15 HDG 900 | 150 [4.147[ 1 M60 690 20 HDG 900 | 150 [556[ 1
M60 610 15 HDG 1000 150 [5.53] 1 M60 600 20 HDG 1000 | 150 [7.37] 1
M60 610 15 HDG 1200 [ 150 [6.42] 1 M60 602 20 HDG 1200] 150 [856[ 1

60° Horizontal Bend of Cable Ladder Radius:300

60° Merdiven Yatay Doniis Elemani R:300 - Yron kabenbpocTa ropu3oHTanbHbii 60° paguyc:300

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M60R2... H60 m M60R2... H60 2.0mm
Width | Radius Width | Radius
CODE a=b R % CODE a=b R @ %
mm mm 1pc mm mm 1pc
M60R2 610 16 HDG | 100 | 300 [1.80 1 M60R2 610 20 HDG | 100 | 300 [2.40] 1
M60R2 610 16 HDG | 150 | 300 [2.01] 1 M60R2 615 20 HDG | 150 | 300 [2.67 | 1
M60R2 610 16 HDG | 200 | 300 [2.21] 1 M60R2 620 20 HDG | 200 | 300 [2.94| 1
M60R2 610 16 HDG | 250 | 300 [2.41] 1 M60R2 625 20 HDG | 250 | 300 [3.21] 1 éfbil‘rlgﬁnﬂONS
M60R2 610 156 HDG | 300 | 300 [2.61] 1 M60R2 630 20 HDG | 300 | 300 [3.48| 1 9
M60R2 610 156 HDG__| 400 | 300 [3.02| 1 M60R2 640 20 HDG__| 400 | 300 [4.02]| 1
M60R2 610 16 HDG | 450 | 300 [3.22| 1 M60R2 645 20 HDG | 450 | 300 [4.29] 1 MATERIAL
M60R2 610 15 HDG | 500 | 300 |3.42| 1 M60R2 650 20 HDG | 500 | 300 |4.56 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M60R2 610 16 HDG | 600 | 300 [4.38| 1 M60R2 660 20 HDG | 600 | 300 [5.84 | 1 ) .
M60R2 610 15 HDG_| 700 | 300 | 4.88 M60R2 670 20 HDG_| 700 | 300 | 6.50 Available finishes: -
M60R2 610 15 HDG__| 750 | 300 |5.13 M60R2 675 20 HDG__| 750 | 300 |6.83 Steel, strip-galv. acc. to the Sendzimir method
M60R2 610 15 HDG__| 800 | 300 | 5.37 M60R2 680 20 HDG__| 800 | 300 |7.16 to TS-EN 10346:2011 (PG)
M60R2 610 15 HDG | 900 | 300 [5.87 M60R2 690 20 HDG | 900 | 300 |7.83 SS- stainless steel AISI 304L and AISI 316L (SS)
M60R2 610 156 HDG | 1000 | 300 [7.29| 1 M60R2 600 20 HDG [ 1000 | 300 [9.71| 1 EP- powder coating in a full range of colours (RAL)
M60R2 610 16 HDG [ 1200 | 300 [8.46] 1 M60R2 602 20 HDG [ 1200 | 300 [11.28] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

60° Horizontal Bend of Cable Ladder Radius:450

60° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocTa ropusoHTanbHbii 60° paguyc:450

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

Width Radius Width

Radius

MBORS... H60 n  |MB60RS... H60 20mm
i

MADE IN TURKEY

coDE ab | R % coDE ab | R %
mm mm 1pc mm mm 1pc
M60R3 610 15 HDG | 100 | 450 [2.19 1 M60R3 610 20 HDG | 100 | 450 [2.92 1
M60R3 615 15 HDG | 150 | 450 [2.40 1 M60R3 61520 HDG | 150 | 450 [3.19 1
MG60R3 620 15 HDG 200 450 | 2.60 1 MG60R3 620 20 HDG 200 450 |3.46 1
M60R3 625 15 HDG | 250 | 450 |3.03 1 M60R3 625 20 HDG | 250 | 450 |[4.04 1
M60R3 630 15 HDG 300 450 |3.28 1 M60R3 630 20 HDG 300 450 |[4.37 1
MG60R3 640 15 HDG 400 450 |3.78 1 M60R3 640 20 HDG 400 450 [5.03 1
M60R3 645 15 HDG 450 450 |4.02 1 M60R3 645 20 HDG 450 450 |[5.36 1
M60R3 650 15 HDG | 500 | 450 |[4.27 1 M60R3 650 20 HDG | 500 | 450 |5.69 1
M60R3 660 15 HDG 600 450 |4.77 1 M60R3 660 20 HDG 600 450 |6.36 1
M60R3 670 15 HDG | 700 | 450 |[5.27 1 M60R3 670 20 HDG | 700 | 450 [7.02 1
M60R3 675 15 HDG | 750 | 450 | 5.51 1 M60R3 67520 HDG | 750 | 450 |[7.35 1
M60R3 680 15 HDG 800 450 |5.76 1 M60R3 680 20 HDG 800 450 [7.68 1
M60R3 690 15 HDG 900 450 17.09 1 M60R3 690 20 HDG 900 450 |[9.45 1
M60R3 600 15 HDG | 1000 | 450 |7.67 1 M60R3 600 20 HDG | 1000 | 450 [10.23 1
M60R3 602 15 HDG | 1200 | 450 | 8.85 1 M60R3 602 20 HDG | 1200 | 450 |11.80 1

60° Horizontal Bend of Cable Ladder Radius:600

60° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTa ropu3oHTanbHbii 60° paguyc:600

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

Width Radius Width

Radius

MG60OR4... H60 m M60R4... H60 2.0mm
=)

CODE a=b R % CODE a=b R %
mm mm 1pc mm mm 1pc
M60R4 610 15 HDG 100 600 |[2.67 1 M60R4 610 20 HDG 100 600 |3.56 1
M60R4 615 15 HDG 150 600 |2.92 1 M60R4 615 20 HDG 150 600 |3.89 1
M60R4 620 15 HDG 200 600 |3.17 1 M60R4 620 20 HDG 200 600 | 4.22 1
M60R4 625 15 HDG 250 600 |3.42 1 M60R4 625 20 HDG 250 600 |4.56 1
M60R4 630 15 HDG 300 600 |3.67 1 M60R4 630 20 HDG 300 600 | 4.89 1
M60R4 640 15 HDG 400 600 |[4.16 1 M60R4 640 20 HDG 400 600 |5.55 1
M60R4 645 15 HDG 450 600 |[4.41 1 M60R4 645 20 HDG 450 600 |5.88 1
M60R4 650 15 HDG 500 600 |4.66 1 M60R4 650 20 HDG 500 600 |6.21 1
M60R4 660 15 HDG 600 600 |5.71 1 M60R4 660 20 HDG 600 600 | 7.61 1
M60R4 670 15 HDG 700 600 |6.30 M60R4 670 20 HDG 700 600 |8.39
M60R4 675 15 HDG 750 600 |6.59 M60R4 675 20 HDG 750 600 |8.79
M60R4 680 15 HDG 800 600 |6.89 M60R4 680 20 HDG 800 600 |9.18
M60R4 690 15 HDG 900 600 |[7.47 M60R4 690 20 HDG 900 600 |9.96
M60R4 600 15 HDG | 1000 600 |[8.98 1 M60R4 600 20 HDG | 1000 | 600 |11.97 1
M60R4 602 15 HDG [ 1200 | 600 [10.34| 1 M60R4 602 20 HDG | 1200 | 600 [13.79 1

M60R3 H60 HDG

M60R4 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

45° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Déniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 45° M45 H60 HDG

Important! T
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 0
N 0
M45... H60 nm M45... H60 2.0mm N N 0
Width Radius Width Radius
CODE asb | R @ % CODE asb | R @ % Q 0
mm mm 1pc mm mm 1pc Q
M45 610 15 HDG 100 50 [0.86 M45 610 20 HDG 100 50 .15 B
M45 615 15 HDG 150 50 1.00 M45 615 20 HDG 150 50 33 5
M45 620 15 HDG 200 50 11.13 M45 620 20 HDG 200 50 .50 135
M45 625 15 HDG 250 50 |1.26 M45 625 20 HDG 250 50 |1.67
M45 630 15 HDG 300 150 |1.38 M45 630 20 HDG 300 150 1.84 ,(b{o

M45 640 15 HDG 400 150 |1.64
M45 645 15 HDG 450 150 |1.78
M45 650 15 HDG 500 50 |1.90
M45 660 15 HDG 600 50 |2.22
M45 670 15 HDG 700 50 |2.43
45 675 15 HDG 750 150 |2.58
45 680 15 HDG 800 150 |2.71
45 690 15 HDG 900 150 |2.94
M45 600 15 HDG 1000 150 | 4.11
M45 602 15 HDG 1200 150 14.78

M45 640 20 HDG 400 150 [2.18
M45 645 20 HDG 450 150 [2.37
M45 650 20 HDG 500 50 |2.54
M45 660 20 HDG 600 50 |2.96
M45 670 20 HDG 700 50 [3.24
45 675 20 HDG 750 150 [3.44
45 680 20 HDG 800 150 |[3.61
45 690 20 HDG 900 150 [3.92
M45 600 20 HDG 1000 | 150 |5.48
M45 602 20 HDG 1200 | 150 |6.38

M45R2 H60 HDG

[ [ N DN Y Y ) ) N N Y
[ [ N DN G Y N ) N N Y N

45° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Doniis Elemani - Yron kabenbpocTta ropu3oHTanbHbii 45°

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M45R2... H60 m M45R2... H60 2.0mm
Widh | Radius Widh | Radius
CODE a=b R % CODE a=b R @ %
mm mm 1pc mm mm 1pc
M45R2 610 16 HDG | 100 | 300 [1.49] 1 M45R2 610 20 HDG | 100 | 300 [1.98| 1
M45R2 615 156 HDG | 150 | 300 [1.63| 1 M45R2 615 20 HDG | 150 | 300 [ 2.7 1
M45R2 620 16 HDG | 200 | 300 [1.95| 1 M45R2 620 20 HDG | 200 | 300 | 2.60| 1
M45R2 625 16 HDG | 250 | 300 [2.14] 1 M45R2 625 20 HDG | 250 | 300 [2.85] 1 éPbTLIC'?TIONS
M45R2 630 15 HDG | 300 | 300 |2.32| 1 M45R2 630 20 HDG | 300 | 300 | 3.10] 1 able routing
M45R2 640 156 HDG__| 400 | 300 [2.70]| 1 M45R2 640 20 HDG__| 400 | 300 [ 3.59| 1
M45R2 645 15 HDG | 450 | 300 [2.88] 1 M45R2 645 20 HDG | 450 | 300 | 3.84| 1 MATERIAL
M45R2 650 15 HDG | 500 | 300 |3.07| 1 M45R2 650 20 HDG | 500 | 300 | 4.09] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M45R2 660 156 HDG | 600 | 300 |3.44| 1 M45R2 660 20 HDG | 600 | 300 | 4.59| 1 ) -
M45R2 670 156 HDG | 700 | 300 | 3.81 M45R2 670 20 HDG | 700 | 300 | 5.08 Available finishes: o
M45R2 675 15 HDG | 750 | 300 | 4.00 M45R2 675 20 HDG | 750 | 300 | 5.33 Steel, strip-galv. acc. to the Sendzimir method
M45R2 680 15 HDG__| 800 | 300 | 4.19 M45R2 680 20 HDG__| 800 | 300 | 5.58 to TS-EN 10346:2011 (PG)
M45R2 690 15 HDG | 900 | 300 | 4.56 M45R2 690 20 HDG _| 900 | 300 | 6.08 SS- stainless steel AISI 304L and AISI 316L (SS)
M45R2 600 15 HDG__[1000 | 300 [5.85] 1 M45R2 600 20 HDG [ 1000 | 300 | 7.80] 1 EP- powder coating in a full range of colours (RAL)
M45R2 602 16 HDG [ 1200 | 300 [6.78 1 M45R2 602 20 HDG [ 1200 | 300 | 9.04| 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

45° Horizontal Bend of Cable Ladder Radius:450
45° Merdiven Yatay Déniis Elemani R:450 - Yron kabenbpocTa ropu3oHTanbHbliv 45° paguyc:450 M45R3 H60 HDG

Important!
To install cable ladder bends use couplers KBE and 0
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 N
0
M45R3... H60 nm M45R3... H60 2.0mm 0
Width Radius Width Radius
CODE a=h % CODE ES R @ % 0
mm mm 1pc mm mm 1pc 0
M45R3 610 15 HDG 100 450 |1.87 M45R3 610 20 HDG 100 450 [2.49
M45R3 615 15 HDG 150 450 |2.06 M45R3 615 20 HDG 150 450 |[2.74
M45R3 620 15 HDG 200 450 |2.24 M45R3 620 20 HDG 200 450 |[2.99 125
M45R3 625 15 HDG 250 450 |2.43 1 M45R3 625 20 HDG 250 450 |[3.24 1
M45R3 630 15 HDG 300 450 | 2.61 1 M45R3 630 20 HDG 300 450 |3.48 1
M45R3 640 15 HDG 400 450 ]2.99 1 M45R3 640 20 HDG 400 450 |3.98 1
M45R3 645 15 HDG 450 450 |3.17 1 M45R3 645 20 HDG 450 450 |3.98 1
M45R3 650 15 HDG 500 450 |3.36 1 M45R3 650 20 HDG 500 450 |[4.23 1
M45R3 660 15 HDG 600 450 |3.73 1 M45R3 660 20 HDG 600 450 | 4.48 1
M45R3 670 15 HDG 700 450 |4.75 1 M45R3 670 20 HDG 700 450 |4.97 1
M45R3 675 15 HDG 750 450 |4.98 1 45R3 675 20 HDG 750 450 |6.33 1
M45R3 680 15 HDG 800 450 |5.21 1 45R3 680 20 HDG 800 450 |6.64 1
M45R3 690 15 HDG 900 450 |5.68 1 45R3 690 20 HDG 900 450 |[6.95 1
M45R3 600 15 HDG 1000 450 |6.14 1 M45R3 600 20 HDG 1000 | 450 |7.57 1
M45R3 602 15 HDG | 1200 | 450 |7.07 1 M45R3 602 20 HDG 1200 | 450 ]9.42 1

M45R4 H60 HDG

45° Horizontal Bend of Cable Ladder Radius:600

45° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTa ropu3oHTanbHbiv 45° paguyc:600

0
0
0
0
0
0
Important!
R R To install cable ladder bends use couplers KBE and 125
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M45R4... H60 m M45R4... H60 2.0mm
Widh | Radius Widh | Radius
CODE a=b R % CODE a=b R @ %
mm mm 1pc mm mm 1pc
M45R4 610 15 HDG | 100 | 600 [2.16]| 1 M45R4 610 20 HDG | 100 | 600 [2.88| 1
M45R4 615 15 HDG | 150 | 600 [2.35| 1 M45R4 615 20 HDG | 150 | 600 [3.13| 1
M45R4 620 15 HDG | 200 | 600 [253| 1 M45R4 620 20 HDG | 200 | 600 [3.38| 1
M45R4 625 15 HDG | 250 | 600 [2.72| 1 M45R4 625 20 HDG | 250 | 600 [3.62 | 1 éfbil‘rlgﬁnﬂONS
M45R4 630 15 HDG | 300 | 600 [2.91| 1 M45R4 630 20 HDG | 300 | 600 [3.87| 1 9
M45R4 640 15 HDG | 400 | 600 [3.65| 1 M45R4 640 20 HDG__| 400 | 600 [4.86] 1 MATERIAL
MA45R4 645 15 HDG | 450 | 600 [3.88] 1 MA45R4 645 20 HDG | 450 | 600 [517] 1 A
M45R4 650 15 HDG | 500 | 600 | 4.11] 1 M45R4 650 20 HDG | 500 | 600 |5.48| 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M45R4 660 16 HDG | 600 | 600 |4.57| 1 M45R4 660 20 HDG | 600 | 600 [6.10 | 1 ) o
M45R4 670 156 HDG | 700 | 600 |5.04 M45R4 670 20 HDG | 700 | 600 |6.72 Available finishes: o
45R4 675 15 HDG | 750 | 600 | 5.27 M45R4 675 20 HDG | 750 | 600 | 7.03 Steel, strip-galv. acc. to the Sendzimir method
45R4 680 15 HDG_| 800 | 600 | 5.50 M45R4 680 20 HDG__| 800 | 600 | 7.34 to TS-EN 10346:2011 (PG)
45R4 690 15 HDG | 900 | 600 [5.97 M45R4 690 20 HDG | 900 | 600 [7.96 SS- stainless steel AISI 304L and AISI 316L (SS)
45R4 600 15 HDG_[1000 | 600 [7.35] 1 M45R4 600 20 HDG [ 1000 | 600 [9.80 | 1 EP- powder coating in a full range of colours (RAL)
M45R4 602 15 HDG | 1200 | 600 [8.46] 1 M45R4 602 20 HDG [ 1200 | 600 [11.28] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

30° Horizontal Bend of Cable Ladder

30° Merdiven Yatay Déniis Elemani - Yron kabenbpocTa ropu3oHTanbHbii 30°

Hot-Dip Galvanized

Important!

Width

Radius

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

M30... H60 nm M30... H60 2.0mm
A

MADE IN TURKEY

Width Radius
CODE asb | R % CODE ab | R %
mm mm 1pc mm mm 1pc
M30 610 15 HDG 100 150 ]0.83 1 M30 610 20 HDG 100 150 1.10 1
M30 615 15 HDG 150 50 ]0.95 M30 615 20 HDG 150 50 .26
M30 620 15 HDG 200 50 |1.05 M30 620 20 HDG 200 50 .40
M30 625 15 HDG 250 50 [1.17 M30 625 20 HDG 250 50 .55
M30 630 15 HDG 300 50 |1.28 1 M30 630 20 HDG 300 50 71 1
M30 640 15 HDG 400 50 11.50 1 M30 640 20 HDG 400 50 |2.00 1
M30 645 15 HDG 450 150 |1.62 1 M30 645 20 HDG 450 [ 150 [2.16 1
M30 650 15 HDG 500 150 | 1.72 1 M30 650 20 HDG 500 150 [2.30 1
M30 660 15 HDG 600 150 | 1.94 1 M30 660 20 HDG 600 [ 150 |2.59 1
M30 670 15 HDG 700 50 |2.18 1 M30 670 20 HDG 700 50 |2.90 1
M30 675 15 HDG 750 50 |2.28 M30 575 20 HDG 750 50 |3.04
M30 680 15 HDG 800 50 |2.40 M30 680 20 HDG 800 50 |[3.20
M30 690 15 HDG 900 50 |2.62 M30 690 20 HDG 900 50 |3.49
M30 600 15 HDG 1000 | 150 |2.84 1 M30 600 20 HDG 1000 | 150 |3.78 1
M30 602 15 HDG 1200 | 150 |3.29 1 M30 602 20 HDG 1200 | 150 |4.39 1

30° Horizontal Bend of Cable Ladder Radius:300

30° Merdiven Yatay Doniis Elemani R:300 - Yron kabenbpocTta ropu3oHtanbHbiv 30° paguyc:300

Hot-Dip Galvanized

Important!

screw sets CFS M6 or CFS M8

Width

Radius

To install cable ladder bends use couplers KBE and

M30R2... H60 m M30R2... H60 2.0mm
=

Width Radius
CODE a=b R % CODE a=b R %
mm mm 1pc mm mm | 1pc
M30R2 610 15 HDG 100 300 [1.26 1 M30R2 610 20 HDG 100 300 |1.68 1
M30R2 615 15 HDG 150 300 [1.38 1 M30R2 615 20 HDG 150 300 |[1.84 1
M30R2 620 15 HDG | 200 300 |1.51 1 M30R2 620 20 HDG 200 | 300 [2.01 1
M30R2 625 15 HDG 250 300 |1.63 1 M30R2 625 20 HDG 250 300 |2.17 1
M30R2 630 15 HDG | 300 300 |1.76 1 M30R2 630 20 HDG 300 | 300 [2.34 1
M30R2 640 15 HDG 400 300 |2.00 1 M30R2 640 20 HDG 400 300 |2.67 1
M30R2 645 15 HDG 450 300 [2.13 1 M30R2 645 20 HDG 450 300 |2.84 1
M30R2 650 15 HDG 500 300 |[2.25 1 M30R2 650 20 HDG 500 300 |[3.00 1
M30R2 660 15 HDG | 600 300 |3.05 1 M30R2 660 20 HDG 600 | 300 [4.07 1
M30R2 670 15 HDG 700 300 [3.39 M30R2 670 20 HDG 700 300 [4.52
30R2 675 HDG 750 300 |[3.56 30R2 675 20 HDG 750 300 [4.75
30R2 680 HDG 800 300 [3.73 30R2 680 20 HDG 800 300 |4.98
30R2 690 HDG 900 300 |4.07 30R2 690 20 HDG 900 300 |5.43
30R2 600 15 HDG [ 1000 300 |4.41 1 M30R2 600 20 HDG 1000 | 300 |5.88 1
M30R2 602 15 HDG | 1200 | 300 [ 5.09 1 M30R2 602 20 HDG 1200 | 300 |6.79 1

M30 H60 HDG

M30R2 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

30° Horizontal Bend of Cable Ladder Radius:450

30° Merdiven Yatay Doniis Elemani R:450 - Yron kabenbpocTta ropu3oHtanbHbiv 30° paguyc:450

MADE IN TURKEY

M30R3 H60 HDG

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
M30RS3... H60 m M30RS3... H60 2.0mm
Width | Radius Width | Radius
CODE a=b R @ % CODE a=b R @ %
mm mm 1pc mm mm 1pc

M30R3 610 15 HDG | 100 | 450 [1.45] 1 M30R3 610 20 HDG | 100 | 450 [1.94 1
M30R3 61515 HDG | 150 | 450 |[1.58 M30R3 61520 HDG | 150 | 450 [2.10
M30R3 620 15 HDG 200 450 |1.70 M30R3 620 20 HDG 200 450 |2.27
M30R3 625 15 HDG | 250 | 450 |2.06 M30R3 625 20 HDG | 250 | 450 [2.74
M30R3 630 15 HDG | 300 | 450 [2.23]| 1 M30R3 630 20 HDG | 300 | 450 [2.97[ 1
M30R3 640 15 HDG | 400 | 450 [2.57] 1 M30R3 640 20 HDG | 400 | 450 [3.42] 1
M30R3 645 15 HDG | 450 | 450 |2.74| 1 M30R3 645 20 HDG | 450 | 450 [3.65] 1
M30R3 650 15 HDG | 500 | 450 | 2.91 1 M30R3 650 20 HDG | 500 | 450 [3.87[ 1
M30R3 660 15 HDG 600 450 |3.25 1 M30R3 660 20 HDG 600 450 |[4.33 1
M30R3 670 15 HDG | 700 | 450 |3.59 M30R3 670 20 HDG | 700 | 450 |4.78
M30R3 675 15 HDG | 750 | 450 [3.76 M30R3 675 20 HDG | 750 | 450 [5.01
M30R3 680 15 HDG | 800 | 450 |3.93 M30R3 680 20 HDG | 800 | 450 [5.23
M30R3 690 15 HDG | 900 | 450 [4.27 M30R3 690 20 HDG | 900 | 450 [5.69
M30R3 600 16 HDG [ 1000 | 450 | 4.61| 1 M30R3 600 20 HDG 1000 | 450 |6.14| 1 M30R4 H60 HDG
M30R3 602 15 HDG _[1200] 450 [5.29] 1 M30R3 602 20 HDG  [1200 [ 450 [7.05[ 1

30° Horizontal Bend of Cable Ladder Radius:600

30° Merdiven Yatay Doniis Elemani R:600 - Yron kabenbpocTta ropu3oHtanbHbiv 30° paguyc:600

Important!
. . To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets GFS M6 or CFS M8
M30R4... H60 m M30R4... H60 2.0mm
Widh | Radius Widh | Radius
CODE asb | R % CODE ab | R %
mm mm 1pc mm mm 1pc
M30R4 610 16 HDG | 100 | 600 [1.74| 1 M30R4 610 20 HDG | 100 | 600 [2.32| 1
M30R4 615 16 HDG | 150 | 600 [1.91] 1 M30R4 615 20 HDG | 150 | 600 [2.54| 1
M30R4 620 16 HDG | 200 | 600 [2.08| 1 M30R4 620 20 HDG | 200 | 600 |2.77] 1
M30R4 625 16 HDG | 250 | 600 [2.25| 1 M30R4 625 20 HDG | 250 | 600 [3.00] 1 éPbTLICf‘TIONS
M30R4 630 15 HDG | 300 | 600 |2.42| 1 M30R4 630 20 HDG | 300 | 600 [3.23] 1 able routing
M30R4 640 15 HDG__| 400 | 600 [2.76]| 1 M30R4 640 20 HDG__| 400 | 600 [3.68| 1
M30R4 645 15 HDG | 450 | 600 |2.93| 1 M30R4 645 20 HDG | 450 | 600 [3.91] 1 MATERIAL
M30R4 650 15 HDG | 500 | 600 |3.10] 1 M30R4 650 20 HDG | 500 | 600 | 4.13| 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
M30R4 660 15 HDG | 600 | 600 |3.44| 1 M30R4 660 20 HDG | 600 | 600 [4.59| 1 ) -
M30R4 670 15 HDG | 700 | 600 |3.78 M30R4 670 20 HDG | 700 | 600 | 5.04 Available finishes: o
M30R4 675 15 HDG | 750 | 600 |3.95 M30R4 675 20 HDG__| 750 | 600 | 5.27 Steel, strip-galv. acc. to the Sendzimir method
M30R4 680 15 HDG__| 800 | 600 | 4.12 M30R4 680 20 HDG__| 800 | 600 |5.49 to TS-EN 10346:2011 (PG)
M30R4 690 15 HDG | 900 | 600 | 4.46 M30R4 690 20 HDG _| 900 | 600 [ 5.95 SS- stainless steel AISI 304L and AISI 316L (SS)
M30R4 600 15 HDG__[1000 | 600 |4.80| 1 M30R4 600 20 HDG | 1000 | 600 |6.40| 1 EP- powder coating in a full range of colours (RAL)
M30R4 602 16 HDG | 1200 | 600 658 1 M30R4 602 20 HDG | 1200 | 600 |8.78| 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€ <

Tee Horizontal Bend of Cable Ladder
"T" Merdiven Yatay Doniis Elemani - T-oTBoA kabenbpocTa ropu3oHTanbHbIi

mIK

MADE IN TURKEY

MT H60 HDG

b+444
Important! [ -
P r i
; ]
To install cable ladder bends use couplers KBE and g 8 g
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 0 0 0
a 0 0 0 .
MT... H60 m MT... H60 2.0mm 0 0 0
Width | Radius =7 Width | Radius =7 0 0 0
CODE a=b=c 2 CODE a=b=c 51
mm mRm 1pc .@ mm an 1pc .@ E e ssseasssso)8 ]
MT 610 15 HDG 100 | 150 [1.76 | 1 MT 610 20 HDG 100 50 [2.35] 1
MT 615 15 HDG 150 | 150 [1.94| 1 MT 615 20 HDG 150 50 |259] 1
MT 620 15 HDG 200 | 150 |22 1 MT 620 20 HDG 200 50 |283] 1 —————
MT 625 15 HDG 250 | 150 |2.84| 1 MT 625 20 HDG 250 | 150 |3.78| 1
MT 630 15 HDG 300 | 150 [3.10]| 1 MT 630 20 HDG 300 | 150 |4.13] 1
MT 640 15 HDG 400 | 150 |3.62] 1 MT 640 20 HDG 400 | 150 |4.83] 1
MT 645 15 HDG 450 | 150 [3.88] 1 MT 645 20 HDG 450 50 [5.18] 1
MT 650 15 HDG 500 | 150 |4.15] 1 MT 650 20 HDG 500 50 553 1 Lb—4
MT 660 15 HDG 600 | 150 |4.67] 1 MT 660 20 HDG 600 50 |6.23| 1
MT 670 15 HDG 700 | 150 [5.85[ 1 MT 670 20 HDG 700 | 150 |7.80] 1
MT 675 15 HDG 750 | 150 [6.16[ 1 MT 675 20 HDG 750 | 150 |8.21] 1
MT 680 15 HDG 800 | 150 |6.46] 1 MT 680 20 HDG 800 | 150 |8.61] 1
MT 690 15 HDG 900 | 150 [7.07] 1 MT 690 20 HDG 900 | 150 [9.42| 1
MT 600 156 HDG __|1000 | 150 |8.58 | 1 MT 600 20 HDG __[1000 | 150 [11.44] 1 MTR2 H60 HDG
MT 602 15 HDG 1200 | 150 |10.04] 1 MT 602 20 HDG 1200 ] 150 [13.39] 1

Tee Horizontal Bend of Cable Ladder Radius:300

"T" Merdiven Yatay Déniis Elemani R:300 - T-oTBoz kabenbpocTa ropu3oHTanbHbiii paguyc:300

b+2R+250

o

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MTR2... H60 m MTR2... H60 2.0mm
Width | Radius =7 Widh | Radius =3
CODE =b= S CODE =b= 1
amtanc mRm 1pc .@ amEnc an 1pc .@
MTR2 610 156 HDG | 100 | 300 [3.98| 1 MTR2 610 20 HDG | 100 | 300 [5.31] 1
MTR2 615 15 HDG | 150 | 300 |4.41| 1 MTR2 615 20 HDG__| 150 | 300 [5.88 | 1
MTR2 620 156 HDG | 200 | 300 [4.84| 1 MTR2 620 20 HDG | 200 | 300 |645| 1
MTR2 625 156 HDG | 250 | 300 [5.04| 1 MTR2 625 20 HDG__| 250 | 300 [6.72| 1 éfblieLrlgﬁr']l'IONS
MTR2 630 156 HDG | 300 | 300 [5.38| 1 MTR2 630 20 HDG | 300 | 300 [7.17| 1 9
MTR2 640 156 HDG__| 400 | 300 [6.10| 1 MTR2 640 20 HDG__| 400 | 300 [8.13| 1
MTR2 645 15 HDG | 450 | 300 [6.44| 1 MTR2 645 20 HDG | 450 | 300 858 1 MATERIAL
MTR2 650 15 HDG__| 500 | 300 |6.77| 1 MTR2 650 20 HDG__ | 500 | 300 |9.03[ 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MTR2 660 15 HDG | 600 | 300 [8.18| 1 MTR2 660 20 HDG | 600 | 300 [10.91] 1 ) -
MTR2 670 15 HDG | 700 | 300 [9.04 MTR2 670 20 HDG | 700 | 300 [12.05 Available finishes:
TR2 675 156 HDG | 750 | 300 [9.42 TR2 675 20 HDG | 750 | 300 [12.56 Steel, strip-galv. acc. to the Sendzimir method
TR2 680 15 HDG 800 | 300 |9.81 TR2 680 20 HDG 800 | 300 |[13.08 to TS-EN 10346:2011 (PG)
TR2 690 156 HDG | 900 | 300 [10.57 TR2 690 20 HDG__| 900 | 300 _[14.10 SS- stainless steel AISI 304L and AISI 316L (SS)
MTR2 600 15 HDG__| 1000 | 300 [13.04] 1 TR2 600 20 HDG [ 1000 | 300 [17.38] 1 EP- powder coating in a full range of colours (RAL)
MTR2 602 156 HDG_ | 1200 | 300 [14.76] 1 MTR2 602 20 HDG__[ 1200 | 300 [19.67] 1

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Tee Horizontal Bend of Cable Ladder Radius:450

"T" Merdiven Yatay Déniis Elemani R:450 - T-oTBoA kabenibpocTa ropu3oHTanbHbI paguyc:450

MADE IN TURKEY

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MTR3... H60 m MTR3... H60 2.0mm
Width Radius =7 Width Radius =7
CODE ab=c| R % CODE a=b=c| R %
mm mm 1pc mm mm 1pc
MTR3 610 15 HDG 100 | 450 [5.12 1 MTR3 610 20 HDG 100 | 450 [6.82 1
MTR3 615 15 HDG 150 | 450 [5.46 1 MTR3 615 20 HDG 150 | 450 |7.27 1
MTR3 620 15 HDG 200 | 450 |6.30 1 MTR3 620 20 HDG 200 | 450 [8.40 1
MTR3 625 15 HDG 250 450 7.32 1 MTR3 625 20 HDG 250 450 19.76 1
TR3 630 15 HDG 300 | 450 [7.94 1 MTR3 630 20 HDG 300 [ 450 [10.58] 1
TR3 640 15 HDG 400 | 450 [8.80 1 MTR3 640 20 HDG 400 | 450 [11.73[ 1
TR3 645 15 HDG 450 | 450 [9.22 1 MTR3 645 20 HDG 450 | 450 [12.30] 1
TR3 650 15 HDG 500 450 |9.65 1 MTR3 650 20 HDG 500 450 |12.87 1
MTR3 660 15 HDG 600 | 450 [11.02] 1 MTR3 660 20 HDG 600 | 450 |14.69] 1
MTRS3 670 15 HDG 700 450 111.97 1 MTR3 670 20 HDG 700 450 ]15.96 1
MTR3 675 15 HDG 750 450 |12.26 1 MTR3 675 20 HDG 750 450 116.34 1
MTR3 680 15 HDG 800 | 450 [13.06] 1 MTR3 680 20 HDG 800 | 450 [17.41] 1
MTRS3 690 15 HDG 900 450 |14.28 1 MTR3 690 20 HDG 900 450 119.04 1
MTRS3 600 15 HDG 1000 | 450 |16.06 1 MTR3 600 20 HDG 1000 | 450 [21.41 1
MTR3 602 15 HDG _ [1200 | 450 [18.23] 1 MTR3 602 20 HDG [ 1200 450 [24.31] 1

Tee Horizontal Bend of Cable Ladder Radius:600

"T" Merdiven Yatay Déniis Elemani R:600 - T-oTBozA kabenbpocTa ropu3oHTanbHbii paauyc:600

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MTR4 H60 il MTR4 H60 2.0mm
i)

Width Radius =7 Width | Radius =7
CODE a=b=c R % CODE a=b R %
mm mm 1pc mm_| mm 1pc
MTR4 610 15 HDG 100 600 |[6.53 1 MTR4 610 20 HDG 100 | 600 | 8.70 1
MTR4 615 15 HDG 150 600 |[7.79 1 MTR4 615 20 HDG 150 | 600 | 10.38 1
MTR4 620 15 HDG 200 600 | 8.21 1 MTR4 620 20 HDG 200 | 600 | 10.95 1
MTR4 625 15 HDG 250 600 |8.63 1 MTR4 625 20 HDG 250 | 600 | 11.50 1
MTR4 630 15 HDG 300 600 |9.44 1 MTR4 630 20 HDG 300 | 600 | 12.59 1
MTR4 640 15 HDG 400 600 [10.62 1 MTR4 640 20 HDG 400 | 600 [ 14.16 1
MTR4 645 15 HDG 450 600 [11.10 1 MTR4 645 20 HDG 450 | 600 | 14.79 1
MTR4 650 15 HDG 500 600 [11.57 1 MTR4 650 20 HDG 500 | 600 | 15.43 1
MTR4 660 15 HDG 600 600 [12.52 1 MTR4 660 20 HDG 600 | 600 [ 16.69 1
MTR4 670 15 HDG 700 600 3.47 MTR4 670 20 HDG 700 | 600 | 17.96
' TR4 675 15 HDG 750 600 3.95 ' TR4 675 20 HDG 750 | 600 | 18.59
' TR4 680 15 HDG 800 600 5.02 ' TR4 680 20 HDG 800 | 600 | 20.02
TR4 690 15 HDG 900 600 6.70 ' TR4 690 20 HDG 900 | 600 | 22.27
MTR4 600 15 HDG 1000 600 [17.75 1 ' TR4 600 20 HDG 1000 | 600 | 23.66 1
MTR4 602 15 HDG 1200 600 [19.83 1 MTR4 602 20 HDG 1200 | 600 | 26.44 1

MTR3 H60 HDG

b+2R+250

T

MTR4 H60 HDG

b+2R+250

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

® CE &

Cross Bend of Cable Ladder

Dértlii Merdiven Doniis Elemani - KpecToBuHa kabenbpocTta

Important!

To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MD H60 m MD H60 2.0mm
£

mIK

MADE IN TURKEY

Width Radius ){» Width Radius ){»
CODE a=b=c=d| R .‘@ CODE a=b=c=d| R .‘@
mm mm 1pc mm mm 1pc

MD 610 15 HDG 100 50 | 2.12 1 MD 610 20 HDG 100 50 | 2.83 1
MD 615 15 HDG 150 50 | 2.29 1 MD 615 20 HDG 150 50 3.05 1
MD 620 15 HDG 200 50 | 2.45 1 MD 620 20 HDG 200 50 3.27 1
MD 625 15 HDG 250 150 | 3.28 1 MD 625 20 HDG 250 150 | 4.37 1
| __MD 63015 HDG 300 150 | 8.77 1 MD 630 20 HDG 300 150 5.03 1
| __MD 640 15 HDG 400 150 | 4.35 1 MD 640 20 HDG 400 150 5.80 1
| ___MD 645 15 HDG 450 50 | 4.64 1 MD 645 20 HDG 450 50 | 6.18 1
MD 650 15 HDG 500 50 | 4.93 1 MD 650 20 HDG 500 50 | 6.57 1
MD 660 15 HDG 600 50 | 6.12 1 MD 660 20 HDG 600 50 | 8.16 1
MD 670 15 HDG 700 150 | 7.36 1 MD 670 20 HDG 700 150 | 9.81 1
MD 675 15 HDG 750 150 | 7.81 1 MD 675 20 HDG 750 150 |10.41 1
MD 680 15 HDG 800 150 | 8.14 1 MD 680 20 HDG 800 150 ]110.85 1
MD 690 15 HDG 900 150 | 9.79 1 MD 690 20 HDG 900 150 |13.05 1
MD 600 15 HDG 1000 | 150 | 10.78 1 MD 600 20 HDG 1000 | 150 |14.37 1
MD 602 15 HDG 1200 [ 150 | 14.36 1 MD 602 20 HDG 1200 | 150 [19.15 1

Cross Bend of Cable Ladder Radius:300

Dértlii Merdiven Déniis Elemani R:300 - KpectoBuHa kabenbpocta paguyc:300

Important!

To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MDR2... H60 m MDR2... H60 2.0mm
£\

Width Radius ‘/» Width Radius ‘/»
CODE a=b=c=d| R .‘@ CODE a=b=c=d| R .‘@
mm mm 1pc mm mm 1pc
MDR2 610 15 HDG 100 300 | 5.23 1 MDR2 610 20 HDG 100 300 6.97 1
MDR2 615 15 HDG 150 300 | 5.51 1 MDR2 615 20 HDG 150 300 7.34 1
MDR2 620 15 HDG 200 300 | 6.06 1 MDR2 620 20 HDG 200 300 | 8.08 1
MDR2 625 15 HDG 250 300 | 6.43 1 MDR2 625 20 HDG 250 300 8.57 1
MDR2 630 15 HDG 300 300 | 6.79 1 MDR2 630 20 HDG 300 300 9.06 1
MDR2 640 15 HDG 400 300 | 7.62 1 MDR2 640 20 HDG 400 300 [10.16 1
MDR2 645 15 HDG 450 300 | 7.99 1 MDR2 645 20 HDG 450 300 |[10.65 1
MDR2 650 15 HDG 500 300 | 8.35 1 MDR2 650 20 HDG 500 300 |[11.14 1
MDR2 660 15 HDG 600 300 [ 11.11 1 MDR2 660 20 HDG 600 300 | 14.81 1
MDR2 670 15 HDG 700 300 2.03 MDR2 670 20 HDG 700 300 6.04
| MDR2 675 15 HDG 750 300 2.49 | MDR2 675 20 HDG 750 300 6.65
| MDR2 680 15 HDG 800 300 3.04 | _MDR2 680 20 HDG 800 300 7.38
MDR2 690 15 HDG 900 300 4.42 |_MDR2 690 20 HDG 900 300 9.22
MDR2 600 15 HDG 1000 300 | 18.27 1 MDR2 600 20 HDG 1000 300 |24.36 1
MDR2 602 15 HDG 1200 300 | 20.34 1 MDR2 602 20 HDG 1200 300 |27.12 1

MD H60 HDG
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MDR2 H60 HDG

Q

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

® CE &

Cross Bend of Cable Ladder Radius:450

Dértlii Merdiven Doniis Elemani R:450 - KpectoBuHa kabenbpocta paguyc:450

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MDRA... H60 m MDRA... H60 2.0mm
£

mIK

MADE IN TURKEY

Width Radius ‘{» Width Radius ‘{»
CODE a=b=c=d| R .‘@ CODE a=b=c=d| R .‘@
mm mm 1pc mm mm 1pc

MDR3 610 15 HDG 100 450 | 6.71 1 MDR3 610 20 HDG 100 450 | 8.95 1
MDR3 615 15 HDG 150 450 | 8.32 1 MDR3 615 20 HDG 150 450 | 11.09 1
MDRS3 620 15 HDG 200 450 | 8.83 1 MDR3 620 20 HDG 200 450 | 11.77 1
MDR3 625 15 HDG 250 450 | 10.16 1 MDR3 625 20 HDG 250 450 |13.54 1
| MDRS3 630 15 HDG 300 450 | 10.85 1 | MDRS3 630 20 HDG 300 450 | 14.46 1
| MDRS3 640 15 HDG 400 450 | 11.86 1 | MDRS3 640 20 HDG 400 450 |15.81 1
DR3 645 15 HDG 450 450 | 12.36 1 DR3 645 20 HDG 450 450 |16.48 1
DR3 650 15 HDG 500 450 | 14.11 1 DR3 650 20 HDG 500 450 |18.81 1
MDRS3 660 15 HDG 600 450 | 15.21 1 MDR3 660 20 HDG 600 450 |20.28 1
MDR3 670 15 HDG 700 450 | 16.86 1 MDR3 670 20 HDG 700 450 | 22.48 1
MDR3 675 15 HDG 750 450 | 17.46 1 MDRS3 675 20 HDG 750 450 | 23.28 1
MDR3 680 15 HDG 800 450 | 18.88 1 MDR3 680 20 HDG 800 450 |25.18 1
MDR3 690 15 HDG 900 450 | 21.59 1 MDR3 690 20 HDG 900 450 |28.79 1
MDRS3 600 15 HDG 1000 450 | 22.88 1 MDR3 600 20 HDG 1000 450 |30.50 1
MDRS3 602 15 HDG 1200 450 | 26.42 1 MDR3 602 20 HDG 1200 450 |35.22 1

Cross Bend of Cable Ladder Radius:600

Dértlii Merdiven Déniis Elemani R:600 - KpecToBuHa kabenbpocta paguyc:600

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MDR4... H60 m MDR4... H60 2.0mm
£\

conE Width Radius ‘/> copE Width Radius ‘/>

@ rtT)ms mRm 1pc .@ a E-rﬁ g an 1pc .@
MDR4 610 15 HDG 100 600 | 8.75 1 MDR4 610 20 HDG 100 600 |11.66 1
MDR4 615 15 HDG 150 600 | 10.86 1 MDR4 615 20 HDG 150 600 4.48 1
MDR4 620 15 HDG 200 600 | 11.41 1 MDR4 620 20 HDG 200 600 5.22 1
MDR4 625 15 HDG 250 600 | 11.87 1 MDR4 625 20 HDG 250 600 |15.83 1
MDR4 630 15 HDG 300 600 | 13.16 1 MDR4 630 20 HDG 300 600 7.54 1
MDR4 640 15 HDG 400 600 | 14.44 1 MDR4 640 20 HDG 400 600 9.26 1
MDR4 645 15 HDG 450 600 | 15.00 1 MDR4 645 20 HDG 450 600 |[19.99 1
MDR4 650 15 HDG 500 600 | 17.02 1 MDR4 650 20 HDG 500 600 |[22.69 1
MDR4 660 15 HDG 600 600 | 18.21 1 MDR4 660 20 HDG 600 600 [24.28 1
MDR4 670 15 HDG 700 600 | 19.40 1 MDR4 670 20 HDG 700 600 |25.87 1
MDR4 675 15 HDG 750 600 | 20.60 1 MDR4 675 20 HDG 750 600 |[27.46 1
MDR4 680 15 HDG 800 600 | 22.25 1 MDR4 680 20 HDG 800 600 |[29.67 1
MDR4 690 15 HDG 900 600 | 25.37 1 MDR4 690 20 HDG 900 600 |33.83 1
MDR4 600 15 HDG 1000 | 600 | 26.75 1 MDR4 600 20 HDG 1000 | 600 | 35.67 1
MDR4 602 15 HDG 1200 [ 600 | 29.55 1 MDR4 602 20 HDG 1200 | 600 |39.40 1

MDR3 H60 HDG

Ssssassssa|

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

® CE &

Middle Reducer Bend of Cable Ladder

Merdiven Ortadan Reduksiyon - PeAyKunoHHbIA nepexoaHNK kabenbpocTta, CHMMETPUYHbIN

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

ROSM... H60 m ROSM... H60 2.0mm

Width Width ‘/» Width Width @ ‘/»
CODE w1 | w2 .‘@ CODE w1 | W2 r@
mm [ mm 1pc mm [ mm | 1pc
ROSM 615.10 16 HDG | 150 | 100 | 1.33 1 ROSM 615.10 20 HDG | 150 | 100 | 1.77 1
ROSM 620.15 156 HDG | 200 | 150 | 1.41 1 ROSM 620.15 20 HDG | 200 | 150 | 1.88 1
ROSM 620.10 15 HDG | 200 | 100 | 1.37 1 ROSM 620.10 20 HDG | 200 | 100 | 1.83 1
ROSM 625.20 15 HDG | 250 | 200 | 1.49 1 ROSM 625.20 20 HDG | 250 | 200 | 1.99 1
ROSM 625.15 16 HDG | 250 | 150 | 1.45 1 ROSM 625.15 20 HDG | 250 | 150 | 1.94 1
ROSM 625.10 15 HDG | 250 | 100 | 1.41 1 ROSM 625.10 20 HDG | 250 | 100 | 1.88 1
ROSM 630.25 15 HDG | 300 | 250 | 1.58 1 ROSM 630.25 20 HDG | 300 | 250 | 2.10 1
ROSM 630.20 15 HDG | 300 | 200 | 1.54 1 ROSM 630.20 20 HDG | 300 | 200 | 2.05 1
ROSM 630.15 15 HDG | 300 | 150 | 1.49 1 ROSM 630.15 20 HDG | 300 | 150 | 1.99 1
ROSM 630.10 15 HDG | 300 | 100 | 1.45 ROSM 630.10 20 HDG | 300 | 100 | 1.94
ROSM 640.30 15 HDG | 400 | 300 | 1.70 ROSM 640.30 20 HDG | 400 | 300 | 2.27
ROSM 640.25 15 HDG | 400 | 250 | 1.66 ROSM 640.25 20 HDG | 400 | 250 | 2.21
ROSM 640.20 16 HDG | 400 | 200 | 1.62 ROSM 640.20 20 HDG | 400 | 200 | 2.16
ROSM 640.15 15 HDG | 400 | 150 | 1.58 1 ROSM 640.15 20 HDG | 400 | 150 | 2.10 1
ROSM 640.10 15 HDG | 400 | 100 | 1.54 1 ROSM 640.10 20 HDG | 400 | 100 | 2.05 1
ROSM 645.40 15 HDG | 450 | 400 | 1.82 1 ROSM 645.40 20 HDG | 450 | 400 | 2.43 1
ROSM 645.30 15 HDG | 450 | 300 | 1.74 1 ROSM 645.30 20 HDG | 450 | 300 | 2.32 1
ROSM 645.25 15 HDG | 450 | 250 | 1.70 1 ROSM 645.25 20 HDG | 450 | 250 | 2.27 1
ROSM 645.20 15 HDG | 450 | 200 | 1.66 1 ROSM 645.20 20 HDG | 450 | 200 | 2.21 1
ROSM 645.15 15 HDG | 450 | 150 | 1.62 1 ROSM 645.15 20 HDG | 450 | 150 | 2.16 1
ROSM 645.10 15 HDG | 450 | 100 | 1.58 1 ROSM 645.10 20 HDG | 450 | 100 | 2.10 1
ROSM 650.45 15 HDG | 500 | 450 | 1.91 1 ROSM 650.45 20 HDG | 500 | 450 | 2.54 1
ROSM 650.40 15 HDG | 500 | 400 | 1.87 1 ROSM 650.40 20 HDG | 500 | 400 | 2.49 1
ROSM 650.30 15 HDG | 500 | 300 | 1.78 1 ROSM 650.30 20 HDG | 500 | 300 | 2.38 1
ROSM 650.25 15 HDG | 500 | 250 | 1.74 ROSM 650.25 20 HDG | 500 | 250 | 2.32
ROSM 650.20 15 HDG | 500 | 200 | 1.70 ROSM 650.20 20 HDG | 500 | 200 | 2.27
ROSM 650.15 15 HDG | 500 | 150 | 1.66 ROSM 650.15 20 HDG | 500 | 150 | 2.21
ROSM 650.10 15 HDG | 500 | 100 | 1.62 ROSM 650.10 20 HDG | 500 | 100 | 2.16
ROSM 660.50 15 HDG | 600 | 500 | 2.03 1 ROSM 660.50 20 HDG | 600 | 500 | 2.71 1
ROSM 660.45 15 HDG | 600 | 450 | 1.99 1 ROSM 660.45 20 HDG | 600 | 450 | 2.65 1
[ ROSM 660.40 15 HDG | 600 | 400 | 1.95 1| [ROSM 660.40 20 HDG | 600 | 400 | 2.60 1
ROSM 660.30 15 HDG | 600 | 300 | 1.87 ROSM 660.30 20 HDG | 600 | 300 | 2.49
ROSM 660.25 15 HDG | 600 | 250 | 1.82 ROSM 660.25 20 HDG | 600 | 250 | 2.43
ROSM 660.20 15 HDG | 600 | 200 | 1.78 ROSM 660.20 20 HDG | 600 | 200 | 2.38
ROSM 660.15 15 HDG | 600 | 150 | 1.74 1 ROSM 660.15 20 HDG | 600 | 150 | 2.32 1
ROSM 660.10 15 HDG | 600 | 100 | 1.70 1 ROSM 660.10 20 HDG | 600 | 100 | 2.27 1
ROSM 675.60 15 HDG | 750 | 600 | 2.24 1 ROSM 675.60 20 HDG | 750 | 600 | 2.98 1
ROSM 675.50 15 HDG | 750 | 500 | 2.15 1 ROSM 675.50 20 HDG | 750 | 500 | 2.87 1
ROSM 675.45 15 HDG | 750 | 450 | 2.11 1 ROSM 675.45 20 HDG | 750 | 450 | 2.82 1
ROSM 675.40 15 HDG | 750 | 400 | 2.07 1 ROSM 675.40 20 HDG | 750 | 400 | 2.76 1
ROSM 675.30 15 HDG | 750 | 300 | 1.99 ROSM 675.30 20 HDG | 750 | 300 | 2.65
ROSM 675.20 15 HDG | 750 | 200 | 1.91 ROSM 675.20 20 HDG | 750 | 200 | 2.54
ROSM 675.15 15 HDG | 750 | 150 | 1.87 ROSM 675.15 20 HDG | 750 | 150 | 2.49
ROSM 690.75 15 HDG | 900 | 750 | 2.48 1 ROSM 690.75 20 HDG | 900 | 750 | 3.31 1
ROSM 690.60 15 HDG | 900 | 600 | 2.36 1 ROSM 690.60 20 HDG | 900 | 600 | 3.14 1
ROSM 690.45 15 HDG | 900 | 450 | 2.24 1 ROSM 690.45 20 HDG | 900 | 450 | 2.98 1
ROSM 690.30 15 HDG | 900 | 300 | 2.11 1 ROSM 690.30 20 HDG | 900 | 300 | 2.82 1
ROSM 690.15 15 HDG | 900 | 150 | 2.98 ROSM 690.15 20 HDG | 900 | 150 | 3.97
ROSM 602.90 15 HDG | 1200 | 900 | 2.85 ROSM 602.90 20 HDG | 1200 | 900 | 3.80
ROSM 602.75 15 HDG | 1200 | 750 | 2.73 ROSM 602.75 20 HDG | 1200 | 750 | 3.64
ROSM 602.60 16 HDG | 1200 | 600 | 2.61 ROSM 602.60 20 HDG | 1200 | 600 | 3.47
ROSM 602.30 15 HDG | 1200 | 300 | 4.49 1 ROSM 602.30 20 HDG | 1200 | 300 | 5.99 1
ROSM 602.15 15 HDG | 1200 | 150 | 4.58 1 ROSM 602.15 20 HDG | 1200 | 150 | 6.10 1

MADE |

mIK

N TURKEY

ROSM H60 HDG
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APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:

125
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Cable Ladder Systems of Side Height 60

® CE &

Left Reducer Bend of Cable Ladder

Merdiven Soldan Reduksiyon - PesyKunoHHbI# nepexogHuK KabenbpocTa, 1eBoCTOPOHHUA

mIK

MADE IN TURKEY

RLSM H60 HDG

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

RL M H6 H6 2.0mm
Width | Width =7 Width | Width =7
coE Wi | w1 % copE R %
mm [ mm 1pc mm [ mm 1pc
RLSM 615.10 15 HDG | 150 | 100 1.33 1 RLSM 615.10 20 HDG | 150 | 100 | 1.77 1
RLSM 620.15 15 HDG | 200 | 150 1.41 1 RLSM 620.15 20 HDG | 200 150 1.88 1
RLSM 620.10 15 HDG | 200 | 100 1.37 1 RLSM 620.10 20 HDG | 200 100 1.83 1
RLSM 625.20 15 HDG | 250 [ 200 1.49 1 RLSM 625.20 20 HDG | 250 200 1.99 1
RLSM 625.15 15 HDG | 250 | 150 1.45 1 RLSM 625.15 20 HDG | 250 150 1.94 1
RLSM 625.10 15 HDG | 250 | 100 1.41 1 RLSM 625.10 20 HDG | 250 100 1.88 1
RLSM 630.25 15 HDG | 300 | 250 | 1.58 1 RLSM 630.25 20 HDG | 300 [ 250 | 2.10 1
RLSM 630.20 15 HDG | 300 | 200 1.54 1 RLSM 630.20 20 HDG | 300 200 | 2.05 1
RLSM 630.15 15 HDG | 300 150 1.49 1 RLSM 630.15 20 HDG | 300 150 1.99 1
RLSM 630.10 15 HDG | 300 100 .45 RLSM 630.10 20 HDG [ 300 100 1.94
RLSM 640.30 15 HDG | 400 | 300 .70 RLSM 640.30 20 HDG | 400 | 300 2.27
RLSM 640.25 15 HDG | 400 | 250 .66 RLSM 640.25 20 HDG | 400 250 2.21
RLSM 640.20 15 HDG | 400 | 200 .62 RLSM 640.20 20 HDG | 400 200 2.16
RLSM 640.15 15 HDG | 400 50 1.58 1 RLSM 640.15 20 HDG | 400 50 2.10 1
RLSM 640.10 15 HDG | 400 00 1.54 1 RLSM 640.10 20 HDG | 400 00 2.05 1
RLSM 645.40 15 HDG | 450 | 400 1.82 1 RLSM 645.40 20 HDG | 450 | 400 2.43 1
RLSM 645.30 15 HDG | 450 | 300 1.74 1 RLSM 645.30 20 HDG | 450 300 2.32 1
RLSM 645.25 15 HDG | 450 | 250 1.70 1 RLSM 645.25 20 HDG | 450 250 2.27 1
RLSM 645.20 15 HDG | 450 | 200 1.66 1 RLSM 645.20 20 HDG | 450 200 2.21 1
RLSM 645.15 15 HDG | 450 | 150 1.62 1 RLSM 645.15 20 HDG | 450 150 2.16 1
RLSM 645.10 15 HDG | 450 | 100 | 1.58 1 RLSM 645.10 20 HDG | 450 | 100 | 2.10 1
| RLSM 650.45 15 HDG | 500 | 450 1.91 1 | RLSM 650.45 20 HDG | 500 | 450 2.54 1
RLSM 650.40 15 HDG | 500 | 400 | 1.87 1 RLSM 650.40 20 HDG | 500 | 400 | 2.49 1
RLSM 650.30 15 HDG | 500 | 300 1.78 1 RLSM 650.30 20 HDG | 500 300 2.38 1
RLSM 650.25 15 HDG | 500 | 250 74 RLSM 650.25 20 HDG [ 500 250 2.32
RLSM 650.20 15 HDG | 500 | 200 .70 RLSM 650.20 20 HDG | 500 200 2.27
RLSM 650.15 15 HDG | 500 | 150 .66 RLSM 650.15 20 HDG | 500 | 150 | 2.21
RLSM 650.10 15 HDG | 500 | 100 .62 RLSM 650.10 20 HDG | 500 | 100 | 2.16
RLSM 660.50 15 HDG | 600 | 500 2.03 1 RLSM 660.50 20 HDG | 600 500 2.71 1
RLSM 660.45 15 HDG | 600 | 450 1.99 1 RLSM 660.45 20 HDG | 600 | 450 2.65 1
| RLSM 660.40 15 HDG | 600 | 400 | 1.95 1 | RLSM 660.40 20 HDG | 600 | 400 | 2.60 1
RLSM 660.30 15 HDG | 600 | 300 1.87 RLSM 660.30 20 HDG | 600 300 2.49
RLSM 660.25 15 HDG [ 600 | 250 1.82 RLSM 660.25 20 HDG | 600 250 2.43
RLSM 660.20 15 HDG | 600 | 200 1.78 RLSM 660.20 20 HDG | 600 200 2.38
RLSM 660.15 15 HDG | 600 | 150 | 1.74 1 RLSM 660.15 20 HDG | 600 | 150 | 2.32 1
RLSM 660.10 15 HDG | 600 100 1.70 1 RLSM 660.10 20 HDG | 600 100 2.27 1
RLSM 675.60 15 HDG | 750 | 600 | 2.24 1 RLSM 675.60 20 HDG | 750 | 600 | 2.98 1
RLSM 675.50 15 HDG | 750 | 500 215 1 RLSM 675.50 20 HDG | 750 500 2.87 1
RLSM 675.45 15 HDG | 750 | 450 | 2.11 1 RLSM 675.45 20 HDG | 750 | 450 2.82 1
RLSM 675.40 15 HDG | 750 | 400 | 2.07 1 RLSM 675.40 20 HDG | 750 | 400 | 2.76 1
RLSM 675.30 15 HDG | 750 | 300 .99 RLSM 675.30 20 HDG | 750 300 2.65
RLSM 675.20 15 HDG | 750 | 200 91 RLSM 675.20 20 HDG | 750 200 2.54
RLSM 675.15 15 HDG | 750 150 .87 RLSM 675.15 20 HDG | 750 150 2.49
RLSM 690.75 15 HDG | 900 | 750 248 1 RLSM 690.75 20 HDG | 900 750 3.31 1
RLSM 690.60 15 HDG | 900 | 600 2.36 1 RLSM 690.60 20 HDG | 900 600 3.14 1
RLSM 690.45 15 HDG | 900 | 450 | 2.24 1 RLSM 690.45 20 HDG | 900 | 450 | 2.98 1
RLSM 690.30 15 HDG | 900 | 300 | 2.11 1 RLSM 690.30 20 HDG | 900 | 300 | 2.82 1
RLSM 690.15 15 HDG | 900 150 2.98 RLSM 690.15 20 HDG | 900 150 3.97
RLSM 602.90 15 HDG | 1200 | 900 2.85 RLSM 602.90 20 HDG | 1200 | 900 3.80
RLSM 602.75 15 HDG 200 | 750 2.73 RLSM 602.75 20 HDG | 1200 | 750 3.64
RLSM 602.60 15 HDG | 1200 | 600 | 2.61 RLSM 602.60 20 HDG | 1200 | 600 | 3.47
RLSM 602.30 15 HDG | 1200 | 300 | 4.49 1 RLSM 602.30 20 HDG | 1200 | 300 | 5.99 1
RLSM 602.15 15 HDG 200 | 150 4.58 1 RLSM 602.15 20 HDG | 1200 | 150 6.10 1
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APPLICATIONS

Cable routing

MATERIAL

L1

HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG

)
SS- stainless steel AISI 304L and AISI 316L (SS)

EP- powder coating in a ful

Thickn. (ga) [mm]:

Il range of colours (RAL)




Cable Ladder Systems of Side Height 60 <& (€ <

Right Reducer Bend of Cable Ladder

mIK

MADE IN TURKEY

Merdiven Sagdan Reduksiyon - PegyKunoHHbI nepexoaHuK kabenbpocTa, npaBoCTOPOHHMI RGSM H60 HDG
Important!
R . To install cable ladder bends use couplers KBE and W1
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 +— [ - -
RGSM... H60 m RGSM... H60 2.0mm 125
Width Width =7 Width Width =7 P oo oo oo o d
cone Wi | Wi % cobe wi | Wi | & % 1
mm 1pc mm mm 1pc
RGSM 615.10 15 HDG | 150 100 | 1.33 1 RGSM 615.10 20 HDG | 150 | 100 1.77 1
RGSM 620.15 15 HDG | 200 | 150 [ 1.41 1 RGSM 620.15 20 HDG | 200 | 150 | 1.88 1 L1
RGSM 620.10 15 HDG | 200 | 100 | 1.37 1 RGSM 620.10 20 HDG | 200 | 100 | 1.83 1 L2
RGSM 625.20 15 HDG | 250 | 200 | 1.49 1 RGSM 625.20 20 HDG | 250 | 200 | 1.99 1
RGSM 625.15 15 HDG | 250 | 150 [ 1.45 1 RGSM 625.15 20 HDG | 250 | 150 | 1.94 1
RGSM 625.10 15 HDG | 250 | 100 [ 1.41 1 RGSM 625.10 20 HDG | 250 | 100 | 1.88 1 <
RGSM 630.25 15 HDG | 300 250 | 1.58 1 RGSM 630.25 20 HDG | 300 | 250 2.10 1 B o o o o d -
RGSM 630.20 15 HDG | 300 | 200 | 1.54 1 RGSM 630.20 20 HDG | 300 | 200 | 2.05 1
RGSM 630.15 15 HDG | 300 | 150 | 1.49 1 RGSM 630.15 20 HDG | 300 | 150 | 1.99 1 125
RGSM 630.10 15 HDG | 300 | 100 | 1.45 RGSM 630.10 20 HDG | 300 | 100 | 1.94
RGSM 640.30 15 HDG | 400 | 300 .70 RGSM 640.30 20 HDG | 400 | 300 2.27 . C o —
RGSM 640.25 15 HDG | 400 | 250 | 1.66 RGSM 640.25 20 HDG | 400 | 250 | 2.21 = 1
RGSM 640.20 15 HDG | 400 | 200 .62 RGSM 640.20 20 HDG | 400 | 200 2.16 w2
RGSM 640.15 15 HDG | 400 50 | 1.58 1 RGSM 640.15 20 HDG [ 400 | 150 | 2.10 1
RGSM 640.10 15 HDG | 400 00 | 1.54 1 RGSM 640.10 20 HDG | 400 | 100 | 2.05 1
RGSM 645.40 15 HDG | 450 | 400 | 1.82 1 RGSM 645.40 20 HDG [ 450 | 400 | 2.43 1
RGSM 645.30 15 HDG | 450 | 300 | 1.74 1 RGSM 645.30 20 HDG | 450 | 300 2.32 1
RGSM 645.25 15 HDG | 450 | 250 | 1.70 1 RGSM 645.25 20 HDG | 450 | 250 | 2.27 1
RGSM 645.20 15 HDG | 450 | 200 | 1.66 1 RGSM 645.20 20 HDG | 450 | 200 [ 2.21 1
RGSM 645.15 15 HDG | 450 | 150 | 1.62 1 RGSM 645.1520 HDG [ 450 | 150 | 2.16 1
| RGSM 645.10 15 HDG | 450 100 | 1.58 1 RGSM 645.10 20 HDG | 450 | 100 2.10 1
RGSM 650.45 15 HDG | 500 | 450 | 1.91 1 RGSM 650.45 20 HDG | 500 | 450 | 2.54 1
RGSM 650.40 15 HDG | 500 | 400 | 1.87 1 RGSM 650.40 20 HDG | 500 | 400 | 2.49 | 1 L1 L2
RGSM 650.30 15 HDG | 500 300 | 1.78 1 RGSM 650.30 20 HDG | 500 | 300 2.38 1
RGSM 650.25 15 HDG | 500 | 250 | 1.74 RGSM 650.25 20 HDG | 500 | 250 | 2.32 100-600 | 450 mm | 200 mm
RGSM 650.20 15 HDG | 500 | 200 [ 1.70 RGSM 650.20 20 HDG | 500 | 200 | 2.27 700-1200 | 650 mm|400 mm
RGSM 650.15 15 HDG | 500 150 .66 RGSM 650.15 20 HDG | 500 | 150 2.21
RG 650.10 15 HDG | 500 100 .62 RGSM 650.10 20 HDG [ 500 | 100 2.16
RGSM 660.50 15 HDG | 600 | 500 | 2.03 1 RGSM 660.50 20 HDG | 600 | 500 | 2.71 1
RGSM 660.45 15 HDG | 600 | 450 | 1.99 1 RGSM 660.45 20 HDG | 600 | 450 | 2.65 1
| RGSM 660.40 15 HDG | 600 | 400 | 1.95 1 | RGSM 660.40 20 HDG | 600 | 400 2.60 1
RGSM 660.30 15 HDG | 600 | 300 | 1.87 RGSM 660.30 20 HDG | 600 | 300 | 2.49
RGSM 660.25 15 HDG | 600 | 250 | 1.82 RGSM 660.25 20 HDG | 600 | 250 | 2.43
RGSM 660.20 15 HDG | 600 | 200 | 1.78 RGSM 660.20 20 HDG | 600 | 200 | 2.38
RGSM 660.15 15 HDG | 600 150 74 1 RGSM 660.15 20 HDG | 600 | 150 2.32 1
RGSM 660.10 15 HDG | 600 100 .70 1 RGSM 660.10 20 HDG | 600 | 100 2.27 1
RGSM 675.60 15 HDG | 750 600 | 2.24 1 RGSM 675.60 20 HDG | 750 | 600 2.98 1
RGSM 675.50 15 HDG | 750 | 500 | 2.15 1 RGSM 675.50 20 HDG | 750 | 500 | 2.87 1
RGSM 675.45 15 HDG | 750 | 450 | 2.11 1 RGSM 675.45 20 HDG | 750 | 450 2.82 1
RGSM 675.40 15 HDG | 750 | 400 | 2.07 1 RGSM 675.40 20 HDG | 750 | 400 2.76 1
RGSM 675.30 15 HDG | 750 | 300 | 1.99 RGSM 675.30 20 HDG | 750 | 300 | 2.65
RGSM 675.20 15 HDG | 750 | 200 | 1.91 RGSM 675.20 20 HDG | 750 | 200 | 2.54
RGSM 675.15 15 HDG | 750 | 150 | 1.87 RGSM 675.15 20 HDG | 750 | 150 | 2.49
RGSM 690.75 15 HDG | 900 | 750 | 2.48 1 RGSM 690.75 20 HDG | 900 | 750 | 3.31 1
RGSM 690.60 15 HDG | 900 | 600 | 2.36 1 RGSM 690.60 20 HDG | 900 | 600 | 3.14 1
RGSM 690.45 15 HDG | 900 | 450 | 2.24 1 RGSM 690.45 20 HDG | 900 | 450 2.98 1
RGSM 690.30 15 HDG | 900 300 | 2.11 1 RGSM 690.30 20 HDG | 900 | 300 2.82 1
RGSM 690.15 15 HDG | 900 | 150 [ 2.98 RGSM 690.1520 HDG | 900 | 150 | 3.97
RGSM 602.90 15 HDG [ 1200 | 900 | 2.85 RGSM 602.90 20 HDG | 1200 [ 900 | 3.80
RGSM 602.75 15 HDG [ 1200 | 750 | 2.73 RGSM 602.75 20 HDG [ 1200 | 750 | 3.64
RGSM 602.60 15 HDG | 1200 [ 600 | 2.61 RG 602.60 20 HDG 200 | 600 3.47
| RGSM 602.30 15 HDG | 1200 | 300 | 4.49 1 RGSM 602.30 20 HDG 200 | 300 5.99 1
RGSM 602.15 15 HDG [ 1200 | 150 | 4.58 1 RGSM 602.15 20 HDG [ 1200 | 150 | 6.10 1
APPLICATIONS
Cable routing
MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
Available finishes:
Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)
SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 90° Inside Bend of Cable Ladder (stable)

90° Dikey Merdiven lg Biikey Elemani-(Sabit) - Apka hukcupoBaHHas kabenbpocta, BHyTpeHHss 90°

Hot-Dip Galvanized

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width Radius

MIS H60 mm MIS H60 2.0mm
£

MADE IN TURKEY

Width
CODE R CODE ab | R %

mm mm 1pc mm mm 1pc
MIS 610 15 HDG 100 50 | 1.48 MIS 610 20 HDG 100 50 | 1.98 1
MIS 615 15 HDG 150 50 | 1.61 MIS 615 20 HDG 150 50 2.14 1
MIS 620 15 HDG 200 50 | 1.73 MIS 620 20 HDG 200 50 2.31 1
MIS 625 15 HDG 250 150 | 1.85 MIS 625 20 HDG 250 150 | 2.47 1
MIS 630 15 HDG 300 150 | 1.98 MIS 630 20 HDG 300 150 2.63 1
MIS 640 15 HDG 400 150 | 2.22 MIS 640 20 HDG 400 150 2.96 1
MIS 645 15 HDG 450 50 | 2.35 MIS 645 20 HDG 450 50 3.13 1
MIS 650 15 HDG 500 50 | 2.47 MIS 650 20 HDG 500 50 | 3.29 1
MIS 660 15 HDG 600 50 | 2.72 MIS 660 20 HDG 600 50 3.62 1
MIS 670 15 HDG 700 150 | 2.97 MIS 670 20 HDG 700 150 | 3.95 1
MIS 675 15 HDG 750 150 | 3.09 MIS 675 20 HDG 750 150 | 4.12 1
MIS 680 15 HDG 800 150 | 3.21 MIS 680 20 HDG 800 150 4.28 1
MIS 690 15 HDG 900 150 | 3.46 MIS 690 20 HDG 900 150 | 4.61 1
MIS 600 15 HDG 1000 | 150 | 3.71 MIS 600 20 HDG 1000 | 150 | 4.94 1
MIS 602 15 HDG 1200 150 | 4.20 MIS 602 20 HDG 1200 150 5.60 1

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:300
90° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka gpukcupoBarHas kabenbpocra, BHyTperHss 90° paguyc:300

Hot-Dip Galvanized

MISR2... H mm MISR2... H60 2.0mm

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width Radius

Width Radius
CODE a=b R % CODE a=b R %
mm mm 1pc mm mm 1pc
MISR2 610 15 HDG 100 | 300 | 2.68 1 MISR2 610 20 HDG 100 300 | 3.57 1
MISR2 615 15 HDG 150 | 300 | 2.82 1 MISR2 615 20 HDG 150 300 | 3.76 1
MISR2 620 15 HDG 200 300 | 2.96 1 MISR2 620 20 HDG 200 300 | 3.94 1
MISR2 625 15 HDG 250 300 | 3.09 1 MISR2 625 20 HDG 250 300 | 4.12 1
SR2 630 15 HDG 300 300 | 3.23 1 SR2 630 20 HDG 300 300 | 4.31 1
SR2 640 15 HDG 400 | 300 | 3.51 1 SR2 640 20 HDG 400 300 | 4.67 1
SR2 645 15 HDG 450 300 | 3.64 1 SR2 645 20 HDG 450 300 | 4.86 1
SR2 650 15 HDG 500 300 | 3.78 1 SR2 650 20 HDG 500 300 | 5.04 1
MISR2 660 15 HDG 600 300 | 4.06 1 MISR2 660 20 HDG 600 300 | 5.41 1
MISR2 670 15 HDG 700 300 | 4.33 1 MISR2 670 20 HDG 700 300 | 5.78 1
SR2 675 15 HDG 750 300 | 4.47 1 SR2 675 20 HDG 750 300 | 5.96 1
SR2 680 15 HDG 800 300 | 4.61 1 SR2 680 20 HDG 800 300 | 6.14 1
SR2 690 15 HDG 900 | 300 | 4.88 1 SR2 690 20 HDG 900 300 | 6.51 1
MISR2 600 15 HDG 1000 | 300 | 5.16 1 MISR2 600 20 HDG 1000 300 | 6.88 1
MISR2 602 15 HDG 1200 | 300 | 5.71 1 MISR2 602 20 HDG | 1200 | 300 | 7.61 1

MIS H60 HDG

120

MISR2 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:450
90° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:450 - 90° Dikey Merdiven ¢ Biikey Elemant-(Sabit) Radyus:450

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MISR3... H60 rsmm JMISR3... H60 2omn
i iz

MADE IN TURKEY

Width Radius Width Radius
CODE a=b R % CODE a=b R %

mm mm 1pc mm mm 1pc

MISR3 610 15 HDG 100 450 | 3.67 MISR3 610 20 HDG 100 450 | 4.89

MISR3 615 15 HDG 150 450 | 3.86 MISR3 615 20 HDG 150 450 | 5.14

MISR3 620 15 HDG 200 450 | 4.04 MISR3 620 20 HDG 200 450 | 5.38
MISRS 625 15 HDG 250 450 | 4.22 1 MISR3 625 20 HDG 250 450 | 5.63 1
MISR3 630 15 HDG 300 450 | 4.41 1 MISR3 630 20 HDG 300 450 | 5.87 1
MISR3 640 15 HDG 400 450 | 4.77 1 MISR3 640 20 HDG 400 450 | 6.36 1
MISR3 645 15 HDG 450 450 | 4.96 1 MISR3 645 20 HDG 450 450 | 6.61 1
MISR3 650 15 HDG 500 450 | 5.14 1 MISR3 650 20 HDG 500 450 | 6.85 1
MISR3 660 15 HDG 600 450 | 5.51 1 MISR3 660 20 HDG 600 450 | 7.34 1
MISR3 670 15 HDG 700 450 | 5.88 1 MISR3 670 20 HDG 700 450 | 7.83 1
SR3 675 15 HDG 750 450 | 6.06 1 SR3 675 20 HDG 750 450 | 8.08 1
SR3 680 15 HDG 800 450 | 6.24 1 SR3 680 20 HDG 800 450 | 8.32 1
| _MISR3 690 15 HDG 900 450 | 6.61 1 SR3 690 20 HDG 900 450 | 8.81 1
SR3 600 15 HDG 1000 | 450 | 6.98 1 MISR3 600 20 HDG | 1000 | 450 | 9.30 1
MISR3 602 15 HDG 1200 | 450 | 7.71 1 MISR3 602 20 HDG | 1200 | 450 |10.28 1

Vertical 90° Inside Bend of Cable Ladder (stable) Radius:600
90° Dikey Merdiven Ig Biikey Elemani-(Sabit) Radyus:600 - Apka gukcupoBarHas kabenbpocta, BHyTperHss 90° paguyc:600

Hot-Dip Galvanized

MISR4 H mm MlSR4 H60 2.0mm

Width

Radius

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Width Radius

CODE asb | R % CODE ab | R %
mm mm 1pc mm mm_| 1pc
MISR4 610 15 HDG 100 600 [ 4.66 1 MISR4 610 20 HDG 100 600 | 6.22 1
MISR4 615 15 HDG 150 600 | 4.89 1 MISR4 615 20 HDG 150 600 | 6.52 1
MISR4 620 15 HDG 200 600 [ 5.12 1 MISR4 620 20 HDG 200 600 | 6.83 1
MISR4 625 15 HDG 250 600 | 5.35 MISR4 625 20 HDG 250 600 | 7.14
MISR4 630 15 HDG 300 600 | 5.58 SR4 630 20 HDG 300 600 | 7.44
MISR4 640 15 HDG 400 600 | 6.04 SR4 640 20 HDG 400 600 | 8.05
MISR4 645 15 HDG 450 600 | 6.27 SR4 645 20 HDG 450 600 | 8.36
MISR4 650 15 HDG 500 600 | 6.50 1 MISR4 650 20 HDG 500 600 | 8.67 1
MISR4 660 15 HDG 600 600 | 6.96 1 MISR4 660 20 HDG 600 600 | 9.28 1
MISR4 670 15 HDG 700 600 | 7.42 1 MISR4 670 20 HDG 700 600 | 9.89 1
R4 675 15 HDG 750 600 | 7.65 1 SR4 675 20 HDG 750 600 [10.20 1
680 15 HDG 800 600 | 7.88 1 R4 680 20 HDG 800 600 [10.50 1
SR4 690 15 HDG 900 600 | 8.34 1 R4 690 20 HDG 900 600 |11.12 1
MISR4 600 15 HDG 1000 | 600 | 8.80 1 SR4 600 20 HDG 1000 600 [11.73 1
MISR4 602 15 HDG 1200 [ 600 | 9.72 1 SR4 602 20 HDG 1200 600 [12.95 1

MISR3 H60 HDG

MISR4 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 60° Inside Bend of Cable Ladder (stable)

60° Dikey Merdiven I Biikey Elemani-(Sabif) - Apka thukcupoBaHHas kabenspocta, BHyTpeHHss 60°

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS60... H60 mm MIS60... H60 2.0mm
i

Width Radius Width Radius
CODE R % CODE a=b R %
mm 1pc mm mm 1pc
MIS60 610 15 HDG 100 150 | 1.37 1 MIS60 610 20 HDG 100 150 | 1.83 1
MIS60 615 15 HDG 150 150 | 1.49 1 MIS60 615 20 HDG 150 150 | 1.99 1
MIS60 620 15 HDG 200 150 | 1.62 1 MIS60 620 20 HDG 200 150 | 2.16 1
MIS60 625 15 HDG 250 150 | 1.74 1 MIS60 625 20 HDG 250 150 | 2.32 1
S60 630 15 HDG 300 150 | 1.87 1 S60 630 20 HDG 300 150 | 2.49 1
S60 640 15 HDG 400 150 | 2.11 1 S60 640 20 HDG 400 150 | 2.82 1
S60 645 15 HDG 450 150 | 2.24 1 S60 645 20 HDG 450 150 | 2.98 1
S60 650 15 HDG 500 150 | 2.36 1 S60 650 20 HDG 500 150 | 3.14 1
MIS60 660 15 HDG 600 150 | 2.61 1 MIS60 660 20 HDG 600 150 | 3.47 1
MIS60 670 15 HDG 700 150 | 2.85 1 MIS60 670 20 HDG 700 150 | 3.80 1
MIS60 675 15 HDG 750 150 | 2.98 1 MIS60 675 20 HDG 750 150 | 3.97 1
MIS60 680 15 HDG 800 150 | 3.10 1 MIS60 680 20 HDG 800 150 | 4.13 1
MIS60 690 15 HDG 900 150 | 3.35 1 MIS60 690 20 HDG 900 150 | 4.46 1
MIS60 600 15 HDG 1000 | 150 | 3.60 1 MIS60 600 20 HDG 1000 150 | 4.79 1
MIS60 602 15 HDG 1200 [ 150 | 4.09 1 MIS60 602 20 HDG 1200 150 | 5.45 1

Vertical 60° Inside Bend of Cable Ladder (stable) Radius:300
60° Dikey Merdiven I Biikey Elemani-(Sabit) Radyus:300 - Apka hukcupoBaHHas kabenbpocta, BHyTpeHHss 60° paguyc:300

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized

MIS60R2... H60 mm MIS60R2... H60 2.0mm

Width | Radius Width | Radius

CODE ab | R % CODE ash | R %
mm_ | mm | 1pc mm [ mm | 1pc
MIS60R2 610 15 HDG | 100 | 300 | 2.20 1 MIS60R2 610 20 HDG | 100 | 300 | 2.93 1
MIS60R2 615 15 HDG | 150 300 | 2.34 1 MIS60R2 615 20 HDG | 150 | 300 | 3.12 1
MIS60R2 620 15 HDG | 200 300 | 2.48 1 MIS60R2 620 20 HDG 200 | 300 | 3.30 1
MIS60R2 625 15 HDG | 250 300 | 2.61 1 MIS60R2 625 20 HDG 250 | 300 | 3.48 1
S60R2 630 15 HDG | 300 | 300 | 2.75 1 | MIS60R2 630 20 HDG | 300 | 300 | 3.67 1
S60R2 640 15 HDG | 400 | 300 | 3.03 1 | MIS60R2 640 20 HDG | 400 | 300 | 4.03 1
S60R2 645 15 HDG | 450 300 | 3.16 1 MIS60R2 645 20 HDG 450 | 300 | 4.22 1
S60R2 650 15 HDG | 500 | 300 | 3.03 1 | MIS60R2 650 20 HDG | 500 | 300 | 4.40 1
MIS60R2 660 15 HDG | 600 300 | 3.58 1 MIS60R2 660 20 HDG 600 | 300 | 4.77 1
MIS60R2 670 15 HDG | 700 300 | 3.85 1 MIS60R2 670 20 HDG 700 | 300 | 5.14 1
S60R2 675 15 HDG | 750 300 | 3.99 1 IS60R2 675 20 HDG 750 | 300 | 5.32 1
S60R2 680 15 HDG | 800 300 | 4.13 1 IS60R2 680 20 HDG 800 | 300 | 5.50 1
S60R2 690 15 HDG | 900 | 300 | 4.40 1 | MIS60R2 690 20 HDG | 900 | 300 | 5.87 1
MIS60R2 600 15 HDG | 1000 | 300 | 4.68 1 MIS60R2 600 20 HDG | 1000 | 300 | 6.24 1
MIS60R2 602 15 HDG | 1200 | 300 | 5.23 1 MIS60R2 602 20 HDG | 1200 | 300 | 6.97 1

MADE IN TURKEY

MIS60 H60 HDG

MIS60R2 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 60° Inside Bend of Cable Ladder (stable) Radius:450
60° Dikey Merdiven I Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHyTpeHHss 60° paguyc:450

|Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS60RS... H60 mm MIS60R3... H60 2.0mm

Width | Radius Width | Radius
CODE ah | R % CODE ab | R %

mm mm 1pc mm mm 1pc
MIS60R3 610 15 HDG | 100 | 450 | 2.79 1 MIS60R3 610 20 HDG | 100 | 450 | 3.71 1
MIS60R3 615 15 HDG | 150 | 450 | 2.92 1 MIS60R3 615 20 HDG | 150 | 450 | 3.90 1
MIS60R3 620 15 HDG 200 | 450 | 3.06 1 MIS60R3 620 20 HDG 200 | 450 4.08 1
MIS60R3 625 15 HDG | 250 | 450 | 3.20 1 MIS60R3 625 20 HDG | 250 | 450 | 4.26 1
IS60R3 630 15 HDG 300 | 450 | 3.34 1 | MIS60R3 630 20 HDG 300 | 450 | 4.45 1
IS60R3 640 15 HDG 400 | 450 | 3.61 1 | MIS60R3 640 20 HDG 400 | 450 | 4.81 1
| MIS60R3 645 15 HDG 450 | 450 | 3.75 1 | MIS60R3 645 20 HDG 450 | 450 5.00 1
IS60R3 650 15 HDG | 500 | 450 | 3.89 1 | MIS60R3 650 20 HDG 500 | 450 | 5.18 1
MIS60R3 660 15 HDG 600 | 450 | 4.16 1 MIS60R3 660 20 HDG 600 | 450 5.55 1
MIS60R3 670 15 HDG | 700 | 450 | 4.44 1 MIS60R3 670 20 HDG [ 700 | 450 | 5.92 1
MIS60R3 675 15 HDG | 750 | 450 | 4.58 1 MIS60R3 67520 HDG | 750 | 450 | 6.10 1
MIS60R3 680 15 HDG 800 | 450 | 4.71 1 MIS60R3 680 20 HDG 800 | 450 | 6.28 1
MIS60R3 690 15 HDG | 900 | 450 | 4.99 1 MIS60R3 690 20 HDG [ 900 | 450 | 6.65 1
MIS60R3 600 15 HDG | 1000 | 450 5.27 1 MIS60R3 600 20 HDG | 1000 | 450 | 7.02 1
MIS60R3 602 15 HDG | 1200 | 450 | 5.82 1 MIS60R3 602 20 HDG | 1200 | 450 | 7.75 1

Vertical 60° Inside Bend of Cable Ladder (stable) Radius:600
60° Dikey Merdiven I Biikey Elemani-(Sabit) Radyus:600 - Apka dhukcupoBaHHas kabenbpocta, BHyTpeHHss 60° paguyc:600

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

Hot-Dip Galvanized

MIS60R4... H60 mm MIS60R4... H60 2.0mm

Width | Radius Width Radius

CODE a=b R % CODE a=b R %
mm | mm 1pc mm mm 1pc
MIS60R4 610 15 HDG | 100 | 600 | 3.19 1 MISR4 610 20 HDG 100 600 | 4.25 1
MIS60R4 615 15 HDG | 150 | 600 | 3.38 1 MISR4 615 20 HDG 150 600 | 4.50 1
MIS60R4 620 15 HDG 200 | 600 | 3.56 1 MISR4 620 20 HDG 200 600 | 4.74 1
MIS60R4 625 15 HDG 250 | 600 | 3.74 1 MISR4 625 20 HDG 250 600 4.99 1
S60R4 630 15 HDG 300 | 600 | 3.93 1 SR4 630 20 HDG 300 600 | 5.23 1
S60R4 640 15 HDG | 400 | 600 | 4.29 1 SR4 640 20 HDG 400 600 | 5.72 1
S60R4 645 15 HDG 450 | 600 | 4.48 1 SR4 645 20 HDG 450 600 | 5.97 1
S60R4 650 15 HDG | 500 | 600 | 4.66 1 SR4 650 20 HDG 500 600 | 6.21 1
MIS60R4 660 15 HDG 600 | 600 | 5.03 1 MISR4 660 20 HDG 600 600 | 6.70 1
MIS60R4 670 15 HDG 700 | 600 | 5.40 1 MISR4 670 20 HDG 700 600 7.19 1
S60R4 675 15 HDG 750 | 600 | 5.58 1 SR4 675 20 HDG 750 600 | 7.44 1
S60R4 680 15 HDG 800 | 600 | 5.76 1 SR4 680 20 HDG 800 600 | 7.68 1
S60R4 690 15 HDG | 900 | 600 | 6.13 1 SR4 690 20 HDG 900 600 | 8.17 1
MIS60R4 600 15 HDG | 1000 | 600 | 6.50 1 MISR4 600 20 HDG 1000 600 | 8.66 1
MIS60R4 602 15 HDG | 1200 600 | 7.23 1 MISR4 602 20 HDG 1200 600 | 9.64 1

MADE IN TURKEY

MIS60R3 H60 HDG

MIS60R4 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 45° Inside Bend of Cable Ladder (stable)

45° Dikey Merdiven I Biikey Elemani-(Sabit) - Apka huKcupoBaHHas kabenbpocTa, BHyTpeHHss 45°

Important!

. . To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS45... H60 1.5mm MIS45... H60 2.0mm
i

Width Radius Width Radius

CODE a=b | R % CODE a=b R %
mm mm | 1pc mm mm | 1pc
MIS45 610 15 HDG 100 150 | 0.84 1 MIS45 610 20 HDG 100 150 [ 1.12 1
MIS45 615 15 HDG 150 150 | 0.92 1 MIS45 615 20 HDG 150 150 | 1.23 1
MIS45 620 15 HDG 200 150 1.01 1 MIS45 620 20 HDG 200 150 1.34 1
MIS45 625 15 HDG 250 150 1.09 1 MIS45 625 20 HDG 250 150 1.45 1
MIS45 630 15 HDG 300 150 1.17 1 S45 630 20 HDG 300 150 1.56 1
MIS45 640 15 HDG 400 150 | 1.34 1 S45 640 20 HDG 400 150 | 1.78 1
MIS45 645 15 HDG 450 150 1.42 1 S45 645 20 HDG 450 150 1.89 1
MIS45 650 15 HDG 500 150 | 1.50 1 S45 650 20 HDG 500 150 | 2.00 1
MIS45 660 15 HDG 600 150 1.67 1 MIS45 660 20 HDG 600 150 | 2.22 1
MIS45 670 15 HDG 700 150 1.83 1 MIS45 670 20 HDG 700 150 | 2.44 1
MIS45 675 15 HDG 750 150 1.91 1 MIS45 675 20 HDG 750 150 | 2.55 1
MIS45 680 15 HDG 800 150 | 1.99 1 MIS45 680 20 HDG 800 150 | 2.66 1
MIS45 690 15 HDG 900 150 | 2.16 1 MIS45 690 20 HDG 900 150 | 2.88 1
MIS45 600 15 HDG 1000 150 | 2.32 1 MIS45 600 20 HDG 1000 150 | 3.10 1
MIS45 602 15 HDG 1200 150 | 2.65 1 MIS45 602 20 HDG 1200 150 | 3.54 1

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:300
45° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka dpukcupoBaHHas kabenbpocTa, BHyTperHss 45° paguyc:300

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS45R2... H60 mm MIS45R2... H60 2.0mm
i

Width | Radius Width Radius

CODE a=b R % CODE a=b R %
mm mm 1pc mm mm 1pc
MIS45R2 610 15 HDG | 100 | 300 | 1.63 1 MIS45R2 610 20 HDG| 100 300 | 2.17 1
MIS45R2 615 15 HDG | 150 | 300 | 1.72 1 MIS45R2 615 20 HDG| 150 300 | 2.29 1
MIS45R2 620 15 HDG | 200 | 300 1.81 1 MIS45R2 620 20 HDG | 200 300 | 2.41 1
MIS45R2 625 15 HDG | 250 | 300 [ 1.90 1 MIS45R2 625 20 HDG| 250 300 | 2.54 1
S45R2 630 15 HDG | 300 | 300 | 2.00 1 MIS45R2 630 20 HDG| 300 300 | 2.66 1
S45R2 640 15 HDG | 400 | 300 | 2.18 1 MIS45R2 640 20 HDG | 400 300 | 2.90 1
S45R2 645 15 HDG | 450 | 300 [ 2.27 1 MIS45R2 645 20 HDG | 450 300 | 3.03 1
S45R2 650 15 HDG | 500 | 300 | 2.36 1 MIS45R2 650 20 HDG | 500 300 | 3.15 1
MIS45R2 660 15 HDG | 600 | 300 | 2.55 1 MIS45R2 660 20 HDG | 600 300 | 3.39 1
MIS45R2 670 15 HDG | 700 | 300 [ 2.73 1 MIS45R2 670 20 HDG | 700 300 | 3.64 1
S45R2 675 15 HDG | 750 | 300 | 2.82 1 S45R2 675 20 HDG| 750 300 | 3.76 1
S45R2 680 15 HDG | 800 | 300 | 2.91 1 S45R2 680 20 HDG| 800 300 | 3.88 1
S45R2 690 15 HDG | 900 | 300 | 3.10 1 S45R2 690 20 HDG | 900 300 | 4.13 1
MIS45R2 600 15 HDG | 1000 | 300 | 3.28 1 MIS45R2 600 20 HDG| 1000 300 | 4.37 1
MIS45R2 602 15 HDG | 1200 | 300 | 3.65 1 MIS45R2 602 20 HDG| 1200 300 | 4.86 1

mIK

MADE IN TURKEY

MIS45 H60 HDG

85 120

MIS45R2 60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:450
45° Dikey Merdiven Ig Biikey Elemani-(Sabit) Radyus:450 - Apka dpukcnpoBaHHas kabenbpocTa, BHyTperHss 45° paguyc:450

mIK

MADE IN TURKEY

MIS45R3 H60 HDG

Important!
To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS45R3... H60 1.5mm MIS45R3... H60 2.0mm

Width | Radius Width | Radius
CODE asb | R % CODE a=b R @ %
mm [ mm | 1pc mm | mm [ 1pc

MIS45R3 610 15 HDG | 100 | 450 1.99 1 MIS45R3 610 20 HDG | 100 | 450 | 2.65 1

MIS45R3 615 15 HDG | 150 | 450 | 2.13 1 MIS45R3 615 20 HDG | 150 | 450 | 2.84 1

MIS45R3 620 15 HDG | 200 [ 450 2.27 1 MIS45R3 620 20 HDG | 200 450 | 3.02 1

MIS45R3 625 15 HDG | 250 [ 450 2.40 1 MIS45R3 625 20 HDG | 250 450 | 3.20 1

MIS45R3 630 15 HDG | 300 | 450 2.54 1 MIS45R3 630 20 HDG | 300 450 | 3.39 1

MIS45R3 640 15 HDG | 400 | 450 | 2.82 1 MIS45R3 640 20 HDG | 400 | 450 | 3.75 1
|_MIS45R3 645 15 HDG | 450 | 450 2.95 1 MIS45R3 645 20 HDG | 450 | 450 | 3.94 1

MIS45R3 650 15 HDG | 500 | 450 | 3.09 1 MIS45R3 650 20 HDG | 500 | 450 | 4.12 1 h

MIS45R3 660 15 HDG | 600 | 450 3.37 1 MIS45R3 660 20 HDG | 600 450 | 4.49 1

MIS45R3 670 15 HDG | 700 [ 450 3.64 1 MIS45R3 670 20 HDG | 700 450 | 4.86 1

MIS45R3 675 15 HDG | 750 | 450 3.78 1 MIS45R3 675 20 HDG | 750 450 | 5.04 1

MIS45R3 680 15 HDG | 800 | 450 3.92 1 MIS45R3 680 20 HDG | 800 450 | 5.22 1

MIS45R3 690 15 HDG | 900 | 450 | 4.19 1 MIS45R3 690 20 HDG | 900 450 | 5.59 1

MIS45R3 600 15 HDG | 1000 | 450 | 4.47 1 MIS45R3 600 20 HDG | 1000 | 450 5.96 1

MIS45R3 602 15 HDG | 1200 | 450 5.02 1 MIS45R3 602 20 HDG | 1200 | 450 | 6.69 1

Vertical 45° Inside Bend of Cable Ladder (stable) Radius:600 MIS45R4 HEO HDG

45° Dikey Merdiven i Biikey Elemani-(Sabit) Radyus:600 - Apka dKcHpoBaHHas! kabenbpocTa, BHyTpeHHss 45° pagmyc:600

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MIS45R4... H60 5mm MIS45R4... H60 2.0mm
Width | Radius Width | Radius
cone s | R | A % cobe = | R & f’t
mm | mm | 1pc mm [ mm 1pc
MIS45R4 610 15 HDG | 100 | 600 | 2.29 1 MIS45R4 610 20 HDG | 100 | 600 | 3.05 1
MIS45R4 615 15 HDG | 150 | 600 | 2.43 1 MIS45R4 615 20 HDG | 150 | 600 | 3.24 1 APPUCAﬂONS
MIS45R4 620 15 HDG | 200 | 600 | 2.57 1 MIS45R4 620 20 HDG | 200 | 600 | 3.42 1 Cable routing
MIS45R4 625 15 HDG | 250 | 600 | 2.70 MIS45R4 625 20 HDG | 250 | 600 | 3.60
MIS45R4 630 15 HDG | 300 | 600 | 2.84 S45R4 630 20 HDG | 300 | 600 | 3.79 MATERIAL
MIS45R4 640 15 HDG | 400 | 600 | 3.12 S45R4 640 20 HDG | 400 | 600 | 4.15 HDG-steel, hot-dip galv. to TS-EN I1SO 1461:2011 (HDG)
MIS45R4 645 15 HDG | 450 | 600 | 3.25 S45R4 645 20 HDG | 450 | 600 | 4.34 . .
MIS45R4 650 15 HDG | 500 | 600 | 3.39 1 MIS45R4 650 20 HDG | 500 | 600 | 4.52 1 Available finishes:
MIS45R4 660 15 HDG | 600 | 600 | 3.67 1 MIS45R4 660 20 HDG | 600 | 600 | 4.89 1 Steel, strip-galv. acc. to the Sendzimir method
MIS45R4 670 15 HDG | 700 | 600 | 3.94 1 MIS45R4 670 20 HDG | 700 | 600 | 5.26 1 to TS-EN 10346:2011 (PG)
MIS45R4 675 15 HDG | 750 | 600 | 4.08 1 45R4 675 20 HDG | 750 | 600 | 5.44 1 SS- stainless steel AISI 304L and AISI 316L (SS)
MIS45R4 680 15 HDG | 800 | 600 | 4.22 1 45R4 680 20 HDG | 800 | 600 | 5.62 1 EP- powder coating in a full range of colours (RAL)
MIS45R4 690 15 HDG | 900 | 600 | 4.49 1 45R4 690 20 HDG | 900 | 600 | 5.99 1
MIS45R4 600 15 HDG [1000| 600 [ 4.77 1 45R4 600 20 HDG [ 1000 [ 600 | 6.36 1 Thickn. (ga) [mm]:
MIS45R4 602 15 HDG 1200 600 | 5.32 1 45R4 602 20 HDG | 1200 | 600 | 7.09 1




Cable Ladder Systems of Side Height 60

@ (€

Vertical 30° Inside Bend of Cable Ladder (stable)

30° Dikey Merdiven I Biikey Elemani-(Sabit) - Apka hukcupoBaHHas kabenspocra, BHyTpeHHss 30°

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30... H60 1.5mm MIS30... H60 2.0mm
i

Width Radius Width Radius
CODE a=b R % CODE a=b R %

mm mm 1pc mm mm 1pc
MIS30 610 15 HDG 100 150 | 0.84 1 MIS30 610 20 HDG 100 150 | 1.12 1
MIS30 615 15 HDG 150 150 | 0.92 1 MIS30 615 20 HDG 150 150 | 1.23 1
MIS30 620 15 HDG 200 150 1.01 1 MIS30 620 20 HDG 200 150 | 1.34 1
MIS30 625 15 HDG 250 150 | 1.09 1 MIS30 625 20 HDG 250 150 | 1.45 1
MIS30 630 15 HDG 300 150 [ 1.17 1 S30 630 20 HDG 300 150 | 1.56 1
MIS30 640 15 HDG 400 150 | 1.34 1 S30 640 20 HDG 400 150 | 1.78 1
MIS30 645 15 HDG 450 150 | 1.42 1 S30 645 20 HDG 450 150 | 1.89 1
MIS30 650 15 HDG 500 150 | 1.50 1 S30 650 20 HDG 500 150 | 2.00 1
MIS30 660 15 HDG 600 150 | 1.67 1 MIS30 660 20 HDG 600 150 | 2.22 1
MIS30 670 15 HDG 700 150 | 1.83 1 MIS30 670 20 HDG 700 150 | 2.44 1
MIS30 675 15 HDG 750 150 1.91 1 MIS30 675 20 HDG 750 150 | 2.55 1
MIS30 680 15 HDG 800 150 | 1.99 1 MIS30 680 20 HDG 800 150 | 2.66 1
MIS30 690 15 HDG 900 150 | 2.16 1 MIS30 690 20 HDG 900 150 | 2.88 1
MIS30 600 15 HDG 1000 150 | 2.32 1 MIS30 600 20 HDG 1000 150 | 3.10 1
MIS30 602 15 HDG 1200 150 | 2.65 1 MIS30 602 20 HDG 1200 150 | 3.54 1

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:300
30° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:300 - Apka gpukcupoBarHas kabenbpocra, BHyTperHss 30° paguyc:300

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30R2... H60 1.5mm MIS30R2... H60 2.0mm

Width | Radius Width | Radius
CODE a=b R % CODE a=b R %
mm [ mm 1pc mm mm 1pc
MIS30R2 610 15 HDG | 100 | 300 | 1.15 1 MIS30R2 610 20 HDG | 100 | 300 | 1.53 1
MIS30R2 615 15 HDG | 150 | 300 | 1.24 1 MIS30R2 615 20 HDG | 150 | 300 | 1.65 1
MIS30R2 620 15 HDG | 200 | 300 1.33 1 MIS30R2 620 20 HDG | 200 300 | 1.77 1
MIS30R2 625 15 HDG | 250 | 300 1.42 1 MIS30R2 625 20 HDG | 250 300 | 1.90 1
MIS30R2 630 15 HDG | 300 | 300 | 1.52 1 MIS30R2 630 20 HDG | 300 | 300 | 2.02 1
MIS30R2 640 15 HDG | 400 | 300 | 1.70 1 MIS30R2 640 20 HDG | 400 | 300 | 2.26 1
MIS30R2 645 15 HDG | 450 | 300 1.79 1 MIS30R2 645 20 HDG | 450 300 | 2.39 1
MIS30R2 650 15 HDG | 500 | 300 | 1.88 1 MIS30R2 650 20 HDG | 500 | 300 | 2.51 1
MIS30R2 660 15 HDG | 600 | 300 | 2.07 1 MIS30R2 660 20 HDG | 600 300 | 2.75 1
MIS30R2 670 15 HDG | 700 | 300 | 2.25 1 MIS30R2 670 20 HDG | 700 300 | 3.00 1
MIS30R2 675 15 HDG | 750 | 300 | 2.34 1 S30R2 675 20 HDG | 750 300 | 3.12 1
MIS30R2 680 15 HDG | 800 | 300 | 2.43 1 0OR2 680 20 HDG | 800 300 | 3.24 1
| MIS30R2 690 15 HDG | 900 | 300 [ 2.62 1 S30R2 690 20 HDG | 900 300 | 3.49 1
MIS30R2 600 15 HDG | 1000 | 300 | 2.80 1 MIS30R2 600 20 HDG [1000 | 300 | 3.73 1
MIS30R2 602 15 HDG | 1200 | 300 | 3.17 1 MIS30R2 602 20 HDG | 1200 | 300 | 4.22 1

MADE IN TURKEY

MIS30 H50 HDG

o O
o O

=

MIS30R2 H60 HDG

30°

125

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:450
30° Dikey Merdiven Ig Biikey Elemani-(Sabit) Radyus:450 - Apka dukcnpoBaHHas kabenbpocTa, BHyTperHss 30° paguyc:450

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30R3... H60 1.5mm MIS30R3... H60 2.0mm
i

Width | Radius

Width | Radius
CODE ab | R % CODE ab | R %

mm | mm | 1pc mm | mm | 1pc
MIS30R3 610 15 HDG 100 [ 450 | 1.10 1 MIS30R3 610 20 HDG | 100 | 450 | 1.47 1
MIS30R3 615 15 HDG 150 | 450 | 1.20 1 MIS30R3 615 20 HDG | 150 | 450 | 1.59 1
MIS30R3 620 15 HDG 200 | 450 | 1.29 1 MIS30R3 620 20 HDG | 200 | 450 | 1.71 1
MIS30R3 625 15 HDG 250 | 450 | 1.38 1 MIS30R3 625 20 HDG | 250 | 450 | 1.84 1
MIS30R3 630 15 HDG 300 | 450 | 1.47 1 MIS30R3 630 20 HDG | 300 | 450 | 1.96 1
MIS30R3 640 15 HDG 400 | 450 | 1.65 1 MIS30R3 640 20 HDG | 400 | 450 | 2.20 1
MIS30R3 645 15 HDG 450 | 450 | 1.75 1 MIS30R3 645 20 HDG | 450 | 450 | 2.33 1
MIS30R3 650 15 HDG 500 | 450 | 1.84 1 MIS30R3 650 20 HDG | 500 | 450 | 2.45 1
MIS30R3 660 15 HDG 600 | 450 | 2.02 1 MIS30R3 660 20 HDG | 600 | 450 | 2.69 1
MIS30R3 670 15 HDG 700 | 450 | 2.21 1 MIS30R3 670 20 HDG | 700 | 450 | 2.94 1
MIS30R3 675 15 HDG 750 | 450 | 2.30 1 MIS30R3 675 20 HDG | 750 | 450 | 3.06 1
MIS30R3 680 15 HDG 800 | 450 | 2.39 1 MIS30R3 680 20 HDG | 800 | 450 | 3.18 1
MIS30R3 690 15 HDG 900 | 450 | 2.57 1 MIS30R3 690 20 HDG | 900 | 450 | 3.43 1
MIS30R3 600 15 HDG | 1000 | 450 | 2.76 1 MIS30R3 600 20 HDG |1000| 450 | 3.67 1
MIS30R3 602 15 HDG | 1200 | 450 | 3.12 1 MIS30R3 602 20 HDG |1200| 450 | 4.16 1

Vertical 30° Inside Bend of Cable Ladder (stable) Radius:600
30° Dikey Merdiven I¢ Biikey Elemani-(Sabit) Radyus:600 - Apka dpukcupoBarHas kabenbpocta, BHyTperHss 30° paguyc:600

Important!

) ) To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MIS30R4... H60 mm MIS30R4... H60 2.0mm

Width | Radius

Width | Radius
CODE a=b R % CODE a=b R %

mm [ mm 1pc mm mm 1pc
MIS30R4 610 15 HDG | 100 | 600 | 1.48 1 MIS30R4 610 20 HDG | 100 | 600 | 1.97 1
MIS30R4 615 15 HDG | 150 | 600 | 1.62 1 MIS30R4 615 20 HDG | 150 | 600 | 2.16 1
MIS30R4 620 15 HDG 200 | 600 | 1.76 1 MIS30R4 620 20 HDG | 200 | 600 | 2.34 1
MIS30R4 625 15 HDG 250 | 600 | 1.89 1 MIS30R4 625 20 HDG | 250 | 600 | 2.52 1
MIS30R4 630 15 HDG | 300 | 600 | 2.03 1 S30R4 630 20 HDG | 300 | 600 | 2.71 1
MIS30R4 640 15 HDG | 400 | 600 | 2.31 1 S30R4 640 20 HDG | 400 | 600 | 3.07 1
MIS30R4 645 15 HDG 450 | 600 | 2.44 1 S30R4 645 20 HDG | 450 | 600 | 3.26 1
MIS30R4 650 15 HDG 500 | 600 | 2.58 1 S30R4 650 20 HDG | 500 | 600 | 3.44 1
MIS30R4 660 15 HDG 600 | 600 | 2.86 1 MIS30R4 660 20 HDG | 600 | 600 | 3.81 1
MIS30R4 670 15 HDG 700 | 600 | 3.13 1 MIS30R4 670 20 HDG | 700 | 600 | 4.18 1
MIS30R4 675 15 HDG 750 | 600 | 3.27 1 S30R4 67520 HDG | 750 | 600 | 4.36 1
MIS30R4 680 15 HDG 800 | 600 | 3.41 1 S30R4 680 20 HDG | 800 | 600 | 4.54 1
MIS30R4 690 15 HDG 900 | 600 | 3.68 1 S30R4 690 20 HDG | 900 | 600 [ 4.91 1
MIS30R4 600 15 HDG | 1000 | 600 | 3.96 1 MIS30R4 600 20 HDG | 1000 | 600 | 5.28 1
MIS30R4 602 15 HDG | 1200 | 600 | 4.51 1 MIS30R4 602 20 HDG | 1200 | 600 | 6.01 1

MADE IN TURKEY

MIS30R3 H60 HDG

30° 125

MIS30R4 H60 HDG

30° 125

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

Vertical 90° Outside Bend of Cable Ladder (stable)

90° Dikey Merdiven Dis Biikey Elemani-(Sabit) - Apka hukcupoBaHHasi kabenbpocta, BHewuHss 90°

MADE IN TURKEY

MDS H60 HDG

Important!
To install cable ladder bends use couplers KBE and = 9
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 o o
. H60 1.5mm . H60 2.0mm
Width Radius Width Radius
CODE a=b | R % CODE a=b R %
mm mm | 1pc mm mm | 1pc
MDS 610 15 HDG 100 150 | 1.48 1 MDS 610 20 HDG 100 150 | 1.98 1
MDS 615 15 HDG 150 150 | 1.61 1 MDS 615 20 HDG 150 150 | 2.14 1 U D
MDS 620 15 HDG 200 150 | 1.73 1 MDS 620 20 HDG 200 150 2.31 1
MDS 625 15 HDG 250 150 | 1.85 1 MDS 625 20 HDG 250 150 2.47 1 U U
MDS 630 15 HDG 300 150 | 1.98 1 | _MDS 630 20 HDG 300 150 2.63 1 -~ ~
MDS 640 15 HDG 400 150 | 2.22 1 | _MDS 640 20 HDG 400 150 | 2.96 1 121 105 h
MDS 645 15 HDG 450 150 | 2.35 1 | _MDS 645 20 HDG 450 150 3.13 1
MDS 650 15 HDG 500 150 | 2.47 1 | _MDS 650 20 HDG 500 150 | 3.29 1
MDS 660 15 HDG 600 150 | 2.72 1 MDS 660 20 HDG 600 150 3.62 1
MDS 670 15 HDG 700 150 | 2.97 1 MDS 670 20 HDG 700 150 3.95 1
MDS 675 15 HDG 750 | 150 | 3.09 | 1 MDS 675 20 HDG 750 | 150 | 412 | 1 MDSR2 H60 HDG
MDS 680 15 HDG 800 150 | 3.21 1 MDS 680 20 HDG 800 150 | 4.28 1
MDS 690 15 HDG 900 150 | 3.46 1 MDS 690 20 HDG 900 150 | 4.61 1
MDS 600 15 HDG 1000 150 | 3.71 1 MDS 600 20 HDG 1000 150 | 4.94 1
MDS 602 15 HDG 1200 150 | 4.20 1 MDS 602 20 HDG 1200 150 5.60 1

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:300
90° Dikey Merdiven Dig Biikey Eleman-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocta, BHewurss 90° paguyc:300

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDSR2... H60 m MDSR2... H60 2.0mm
Width Radius = Width Radius =
CODE a=h R ﬁ CODE a=h R ﬁ
mm mm | 1pc mm mm | 1pc
MDSR2 610 15 HDG | 100 | 300 | 2.68 | 1 MDSR2 610 20 HDG | 100 | 300 | 3.57 | 1
MDSR2 615 15 HDG | 150 | 300 | 2.82 | 1 || MDSR2 61520 HDG | 150 | 300 | 3.76 | 1
MDSR2 620 15 HDG | 200 | 300 | 2.96 | 1 MDSR2 620 20 HDG | 200 | 300 | 3.94 | 1 APPLICATIONS
MDSR2 625 15 HDG |_250 | 300 | 3.09 | 1 MDSR2 625 20 HDG | _250 | 300 | 4.12 | 1 Cable routing
[ MDSR2 630 15 HDG | 300 | 300 | 3.23 | 1 || MDSR2 630 20 HDG | 300 | 300 | 4.31 | 1
[ MDSR2 640 15 HDG | 400 | 300 | 3.51 | 1 || MDSR2 640 20 HDG | 400 | 300 | 4.67 | 1 MATERIAL
[ MDSR2 645 15 HDG | 450 | 300 | 3.64 | 1 | [ MDSR2645 20 HDG | 450 | 300 | 4.86 | 1 ) )
MDSR2 650 15 HDG |_500 | 300 | 3.78 | 1 DSR2 650 20 HDG | 500 | 300 | 5.04 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MDSR2 660 15 HDG | _600 | 300 | 4.06 | 1 MDSR2 660 20 HDG | 600 | 300 | 541 1 Available finishes:
MDSR2 670 15 HDG | 700 | 300 | 4.33 | 1 MDSR2 670 20 HDG | 700 | 300 | 5.78 | 1 . -
[ MDSR2 675 15 HDG | 750 | 300 | 4.47 | 1 || MDSR2 67520 HDG | 750 | 300 | 5.96 | 1 g?%_é}\‘"ﬁggzgggﬁ'f‘(ﬁge) Sendzimir method
[ MDSR2 680 15 HDG | 800 | 300 | 467 | 1 || MDSR2 680 20 HDG | 800 | 300 | 6.14 | 1 Ss- stainless stosl AISI 304L and AISI 316L (SS)
MDSR2 690 15 HDG | 900 | 300 | 4.88 | 1 DSR2 690 20 HDG | 900 | 300 | 651 1 g > A
MDSR2 600 15 HDG | 1000 | 300 | 5.16 | 1 MDSR2 600 20 HDG | 1000 | 300 | 6.88 | 1 EP- powder coating in  full range of colours (RAL)
MDSR2 602 15 HDG | 1200 | 300 | 571 | 1 MDSR2 602 20 HDG | 1200 | 300 | 7.61 | 1 Thickn (ga) [mrml:




Cable Ladder Systems of Side Height 60

® CE &

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:450
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHewurss 90° paguyc:450

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and

screw sets CFS M6 or CFS M8

mIK

MADE IN TURKEY

MDSR3... H60 MDSRS... H60 2.0mm
co i Radius co Width Radius ‘/>
DE = DE =
ranntw) mRm 1pc .@ ?nrg an 1pc .@
MDSR3 610 15 HDG 100 450 | 3.17 1 MDSR3 610 20 HDG 100 450 | 4.89 1
MDSRS3 615 15 HDG 150 450 | 3.86 MDSRS3 615 20 HDG 150 450 5.14
MDSR3 620 15 HDG 200 | 450 | 4.04 MDSR3 620 20 HDG 200 450 | 5.38
MDSR3 625 15 HDG 250 450 | 4.22 MDSR3 625 20 HDG 250 450 5.63
MDSR3 630 15 HDG 300 450 4.41 1 MDSR3 630 20 HDG 300 450 5.87 1
MDSR3 640 15 HDG 400 450 | 4.77 1 MDSR3 640 20 HDG 400 450 6.36 1
MDSR3 645 15 HDG 450 | 450 | 4.96 1 MDSR3 645 20 HDG 450 450 | 6.61 1
MDSR3 650 15 HDG 500 450 | 5.14 1 MDSR3 650 20 HDG 500 450 6.85 1
MDSR3 660 15 HDG 600 | 450 | 5.51 1 MDSR3 660 20 HDG 600 450 | 7.34 1
MDSR3 670 15 HDG 700 450 | 5.88 1 MDSR3 670 20 HDG 700 450 7.83 1
| MDSR3 675 15 HDG 750 450 | 6.06 MDSR3 675 20 HDG 750 450 8.08
| MDSR3 680 HDG 800 450 | 6.24 MDSR3 680 20 HDG 800 450 8.32
MDSR3 690 HDG 900 450 6.61 MDSR3 690 20 HDG 900 450 8.81
| MDSR3 600 HDG 1000 | 450 | 6.98 1 MDSR3 600 20 HDG 1000 450 9.30 1
MDSR3 602 HDG 1200 | 450 7.71 1 MDSR3 602 20 HDG 1200 450 ]10.28 1

Vertical 90° Outside Bend of Cable Ladder (stable) Radius:600
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocta, BHewurss 90° paguyc:600

Hot-Dip Galvanized

MDSR4... H60 m MDSR4... H60 2.0mm
£\

Important!

To install cable ladder bends use couplers KBE and

screw sets CFS M6 or CFS M8

copE Width | Radius ‘/> copE W\dlll; Radius ‘/>

?nrg mRm 1pc .@ ?nm an 1pc .@
MDSR4 610 15 HDG 100 600 | 4.66 1 MDSR4 610 20 HDG 100 | 600 | 6.22 1
MDSR4 615 15 HDG 150 600 | 4.89 1 MDSR4 615 20 HDG 150 | 600 | 6.52 1
MDSR4 620 15 HDG 200 | 600 | 5.12 1 MDSR4 620 20 HDG 200 | 600 | 6.83 1
MDSR4 625 15 HDG 250 | 600 | 5.35 1 MDSR4 625 20 HDG 250 | 600 | 7.14 1
MDSR4 630 15 HDG 300 600 | 5.58 1 MDSR4 630 20 HDG 300 | 600 | 7.44 1
MDSR4 640 15 HDG 400 | 600 | 6.04 1 MDSR4 640 20 HDG 400 | 600 | 8.05 1
MDSR4 645 15 HDG 450 | 600 | 6.27 1 MDSR4 645 20 HDG 450 | 600 | 8.36 1
MDSR4 650 15 HDG 500 600 | 6.50 1 MDSR4 650 20 HDG 500 | 600 | 8.67 1
MDSR4 660 15 HDG 600 600 | 6.96 1 MDSR4 660 20 HDG 600 | 600 | 9.28 1
MDSR4 670 15 HDG 700 600 | 7.42 1 MDSR4 670 20 HDG 700 | 600 | 9.89 1
MDSR4 675 15 HDG 750 600 | 7.65 1 MDSR4 675 20 HDG 750 | 600 |10.20 1
MDSR4 680 15 HDG 800 600 | 7.88 1 MDSR4 680 20 HDG 800 | 600 |10.50 1
| MDSR4 690 15 HDG 900 600 | 8.34 1 | MDSR4 690 20 HDG 900 | 600 [11.12 1
DSR4 600 15 HDG 1000 | 600 | 8.80 1 DSR4 600 20 HDG 1000 | 600 | 11.73 1
DSR4 602 15 HDG 1200 | 600 | 9.72 1 DSR4 602 20 HDG 1200 | 600 |12.95 1

MDSR3 H60 HDG

MDSR4 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 60° Outside Bend of Cable Ladder (stable)

60° Dikey Merdiven Dig Biikey Elemant-(Sabit) - Apka cukcupoBaHHas kabenbpocta, BHewwHss 60°

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MDS60... H60 S60... H60 2.0mm
Width Radius Width Radius
CODE asb | R % CODE ab | R %
mm mm 1pc mm mm 1pc
MDS60 610 15 HDG 100 150 | 1.37 1 MDS60 610 20 HDG | 100 150 | 1.83 1
MDS60 615 15 HDG | 150 150 | 1.49 1 MDS60 615 20 HDG | 150 150 | 1.99 1
MDS60 620 15 HDG 200 150 | 1.62 1 MDS60 620 20 HDG 200 150 | 2.16 1
MDS60 625 15 HDG 250 150 | 1.74 1 MDS60 625 20 HDG 250 150 | 2.32 1
MDS60 630 15 HDG 300 150 | 1.87 1 MDS60 630 20 HDG 300 150 | 2.49 1
MDS60 640 15 HDG 400 | 150 | 2.11 1 MDS60 640 20 HDG | 400 150 | 2.82 1
MDS60 645 15 HDG 450 150 | 2.24 1 MDS60 645 20 HDG 450 150 | 2.98 1
MDS60 650 15 HDG 500 150 | 2.36 1 MDS60 650 20 HDG | 500 150 | 3.14 1
MDS60 660 15 HDG 600 150 | 2.61 1 MDS60 660 20 HDG 600 150 | 3.47 1
MDS60 670 15 HDG 700 150 | 2.85 1 MDS60 670 20 HDG 700 150 | 3.80 1
MDS60 675 15 HDG 750 150 | 2.98 1 MDS60 675 20 HDG 750 150 | 3.97 1
MDS60 680 15 HDG 800 150 | 3.10 1 MDS60 680 20 HDG | 800 150 | 4.13 1
MDS60 690 15 HDG 900 150 | 3.35 1 MDS60 690 20 HDG 900 150 | 4.46 1
MDS60 600 15 HDG 1000 150 | 3.60 1 MDS60 600 20 HDG | 1000 150 | 4.79 1
MDS60 602 15 HDG 1200 150 | 4.09 1 MDS60 602 20 HDG | 1200 150 | 5.45 1

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:300
60° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka chukcupoBaHHas kabenbpocta, BHewHss 60° paguyc:300

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MADE IN TURKEY

MDS60R2... H6
Width | Radius Width | Radius
CODE a=b | R % CODE a=b | R %
mm | mm [ 1pc mm | mm [ 1pc
MDS60R2 610 15 HDG [ 100 | 300 | 2.20 1 MDS60R2 610 20 HDG [ 100 | 300 | 2.93 1
MDS60R2 615 15 HDG | 150 | 300 | 2.34 1 MDS60R2 615 20 HDG | 150 | 300 | 3.12 1
MDS60R2 620 15 HDG 200 | 300 | 2.48 1 MDS60R2 620 20 HDG 200 | 300 | 3.30 1
MDS60R2 625 15 HDG 250 | 300 | 2.61 1 MDS60R2 625 20 HDG 250 | 300 | 3.48 1
MDS60R2 630 15 HDG | 300 | 300 | 2.75 1 MDS60R2 630 20 HDG | 300 | 300 | 3.67 1
MDS60R2 640 15 HDG | 400 | 300 | 3.03 1 MDS60R2 640 20 HDG | 400 | 300 | 4.03 1
MDS60R2 645 15 HDG 450 | 300 | 3.16 1 MDS60R2 645 20 HDG 450 | 300 | 4.22 1
MDS60R2 650 15 HDG | 500 | 300 | 3.30 1 MDS60R2 650 20 HDG | 500 | 300 | 4.40 1
MDS60R2 660 15 HDG 600 | 300 | 3.58 1 MDS60R2 660 20 HDG 600 | 300 | 4.77 1
MDS60R2 670 15 HDG 700 | 300 | 3.85 1 MDS60R2 670 20 HDG 700 | 300 | 5.14 1
| MDS60R2 675 15 HDG 750 | 300 | 3.99 1 | MDS60R2 675 20 HDG 750 | 300 | 5.32 1
| MDS60R2 680 15 HDG 800 | 300 | 4.13 1 | MDS60R2 680 20 HDG 800 | 300 | 5.50 1
MDS60R2 690 15 HDG 900 | 300 | 4.40 1 MDS60R2 690 20 HDG 900 | 300 | 5.87 1
MDS60R2 600 15 HDG | 1000 | 300 | 4.68 1 MDS60R2 600 20 HDG | 1000 | 300 | 6.24 1
MDS60R2 602 15 HDG | 1200 | 300 | 5.23 1 MDS60R2 602 20 HDG | 1200 [ 300 | 6.97 1

MDS60 H60 HDG

00
QO
135 ! 66 J‘

MDS60R2 H60 HDG

APPLICATIONS
Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:450
90° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHewurss 90° paguyc:450

MADE IN TURKEY

MDS60R3 H60 HDG

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDS60R3... H60 1.5mm MDS60R3... H60 2.0mm 125
| —
Width | Radius Width | Radius —_—
CODE ash | R @ % CODE asb [ R @ % h
mm mm [ 1pc mm mm [ 1pc
MDS60R3 610 15 HDG | 100 | 450 | 2.79 1 MDS60R3 610 20 HDG | 100 | 450 | 3.71 1
MDS60R3 615 15 HDG | 150 | 450 [ 2.92 1 MDS60R3 615 20 HDG | 150 | 450 | 3.90 1
MDS60R3 620 15 HDG | 200 | 450 [ 3.06 | 1 MDS60R3 620 20 HDG | 200 | 450 [ 4.08 | 1
MDS60R3 625 15 HDG | 250 | 450 [ 3.20 [ 1 MDS60R3 625 20 HDG | 250 | 450 [ 4.26 | 1
MDS60R3 630 15 HDG | 300 [ 450 [ 3.34 [ 1 MDS60R3 630 20 HDG | 300 | 450 [ 4.45[ 1
MDS60R3 640 15 HDG | 400 | 450 | 3.61 1 | MDS60R3 640 20 HDG | 400 | 450 | 4.81 1
MDS60R3 645 15 HDG | 450 | 450 [ 3.75| 1 |[ MDS60R3 64520 HDG | 450 | 450 | 5.00 [ 1
MDS60R3 650 15 HDG | 500 | 450 | 3.89 1 MDS60R3 650 20 HDG | 500 | 450 | 5.18 1
MDS60R3 660 15 HDG | 600 | 450 [ 4.16 | 1 MDS60R3 660 20 HDG | 600 | 450 | 555 1
MDS60R3 670 15 HDG | 700 | 450 [ 4.44 [ 1 MDS60R3 670 20 HDG | 700 | 450 | 5.92 1
MDS60R2 675 15 HDG | 750 | 450 [ 4.58 [ 1 MDS60R2 675 20 HDG | 750 | 450 [ 6.10] 1
MDS60R2 680 15 HDG | 800 | 450 [ 4.71 1 MDS60R2 680 20 HDG | 800 | 450 | 6.28 | 1
MDS60R2 690 15 HDG | 900 | 450 [ 499 [ 1 MDS60R2 690 20 HDG | 900 | 450 [ 6.65 | 1
MDS60R2 600 15 HDG [ 1000 | 450 [ 527 [ 1 MDS60R2 600 20 HDG | 1000 | 450 | 7.02 1
MDS60R2 602 15 HDG | 1200 | 450 | 582 1 MDS60R2 602 20 HDG [ 1200 | 450 [ 7.75| 1

Vertical 60° Outside Bend of Cable Ladder (stable) Radius:600 MDS60R4 H60 HDG
60° Dikey Merdiven Dis Biikey Elemani-(Sabit) Radyus:600 - Apka chukcupoBaHHas kabenbpocra, BHewHss 90° paguyc:600

Important!
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDS60RA4... H60 1.5mm MDS60RA4... H60 2.0mm
Width | Radius Width | Radius
cope o | R |2 % cobe ap | R |2 %
mm mm | 1pc mm mm | 1pc

MDS60R4 610 15 HDG | 100 | 600 | 3.48 1 MDS60R4 610 20 HDG | 100 | 600 | 4.63 1

MDS60R4 615 15 HDG | 150 | 600 | 3.66 1 MDS60R4 615 20 HDG | 150 | 600 | 4.88 1 APPUCAT|ONS

MDS60R4 620 15 HDG | 200 | 600 | 3.84 1 MDS60R4 620 20 HDG | 200 | 600 | 5.12 1 Cable routing

MDS60R4 625 15 HDG | 250 | 600 | 4.03 1 MDS60R4 625 20 HDG | 250 | 600 | 5.37 1

[ MDS60R4 630 15 HDG | 300 | 600 | 421 | 1 || MDS60R4 630 20 HDG | 300 | 600 | 5.61 | 1 MATERIAL

| MDS60R4 640 15 HDG | 400 | 600 | 4.58 1 |[[MDS60R4 640 20 HDG | 400 | 600 | 6.10 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
| MDS60R4 645 15 HDG | 450 | 600 | 4.76 1 DS60R4 645 20 HDG | 450 | 600 | 6.35 1

| MDS60R4 650 15 HDG | 500 | 600 | 4.95 1 DS60R4 650 20 HDG | 500 | 600 | 6.59 1 Available finishes:

MDS60R4 660 15 HDG 600 | 600 | 5.31 1 MDS60R4 660 20 HDG | 600 | 600 | 7.08 1 Steel, strip-galv. acc. to the Sendzimir method

MDS60R4 670 15 HDG | 700 | 600 | 5.68 1 MDS60R4 670 20 HDG | 700 | 600 | 7.57 1 to TS-EN 10346:2011 (PG)

MDS60R4 675 15 HDG | 750 | 600 | 5.87 1 MDS60R4 675 20 HDG | 750 | 600 [ 7.82 1 SS- stainless steel AISI 304L and AISI 316L (SS)

MDS60R4 680 15 HDG | 800 | 600 | 6.05 1 MDS60R4 680 20 HDG | 800 [ 600 [ 8.06 1 EP- powder coating in a full range of colours (RAL)

MDS60R4 690 15 HDG | 900 | 600 | 6.42 1 MDS60R4 690 20 HDG | 900 | 600 | 8.55 1

MDS60R4 600 15 HDG | 1000 | 600 | 6.78 1 MDS60R4 600 20 HDG | 1000 | 600 | 9.04 1 Thickn. (ga) [mm]:

MDS60R4 602 15 HDG | 1200 | 600 | 7.52 1 MDS60R4 602 20 HDG | 1200 | 600 [10.02] 1




Cable Ladder Systems of Side Height 60

@ (€

Vertical 45° Outside Bend of Cable Ladder (stable)

45° Dikey Merdiven Dig Biikey Elemani-(Sabit) - Apka huKkcupoBaHHasi kabenbpocTa, BHeLHss 45°

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

DS45 H60 2.0mm

Hot-Dip Galvanized
MDS45... H60

Radius Width | Radius
CODE R % CODE ash | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS45 610 15 HDG 100 | 150 | 0.84 1 MDS45 610 20 HDG 100 | 150 | 1.12 1
MDS45 615 15 HDG 150 | 150 | 0.92 1 MDS45 615 20 HDG 150 | 150 | 1.23 1
MDS45 620 15 HDG 200 150 | 1.01 1 MDS45 620 20 HDG 200 150 | 1.34 1
MDS45 625 15 HDG 250 150 | 1.09 1 MDS45 625 20 HDG 250 150 | 1.45 1
|__MDS45 630 15 HDG 300 150 [ 1.17 1 |__MDS45 630 20 HDG 300 150 | 1.56 1
|__MDS45 640 15 HDG 400 | 150 | 1.34 1 |__MDS45 640 20 HDG 400 | 150 [ 1.78 1
|__MDS45 645 15 HDG 450 150 | 1.42 1 |__MDS45 645 20 HDG 450 150 | 1.89 1
MDS45 650 15 HDG 500 | 150 | 1.50 1 MDS45 650 20 HDG 500 | 150 | 2.00 1
MDS45 660 15 HDG 600 150 | 1.67 1 MDS45 660 20 HDG 600 150 | 2.22 1
MDS45 670 15 HDG 700 150 | 1.83 1 MDS45 670 20 HDG 700 150 | 2.44 1
MDS45 675 15 HDG 750 150 | 1.91 1 MDS45 675 20 HDG 750 150 | 2.55 1
MDS45 680 15 HDG 800 | 150 | 1.99 1 MDS45 680 20 HDG 800 | 150 | 2.66 1
MDS45 690 15 HDG 900 150 | 2.16 1 MDS45 690 20 HDG 900 150 | 2.88 1
MDS45 600 15 HDG 1000 | 150 | 2.32 1 MDS45 600 20 HDG 1000 | 150 | 3.10 1
MDS45 602 15 HDG 1200 | 150 | 2.65 1 MDS45 602 20 HDG 1200 | 150 | 3.54 1

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:300
45° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka hukcupoBaHHas kabenbpocTa, BHewuHss 45° paguyc:300

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

S45R2... H60 2.0mm

Hot-Dip Galvanized
MDS45R2... H6

Width | Radius Width | Radius
CODE asb | R % CODE asb | R %

mm [ mm | 1pc mm [ mm | 1pc
MDS45R2 610 15 HDG 100 | 300 | 1.63 1 MDS45R2 610 20 HDG | 100 | 300 | 2.17 1
MDS45R2 615 15 HDG 150 | 300 | 1.72 1 MDS45R2 615 20 HDG | 150 | 300 | 2.29 1
MDS45R2 620 15 HDG 200 | 300 | 1.81 1 MDS45R2 620 20 HDG | 200 | 300 | 2.41 1
MDS45R2 625 15 HDG 250 | 300 | 1.90 1 MDS45R2 625 20 HDG | 250 | 300 | 2.54 1
5R2 630 15 HDG 300 | 300 | 2.00 1 | MDS45R2 630 20 HDG | 300 | 300 | 2.66 1
5R2 640 15 HDG 400 | 300 | 2.18 1 | MDS45R2 640 20 HDG | 400 | 300 | 2.90 1
5R2 645 15 HDG 450 | 300 | 2.27 1 | MDS45R2 645 20 HDG | 450 | 300 | 3.03 1
5R2 650 15 HDG 500 | 300 | 2.36 1 MDS45R2 650 20 HDG | 500 | 300 | 3.15 1
5R2 660 15 HDG 600 | 300 | 2.55 1 MDS45R2 660 20 HDG | 600 | 300 | 3.39 1
5R2 670 15 HDG 700 | 300 | 2.73 1 MDS45R2 670 20 HDG | 700 | 300 | 3.64 1
5R2 675 15 HDG 750 | 300 | 2.82 1 | MDS45R2 675 20 HDG | 750 | 300 | 3.76 1
5R2 680 15 HDG 800 | 300 | 2.91 1 | MDS45R2 680 20 HDG | 800 | 300 | 3.88 1
S45R2 690 15 HDG 900 | 300 | 3.10 1 MDS45R2 690 20 HDG | 900 | 300 | 4.13 1
MDS45R2 600 15 HDG | 1000 | 300 | 3.28 1 MDS45R2 600 20 HDG | 1000 | 300 | 4.37 1
MDS45R2 602 15 HDG | 1200 | 300 | 3.65 1 MDS45R2 602 20 HDG | 1200 | 300 | 4.86 1

MADE IN TURKEY

MDS45 H60 HDG

MDS45R2 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:450
45° Dikey Merdiven Dig Biikey Eleman-(Sabit) -45° Dikey Merdiven Dis Biikey Elemant-(Sabit) Radyus:450

Hot-Dip Galvanized

MDS45R3... H60 1.5mm
i

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

S45R3... H60 2.0mm

Width | Radius Width | Radius
CODE a=b | R % CODE a=b | R %

mm mm [ 1pc mm mm | 1pc
MDS45R3 610 15 HDG | 100 | 450 | 1.99 1 MDS45R3 610 20 HDG | 100 | 450 | 2.65 1
MDS45R3 615 15 HDG | 150 | 450 | 2.13 1 MDS45R3 615 20 HDG | 150 | 450 | 2.84 1
MDS45R3 620 15 HDG | 200 | 450 | 2.27 1 MDS45R3 620 20 HDG | 200 | 450 | 3.02 1
MDS45R3 625 15 HDG | 250 | 450 | 2.40 1 MDS45R3 625 20 HDG | 250 | 450 | 3.20 1
MDS45R3 630 15 HDG | 300 | 450 | 2.54 1 MDS45R3 630 20 HDG | 300 | 450 | 3.39 1
MDS45R3 640 15 HDG | 400 | 450 | 2.82 1 MDS45R3 640 20 HDG | 400 | 450 | 3.75 1
MDS45R3 645 15 HDG | 450 | 450 | 2.95 1 MDS45R3 645 20 HDG | 450 | 450 | 3.94 1
MDS45R3 650 15 HDG | 500 | 450 | 3.09 1 MDS45R3 650 20 HDG | 500 | 450 | 4.12 1
MDS45R3 660 15 HDG | 600 | 450 | 3.37 1 MDS45R3 660 20 HDG | 600 [ 450 | 4.49 1
MDS45R3 670 15 HDG | 700 | 450 | 3.64 1 MDS45R3 670 20 HDG | 700 | 450 | 4.86 1
MDS45R3 675 15 HDG | 750 | 450 | 3.78 1 MDS45R3 675 20 HDG | 750 | 450 | 5.04 1
MDS45R3 680 15 HDG | 800 | 450 | 3.92 1 MDS45R3 680 20 HDG | 800 | 450 | 5.22 1
MDS45R3 690 15 HDG | 900 | 450 | 4.19 1 MDS45R3 690 20 HDG | 900 | 450 | 5.59 1
MDS45R3 600 15 HDG | 1000 | 450 | 4.47 1 MDS45R3 600 20 HDG | 1000 | 450 | 5.96 1
MDS45R3 602 15 HDG | 1200 | 450 | 5.02 1 MDS45R3 602 20 HDG | 1200 | 450 | 6.69 1

Vertical 45° Outside Bend of Cable Ladder (stable) Radius:600
45° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocTa, BHewuHss 45° paguyc:600

Hot-Dip Galvanized

MDS45R4... H60 t.5mm
i

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

S45R4... H60 2.0mm

MADE IN TURKEY

Width | Radius Width | Radius
CODE asb | R % CODE asb | R %

mm [ mm | 1pc mm [ mm | 1pc
MDS45R4 610 15 HDG | 100 | 600 | 2.29 1 MDS45R4 610 20 HDG | 100 | 600 | 3.05 1
MDS45R4 615 15 HDG | 150 | 600 | 2.43 1 MDS45R4 615 20 HDG | 150 | 600 | 3.24 1
MDS45R4 620 15 HDG | 200 | 600 | 2.57 1 MDS45R4 620 20 HDG | 200 | 600 | 3.42 1
MDS45R4 625 15 HDG | 250 | 600 | 2.70 1 MDS45R4 625 20 HDG | 250 | 600 | 3.60 1
| MDS45R4 630 15 HDG | 300 | 600 | 2.84 1 | MDS45R4 630 20 HDG | 300 | 600 | 3.79 1
| MDS45R4 640 15 HDG | 400 | 600 | 3.12 1 | MDS45R4 640 20 HDG | 400 | 600 | 4.15 1
| MDS45R4 645 15 HDG | 450 | 600 | 3.25 1 | MDS45R4 645 20 HDG | 450 | 600 | 4.34 1
DS45R4 650 15 HDG | 500 | 600 | 3.39 1 MDS45R4 650 20 HDG | 500 | 600 | 4.52 1
MDS45R4 660 15 HDG | 600 | 600 | 3.67 1 MDS45R4 660 20 HDG | 600 | 600 | 4.89 1
MDS45R4 670 15 HDG | 700 | 600 | 3.94 1 MDS45R4 670 20 HDG | 700 | 600 | 5.26 1
|| 5R4 675 15 HDG | 750 | 600 | 4.08 1 | MDS45R4 675 20 HDG | 750 | 600 | 5.44 1
|| 5R4 680 15 HDG | 800 | 600 | 4.22 1 | MDS45R4 680 20 HDG | 800 | 600 | 5.62 1
DS45R4 690 15 HDG [ 900 | 600 | 4.49 1 MDS45R4 690 20 HDG | 900 | 600 | 5.99 1
MDS45R4 600 15 HDG | 1000 | 600 | 4.77 1 MDS45R4 600 20 HDG | 1000 | 600 | 6.36 1
MDS45R4 602 15 HDG | 1200 | 600 | 5.32 1 MDS45R4 602 20 HDG | 1200 | 600 | 7.09 1

MDS45R3 H60 HDG

MDS45R4 H60 HDG

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 30° Outside Bend of Cable Ladder (stable)

30° Dikey Merdiven Dig Biikey Elemani-(Sabit) - Apka huKkcupoBaHHasi kabenbpocta, BHewwHss 30°

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MDS30... H60 S30... H60 2.0mm
Radius Width | Radius
CODE R % CODE ash | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30 610 15 HDG 100 | 150 | 0.84 1 MDS30 610 20 HDG 100 | 150 [ 1.12 1
MDS30 615 15 HDG 150 | 150 | 0.92 1 MDS30 615 20 HDG 150 | 150 [ 1.23 1
MDS30 620 15 HDG 200 150 | 1.01 1 MDS30 620 20 HDG 200 | 150 | 1.34 1
MDS30 625 15 HDG 250 150 | 1.09 1 MDS30 625 20 HDG 250 | 150 | 1.45 1
|__MDS30 630 15 HDG 300 150 [ 1.17 1 |__MDS30 630 20 HDG 300 | 150 | 1.56 1
| _MDS30 640 15 HDG 400 | 150 | 1.34 1 |__MDS30 640 20 HDG 400 | 150 | 1.78 1
|__MDS30 645 15 HDG 450 150 42 1 |__MDS30 645 20 HDG 450 | 150 | 1.89 1
MDS30 650 15 HDG 500 | 150 | 1.50 1 MDS30 650 20 HDG 500 | 150 | 2.00 1
MDS30 660 15 HDG 600 150 | 1.67 1 MDS30 660 20 HDG 600 | 150 | 2.22 1
MDS30 670 15 HDG 700 150 | 1.83 1 MDS30 670 20 HDG 700 | 150 | 2.44 1
MDS30 675 15 HDG 750 150 | 1.91 1 MDS30 675 20 HDG 750 | 150 | 2.55 1
MDS30 680 15 HDG 800 | 150 | 1.99 1 MDS30 680 20 HDG 800 | 150 | 2.66 1
MDS30 690 15 HDG 900 150 | 2.16 1 MDS30 690 20 HDG 900 | 150 | 2.88 1
MDS30 600 15 HDG 1000 | 150 | 2.32 1 MDS30 600 20 HDG 1000 | 150 | 3.10 1
MDS30 602 15 HDG 1200 | 150 | 2.62 1 MDS30 602 20 HDG 1200 | 150 [ 3.54 1

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:300
30° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:300 - Apka hukcupoBaHHas kabenbpocta, BHewwrss 30° paguyc:300

Hot-Dip Galvanized

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

MDS30R2... H6 S30R2... H60 2.0mm
Width | Radius Width | Radius
CODE asb | R @ % CODE asb | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30R2 610 15 HDG [ 100 | 300 | 1.15 1 MDS30R2 610 20 HDG | 100 | 300 | 1.53 1
MDS30R2 615 15 HDG | 150 | 300 | 1.24 1 MDS30R2 615 20 HDG | 150 | 300 | 1.65 1
MDS30R2 620 15 HDG | 200 [ 300 | 1.33 1 MDS30R2 620 20 HDG | 200 | 300 | 1.77 1
MDS30R2 625 15 HDG | 250 | 300 | 1.42 1 MDS30R2 625 20 HDG | 250 | 300 | 1.90 1
MDS30R2 630 15 HDG | 300 | 300 | 1.52 1 | MDS30R2 630 20 HDG | 300 | 300 | 2.02 1
MDS30R2 640 15 HDG | 400 | 300 | 1.70 1 | MDS30R2 640 20 HDG | 400 | 300 | 2.26 1
MDS30R2 645 15 HDG | 450 | 300 79 1 | MDS30R2 645 20 HDG | 450 | 300 | 2.39 1
MDS30R2 650 15 HDG | 500 | 300 .88 1 MDS30R2 650 20 HDG | 500 | 300 | 2.51 1
MDS30R2 660 15 HDG | 600 | 300 | 2.07 1 MDS30R2 660 20 HDG | 600 | 300 | 2.75 1
MDS30R2 670 15 HDG | 700 | 300 | 2.25 1 MDS30R2 670 20 HDG | 700 | 300 | 3.00 1
| MDS30R2 675 15 HDG | 750 | 300 | 2.34 1 | MDS30R2 675 20 HDG | 750 | 300 | 3.12 1
| MDS30R2 680 15 HDG | 800 | 300 | 2.43 1 | MDS30R2 680 20 HDG | 800 | 300 | 3.24 1
MDS30R2 690 15 HDG | 900 | 300 | 2.62 1 MDS30R2 690 20 HDG | 900 | 300 | 3.49 1
MDS30R2 600 15 HDG | 1000 | 300 | 2.80 1 MDS30R2 600 20 HDG | 1000 | 300 | 3.73 1
MDS30R2 602 15 HDG | 1200 | 300 | 3.17 1 MDS30R2 602 20 HDG | 1200 | 300 | 4.22 1

MADE IN TURKEY

MDS30 H60 HDG

135

MDS30R2 H60 HDG

R300

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60

@ (€

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:450
30° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:450 - Apka hukcupoBaHHas kabenbpocta, BHewrsis 30° paguyc:450

Important!

To install cable ladder bends use couplers KBE and
screw sets CFS M6 or CFS M8

S30R3... H60 2.0mm

Hot-Dip Galvanized

1.5mm
Radius Width | Radius
CODE a=b R % CODE a=b R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30R3 610 15 HDG | 100 | 450 | 1.10 1 MDS30R3 610 20 HDG [ 100 | 450 | 1.47 1
MDS30R3 615 15 HDG | 150 | 450 | 1.20 1 MDS30R3 615 20 HDG | 150 | 450 | 1.59 1
MDS30R3 620 15 HDG | 200 | 450 | 1.29 1 MDS30R3 620 20 HDG | 200 | 450 | 1.71 1
MDS30R3 625 15 HDG | 250 | 450 | 1.38 1 MDS30R3 625 20 HDG | 250 | 450 | 1.84 1
MDS30R3 630 15 HDG | 300 | 450 | 1.47 1 MDS30R3 630 20 HDG | 300 | 450 | 1.96 1
MDS30R3 640 15 HDG | 400 | 450 .65 1 MDS30R3 640 20 HDG | 400 | 450 | 2.20 1
MDS30R3 645 15 HDG | 450 | 450 .75 1 MDS30R3 645 20 HDG | 450 | 450 | 2.33 1
MDS30R3 650 15 HDG | 500 | 450 .84 1 MDS30R3 650 20 HDG | 500 | 450 | 2.45 1
MDS30R3 660 15 HDG | 600 | 450 | 2.02 1 MDS30R3 660 20 HDG | 600 | 450 | 2.69 1
MDS30R3 670 15 HDG | 700 | 450 | 2.21 1 MDS30R3 670 20 HDG | 700 | 450 | 2.94 1
MDS30R3 675 15 HDG | 750 | 450 | 2.30 1 MDS30R3 675 20 HDG | 750 | 450 | 3.06 1
MDS30R3 680 15 HDG | 800 | 450 | 2.39 1 MDS30R3 680 20 HDG | 800 | 450 | 3.18 1
MDS30R3 690 15 HDG | 900 | 450 | 2.57 1 MDS30R3 690 20 HDG | 900 | 450 | 3.43 1
MDS30R3 600 15 HDG | 1000 | 450 | 2.76 1 MDS30R3 600 20 HDG | 1000 | 450 | 3.67 1
MDS30R3 602 15 HDG | 1200 | 450 | 3.12 1 MDS30R3 602 20 HDG | 1200 | 450 | 4.16 1

Vertical 30° Outside Bend of Cable Ladder (stable) Radius:600
30° Dikey Merdiven Dig Biikey Elemani-(Sabit) Radyus:600 - Apka hukcupoBaHHas kabenbpocta, BHewwrss 30° paguyc:600

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

M 0R4 H6 830R4 H60 2.0mm
Width | Radius Width | Radius
CODE asb | R @ % CODE asb | R %
mm [ mm | 1pc mm [ mm | 1pc
MDS30R4 610 15 HDG | 100 | 600 | 1.20 1 MDS30R4 610 20 HDG | 100 | 600 | 1.59 1
MDS30R4 615 15 HDG | 150 | 600 | 1.33 1 MDS30R4 615 20 HDG | 150 | 600 | 1.78 1
MDS30R4 620 15 HDG | 200 [ 600 | 1.47 1 MDS30R4 620 20 HDG | 200 | 600 | 1.96 1
MDS30R4 625 15 HDG | 250 | 600 | 1.61 1 MDS30R4 625 20 HDG | 250 | 600 | 2.14 1
MDS30R4 630 15 HDG | 300 | 600 | 1.75 1 MDS30R4 630 20 HDG | 300 | 600 | 2.33 1
MDS30R4 640 15 HDG | 400 | 600 | 2.02 1 MDS30R4 640 20 HDG | 400 | 600 | 2.69 1
MDS30R4 645 15 HDG | 450 | 600 | 2.16 1 MDS30R4 645 20 HDG | 450 | 600 | 2.88 1
MDS30R4 650 15 HDG | 500 | 600 | 2.30 1 MDS30R4 650 20 HDG | 500 | 600 | 3.06 1
MDS30R4 660 15 HDG | 600 | 600 | 2.57 1 MDS30R4 660 20 HDG | 600 | 600 | 3.43 1
MDS30R4 670 15 HDG | 700 | 600 | 2.85 1 MDS30R4 670 20 HDG | 700 | 600 | 3.80 1
| MDS30R4 675 15 HDG | 750 | 600 | 2.99 1 | MDS30R4 67520 HDG | 750 | 600 | 3.98 1
| MDS30R4 680 15 HDG | 800 | 600 | 3.12 1 | MDS30R4 680 20 HDG | 800 | 600 | 4.16 1
MDS30R4 690 15 HDG | 900 | 600 | 3.40 1 MDS30R4 690 20 HDG | 900 | 600 | 4.53 1
MDS30R4 600 15 HDG | 1000 | 600 | 3.68 1 MDS30R4 600 20 HDG | 1000 | 600 | 4.90 1
MDS30R4 602 15 HDG | 1200 | 600 | 4.23 1 MDS30R4 602 20 HDG | 1200 | 600 | 5.63 1

MADE IN TURKEY

MDS30R3 H60 HDG

R450

MDS30R4 H60 HDG

R600

APPLICATIONS

Cable routing

MATERIAL
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

Steel, strip-galv. acc. to the Sendzimir method

to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

Modular Inside - Outside Cable Ladder Bend

Modular Merdiven inis - ¢ikis doniisii - LiapHupHas Ayra kabenbpocta

MADE IN TURKEY

MMD H60 HDG
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MMD = 2 pc of MMB + 2 set of BDD @
Hot-Dip Galvanized MMD =2 ADET MMB + 2 Takim BDD'den olugsmaktadir. B 7 =
o
MMD... H60 m MMD... H60 2.0mm =
Width | Radius Width | Radius
CODE ab | R @ % CODE ab | R @ % || L] 2y
mm mm | 1pc mm mm | 1pc
MMD 610 15 HDG 100 | 300 [ 2.08 | 1 MMD 610 20 HDG 100 | 300 | 2.77 | 1
MMD 615 15 HDG 150 | 300 [ 2.16 | 1 MMD 615 20 HDG 150 | 300 | 2.88 | 1
MMD 620 15 HDG 200 | 300 [ 224 | 1 MMD 620 20 HDG 200 | 300 | 2.99| 1
MMD 625 15 HDG 250 | 300 [ 232 | 1 MMD 625 20 HDG 250 | 300 [ 3.10 | 1
MMD 630 15 HDG 300 [ 300 [ 241 1 MMD 630 20 HDG 300 | 300 [3.21] 1
MMD 640 15 HDG 400 | 300 [ 257 | 1 MMD 640 20 HDG 400 | 300 [ 343 | 1
MMD 645 156 HDG 450 | 300 | 2.65 | 1 MMD 645 20 HDG 450 | 300 | 3.54 | 1
MMD 650 15 HDG 500 | 300 | 2.74 | 1 MMD 650 20 HDG 500 | 300 | 3.65 | 1
MMD 660 15 HDG 600 | 300 [2.90 | 1 MMD 660 20 HDG 600 | 300 [ 3.87 | 1 MMB H60 HDG
MMD 670 15 HDG 700 | 300 [ 3.07 MMD 670 20 HDG 700 | 300 | 4.09
MD 675 15 HDG 750 | 300 | 3.15 MD 675 20 HDG 750 | 300 | 4.20
MD 680 15 HDG 800 | 300 | 3.23 MD 680 20 HDG 800 | 300 | 4.31
MD 690 15 HDG 900 | 300 | 3.40 MD 690 20 HDG 900 | 300 | 4.53
MD 600 15 HDG 1000 | 300 | 356 | 1 MD 600 20 HDG 1000 | 300 | 4.75 | 1
MD 602 15 HDG 1200 | 300 | 389 | 1 MD 602 20 HDG 1200 | 300 | 519 | 1
Modular Adjustable Cable Ladder Riser
~ =

Modular Merdiven inis - gikis elemant - LaprupHb1ii 3neMeHT Byru kabenbpocta

D O O O s
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270
Important o © =
OOD @Oo 3
. . To install cable ladder bends use couplers KBE and o
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MMB... H60 m MMB... H60 2.0mm
Widh Width
= | A | = | A [
mm 1pc mm 1pc
MMB 610 15 HDG 100 0.76 1 MMB 610 20 HDG 100 1.01 1
MMB 615 15 HDG 150 0.80 MMB 615 20 HDG 150 .06 APPLICATIONS
MMB 620 15 HDG 200 0.84 MMB 620 20 HDG 200 12 Cable routing
MMB 625 15 HDG 250 0.88 MMB 625 20 HDG 250 A7
MMB 630 15 HDG 300 0.92 1 MMB 630 20 HDG 300 23 1 MATERIAL
MMB 640 15 HDG 400 1.01 1 MMB 640 20 HDG 400 34 1 A
MMB 645 15 HDG 250 1.05 0 MMB 645 20 HDG 450 1.30 0 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MMB 650 15 HDG 500 1.09 1 MMB 650 20 HDG 500 1.45 1 . e
Available finishes:
MMB 660 15 HDG 600 117 1 MMB 660 20 HDG 600 1.56 1 f -
MMB 670 15 HDG 700 25 MMB 670 20 HDG 700 67 g?%_;k"ﬁ‘g;;‘gggﬁf‘()gge) Sendzimir method
B S78 25 HoS 259 = B 878 20 DS 9 L2 SS- stainless steel AIS| 304L and AISI 316L (SS)
— . — = : EP- powder coating in a full range of colours (RAL)
MMB 690 156 HDG 900 42 MMB 690 20 HDG 900 88
MMB 600 15 HDG 1000 1.50 1 MMB 600 20 HDG 1000 2.00 1 . i
MMB 602 15 HDG 1200 1.67 1 MMB 602 20 HDG 1200 222 1 Thickn. (ga) [mm]:




Cable Ladder Systems of Side Height 60 <& (€

Vertical Tee Bend of Cable Ladder, Lengthwise

Dikey "T" Merdiven Ddniis Elemani - T-0TBog kabenbpocTa BepTukanbHbIi, pasBepHyTbii
MDT H60 HDG
Cc+470
hilgs g
100 /
Important!
) 100 0 0 000 00 lI|
i i To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8
MDT... H60 DT... H60 2.0mm
Width =7 Width =7
CODE a=b ﬁ CODE a=h ﬁ
mm 1pc mm 1pc
MDT 610 15 HDG 100 3.34 1 MDT 610 20 HDG 100 4.45 1
MDT 615 15 HDG 150 3.76 1 MDT 615 20 HDG 150 5.02 1
MDT 620 15 HDG 200 4.19 1 MDT 620 20 HDG 200 5.58 1
MDT 625 15 HDG 250 4.61 1 MDT 625 20 HDG 250 6.15 1
MDT 630 15 HDG 300 5.04 1 MDT 630 20 HDG 300 6.7 1
MDT 640 15 HDG 400 5.88 1 MDT 640 20 HDG 400 7.84 1
MDT 645 15 HDG 450 6.31 1 MDT 645 20 HDG 450 8.4 1
MDT 650 15 HDG 500 6.73 1 MDT 650 20 HDG 500 8.97 1
MDT 660 15 HDG 600 7.58 1 MDT 660 20 HDG 600 10.10 1
MDT 670 15 HDG 700 8.43 1 MDT 670 20 HDG 700 11.23 1
MDT 675 15 HDG 750 8.85 1 MDT 675 20 HDG 750 11.80 1
MDT 680 15 HDG 800 9.27 1 MDT 680 20 HDG 800 12.36 1
MDT 690 15 HDG 900 10.12 1 MDT 690 20 HDG 900 13.49 1
MDT 600 15 HDG 1000 10.97 1 MDT 600 20 HDG 1000 14.62 1 [
MDT 602 15 HDG 1200 | 1267 | 1 MDT 602 20 HDG 1200 | 16.89 | 1 | MDTBOTTOM VIEW
[ T T T T T T TTTT
Vertical Tee Bend of Cable Ladder from the Middle
Dikey Ortadan "T" Merdiven Déniis Eleman: - T-oTB0q kabenbpocTa BepTHKaNbHbIH, MpAMOI
MMT H60 HDG
_ h+450 _
=
T
h o o o o
important! 8 o o )
To install cable ladder bends use couplers KBE and
Hot-Dip Galvanized screw sets CFS M6 or CFS M8 100
MMT... H60 1.5mm MMT... H60 2omm 00
Width =7 Width =7 120
CODE a=h ﬁ CODE a=h @ ﬁ 00
mm 1pc mm 1pc -
MMT 610 15 HDG 100 2.84 1 MMT 610 20 HDG 100 3.79 1
MMT 615 15 HDG 150 3.05 1 MMT 615 20 HDG 150 4.06 1
MMT 620 15 HDG 200 3.25 1 MMT 620 20 HDG 200 4.34 1 APPLICATIONS
MMT 625 15 HDG 250 3.46 1 MMT 625 20 HDG 250 4.61 1 Cable routing
MMT 630 15 HDG 300 3.66 1 MMT 630 20 HDG 300 4.88 1
MMT 640 15 HDG 400 4.08 1 MMT 640 20 HDG 400 5.43 1 MATERIAL
MMT 645 15 HDG 450 4.28 1 MMT 645 20 HDG 450 5.71 1 " )
eSO =THDC E00 7T 0 MMTe=0l20ltiDe 00 cioe 0 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
MMT 660 15 HDG 600 4.90 1 MMT 660 20 HDG 600 6.53 1 Available finishes:
MMT 670 15 HDG 700 5.31 1 MMT 670 20 HDG 700 7.08 1 : P
MT 675 15 HDG 750 552 1 MMT 675 20 HDG 750 7.36 1 tsg‘?res"_ét,\‘"ﬁg;'t‘gggﬁ'f?;ge) Sendzimir method
o e i B 1 o o i S SS- stainless steel AISI 304L and AISI 316L (SS)
[ MMT 600 15 HDG 1000 6.55 1| [_MMT 600 20 HDG 1000 8.73 1 EP- powder coating in a full range of colours (RAL)
MMT 602 15 HDG 1200 7.37 1 MMT 602 20 HDG 1200 9.83 1 Thickn. (ga) [mm]: [[IEIEXQ




Cable Ladder Systems of Side Height 60 <& (€ <

Vertical Tee Bend of Cable Ladder from the Middle Radius:300

Dikey Ortadan "T" Merdiven Déniis Elemani Radyus:300 - T-oTBoA kabenbpocTa BepTHKanbHbIH, npamoit paguyc:300

mIK

MADE IN TURKEY

MMTR2 H60 HDG

Important!

To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8

MMTR2... H60 1.5 MMTR2... H60 20mm he2R#250
A

Width | Radius Width | Radius
CODE ab | R CODE ab | R

mm [ mm | Tpc mm_| 1pc
MMTR2 610 15 HDG 100 | 300 | 6.18 MMTR2 610 20 HDG 100 | 300 | 8.24
MMTR2 615 15 HDG 150 | 300 | 6.41 MMTR2 615 20 HDG 150 | 300 | 8.55
MMTR2 620 15 HDG 200 300 | 6.64 MMTR2 620 20 HDG 200 300 | 8.86
MMTR2 625 15 HDG 250 300 | 6.87 MMTR2 625 20 HDG 250 300 | 9.16

| MMTR2 630 15 HDG 300 | 300 | 7.10 | MMTR2 630 20 HDG 300 | 300 | 9.47
| MMTR2 640 15 HDG 400 | 300 | 7.56 | MMTR2 640 20 HDG 400 | 300 |10.08
| MMTR2 645 15 HDG 450 | 300 | 7.79 | MMTR2 645 20 HDG 450 | 300 |10.39
| MMTR2 650 15 HDG 500 | 300 | 8.02 | MMTR2 650 20 HDG 500 | 300 |11.69

MMTR2 660 15 HDG 600 | 300 | 8.48
MMTR2 670 15 HDG 700 | 300 | 8.94
MMTR2 675 15 HDG 750 | 300 | 9.17
MMTR2 680 15 HDG 800 | 300 | 9.40
MMTR2 690 15 HDG 900 | 300 | 9.86
MMTR2 600 15 HDG 1000 | 300 [10.32
MMTR2 602 15 HDG 1200 | 300 [11.24

MMTR2 660 20 HDG 600 | 300 | 11.31
MMTR2 670 20 HDG 700 | 300 |11.92
MMTR2 675 20 HDG 750 | 300 |12.22
MMTR2 680 20 HDG 800 | 300 |12.53
MMTR2 690 20 HDG 900 | 300 [13.14
MMTR2 600 20 HDG 1000 | 300 [13.76
MMTR2 602 20 HDG 1200 | 300 [14.98

ARRREARRRRRRRAAT
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Vertical Tee Bend of Cable Ladder from the Middle Radius:600

Dikey Ortadan "T" Merdiven Déniis Elemani Radyus:600 - T-oTBoA kabenbpocTa BepTHKanbHbIW, npamoi paauyc:600

h+2R+250

ool T

h
Important!
To install cable ladder bends use couplers KBE and

Hot-Dip Galvanized screw sets CFS M6 or CFS M8 795

MMTRA4... H60 1.5mm MMTRA4... H60 2.0mm

Wigth [ Radius =7 Wigth [ Radius =7 I
CODE asb | R @ CODE asb | R ﬁ 125
mm | mm | 1pc mm | mm | 1pc

MMTR4 610 15 HDG _| 100 | 600 [10.93] 1 MMTR4 610 20 HDG | 100 | 600 [14.57| 1 h

MMTR4 615 15 HDG | 150 | 600 [11.35] 1 MMTR4 615 20 HDG | 150 | 600 [15.13] 1

MMTR4 620 15 HDG | 200 | 600 [11.76] 1 MMTR4 620 20 HDG | 200 | 600 [15.68] 1 APPLICATIONS

MMTR4 625 15 HDG | 250 | 600 [12.17| 1 MMTR4 625 20 HDG | 250 | 600 [16.23| 1 Cable routing
| MMTR4 630 156 HDG | 300 | 600 |[12.59] 1 || MMTR4 63020 HDG | 300 | 600 [16.78| 1
| MMTR4 640 15 HDG | 400 | 600 |[13.41] 1 || MMTR4 640 20 HDG | 400 | 600 [17.88] 1 MATERIAL
[ MMTR4 645 15 HDG | 450 | 600 [13.83] 1 || MMTR4 64520 HDG | 450 | 600 [18.43| 1 A .
[ MMTR4 650 15 HDG | 500 | 600 |14.24] 1 || MMTR4 650 20 HDG | 500 | 600 [18.98] 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

MMTR4 660 15 HDG | 600 | 600 [15.07| 1 MMTR4 660 20 HDG | 600 | 600 [20.09] 1 Available finishes:

MMTR4 670 15 HDG | 700 | 600 [15.89] 1 MMTR4 670 20 HDG | 700 | 600 [21.19] 1 . -

MTR4 675 15 HDG | 750 | 600 [16.31] 1 MTR4 67520 HDG | 750 | 600 |21.74] 1 g?‘esh_é}\‘"ﬁggz‘gggﬁ'f‘(ﬁg Sendzimir method
MTR4 680 15 HDG | 800 | 600 [16.72] 1 MTR4 680 20 HDG | 800 | 600 [22.29] 1 SS- stainless steel AISI 304L and AISI 316L (SS)

[ MMTR4 690 15 HDG | 900 | 600 [17.55] 1 || _MMTR4 690 20 HDG _| 900 | 600 [23.39] 1 ) i

MMTR4 600 15 HDG | 1000 | 600 [18.37] 1 MMTR4 600 20 HDG | 1000 | 600 |24.49] 1 EP- powder coating in  full range of colours (RAL)

MMTR4 602 15 HDG | 1200 | 600 [20.02] 1 MMTR4 602 20 HDG | 1200 | 600 [26.70] 1 Thickn. (ga) [mmi:




Cable Ladder Systems of Side Height 60 <& (€

MADE IN TURKEY

Middle Reducer Connection (set)
Pargali Reduksiyon (Orta) - PegyKuuoHHbIe nnaHKu, CAMMETPHYHbIE

RO H60 HDG

al2 Width2  a/2
T+ 1

Width 1

To install cable ladder bends use screw sets

Hot-Dip Galvanized CFS M6 or CFS M8 8

RO H60 m RO H6 2.0mm

RODE Reduacﬂon % RODE Reduacﬂon %
mm 1 set mm 1 set h\s @
RO 605 15 HDG 50 0.25 1 RO 605 20 HDG 50 0.33 1 / D
RO 610 15 HDG 100 0.29 1 RO 610 20 HDG 100 0.38 1 @ s @
RO 615 15 HDG 150 0.32 1 RO 615 20 HDG 150 0.43 1 @ @
RO 620 15 HDG 200 0.36 1 RO 620 20 HDG 200 0.48 1 I @
RO 625 15 HDG 250 0.39 1 RO 625 20 HDG 250 0.52 1 @ N
RO 630 15 HDG 300 0.43 1 RO 630 20 HDG 300 0.57 1 @
RO 635 15 HDG 350 0.46 1 RO 635 20 HDG 350 0.62 1
RO 640 15 HDG 400 0.50 1 RO 640 20 HDG 400 0.66 1
RO 645 15 HDG 450 0.53 1 RO 645 20 HDG 450 0.71 1 9x18
RO 650 15 HDG 500 0.57 1 RO 650 20 HDG 500 0.76 1
RO 655 15 HDG 550 0.61 1 RO 655 20 HDG 550 0.81 1
RO 660 15 HDG 600 0.64 1 RO 660 20 HDG 600 0.85 1
RO 665 15 HDG 650 0.68 1 RO 665 20 HDG 650 0.90 1
RO 670 15 HDG 700 0.71 1 RO 670 20 HDG 700 0.95 1
RO 675 15 HDG 750 0.75 1 RO 675 20 HDG 750 0.99 1
RO 680 15 HDG 800 0.78 1 RO 680 20 HDG 800 1.04 1
RO 690 15 HDG 900 0.85 1 RO 690 20 HDG 900 1.14 1
Stop End (Blind End) SON H60 HDG

Sonlandirma - 3arnywka

T 0
[}
a
rﬁ—‘
I
I
|
U |
I N
3 | e
w |
e I
I
1
; ) To install cable ladder bends use screw sets 9
Hot-Dip Galvanized CFS M6 or CFS M8
SON... H60 1.5mm SON... H60 2.0mm
Width | Radius = Width | Radius =
CODE asb | R ﬁ CODE asb | R ﬁ
mm mm | 1pc mm mm | 1pc
SON 610 15 HDG 100 | 600 [ 0.16 | 1 SON 610 20 HDG 100 | 600 | 0.21 1
SON 615 15 HDG 150 | 600 [ 0.20 [ 1 SON 615 20 HDG 150 | 600 | 0.26 | 1
SON 620 15 HDG 200 | 600 [ 0.23 1 SON 620 20 HDG 200 | 600 | 0.31 1 APPLICATIONS
SON 625 15 HDG 250 | 600 | 027 | 1 SON 625 20 HDG 250 | 600 | 035 | 1 Cable routing
SON 630 15 HDG 300 | 600 | 0.30 | 1 SON 630 20 HDG 300 | 600 | 040 | 1
SON 640 15 HDG 400 | 600 [ 037 | 1 SON 640 20 HDG 400 [ 600 | 049 [ 1 MATERIAL
SON 645 15 HDG 450 | 600 | 0.41 1 SON 645 20 HDG 450 | 600 | 0.54 [ 1 i .
SON 650 15 HDG 500 | 600 | 0.44 | 1 SON 650 20 HDG 500 | 600 | 0.59 | 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SON 660 15 HDG 600 | 600 | 0.51 1 SON 660 20 HDG 600 | 600 | 0.68 | 1 Available finishes:
SON 670 15 HDG 700 | 600 | 058 | 1 SON 670 20 HDG 700 | 600 [0.78 | 1 . -
ON 675 15 HDG | 750 | 600 | 0.62 | 1 SON 67520 HDG | 750 | 600 | 0.82 | 1 tsg‘?res"_ét,\‘"ﬁg;'t‘gggﬁ'f‘();ge) Sendzimir method
ON 6 15 oG {7600 | 600 065 |1 || SON660 204D {600 1600 [ 057 [ 1 | §5"Siamss sl Al odL and S 16t (55)
SON 600 15 HDG __| 1000 | 600 | 0.80 | 1 SON 600 20 HDG | 1000 | 600 | 1.06 | 1 EP- powder coating in  full range of colours (RAL)
SON 602 15 HDG 1200 | 600 [ 0.94 | 1 SON 602 20 HDG 1200 | 600 [ 1.25 | 1 Thickn. (ga) [mmi:




Cable Ladder Systems of Side Height 60

MADE IN TURKEY

Left Reducer Connection (set)
Pargali Reduksiyon (Sol) - PegyKunoHHbIe nnaHKw, 1eBOCTOPOHHHE

RL H60 HDG
Width 1
i
- - -
a Width 2

To install cable ladder bends use screw sets @
Hot-Dip Galvanized CFS M6 or CFS M8 @ @
RL... H60 1 s RL... H60 2.0mm D 0

Reduction Reduction 5, h~s @ @ @
CODE a CODE a @
mm 1 set mm 1 set |‘ @ N @ @
RL 605 156 HDG 50 0.25 |1 RL 605 20 HDG 50 033 1 \
RL 610 15 HDG 100 0.29 |1 RL 610 20 HDG 100 038 1 @ @
RL 615 15 HDG 150 0.32 1 RL 615 20 HDG 150 0.43 1 @
RL 620 15 HDG 200 0.36 1 RL 620 20 HDG 200 0.48 1
RL 625 15 HDG 250 0.39 1 RL 625 20 HDG 250 0.52 1
RL 630 15 HDG 300 0.43 | 1 RL 630 20 HDG 300 057 1
RL 635 15 HDG 350 0.46 1 RL 635 20 HDG 350 0.62 1
RL 640 15 HDG 400 050 | 1 RL 640 20 HDG 400 0.66 | 1
RL 645 15 HDG 450 0.53 1 RL 645 20 HDG 450 0.71 1 9x18
RL 650 15 HDG 500 057 1 RL 650 20 HDG 500 0.76 | 1
RL 655 15 HDG 550 0.61 1 RL 655 20 HDG 550 0.81 1
RL 660 15 HDG 600 0.64 1 RL 660 20 HDG 600 0.85 1
RL 665 15 HDG 650 0.68 1 RL 665 20 HDG 650 0.90 1
RL 670 15 HDG 700 0.71 1 RL 670 20 HDG 700 0.95 1
RL 675 15 HDG 750 0.75 1 RL 675 20 HDG 750 0.99 1
RL 680 15 HDG 800 0.78 |1 RL 680 20 HDG 800 1.04] 1
RL 690 15 HDG 900 0.85 1 RL 690 20 HDG 900 1.14 1
Right Reducer Connection (set) RG H60 HDG
Pargali Reduksiyon (Sag) - PeykunoHHble nnaHku, npaBocTOpoHHME
Width 1
|
[
e
Width 2 a

To install cable ladder bends use screw sets

Hot-Dip Galvanized CFS M6 or CFS M8
RG... H60 1.5mm RG... H60 2.0mm
CODE Reduacllon % CODE Reduactlon %
mm 1 set mm 1 set
RG 605 15 HDG 50 0.25 1 RG 605 20 HDG 50 0.33 1
RG 610 15 HDG 100 0.29 1 RG 610 20 HDG 100 0.38 1
RG 615 15 HDG 150 0.32 1 RG 615 20 HDG 150 0.43 1
RG 620 15 HDG 200 0.36 1 RG 620 20 HDG 200 0.48 1 APPUCAT|ONS
RG 625 15 HDG 250 039 1 RG 625 20 HDG 250 052 1 Cable routing
RG 630 15 HDG 300 0.43 1 RG 630 20 HDG 300 0.57 1
RG 635 15 HDG 350 0.46 1 RG 635 20 HDG 350 0.62 1 MATERIAL
RG 640 15 HDG 400 050 1 RG 640 20 HDG 400 066 1 HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
RG 645 15 HDG 450 0.53 1 RG 645 20 HDG 450 0.71 1
RG 650 15 HDG 500 0.57 RG 650 20 HDG 500 0.76 Available finishes:
RG 655 15 HDG 550 0.6 RG 655 20 HDG 550 0.81 Steel, strip-galv. acc. to the Sendzimir method
RG 660 15 HDG 600 0.64 RG 660 20 HDG 600 0.85 to TS-EN 10346:2011 (PG)
RG 665 HDG 650 0.68 RG 665 20 HDG 650 0.90 SS- stainless steel AISI 304L and AISI 316L (SS)
RG 670 HDG 700 0.7 1 RG 670 20 HDG 700 0.95 1 EP- powder coating in a full range of colours (RAL)
RG 675 15 HDG 750 0.75 1 RG 675 20 HDG 750 0.99 1
RG 680 15 HDG 800 078 [ 1 RG 680 20 HDG 800 1.04 [ 1 Thickn. (ga) [mm]:
RG 690 15 HDG 900 0.85 1 RG 690 20 HDG 900 1.14 1




Cable Ladder Systems of Side Height 60 <& (€

Adjustable Vertical Connector

Dikey Seviye Degistirme Eki - LLlapHupHbIli coeduHumenb
BDD 260 BDD 360

55
=)
@

BDD 260 BDD 360

124 124

) ) To install cable ladder bends use screw sets
Hot-Dip Galvanized CFS M6 or CFS M8

BDD 2 ... H60 BDD 3 ... H60 & 0000
CODE CODE L @ U Of O U U
BDD 360 15 HDG .

2.0mm
BDD 360 20 HDG | 250 [0.43[ 1 | 8,5x20

2.5mm

BDD 260 15 HDG

BDD 26020 HDG | 250 _ |038[ 1 |

2.5mm

BDD 260 25 HDG BDD 360 25 HDG

Adjustable Horizontal Connector - Long Type

. g . o v BYD2 H60 HDG BYD3 H60 HDG
Yatay seviye degistirme eki - Uzun - Y2noeoli coeduHumesb - OnuHHb Il

BYD 360

To install cable ladder bends use screw sets
Pre - Galvanized CFS M6 or CFS M8

BYD 2 ... H60 BYD 3 ... H60

CODE CODE

BYD 260 15 HDG 5 BYD 360 15 HDG 5 SEP 1 H45 HDG SEP 2 H45 HDG

BYD 26020HDG [ 175 [0.21[ 1 | BYD36020HDG [ 175 [o0.24[ 1 |
2.5mm 2.5mm
BYD 260 25 HDG : BYD 360 25 HDG .

Seperator
Seperator - [epezopodka

50
50

(
{

U\ 25x8,5 U\ 25x8,5

SEP 2 H45

To install cable ladder bends use screw sets
CFS M6 or CFS M8

SEP 2 ... H45 APPLICATIONS

Cable routing

CODE CODE
i I MATERIAL

SEP 145 10 HDG . SEP 245 10 HDG . HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

SEP 14515HDG [ 135 | 3000 ]0.77] 1 |[ SEP24515HDG | 135 | 3000 ]0.89] 1 | tSteTesl Et’\‘”ﬁ'gg"t‘g g%‘;-f‘()gge Sendzimir method
0 - ¥

)
2.0mm 2.0mm SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
SEP 145 20 HDG ) SEP 245 20 HDG

Thickn. (ga) [mm]:




