
MADE IN TURKEY

m
Cable Trays - System of Side Height H40

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

40

a

T

10
25

8,5

41,75L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

50

150
200
300
400
500

218 cm

600

258 cm
2 78 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

 1.5  1.5  2.0

3
5

T

15

L

20

8,5 25

M6x15 Round head squ�re neck bolt & M6 Flanged nut

CFS

M6x15

M6

APK 450 20 HDG 3000500
450APK 445 20 HDG 3000

APK 460 20 HDG 3000600

APK 422 20 HDG 3000

APK 405 20 HDG 3000

225

50
APK 407 20 HDG 300075
APK 410 20 HDG 3000100
APK 412 20 HDG 3000125

150APK 415 20 HDG 3000
200APK 420 20 HDG 3000

APK 425 20 HDG 3000250
APK 430 20 HDG 3000300
APK 440 20 HDG 3000400

2.0mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

APK 422 12 HDG 3000

APK 405 12 HDG 3000 1.11

225

50

APK 407 12 HDG 3000 1.3075
APK 410 12 HDG 3000 1.48100
APK 412 12 HDG 3000 1.68125

150APK 415 12 HDG 3000
200APK 420 12 HDG 3000

APK 425 12 HDG 3000250

APK 422 15 HDG 3000 3.01

APK 405 15 HDG 3000 1.36

225

50
APK 407 15 HDG 3000 1.6075
APK 410 15 HDG 3000 1.84100
APK 412 15 HDG 3000 2.07125

150APK 415 15 HDG 3000 2.31
200APK 420 15 HDG 3000 2.78

APK 425 15 HDG 3000 3.25250
APK 430 15 HDG 3000 3.72300
APK 440 15 HDG 3000 4.66400
APK 445 15 HDG 3000 5.13450
APK 450 15 HDG 3000 5.60500
APK 460 15 HDG 3000 6.55600

1.0mm

APK 430 12 HDG 3000300

pcs

1.5mm

APK 470 15 HDG 3000 7.48700
APK 475 15 HDG 3000 7.96750
APK 480 15 HDG 3000 8.43800
APK 490 15 HDG 3000 9.37900
APK 400 15 HDG 3000 10.321000

APK 470 20 HDG 3000700
APK 475 20 HDG 3000750
APK 480 20 HDG 3000800
APK 490 20 HDG 3000900
APK 400 20 HDG 30001000
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a
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L
mm 1m

kgCODE
pcs

1.2mm
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CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

15 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

1.5mm

175KBE 340 20 HDG 100

175KBE 340 15 HDG 100

1.5mm

175 0.13KBE 240 20 HDG 100

2.0mm

175 0.1KBE 240 15 HDG 100

KBE 240 12 HDG 175 0.08 100 175KBE 340 12 HDG 100

1.2mm

2.0mm

0.15

0.12

0.09

KBE 2 ... H40 KBE 3 ... H40 

2.24
1.86

2.43
2.61

3.00

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H40 

APK ... H40 

APK H40 HDG

KBE 2 HDG

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

APK 405 10 HDG

APK 407 10 HDG
APK 410 10 HDG
APK 412 10 HDG
APK 415 10 HDG
APK 420 10 HDG

50

75
100
125
150
200

3000

3000
3000
3000
3000
3000

0.92

1.08
1.24
1.40
1.56
1.87

2

2
2
2
2
2

7.44
6.81

8.70

3.99

1.79
2.11
2.42
2.73
3.04
3.68

4.30
4.93
6.19

9,96

10.58
11.21
12.47
13.72

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

T

L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

40

a

10
25

8,5

41,75

ADK 450 20 HDG 3000500
450ADK 445 20 HDG 3000

ADK 460 20 HDG 3000600

ADK 422 20 HDG 3000

ADK 405 20 HDG 3000 2.23

225

50

ADK 407 20 HDG 300075
ADK 410 20 HDG 3000100
ADK 412 20 HDG 3000125

150ADK 415 20 HDG 3000

200ADK 420 20 HDG 3000

ADK 425 20 HDG 3000250

ADK 430 20 HDG 3000300

ADK 440 20 HDG 3000400

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 405 10 HDG 3000 1.1550

ADK 407 10 HDG 3000 1.3575
ADK 410 10 HDG 3000 1.54100
ADK 412 10 HDG 3000 1.74125

150ADK 415 10 HDG 3000 1.94
200ADK 420 10 HDG 3000 2.33

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 422 12 HDG 3000 3.03

ADK 405 12 HDG 3000 1.38

225

50

ADK 407 12 HDG 3000 1.6275
ADK 410 12 HDG 3000 1.85100

ADK 412 12 HDG 3000 2.09125
150ADK 415 12 HDG 3000 2.32

200ADK 420 12 HDG 3000 2.79

ADK 425 12 HDG 3000 3.26250

1.0mm

ADK 430 12 HDG 3000 3.74300

pcs

1.5mm

ADK 470 20 HDG 3000700
ADK 475 20 HDG 3000750
ADK 480 20 HDG 3000800
ADK 490 20 HDG 3000900
ADK 400 20 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0
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3.02
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Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

BYD 240 BYD 340

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm

175BYD 340 20 HDG 100

175BYD 340 15 HDG 100

1.5mm

175 0.13BYD 240 20 HDG 100

2.0mm

175 0.1BYD 240 15 HDG 100

BYD 240 12 HDG 175 0,08 100 175BYD 340 12 HDG 100

1.2mm

2.0mm

0.15

0.12

0,09

BYD 2  ... H40 BYD 3  ... H40 

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H40

ADK ... H40

ADK H40 HDG
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218 cm

600

258 cm
2 78 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

1000

ADK 422 15 HDG

ADK 405 15 HDG

ADK 407 15 HDG
ADK 410 15 HDG
ADK 412 15 HDG
ADK 415 15 HDG

ADK 420 15 HDG

ADK 425 15 HDG
ADK 430 15 HDG
ADK 440 15 HDG
ADK 445 15 HDG

ADK 450 15 HDG
ADK 460 15 HDG

ADK 470 15 HDG
ADK 475 15 HDG
ADK 480 15 HDG
ADK 490 15 HDG
ADK 400 15 HDG

225

50

75
100
125
150

200

250
300
400
450

500
600

700
750
800
900

1000

3000

3000

3000
3000
3000
3000

3000

3000
3000
3000
3000

3000
3000

3000
3000
3000
3000
3000

1.70

1.99
2.29
2.58
2.88

3.47

3.76
4.06
4.64
5.82
6.41

7.00
8.18

9.35
9.94

10.53
11.71
12.89

2

2
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2

2
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2
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2
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2
2



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Pre - Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  

CFS M6 or CFS M8

KA90 405 10 HDG 0.2350

KA90 407 10 HDG 0.3075
KA90 410 10 HDG 0.45100
KA90 412 10 HDG 0.53125

150KA90 415 10 HDG 0.63
200KA90 420 10 HDG 0.84

Width

a=b
mm

CODE

1m
kg

1.0mm

CODE

KA90 422 12 HDG 1.15

KA90 405 12 HDG 0.28

KA90 407 12 HDG 0.35
KA90 410 12 HDG 0.53
KA90 412 12 HDG 0.64
KA90 415 12 HDG 0.75

KA90 420 12 HDG 1.01

KA90 425 12 HDG 1.30

KA90 430 12 HDG 1.74

Width

a=b
mm

CODE

1m
kgCODE

a
R9018

9

40

50

40

a+55

a
+

1
0
5

b

9x18

pcs

pcs

KA90 ... H40

KA90 ... H40 1.2mm

1

1
1
1

1
1

1

1

1
1
1
1

1

1
1

KA90 405 15 HDG 0.3550

KA90 407 15 HDG 0.4475
KA90 410 15 HDG 0.67100
KA90 412 15 HDG 0.80125

150KA90 415 15 HDG 0.94

200KA90 420 15 HDG 1.26

1

1
1
1
1

1

KA90 422 15 HDG 1.44225
KA90 425 15 HDG 1.63250
KA90 430 15 HDG 2.18300
KA90 440 15 HDG 3.17400

450KA90 445 15 HDG 3.74

500KA90 450 15 HDG 4.36

1
1
1
1
1

1
600KA90 460 15 HDG 5.74 1

KA90 470 15 HDG 7.30700

KA90 475 15 HDG 8.15750
KA90 480 15 HDG 9.05800

KA90 490 15 HDG 10.99900

1000KA90 400 15 HDG 13.12

1

1
1

1

1

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

2.0mm

KA90 405 20 HDG 0.46

KA90 407 20 HDG 0.59
KA90 410 20 HDG 0.89
KA90 412 20 HDG 1.06
KA90 415 20 HDG 1.25
KA90 420 20 HDG 1.68

1

1
1
1
1
1

KA90 422 20 HDG 1.92

KA90 425 20 HDG 2.17
KA90 430 20 HDG 2.90
KA90 440 20 HDG 4.23

KA90 445 20 HDG 4.99
KA90 450 20 HDG 5.81

1

1
1
1

1
1

KA90 460 20 HDG 7.65 1
KA90 470 20 HDG 9.73

KA90 475 20 HDG 10.87
KA90 480 20 HDG 12.07
KA90 490 20 HDG 14.65

KA90 400 20 HDG 17.49

1

1
1
1

1

50

75
100
125
150

200

50

75
100
125
150
200

225

250
300
400

450
500
600
700

750
800
900

1000

225

250
300

CODE kgCODE
pcs

Width

a=b
mm

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

KA90R1 ... H50KA90R1 ... H50 2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90R1 422 15 HDG

KA90R1 405 15 HDG
KA90R1 407 15 HDG
KA90R1 410 15 HDG
KA90R1 412 15 HDG
KA90R1 415 15 HDG

KA90R1 420 15 HDG

KA90R1 425 15 HDG
KA90R1 430 15 HDG
KA90R1 440 15 HDG
KA90R1 445 15 HDG

KA90R1 450 15 HDG
KA90R1 460 15 HDG
KA90R1 470 15 HDG
KA90R1 475 15 HDG
KA90R1 480 15 HDG
KA90R1 490 15 HDG
KA90R1 400 15 HDG

225

50
75

100
125
150

200

250
300
400
450

500
600
700
750
800
900

1000 14.35
11.91

6.36

1.60

1.85
2.40
3.70
4.23

5.00

7.99
8.99
9.70

0.37
0.50
0.64
0.79
0.97

1.37

1

1

1

1

1
1
1
1
1

1

1
1
1

1
1
1
1
1

225

50

75
100

125
150
200

250
300

400
450

500
600
700
750
800
900

1000

KA90R1 450 20 HDG

KA90R1 445 20 HDG

KA90R1 460 20 HDG

KA90R1 422 20 HDG

KA90R1 405 20 HDG

KA90R1 407 20 HDG
KA90R1 410 20 HDG

KA90R1 412 20 HDG
KA90R1 415 20 HDG
KA90R1 420 20 HDG

KA90R1 425 20 HDG
KA90R1 430 20 HDG

KA90R1 440 20 HDG

KA90R1 470 20 HDG
KA90R1 475 20 HDG
KA90R1 480 20 HDG
KA90R1 490 20 HDG
KA90R1 400 20 HDG

1

1

1

1

1

1
1

1
1
1

1
1

1

1
1
1
1
119.13

15.88

8.48

2.14

2.47
3.19

4.93
5.63

6.67

10.65
11.98
12.94

0.49

0.66
0.85

1.06
1.29
1.83

9x18

40
KA90R1 ... H40 

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90° KA90 H40

KA90R1 H40

Important! 

To install cable tray - bend use Screw Sets  

CFS M6 or CFS M8



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 422 15 HDG

KA90R2 405 15 HDG

KA90R2 407 15 HDG
KA90R2 410 15 HDG

KA90R2 412 15 HDG
KA90R2 415 15 HDG
KA90R2 420 15 HDG

KA90R2 425 15 HDG
KA90R2 430 15 HDG

KA90R2 440 15 HDG
KA90R2 445 15 HDG

KA90R2 450 15 HDG
KA90R2 460 15 HDG

KA90R2 470 15 HDG
KA90R2 475 15 HDG
KA90R2 480 15 HDG
KA90R2 490 15 HDG
KA90R2 400 15 HDG

Width

a=b

225

50

75
100

125
150
200

250
300

400
450

500
600

700
750
800
900

1000 20,05

17,32

10,25

3,75

4,11
4,84

6,46
7,34

8,26

12,42
13,57
14,77

1,29

1,88
2,17

2,46
2,77
3,41

1

1

1

1

1

1
1

1
1
1

1
1

1

1
1
1
1
1

KA90R2 450 20 HDG
KA90R2 445 20 HDG

KA90R2 460 20 HDG

KA90R2 422 20 HDG

KA90R2 405 20 HDG
KA90R2 407 20 HDG

KA90R2 410 20 HDG
KA90R2 412 20 HDG

KA90R2 415 20 HDG
KA90R2 420 20 HDG

KA90R2 425 20 HDG
KA90R2 430 20 HDG
KA90R2 440 20 HDG

KA90R2 470 20 HDG
KA90R2 475 20 HDG
KA90R2 480 20 HDG
KA90R2 490 20 HDG

KA90R2 400 20 HDG

225

50
75

100
125

150
200

250
300

400

450
500
600
700
750
800
900

1000

23.09
19.70

13.66

5.01
5.48

6.46
8.61

9.78
11.02

16.56
18.10

2.15
2.51

2.89
3.28

3.69
4.55

26.72

1
1

1

1

1
1

1
1

1
1

1
1
1

1
1
1
1

1

KA90 R2 H40 HDG

KA90R4 422 15 HDG

KA90R4 405 15 HDG

KA90R4 407 15 HDG
KA90R4 410 15 HDG
KA90R4 412 15 HDG

KA90R4 415 15 HDG
KA90R4 420 15 HDG

KA90R4 425 15 HDG
KA90R4 430 15 HDG

KA90R4 440 15 HDG
KA90R4 445 15 HDG
KA90R4 450 15 HDG
KA90R4 460 15 HDG
KA90R4 470 15 HDG
KA90R4 475 15 HDG
KA90R4 480 15 HDG
KA90R4 490 15 HDG
KA90R4 400 15 HDG

225

50

75
100
125

150
200

250
300

400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1

1
1

1
1

1

1
1
1
1
1

14.30

6.22
7.24

9.41
10.56
11.76

17.03
18.46
19.94

2.61

3.02
3.44

4.32
5.24
5.73

3.87

KA90R4 450 20 HDG
KA90R4 445 20 HDG

KA90R4 460 20 HDG

KA90R4 422 20 HDG

KA90R4 405 20 HDG
KA90R4 407 20 HDG
KA90R4 410 20 HDG

KA90R4 412 20 HDG
KA90R4 415 20 HDG

KA90R4 420 20 HDG

KA90R4 425 20 HDG
KA90R4 430 20 HDG
KA90R4 440 20 HDG

KA90R4 470 20 HDG
KA90R4 475 20 HDG
KA90R4 480 20 HDG
KA90R4 490 20 HDG
KA90R4 400 20 HDG

225

50
75

100

125
150

200

250
300
400

450
500
600
700
750
800
900 30.07

26.57

19.06

7.63
8.28
9.64

12.53

14.07
15.67

22.69
24.60

3.48
4.03
4.59

5.17
5.76

6.99

1
1

1

1

1
1
1

1
1

1

1
1
1

1
1
1
1
11000

40

15

40

40

15

40

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90 R4 H40 HDG

KA90R2 ... H40 KA90R2 ... H40 

KA90R4 ... H40 KA90R4 ... H40

23.03
26.31 35.08

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

a

b

4
0

9x18

45°

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA45 H40 HDG

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA90H H40 HDG

KA90H 422 15 HDG

KA90H 405 15 HDG

KA90H 407 15 HDG
KA90H 410 15 HDG
KA90H 412 15 HDG
KA90H 415 15 HDG
KA90H 420 15 HDG

KA90H 425 15 HDG
KA90H 430 15 HDG

225

50

75
100
125
150
200

250
300

2,16
2,65
3,51

0,49
0,59
0,68
0,97
1,20

1,81 1
1

1

1
1
1
1

1

1

KA90H 422 20 HDG

KA90H 405 20 HDG

KA90H 407 20 HDG
KA90H 410 20 HDG
KA90H 412 20 HDG
KA90H 415 20 HDG
KA90H 420 20 HDG

KA90H 425 20 HDG
KA90H 430 20 HDG

225

50

75
100
125
150
200

250

300

2,88
3,53

4,68

0,66
0,78
0,91
1,29
1,59
2,41 1

1

1

1
1
1
1

1
1

KA45 405 10 HDG

KA45 407 10 HDG
KA45 410 10 HDG
KA45 412 10 HDG
KA45 415 10 HDG
KA45 420 10 HDG

KA45 422 15 HDG

KA45 405 15 HDG

KA45 407 15 HDG
KA45 410 15 HDG
KA45 412 15 HDG
KA45 415 15 HDG
KA45 420 15 HDG

KA45 425 15 HDG
KA45 430 15 HDG
KA45 440 15 HDG
KA45 445 15 HDG
KA45 450 15 HDG
KA45 460 15 HDG
KA45 470 15 HDG
KA45 475 15 HDG
KA45 480 15 HDG
KA45 490 15 HDG
KA45 400 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,25
2,81

4,21

1,21

0,33
0,41
0,50
0,59
0,70
0,92

1,36
1,68
2,40

0,22

0,28
0,34
0,40
0,47
0,61

7,85
6,52

9,31

5,30
5,90

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 450 20 HDG
KA45 445 20 HDG

KA45 460 20 HDG

KA45 422 20 HDG

KA45 405 20 HDG

KA45 407 20 HDG
KA45 410 20 HDG
KA45 412 20 HDG
KA45 415 20 HDG
KA45 420 20 HDG

KA45 425 20 HDG
KA45 430 20 HDG
KA45 440 20 HDG

KA45 470 20 HDG
KA45 475 20 HDG
KA45 480 20 HDG
KA45 490 20 HDG
KA45 400 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 422 12 HDG

KA45 405 12 HDG

KA45 407 12 HDG
KA45 410 12 HDG
KA45 412 12 HDG
KA45 415 12 HDG
KA45 420 12 HDG

KA45 425 12 HDG
KA45 430 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,27

0,33
0,40
0,48
0,56
0,74
0,97
1,09

1,34

4,33
3,74

5,62

1,62

0,44

0,55

0,67
0,79
0,93
1,22

1,81
2,23
3,20

10,47
8,69

12,42

7,07
7,86

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

9x18

40

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45 ... H40

KA45 ... H40 

KA90H ... H40 KA90H ... H40

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

135°

b
25

9x18

R600

a

135°

b
25

9x18

R300

a

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 422 15 HDG

KA45R2 405 15 HDG

KA45R2 407 15 HDG
KA45R2 410 15 HDG
KA45R2 412 15 HDG

KA45R2 415 15 HDG
KA45R2 420 15 HDG

KA45R2 425 15 HDG
KA45R2 430 15 HDG
KA45R2 440 15 HDG
KA45R2 445 15 HDG
KA45R2 450 15 HDG

KA45R2 460 15 HDG
KA45R2 470 15 HDG
KA45R2 475 15 HDG
KA45R2 480 15 HDG
KA45R2 490 15 HDG
KA45R2 400 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

8,76

2,19

1,07

1,25
1,42
1,61
1,80

2,41
2,61
3,06
4,01
4,52

5,06
6,20
7,43
8,08

11,68
10,17

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 450 20 HDG
KA45R2 445 20 HDG

KA45R2 460 20 HDG

KA45R2 422 20 HDG

KA45R2 405 20 HDG

KA45R2 407 20 HDG
KA45R2 410 20 HDG
KA45R2 412 20 HDG
KA45R2 415 20 HDG
KA45R2 420 20 HDG

KA45R2 425 20 HDG
KA45R2 430 20 HDG
KA45R2 440 20 HDG

KA45R2 470 20 HDG
KA45R2 475 20 HDG
KA45R2 480 20 HDG
KA45R2 490 20 HDG
KA45R2 400 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

6,75

6,03

8,27

3,20

1,43

1,66
1,90
2,14
2,40
2,93

3,49
4,08
5,35

9,91
10,78

13,57
15,58

11,68

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 422 15 HDG

KA45R4 405 15 HDG

KA45R4 407 15 HDG
KA45R4 410 15 HDG
KA45R4 412 15 HDG
KA45R4 415 15 HDG
KA45R4 420 15 HDG

KA45R4 425 15 HDG
KA45R4 430 15 HDG
KA45R4 440 15 HDG

KA45R4 445 15 HDG
KA45R4 450 15 HDG
KA45R4 460 15 HDG
KA45R4 470 15 HDG
KA45R4 475 15 HDG
KA45R4 480 15 HDG
KA45R4 490 15 HDG
KA45R4 400 15 HDG

225

50

75
100

125
150
200

250
300

400
450

500
600
700
750
800
900

1000

3,39

1,57

1,82
2,06
2,32
2,57
3,11

3,67
4,25

5,48
6,13

6.81
8.22
9.73

10.52
11.33
13.03

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 450 20 HDG
KA45R4 445 20 HDG

KA45R4 460 20 HDG

KA45R4 422 20 HDG

KA45R4 405 20 HDG

KA45R4 407 20 HDG
KA45R4 410 20 HDG
KA45R4 412 20 HDG
KA45R4 415 20 HDG
KA45R4 420 20 HDG

KA45R4 425 20 HDG
KA45R4 430 20 HDG
KA45R4 440 20 HDG

KA45R4 470 20 HDG
KA45R4 475 20 HDG
KA45R4 480 20 HDG
KA45R4 490 20 HDG
KA45R4 400 20 HDG

225

50

75
100
125
150
200

250
300

400
450

500
600
700
750
800
900

1000

4.51

2.10

2.42
2.75
3.09
3.43
4.15

4.89
5.67

7.31
8.18
9.08

10.97
12.98
14.03
15.11
17.37
19.76

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

40

15

40

40

15

40

KA45R2 H40 HDG

KA45R4 H40 HDG

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 ... H40 KA45R2 ... H40 

KA45R4 ... H40 KA45R4 ... H40

14.82



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

R90

b

1
8 9

4
0

caa
+

5
5

b+210

R150

b

1
8 9

4
0

caa
+

1
8

5

b+285

9x18

40

9x18

40

KAT H40 HDG

KATR1 H40 HDG

KAT 405 10 HDG

KAT 407 10 HDG
KAT 410 10 HDG
KAT 412 10 HDG
KAT 415 10 HDG
KAT 420 10 HDG

50

75
100
125
150
200

0.29

0.36
0.55
0.64
0.75
0.98

ad/pc

1
1

1
1
1
1 KAT 422 12 HDG

KAT 405 12 HDG

KAT 407 12 HDG
KAT 410 12 HDG
KAT 412 12 HDG
KAT 415 12 HDG
KAT 420 12 HDG

KAT 425 12 HDG
KAT 430 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.33

0.34

0.43
0.65
0.77
0.90

1.49
2.05

1.17 1
1

1

1
1
1
1

1
1

KAT 450 20 HDG 6.54500
450KAT 445 20 HDG 5.66

KAT 460 20 HDG 8.48600

KAT 422 20 HDG 2.21

KAT 405 20 HDG 0.57

225

50
KAT 407 20 HDG 0.7175
KAT 410 20 HDG 1.09100
KAT 412 20 HDG 1.28125

150KAT 415 20 HDG 1.49
200KAT 420 20 HDG 1.95

KAT 425 20 HDG 2.48250
KAT 430 20 HDG 3.41300
KAT 440 20 HDG 4.85400

KAT 422 15 HDG 1.66

KAT 405 15 HDG 0.43

225

50
KAT 407 15 HDG 0.5375
KAT 410 15 HDG 0.82100
KAT 412 15 HDG 0.96125

150KAT 415 15 HDG 1.12
200KAT 420 15 HDG 1.47

KAT 425 15 HDG 1.86250
KAT 430 15 HDG 2.56300
KAT 440 15 HDG 3.64400
KAT 445 15 HDG 4.25450
KAT 450 15 HDG 4.91500
KAT 460 15 HDG 6.36600
KAT 470 15 HDG 8.00700
KAT 475 15 HDG 8.90750
KAT 480 15 HDG 9.84800
KAT 490 15 HDG 11.86900
KAT 400 15 HDG 14.071000

KAT 470 20 HDG 10.67700
KAT 475 20 HDG 11.86750
KAT 480 20 HDG 13.11800
KAT 490 20 HDG 15.81900
KAT 400 20 HDG 18.751000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 422 15 HDG

KATR1 405 15 HDG

KATR1 407 15 HDG
KATR1 410 15 HDG
KATR1 412 15 HDG
KATR1 415 15 HDG
KATR1 420 15 HDG

KATR1 425 15 HDG
KATR1 430 15 HDG
KATR1 440 15 HDG
KATR1 445 15 HDG
KATR1 450 15 HDG
KATR1 460 15 HDG
KATR1 470 15 HDG
KATR1 475 15 HDG
KATR1 480 15 HDG
KATR1 490 15 HDG
KATR1 400 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

2.90

1.33
1.52
1.72
1.93
2.15
2.64

3.17
3.74
5.04
5.76
6.52
8.19

10.06
11.06
12.10
14.34
16.77

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 450 20 HDG
KATR1 445 20 HDG

KATR1 460 20 HDG

KATR1 422 20 HDG

KATR1 405 20 HDG

KATR1 407 20 HDG
KATR1 410 20 HDG
KATR1 412 20 HDG
KATR1 415 20 HDG
KATR1 420 20 HDG

KATR1 425 20 HDG
KATR1 430 20 HDG
KATR1 440 20 HDG

KATR1 470 20 HDG
KATR1 475 20 HDG
KATR1 480 20 HDG
KATR1 490 20 HDG
KATR1 400 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3.51

1.77

2.02
2.44
2.29
2.57
2.87

3,86
4,22
4,99
6,72
7,67
8,70

10,92
13,41
14,74
19,12
22,35

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAT ... H40 

KAT ... H40 

KATR1 ... H40 KATR1 ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

40

15

40

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 

To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 

To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 422 15 HDG

KATR4 405 15 HDG
KATR4 407 15 HDG
KATR4 410 15 HDG
KATR4 412 15 HDG
KATR4 415 15 HDG
KATR4 420 15 HDG

KATR4 425 15 HDG
KATR4 430 15 HDG
KATR4 440 15 HDG
KATR4 445 15 HDG
KATR4 450 15 HDG
KATR4 460 15 HDG
KATR4 470 15 HDG
KATR4 475 15 HDG
KATR4 480 15 HDG
KATR4 490 15 HDG
KATR4 400 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

12.51

7,31
8,01
8,72
9,45

10,19
11.72

13.31
14.95
18.42
20.24
22.12
26.06
30.24
32.41
34.64
39.29
44.17

KATR4 422 20 HDG

KATR4 405 20 HDG
KATR4 407 20 HDG

KATR4 410 20 HDG
KATR4 412 20 HDG
KATR4 415 20 HDG
KATR4 420 20 HDG

KATR4 425 20 HDG

KATR4 430 20 HDG
KATR4 440 20 HDG
KATR4 445 20 HDG
KATR4 450 20 HDG
KATR4 460 20 HDG
KATR4 470 20 HDG

KATR4 475 20 HDG
KATR4 480 20 HDG
KATR4 490 20 HDG
KATR4 400 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

16.67

9.75
10.68
11.62
12.60
13.59
15.62

17.74
19.93
24.55
26.99
29.49
34.74
40.31
43.21
46.19
52.38
58.89

KATR2 422 15 HDG

KATR2 405 15 HDG

KATR2 407 15 HDG
KATR2 410 15 HDG
KATR2 412 15 HDG

KATR2 415 15 HDG
KATR2 420 15 HDG

KATR2 425 15 HDG
KATR2 430 15 HDG
KATR2 440 15 HDG
KATR2 445 15 HDG
KATR2 450 15 HDG
KATR2 460 15 HDG
KATR2 470 15 HDG
KATR2 475 15 HDG
KATR2 480 15 HDG
KATR2 490 15 HDG
KATR2 400 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7.04

3.71

4.14
4.59
5.05
5.52
6.52

7.59

8.70

11.11
12.40
13.75
16.62
19.75
21.39
23.09
26.68
30.05

KATR2 450 20 HDG
KATR2 445 20 HDG

KATR2 460 20 HDG

KATR2 422 20 HDG

KATR2 405 20 HDG

KATR2 407 20 HDG
KATR2 410 20 HDG
KATR2 412 20 HDG
KATR2 415 20 HDG
KATR2 420 20 HDG

KATR2 425 20 HDG
KATR2 430 20 HDG
KATR2 440 20 HDG

KATR2 470 20 HDG
KATR2 475 20 HDG
KATR2 480 20 HDG
KATR2 490 20 HDG
KATR2 400 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

18.33
16.53

22.17

9.40

4.94

5.52
6.12
6.74
7.36
8.70

10.10
11.60
14.81

26.32
28.51
30.79
35.57
40.67

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

KATR2 H40 HDG

KATR4 H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATR2 ... H40 KATR2 ... H40 

KATR4 ... H40 KATR4 ... H40 

40

15

40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mmKAD ... H40

CODE

KAD 405 10 HDG

KAD 407 10 HDG
KAD 410 10 HDG
KAD 412 10 HDG
KAD 415 10 HDG
KAD 420 10 HDG

50

75
100
125
150
200

0.35

0.57
0.67

0.77
0.89
1.36

1

1
1
1
1
1

1

1
1
1
1
1

KAD 405 15 HDG
KAD 407 15 HDG
KAD 410 15 HDG
KAD 412 15 HDG
KAD 415 15 HDG
KAD 420 15 HDG

50

75
100
125
150
200

0.53

0.85
1.00
1.16
1.33
2.04

1

1
1
1
1
1

1

1
1
1
1
1

KAD 422 15 HDG
KAD 425 15 HDG
KAD 430 15 HDG
KAD 440 15 HDG
KAD 445 15 HDG
KAD 450 15 HDG

225

250
300
400
450
500

2.27

2.50
3.01
4.17
4.82
5.52

1

1
1
1
1
1

1

1
1
1
1
1

KAD 460 15 HDG
KAD 470 15 HDG
KAD 475 15 HDG
KAD 480 15 HDG
KAD 490 15 HDG

600

700
750
800
900

7.05

8.78
9.71

10.69
12.79

1

1
1
1
1

1

1
1
1
1

KAD 400 15 HDG 1000 15.08 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H40 

CODE

KAD 405 12 HDG

KAD 407 12 HDG
KAD 410 12 HDG
KAD 412 12 HDG
KAD 415 12 HDG
KAD 420 12 HDG

50

75
100
125
150
200

0.42

0.68

0.80
0.93
1.06
1.63

1

1
1
1
1
1

1

1
1
1
1
1

KAD 405 20 HDG
KAD 407 20 HDG
KAD 410 20 HDG
KAD 412 20 HDG
KAD 415 20 HDG
KAD 420 20 HDG

50

75
100
125
150
200

0.70
1.14
1.33
1.54
1.77
2.72

1

1
1
1
1
1

1

1
1
1
1
1

KAD 422 20 HDG
KAD 425 20 HDG
KAD 430 20 HDG
KAD 440 20 HDG
KAD 445 20 HDG
KAD 450 20 HDG

225

250
300
400
450
500

3.02
3.34
4.01
5.56
6.43
7.36

1

1
1
1
1
1

1

1
1
1
1
1

KAD 460 20 HDG
KAD 470 20 HDG
KAD 475 20 HDG
KAD 480 20 HDG
KAD 490 20 HDG

600

700
750
800
900

9.40
11.70
12.94
14.25
17.05

1

1
1
1
1

1

1
1
1
1

KAD 400 20 HDG 1000 20.10 11

KAD 422 12 HDG
KAD 425 12 HDG

150
200

1.53
1.71

1
1
1
1

KAD 430 12 HDG 300 2.41 11

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H40 

CODE

KADR1 405 15 HDG
KADR1 407 15 HDG
KADR1 410 15 HDG
KADR1 412 15 HDG
KADR1 415 15 HDG
KADR1 420 15 HDG

50

75
100
125
150
200

1.40

1.59
1.79
2.00
2.22
2.70

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 422 15 HDG
KADR1 425 15 HDG
KADR1 430 15 HDG
KADR1 440 15 HDG
KADR1 445 15 HDG
KADR1 450 15 HDG

225

250
300
400
450
500

2.96

3.23
3.80
5.09
5.81
6.57

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 460 15 HDG
KADR1 470 15 HDG
KADR1 475 15 HDG
KADR1 480 15 HDG
KADR1 490 15 HDG

600

700
750
800
900

8.24

10,10
11,09

12,14
14,37

1

1
1
1
1

1

1
1
1
1

KADR1 400 15 HDG 1000 16.79 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H40 

CODE

KADR1 405 20 HDG
KADR1 407 20 HDG
KADR1 410 20 HDG
KADR1 412 20 HDG
KADR1 415 20 HDG
KADR1 420 20 HDG

50

75
100
125
150
200

1.87

2.12
2.38

2.66
2,96
3.60

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 422 20 HDG
KADR1 425 20 HDG
KADR1 430 20 HDG
KADR1 440 20 HDG
KADR1 445 20 HDG
KADR1 450 20 HDG

225

250
300
400
450
500

3.94

4.30
5.07
6.79
7.74
8.76

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 460 20 HDG
KADR1 470 20 HDG
KADR1 475 20 HDG
KADR1 480 20 HDG
KADR1 490 20 HDG

600

700
750
800
900

10.99
13,46
14,79
16,19
19,16

1

1
1
1
1

1

1
1
1
1

KADR1 400 20 HDG 1000 22.39 11

1.5mm 2.0mm

KADR1 H40

KAD H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

40

9x18

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 

To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H40 

CODE

KADR2 405 15 HDG

KADR2 407 15HDG
KADR2 410 15 HDG

KADR2 412 15 HDG
KADR2 415 15 HDG
KADR2 420 15 HDG

50

75
100
125
150
200

5.40

5.94
6.49
7.06
7.64
8.84

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR4 ... H40

CODE

KADR4 405 15 HDG
KADR4 407 15 HDG
KADR4 410 15 HDG
KADR4 412 15 HDG
KADR4 415 15 HDG
KADR4 420 15 HDG

50

75
100
125
150
200

11.26
12.15
13.06
13.98
14.91
16.83

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 422 15 HDG
KADR4 425 15 HDG
KADR4 430 15 HDG
KADR4 440 15 HDG
KADR4 445 15 HDG
KADR4 450 15 HDG

225

250
300
400
450
500

17.80
18.80
20.83
25.07
27.28
29.54

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 460 15 HDG
KADR4 470 15 HDG
KADR4 475 15 HDG
KADR4 480 15 HDG
KADR4 490 15 HDG

600

700
750
800
900

34.25
39.20
41.76
44.38
49.80

1

1
1
1
1

1

1
1
1
1

KADR4 400 15 HDG 1000 55.45 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H40

CODE

KADR4 405 20 HDG
KADR4 407 20 HDG
KADR4 410 20 HDG
KADR4 412 20 HDG
KADR4 415 20 HDG
KADR4 420 20 HDG

50

75
100
125
150
200

15.01

16.20
17.41

18.63
19.88
22.43

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 422 20 HDG
KADR4 425 20 HDG
KADR4 430 20 HDG
KADR4 440 20 HDG
KADR4 445 20 HDG
KADR4 450 20 HDG

225

250
300
400
450
500

23.74

25.06
27.77

33.42
36.37

39.39

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 460 20 HDG
KADR4 470 20 HDG
KADR4 475 20 HDG
KADR4 480 20 HDG
KADR4 490 20 HDG

600

700
750
800
900

45.67
52.26
55.68
59.17
66.39

1

1
1
1
1

1

1
1
1
1

KADR4 400 20 HDG 1000 73.93 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 422 15 HDG

KADR2 425 15 HDG
KADR2 430 15 HDG

KADR2 440 15 HDG
KADR2 445 15 HDG
KADR2 450 15 HDG

225

250
300
400
450
500

9.47

10.11
11.44
14.26
15.76
17.32

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 460 15 HDG

KADR2 470 15 HDG
KADR2 475 15 HDG

KADR2 480 15 HDG
KADR2 490 15 HDG
KADR2 400 15 HDG

600
700

750
800
900

1000

20.62

24.15
26.01
27.92
31.92
36.16

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H40

CODE

KADR2 405 20 HDG

KADR2 407 20 HDG
KADR2 410 20 HDG

KADR2 412 20 HDG
KADR2 415 20 HDG
KADR2 420 20 HDG

50

75
100
125
150
200

7.20
7.91
8.65
9.40

10.18
11.79

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 422 20 HDG

KADR2 425 20 HDG
KADR2 430 20 HDG

KADR2 440 20 HDG
KADR2 445 20 HDG
KADR2 450 20 HDG

225

250
300
400
450
500

12.62
13.48
15.24
19.01
21.01
23.09

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 460 20 HDG

KADR2 470 20 HDG
KADR2 475 20 HDG

KADR2 480 20 HDG
KADR2 490 20 HDG
KADR2 400 20 HDG

600
700

750
800
900

1000

27.49
32.20
34.67
37.22
42.56
48.21

1

1
1
1
1
1

1

1
1
1
1
1

40

15

40

R
600

7
2

5
c

b
b+725

aa
+

1
4

5
0

d+1450
d

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR4 H40 HDG

KADR2 H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

15

40

40

Important! 

To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

1.5mm1.5mm

KATE Mount�ng

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 450 15 HDG 90 0.96500
450KATE 445 15 HDG 90 0.89

KATE 460 15 HDG 90 1.10600

KATE 422 15 HDG 90 0.57225

KATE 410 15 HDG 90 0.40100
KATE 412 15 HDG 90 0.43125

150KATE 415 15 HDG 90 0.47
200KATE 420 15 HDG 90 0.54

KATE 425 15 HDG 90 0.61250
KATE 430 15 HDG 90 0.68300
KATE 440 15 HDG 90 0.82400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 450 20 HDG 90 1.27500
450KATE 445 20 HDG 90 1.18

KATE 460 20 HDG 90 1.46600

KATE 422 20 HDG 90 0.76225

KATE 410 20 HDG 90 0.53100
KATE 412 20 HDG 90 0.57125

150KATE 415 20 HDG 90 0.62
200KATE 420 20 HDG 90 0.71

KATE 425 20 HDG 90 0.81250
KATE 430 20 HDG 90 0.90300
KATE 440 20 HDG 90 1.09400

1
1

1

1
1
1
1

1
1
1
1

KATER1 450 20 HDG 150 2.16500
450KATER1 445 20 HDG 150 2.01

KATER1 460 20 HDG 150 2.44600

KATER1 422 20 HDG 150 1.37225

KATER1 410 20 HDG 150 1.01100
KATER1 412 20 HDG 150 1.08125

150KATER1 415 20 HDG 150 1.15
200KATER1 420 20 HDG 150 1.30

KATER1 425 20 HDG 150 1.44250
KATER1 430 20 HDG 150 1.58300
KATER1 440 20 HDG 150 1.87400

1
1

1

1
1
1
1

1
1
1
1

KATER1 450 15 HDG 1.62
KATER1 445 15 HDG 1.51

KATER1 460 15 HDG 1.83

KATER1 422 15 HDG 1.03

KATER1 410 15 HDG 0.76
KATER1 412 15 HDG 0.81
KATER1 415 15 HDG 0.87
KATER1 420 15 HDG 0.97

KATER1 425 15 HDG 1.08
KATER1 430 15 HDG 1.19
KATER1 440 15 HDG 1.40

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.22

0.30
0.55

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 5 15 HDG 9055

KA90ER1 5 15 HDG 15090
KA90ER2 5 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 5 20 HDG 90 0.2855

KA90ER1 5 20 HDG 150 0.4090
KA90ER2 5 20 HDG 300 0.74180

mm pcs

KA90E Mount�ng

1
1
1

1
1
1

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

a

a
R

a
+

5
0

a+50

18

9

25

7
5

50

4
0

1
8

9

20

KATE H40 HDG

KATER1 H40 HDG

KA90E H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATE ... H40 KATER1 ... H40 

KA90E ... H40 KA90E ... H40



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

ROS 420.05 20 HDG

ROS 410.05 20 HDG

200

100

ROS 415.10 20 HDG 150
ROS 415.05 20 HDG 150
ROS 420.15 20 HDG 200
ROS 420.10 20 HDG

ROS 425.20 20 HDG 250
ROS 425.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 430.05 20 HDG

ROS 425.10 20 HDG

300

250

ROS 425.05 20 HDG 250
ROS 430.25 20 HDG 300
ROS 430.20 20 HDG 300
ROS 430.15 20 HDG
ROS 430.10 20 HDG

ROS 440.30 20 HDG 400
ROS 440.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 445.25 20 HDG

ROS 440.20 20 HDG

450

400

ROS 440.15 20 HDG 400
ROS 440.10 20 HDG 400
ROS 440.05 20 HDG 400

150ROS 445.40 20 HDG
200ROS 445.30 20 HDG

ROS 445.20 20 HDG 450
ROS 445.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 450.20 20 HDG

ROS 445.10 20 HDG

500

450

ROS 445.05 20 HDG 450
ROS 450.45 20 HDG 500
ROS 450.40 20 HDG 500
ROS 450.30 20 HDG
ROS 450.25 20 HDG

ROS 450.15 20 HDG 500
ROS 450.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 460.20 20 HDG

ROS 450.05 20 HDG

600

500

ROS 460.50 20 HDG 600
ROS 460.45 20 HDG 600
ROS 460.40 20 HDG 600
ROS 460.30 20 HDG
ROS 460.25 20 HDG

ROS 460.15 20 HDG 600
ROS 460.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 460.05 20 HDG 600 50

W1

W2

9x18

6
0

L

6
0

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H40

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 410.05 15 HDG

ROS 415.10 15 HDG
ROS 415.05 15 HDG
ROS 420.15 15 HDG

ROS 420.10 15 HDG
ROS 420.05 15 HDG
ROS 425.20 15 HDG
ROS 425.15 15 HDG
ROS 425.10 15 HDG
ROS 425.05 15 HDG
ROS 430.25 15 HDG
ROS 430.20 15 HDG

ROS 430.15 15 HDG
ROS 430.10 15 HDG
ROS 430.05 15 HDG
ROS 440.30 15 HDG
ROS 440.25 15 HDG

ROS 440.20 15 HDG

ROS 440.15 15 HDG
ROS 440.10 15 HDG
ROS 440.05 15 HDG
ROS 445.40 15 HDG
ROS 445.30 15 HDG
ROS 445.25 15 HDG
ROS 445.20 15 HDG

ROS 445.15 15 HDG
ROS 445.10 15 HDG

ROS 445.05 15 HDG
ROS 450.45 15 HDG
ROS 450.40 15 HDG
ROS 450.30 15 HDG

ROS 450.25 15 HDG
ROS 450.20 15 HDG
ROS 450.15 15 HDG
ROS 450.10 15 HDG
ROS 450.05 15 HDG

ROS 460.50 15 HDG
ROS 460.45 15 HDG
ROS 460.40 15 HDG
ROS 460.30 15 HDG
ROS 460.25 15 HDG
ROS 460.20 15 HDG
ROS 460.15 15 HDG
ROS 460.10 15 HDG

ROS 460.05 15 HDG

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

0.58
0.75
0.66
0.91
0.83
0.75
1.08
0.99

0.91

0.83
1.24
1.16
1.08
0.99
0.91
1.70
1.61
1.51

1.42
1.32

1.23
2.23

2.02
1.91
1.81
1.70
1.59
1.49
2.71
2.60
2.36
2.24
2.12
2.01

1.89
1.77
3.68
3.54
3.40
3.11
2.97
2.83
2.69
2.55
2,41

0,77

0,99

0,88

1,21

1,10
0,99

1,43

1,32

1,21

1,10

1,65
1,54

1,43
1,32

1,21
2,27
2,14

2,01

1,89
1,76

1.64
2.97
2.69
2.55

2.41

2.27

2.12

1.98

3.62

3.46
3.14

2.99
2.83
2.67

2.52

2.36

4.90

4.71

4.53
4.15
3.96

3.77
3.58
3.40

3.21

500
500

600

ROS H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS ... H40 ROS ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 420.05 15 HDG

RLS 410.05 15 HDG 0.58

200

100

RLS 415.10 15 HDG 0.75150
RLS 415.05 15 HDG 150
RLS 420.15 15 HDG 200

150RLS 420.10 15 HDG

RLS 425.20 15 HDG 250
RLS 425.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 430.05 15 HDG

RLS 425.10 15 HDG

300

250

RLS 425.05 15 HDG 250
RLS 430.25 15 HDG 300
RLS 430.20 15 HDG 300

150RLS 430.15 15 HDG
200RLS 430.10 15 HDG

RLS 440.30 15 HDG 400
RLS 440.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 445.25 15 HDG

RLS 440.20 15 HDG

450

400

RLS 440.15 15 HDG 400
RLS 440.10 15 HDG 400
RLS 440.05 15 HDG 400

150RLS 445.40 15 HDG
200RLS 445.30 15 HDG

RLS 445.20 15 HDG 450
RLS 445.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 550.20 15 HDG

RLS 445.10 15 HDG

500

450

RLS 445.05 15 HDG 450
RLS 450.45 15 HDG 500
RLS 450.40 15 HDG 500

150RLS 450.30 15 HDG
200RLS 450.25 15 HDG

RLS 450.15 15 HDG 500
RLS 450.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 460.20 15 HDG

RLS 450.05 15 HDG

600

500

RLS 460.50 15 HDG 600
RLS 460.45 15 HDG 600
RLS 460.40 15 HDG 600

150RLS 460.30 15 HDG
200RLS 460.25 15 HDG

RLS 460.15 15 HDG 600
RLS 460.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 460.05 15 HDG 600 50

RLS 420.05 20 HDG 0.99

RLS 410.05 20 HDG 0.77

200

100

RLS 415.10 20 HDG 0.99150
RLS 415.05 20 HDG 0.88150
RLS 420.15 20 HDG 1.21200

150RLS 420.10 20 HDG 1.10

RLS 425.20 20 HDG 1.43250
RLS 425.15 20 HDG 1.32250

200
50

50

100
50

150

200
150

100

RLS 430.05 20 HDG 1.21

RLS 425.10 20 HDG 1.21

300

250

RLS 425.05 20 HDG 1.10250
RLS 430.25 20 HDG 1.65300
RLS 430.20 20 HDG 1.54300

150RLS 430.15 20 HDG 1.43
200RLS 430.10 20 HDG 1.32

RLS 440.30 20 HDG 2.27400
RLS 440.25 20 HDG 2 14.400

300
300

50

100

50
250
200

100

300
250

150

RLS 445.25 20 HDG 2.55

RLS 440.20 20 HDG 2.01

450

400

RLS 440.15 20 HDG 1.89400
RLS 440.10 20 HDG 1.76400
RLS 440.05 20 HDG 1.64400

150RLS 445.40 20 HDG 2 97.
200RLS 445.30 20 HDG 2.69

RLS 445.20 20 HDG 2.41450
RLS 445.15 20 HDG 2 27.450

450
450

250

200

150
100
50

300

200
150

400

RLS 450.20 20 HDG 2.83

RLS 445.10 20 HDG 2 12.

500

450

RLS 445.05 20 HDG 1 98.450
RLS 450.45 20 HDG 3 62.500
RLS 450.40 20 HDG 3.46500

150RLS 450.30 20 HDG 3 14.
200RLS 450.25 20 HDG 2 99.

RLS 450.15 20 HDG 2.67500
RLS 450.10 20 HDG 2 52.500

500
500

200

100

50
450
400

250

150
100

300

RLS 460.20 20 HDG 3 77.

RLS 450.05 20 HDG 2 36.

600

500

RLS 460.50 20 HDG 4 90.600
RLS 460.45 20 HDG 4 71.600
RLS 460.40 20 HDG 4 53.600

150RLS 460.30 20 HDG 4 15.
200RLS 460.25 20 HDG 3 96.

RLS 460.15 20 HDG 3 58.600
RLS 460.10 20 HDG 3.40600

600
600

200

50

500
450
400

250

150
100

300

RLS 460.05 20 HDG 3 21.600 50

6
0

W1

W2

6
0

L

9x15

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)
L

0.66
0.91
0.83
0.75
1.08
0.99

0.91

0.83
1.24
1.16
1.08

0.99
0.91
1.70

1.61
1.51

1.42
1.32
1.23

2.02
1.91
1.99
1.81
1.70

1.59

1.49
2.71
2.60
2.36
2.24
2.12
2.01
1.89
1.77

3.68
3.54
3.40
3.11

2.97
2.83
2.69

2.55
2.41

RLS H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RLS ... H40 RLS ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 420.05 15 HDG

RGS 410.05 15 HDG

200

100

RGS 415.10 15 HDG 150
RGS 415.05 15 HDG 150
RGS 420.15 15 HDG 200

150RGS 420.10 15 HDG

RGS 425.20 15 HDG 250
RGS 425.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RGS 430.05 15 HDG

RGS 425.10 15 HDG

300

250

RGS 425.05 15 HDG 250
RGS 430.25 15 HDG 300
RGS 430.20 15 HDG 300

150RGS 430.15 15 HDG
200RGS 430.10 15 HDG

RGS 440.30 15 HDG 400
RGS 440.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 445.25 15 HDG

RGS 440.20 15 HDG

450

400

RGS 440.15 15 HDG 400
RGS 440.10 15 HDG 400
RGS 440.05 15 HDG 400

150RGS 445.40 15 HDG
200RGS 445.30 15 HDG

RGS 445.20 15 HDG 450
RGS 445.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 450.20 15 HDG

RGS 445.10 15 HDG

500

450

RGS 445.05 15 HDG 450
RGS 450.45 15 HDG 500
RGS 450.40 15 HDG 500

150RGS 450.30 15 HDG
200RGS 450.25 15 HDG

RGS 450.15 15 HDG 500
RGS 450.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 460.20 15 HDG

RGS 450.05 15 HDG

600

500

RGS 460.50 15 HDG 600
RGS 460.45 15 HDG 600
RGS 460.40 15 HDG 600

150RGS 460.30 15 HDG
200RGS 460.25 15 HDG

RGS 460.15 15 HDG 600
RGS 460.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 460.05 15 HDG 600 50

RGS 420.05 20 HDG

RGS 410.05 20 HDG

200

100

RGS 415.10 20 HDG 150
RGS 415.05 20 HDG 150
RGS 420.15 20 HDG 200

150RGS 420.10 20 HDG

RGS 425.20 20 HDG 250
RGS 425.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 430.05 20 HDG

RGS 425.10 20 HDG

300

250

RGS 425.05 20 HDG 250
RGS 430.25 20 HDG 300
RGS 430.20 20 HDG 300

150RGS 430.15 20 HDG
200RGS 430.10 20 HDG

RGS 440.30 20 HDG 400
RGS 440.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 445.25 20 HDG

RGS 440.20 20 HDG

450

400

RGS 440.15 20 HDG 400
RGS 440.10 20 HDG 400
RGS 440.05 20 HDG 400

150RGS 445.40 20 HDG
200RGS 445.30 20 HDG

RGS 445.20 20 HDG 450
RGS 445.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 450.20 20 HDG

RGS 445.10 20 HDG

500

450

RGS 445.05 20 HDG 450
RGS 450.45 20 HDG 500
RGS 450.40 20 HDG 500

150RGS 450.30 20 HDG
200RGS 450.25 20 HDG

RGS 450.15 20 HDG 500
RGS 450.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 460.20 20 HDG

RGS 450.05 20 HDG

600

500

RGS 460.50 20 HDG 600
RGS 460.45 20 HDG 600
RGS 460.40 20 HDG 600

150RGS 460.30 20 HDG
200RGS 460.25 20 HDG

RGS 460.15 20 HDG 600
RGS 460.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 460.05 20 HDG 600 50

6
0

W1

W2

6
0

L

9x15

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

6
0

W1

W2

6
0

L

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

0.58

0.99

0.77

0.99
0.88
1.21
1.10

1.43
1.32

1.21

1.21

1.10
1.65
1.54
1.43
1.32

2.27
2 14.

2.55

2.01

1.89
1.76
1.64
2 97.
2.69

2.41
2 27.

2.83

2 12.

1 98.
3 62.
3.46
3 14.
2 99.

2.67
2 52.

3 77.

2 36.

4 90.
4 71.
4 53.
4 15.
4 96.

3 58.
3.40
3 21.

RGS H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RGS ... H40 RGS ... H40

0.75
0.66
0.91
0.83
0.75
1.08
0.99
0.91
0.83
1.24
1.16
1.08

0.99
0.91
1.70
1.61
1.51
1.42
1.32
1.23
2.23

2.02
1.91
1.81
1.70

1.59

1.49
2.71
2.60
2.36
2.24
2.12
2.01

1.89
1.77

3.68
3.54
3.40

3.11
2.97
2.83
2.69

2.55
2.41



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

3
0
0
+

H

300+H

R300

42

1
8

9

a

40T

a

40
T

360

3
6
0

R300

42

1
8

9

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

Important! 

To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 450 20 HDG 4.65500
450KADB 445 20 HDG 4.26

KADB 460 20 HDG 5.44600

KADB 422 20 HDG 2.50

KADB 405 20 HDG 1.12

225

50

KADB 407 20 HDG 1.3275
KADB 410 20 HDG 1.52100
KADB 412 20 HDG 1.71125

150KADB 415 20 HDG 1.91
200KADB 420 20 HDG 2.30

KADB 425 20 HDG 2.69250
KADB 430 20 HDG 3.08300
KADB 440 20 HDG 3.87400

2.0mm

Hot-D�p Galvan�zed

KADB 405 10 HDG 0.5850

KADB 407 10 HDG 0.6875
KADB 410 10 HDG 0.78100
KADB 412 10 HDG 0.88125

150KADB 415 10 HDG 0.97
200KADB 420 10 HDG 1.17

CODE

ad/pc
kgCODE

KADB 422 12 HDG 1.52

KADB 405 12 HDG 0.69

225

50

KADB 407 12 HDG 0.8175
KADB 410 12 HDG 0.93100
KADB 412 12 HDG 1.05125

150KADB 415 12 HDG 1.16
200KADB 420 12 HDG 1.40

KADB 425 12 HDG 1.64250

KADB 422 15 HDG 1.84

KADB 405 15 HDG 0.85

225

50

KADB 407 15 HDG 1.0075
KADB 410 15 HDG 1.15100
KADB 412 15 HDG 1.30125

150KADB 415 15 HDG 1.40
200KADB 420 15 HDG 1.74

KADB 425 15 HDG 2.04250
KADB 430 15 HDG 2.32300
KADB 440 15 HDG 2.92400
KADB 445 15 HDG 3.21450
KADB 450 15 HDG 3.51500
KADB 460 15 HDG 4.09600

1.0mm

KADB 430 12 HDG 1.88300

pcs

1.5mm

KADB 470 15 HDG 5.62700
KADB 475 15 HDG 5.97750
KADB 480 15 HDG 6.32800
KADB 490 15 HDG 7.03900
KADB 400 15 HDG 7.741000

KADB 470 20 HDG 7.47700
KADB 475 20 HDG 7.94750
KADB 480 20 HDG 8.41800
KADB 490 20 HDG 9.36900
KADB 400 20 HDG 10.291000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 

To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 450 20 HDG 500
450KAIB 445 20 HDG

KAIB 460 20 HDG 600

KAIB 422 20 HDG

KAIB 405 20 HDG

225

50

KAIB 407 20 HDG 75
KAIB 410 20 HDG 100
KAIB 412 20 HDG 125

150KAIB 415 20 HDG
200KAIB 420 20 HDG

KAIB 425 20 HDG 250
KAIB 430 20 HDG 300
KAIB 440 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 405 10 HDG 50

KAIB 407 10 HDG 75
KAIB 410 10 HDG 100
KAIB 412 10 HDG 125

150KAIB 415 10 HDG
200KAIB 420 10 HDG

CODE

ad/pc
kgCODE

KAIB 422 12 HDG

KAIB 405 12 HDG

225

50

KAIB 407 12 HDG 75
KAIB 410 12 HDG 100
KAIB 412 12 HDG 125

150KAIB 415 12 HDG
200KAIB 420 12 HDG

KAIB 425 12 HDG 250

KAIB 422 15 HDG

KAIB 405 15 HDG

225

50

KAIB 407 15 HDG 75
KAIB 410 15 HDG 100
KAIB 412 15 HDG 125

150KAIB 415 15 HDG
200KAIB 420 15 HDG

KAIB 425 15 HDG 250
KAIB 430 15 HDG 300
KAIB 440 15 HDG 400
KAIB 445 15 HDG 450
KAIB 450 15 HDG 500
KAIB 460 15 HDG 600

1.0mm

KAIB 430 12 HDG 300

pcs

1.5mm

KAIB 470 15 HDG 700
KAIB 475 15 HDG 750
KAIB 480 15 HDG 800
KAIB 490 15 HDG 900
KAIB 400 15 HDG 1000

KAIB 470 20 HDG 700
KAIB 475 20 HDG 750
KAIB 480 20 HDG 800
KAIB 490 20 HDG 900
KAIB 400 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

10.29

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

KADB H40 HDG

KAIB H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADB ... H40

KADB ... H40

4.65
4.26

5.44

2.50

1.12

1.32
1.52
1.71
1.91
2.30

2.69
3.08
3.87

0.58

0.68
0.78
0.88
0.97
1.17

1.52

0.69

0.81
0.93
1.05
1.16
1.40

1.64

1.84

0.85

1.00
1.15
1.30
1.40
1.74

2.04
2.32
2.92
3.21
3.51
4.09

1.88

5.62
5.97
6.32
7.03
7.74

7.47
7.94
8.41
9.36

KAIB ... H40

KAIB ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 

To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 

To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 450 20 HDG 500
450KADS 445 20 HDG

KADS 460 20 HDG 600

KADS 422 20 HDG

KADS 405 20 HDG

225

50

KADS 407 20 HDG 75
KADS 410 20 HDG 100
KADS 412 20 HDG 125

150KADS 415 20 HDG
200KADS 420 20 HDG

KADS 425 20 HDG 250
KADS 430 20 HDG 300
KADS 440 20 HDG 400

KADS 422 15 HDG

KADS 405 15 HDG

225

50

KADS 407 15 HDG 75
KADS 410 15 HDG 100
KADS 412 15 HDG 125

150KADS 415 15 HDG
200KADS 420 15 HDG

KADS 425 15 HDG 250
KADS 430 15 HDG 300
KADS 440 15 HDG 400
KADS 445 15 HDG 450
KADS 450 15 HDG 500
KADS 460 15 HDG 600
KADS 470 15 HDG 700
KADS 475 15 HDG 750
KADS 480 15 HDG 800
KADS 490 15 HDG 900
KADS 400 15 HDG 1000

KADS 470 20 HDG 700
KADS 475 20 HDG 750
KADS 480 20 HDG 800
KADS 490 20 HDG 900
KADS 400 20 HDG 1000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 422 15 HDG

KAIS 405 15 HDG

225

50

KAIS 407 15 HDG 75
KAIS 410 15 HDG 100
KAIS 412 15 HDG 125

150KAIS 415 15 HDG
200KAIS 420 15 HDG

KAIS 425 15 HDG 250
KAIS 430 15 HDG 300
KAIS 440 15 HDG 400
KAIS 445 15 HDG 450
KAIS 450 15 HDG 500
KAIS 460 15 HDG 600
KAIS 470 15 HDG 700
KAIS 475 15 HDG 750
KAIS 480 15 HDG 800
KAIS 490 15 HDG 900
KAIS 400 15 HDG 1000

KAIS 450 20 HDG 500
450KAIS 445 20 HDG

KAIS 460 20 HDG 600

KAIS 422 20 HDG

KAIS 405 20 HDG

225

50

KAIS 407 20 HDG 75
KAIS 410 20 HDG 100
KAIS 412 20 HDG 125

150KAIS 415 20 HDG
200KAIS 420 20 HDG

KAIS 425 20 HDG 250
KAIS 430 20 HDG 300
KAIS 440 20 HDG 400

KAIS 470 20 HDG 700
KAIS 475 20 HDG 750
KAIS 480 20 HDG 800
KAIS 490 20 HDG 900
KAIS 400 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

3.72
3.41

4.36

2.00

0.90

1.06
1.21
1.37
1.52
1.84

2.16
2.47
3.10

1.51

0.68

0.80
0.92
1.04
1.16
1.40

1.63
1.86
2.33
2.57
2.80
3.28
4.49
4.78
5.06
5.63
6.19

5.98
6.36
6.73
7.48
8.24

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KADS H40 HDG

KAIS H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H40 KADS ... H40

KAIS ... H40 KAIS ... H40 

3.72
3.41

4.36

2.00

0.90

1.06
1.21
1.37
1.52
1.84

2.16
2.47
3.10

1.51

0.68

0.80
0.92
1.04
1.16
1.40

1.63
1.86
2.33
2.57
2.80
3.28
4.49
4.78
5.06
5.63
6.19

5.98
6.36
6.73
7.48
8.24

a

40T

a

40
T

2
9

5

4
2

9

2
5

5

42

9

18

255

2
9

5

1
8



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

a

40T

a

40
T

4
6

5

465

R
300

9

18

40

1
2

5

125

7
6

5

765

R
600

9

18

40

1
2

5

125

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 450 20 HDG 500
450KAISR2 445 20 HDG

KAISR2 460 20 HDG 600

KAISR2 422 20 HDG

KAISR2 405 20 HDG

225

50

KAISR2 407 20 HDG 75
KAISR2 410 20 HDG 100
KAISR2 412 20 HDG 125

150KAISR2 415 20 HDG
200KAISR2 420 20 HDG

KAISR2 425 20 HDG 250
KAISR2 430 20 HDG 300
KAISR2 440 20 HDG 400

KAISR2 422 15 HDG

KAISR2 405 15 HDG

225

50

KAISR2 407 15 HDG 75
KAISR2 410 15 HDG 100
KAISR2 412 15 HDG 125

150KAISR2 415 15 HDG
200KAISR2 420 15 HDG

KAISR2 425 15 HDG 250
KAISR2 430 15 HDG 300
KAISR2 440 15 HDG 400
KAISR2 445 15 HDG 450
KAISR2 450 15 HDG 500
KAISR2 460 15 HDG 600
KAISR2 470 15 HDG 700
KAISR2 475 15 HDG 750
KAISR2 480 15 HDG 800
KAISR2 490 15 HDG 900
KAISR2 400 15 HDG 1000

KAISR2 470 20 HDG 700
KAISR2 475 20 HDG 750
KAISR2 480 20 HDG 800
KAISR2 490 20 HDG 900
KAISR2 400 20 HDG 1000

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 450 20 HDG 500
450KAISR4 445 20 HDG

KAISR4 460 20 HDG 600

KAISR4 422 20 HDG

KAISR4 405 20 HDG

225

50

KAISR4 407 20 HDG 75
KAISR4 410 20 HDG 100
KAISR4 412 20 HDG 125

150KAISR4 415 20 HDG
200KAISR4 420 20 HDG

KAISR4 425 20 HDG 250
KAISR4 430 20 HDG 300
KAISR4 440 20 HDG 400

KAISR4 422 15 HDG

KAISR4 405 15 HDG

225

50

KAISR4 407 15 HDG 75
KAISR4 410 15 HDG 100
KAISR4 412 15 HDG 125

150KAISR4 415 15 HDG
200KAISR4 420 15 HDG

KAISR4 425 15 HDG 250
KAISR4 430 15 HDG 300
KAISR4 440 15 HDG 400
KAISR4 445 15 HDG 450
KAISR4 450 15 HDG 500
KAISR4 460 15 HDG 600
KAISR4 470 15 HDG 700
KAISR4 475 15 HDG 750
KAISR4 480 15 HDG 800
KAISR4 490 15 HDG 900
KAISR4 400 15 HDG 1000

KAISR4 470 20 HDG 700
KAISR4 475 20 HDG 750
KAISR4 480 20 HDG 800
KAISR4 490 20 HDG 900
KAISR4 400 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

6.98
6.39

8.15

3.74

1.68

1.97
2.27
2.56
2.85
3.44

4.03
4.62
5.80

2.82

1.28

1.50
1.72
1.94
2.16
2.60

3.04
3.48
4.37
4.81
5.25
6.13
7.02
7.46
7.90
8.78
9.67

9.33
9.92
10.51
11.69
12.86

11.16
10.22

13.04

5.98

2.68

3.15
3.62
4.09
4.56
5.51

6.45
7.39
9.27

4.51

2.04

2.39
2.75
3.10
3.45
4.16

4.87
5.57
6.99
7.69
8.40
9.81

11.22
11.93
12.64
14.05
15.46

14.93
15.87
16.81
18.69
20.58

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

KAISR2 H40 HDG

KAISR4 H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAISR4 ... H40 KAISR4 ... H40

KAISR2 ... H40 KAISR2 ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

a

40T

a

40
T

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 450 20 HDG 6.98500
450KADSR2 445 20 HDG 6.39

KADSR2 460 20 HDG 8.15600

KADSR2 422 20 HDG 3.74

KADSR2 405 20 HDG 1.68

225

50

KADSR2 407 20 HDG 1.9775
KADSR2 410 20 HDG 2.27100
KADSR2 412 20 HDG 2.56125

150KADSR2 415 20 HDG 2.85
200KADSR2 420 20 HDG 3.44

KADSR2 425 20 HDG 4.03250
KADSR2 430 20 HDG 4.62300
KADSR2 440 20 HDG 5.80400

KADSR2 422 15 HDG 2.82

KADSR2 405 15 HDG 1.28

225

50

KADSR2 407 15 HDG 1.5075
KADSR2 410 15 HDG 1.72100
KADSR2 412 15 HDG 1.94125

150KADSR2 415 15 HDG 2.16
200KADSR2 420 15 HDG 2.60

KADSR2 425 15 HDG 3.04250
KADSR2 430 15 HDG 3.48300
KADSR2 440 15 HDG 4.37400
KADSR2 445 15 HDG 4.81450
KADSR2 450 15 HDG 5.25500
KADSR2 460 15 HDG 6.13600
KADSR2 470 15 HDG 7.02700
KADSR2 475 15 HDG 7.46750
KADSR2 480 15 HDG 7.90800
KADSR2 490 15 HDG 8.78900
KADSR2 400 15 HDG 9.671000

KADSR2 470 20 HDG 9.33700
KADSR2 475 20 HDG 9.92750
KADSR2 480 20 HDG 10.51800
KADSR2 490 20 HDG 11.69900
KADSR2 400 20 HDG 12.861000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 450 20 HDG 11.16500
450KADSR4 445 20 HDG 10.22

KADSR4 460 20 HDG 13.04600

KADSR4 422 20 HDG 5.98

KADSR4 405 20 HDG 2.68

225

50

KADSR4 407 20 HDG 3.1575
KADSR4 410 20 HDG 3.62100
KADSR4 412 20 HDG 4.09125

150KADSR4 415 20 HDG 4.56
200KADSR4 420 20 HDG 5.51

KADSR4 425 20 HDG 6.45250
KADSR4 430 20 HDG 7.39300
KADSR4 440 20 HDG 9.27400

KADSR4 422 15 HDG 4.51

KADSR4 405 15 HDG 2.04

225

50

KADSR4 407 15 HDG 2.3975
KADSR4 410 15 HDG 2.75100
KADSR4 412 15 HDG 3.10125

150KADSR4 415 15 HDG 3.45
200KADSR4 420 15 HDG 4.16

KADSR4 425 15 HDG 4.87250
KADSR4 430 15 HDG 5.57300
KADSR4 440 15 HDG 6.99400
KADSR4 445 15 HDG 7.69450
KADSR4 450 15 HDG 8.40500
KADSR4 460 15 HDG 9.81600
KADSR4 470 15 HDG 11.22700
KADSR4 475 15 HDG 11.93750
KADSR4 480 15 HDG 12.64800
KADSR4 490 15 HDG 14.05900
KADSR4 400 15 HDG 15.461000

KADSR4 470 20 HDG 14.93700
KADSR4 475 20 HDG 15.87750
KADSR4 480 20 HDG 16.81800
KADSR4 490 20 HDG 18.69900
KADSR4 400 20 HDG 20.581000

765

7
6

5

R
60

0

9

1
8

4
0

125

1
2

5

465

4
6

5

R
30

0

9

1
8

4
0

125

1
2

5

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

KADSR2 H40 HDG

KADSR4 H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H40 KADSR2 ... H40 

KADSR4 ... H40 KADSR4 ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Hot-D�p Galvan�zed

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 450 20 HDG 2.98500
450KADS45 445 20 HDG 2,73

KADS45 460 20 HDG 3.48600

KADS45 422 20 HDG 1,60

KADS45 405 20 HDG 0,72

225

50

KADS45 407 20 HDG 0,8475
KADS45 410 20 HDG 0.97100
KADS45 412 20 HDG 1,10125

150KADS45 415 20 HDG 1,22
200KADS45 420 20 HDG 1.48

KADS45 425 20 HDG 1.72250
KADS45 430 20 HDG 1.98300
KADS45 440 20 HDG 2,48400

KADS45 422 15 HDG 1.21

KADS45 405 15 HDG 0.55

225

50

KADS45 407 15 HDG 0.6475
KADS45 410 15 HDG 0.74100
KADS45 412 15 HDG 0.84125

150KADS45 415 15 HDG 0.92
200KADS45 420 15 HDG 1.12

KADS45 425 15 HDG 1.31250
KADS45 430 15 HDG 1.49300
KADS45 440 15 HDG 1.87400
KADS45 445 15 HDG 2.06450
KADS45 450 15 HDG 2.24500
KADS45 460 15 HDG 2.62600
KADS45 470 15 HDG 3.00700
KADS45 475 15 HDG 3.19750
KADS45 480 15 HDG 3.38800
KADS45 490 15 HDG 3.76900
KADS45 400 15 HDG 4.131000

KADS45 470 20 HDG 3.99700
KADS45 475 20 HDG 4.24750
KADS45 480 20 HDG 4.49800
KADS45 490 20 HDG 4.99900
KADS45 400 20 HDG 5.491000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 450 20 HDG 500
450KAIS45 445 20 HDG

KAIS45 460 20 HDG 600

KAIS45 422 20 HDG

KAIS45 405 20 HDG

225

50

KAIS45 407 20 HDG 75
KAIS45 410 20 HDG 100
KAIS45 412 20 HDG 125

150KAIS45 415 20 HDG
200KAIS45 420 20 HDG

KAIS45 425 20 HDG 250
KAIS45 430 20 HDG 300
KAIS45 440 20 HDG 400

KAIS45 422 15 HDG

KAIS45 405 15 HDG

225

50

KAIS45 407 15 HDG 75
KAIS45 410 15 HDG 100
KAIS45 412 15 HDG 125

150KAIS45 415 15 HDG
200KAIS45 420 15 HDG

KAIS45 425 15 HDG 250
KAIS45 430 15 HDG 300
KAIS45 440 15 HDG 400
KAIS45 445 15 HDG 450
KAIS45 450 15 HDG 500
KAIS45 460 15 HDG 600
KAIS45 470 15 HDG 700
KAIS45 475 15 HDG 750
KAIS45 480 15 HDG 800
KAIS45 490 15 HDG 900
KAIS45 400 15 HDG 1000

KAIS45 470 20 HDG 700
KAIS45 475 20 HDG 750
KAIS45 480 20 HDG 800
KAIS45 490 20 HDG 900
KAIS45 400 20 HDG 1000

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.98
2.73

3.48

1.60

0.72

0.84
0.97
1.10
1.22
1.48

1.72
1.98
2.48

1.21

0.55

0.64
0.74
0.84
0.92
1.12

1.31
1.49
1.87
2.06
2.24
2.62
3.00
3.19
3.38
3.76
4.13

3.99
4.24
4.49
4.99
5.49

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 ... H40 KADS45 ... H40

KAIS45 ... H40 KAIS45 ... H40

a

40T

41

9x18

135°

1
3

0

245

4
0

a

40T

41

9x18

135°

1
3

0

245

4
0

KAIS45 H40 HDG

KADS45 H40 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

a

40T

a

40
T

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

1
7

5
4

0

9x18

40

453

R300

125

2
6

5
4

0

9x18

40

665

R600

125

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 450 20 HDG 500
450KAIS45R4 445 20 HDG

KAIS45R4 460 20 HDG 600

KAIS45R4 422 20 HDG

KAIS45R4 405 20 HDG

225

50

KAIS45R4 407 20 HDG 75
KAIS45R4 410 20 HDG 100
KAIS45R4 412 20 HDG 125

150KAIS45R4 415 20 HDG
200KAIS45R4 420 20 HDG

KAIS45R4 425 20 HDG 250
KAIS45R4 430 20 HDG 300
KAIS45R4 440 20 HDG 400

KAIS45R4 422 15 HDG

KAIS45R4 405 15 HDG 1,28

225

50

KAIS45R4 407 15 HDG 1,5075
KAIS45R4 410 15 HDG 100
KAIS45R4 412 15 HDG 125

150KAIS45R4 415 15 HDG
200KAIS45R4 420 15 HDG

KAIS45R4 425 15 HDG 250
KAIS45R4 430 15 HDG 300
KAIS45R4 440 15 HDG 400
KAIS45R4 445 15 HDG 450
KAIS45R4 450 15 HDG 500
KAIS45R4 460 15 HDG 600
KAIS45R4 470 15 HDG 700
KAIS45R4 475 15 HDG 750
KAIS45R4 480 15 HDG 800
KAIS45R4 490 15 HDG 900
KAIS45R4 400 15 HDG 1000

KAIS45R4 470 20 HDG 700
KAIS45R4 475 20 HDG 750
KAIS45R4 480 20 HDG 800
KAIS45R4 490 20 HDG 900
KAIS45R4 400 20 HDG 1000

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 450 20 HDG 4.65500
450KAIS45R2 445 20 HDG 4.26

KAIS45R2 460 20 HDG 5.44600

KAIS45R2 422 20 HDG 2.49

KAIS45R2 405 20 HDG 1.12

225

50

KAIS45R2 407 20 HDG 1.3275
KAIS45R2 410 20 HDG 1.51100
KAIS45R2 412 20 HDG 1.71125

150KAIS45R2 415 20 HDG 1.90
200KAIS45R2 420 20 HDG 2.30

KAIS45R2 425 20 HDG 2.69250
KAIS45R2 430 20 HDG 3.08300
KAIS45R2 440 20 HDG 3.87400

KAIS45R2 422 15 HDG 1.88

KAIS45R2 405 15 HDG 0.85

225

50

KAIS45R2 407 15 HDG 1.0075
KAIS45R2 410 15 HDG 1.15100
KAIS45R2 412 15 HDG 1.29125

150KAIS45R2 415 15 HDG 1.44
200KAIS45R2 420 15 HDG 1.74

KAIS45R2 425 15 HDG 2.03250
KAIS45R2 430 15 HDG 2.32300
KAIS45R2 440 15 HDG 2.91400
KAIS45R2 445 15 HDG 3.21450
KAIS45R2 450 15 HDG 3.50500
KAIS45R2 460 15 HDG 4.09600
KAIS45R2 470 15 HDG 4.68700
KAIS45R2 475 15 HDG 4.97750
KAIS45R2 480 15 HDG 5.27800
KAIS45R2 490 15 HDG 5.86900
KAIS45R2 400 15 HDG 6.451000

KAIS45R2 470 20 HDG 6.22700
KAIS45R2 475 20 HDG 6.61750
KAIS45R2 480 20 HDG 7.01800
KAIS45R2 490 20 HDG 7.79900
KAIS45R2 400 20 HDG 8.581000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAIS45R2 H40 HDG

KAIS45R4 H40 HDG
Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS45R2 ... H40 KAIS45R2 ... H40

3,04

1,94
2,16
2,60
2,82

3,48
4,37
4,81
5,25
6,13
7,02
7,46
7,90
8,78
9,67

1,72

1,68
1,97

4,03

2,56
2,85
3,44
3,74

4,62
5,80
6,39
6,98
8,15
9,33
9,92
10,51
11,69
12,86

2,27

KAIS45R4 ... H40 KAIS45R4 ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

a

40T

a

40T

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

1
7

5
4

0

9x18

40

453

R300

2
6

5
4

0

9x18

40

665

R600

125

125

Hot-D�p Galvan�zed

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 450 20 HDG 500
450KADS45R2 445 20 HDG

KADS45R2 460 20 HDG 600

KADS45R2 422 20 HDG

KADS45R2 405 20 HDG

225

50

KADS45R2 407 20 HDG 75
KADS45R2 410 20 HDG 100
KADS45R2 412 20 HDG 125

150KADS45R2 415 20 HDG
200KADS45R2 420 20 HDG

KADS45R2 425 20 HDG 250
KADS45R2 430 20 HDG 300
KADS45R2 440 20 HDG 400

KADS45R2 422 15 HDG

KADS45R2 405 15 HDG

225

50

KADS45R2 407 15 HDG 75
KADS45R2 410 15 HDG 100
KADS45R2 412 15 HDG 125

150KADS45R2 415 15 HDG
200KADS45R2 420 15 HDG

KADS45R2 425 15 HDG 250
KADS45R2 430 15 HDG 300
KADS45R2 440 15 HDG 400
KADS45R2 445 15 HDG 450
KADS45R2 450 15 HDG 500
KADS45R2 460 15 HDG 600
KADS45R2 470 15 HDG 700
KADS45R2 475 15 HDG 750
KADS45R2 480 15 HDG 800
KADS45R2 490 15 HDG 900
KADS45R2 400 15 HDG 1000

KADS45R2 470 20 HDG 700
KADS45R2 475 20 HDG 750
KADS45R2 480 20 HDG 800
KADS45R2 490 20 HDG 900
KADS45R2 400 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 450 20 HDG 500
450KADS45R4 445 20 HDG

KADS45R4 460 20 HDG 600

KADS45R4 422 20 HDG

KADS45R4 405 20 HDG

225

50

KADS45R4 407 20 HDG 75
KADS45R4 410 20 HDG 100
KADS45R4 412 20 HDG 125

150KADS45R4 415 20 HDG
200KADS45R4 420 20 HDG

KADS45R4 425 20 HDG 250
KADS45R4 430 20 HDG 300
KADS45R4 440 20 HDG 400

KADS45R4 422 15 HDG

KADS45R4 405 15 HDG

225

50

KADS45R4 407 15 HDG 75
KADS45R4 410 15 HDG 100
KADS45R4 412 15 HDG 125

150KADS45R4 415 15 HDG
200KADS45R4 420 15 HDG

KADS45R4 425 15 HDG 250
KADS45R4 430 15 HDG 300
KADS45R4 440 15 HDG 400
KADS45R4 445 15 HDG 450
KADS45R4 450 15 HDG 500
KADS45R4 460 15 HDG 600
KADS45R4 470 15 HDG 700
KADS45R4 475 15 HDG 750
KADS45R4 480 15 HDG 800
KADS45R4 490 15 HDG 900
KADS45R4 400 15 HDG 1000

KADS45R4 470 20 HDG 700
KADS45R4 475 20 HDG 750
KADS45R4 480 20 HDG 800
KADS45R4 490 20 HDG 900
KADS45R4 400 20 HDG 1000

Important! 

To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

5.51
5.29

5.89

4.26

2.93

3.17
3.39
3.60
3.78
4.06

4.35
4.55
4.98

4.05

2.72

2.96
3.18
3.39
3.57
3.85

4.14
4.34
4.77
5.08
5.30
5.68
6.07
6.18
6.45
6.82
7.19

6.28
6.40
6.66
7.03
7.40

5.33
5.11

5.71

4.08

2.75

2.99
3.21
3.42
3.60
3.88

4.17
4.37
4.80

3.90

2.57

2.81
3.03
3.24
3.42
3.70

3.99
4.19
4.62
4.93
5.15
5.53
5.92
6.04
6.30
6.67
7.04

6.10
6.22
6.48
6.85
7.22

KADS45R2 H40 HDG

KADS45R4 H40 HDG
Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R2 ... H40 KADS45R2 ... H40 

KADS45R4 ... H40 KADS45R4 ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

2
7
0

1
5
0

W

1
8

9

6
0 Ø10

Ø8

Ø8

40

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 450 20 HDG 3.56500
450KAMD 445 20 HDG 3.33

KAMD 460 20 HDG 4.00600

KAMD 422 20 HDG 2.31

KAMD 405 20 HDG 1.52

225

50

KAMD 407 20 HDG 1.6475
KAMD 410 20 HDG 1.75100
KAMD 412 20 HDG 1.86125

150KAMD 415 20 HDG 1.97
200KAMD 420 20 HDG 2.20

KAMD 425 20 HDG 2.42250
KAMD 430 20 HDG 2.66300
KAMD 440 20 HDG 3.11400

KAMD 422 15 HDG 1,83

KAMD 405 15 HDG 1,24

225

50

KAMD 407 15 HDG 1,3275
KAMD 410 15 HDG 1,40100
KAMD 412 15 HDG 1,49125

150KAMD 415 15 HDG 1,57
200KAMD 420 15 HDG 1,73

KAMD 425 15 HDG 1,91250
KAMD 430 15 HDG 2,08300
KAMD 440 15 HDG 2,42400
KAMD 445 15 HDG 2,58450
KAMD 450 15 HDG 2,76500
KAMD 460 15 HDG 3,09600
KAMD 470 15 HDG 3,43700
KAMD 475 15 HDG 3,60750
KAMD 480 15 HDG 3,78800
KAMD 490 15 HDG 4,12900
KAMD 400 15 HDG 4,451000

KAMD 470 20 HDG 4.47700
KAMD 475 20 HDG 4.69750
KAMD 480 20 HDG 4.92800
KAMD 490 20 HDG 5.36900
KAMD 400 20 HDG 5.811000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 450 20 HDG 1.87500
450KAMB 445 20 HDG 1.71

KAMB 460 20 HDG 2.18600

KAMB 422 20 HDG 1.00

KAMB 405 20 HDG 0.45

225

50

KAMB 407 20 HDG 0.5375
KAMB 410 20 HDG 0.61100
KAMB 412 20 HDG 0.69125

150KAMB 415 20 HDG 0.76
200KAMB 420 20 HDG 0.92

KAMB 425 20 HDG 1.08250
KAMB 430 20 HDG 1.24300
KAMB 440 20 HDG 1.56400

KAMB 422 15 HDG 0.76

KAMB 405 15 HDG 0.35

225

50

KAMB 407 15 HDG 0.4075
KAMB 410 15 HDG 0.47100
KAMB 412 15 HDG 0.52125

150KAMB 415 15 HDG 0.58
200KAMB 420 15 HDG 0.70

KAMB 425 15 HDG 0.82250
KAMB 430 15 HDG 0.93300
KAMB 440 15 HDG 1.17400
KAMB 445 15 HDG 1.29450
KAMB 450 15 HDG 1.40500
KAMB 460 15 HDG 1.64600
KAMB 470 15 HDG 1.88700
KAMB 475 15 HDG 2.00750
KAMB 480 15 HDG 2.12800
KAMB 490 15 HDG 2.35900
KAMB 400 15 HDG 2.591000

KAMB 470 20 HDG 2.49700
KAMB 475 20 HDG 2.65750
KAMB 480 20 HDG 2.81800
KAMB 490 20 HDG 3.12900
KAMB 400 20 HDG 3.441000

6
7
0

a

1
8

9
Ø8Ø8

Ø10

40

8,5x23

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD H40 HDG

KAMB H40 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMD ... H40 KAMD ... H40 

KAMB ... H40 KAMB ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

KAMB / Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

BDD

BDD

Cable Tray

BDD

BDD

Cable Tray

Outs�de Bend Ins�de Bend

BDD

BDD

Cable Tray

Cable Tray

KAMB

BDD

KAMB Modular Systems for more Radius



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

W+325

W

W

2
0
5

8x23

8x23

18 1
0
0

100

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 450 20 HDG 10.02500
450KADT 445 20 HDG 8.74

KADT 460 20 HDG 12.82600

KADT 422 20 HDG 3.96225

KADT 410 20 HDG 1.98100
KADT 412 20 HDG 2.34125

150KADT 415 20 HDG 2.71
200KADT 420 20 HDG 3.52

KADT 425 20 HDG 4.41250
KADT 430 20 HDG 5.37300
KADT 440 20 HDG 7.54400

KADT 422 15 HDG 2.97225

KADT 410 15 HDG 1.49100
KADT 412 15 HDG 1.76125

150KADT 415 15 HDG 2.04
200KADT 420 15 HDG 2.64

KADT 425 15 HDG 3.31250
KADT 430 15 HDG 4.03300
KADT 440 15 HDG 5.66400
KADT 445 15 HDG 6.56450
KADT 450 15 HDG 7.52500
KADT 460 15 HDG 9.61600
KADT 470 15 HDG 11.94700
KADT 475 15 HDG 13.20750
KADT 480 15 HDG 14.51800
KADT 490 15 HDG 17.31900
KADT 400 15 HDG 20.351000

KADT 470 20 HDG 15.92700
KADT 475 20 HDG 17.60750
KADT 480 20 HDG 19.35800
KADT 490 20 HDG 23.08900
KADT 400 20 HDG 27.131000

W

350+H

8,5x232
1
5

1
7
5

4
0

42

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 450 20 HDG 5.49500
450KAMT 445 20 HDG 5.10

KAMT 460 20 HDG 6.28600

KAMT 422 20 HDG 2.06225

KAMT 410 20 HDG 1.51100
KAMT 412 20 HDG 1.62125

150KAMT 415 20 HDG 1.73
200KAMT 420 20 HDG 1.95

KAMT 425 20 HDG 2.17250
KAMT 430 20 HDG 2.39300
KAMT 440 20 HDG 4.71400

KAMT 422 15 HDG 1.55225

KAMT 410 15 HDG 1.14100
KAMT 412 15 HDG 1.22125

150KAMT 415 15 HDG 1.30
200KAMT 420 15 HDG 1.47

KAMT 425 15 HDG 1.63250
KAMT 430 15 HDG 1.79300
KAMT 440 15 HDG 3.53400
KAMT 445 15 HDG 3.83450
KAMT 450 15 HDG 4.12500
KAMT 460 15 HDG 4.71600
KAMT 470 15 HDG 6.53700
KAMT 475 15 HDG 6.88750
KAMT 480 15 HDG 7.23800
KAMT 490 15 HDG 7.94900
KAMT 400 15 HDG 8.651000

KAMT 470 20 HDG 8.70700
KAMT 475 20 HDG 9.17750
KAMT 480 20 HDG 9.64800
KAMT 490 20 HDG 10.59900
KAMT 400 20 HDG 11.531000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADT H40 HDG

KAMT H40 HDG

KADT ... H40 KADT ... H40

KAMT ... H40 KAMT ... H40 



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 450 20 HDG 500
450KADG 445 20 HDG

KADG 460 20 HDG 600

KADG 422 20 HDG 225

KADG 410 20 HDG 100
KADG 412 20 HDG 125

150KADG 415 20 HDG
200KADG 420 20 HDG

KADG 425 20 HDG 250
KADG 430 20 HDG 300
KADG 440 20 HDG 400

KADG 422 15 HDG 225

KADG 410 15 HDG 100
KADG 412 15 HDG 125

150KADG 415 15 HDG
200KADG 420 15 HDG

KADG 425 15 HDG 250
KADG 430 15 HDG 300
KADG 440 15 HDG 400
KADG 445 15 HDG 450
KADG 450 15 HDG 500
KADG 460 15 HDG 600
KADG 470 15 HDG 700
KADG 475 15 HDG 750
KADG 480 15 HDG 800
KADG 490 15 HDG 900
KADG 400 15 HDG 1000

KADG 470 20 HDG 700
KADG 475 20 HDG 750
KADG 480 20 HDG 800
KADG 490 20 HDG 900
KADG 400 20 HDG 1000

W+165

W

8x23

2
0

5

W

1
0

0

100

18

8x23

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 450 20 HDG 8.97500
450KADL 445 20 HDG 7.77

KADL 460 20 HDG 11.61600

KADL 422 20 HDG 3.34225

KADL 410 20 HDG 1.56100
KADL 412 20 HDG 1.88125

150KADL 415 20 HDG 2.21
200KADL 420 20 HDG 2.94

KADL 425 20 HDG 3.75250
KADL 430 20 HDG 4.64300
KADL 440 20 HDG 6.65400

KADL 422 15 HDG 2.51225

KADL 410 15 HDG 1.17100
KADL 412 15 HDG 1.41125

150KADL 415 15 HDG 1.66
200KADL 420 15 HDG 2.21

KADL 425 15 HDG 2.82250
KADL 430 15 HDG 3.48300
KADL 440 15 HDG 4.99400
KADL 445 15 HDG 5.83450
KADL 450 15 HDG 6.73500
KADL 460 15 HDG 8.71600
KADL 470 15 HDG 10.92700
KADL 475 15 HDG 12.12750
KADL 480 15 HDG 13.37800
KADL 490 15 HDG 16.06900
KADL 400 15 HDG 18.981000

KADL 470 20 HDG 14.56700
KADL 475 20 HDG 16.16750
KADL 480 20 HDG 17.83800
KADL 490 20 HDG 21.41900
KADL 400 20 HDG 25.301000

W+165

W

8x23

2
0

5

W

1
0

0

100

18

8x23

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

8.97
7.77

11.61

3.34

1.56
1.88
2.21
2.94

3.75
4.64
6.65

2.51

1.17
1.41
1.66
2.21

2.82
3.48
4.99
5.83
6.73
8.71

10.92
12.12
13.37
16.06
18.98

14.56
16.16
17.83
21.41
25.30

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADG H40 HDG

KADL H40 HDG

KADL ... H40 KADL ... H40

KADG ... H40 KADG ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

3
5

a

T

4
0

1
8

9

35

42

75

L

75

T

35

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 40 575 15 HDG 0.31

RT 40 425 15 HDG 0.25

RT 40 450 15 HDG 0.26
RT 40 475 15 HDG 0.27
RT 40 500 15 HDG 0.28
RT 40 525 15 HDG 0.29
RT 40 550 15 HDG 0.30

RT 40 375 15 HDG 0.23
RT 40 350 15 HDG 0.22

RT 40 400 15 HDG 0.24

RT 40 225 15 HDG 0.16

RT 40 50 15 HDG 0.09

RT 40 75 15 HDG 0.10
RT 40 100 15 HDG 0.11
RT 40 125 15 HDG 0.12
RT 40 150 15 HDG 0.13

RT 40 200 15 HDG 0.15

RT 40 250 15 HDG 0.17

RT 40 275 15 HDG 0.19

RT 40 325 15 HDG 0.21

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 40 25 15 HDG 0.0825

RT 40 175 15 HDG 0.14175

pcs

RT 40 300 15 HDG 0.20300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 450 20 HDG 0.36
SON 445 20 HDG 0.33

SON 460 20 HDG 0.41

SON 422 20 HDG 0.20

SON 405 20 HDG 0.10

SON 407 20 HDG 0.12
SON 410 20 HDG 0.13
SON 412 20 HDG 0.14
SON 415 20 HDG 0.16
SON 420 20 HDG 0.19

SON 425 20 HDG 0.21
SON 430 20 HDG 0.24
SON 440 20 HDG 0.30

CODE

ad/pc
kgCODE

SON 450 15 HDG 0.27
SON 445 15 HDG 0.25

SON 460 15 HDG 0.31

SON 422 15 HDG 0.15

SON 405 15 HDG 0.08

SON 407 15 HDG 0.09
SON 410 15 HDG 0.10
SON 412 15 HDG 0.11
SON 415 15 HDG 0.12
SON 420 15 HDG 0.14

SON 425 15 HDG 0.16
SON 430 15 HDG 0.18
SON 440 15 HDG 0.23

CODE

ad/pc
kgCODE

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 40 575 20 HDG 0.41

RT 40 425 20 HDG 0.33

RT 40 450 20 HDG 0.34
RT 40 475 20 HDG 0.36
RT 40 500 20 HDG 0.37
RT 40 525 20 HDG 0.39
RT 40 550 20 HDG 0.40

RT 40 375 20 HDG 0.30
RT 40 350 20 HDG 0.29

RT 40 400 20 HDG 0.32

RT 40 225 20 HDG 0.22

RT 40 50 20 HDG 0.12

RT 40 75 20 HDG 0.13
RT 40 100 20 HDG 0.15
RT 40 125 20 HDG 0.16
RT 40 150 20 HDG 0.17

RT 40 200 20 HDG 0.20

RT 40 250 20 HDG 0.23

RT 40 275 20 HDG 0.25

RT 40 325 20 HDG 0.27

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 40 25 20 HDG 0.1025

RT 40 175 20 HDG 0.19175

pcs

RT 40 300 20 HDG 0.26300

1.5mm 2.0mm

SON 480 15 HDG 0.39
SON 475 15 HDG 0.37

SON 490 15 HDG 0.44

SON 470 15 HDG 0.35

800
750

900

700

SON 400 15 HDG 0.481000

SON 480 20 HDG 0.52
SON 475 20 HDG 0.50

SON 490 20 HDG 0.58

SON 470 20 HDG 0.47

800
750

900

700

SON 400 20 HDG 0.641000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RT H40 HDG

SON H40 HDG

RT ... H40 RT ... H40 

SON ... H40SON ... H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

Pre - Galvan�zed

124 124

L=250
155

22 22 22

2
3

8,5
R 20

3
5

15

T

3
5

L=1000

8,5

25

2

T

BYDU 140 15 HDG 1000 0.39

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 140 20 HDG 1000 0.51

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

50

pcspcs

Hot-D�p Galvan�zed

4
5

15

T

BDD 240 BDD 340

BDD 240 BDD 340

MYD 140 15 HDG 175 0.12

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 140 20 HDG 175 0.16

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 140 15 HDG 175 0.29

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 140 20 HDG 175 0.38

MYD 140

MYDU 140

L=200mm

4
0

25

2
3

8,5

L=600mm

4
0

25

2
3

8,5

MYD 140

MYDU 140

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BYDU H40

BYDU 1 ... H40 BYDU 1 ... H40

MYD ... H40 MYDU ... H40 

BDD 240 15 HDG 250 0.17

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

BDD 240 20 HDG 250 0.23

250 0.20

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

250 0.27

1

1

1

1

BDD  ... H40 BDD ... H40

BDD 340 15 HDG

BDD 340 20 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 140 15 HDG 0.713000

pcs

Hot-D�p Galvan�zed

3
5

20

T

3
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 140 20 HDG 0.953000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.83

pcs

2.0mm

CODE

1m
kgCODE

1.10

pcs

SEP 240 15 HDG 3000

SEP 240 20 HDG 3000

SEP 150 SEP 250

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y40 15 HDG 1.061500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.42

pcs

SEP Y40 20 HDG 1500

35

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 140 10 HDG 0.483000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.55

pcs

SEP 240 10 HDG 30001 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SEP H40 HDG

SEP Y40 HDG

SEP ... H40

SEP ... H40

SEP ... H40

SEP ... H40 

SEP ... H40 SEP ... H40 

SEP Y40 H40 SEP Y40 H40



MADE IN TURKEY

m
Cable Trays - System of Side Height H40

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Expans�on Plate
Birleştirme Elemanı - 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 40 20 HDG 0.11

CODE

ad/pc
kgCODE

MBE 40 15 HDG 0.08

CODE

ad/pc
kgCODE

pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 40 575 15 HDG 0.62

RC 40 425 15 HDG 0.48

RC 40 450 15 HDG 0.50
RC 40 475 15 HDG 0.52
RC 40 500 15 HDG 0.55
RC 40 525 15 HDG 0.57
RC 40 550 15 HDG 0.59

RC 40 375 15 HDG 0.43
RC 40 350 15 HDG 0.41

RC 40 400 15 HDG 0.45

RC 40 225 15 HDG 0.29

RC 40 50 15 HDG 0.12

RC 40 75 15 HDG 0.15
RC 40 100 15 HDG 0.17
RC 40 125 15 HDG 0.19
RC 40 150 15 HDG 0.22

RC 40 200 15 HDG 0.26

RC 40 250 15 HDG 0.31

RC 40 275 15 HDG 0.33

RC 40 325 15 HDG 0.38

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 40 25 15 HDG 0.1025

RC 40 175 15 HDG 0.24175

pcs

RC 40 300 15 HDG 0.36300

Hot-D�p Galvan�zed

RC 40 575 20 HDG 0.82

RC 40 425 20 HDG 0.63

RC 40 450 20 HDG 0.66
RC 40 475 20 HDG 0.70
RC 40 500 20 HDG 0.73
RC 40 525 20 HDG 0.76
RC 40 550 20 HDG 0.79

RC 40 375 20 HDG 0.57
RC 40 350 20 HDG 0.54

RC 40 400 20 HDG 0.60

RC 40 225 20 HDG 0.38

RC 40 50 20 HDG 0.16

RC 40 75 20 HDG 0.19
RC 40 100 20 HDG 0.22
RC 40 125 20 HDG 0.26
RC 40 150 20 HDG 0.29

RC 40 200 20 HDG 0.35

RC 40 250 20 HDG 0.41

RC 40 275 20 HDG 0.44

RC 40 325 20 HDG 0.51

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 40 25 20 HDG 0.1325

RC 40 175 20 HDG 0.32175

pcs

RC 40 300 20 HDG 0.48300

L75 75

9x25 15
15

35
25

L

3
7

50

8,5x808,5x23

RC Mount�ng

MBE Mount�ng

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1 1

MBE ... H40 MBE ... H40
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MBE

RC

RC ... H40 RC ... H40

 Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
500

223 cm

600

273 cm

2148 cm
2198 cm
2248 cm
2298 cm

Width
Usable

Cross-Section

2100 48 cm

M6x15 Round head squ�re neck bolt & M6 Flanged nut

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

15 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8

KBE ... H50KBE ... H50 KBE ... H50KBE ... H50 

CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

3000

3000
3000
3000
3000
3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

3000

3000

225

50

300075
3000100
3000125

150 3000
200 3000

1.0mmAPK ... H50APK ... H50 

pcs

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

APK ... H50APK ... H50 

pcs

1.2mm

Hot-D�p Galvan�zed

KBE 250 KBE 350

1.5mm

175KBE 350 20 HDG 100

175KBE 350 15 HDG 100

1.5mm

175 0.14KBE 250 20 HDG 100

2.0mm

175 0.11KBE 250 15 HDG 100

KBE 250 12 HDG 175 0.09 100 175KBE 350 12 HDG 100

1.2mm

2.0mm

298 cm

0.17

0.13

0.10

2

2
2
2
2

2

2

2
2
2
2
2

APK 505 10 HDG

APK 507 10 HDG
APK 510 10 HDG
APK 512 10 HDG
APK 515 10 HDG
APK 520 10 HDG

50

75
100
125
150
200

1.05

1.20
1.36
1.52
1.67
1.99

APK 505 12 HDG

APK 507 12 HDG
APK 510 12 HDG
APK 512 12 HDG
APK 515 12 HDG
APK 520 12 HDG
APK 522 12 HDG

1.26
1.44

1.63
1.82
2.01
2.38
2.58
2.76
3.14

APK 550 15 HDG
APK 545 15 HDG

APK 560 15 HDG

APK 522 15 HDG

APK 505 15 HDG
APK 507 15 HDG
APK 510 15 HDG
APK 512 15 HDG
APK 515 15 HDG
APK 520 15 HDG

APK 525 15 HDG
APK 530 15 HDG
APK 540 15 HDG

APK 590 15 HDG
APK 580 15 HDG

APK 500 15 HDG

APK 570 15 HDG
APK 575 15 HDG

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

5.78
5.32

6.73

3.20

1.55
1.78
2.02
2.26
2.49
2.96

3.43
3.90
4.85

9.55
8.62

10.5

7.67
8.14

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

APK 525 12 HDG
APK 530 12 HDG

APK 550 20 HDG
APK 545 20 HDG

APK 560 20 HDG

APK 522 20 HDG

APK 505 20 HDG
APK 507 20 HDG
APK 510 20 HDG
APK 512 20 HDG
APK 515 20 HDG
APK 520 20 HDG

APK 525 20 HDG
APK 530 20 HDG
APK 540 20 HDG

APK 590 20 HDG
APK 580 20 HDG

APK 500 20 HDG

APK 570 20 HDG
APK 575 20 HDG

250
300

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000
3000

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

7.69
7.06

8.94

4.24

2.04
2.35
2.66
2.98
3.30
3.92

4.55
5.18
6.43

12.71
11.46

13.97

10.20
10.83

2
2
2

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

50

a

T

25

8,5

4
1

,7
5L

APK H50 HDG

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5

4
5

T

15

L

20

8,5
25

CFS

M6x15
M6

4
5

15

5
5

T

15

KBE 250 KBE 350

T

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

10

2.0

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 505 10 HDG 300050

ADK 507 10 HDG 300075
ADK 510 10 HDG 3000100
ADK 512 10 HDG 3000125

150ADK 515 10 HDG 3000
200ADK 520 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 522 15 HDG 3000

ADK 505 15 HDG 3000

225

50

ADK 507 15 HDG 300075
ADK 510 15 HDG 3000100
ADK 512 15 HDG 3000125

150ADK 515 15 HDG 3000
200ADK 520 15 HDG 3000

ADK 525 15 HDG 3000250
ADK 530 15 HDG 3000300
ADK 540 15 HDG 3000400
ADK 545 15 HDG 3000450
ADK 550 15 HDG 3000500
ADK 560 15 HDG 3000600

1.0mmADK ... H50ADK ... H50 

pcs

1.5mm

ADK 570 15 HDG 3000700
ADK 575 15 HDG 3000750
ADK 580 15 HDG 3000800
ADK 590 15 HDG 3000900
ADK 500 15 HDG 30001000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK ... H50ADK ... H50 

pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

BYD 250 BYD 350

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

BYD ... H50BYD ... H50 BYD ... H50BYD ... H50 

pcspcs

1.5mm

175BYD 350 20 HDG 100

175BYD 350 15 HDG 100

1.5mm

175 0.14BYD 250 20 HDG 100

2.0mm

175 0.11BYD 250 15 HDG 100

BYD 250 12 HDG 175 0,09 100 175BYD 350 12 HDG 100

1.2mm

2.0mm

50

150
200
300
400
500

223 cm

600

273 cm

2148 cm
2198 cm
2248 cm
2298 cm

Width
Usable

Cross-Section

2100 48 cm

298 cm

0.17

0.13

0,10

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2
2
2
2
2

6.65
7.23

4.00

1.94

2.23
2.52
2.82
3.11
3.70

4.29
4.88
6.06

1.31

1.50
1.70
1.90
2.09
2.49

10.77
10.18

11.94

8.41
9.59

13.12

ADK 550 20 HDG 3000500
450ADK 545 20 HDG 3000

ADK 560 20 HDG 3000600

ADK 522 20 HDG 3000

ADK 505 20 HDG 3000

225

50

ADK 507 20 HDG 300075
ADK 510 20 HDG 3000100
ADK 512 20 HDG 3000125

150ADK 515 20 HDG 3000
200ADK 520 20 HDG 3000

ADK 525 20 HDG 3000250
ADK 530 20 HDG 3000300
ADK 540 20 HDG 3000400

ADK 522 12 HDG 3000

ADK 505 12 HDG 3000

225

50
ADK 507 12 HDG 300075
ADK 510 12 HDG 3000100
ADK 512 12 HDG 3000125

150ADK 515 12 HDG 3000
200ADK 520 12 HDG 3000

ADK 525 12 HDG 3000250
ADK 530 12 HDG 3000300

ADK 570 20 HDG 3000700
ADK 575 20 HDG 3000750
ADK 580 20 HDG 3000800
ADK 590 20 HDG 3000900
ADK 500 20 HDG 30001000

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2

2
2
2
2
2

2
2

9.61
8.83

11.18

5.30

2.55
2.94
3.33
3.73
4.12
4.90

5.69
6.47
8.04

1.57
1.80
2.04
2.28

2.51

2.98

15.89
14.32

17.46

12.75
13.54

3.22
3.45

3.92

L

8,5

41,75

T50

a

10

25
ADK H50 HDG

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

L=175

25
20x8.5

4
5

15

5
5

T

15

BYD 250 BYD 350

T

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H50

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mmKA90 ... H50KA90 ... H50 

pcs

1.5mm

CODECODE

KA90 ... H50KA90 ... H50 

pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE

KA90R1 ... H50KA90R1 ... H50 

pcs
CODECODE

KA90R1 ... H50KA90R1 ... H50 

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 505 10 HDG

KA90 507 10 HDG
KA90 510 10 HDG
KA90 512 10 HDG
KA90 515 10 HDG
KA90 520 10 HDG

CODECODE

50

75
100
125
150
200

0,25

0,32
0,47
0,57
0,66
0,88

KA90 522 15 HDG

KA90 505 15 HDG

KA90 507 15 HDG
KA90 510 15 HDG
KA90 512 15 HDG
KA90 515 15 HDG
KA90 520 15 HDG

KA90 525 15 HDG
KA90 530 15 HDG
KA90 540 15 HDG
KA90 545 15 HDG
KA90 550 15 HDG
KA90 560 15 HDG
KA90 570 15 HDG
KA90 575 15 HDG
KA90 580 15 HDG
KA90 590 15 HDG
KA90 500 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,86

1,51

0,38

0,48
0,71
0,85
0,99
1,32

1,70
2,26
3,28

11,19

13,34

4,48
5,88

9,23

7,46
8,32

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA90 550 20 HDG
KA90 545 20 HDG

KA90 560 20 HDG

KA90 522 20 HDG

KA90 505 20 HDG

KA90 507 20 HDG
KA90 510 20 HDG
KA90 512 20 HDG
KA90 515 20 HDG
KA90 520 20 HDG

KA90 525 20 HDG
KA90 530 20 HDG
KA90 540 20 HDG

KA90 570 20 HDG
KA90 575 20 HDG
KA90 580 20 HDG
KA90 590 20 HDG
KA90 500 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

5,98
5,14

7,84

2,01

0,50

0,64
0,95
1,13
1,33
1,77

2,27
3,02
4,37

14,92
12,31

17,79

9,95
11,10

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 522 12 HDG

KA90 505 12 HDG

KA90 507 12 HDG
KA90 510 12 HDG
KA90 512 12 HDG
KA90 515 12 HDG
KA90 520 12 HDG

KA90 525 12 HDG
KA90 530 12 HDG

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,30

0,38
0,57
0,68
0,80
1,06
1,21
1,36
1,81

1

1

1
1
1
1
1

1
1

KA90R1 522 15 HDG

KA90R1 505 15 HDG

KA90R1 507 15 HDG
KA90R1 510 15 HDG
KA90R1 512 15 HDG
KA90R1 515 15 HDG
KA90R1 520 15 HDG

KA90R1 525 15 HDG
KA90R1 530 15 HDG
KA90R1 540 15 HDG
KA90R1 545 15 HDG
KA90R1 550 15 HDG
KA90R1 560 15 HDG
KA90R1 570 15 HDG
KA90R1 575 15 HDG
KA90R1 580 15 HDG
KA90R1 590 15 HDG
KA90R1 500 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000 14,75
12,28

6,64

1,74
2,00
2,57
3,91
4,45
5,25

8,29

9,31
10,04

0,44
0,57
0,72

0,89
1,08
1,50

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

KA90R1 550 20 HDG
KA90R1 545 20 HDG

KA90R1 560 20 HDG

KA90R1 522 20 HDG

KA90R1 505 20 HDG

KA90R1 507 20 HDG
KA90R1 510 20 HDG
KA90R1 512 20 HDG
KA90R1 515 20 HDG
KA90R1 520 20 HDG

KA90R1 525 20 HDG
KA90R1 530 20 HDG
KA90R1 540 20 HDG

KA90R1 570 20 HDG
KA90R1 575 20 HDG
KA90R1 580 20 HDG
KA90R1 590 20 HDG
KA90R1 500 20 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
119,67

16,38

8,85

2,32
2,67
3,42
5,22
5,93
7,00

11,05

12,41
13,38

0,58

0,76
0,96
1,19
1,44
2,00

a
R9018

9

40

50

a+55

a
+

1
0
5

b

9x18

50

9x18

50

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

KA90 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90R1 H50 HDG



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Hot-D�p Galvan�zed

ad/pc
kg

KA90R2 ... H50KA90R2 ... H50 

pcs
ad/pc

kg

KA90R2 ... H50KA90R2 ... H50 

pcs

2.0mm1.5mm

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

Hot-D�p Galvan�zed

CODE kgCODE

KA90R4 ... H50KA90R4 ... H50 

pcs
kg

KA90R4 ... H50KA90R4 ... H50 

pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 522 15 HDG

KA90R2 505 15 HDG

KA90R2 507 15 HDG
KA90R2 510 15 HDG

KA90R2 512 15 HDG
KA90R2 515 15 HDG
KA90R2 520 15 HDG

KA90R2 525 15 HDG
KA90R2 530 15 HDG
KA90R2 540 15 HDG
KA90R2 545 15 HDG
KA90R2 550 15 HDG
KA90R2 560 15 HDG
KA90R2 570 15 HDG
KA90R2 575 15 HDG
KA90R2 580 15 HDG
KA90R2 590 15 HDG
KA90R2 500 15 HDG

Width

a=b
mm

225

50

75
100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 20,39

17,65

10,53

3,97
4,32
5,07
6,70
7,59
8,53

12,71
13,88

15,09

1,79
2,07
2,35

2,66
2,96
3,62

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R2 550 20 HDG
KA90R2 545 20 HDG

KA90R2 560 20 HDG

KA90R2 522 20 HDG

KA90R2 505 20 HDG

KA90R2 507 20 HDG
KA90R2 510 20 HDG
KA90R2 512 20 HDG
KA90R2 515 20 HDG
KA90R2 520 20 HDG

KA90R2 525 20 HDG
KA90R2 530 20 HDG
KA90R2 540 20 HDG

KA90R2 570 20 HDG
KA90R2 575 20 HDG
KA90R2 580 20 HDG
KA90R2 590 20 HDG
KA90R2 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000
23,53
20,12

14,04

5,28
5,76
6,76
8,94

10,12
11,36

16,95
18,50

2,39
2,76
3,14
3,54
3,96
4,83

27,19

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 R2 H50 HDG

KA90R4 522 15 HDG

KA90R4 505 15 HDG

KA90R4 507 15 HDG
KA90R4 510 15 HDG
KA90R4 512 15 HDG
KA90R4 515 15 HDG
KA90R4 520 15 HDG

KA90R4 525 15 HDG
KA90R4 530 15 HDG
KA90R4 540 15 HDG
KA90R4 545 15 HDG
KA90R4 550 15 HDG
KA90R4 560 15 HDG
KA90R4 570 15 HDG
KA90R4 575 15 HDG
KA90R4 580 15 HDG
KA90R4 590 15 HDG
KA90R4 500 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
126,77

17,43

6,54
7,56
9,75

10,92
12,13
14,69

18,88
20,35
23,47

2,89
3,31
3,74

4,62
5,56
6,05

4,18

KA90R4 550 20 HDG
KA90R4 545 20 HDG

KA90R4 560 20 HDG

KA90R4 522 20 HDG

KA90R4 505 20 HDG

KA90R4 507 20 HDG
KA90R4 510 20 HDG
KA90R4 512 20 HDG
KA90R4 515 20 HDG
KA90R4 520 20 HDG

KA90R4 525 20 HDG
KA90R4 530 20 HDG
KA90R4 540 20 HDG

KA90R4 570 20 HDG
KA90R4 575 20 HDG
KA90R4 580 20 HDG
KA90R4 590 20 HDG
KA90R4 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

35,70

31,30

19,59

8,05
8,72

10,08
13,01
14,56
16,17

23,24
25,16

27,15

3,87
4,42
4,98
5,57
6,16

7,42

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1100

50

15

40

50

15

40

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90 R4 H50 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

a

b

4
0

9x18

45°

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mmKA45 ... H50KA45 ... H50 

pcs

1.5mm

CODECODE

KA45 ... H50KA45 ... H50 

pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H ... H50KA90H ... H50 KA90H ... H50KA90H ... H50 

KA45 H50 HDG

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA90H H50 HDG

KA90H 522 15 HDG

KA90H 505 15 HDG

KA90H 507 15 HDG
KA90H 510 15 HDG
KA90H 512 15 HDG
KA90H 515 15 HDG
KA90H 520 15 HDG

KA90H 525 15 HDG
KA90H 530 15 HDG

225

50

75
100
125
150
200

250
300

2,30
2,80
3,69

0,57
0,66
0,75
1,06
1,30

1,94 1
1

1

1
1
1
1

1

1

KA90H 522 20 HDG

KA90H 505 20 HDG

KA90H 507 20 HDG
KA90H 510 20 HDG
KA90H 512 20 HDG
KA90H 515 20 HDG
KA90H 520 20 HDG

KA90H 525 20 HDG
KA90H 530 20 HDG

225

50

75
100
125
150
200

250

300

3,06
3,74

4,92

0,75
0,88
1,00
1,41
1,73
2,58 1

1

1

1
1
1
1

1
1

KA45 505 10 HDG

KA45 507 10 HDG
KA45 510 10 HDG
KA45 512 10 HDG
KA45 515 10 HDG
KA45 520 10 HDG

KA45 522 15 HDG

KA45 505 15 HDG

KA45 507 15 HDG
KA45 510 15 HDG
KA45 512 15 HDG
KA45 515 15 HDG
KA45 520 15 HDG

KA45 525 15 HDG
KA45 530 15 HDG
KA45 540 15 HDG
KA45 545 15 HDG
KA45 550 15 HDG
KA45 560 15 HDG
KA45 570 15 HDG
KA45 575 15 HDG
KA45 580 15 HDG
KA45 590 15 HDG
KA45 500 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,39
2,94

4,38

1,31

0,38

0,47
0,56
0,66
0,76
1,00

1,46
1,78

2,52

0,26

0,31
0,37
0,44
0,51
0,66

8,07
6,72

9,55

5,49
6,09

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 550 20 HDG
KA45 545 20 HDG

KA45 560 20 HDG

KA45 522 20 HDG

KA45 505 20 HDG

KA45 507 20 HDG
KA45 510 20 HDG
KA45 512 20 HDG
KA45 515 20 HDG
KA45 520 20 HDG

KA45 525 20 HDG
KA45 530 20 HDG
KA45 540 20 HDG

KA45 570 20 HDG
KA45 575 20 HDG
KA45 580 20 HDG
KA45 590 20 HDG
KA45 500 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 522 12 HDG

KA45 505 12 HDG

KA45 507 12 HDG
KA45 510 12 HDG
KA45 512 12 HDG
KA45 515 12 HDG
KA45 520 12 HDG

KA45 525 12 HDG
KA45 530 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,31

0,38
0,45
0,53
0,61
0,80
1,04
1,17

1,43

4,52
3,92

5,84

1,74

0,51

0,63

0,75
0,88
1,02
1,33

1,94
2,38
3,37

10,77
8,96

12,74

7,32
8,12

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

9x18

50

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

135°

b
25

9x18

R600

a

135°

b
25

9x18

R300

a

ad/pce.

kg

KA45R2 ... H50KA45R2 ... H50 

pcs
kg

KA45R2 ... H50KA45R2 ... H50 

pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg

KA45R4 ... H50KA45R4 ... H50 

pcs

KA45R4 ... H50KA45R4 ... H50 2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 522 15 HDG

KA45R2 505 15 HDG

KA45R2 507 15 HDG
KA45R2 510 15 HDG
KA45R2 512 15 HDG
KA45R2 515 15 HDG
KA45R2 520 15 HDG

KA45R2 525 15 HDG
KA45R2 530 15 HDG
KA45R2 540 15 HDG
KA45R2 545 15 HDG
KA45R2 550 15 HDG
KA45R2 560 15 HDG
KA45R2 570 15 HDG
KA45R2 575 15 HDG
KA45R2 580 15 HDG
KA45R2 590 15 HDG
KA45R2 500 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

8,94

2,33

1,19

1,36
1,55
1,73
1,92

2,53
2,75
3,20
4,16
4,68

5,21
6,36
7,61
8,27

11,89
10,37

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 550 20 HDG
KA45R2 545 20 HDG

KA45R2 560 20 HDG

KA45R2 522 20 HDG

KA45R2 505 20 HDG

KA45R2 507 20 HDG
KA45R2 510 20 HDG
KA45R2 512 20 HDG
KA45R2 515 20 HDG
KA45R2 520 20 HDG

KA45R2 525 20 HDG
KA45R2 530 20 HDG
KA45R2 540 20 HDG

KA45R2 570 20 HDG
KA45R2 575 20 HDG
KA45R2 580 20 HDG
KA45R2 590 20 HDG
KA45R2 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

6,96

6,24

8,49

3,38

1,59

1,82
2,06
2,31
2,56
3,10

3,66
4,26
5,54

10,15
11,02

13,83
15,85

11,92

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 522 15 HDG

KA45R4 505 15 HDG

KA45R4 507 15 HDG
KA45R4 510 15 HDG
KA45R4 512 15 HDG
KA45R4 515 15 HDG
KA45R4 520 15 HDG

KA45R4 525 15 HDG
KA45R4 530 15 HDG
KA45R4 540 15 HDG
KA45R4 545 15 HDG
KA45R4 550 15 HDG
KA45R4 560 15 HDG
KA45R4 570 15 HDG
KA45R4 575 15 HDG
KA45R4 580 15 HDG
KA45R4 590 15 HDG
KA45R4 500 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,57

1,75

1,99
2,24
2,49
2,76
3,29

3,86
4,44

5,69
6,35

7,02
8,45
9,97

10,76
11,58
13,28
15,08

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 550 20 HDG
KA45R4 545 20 HDG

KA45R4 560 20 HDG

KA45R4 522 20 HDG

KA45R4 505 20 HDG

KA45R4 507 20 HDG
KA45R4 510 20 HDG
KA45R4 512 20 HDG
KA45R4 515 20 HDG
KA45R4 520 20 HDG

KA45R4 525 20 HDG
KA45R4 530 20 HDG
KA45R4 540 20 HDG

KA45R4 570 20 HDG
KA45R4 575 20 HDG
KA45R4 580 20 HDG
KA45R4 590 20 HDG
KA45R4 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,77

2,32

2,65
2,98
3,32
3,68
4,39

5,15
5,93

7,58
8,45
9,36
11,26
13,28
14,35
15,44
17,71
20,10

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

50

15

40

50

15

40

KA45R2 H50 HDG

KA45R4 H50 HDG

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mmKAT ... H50KAT ... H50 

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

KAT ... H50KAT ... H50 

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE

KATR1 ... H50KATR1 ... H50 

pcs
CODECODE

KATR1 ... H50KATR1 ... H50 2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

R90

b

1
8 9

4
0

caa
+

5
5

b+210

R150

b

1
8 9

4
0

caa
+

1
8

5

b+285

9x18

50

9x18

50

KAT H50 HDG

KATR1 H50 HDG

KAT 505 10 HDG

KAT 507 10 HDG
KAT 510 10 HDG
KAT 512 10 HDG
KAT 515 10 HDG
KAT 520 10 HDG

50

75
100
125
150
200

0.32

0.40
0.60
0.70
0.81
1.05

ad/pc

1
1

1
1
1
1 KAT 522 12 HDG

KAT 505 12 HDG

KAT 507 12 HDG
KAT 510 12 HDG
KAT 512 12 HDG
KAT 515 12 HDG
KAT 520 12 HDG

KAT 525 12 HDG
KAT 530 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.42

0.38

0.47
0.71
0.84
0.97

1.59
2.16

1.26 1
1

1

1
1
1
1

1
1

KAT 550 20 HDG 6.80500
450KAT 545 20 HDG 5.91

KAT 560 20 HDG 8.78600

KAT 522 20 HDG 2.36

KAT 505 20 HDG 0.64

225

50
KAT 507 20 HDG 0.7975
KAT 510 20 HDG 1.19100
KAT 512 20 HDG 1.39125

150KAT 515 20 HDG 1.61
200KAT 520 20 HDG 2.10

KAT 525 20 HDG 2.64250
KAT 530 20 HDG 3.60300
KAT 540 20 HDG 5.08400

KAT 522 15 HDG 1.77

KAT 505 15 HDG 0.48

225

50
KAT 507 15 HDG 0.5975
KAT 510 15 HDG 0.89100
KAT 512 15 HDG 1.05125

150KAT 515 15 HDG 1.21
200KAT 520 15 HDG 1.57

KAT 525 15 HDG 1.98250
KAT 530 15 HDG 2.70300
KAT 540 15 HDG 3.81400
KAT 545 15 HDG 4.43450
KAT 550 15 HDG 5.10500
KAT 560 15 HDG 6.59600
KAT 570 15 HDG 8.26700
KAT 575 15 HDG 9.16750
KAT 580 15 HDG 10.12800
KAT 590 15 HDG 12.17900
KAT 500 15 HDG 14.401000

KAT 570 20 HDG 11.01700
KAT 575 20 HDG 12.22750
KAT 580 20 HDG 13.49800
KAT 590 20 HDG 16.22900
KAT 500 20 HDG 19.211000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 522 15 HDG

KATR1 505 15 HDG

KATR1 507 15 HDG
KATR1 510 15 HDG
KATR1 512 15 HDG
KATR1 515 15 HDG
KATR1 520 15 HDG

KATR1 525 15 HDG
KATR1 530 15 HDG
KATR1 540 15 HDG
KATR1 545 15 HDG
KATR1 550 15 HDG
KATR1 560 15 HDG
KATR1 570 15 HDG
KATR1 575 15 HDG
KATR1 580 15 HDG
KATR1 590 15 HDG
KATR1 500 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3.04

1.43

1.62
1.83
2.05
2.28
2.78

3.32
3.91
5.24
5.97
6.75
8.45

10.34
11.35
12.41
14.68
17.13

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 550 20 HDG
KATR1 545 20 HDG

KATR1 560 20 HDG

KATR1 522 20 HDG

KATR1 505 20 HDG

KATR1 507 20 HDG
KATR1 510 20 HDG
KATR1 512 20 HDG
KATR1 515 20 HDG
KATR1 520 20 HDG

KATR1 525 20 HDG
KATR1 530 20 HDG
KATR1 540 20 HDG

KATR1 570 20 HDG
KATR1 575 20 HDG
KATR1 580 20 HDG
KATR1 590 20 HDG
KATR1 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4.06

1.90

2.16
2.44
2.73
3.04
3.70

4.43
5.22
6.98
7.96
9.00
11.26
13.78
15.13
16.55
19.57
22.84

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

KATR2 ... H50KATR2 ... H50 

pcs
ad/pc

kg

KATR2 ... H50KATR2 ... H50 

pcs

2.0mm1.5mm

50

15

40

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

50

15

40

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

CODE
Width

a=b=c
mm

CODE kgCODE

KATR4 ... H50KATR4 ... H50 

pcs
kg

KATR4 ... H50KATR4 ... H50 

pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE

KATR4 ... H50KATR4 ... H50 

pcs
kg

KATR4 ... H50KATR4 ... H50 

pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 522 15 HDG

KATR4 505 15 HDG
KATR4 507 15 HDG
KATR4 510 15 HDG
KATR4 512 15 HDG
KATR4 515 15 HDG
KATR4 520 15 HDG

KATR4 525 15 HDG
KATR4 530 15 HDG
KATR4 540 15 HDG
KATR4 545 15 HDG
KATR4 550 15 HDG
KATR4 560 15 HDG
KATR4 570 15 HDG
KATR4 575 15 HDG
KATR4 580 15 HDG
KATR4 590 15 HDG
KATR4 500 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

12,97

7,76
8,46
9,18
9,91

10,65
12,19

13,78
15,43
18,91
20,74
22,62
26,58
30,76
32,95
35,19
39,84
44,73

KATR4 522 20 HDG

KATR4 505 20 HDG
KATR4 507 20 HDG
KATR4 510 20 HDG
KATR4 512 20 HDG
KATR4 515 20 HDG
KATR4 520 20 HDG

KATR4 525 20 HDG
KATR4 530 20 HDG

KATR4 540 20 HDG
KATR4 545 20 HDG
KATR4 550 20 HDG
KATR4 560 20 HDG
KATR4 570 20 HDG
KATR4 575 20 HDG
KATR4 580 20 HDG
KATR4 590 20 HDG
KATR4 500 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

17,30

10,35
11,29
12,24
13,21
14,20
16,25

18,37
20,57
25,22
27,65
30,17
35,44
41,01
43,93
46,91
53,13
59,64

KATR2 522 15 HDG

KATR2 505 15 HDG

KATR2 507 15 HDG
KATR2 510 15 HDG
KATR2 512 15 HDG
KATR2 515 15 HDG
KATR2 520 15 HDG

KATR2 525 15 HDG
KATR2 530 15 HDG
KATR2 540 15 HDG
KATR2 545 15 HDG
KATR2 550 15 HDG
KATR2 560 15 HDG
KATR2 570 15 HDG
KATR2 575 15 HDG
KATR2 580 15 HDG
KATR2 590 15 HDG
KATR2 500 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7,34

3.98

4,41
4,86
5,33
5,81
6,82

7,87

9,00

11,42
12,71
14,07
16,96
20,09
21,75
23,45
27,05
30,88

KATR2 550 20 HDG
KATR2 545 20 HDG

KATR2 560 20 HDG

KATR2 522 20 HDG

KATR2 505 20 HDG

KATR2 507 20 HDG
KATR2 510 20 HDG
KATR2 512 20 HDG
KATR2 515 20 HDG
KATR2 520 20 HDG

KATR2 525 20 HDG
KATR2 530 20 HDG
KATR2 540 20 HDG

KATR2 570 20 HDG
KATR2 575 20 HDG
KATR2 580 20 HDG
KATR2 590 20 HDG
KATR2 500 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

18,77
16,95

22,62

9,78

5,30

5,88
6,48
7,11
7,75
9,09

10,50
12,00
15,22

26,79
28,99
31,27
36,07
41,17

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

KATR2 H50 HDG

KATR4 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KAD ... H50 

CODE

KAD 505 10 HDG

KAD 507 10 HDG
KAD 510 10 HDG
KAD 512 10 HDG
KAD 515 10 HDG
KAD 520 10 HDG

50

75
100
125
150
200

0.41

0.61
0.75
0.86
0.98
1.48

1

1
1
1
1
1

1

1
1
1
1
1

KAD 505 15 HDG
KAD 507 15 HDG
KAD 510 15 HDG
KAD 512 15 HDG
KAD 515 15 HDG
KAD 520 15 HDG

50

75
100
125
150
200

0.61

0.96
1.12
1.29
1.47
2.22

1

1
1
1
1
1

1

1
1
1
1
1

KAD 522 15 HDG
KAD 525 15 HDG
KAD 530 15 HDG
KAD 540 15 HDG
KAD 545 15 HDG
KAD 550 15 HDG

225

250
300
400
450
500

2.45

2.70
3.22
4.42
5.09
5.80

1

1
1
1
1
1

1

1
1
1
1
1

KAD 560 15 HDG
KAD 570 15 HDG
KAD 575 15 HDG
KAD 580 15 HDG
KAD 590 15 HDG

600

700
750
800
900

7.38

9.14
10.09
11.09
13.23

1

1
1
1
1

1

1
1
1
1

KAD 500 15 HDG 1000 15.55 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H50 

CODE

KAD 505 12 HDG

KAD 507 12 HDG
KAD 510 12 HDG
KAD 512 12 HDG
KAD 515 12 HDG
KAD 520 12 HDG

50

75
100
125
150
200

0.49

0.77

0.90
1.03
1.18
1.77

1

1
1
1
1
1

1

1
1
1
1
1

KAD 505 20 HDG
KAD 507 20 HDG
KAD 510 20 HDG
KAD 512 20 HDG
KAD 515 20 HDG
KAD 520 20 HDG

50

75
100
125
150
200

0.82
1.29
1.49
1.72
1.96
2.95

1

1
1
1
1
1

1

1
1
1
1
1

KAD 522 20 HDG
KAD 525 20 HDG
KAD 530 20 HDG
KAD 540 20 HDG
KAD 545 20 HDG
KAD 550 20 HDG

225

250
300
400
450
500

3.27
3.59
4.30
5.89
6.79
7.74

1

1
1
1
1
1

1

1
1
1
1
1

KAD 560 20 HDG
KAD 570 20 HDG
KAD 575 20 HDG
KAD 580 20 HDG
KAD 590 20 HDG

600

700
750
800
900

9.84
12.19
13.45
14.79
17.64

1

1
1
1
1

1

1
1
1
1

KAD 500 20 HDG 1000 20.74 11

KAD 522 12 HDG
KAD 525 12 HDG

150
200

1.66
1.85

1
1
1
1

KAD 530 12 HDG 300 2.58 11

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR1 ... H50 

CODE

KADR1 505 15 HDG
KADR1 507 15 HDG
KADR1 510 15 HDG
KADR1 512 15 HDG
KADR1 515 15 HDG
KADR1 520 15 HDG

50

75
100
125
150
200

1.55

1.74
1.95
2.17
2,40
2.90

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 522 15 HDG
KADR1 525 15 HDG
KADR1 530 15 HDG
KADR1 540 15 HDG
KADR1 545 15 HDG
KADR1 550 15 HDG

225

250
300
400
450
500

3.17

3.45
4.04
5.37
6.10
6.89

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 560 15 HDG
KADR1 570 15 HDG
KADR1 575 15 HDG
KADR1 580 15 HDG
KADR1 590 15 HDG

600

700
750
800
900

8.59

10,48
11,50

12,57
14,84

1

1
1
1
1

1

1
1
1
1

KADR1 500 15 HDG 1000 17.30 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H50 

CODE

KADR1 505 20 HDG
KADR1 507 20 HDG
KADR1 510 20 HDG
KADR1 512 20 HDG
KADR1 515 20 HDG
KADR1 520 20 HDG

50

75
100
125
150
200

2.06

2.32
2.60

2.89
3,20
3.87

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 522 20 HDG
KADR1 525 20 HDG
KADR1 530 20 HDG
KADR1 540 20 HDG
KADR1 545 20 HDG
KADR1 550 20 HDG

225

250
300
400
450
500

4.23

4.60
5.39
7.16
8.14
9.18

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 560 20 HDG
KADR1 570 20 HDG
KADR1 575 20 HDG
KADR1 580 20 HDG
KADR1 590 20 HDG

600

700
750
800
900

11.46
13,98
15,34
16,76
19,78

1

1
1
1
1

1

1
1
1
1

KADR1 500 20 HDG 1000 23.06 11

1.5mm 2.0mm

KADR1 H50 HDG

KAD H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

c

18

9

40

R150

a

b

d

50

b+185

a
+

1
8

5

9x18

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

c

18

9

40

R90

a

b

d

b+110

b
+

11
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H50 

CODE

KADR2 505 15 HDG

KADR2 507 15HDG
KADR2 510 15 HDG

KADR2 512 15 HDG
KADR2 515 15 HDG
KADR2 520 15 HDG

50

75
100
125
150
200

5.74

6.27
6.82
7.39
7.97
9.18

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H50 

CODE

KADR4 505 15 HDG
KADR4 507 15 HDG
KADR4 510 15 HDG
KADR4 512 15 HDG
KADR4 515 15 HDG
KADR4 520 15 HDG

50

75
100
125
150
200

11.82

12.71
13.61
14.53
15.47
17.38

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 522 15 HDG
KADR4 525 15 HDG
KADR4 530 15 HDG
KADR4 540 15 HDG
KADR4 545 15 HDG
KADR4 550 15 HDG

225

250
300
400
450
500

18.36

19.35
21.38
25.62
27.83
30.10

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 560 15 HDG
KADR4 570 15 HDG
KADR4 575 15 HDG
KADR4 580 15 HDG
KADR4 590 15 HDG

600

700
750
800
900

34.81

39.75
42.31

44.93
50.35

1

1
1
1
1

1

1
1
1
1

KADR4 500 15 HDG 1000 56.00 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H50 

CODE

KADR4 505 20 HDG
KADR4 507 20 HDG
KADR4 510 20 HDG
KADR4 512 20 HDG
KADR4 515 20 HDG
KADR4 520 20 HDG

50

75
100
125
150
200

15.76

16.95
18.15

19.38
20.63
23.18

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 522 20 HDG
KADR4 525 20 HDG
KADR4 530 20 HDG
KADR4 540 20 HDG
KADR4 545 20 HDG
KADR4 550 20 HDG

225

250
300
400
450
500

24.48

25.81
28.52

34.17
37.11

40.13

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 560 20 HDG
KADR4 570 20 HDG
KADR4 575 20 HDG
KADR4 580 20 HDG
KADR4 590 20 HDG

600

700
750
800
900

46.41
53.01
56.42
59.92
67.14

1

1
1
1
1

1

1
1
1
1

KADR4 500 20 HDG 1000 74.67 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 522 15 HDG

KADR2 525 15 HDG
KADR2 530 15 HDG

KADR2 540 15 HDG
KADR2 545 15 HDG
KADR2 550 15 HDG

225

250
300
400
450
500

9.81

10.45
11.75
14.60
16.10
17.66

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 560 15 HDG

KADR2 570 15 HDG
KADR2 575 15 HDG

KADR2 580 15 HDG
KADR2 590 15 HDG
KADR2 500 15 HDG

600
700

750
800
900

1000

20.95

24.49
26.34
28.26
32.26
36.50

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H50 

CODE

KADR2 505 20 HDG

KADR2 507 20 HDG
KADR2 510 20 HDG

KADR2 512 20 HDG
KADR2 515 20 HDG
KADR2 520 20 HDG

50

75
100
125
150
200

7.64
8.36
9.09
9.85

10.62
12.23

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 522 20 HDG

KADR2 525 20 HDG
KADR2 530 20 HDG

KADR2 540 20 HDG
KADR2 545 20 HDG
KADR2 550 20 HDG

225

250
300
400
450
500

13.07
13.92
15.69
19.46
21.46
23.54

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 560 20 HDG

KADR2 570 20 HDG
KADR2 575 20 HDG

KADR2 580 20 HDG
KADR2 590 20 HDG
KADR2 500 20 HDG

600
700

750
800
900

1000

27.93
32.64
35.12
37.67
43.01
48.66

1

1
1
1
1
1

1

1
1
1
1
1

50

15

40

50

15

40

R
600

7
2

5
c

b
b+725

aa
+

1
4

5
0

d+1450
d

50

15

40

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR4 H50 HDG

KADR2 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KATE ... H50KATE ... H50 1.5mmKATER1 ... H50KATER1 ... H50 1.5mm

KATE Mount�ng

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 550 15 HDG 90 1.02500
450KATE 545 15 HDG 90 0.94

KATE 560 15 HDG 90 1.16600

KATE 522 15 HDG 90 0.61225

KATE 510 15 HDG 90 0.43100
KATE 512 15 HDG 90 0.47125

150KATE 515 15 HDG 90 0.50
200KATE 520 15 HDG 90 0.58

KATE 525 15 HDG 90 0.65250
KATE 530 15 HDG 90 0.72300
KATE 540 15 HDG 90 0.87400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 550 20 HDG 90 1.36500
450KATE 545 20 HDG 90 1.26

KATE 560 20 HDG 90 1.55600

KATE 522 20 HDG 90 0.82225

KATE 510 20 HDG 90 0.58100
KATE 512 20 HDG 90 0.62125

150KATE 515 20 HDG 90 0.67
200KATE 520 20 HDG 90 0.77

KATE 525 20 HDG 90 0.87250
KATE 530 20 HDG 90 0.97300
KATE 540 20 HDG 90 1.16400

1
1

1

1
1
1
1

1
1
1
1

KATER1 550 20 HDG 150 2.26500
450KATER1 545 20 HDG 150 2.11

KATER1 560 20 HDG 150 2.56600

KATER1 522 20 HDG 150 1.45225

KATER1 510 20 HDG 150 1.08100
KATER1 512 20 HDG 150 1.15125

150KATER1 515 20 HDG 150 1.23
200KATER1 520 20 HDG 150 1.37

KATER1 525 20 HDG 150 1.52250
KATER1 530 20 HDG 150 1.67300
KATER1 540 20 HDG 150 1.97400

1
1

1

1
1
1
1

1
1
1
1

KATER1 550 15 HDG 1.70
KATER1 545 15 HDG 1.58

KATER1 560 15 HDG 1.92

KATER1 522 15 HDG 1.09

KATER1 510 15 HDG 0.81
KATER1 512 15 HDG 0.86
KATER1 515 15 HDG 0.92
KATER1 520 15 HDG 1.03

KATER1 525 15 HDG 1.14
KATER1 530 15 HDG 1.25
KATER1 540 15 HDG 1.47

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.24

0.32
0.59

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E ... H50KA90E ... H50 

KA90E 5 15 HDG 9055

KA90ER1 5 15 HDG 15090
KA90ER2 5 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mmKA90E ... H50KA90E ... H50

CODE

KA90E 5 20 HDG 90 0.3155

KA90ER1 5 20 HDG 150 0.4390
KA90ER2 5 20 HDG 300 0.78180

mm pcs

KA90E Mount�ng

1
1
1

1
1
1

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

a

a
R

a
+

5
0

a+50

18

9

25

7
5

50

4
0

1
8

9

20

KATE H50 HDG

KATER1 H50 HDG

KA90E H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE

ROS ... H50ROS ... H50 

pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

ROS ... H50ROS ... H50 

pcs

2.0mm

W2
mm
W1

ROS 520.05 20 HDG

ROS 510.05 20 HDG

200

100

ROS 515.10 20 HDG 150
ROS 515.05 20 HDG 150
ROS 520.15 20 HDG 200
ROS 520.10 20 HDG

ROS 525.20 20 HDG 250
ROS 525.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 530.05 20 HDG

ROS 525.10 20 HDG

300

250

ROS 525.05 20 HDG 250
ROS 530.25 20 HDG 300
ROS 530.20 20 HDG 300
ROS 530.15 20 HDG
ROS 530.10 20 HDG

ROS 540.30 20 HDG 400
ROS 540.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 545.25 20 HDG

ROS 540.20 20 HDG

450

400

ROS 540.15 20 HDG 400
ROS 540.10 20 HDG 400
ROS 540.05 20 HDG 400

150ROS 545.40 20 HDG
200ROS 545.30 20 HDG

ROS 545.20 20 HDG 450
ROS 545.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 550.20 20 HDG

ROS 545.10 20 HDG

500

450

ROS 545.05 20 HDG 450
ROS 550.45 20 HDG 500
ROS 550.40 20 HDG 500
ROS 550.30 20 HDG
ROS 550.25 20 HDG

ROS 550.15 20 HDG 500
ROS 550.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 560.20 20 HDG

ROS 550.05 20 HDG

600

500

ROS 560.50 20 HDG 600
ROS 560.45 20 HDG 600
ROS 560.40 20 HDG 600
ROS 560.30 20 HDG
ROS 560.25 20 HDG

ROS 560.15 20 HDG 600
ROS 560.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 560.05 20 HDG 600 50

W1

W2

9x18

6
0

L

6
0

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H50

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 510.05 15 HDG

ROS 515.10 15 HDG
ROS 515.05 15 HDG
ROS 520.15 15 HDG

ROS 520.10 15 HDG
ROS 520.05 15 HDG
ROS 525.20 15 HDG
ROS 525.15 15 HDG
ROS 525.10 15 HDG
ROS 525.05 15 HDG
ROS 530.25 15 HDG
ROS 530.20 15 HDG

ROS 530.15 15 HDG
ROS 530.10 15 HDG
ROS 530.05 15 HDG
ROS 540.30 15 HDG
ROS 540.25 15 HDG

ROS 540.20 15 HDG

ROS 540.15 15 HDG
ROS 540.10 15 HDG
ROS 540.05 15 HDG
ROS 545.40 15 HDG
ROS 545.30 15 HDG
ROS 545.25 15 HDG
ROS 545.20 15 HDG

ROS 545.15 15 HDG
ROS 545.10 15 HDG

ROS 545.05 15 HDG
ROS 550.45 15 HDG
ROS 550.40 15 HDG
ROS 550.30 15 HDG

ROS 550.25 15 HDG
ROS 550.20 15 HDG
ROS 550.15 15 HDG
ROS 550.10 15 HDG
ROS 550.05 15 HDG

ROS 560.50 15 HDG
ROS 560.45 15 HDG
ROS 560.40 15 HDG
ROS 560.30 15 HDG
ROS 560.25 15 HDG
ROS 560.20 15 HDG
ROS 560.15 15 HDG
ROS 560.10 15 HDG

ROS 560.05 15 HDG

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

0,64
0,81
0,73
0,97
0,89
0,81
1,14
1,06

0,97

0,89
1,30
1,22
1,14
1,06
0,97
1,77
1,68
1,58

1,49
1,39

1,30
2,31

2,10
1,99
1,89
1,78
1,67
1,57
2,80
2,68
2,45
2,33
2,21
2,10

1,98
1,86
3,79
3,65
3,50
3,22
3,08
2,94
2,80
2,66
2,52

0,86

1,08

0,97

1,30

1,19
1,08

1,52

1,41

1,30

1,19

1,74
1,63

1,52
1,41

1,30
2,36
2,24

2,11

1,98
1,86

1,73
3,08
2,80
2,66

2,52

2,37

2,23

2,09

3,74

3,58
3,27

3,11
2,95
2,79

2,64

2,48

5,05

4,86

4,67
4,30
4,11

3,92
3,73
3,54

3,35

500
500

600

ROS H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 520.05 15 HDG

RLS 510.05 15 HDG 0.64

200

100

RLS 515.10 15 HDG 0.81150
RLS 515.05 15 HDG 150
RLS 520.15 15 HDG 200

150RLS 520.10 15 HDG

RLS 525.20 15 HDG 250
RLS 525.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE

RLS ... H50RLS ... H50 

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RLS ... H50RLS ... H50 

pcs

2.0mm

W2
mm
W1

RLS 530.05 15 HDG

RLS 525.10 15 HDG

300

250

RLS 525.05 15 HDG 250
RLS 530.25 15 HDG 300
RLS 530.20 15 HDG 300

150RLS 530.15 15 HDG
200RLS 530.10 15 HDG

RLS 540.30 15 HDG 400
RLS 540.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 545.25 15 HDG

RLS 540.20 15 HDG

450

400

RLS 540.15 15 HDG 400
RLS 540.10 15 HDG 400
RLS 540.05 15 HDG 400

150RLS 545.40 15 HDG
200RLS 545.30 15 HDG

RLS 545.20 15 HDG 450
RLS 545.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 550.20 15 HDG

RLS 545.10 15 HDG

500

450

RLS 545.05 15 HDG 450
RLS 550.45 15 HDG 500
RLS 550.40 15 HDG 500

150RLS 550.30 15 HDG
200RLS 550.25 15 HDG

RLS 550.15 15 HDG 500
RLS 550.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 560.20 15 HDG

RLS 550.05 15 HDG

600

500

RLS 560.50 15 HDG 600
RLS 560.45 15 HDG 600
RLS 560.40 15 HDG 600

150RLS 560.30 15 HDG
200RLS 560.25 15 HDG

RLS 560.15 15 HDG 600
RLS 560.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 560.05 15 HDG 600 50

RLS 520.05 20 HDG 1.08

RLS 510.05 20 HDG 0.86

200

100

RLS 515.10 20 HDG 1.08150
RLS 515.05 20 HDG 0.97150
RLS 520.15 20 HDG 1.30200

150RLS 520.10 20 HDG 1.19

RLS 525.20 20 HDG 1.52250
RLS 525.15 20 HDG 1.41250

200
50

50

100
50

150

200
150

100

RLS 530.05 20 HDG 1.30

RLS 525.10 20 HDG 1.30

300

250

RLS 525.05 20 HDG 1.19250
RLS 530.25 20 HDG 1.74300
RLS 530.20 20 HDG 1.63300

150RLS 530.15 20 HDG 1.52
200RLS 530.10 20 HDG 1.41

RLS 540.30 20 HDG 2.36400
RLS 540.25 20 HDG 2 24.400

300
300

50

100

50
250
200

100

300
250

150

RLS 545.25 20 HDG 2.66

RLS 540.20 20 HDG 2.11

450

400

RLS 540.15 20 HDG 1.98400
RLS 540.10 20 HDG 1.86400
RLS 540.05 20 HDG 1.73400

150RLS 545.40 20 HDG 3 08.
200RLS 545.30 20 HDG 2.80

RLS 545.20 20 HDG 2.52450
RLS 545.15 20 HDG 2 37.450

450
450

250

200

150
100
50

300

200
150

400

RLS 550.20 20 HDG 2.95

RLS 545.10 20 HDG 2 23.

500

450

RLS 545.05 20 HDG 2 09.450
RLS 550.45 20 HDG 3 74.500
RLS 550.40 20 HDG 3.58500

150RLS 550.30 20 HDG 3 7.2
200RLS 550.25 20 HDG 3 11.

RLS 550.15 20 HDG 2.79500
RLS 550.10 20 HDG 2 4.6500

500
500

200

100

50
450
400

250

150
100

300

RLS 560.20 20 HDG 3 92.

RLS 550.05 20 HDG 2 48.

600

500

RLS 560.50 20 HDG 5 05.600
RLS 560.45 20 HDG 4 86.600
RLS 560.40 20 HDG 4 67.600

150RLS 560.30 20 HDG 4 30.
200RLS 560.25 20 HDG 4 11.

RLS 560.15 20 HDG 3 73.600
RLS 560.10 20 HDG 3.54600

600
600

200

50

500
450
400

250

150
100

300

RLS 560.05 20 HDG 3 35.600 50

6
0

W1

W2

6
0

L

9x15

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)
L

0.73
0.97
0.89
0.81
1.14
1.06

0.97

0.89
1.30
1.22
1.14

1.06
0.97
1.77

1.68
1.58

1.49
1.39
1.30

2.31
2.10
1.99
1.89
1.78

1.67

1.57
2.80
2.68
2.45
2.33
2.21
2.10
1.98
1.86

3.79
3.65
3.50
3.22

3.08
2.94
2.80

2.66
2.52

RLS H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 520.05 15 HDG

RGS 510.05 15 HDG

200

100

RGS 515.10 15 HDG 150
RGS 515.05 15 HDG 150
RGS 520.15 15 HDG 200

150RGS 520.10 15 HDG

RGS 525.20 15 HDG 250
RGS 525.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H50RGS ... H50 

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H50RGS ... H50 

pcs

2.0mm

W2
mm
W1

RGS 530.05 15 HDG

RGS 525.10 15 HDG

300

250

RGS 525.05 15 HDG 250
RGS 530.25 15 HDG 300
RGS 530.20 15 HDG 300

150RGS 530.15 15 HDG
200RGS 530.10 15 HDG

RGS 540.30 15 HDG 400
RGS 540.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 545.25 15 HDG

RGS 540.20 15 HDG

450

400

RGS 540.15 15 HDG 400
RGS 540.10 15 HDG 400
RGS 540.05 15 HDG 400

150RGS 545.40 15 HDG
200RGS 545.30 15 HDG

RGS 545.20 15 HDG 450
RGS 545.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 550.20 15 HDG

RGS 545.10 15 HDG

500

450

RGS 545.05 15 HDG 450
RGS 550.45 15 HDG 500
RGS 550.40 15 HDG 500

150RGS 550.30 15 HDG
200RGS 550.25 15 HDG

RGS 550.15 15 HDG 500
RGS 550.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 560.20 15 HDG

RGS 550.05 15 HDG

600

500

RGS 560.50 15 HDG 600
RGS 560.45 15 HDG 600
RGS 560.40 15 HDG 600

150RGS 560.30 15 HDG
200RGS 560.25 15 HDG

RGS 560.15 15 HDG 600
RGS 560.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 560.05 15 HDG 600 50

RGS 520.05 20 HDG

RGS 510.05 20 HDG

200

100

RGS 515.10 20 HDG 150
RGS 515.05 20 HDG 150
RGS 520.15 20 HDG 200

150RGS 520.10 20 HDG

RGS 525.20 20 HDG 250
RGS 525.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 530.05 20 HDG

RGS 525.10 20 HDG

300

250

RGS 525.05 20 HDG 250
RGS 530.25 20 HDG 300
RGS 530.20 20 HDG 300

150RGS 530.15 20 HDG
200RGS 530.10 20 HDG

RGS 540.30 20 HDG 400
RGS 540.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 545.25 20 HDG

RGS 540.20 20 HDG

450

400

RGS 540.15 20 HDG 400
RGS 540.10 20 HDG 400
RGS 540.05 20 HDG 400

150RGS 545.40 20 HDG
200RGS 545.30 20 HDG

RGS 545.20 20 HDG 450
RGS 545.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 550.20 20 HDG

RGS 545.10 20 HDG

500

450

RGS 545.05 20 HDG 450
RGS 550.45 20 HDG 500
RGS 550.40 20 HDG 500

150RGS 550.30 20 HDG
200RGS 550.25 20 HDG

RGS 550.15 20 HDG 500
RGS 550.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 560.20 20 HDG

RGS 550.05 20 HDG

600

500

RGS 560.50 20 HDG 600
RGS 560.45 20 HDG 600
RGS 560.40 20 HDG 600

150RGS 560.30 20 HDG
200RGS 560.25 20 HDG

RGS 560.15 20 HDG 600
RGS 560.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 560.05 20 HDG 600 50

6
0

W1

W2

6
0

L

9x15

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CFS M6 / M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

6
0

W1

W2

6
0

L

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

0.64

0.81

1.08

0.86

1.08
0.97
1.30
1.19

1.52
1.41

1.30

1.30

1.19
1.74
1.63
1.52
1.41

2.36
2 24.

2.66

2.11

1.98
1.86
1.73
3 08.
2.80

2.52
2 37.

2.95

2 23.

2 09.
3 74.
3.58
3 7.2
3 11.

2.79
2 4.6

3 92.

2 48.

5 05.
4 86.
4 67.
4 30.
4 11.

3 73.
3.54
3 35.

0.73
0.97
0.89
0.81
1.14
1.06

0.97

0.89
1.30
1.22
1.14

1.06
0.97
1.77

1.68
1.58

1.49
1.39
1.30

2.31
2.10
1.99
1.89
1.78

1.67

1.57
2.80
2.68
2.45
2.33
2.21
2.10
1.98
1.86

3.79
3.65
3.50
3.22

3.08
2.94
2.80

2.66
2.52

RGS H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

3
0
0
+

H

300+H

R300

42

1
8

9

a

50T

a

50
T

360

3
6
0

R300

42

1
8

9

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 550 20 HDG 4.81500
450KADB 545 20 HDG 4.42

KADB 560 20 HDG 5.59600

KADB 522 20 HDG 2.65

KADB 505 20 HDG 1.26

225

50

KADB 507 20 HDG 1.4775
KADB 510 20 HDG 1.67100
KADB 512 20 HDG 1.86125

150KADB 515 20 HDG 2.06
200KADB 520 20 HDG 2.46

KADB 525 20 HDG 2.85250
KADB 530 20 HDG 3.24300
KADB 540 20 HDG 4.02400

2.0mm

Hot-D�p Galvan�zed

KADB 505 10 HDG 0.6650

KADB 507 10 HDG 0.7575
KADB 510 10 HDG 0.85100
KADB 512 10 HDG 0.95125

150KADB 515 10 HDG 1.05
200KADB 520 10 HDG 1.25

CODE

ad/pc
kgCODE

KADB 522 12 HDG 1.61

KADB 505 12 HDG 0.78

225

50

KADB 507 12 HDG 0.9075
KADB 510 12 HDG 1.02100
KADB 512 12 HDG 1.14125

150KADB 515 12 HDG 1.26
200KADB 520 12 HDG 1.50

KADB 525 12 HDG 1.73250

KADB 522 15 HDG 2.00

KADB 505 15 HDG 0.97

225

50

KADB 507 15 HDG 1,1275
KADB 510 15 HDG 1.26100
KADB 512 15 HDG 1.41125

150KADB 515 15 HDG 1.56
200KADB 520 15 HDG 1.86

KADB 525 15 HDG 2.14250
KADB 530 15 HDG 2.44300
KADB 540 15 HDG 3.03400
KADB 545 15 HDG 3.33450
KADB 550 15 HDG 3.62500
KADB 560 15 HDG 4.21600

1.0mm

KADB 530 12 HDG 1.96300

KADB ... H50KADB ... H50 

pcs

1.5mm

KADB 570 15 HDG 5.75700
KADB 575 15 HDG 6.11750
KADB 580 15 HDG 6.46800
KADB 590 15 HDG 7.17900
KADB 500 15 HDG 7.871000

KADB 570 20 HDG 7.66700
KADB 575 20 HDG 8.13750
KADB 580 20 HDG 8.59800
KADB 590 20 HDG 9.54900
KADB 500 20 HDG 10.481000

CODE

ad/pc
kgCODE

KADB ... H50KADB ... H50 

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 550 20 HDG 500
450KAIB 545 20 HDG

KAIB 560 20 HDG 600

KAIB 522 20 HDG

KAIB 505 20 HDG

225

50

KAIB 507 20 HDG 75
KAIB 510 20 HDG 100
KAIB 512 20 HDG 125

150KAIB 515 20 HDG
200KAIB 520 20 HDG

KAIB 525 20 HDG 250
KAIB 530 20 HDG 300
KAIB 540 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 505 10 HDG 50

KAIB 507 10 HDG 75
KAIB 510 10 HDG 100
KAIB 512 10 HDG 125

150KAIB 515 10 HDG
200KAIB 520 10 HDG

CODE

ad/pc
kgCODE

KAIB 522 12 HDG

KAIB 505 12 HDG

225

50

KAIB 507 12 HDG 75
KAIB 510 12 HDG 100
KAIB 512 12 HDG 125

150KAIB 515 12 HDG
200KAIB 520 12 HDG

KAIB 525 12 HDG 250

KAIB 522 15 HDG

KAIB 505 15 HDG

225

50

KAIB 507 15 HDG 75
KAIB 510 15 HDG 100
KAIB 512 15 HDG 125

150KAIB 515 15 HDG
200KAIB 520 15 HDG

KAIB 525 15 HDG 250
KAIB 530 15 HDG 300
KAIB 540 15 HDG 400
KAIB 545 15 HDG 450
KAIB 550 15 HDG 500
KAIB 560 15 HDG 600

1.0mm

KAIB 530 12 HDG 300

KAIB ... H50KAIB ... H50 

pcs

1.5mm

KAIB 570 15 HDG 700
KAIB 575 15 HDG 750
KAIB 580 15 HDG 800
KAIB 590 15 HDG 900
KAIB 500 15 HDG 1000

KAIB 570 20 HDG 700
KAIB 575 20 HDG 750
KAIB 580 20 HDG 800
KAIB 590 20 HDG 900
KAIB 500 20 HDG 1000

CODE

ad/pc
kgCODE

KAIB ... H50KAIB ... H50 

pcs

1.2mm

Width

a
mm

Width

a
mm

4.81
4.42

5.59

2.65

1.27

1.47
1.67
1.86
2.06
2.46

2.85
3.24
4.02

7.66
8.13
8.59
9.54

10.48

1.61

0.78

0.90
1.02
1.14
1.26
1.50

1.73
1.96

2.00

0.97
1,12
1.26

1.41
1.56
1.86

2.14
2.44
3.03
3.33
3.62
4.21
5.75
6.11
6.46
7.17
7.87

0.66

0.75
0.85
0.95
1.05
1.25

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

KADB H50 HDG

KAIB H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

KADS ... H50KADS ... H50 KADS ... H50KADS ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 550 20 HDG 3.85500
450KADS 545 20 HDG 3.54

KADS 560 20 HDG 4.47600

KADS 522 20 HDG 2.12

KADS 505 20 HDG 1.02

225

50

KADS 507 20 HDG 1.1875
KADS 510 20 HDG 1.34100
KADS 512 20 HDG 1.50125

150KADS 515 20 HDG 1.65
200KADS 520 20 HDG 1.96

KADS 525 20 HDG 2.28250
KADS 530 20 HDG 2.59300
KADS 540 20 HDG 3.22400

KADS 522 15 HDG 1.60

KADS 505 15 HDG 0.78

225

50

KADS 507 15 HDG 0.9075
KADS 510 15 HDG 1.01100
KADS 512 15 HDG 1.13125

150KADS 515 15 HDG 1.25
200KADS 520 15 HDG 1.48

KADS 525 15 HDG 1.72250
KADS 530 15 HDG 1.95300
KADS 540 15 HDG 2.42400
KADS 545 15 HDG 2.66450
KADS 550 15 HDG 2.90500
KADS 560 15 HDG 3.37600
KADS 570 15 HDG 4.61700
KADS 575 15 HDG 4.89750
KADS 580 15 HDG 5.17800
KADS 590 15 HDG 5.74900
KADS 500 15 HDG 6.301000

KADS 570 20 HDG 6.12700
KADS 575 20 HDG 6.50750
KADS 580 20 HDG 6.88800
KADS 590 20 HDG 7.63900
KADS 500 20 HDG 8.381000

KAIS ... H50KAIS ... H50 KAIS ... H50KAIS ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 522 15 HDG

KAIS 505 15 HDG

225

50

KAIS 507 15 HDG 75
KAIS 510 15 HDG 100
KAIS 512 15 HDG 125

150KAIS 515 15 HDG
200KAIS 520 15 HDG

KAIS 525 15 HDG 250
KAIS 530 15 HDG 300
KAIS 540 15 HDG 400
KAIS 545 15 HDG 450
KAIS 550 15 HDG 500
KAIS 560 15 HDG 600
KAIS 570 15 HDG 700
KAIS 575 15 HDG 750
KAIS 580 15 HDG 800
KAIS 590 15 HDG 900
KAIS 500 15 HDG 1000

KAIS 550 20 HDG 500
450KAIS 545 20 HDG

KAIS 560 20 HDG 600

KAIS 522 20 HDG

KAIS 505 20 HDG

225

50

KAIS 507 20 HDG 75
KAIS 510 20 HDG 100
KAIS 512 20 HDG 125

150KAIS 515 20 HDG
200KAIS 520 20 HDG

KAIS 525 20 HDG 250
KAIS 530 20 HDG 300
KAIS 540 20 HDG 400

KAIS 570 20 HDG 700
KAIS 575 20 HDG 750
KAIS 580 20 HDG 800
KAIS 590 20 HDG 900
KAIS 500 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

3.85
3.54

4.47

2.12

1.02

1.18
1.34
1.50
1.65
1.96

2.28
2.59
3.22

1.60

0.78

0.90
1.01
1.13
1.25
1.48

1.72
1.95
2.42
2.66
2.90
3.37
4.61
4.89
5.17
5.74
6.30

6.12
6.50
6.88
7.63
8.38

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KADS H50 HDG

KAIS H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

a

50T

a

50
T

2
9
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4
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1
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MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

a

50T

a

50
T

4
7

5

475

R
300

9

18

40

1
2

5

125

7
7

5

775

R
600

9

18

40

1
2

5

125

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

KAISR2 ... H50KAISR2 ... H50 KAISR2 ... H50KAISR2 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 550 20 HDG 500
450KAISR2 545 20 HDG

KAISR2 560 20 HDG 600

KAISR2 522 20 HDG

KAISR2 505 20 HDG

225

50

KAISR2 507 20 HDG 75
KAISR2 510 20 HDG 100
KAISR2 512 20 HDG 125

150KAISR2 515 20 HDG
200KAISR2 520 20 HDG

KAISR2 525 20 HDG 250
KAISR2 530 20 HDG 300
KAISR2 540 20 HDG 400

KAISR2 522 15 HDG

KAISR2 505 15 HDG

225

50

KAISR2 507 15 HDG 75
KAISR2 510 15 HDG 100
KAISR2 512 15 HDG 125

150KAISR2 515 15 HDG
200KAISR2 520 15 HDG

KAISR2 525 15 HDG 250
KAISR2 530 15 HDG 300
KAISR2 540 15 HDG 400
KAISR2 545 15 HDG 450
KAISR2 550 15 HDG 500
KAISR2 560 15 HDG 600
KAISR2 570 15 HDG 700
KAISR2 575 15 HDG 750
KAISR2 580 15 HDG 800
KAISR2 590 15 HDG 900
KAISR2 500 15 HDG 1000

KAISR2 570 20 HDG 700
KAISR2 575 20 HDG 750
KAISR2 580 20 HDG 800
KAISR2 590 20 HDG 900
KAISR2 500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

KAISR4 ... H50KAISR4 ... H50 KAISR4 ... H50KAISR4 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 550 20 HDG 500
450KAISR4 545 20 HDG

KAISR4 560 20 HDG 600

KAISR4 522 20 HDG

KAISR4 505 20 HDG

225

50

KAISR4 507 20 HDG 75
KAISR4 510 20 HDG 100
KAISR4 512 20 HDG 125

150KAISR4 515 20 HDG
200KAISR4 520 20 HDG

KAISR4 525 20 HDG 250
KAISR4 530 20 HDG 300
KAISR4 540 20 HDG 400

KAISR4 522 15 HDG

KAISR4 505 15 HDG

225

50

KAISR4 507 15 HDG 75
KAISR4 510 15 HDG 100
KAISR4 512 15 HDG 125

150KAISR4 515 15 HDG
200KAISR4 520 15 HDG

KAISR4 525 15 HDG 250
KAISR4 530 15 HDG 300
KAISR4 540 15 HDG 400
KAISR4 545 15 HDG 450
KAISR4 550 15 HDG 500
KAISR4 560 15 HDG 600
KAISR4 570 15 HDG 700
KAISR4 575 15 HDG 750
KAISR4 580 15 HDG 800
KAISR4 590 15 HDG 900
KAISR4 500 15 HDG 1000

KAISR4 570 20 HDG 700
KAISR4 575 20 HDG 750
KAISR4 580 20 HDG 800
KAISR4 590 20 HDG 900
KAISR4 500 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7.21
6.62

8.39

3.97

1.91

2.21
2.50
2.80
3.09
3.68

4.27
4.86
6.03

3.00

1.45

1.67
1.89
2.12
2.34
2.78

3.22
3.66
4.54
4.99
5.43
6.31
7.19
7.64
8.08
8.96
9.84

9.57
10.16
10.74
11.92
13.10

11.54
10.59

13.42

6.35

3.06

3.53
4.00
4.47
4.94
5.88

6.83
7.77
9.65

4.80

2.32

2.68
3.03
3.38
3.74
4.44

5.15
5.85
7.27
7.97
8.68

10.09
11.51
12.21
12.92
14.33
15.75

15.30
16.25
17.19
19.07
20.96

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

KAISR2 H50 HDG

KAISR4 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

a

50T

a

50
T

Hot-D�p Galvan�zed

KADSR2 ... H50KADSR2 ... H50 KADSR2 ... H50KADSR2 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 550 20 HDG 7.21500
450KADSR2 545 20 HDG 6.62

KADSR2 560 20 HDG 8.39600

KADSR2 522 20 HDG 3.97

KADSR2 505 20 HDG 1.91

225

50

KADSR2 507 20 HDG 2.2175
KADSR2 510 20 HDG 2.50100
KADSR2 512 20 HDG 2.80125

150KADSR2 515 20 HDG 3.09
200KADSR2 520 20 HDG 3.68

KADSR2 525 20 HDG 4.27250
KADSR2 530 20 HDG 4.86300
KADSR2 540 20 HDG 6.03400

KADSR2 522 15 HDG 3.00

KADSR2 505 15 HDG 1.45

225

50

KADSR2 507 15 HDG 1.6775
KADSR2 510 15 HDG 1.89100
KADSR2 512 15 HDG 2.12125

150KADSR2 515 15 HDG 2.34
200KADSR2 520 15 HDG 2.78

KADSR2 525 15 HDG 3.22250
KADSR2 530 15 HDG 3.66300
KADSR2 540 15 HDG 4.54400
KADSR2 545 15 HDG 4.99450
KADSR2 550 15 HDG 5.43500
KADSR2 560 15 HDG 6.31600
KADSR2 570 15 HDG 7.19700
KADSR2 575 15 HDG 7.64750
KADSR2 580 15 HDG 8.08800
KADSR2 590 15 HDG 8.96900
KADSR2 500 15 HDG 9.841000

KADSR2 570 20 HDG 9.57700
KADSR2 575 20 HDG 10.16750
KADSR2 580 20 HDG 10.74800
KADSR2 590 20 HDG 11.92900
KADSR2 500 20 HDG 13.101000

Hot-D�p Galvan�zed

KADSR4 ... H50KADSR4 ... H50 KADSR4 ... H50KADSR4 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 550 20 HDG 11.54500
450KADSR4 545 20 HDG 10.59

KADSR4 560 20 HDG 13.42600

KADSR4 522 20 HDG 6.35

KADSR4 505 20 HDG 3.06

225

50

KADSR4 507 20 HDG 3.5375
KADSR4 510 20 HDG 4.00100
KADSR4 512 20 HDG 4.47125

150KADSR4 515 20 HDG 4.94
200KADSR4 520 20 HDG 5.88

KADSR4 525 20 HDG 6.83250
KADSR4 530 20 HDG 7.77300
KADSR4 540 20 HDG 9.65400

KADSR4 522 15 HDG 4.80

KADSR4 505 15 HDG 2.32

225

50

KADSR4 507 15 HDG 2.6875
KADSR4 510 15 HDG 3.03100
KADSR4 512 15 HDG 3.38125

150KADSR4 515 15 HDG 3.74
200KADSR4 520 15 HDG 4.44

KADSR4 525 15 HDG 5.15250
KADSR4 530 15 HDG 5.85300
KADSR4 540 15 HDG 7.27400
KADSR4 545 15 HDG 7.97450
KADSR4 550 15 HDG 8.68500
KADSR4 560 15 HDG 10.09600
KADSR4 570 15 HDG 11.51700
KADSR4 575 15 HDG 12.21750
KADSR4 580 15 HDG 12.92800
KADSR4 590 15 HDG 14.33900
KADSR4 500 15 HDG 15.751000

KADSR4 570 20 HDG 15.30700
KADSR4 575 20 HDG 16.25750
KADSR4 580 20 HDG 17.19800
KADSR4 590 20 HDG 19.07900
KADSR4 500 20 HDG 20.961000
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Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

KADSR2 H50 HDG

KADSR4 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

KADS45 ... H50KADS45 ... H50 KADS45 ... H50KADS45 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 550 20 HDG 3.08500
450KADS45 545 20 HDG 2,82

KADS45 560 20 HDG 5.58600

KADS45 522 20 HDG 1,70

KADS45 505 20 HDG 0,82

225

50

KADS45 507 20 HDG 0,9475
KADS45 510 20 HDG 1.07100
KADS45 512 20 HDG 1,19125

150KADS45 515 20 HDG 1,32
200KADS45 520 20 HDG 1.57

KADS45 525 20 HDG 1.82250
KADS45 530 20 HDG 2.07300
KADS45 540 20 HDG 2,58400

KADS45 522 15 HDG 1.28

KADS45 505 15 HDG 0.62

225

50

KADS45 507 15 HDG 0.7275
KADS45 510 15 HDG 0.81100
KADS45 512 15 HDG 0.90125

150KADS45 515 15 HDG 1.00
200KADS45 520 15 HDG 1.18

KADS45 525 15 HDG 1.38250
KADS45 530 15 HDG 1.56300
KADS45 540 15 HDG 1.94400
KADS45 545 15 HDG 2.13450
KADS45 550 15 HDG 2.32500
KADS45 560 15 HDG 2.70600
KADS45 570 15 HDG 3.07700
KADS45 575 15 HDG 3.26750
KADS45 580 15 HDG 3.45800
KADS45 590 15 HDG 3.82900
KADS45 500 15 HDG 4.201000

KADS45 570 20 HDG 4.08700
KADS45 575 20 HDG 4.34750
KADS45 580 20 HDG 4.58800
KADS45 590 20 HDG 5.09900
KADS45 500 20 HDG 5.591000

Hot-D�p Galvan�zed

KAIS45 ... H50KAIS45 ... H50 KAIS45 ... H50KAIS45 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 550 20 HDG 500
450KAIS45 545 20 HDG

KAIS45 560 20 HDG 600

KAIS45 522 20 HDG

KAIS45 505 20 HDG

225

50

KAIS45 507 20 HDG 75
KAIS45 510 20 HDG 100
KAIS45 512 20 HDG 125

150KAIS45 515 20 HDG
200KAIS45 520 20 HDG

KAIS45 525 20 HDG 250
KAIS45 530 20 HDG 300
KAIS45 540 20 HDG 400

KAIS45 522 15 HDG

KAIS45 505 15 HDG

225

50

KAIS45 507 15 HDG 75
KAIS45 510 15 HDG 100
KAIS45 512 15 HDG 125

150KAIS45 515 15 HDG
200KAIS45 520 15 HDG

KAIS45 525 15 HDG 250
KAIS45 530 15 HDG 300
KAIS45 540 15 HDG 400
KAIS45 545 15 HDG 450
KAIS45 550 15 HDG 500
KAIS45 560 15 HDG 600
KAIS45 570 15 HDG 700
KAIS45 575 15 HDG 750
KAIS45 580 15 HDG 800
KAIS45 590 15 HDG 900
KAIS45 500 15 HDG 1000

KAIS45 570 20 HDG 700
KAIS45 575 20 HDG 750
KAIS45 580 20 HDG 800
KAIS45 590 20 HDG 900
KAIS45 500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).
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KADS45 H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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KAIS45 H50 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

a

50T

a

50
T

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 
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Hot-D�p Galvan�zed

KAIS45R4 ... H50KAIS45R4 ... H50 KAIS45R4 ... H50KAIS45R4 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 550 20 HDG 7,21500
450KAIS45R4 545 20 HDG 6,62

KAIS45R4 560 20 HDG 8,39600

KAIS45R4 522 20 HDG 3,97

KAIS45R4 505 20 HDG 1,91

225

50

KAIS45R4 507 20 HDG 2,2175
KAIS45R4 510 20 HDG 2,50100
KAIS45R4 512 20 HDG 2,80125

150KAIS45R4 515 20 HDG 3,09
200KAIS45R4 520 20 HDG 3,68

KAIS45R4 525 20 HDG 4,27250
KAIS45R4 530 20 HDG 4,86300
KAIS45R4 540 20 HDG 6,03400

KAIS45R4 522 15 HDG 3,00

KAIS45R4 505 15 HDG 1,45

225

50

KAIS45R4 507 15 HDG 1,6775
KAIS45R4 510 15 HDG 1,89100
KAIS45R4 512 15 HDG 2,12125

150KAIS45R4 515 15 HDG 2,34
200KAIS45R4 520 15 HDG 2,78

KAIS45R4 525 15 HDG 3,22250
KAIS45R4 530 15 HDG 3,66300
KAIS45R4 540 15 HDG 4,54400
KAIS45R4 545 15 HDG 4,99450
KAIS45R4 550 15 HDG 5,43500
KAIS45R4 560 15 HDG 6,31600
KAIS45R4 570 15 HDG 7,19700
KAIS45R4 575 15 HDG 7,64750
KAIS45R4 580 15 HDG 8,08800
KAIS45R4 590 15 HDG 8,96900
KAIS45R4 500 15 HDG 9,841000

KAIS45R4 570 20 HDG 9,57700
KAIS45R4 575 20 HDG 10,16750
KAIS45R4 580 20 HDG 10,74800
KAIS45R4 590 20 HDG 11,92900
KAIS45R4 500 20 HDG 13,101000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

KAIS45R2 ... H50KAIS45R2 ... H50 KAIS45R2 ... H50KAIS45R2 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 550 20 HDG 4.81500
450KAIS45R2 545 20 HDG 4.42

KAIS45R2 560 20 HDG 5.59600

KAIS45R2 522 20 HDG 2.65

KAIS45R2 505 20 HDG 1.28

225

50

KAIS45R2 507 20 HDG 1.4775
KAIS45R2 510 20 HDG 1.67100
KAIS45R2 512 20 HDG 1.87125

150KAIS45R2 515 20 HDG 2.06
200KAIS45R2 520 20 HDG 2.45

KAIS45R2 525 20 HDG 2.85250
KAIS45R2 530 20 HDG 3.24300
KAIS45R2 540 20 HDG 4.02400

KAIS45R2 522 15 HDG 2.00

KAIS45R2 505 15 HDG 0.97

225

50

KAIS45R2 507 15 HDG 1.1275
KAIS45R2 510 15 HDG 1.26100
KAIS45R2 512 15 HDG 1.41125

150KAIS45R2 515 15 HDG 1.56
200KAIS45R2 520 15 HDG 1.85

KAIS45R2 525 15 HDG 2.15250
KAIS45R2 530 15 HDG 2.44300
KAIS45R2 540 15 HDG 3.03400
KAIS45R2 545 15 HDG 3.33450
KAIS45R2 550 15 HDG 3.62500
KAIS45R2 560 15 HDG 4.21600
KAIS45R2 570 15 HDG 4.80700
KAIS45R2 575 15 HDG 5.09750
KAIS45R2 580 15 HDG 5.39800
KAIS45R2 590 15 HDG 5.97900
KAIS45R2 500 15 HDG 6.561000

KAIS45R2 570 20 HDG 6.38700
KAIS45R2 575 20 HDG 6.77750
KAIS45R2 580 20 HDG 7.16800
KAIS45R2 590 20 HDG 7.95900
KAIS45R2 500 20 HDG 8.731000
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KAIS45R2 H50 HDG

KAIS45R4 H50 HDG
Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

a

50T

a
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T

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300
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Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

KADS45R2 ... H50KADS45R2 ... H50 KADS45R2 ... H50KADS45R2 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 550 20 HDG 500
450KADS45R2 545 20 HDG

KADS45R2 560 20 HDG 600

KADS45R2 522 20 HDG

KADS45R2 505 20 HDG

225

50

KADS45R2 507 20 HDG 75
KADS45R2 510 20 HDG 100
KADS45R2 512 20 HDG 125

150KADS45R2 515 20 HDG
200KADS45R2 520 20 HDG

KADS45R2 525 20 HDG 250
KADS45R2 530 20 HDG 300
KADS45R2 540 20 HDG 400

KADS45R2 522 15 HDG

KADS45R2 505 15 HDG

225

50

KADS45R2 507 15 HDG 75
KADS45R2 510 15 HDG 100
KADS45R2 512 15 HDG 125

150KADS45R2 515 15 HDG
200KADS45R2 520 15 HDG

KADS45R2 525 15 HDG 250
KADS45R2 530 15 HDG 300
KADS45R2 540 15 HDG 400
KADS45R2 545 15 HDG 450
KADS45R2 550 15 HDG 500
KADS45R2 560 15 HDG 600
KADS45R2 570 15 HDG 700
KADS45R2 575 15 HDG 750
KADS45R2 580 15 HDG 800
KADS45R2 590 15 HDG 900
KADS45R2 500 15 HDG 1000

KADS45R2 570 20 HDG 700
KADS45R2 575 20 HDG 750
KADS45R2 580 20 HDG 800
KADS45R2 590 20 HDG 900
KADS45R2 500 20 HDG 1000

Hot-D�p Galvan�zed

KADS45R4 ... H50KADS45R4 ... H50 KADS45R4 ... H50KADS45R4 ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 550 20 HDG 500
450KADS45R4 545 20 HDG

KADS45R4 560 20 HDG 600

KADS45R4 522 20 HDG

KADS45R4 505 20 HDG

225

50

KADS45R4 507 20 HDG 75
KADS45R4 510 20 HDG 100
KADS45R4 512 20 HDG 125

150KADS45R4 515 20 HDG
200KADS45R4 520 20 HDG

KADS45R4 525 20 HDG 250
KADS45R4 530 20 HDG 300
KADS45R4 540 20 HDG 400

KADS45R4 522 15 HDG

KADS45R4 505 15 HDG

225

50

KADS45R4 507 15 HDG 75
KADS45R4 510 15 HDG 100
KADS45R4 512 15 HDG 125

150KADS45R4 515 15 HDG
200KADS45R4 520 15 HDG

KADS45R4 525 15 HDG 250
KADS45R4 530 15 HDG 300
KADS45R4 540 15 HDG 400
KADS45R4 545 15 HDG 450
KADS45R4 550 15 HDG 500
KADS45R4 560 15 HDG 600
KADS45R4 570 15 HDG 700
KADS45R4 575 15 HDG 750
KADS45R4 580 15 HDG 800
KADS45R4 590 15 HDG 900
KADS45R4 500 15 HDG 1000

KADS45R4 570 20 HDG 700
KADS45R4 575 20 HDG 750
KADS45R4 580 20 HDG 800
KADS45R4 590 20 HDG 900
KADS45R4 500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).
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KADS45R2 H50 HDG

KADS45R4 H50 HDG
Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги
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Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KAMD ... H50KAMD ... H50 KAMD ... H50KAMD ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 550 20 HDG 3,76500
450KAMD 545 20 HDG 3,52

KAMD 560 20 HDG 4,21600

KAMD 522 20 HDG 2,51

KAMD 505 20 HDG 1.71

225

50

KAMD 507 20 HDG 1.8475
KAMD 510 20 HDG 1.95100
KAMD 512 20 HDG 2,06125

150KAMD 515 20 HDG 2,18
200KAMD 520 20 HDG 2,40

KAMD 525 20 HDG 2,62250
KAMD 530 20 HDG 2,85300
KAMD 540 20 HDG 3,30400

KAMD 522 15 HDG 1,98

KAMD 505 15 HDG 1,39

225

50

KAMD 507 15 HDG 1,4775
KAMD 510 15 HDG 1,57100
KAMD 512 15 HDG 1,65125

150KAMD 515 15 HDG 1,73
200KAMD 520 15 HDG 1,90

KAMD 525 15 HDG 2,06250
KAMD 530 15 HDG 2,24300
KAMD 540 15 HDG 2,58400
KAMD 545 15 HDG 2,75450
KAMD 550 15 HDG 2,91500
KAMD 560 15 HDG 3,26600
KAMD 570 15 HDG 3,60700
KAMD 575 15 HDG 3,76750
KAMD 580 15 HDG 3,94800
KAMD 590 15 HDG 4,27900
KAMD 500 15 HDG 4,611000

KAMD 570 20 HDG 4,66700
KAMD 575 20 HDG 4,88750
KAMD 580 20 HDG 5,10800
KAMD 590 20 HDG 5,57900
KAMD 500 20 HDG 6,021000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KAMB ... H50KAMB ... H50 KAMB ... H50KAMB ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 550 20 HDG 1.93500
450KAMB 545 20 HDG 1.77

KAMB 560 20 HDG 2.24600

KAMB 522 20 HDG 1.06

KAMB 505 20 HDG 0.51

225

50

KAMB 507 20 HDG 0.5975
KAMB 510 20 HDG 0.67100
KAMB 512 20 HDG 0.75125

150KAMB 515 20 HDG 0.82
200KAMB 520 20 HDG 0.98

KAMB 525 20 HDG 1.14250
KAMB 530 20 HDG 1.30300
KAMB 540 20 HDG 1.61400

KAMB 522 15 HDG 0.80

KAMB 505 15 HDG 0.39

225

50

KAMB 507 15 HDG 0.4575
KAMB 510 15 HDG 0.50100
KAMB 512 15 HDG 0.57125

150KAMB 515 15 HDG 0.62
200KAMB 520 15 HDG 0.74

KAMB 525 15 HDG 0.86250
KAMB 530 15 HDG 0.98300
KAMB 540 15 HDG 1.22400
KAMB 545 15 HDG 1.34450
KAMB 550 15 HDG 1.45500
KAMB 560 15 HDG 1.69600
KAMB 570 15 HDG 1.92700
KAMB 575 15 HDG 2.04750
KAMB 580 15 HDG 2.16800
KAMB 590 15 HDG 2.39900
KAMB 500 15 HDG 2.621000

KAMB 570 20 HDG 2.55700
KAMB 575 20 HDG 2.71750
KAMB 580 20 HDG 2.86800
KAMB 590 20 HDG 3.18900
KAMB 500 20 HDG 3.501000

6
7
0

a

1
8

9
Ø8Ø8

Ø10

55

8,5x23

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD H50 HDG

KAMB H50 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

KAMB / Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

BDD

BDD

Cable Tray

BDD

BDD

Cable Tray

Outs�de Bend Ins�de Bend

BDD

BDD

Cable Tray

Cable Tray

KAMB

BDD

KAMB Modular Systems for more Radius



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

W+325

W

W

2
1
5

8x23

8x23

18 1
0
0

100

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KADT ... H50KADT ... H50 KADT ... H50KADT ... H50 2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 550 20 HDG 10,28500
450KADT 545 20 HDG 8,99

KADT 560 20 HDG 13,11600

KADT 522 20 HDG 4,13225

KADT 510 20 HDG 2,12100
KADT 512 20 HDG 2,48125

150KADT 515 20 HDG 2,86
200KADT 520 20 HDG 3,69

KADT 525 20 HDG 4,59250
KADT 530 20 HDG 5,57300
KADT 540 20 HDG 7,77400

KADT 522 15 HDG 3,10225

KADT 510 15 HDG 1,59100
KADT 512 15 HDG 1,86125

150KADT 515 15 HDG 2,15
200KADT 520 15 HDG 2,77

KADT 525 15 HDG 3,44250
KADT 530 15 HDG 4,18300
KADT 540 15 HDG 5,83400
KADT 545 15 HDG 6,74450
KADT 550 15 HDG 7,71500
KADT 560 15 HDG 9,83600
KADT 570 15 HDG 12,19700
KADT 575 15 HDG 13,45750
KADT 580 15 HDG 14,78800
KADT 590 15 HDG 17,60900
KADT 500 15 HDG 20,671000

KADT 570 20 HDG 16,25700
KADT 575 20 HDG 17,94750
KADT 580 20 HDG 19,70800
KADT 590 20 HDG 23,47900
KADT 500 20 HDG 27,551000

W

350+H

8,5x232
2
5

1
7
5

5
0

42

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KAMT ... H50KAMT ... H50 KAMT ... H50KAMT ... H50 2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 550 20 HDG 5,62500
450KAMT 545 20 HDG 5,23

KAMT 560 20 HDG 6,41600

KAMT 522 20 HDG 2,16225

KAMT 510 20 HDG 1.61100
KAMT 512 20 HDG 1.72125

150KAMT 515 20 HDG 1,83
200KAMT 520 20 HDG 2,05

KAMT 525 20 HDG 2,27250
KAMT 530 20 HDG 2,49300
KAMT 540 20 HDG 4,84400

KAMT 522 15 HDG 1.62225

KAMT 510 15 HDG 1.21100
KAMT 512 15 HDG 1.29125

150KAMT 515 15 HDG 1.37
200KAMT 520 15 HDG 1.54

KAMT 525 15 HDG 1.70250
KAMT 530 15 HDG 1.87300
KAMT 540 15 HDG 3.63400
KAMT 545 15 HDG 3.92450
KAMT 550 15 HDG 4.22500
KAMT 560 15 HDG 4.80600
KAMT 570 15 HDG 6.64700
KAMT 575 15 HDG 6.99750
KAMT 580 15 HDG 7.35800
KAMT 590 15 HDG 8.05900
KAMT 500 15 HDG 8.761000

KAMT 570 20 HDG 8,85700
KAMT 575 20 HDG 9,33750
KAMT 580 20 HDG 9,80800
KAMT 590 20 HDG 10,74900
KAMT 500 20 HDG 11,681000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADT H50 HDG

KAMT H50 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KADG ... H50KADG ... H50 KADG ... H50KADG ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 550 20 HDG 500
450KADG 545 20 HDG

KADG 560 20 HDG 600

KADG 522 20 HDG 225

KADG 510 20 HDG 100
KADG 512 20 HDG 125

150KADG 515 20 HDG
200KADG 520 20 HDG

KADG 525 20 HDG 250
KADG 530 20 HDG 300
KADG 540 20 HDG 400

KADG 522 15 HDG 225

KADG 510 15 HDG 100
KADG 512 15 HDG 125

150KADG 515 15 HDG
200KADG 520 15 HDG

KADG 525 15 HDG 250
KADG 530 15 HDG 300
KADG 540 15 HDG 400
KADG 545 15 HDG 450
KADG 550 15 HDG 500
KADG 560 15 HDG 600
KADG 570 15 HDG 700
KADG 575 15 HDG 750
KADG 580 15 HDG 800
KADG 590 15 HDG 900
KADG 500 15 HDG 1000

KADG 570 20 HDG 700
KADG 575 20 HDG 750
KADG 580 20 HDG 800
KADG 590 20 HDG 900
KADG 500 20 HDG 1000

W+165

W

8x23

2
1

5

W

1
0

0

100

18

8x23

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

KADL ... H50KADL ... H50 KADL ... H50KADL ... H50 2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 550 20 HDG 9.21500
450KADL 545 20 HDG 7.99

KADL 560 20 HDG 11.87600

KADL 522 20 HDG 3.48225

KADL 510 20 HDG 1.67100
KADL 512 20 HDG 1.99125

150KADL 515 20 HDG 2.34
200KADL 520 20 HDG 3.08

KADL 525 20 HDG 3.91250
KADL 530 20 HDG 4.81300
KADL 540 20 HDG 6.85400

KADL 522 15 HDG 2,61225

KADL 510 15 HDG 1.25100
KADL 512 15 HDG 1.50125

150KADL 515 15 HDG 1.75
200KADL 520 15 HDG 2,31

KADL 525 15 HDG 2,93250
KADL 530 15 HDG 3,61300
KADL 540 15 HDG 5,14400
KADL 545 15 HDG 5,99450
KADL 550 15 HDG 6,91500
KADL 560 15 HDG 8,91600
KADL 570 15 HDG 11,14700
KADL 575 15 HDG 12,35750
KADL 580 15 HDG 13,62800
KADL 590 15 HDG 16,33900
KADL 500 15 HDG 19,271000

KADL 570 20 HDG 14.86700
KADL 575 20 HDG 16.47750
KADL 580 20 HDG 18.15800
KADL 590 20 HDG 21.77900
KADL 500 20 HDG 25.691000

W+165

W

8x23

2
1

5

W

1
0

0

100

18

8x23

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9.21
7.99

11.87

3.48

1.67
1.99
2.34
3.08

3.91
4.81
6.85

2.61

1.25
1.50
1.75
2.31

2.93
3.61
5.14
5.99
6.91
8.91

11.14
12.35
13,62
16,33
19,27

14.86
16.47
18.15
21.77
25.69

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADG H50 HDG

KADL H50 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

3
5

a

T

5
0

1
8

9

35

42

75

L

75

T

45

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 50 575 15 HDG 0.38

RT 50 425 15 HDG 0.30

RT 50 450 15 HDG 0.32
RT 50 475 15 HDG 0.33
RT 50 500 15 HDG 0.34
RT 50 525 15 HDG 0.36
RT 50 550 15 HDG 0.37

RT 50 375 15 HDG 0.28
RT 50 350 15 HDG 0.26

RT 50 400 15 HDG 0.29

RT 50 225 15 HDG 0.20

RT 50 50 15 HDG 0.11

RT 50 75 15 HDG 0.12
RT 50 100 15 HDG 0.13
RT 50 125 15 HDG 0.15
RT 50 150 15 HDG 0.16

RT 50 200 15 HDG 0.19

RT 50 250 15 HDG 0.21

RT 50 275 15 HDG 0.23

RT 50 325 15 HDG 0.25

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

RT ... H50RT ... H50 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 50 25 15 HDG 0.0925

RT 50 175 15 HDG 0.17175

pcs

RT 50 300 15 HDG 0.24300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 550 20 HDG 0.44
SON 545 20 HDG 0.40

SON 560 20 HDG 0.51

SON 522 20 HDG 0.24

SON 505 20 HDG 0.12

SON 507 20 HDG 0.14
SON 510 20 HDG 0.16
SON 512 20 HDG 0.17
SON 515 20 HDG 0.19
SON 520 20 HDG 0.23

SON 525 20 HDG 0.26
SON 530 20 HDG 0.30
SON 540 20 HDG 0.37

CODE

ad/pc
kgCODE

SON ... H50SON ... H50 

SON 550 15 HDG 0.33
SON 545 15 HDG 0.30

SON 560 15 HDG 0.38

SON 522 15 HDG 0.18

SON 505 15 HDG 0.09

SON 507 15 HDG 0.10
SON 510 15 HDG 0.12
SON 512 15 HDG 0.13
SON 515 15 HDG 0.14
SON 520 15 HDG 0.17

SON 525 15 HDG 0.20
SON 530 15 HDG 0.22
SON 540 15 HDG 0.28

CODE

ad/pc
kgCODE

SON ... H50SON ... H50 

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 50 575 20 HDG 0.51

RT 50 425 20 HDG 0.41

RT 50 450 20 HDG 0.42
RT 50 475 20 HDG 0.44
RT 50 500 20 HDG 0.46
RT 50 525 20 HDG 0.48
RT 50 550 20 HDG 0.49

RT 50 375 20 HDG 0.37
RT 50 350 20 HDG 0.35

RT 50 400 20 HDG 0.39

RT 50 225 20 HDG 0.26

RT 50 50 20 HDG 0.14

RT 50 75 20 HDG 0.16
RT 50 100 20 HDG 0.18
RT 50 125 20 HDG 0.19
RT 50 150 20 HDG 0.21

RT 50 200 20 HDG 0.25

RT 50 250 20 HDG 0.28

RT 50 275 20 HDG 0.30

RT 50 325 20 HDG 0.34

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

RT ... H50RT ... H50 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 50 25 20 HDG 0.1225

RT 50 175 20 HDG 0.23175

pcs

RT 50 300 20 HDG 0.32300

1.5mm 2.0mm

SON 580 15 HDG 0.49
SON 575 15 HDG 0.46

SON 590 15 HDG 0.54

SON 570 15 HDG 0.43

800
750

900

700

SON 500 15 HDG 0.591000

SON 580 20 HDG 0.65
SON 575 20 HDG 0.61

SON 590 20 HDG 0.72

SON 570 20 HDG 0.58

800
750

900

700

SON 500 20 HDG 0.791000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RT H50 HDG

SON H50 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

BDD 250 15 HDG 250 0.20

CODE
Length

L
mm ad/pc

kg

1.5mmBDD ... H50BDD ... H50 

CODE

Pre - Galvan�zed

124 124

L=250
155

22 22 22

2
3

8,5
R 20

4
5

15

T

4
5

L=1000

8,5

25

2

T

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

BYDU 150 15 HDG 1000 0.38

CODE
Length

L
mm 1m

kg

1.5mmBYDU ... H50BYDU ... H50 

CODE

BYDU 150 20 HDG 1000 0.50

2.0mm

CODE
Length

L
mm 1m

kgCODE

BDD ... H50BDD ... H50

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

BDD 250 20 HDG 250 0.23

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

50

pcspcs

BYDU ... H50BYDU ... H50 

Hot-D�p Galvan�zed

BDD 350 15 HDG 250 0.26 BDD 350 20 HDG 250 0.30

5
5

15

T

BDD 250 BDD 350

BDD 250 BDD 350

MYD 150 15 HDG 200 0.14

CODE
Length

L
mm ad/pc

kg

1.5mmMYD ... H50MYD ... H50 

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 150 20 HDG 200 0.20

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 150 15 HDG 600 0.35

CODE
Length

L
mm ad/pc

kg

1.5mmMYDU ... H50MYDU ... H50 

CODE
pcs

2.0mm

MYDU 150 20 HDG 600 0.50

MYD 150

MYDU 150

L=200mm

5
0

25

2
3

8,5

L=600mm

5
0

25

2
3

8,5

MYD 150

MYDU 150

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

1
1

1
1

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BYDU H50

BYDU H50



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

4
5

20

T

4
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

0.95

pcs

2.0mm

CODE

1m
kgCODE

SEP ... H50SEP ... H50 

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

SEP 150 SEP 250

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

45

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP Y50 H50SEP Y50 H50 

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

0.63

pcs

SEP 250 10 HDG 30001 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SEP Y50 HDG

MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

4
5

20

T

4
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

0.95

pcs

2.0mm

CODE

1m
kgCODE

SEP ... H50SEP ... H50 

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

SEP 150 SEP 250

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

45

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP Y50 H50SEP Y50 H50 

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H50SEP ... H50 

0.63

pcs

SEP 250 10 HDG 30001 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SEP H50 HDG

SEP Y50 HDG

SEP Y50 H50



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 50 20 HDG 0.13

CODE

ad/pc
kgCODE

MBE 50 15 HDG 0.10

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 50 575 15 HDG 0.70

RC 50 425 15 HDG 0.54

RC 50 450 15 HDG 0.57
RC 50 475 15 HDG 0.59
RC 50 500 15 HDG 0.62
RC 50 525 15 HDG 0.65
RC 50 550 15 HDG 0.67

RC 50 375 15 HDG 0.49
RC 50 350 15 HDG 0.46

RC 50 400 15 HDG 0.51

RC 50 225 15 HDG 0.33

RC 50 50 15 HDG 0.14

RC 50 75 15 HDG 0.17
RC 50 100 15 HDG 0.19
RC 50 125 15 HDG 0.22
RC 50 150 15 HDG 0.25

RC 50 200 15 HDG 0.30

RC 50 250 15 HDG 0.35

RC 50 275 15 HDG 0.38

RC 50 325 15 HDG 0.43

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

RC ... H50RC ... H50 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 50 25 15 HDG 0.1125

RC 50 175 15 HDG 0.27175

pcs

RC 50 300 15 HDG 0.41300

Hot-D�p Galvan�zed

RC 50 575 20 HDG 0.93

RC 50 425 20 HDG 0.72

RC 50 450 20 HDG 0.75
RC 50 475 20 HDG 0.79
RC 50 500 20 HDG 0.82
RC 50 525 20 HDG 0.86
RC 50 550 20 HDG 0.90

RC 50 375 20 HDG 0.65
RC 50 350 20 HDG 0.61

RC 50 400 20 HDG 0.68

RC 50 225 20 HDG 0.44

RC 50 50 20 HDG 0.19

RC 50 75 20 HDG 0.22
RC 50 100 20 HDG 0.26
RC 50 125 20 HDG 0.29
RC 50 150 20 HDG 0.33

RC 50 200 20 HDG 0.40

RC 50 250 20 HDG 0.47

RC 50 275 20 HDG 0.51

RC 50 325 20 HDG 0.58

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

RC ... H50RC ... H50 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 50 25 20 HDG 0.1525

RC 50 175 20 HDG 0.37175

pcs

RC 50 300 20 HDG 0.54300

L75 75

9x25 15
15

45
25

L

4
7

50

8,5x808,5x23

RC Mount�ng

MBE Mount�ng

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1 1

MBE ... H50 MBE ... H50 
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MBE H50 HDG

RC H40 HDG

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

15 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

3000

3000
3000
3000
3000
3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

3000

3000

225

50

300075
3000100
3000125

150 3000
200 3000

1.0mm

pcs

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Hot-D�p Galvan�zed

1.5mm

175KBE 360 20 HDG 100

175KBE 360 15 HDG 100

1.5mm

175 0.17KBE 260 20 HDG 100

2.0mm

175 0.13KBE 260 15 HDG 100

KBE 260 12 HDG 175 0.11 100 175KBE 360 12 HDG 100

1.2mm

2.0mm

0.20

0.15

0.12

2

2
2
2
2

2

2

2
2
2
2
2

APK 605 10 HDG

APK 607 10 HDG
APK 610 10 HDG
APK 612 10 HDG
APK 615 10 HDG
APK 620 10 HDG

50

75
100
125
150
200

1.18

1.33
1.49
1.64
1.80
2.12

APK 605 12 HDG

APK 607 12 HDG
APK 610 12 HDG
APK 612 12 HDG
APK 615 12 HDG
APK 620 12 HDG
APK 622 12 HDG

1.41

1.60
1.79
1.97
2.16
2.54
2.73
2.92
3.29

APK 650 15 HDG
APK 645 15 HDG

APK 660 15 HDG

APK 622 15 HDG

APK 605 15 HDG
APK 607 15 HDG
APK 610 15 HDG
APK 612 15 HDG
APK 615 15 HDG
APK 620 15 HDG

APK 625 15 HDG
APK 630 15 HDG
APK 640 15 HDG

APK 690 15 HDG
APK 680 15 HDG

APK 600 15 HDG

APK 670 15 HDG
APK 675 15 HDG

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

5.98
5.51

6.92

3.39

1.74
1.98
2.21
2.44
2.68
3.16

3.63
4.10
5.04

9.75
8.80

10.69

7.87
8.33

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

APK 625 12 HDG
APK 630 12 HDG

APK 650 20 HDG
APK 645 20 HDG

APK 660 20 HDG

APK 622 20 HDG

APK 605 20 HDG
APK 607 20 HDG
APK 610 20 HDG
APK 612 20 HDG
APK 615 20 HDG
APK 620 20 HDG

APK 625 20 HDG
APK 630 20 HDG
APK 640 20 HDG

APK 690 20 HDG
APK 680 20 HDG

APK 600 20 HDG

APK 670 20 HDG
APK 675 20 HDG

250
300

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000
3000

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

7.95
7.32

9.20

4.49

2.29
2.60
2.92
3.24
3.55
4.18

4.80
5.44
6.69

12.97
11.72

14.23

10.46
11.08

2
2
2

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H60

APK ... H60 

KBE ... H60 KBE ... H60

KBE 260

KBE 360

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

M6x15 Round head squ�re neck bolt & M6 Flanged nut

60

a

T

25

8,5

4
1

,7
5L

APK H60 HDG

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
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m
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Q
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m
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.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5

CFS

M6x15
M6

5
5

15

6
5

T

15

KBE 260 KBE 360

T

10

2.0

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

L=175

25 20x8.5

50

150
200
300
400
500

229 cm

600

288 cm

2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

118 cm2



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 605 10 HDG 300050

ADK 607 10 HDG 300075
ADK 610 10 HDG 3000100
ADK 612 10 HDG 3000125

150ADK 615 10 HDG 3000
200ADK 620 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 622 15 HDG 3000

ADK 605 15 HDG 3000

225

50

ADK 607 15 HDG 300075
ADK 610 15 HDG 3000100
ADK 612 15 HDG 3000125

150ADK 615 15 HDG 3000
200ADK 620 15 HDG 3000

ADK 625 15 HDG 3000250
ADK 630 15 HDG 3000300
ADK 640 15 HDG 3000400
ADK 645 15 HDG 3000450
ADK 650 15 HDG 3000500
ADK 660 15 HDG 3000600

1.0mm

pcs

1.5mm

ADK 670 15 HDG 3000700
ADK 675 15 HDG 3000750
ADK 680 15 HDG 3000800
ADK 690 15 HDG 3000900
ADK 600 15 HDG 30001000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm

175BYD 360 20 HDG 100

175BYD 360 15 HDG 100

1.5mm

175 0.17BYD 260 20 HDG 100

2.0mm

175 0.13BYD 260 15 HDG 100

BYD 260 12 HDG 175 0,11 100 175BYD 360 12 HDG 100

1.2mm

2.0mm

0.20

0.15

0,12

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2
2
2
2
2

6.88
7.47

4.23

2.17

2.47
2.76
3.05
3.35
3.94

4.53
5.12
6.29

1.47

1.66
1.86
2.05
2.25
2.64

11.00
10.41

12.18

8.65
9.83

13.36

ADK 650 20 HDG 3000500
450ADK 645 20 HDG 3000

ADK 660 20 HDG 3000600

ADK 622 20 HDG 3000

ADK 605 20 HDG 3000

225

50

ADK 607 20 HDG 300075
ADK 610 20 HDG 3000100
ADK 612 20 HDG 3000125

150ADK 615 20 HDG 3000
200ADK 620 20 HDG 3000

ADK 625 20 HDG 3000250
ADK 630 20 HDG 3000300
ADK 640 20 HDG 3000400

ADK 622 12 HDG 3000

ADK 605 12 HDG 3000

225

50
ADK 607 12 HDG 300075
ADK 610 12 HDG 3000100
ADK 612 12 HDG 3000125

150ADK 615 12 HDG 3000
200ADK 620 12 HDG 3000

ADK 625 12 HDG 3000250
ADK 630 12 HDG 3000300

ADK 670 20 HDG 3000700
ADK 675 20 HDG 3000750
ADK 680 20 HDG 3000800
ADK 690 20 HDG 3000900
ADK 600 20 HDG 30001000

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2

2
2
2
2
2

2
2

9.93
9.14

11.50

5.61

2.86
3.25
3.65
4.04
4.43
5.22

6.00
6.79
8.36

1.76
1.99
2.23
2.46

2.70

3.17

16.21
14.64

17.78

13.07
13.85

3.41
3.64

4.11

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H60

ADK ... H60 

BYD ... H60 BYD ... H60 

BYD 260
BYD 360

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
500

229 cm

600

288 cm

2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

118 cm

L

8,5

41,75

T60

a

10
25

ADK H60 HDG

L=175

25

5
5

15

6
5

T

15

BYD 260 BYD 360

T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

20x8.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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m
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 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

2



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H60

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 605 10 HDG

KA90 607 10 HDG
KA90 610 10 HDG
KA90 612 10 HDG
KA90 615 10 HDG
KA90 620 10 HDG

CODECODE

50

75
100
125
150
200

0,28

0,35
0,52
0,61
0,71
0,94

KA90 622 15 HDG

KA90 605 15 HDG

KA90 607 15 HDG
KA90 610 15 HDG
KA90 612 15 HDG
KA90 615 15 HDG
KA90 620 15 HDG

KA90 625 15 HDG
KA90 630 15 HDG
KA90 640 15 HDG
KA90 645 15 HDG
KA90 650 15 HDG
KA90 660 15 HDG
KA90 670 15 HDG
KA90 675 15 HDG
KA90 680 15 HDG
KA90 690 15 HDG
KA90 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,98

1,59

0,42

0,53
0,77
0,91
1,06
1,40

1,79
2,36
3,40

11,40

13,57

4,62
6,03

9,42

7,64
8,51

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA90 650 20 HDG
KA90 645 20 HDG

KA90 660 20 HDG

KA90 622 20 HDG

KA90 605 20 HDG

KA90 607 20 HDG
KA90 610 20 HDG
KA90 612 20 HDG
KA90 615 20 HDG
KA90 620 20 HDG

KA90 625 20 HDG
KA90 630 20 HDG
KA90 640 20 HDG

KA90 670 20 HDG
KA90 675 20 HDG
KA90 680 20 HDG
KA90 690 20 HDG
KA90 600 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

6,16
5,31

8,04

2,12

0,56

0,70
1,03
1,21
1,41
1,87

2,38
3,14
4,53

15,20

12,56

18,09

10,18
11,34

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 622 12 HDG

KA90 605 12 HDG

KA90 607 12 HDG
KA90 610 12 HDG
KA90 612 12 HDG
KA90 615 12 HDG
KA90 620 12 HDG

KA90 625 12 HDG
KA90 630 12 HDG

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,34

0,42
0,62
0,73
0,85
1,12
1,27
1,43
1,89

1

1

1
1
1
1
1

1
1

KA90R1 622 15 HDG

KA90R1 605 15 HDG

KA90R1 607 15 HDG
KA90R1 610 15 HDG

KA90R1 612 15 HDG
KA90R1 615 15 HDG
KA90R1 620 15 HDG

KA90R1 625 15 HDG
KA90R1 630 15 HDG
KA90R1 640 15 HDG
KA90R1 645 15 HDG
KA90R1 650 15 HDG
KA90R1 660 15 HDG
KA90R1 670 15 HDG
KA90R1 675 15 HDG
KA90R1 680 15 HDG
KA90R1 690 15 HDG
KA90R1 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000 15,17
12,67

6,92

1,90
2,16
2,75
4,14
4,69
5,51

8.61

9.65
10,39

0,52
0,66
0,83

1,00
1,20
1,65

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

KA90R1 650 20 HDG
KA90R1 645 20 HDG

KA90R1 660 20 HDG

KA90R1 622 20 HDG

KA90R1 605 20 HDG

KA90R1 607 20 HDG
KA90R1 610 20 HDG
KA90R1 612 20 HDG
KA90R1 615 20 HDG
KA90R1 620 20 HDG

KA90R1 625 20 HDG
KA90R1 630 20 HDG
KA90R1 640 20 HDG

KA90R1 670 20 HDG
KA90R1 675 20 HDG
KA90R1 680 20 HDG
KA90R1 690 20 HDG
KA90R1 600 20 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

16,89
13,85

9,23

2,53
2,88
3,67
5,52
6,25
7,34

11,48

12,86

0,69

0,88
1,10
1,34
1,60
2,20

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90 ... H60

KA90 ... H60

KA90R1 ... H60 KA90R1 ... H60 

20,23

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

a
R9018

9

40

50

a+55

a
+

1
0
5

b

KA90 H60 HDG

KA90R1 H60 HDG

9x18

60

60

9x18



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 622 15 HDG

KA90R2 605 15 HDG

KA90R2 607 15 HDG
KA90R2 610 15 HDG

KA90R2 612 15 HDG
KA90R2 615 15 HDG
KA90R2 620 15 HDG

KA90R2 625 15 HDG
KA90R2 630 15 HDG
KA90R2 640 15 HDG
KA90R2 645 15 HDG
KA90R2 650 15 HDG
KA90R2 660 15 HDG
KA90R2 670 15 HDG
KA90R2 675 15 HDG
KA90R2 680 15 HDG
KA90R2 690 15 HDG
KA90R2 600 15 HDG

Width

a=b
mm

225

50

75
100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 20,75

17,99

10,82

4,18
4,55
5,29
6,95

7,85
8,79

13,02
14,19

15,41

1,58
2,25
2,55

2,85
3,17
3,83

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R2 650 20 HDG
KA90R2 645 20 HDG

KA90R2 660 20 HDG

KA90R2 622 20 HDG

KA90R2 605 20 HDG

KA90R2 607 20 HDG
KA90R2 610 20 HDG
KA90R2 612 20 HDG
KA90R2 615 20 HDG
KA90R2 620 20 HDG

KA90R2 625 20 HDG
KA90R2 630 20 HDG
KA90R2 640 20 HDG

KA90R2 670 20 HDG
KA90R2 675 20 HDG
KA90R2 680 20 HDG

KA90R2 690 20 HDG
KA90R2 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000
23,99
20,55

14,41

5,58
6,06
7,06
9,26

10,46
11,72

17,36
18,93

2,63

3,00

3,39
3,80
4,22
5,10

27,67

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 622 15 HDG

KA90R4 605 15 HDG

KA90R4 607 15 HDG
KA90R4 610 15 HDG

KA90R4 612 15 HDG
KA90R4 615 15 HDG
KA90R4 620 15 HDG

KA90R4 625 15 HDG
KA90R4 630 15 HDG
KA90R4 640 15 HDG
KA90R4 645 15 HDG
KA90R4 650 15 HDG
KA90R4 660 15 HDG
KA90R4 670 15 HDG
KA90R4 675 15 HDG
KA90R4 680 15 HDG
KA90R4 690 15 HDG
KA90R4 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
127,24

17,85

6,87
7,91
10,11
11,28

12,50
15,08

19,29
20,79
23,92

3,19

3,61

4,04

4,94
5,88
6,37

4,48

KA90R4 650 20 HDG
KA90R4 645 20 HDG

KA90R4 660 20 HDG

KA90R4 622 20 HDG

KA90R4 605 20 HDG

KA90R4 607 20 HDG
KA90R4 610 20 HDG
KA90R4 612 20 HDG
KA90R4 615 20 HDG
KA90R4 620 20 HDG

KA90R4 625 20 HDG
KA90R4 630 20 HDG
KA90R4 640 20 HDG

KA90R4 670 20 HDG
KA90R4 675 20 HDG
KA90R4 680 20 HDG
KA90R4 690 20 HDG
KA90R4 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900 31,90

20,11

8,49
9,16

10,54
13,48
15,04
16,67

23,79
25,72
27,72

4,26
4,82
5,39
5,98
6,59
7,84

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1100

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90R2 ... H60 KA90R2 ... H60

KA90R4 ... H60 KA90R4 ... H60

36,32

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

KA90 R2 H60 HDG

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

KA90 R4 H60 HDG

42

60

42

60



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H 622 15 HDG

KA90H 605 15 HDG

KA90H 607 15 HDG
KA90H 610 15 HDG
KA90H 612 15 HDG
KA90H 615 15 HDG
KA90H 620 15 HDG

KA90H 625 15 HDG
KA90H 630 15 HDG

225

50

75
100
125
150
200

250
300

2,44
2,97
3,88

0,65
0,74

0,83
1,16
1,40
2,07 1

1

1

1
1
1
1

1

1

KA90H 622 20 HDG

KA90H 605 20 HDG

KA90H 607 20 HDG
KA90H 610 20 HDG
KA90H 612 20 HDG
KA90H 615 20 HDG
KA90H 620 20 HDG

KA90H 625 20 HDG
KA90H 630 20 HDG

225

50

75
100
125
150
200

250

300

3,25
3,96
5,17

0,86
0,98
1,11
1,54
1,87
2,76 1

1

1

1
1
1
1

1
1

KA45 605 10 HDG

KA45 607 10 HDG
KA45 610 10 HDG
KA45 612 10 HDG
KA45 615 10 HDG
KA45 620 10 HDG

KA45 622 15 HDG

KA45 605 15 HDG

KA45 607 15 HDG
KA45 610 15 HDG
KA45 612 15 HDG
KA45 615 15 HDG
KA45 620 15 HDG

KA45 625 15 HDG
KA45 630 15 HDG
KA45 640 15 HDG
KA45 645 15 HDG
KA45 650 15 HDG
KA45 660 15 HDG
KA45 670 15 HDG
KA45 675 15 HDG
KA45 680 15 HDG
KA45 690 15 HDG
KA45 600 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,55
3,09

4,55

1,41

0,45

0,54
0,63
0,73
0,84
1,09

1,57
1,90

2,66

0,30

0,36
0,42
0,49
0,56
0,73

8,31
6,93

9,80

5,68
6,29

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 650 20 HDG
KA45 645 20 HDG

KA45 660 20 HDG

KA45 622 20 HDG

KA45 605 20 HDG

KA45 607 20 HDG
KA45 610 20 HDG
KA45 612 20 HDG
KA45 615 20 HDG
KA45 620 20 HDG

KA45 625 20 HDG
KA45 630 20 HDG
KA45 640 20 HDG

KA45 670 20 HDG
KA45 675 20 HDG
KA45 680 20 HDG
KA45 690 20 HDG
KA45 600 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 622 12 HDG

KA45 605 12 HDG

KA45 607 12 HDG
KA45 610 12 HDG
KA45 612 12 HDG
KA45 615 12 HDG
KA45 620 12 HDG

KA45 625 12 HDG
KA45 630 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,36

0,43
0,51
0,59
0,68
0,87
1,13
1,25

1,52

4,73
4,12

6,07

1,88

0,60

0,71

0,84
0,98
1,12
1,45

2,09
2,53
3,55

11,07
9,24

13.07

7,57
8,39

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45 ... H60

KA45 ... H60 

KA90H ... H60 KA90H ... H60 

a

b

4
0

9x18

45°

KA45 H60 HDG

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA90H H60 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

60

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 622 15 HDG

KA45R2 605 15 HDG
KA45R2 607 15 HDG
KA45R2 610 15 HDG
KA45R2 612 15 HDG
KA45R2 615 15 HDG
KA45R2 620 15 HDG

KA45R2 625 15 HDG
KA45R2 630 15 HDG
KA45R2 640 15 HDG
KA45R2 645 15 HDG
KA45R2 650 15 HDG
KA45R2 660 15 HDG
KA45R2 670 15 HDG
KA45R2 675 15 HDG
KA45R2 680 15 HDG
KA45R2 690 15 HDG
KA45R2 600 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300

400
450
500
600
700
750
800
900

1000

9,14

2,46

1,31
1,49
1,67
1,86
2,06

2,68
2,89
3,35
4,32
4,84
5,38
6,54
7,79
8,45

12,10
10,57

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 650 20 HDG

KA45R2 645 20 HDG

KA45R2 660 20 HDG

KA45R2 622 20 HDG

KA45R2 605 20 HDG

KA45R2 607 20 HDG
KA45R2 610 20 HDG
KA45R2 612 20 HDG
KA45R2 615 20 HDG
KA45R2 620 20 HDG

KA45R2 625 20 HDG
KA45R2 630 20 HDG
KA45R2 640 20 HDG

KA45R2 670 20 HDG
KA45R2 675 20 HDG
KA45R2 680 20 HDG
KA45R2 690 20 HDG
KA45R2 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

7,18

6,45

8,72

3,56

1,75

1,98
2,23
2,48
2,74
3,29

3,86
4,46
5,75

10,39
11,27

14,10
16,13

12,18

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 622 15 HDG

KA45R4 605 15 HDG
KA45R4 607 15 HDG
KA45R4 610 15 HDG
KA45R4 612 15 HDG
KA45R4 615 15 HDG
KA45R4 620 15 HDG

KA45R4 625 15 HDG
KA45R4 630 15 HDG
KA45R4 640 15 HDG
KA45R4 645 15 HDG
KA45R4 650 15 HDG
KA45R4 660 15 HDG
KA45R4 670 15 HDG
KA45R4 675 15 HDG
KA45R4 680 15 HDG
KA45R4 690 15 HDG
KA45R4 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,77

1,92
2,17

2,42
2,68
2,94
3,49

4,06
4,65
5,90
6,56
7,25
8,67

10,20
11,00
11,82
13,54

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 650 20 HDG
KA45R4 645 20 HDG

KA45R4 660 20 HDG

KA45R4 622 20 HDG

KA45R4 605 20 HDG

KA45R4 607 20 HDG
KA45R4 610 20 HDG
KA45R4 612 20 HDG
KA45R4 615 20 HDG
KA45R4 620 20 HDG

KA45R4 625 20 HDG
KA45R4 630 20 HDG
KA45R4 640 20 HDG

KA45R4 670 20 HDG
KA45R4 675 20 HDG
KA45R4 680 20 HDG
KA45R4 690 20 HDG
KA45R4 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

5,02

2,57

2,89
3,23
3,58
3,92
4,65

5,41
6,20
7,86
8,75
9,66
11,57
13,61
14,67
15,76
18,05
20,46

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 ... H60 KA45R2 ... H60 

15,35

KA45R4 ... H60 KA45R4 ... H60 

42

60

135°

b
25

9x18

R600

a

135°

b
25

9x18

R300

a

42

60

KA45R2 H60

KA45R4 H60



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAT 605 10 HDG

KAT 607 10 HDG
KAT 610 10 HDG
KAT 612 10 HDG
KAT 615 10 HDG
KAT 620 10 HDG

50

75
100
125
150
200

0.37

0.45
0.66
0.76
0.88
1.13

ad/pc

1
1

1
1
1
1 KAT 622 12 HDG

KAT 605 12 HDG

KAT 607 12 HDG
KAT 610 12 HDG
KAT 612 12 HDG
KAT 615 12 HDG
KAT 620 12 HDG

KAT 625 12 HDG
KAT 630 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.52

0.44

0.54
0.79
0.92
1.05

1.69
2.28

1.35 1
1

1

1
1
1
1

1
1

KAT 650 20 HDG 7.08500
450KAT 645 20 HDG 6.17

KAT 660 20 HDG 9.10600

KAT 622 20 HDG 2.53

KAT 605 20 HDG 0.73

225

50
KAT 607 20 HDG 0.8975
KAT 610 20 HDG 1.31100
KAT 612 20 HDG 1.52125

150KAT 615 20 HDG 1.75
200KAT 620 20 HDG 2.25

KAT 625 20 HDG 2.82250
KAT 630 20 HDG 3.80300
KAT 640 20 HDG 5.32400

KAT 622 15 HDG 1.90

KAT 605 15 HDG 0.55

225

50
KAT 607 15 HDG 0.6775
KAT 610 15 HDG 0.98100
KAT 612 15 HDG 1.14125

150KAT 615 15 HDG 1.31
200KAT 620 15 HDG 1.69

KAT 625 15 HDG 2.12250
KAT 630 15 HDG 2.85300
KAT 640 15 HDG 3.99400
KAT 645 15 HDG 4.63450
KAT 650 15 HDG 5.31500
KAT 660 15 HDG 6.83600
KAT 670 15 HDG 8.53700
KAT 675 15 HDG 9.45750
KAT 680 15 HDG 10.41800
KAT 690 15 HDG 12.49900
KAT 600 15 HDG 14.761000

KAT 670 20 HDG 11.37700
KAT 675 20 HDG 12.59750
KAT 680 20 HDG 13.88800
KAT 690 20 HDG 16.65900
KAT 600 20 HDG 19.671000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 622 15 HDG

KATR1 605 15 HDG

KATR1 607 15 HDG
KATR1 610 15 HDG

KATR1 612 15 HDG
KATR1 615 15 HDG
KATR1 620 15 HDG

KATR1 625 15 HDG
KATR1 630 15 HDG

KATR1 640 15 HDG
KATR1 645 15 HDG
KATR1 650 15 HDG
KATR1 660 15 HDG
KATR1 670 15 HDG
KATR1 675 15 HDG
KATR1 680 15 HDG
KATR1 690 15 HDG
KATR1 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3.20

1.54
1.74
1.95
2.18
2.42
2.93

3.49

4.09
5.45
6.19
6.99
8.71

10.63
11.66
12.74
15.03
17.51

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 650 20 HDG
KATR1 645 20 HDG

KATR1 660 20 HDG

KATR1 622 20 HDG

KATR1 605 20 HDG

KATR1 607 20 HDG
KATR1 610 20 HDG
KATR1 612 20 HDG
KATR1 615 20 HDG
KATR1 620 20 HDG

KATR1 625 20 HDG

KATR1 630 20 HDG
KATR1 640 20 HDG

KATR1 670 20 HDG
KATR1 675 20 HDG
KATR1 680 20 HDG
KATR1 690 20 HDG
KATR1 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4.27

2.05

2.32

2.60
2.91
3.22
3.90

4.65
5.46
7.26
8.25
9.31

11.62
14.17
15.54
16.98
20.04
23.35

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAT ... H60 

KAT ... H60 

KATR1 ... H60 KATR1 ... H60

KAT H60 HDG

R90

b

1
8 9

4
0

caa
+

5
5

b+210

R150

b

1
8 9

4
0

caa
+

1
8

5

b+285

KATR1 H60 HDG

60

9x18

60

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 622 15 HDG

KATR4 605 15 HDG
KATR4 607 15 HDG
KATR4 610 15 HDG
KATR4 612 15 HDG
KATR4 615 15 HDG
KATR4 620 15 HDG

KATR4 625 15 HDG

KATR4 630 15 HDG
KATR4 640 15 HDG
KATR4 645 15 HDG
KATR4 650 15 HDG
KATR4 660 15 HDG

KATR4 670 15 HDG
KATR4 675 15 HDG
KATR4 680 15 HDG
KATR4 690 15 HDG
KATR4 600 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

13,46

8,23
8,93
9,65

10,39
11,13
12,67

14,27
15,92
19,42
21,25
23,14
27,11
31,30
33,49
35,73
40,41
45,31

KATR4 622 20 HDG

KATR4 605 20 HDG
KATR4 607 20 HDG
KATR4 610 20 HDG
KATR4 612 20 HDG
KATR4 615 20 HDG
KATR4 620 20 HDG

KATR4 625 20 HDG
KATR4 630 20 HDG

KATR4 640 20 HDG
KATR4 645 20 HDG
KATR4 650 20 HDG
KATR4 660 20 HDG

KATR4 670 20 HDG

KATR4 675 20 HDG
KATR4 680 20 HDG
KATR4 690 20 HDG
KATR4 600 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

17,95

10,97
11,90
12,86
13,84
14,84
16,89

19,02
21,23
25,88
28,33
30,85
36,14
41,74
44,65
47,65
53,87
60,41

KATR2 622 15 HDG

KATR2 605 15 HDG

KATR2 607 15 HDG
KATR2 610 15 HDG

KATR2 612 15 HDG
KATR2 615 15 HDG
KATR2 620 15 HDG

KATR2 625 15 HDG

KATR2 630 15 HDG
KATR2 640 15 HDG
KATR2 645 15 HDG
KATR2 650 15 HDG
KATR2 660 15 HDG
KATR2 670 15 HDG
KATR2 675 15 HDG
KATR2 680 15 HDG
KATR2 690 15 HDG
KATR2 600 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7,64

4,26
4,70
5,15
5,62
6,10
7,11

8,18
9,31

11,74
13,05
14,41
17,30
20,45
22,10
23,82
27,43
31,28

KATR2 650 20 HDG
KATR2 645 20 HDG

KATR2 660 20 HDG

KATR2 622 20 HDG

KATR2 605 20 HDG

KATR2 607 20 HDG
KATR2 610 20 HDG
KATR2 612 20 HDG
KATR2 615 20 HDG
KATR2 620 20 HDG

KATR2 625 20 HDG
KATR2 630 20 HDG
KATR2 640 20 HDG

KATR2 670 20 HDG
KATR2 675 20 HDG
KATR2 680 20 HDG
KATR2 690 20 HDG
KATR2 600 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

19,21
17,39

23,08

10,19

5,68

6,26
6,87
7,50
8,13
9,48

10,90
12,41
15,65

27,26
29,47
31,76
36,57
41,70

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATR2 ... H60 KATR2 ... H60

KATR4 ... H60 KATR4 ... H60 

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

KATR4 H60 HDG

KATR2 H60 HDG

42

60

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

42

60



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KAD ... H60

CODE

KAD 605 10 HDG

KAD 607 10 HDG
KAD 610 10 HDG
KAD 612 10 HDG
KAD 615 10 HDG
KAD 620 10 HDG

50

75
100
125
150
200

0.48

0.73

0.84
0.96
1.09
1.61

1

1
1
1
1
1

1

1
1
1
1
1

KAD 605 15 HDG
KAD 607 15 HDG
KAD 610 15 HDG
KAD 612 15 HDG
KAD 615 15 HDG
KAD 620 15 HDG

50

75
100
125
150
200

0.72

1.09
1.26
1.44
1.63
2.41

1

1
1
1
1
1

1

1
1
1
1
1

KAD 622 15 HDG
KAD 625 15 HDG
KAD 630 15 HDG
KAD 640 15 HDG
KAD 645 15 HDG
KAD 650 15 HDG

225

250
300
400
450
500

2.65

2.91
3.45

4.69
5.37
6.11

1

1
1
1
1
1

1

1
1
1
1
1

KAD 660 15 HDG
KAD 670 15 HDG
KAD 675 15 HDG
KAD 680 15 HDG
KAD 690 15 HDG

600

700
750
800
900

7.72

9.52
10.49

11.51
13.68

1

1
1
1
1

1

1
1
1
1

KAD 600 15 HDG 1000 16.05 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H60

CODE

KAD 605 12 HDG

KAD 607 12 HDG
KAD 610 12 HDG
KAD 612 12 HDG
KAD 615 12 HDG
KAD 620 12 HDG

50

75
100
125
150
200

0.57

0.88

1.01
1.15
1.30
1.93

1

1
1
1
1
1

1

1
1
1
1
1

KAD 605 20 HDG
KAD 607 20 HDG
KAD 610 20 HDG
KAD 612 20 HDG
KAD 615 20 HDG
KAD 620 20 HDG

50

75
100
125
150
200

0.95
1.46
1.68
1.92
2.17
3.21

1

1
1
1
1
1

1

1
1
1
1
1

KAD 622 20 HDG
KAD 625 20 HDG
KAD 630 20 HDG
KAD 640 20 HDG
KAD 645 20 HDG
KAD 650 20 HDG

225

250
300
400
450
500

3.53
3.87
4.60
6.25
7.16
8,14

1

1
1
1
1
1

1

1
1
1
1
1

KAD 660 20 HDG
KAD 670 20 HDG
KAD 675 20 HDG
KAD 680 20 HDG
KAD 690 20 HDG

600

700
750
800
900

10,29

12.69
13.98
15.34
18.24

1

1
1
1
1

1

1
1
1
1

KAD 600 20 HDG 1000 21.39 11

KAD 622 12 HDG
KAD 625 12 HDG

225
250

2.12
2.33

1
1
1
1

KAD 630 12 HDG 300 2.76 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H60

CODE

KADR1 605 15 HDG
KADR1 607 15 HDG
KADR1 610 15 HDG
KADR1 612 15 HDG
KADR1 615 15 HDG
KADR1 620 15 HDG

50

75
100
125
150
200

1,71
1,91
2,13
2,36
2,60
3,12

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 622 15 HDG
KADR1 625 15 HDG
KADR1 630 15 HDG
KADR1 640 15 HDG
KADR1 645 15 HDG
KADR1 650 15 HDG

225

250
300
400
450
500

3,40
3,68
4,30
5,66
6,42
7,22

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 660 15 HDG
KADR1 670 15 HDG
KADR1 675 15 HDG
KADR1 680 15 HDG
KADR1 690 15 HDG

600

700
750
800
900

8,96
10,89
11,93
13,01
15,32

1

1
1
1
1

1

1
1
1
1

KADR1 600 15 HDG 1000 17,81 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H60

CODE

KADR1 605 20 HDG
KADR1 607 20 HDG
KADR1 610 20 HDG
KADR1 612 20 HDG
KADR1 615 20 HDG
KADR1 620 20 HDG

50

75
100
125
150
200

2.27

2.55
2.84

3.14
3,47

4.16

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 622 20 HDG
KADR1 625 20 HDG
KADR1 630 20 HDG
KADR1 640 20 HDG
KADR1 645 20 HDG
KADR1 650 20 HDG

225

250
300
400
450
500

4.53
4.91
5.73

7.55
8.55
9.62

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 660 20 HDG
KADR1 670 20 HDG
KADR1 675 20 HDG
KADR1 680 20 HDG
KADR1 690 20 HDG

600

700
750
800
900

11.94
14,52
15,90
17,35
20,42

1

1
1
1
1

1

1
1
1
1

KADR1 600 20 HDG 1000 23.75 11

1.5mm 2.0mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

KAD H60 HDG

KADR1 H60

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

60

9x18

60

9x18

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H60

CODE

KADR2 605 15 HDG

KADR2 607 15 HDG
KADR2 610 15 HDG

KADR2 612 15 HDG
KADR2 615 15 HDG
KADR2 620 15 HDG

50

75
100
125
150
200

6,08

6,62
6,82

7,17
7,74
8,32

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H60 

CODE

KADR4 605 15 HDG
KADR4 607 15 HDG
KADR4 610 15 HDG
KADR4 612 15 HDG
KADR4 615 15 HDG
KADR4 620 15 HDG

50

75
100
125
150
200

12,38

13,27
14,18
15,10
16,03
17,95

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 622 15 HDG
KADR4 625 15 HDG
KADR4 630 15 HDG
KADR4 640 15 HDG
KADR4 645 15 HDG
KADR4 650 15 HDG

225

250
300
400
450
500

18,92

19,92
21,95
26,19
28,40
30,66

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 660 15 HDG
KADR4 670 15 HDG
KADR4 675 15 HDG
KADR4 680 15 HDG
KADR4 690 15 HDG

600

700
750
800
900

35,37

40,32
42,88

45,50
50,92

1

1
1
1
1

1

1
1
1
1

KADR4 600 15 HDG 1000 56,57 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H60

CODE

KADR4 605 20 HDG
KADR4 607 20 HDG
KADR4 610 20 HDG
KADR4 612 20 HDG
KADR4 615 20 HDG
KADR4 620 20 HDG

50

75
100
125
150
200

16,51

17,70
18,91

20,13
21,38
23,93

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 622 20 HDG
KADR4 625 20 HDG
KADR4 630 20 HDG
KADR4 640 20 HDG
KADR4 645 20 HDG
KADR4 650 20 HDG

225

250
300
400
450
500

25,24

26,56
29,27

34,92
37,87

40,89

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 660 20 HDG
KADR4 670 20 HDG
KADR4 675 20 HDG
KADR4 680 20 HDG
KADR4 690 20 HDG

600

700
750
800
900

47,17
53,76
57,18
60,67
67,89

1

1
1
1
1

1

1
1
1
1

KADR4 600 20 HDG 1000 75,43 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 622 15 HDG

KADR2 625 15 HDG
KADR2 630 15 HDG

KADR2 640 15 HDG
KADR2 645 15 HDG
KADR2 650 15 HDG

225

250
300
400
450
500

9,52
10,15

10,79
12,12
14,94
16,44

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 660 15 HDG

KADR2 670 15 HDG
KADR2 675 15 HDG

KADR2 680 15 HDG
KADR2 690 15 HDG
KADR2 600 15 HDG

600
700

750
800
900

1000

18,00

21,30
24,83
26,69
28,60
36,84

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H60

CODE

KADR2 605 20 HDG

KADR2 607 20 HDG
KADR2 610 20 HDG

KADR2 612 20 HDG
KADR2 615 20 HDG
KADR2 620 20 HDG

50

75
100
125
150
200

8,11
8,82
9,56
10,31
11,09
12,70

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 622 20 HDG

KADR2 625 20 HDG
KADR2 630 20 HDG

KADR2 640 20 HDG
KADR2 645 20 HDG
KADR2 650 20 HDG

225

250
300
400
450
500

13,53
14,39
16,15
19,92
21,92
24,00

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 660 20 HDG

KADR2 670 20 HDG
KADR2 675 20 HDG

KADR2 680 20 HDG
KADR2 690 20 HDG
KADR2 600 20 HDG

600
700

750
800
900

1000

28,40
33,11
35,58
38,13
43,47
49,12

1

1
1
1
1
1

1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR2 H60 HDG

42

60

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR4 H60 HDG

42

60



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 650 15 HDG 90 1.09500
450KATE 645 15 HDG 90 1.01

KATE 660 15 HDG 90 1.24600

KATE 622 15 HDG 90 0.67225

KATE 610 15 HDG 90 0.48100
KATE 612 15 HDG 90 0.52125

150KATE 615 15 HDG 90 0.55
200KATE 620 15 HDG 90 0.63

KATE 625 15 HDG 90 0.71250
KATE 630 15 HDG 90 0.78300
KATE 640 15 HDG 90 0.94400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 650 20 HDG 90500
450KATE 645 20 HDG 90

KATE 660 20 HDG 90600

KATE 622 20 HDG 90 0.89225

KATE 610 20 HDG 90 0.64100
KATE 612 20 HDG 90 0.69125

150KATE 615 20 HDG 90 0.74
200KATE 620 20 HDG 90 0.84

KATE 625 20 HDG 90250
KATE 630 20 HDG 90300
KATE 640 20 HDG 90400

1
1

1

1
1
1
1

1
1
1
1

KATER1 650 20 HDG 150 2.38500
450KATER1 645 20 HDG 150 2.22

KATER1 660 20 HDG 150 2.68600

KATER1 622 20 HDG 150 1.54225

KATER1 610 20 HDG 150 1.16100
KATER1 612 20 HDG 150 1.24125

150KATER1 615 20 HDG 150 1.31
200KATER1 620 20 HDG 150 1.46

KATER1 625 20 HDG 150 1.62250
KATER1 630 20 HDG 150 1.77300
KATER1 640 20 HDG 150 2.07400

1
1

1

1
1
1
1

1
1
1
1

KATER1 650 15 HDG 1.78
KATER1 645 15 HDG 1.67

KATER1 660 15 HDG 2.01

KATER1 622 15 HDG 1.16

KATER1 610 15 HDG 0.87
KATER1 612 15 HDG 0.93
KATER1 615 15 HDG 0.98
KATER1 620 15 HDG 1.10

KATER1 625 15 HDG 1.21
KATER1 630 15 HDG 1.33
KATER1 640 15 HDG 1.56

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.26

0.35
0.63

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 6 15 HDG 9055

KA90ER1 6 15 HDG 15090
KA90ER2 6 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 6 20 HDG 90 0.3455

KA90ER1 6 20 HDG 150 0.4790
KA90ER2 6 20 HDG 300 0.84180

mm pcs

1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATE ... H60 KATER1 ... H60

KA90E ... H60 KA90E ... H60

1.35
1.25

1.45

0.94
1.04

1.66

KATE Mount�ng

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

KATE H60 HDG

KATER1 H60 HDG

KA90E Mount�ng

KA90E H60 HDG

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

6
0

1
8

9

25



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

ROS 620.05 20 HDG

ROS 610.05 20 HDG

200

100

ROS 615.10 20 HDG 150
ROS 615.05 20 HDG 150
ROS 620.15 20 HDG 200
ROS 620.10 20 HDG

ROS 625.20 20 HDG 250
ROS 625.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 630.05 20 HDG

ROS 625.10 20 HDG

300

250

ROS 625.05 20 HDG 250
ROS 630.25 20 HDG 300
ROS 630.20 20 HDG 300
ROS 630.15 20 HDG
ROS 630.10 20 HDG

ROS 640.30 20 HDG 400
ROS 640.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 645.25 20 HDG

ROS 640.20 20 HDG

450

400

ROS 640.15 20 HDG 400
ROS 640.10 20 HDG 400
ROS 640.05 20 HDG 400

150ROS 645.40 20 HDG
200ROS 645.30 20 HDG

ROS 645.20 20 HDG 450
ROS 645.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 650.20 20 HDG

ROS 645.10 20 HDG

500

450

ROS 645.05 20 HDG 450
ROS 650.45 20 HDG 500
ROS 650.40 20 HDG 500
ROS 650.30 20 HDG
ROS 650.25 20 HDG

ROS 650.15 20 HDG 500
ROS 650.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 660.20 20 HDG

ROS 650.05 20 HDG

600

500

ROS 660.50 20 HDG 600
ROS 660.45 20 HDG 600
ROS 660.40 20 HDG 600
ROS 660.30 20 HDG
ROS 660.25 20 HDG

ROS 660.15 20 HDG 600
ROS 660.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 660.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H60

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 610.05 15 HDG

ROS 615.10 15 HDG
ROS 615.05 15 HDG
ROS 620.15 15 HDG

ROS 620.10 15 HDG
ROS 620.05 15 HDG
ROS 625.20 15 HDG
ROS 625.15 15 HDG
ROS 625.10 15 HDG
ROS 625.05 15 HDG
ROS 630.25 15 HDG
ROS 630.20 15 HDG

ROS 630.15 15 HDG
ROS 630.10 15 HDG
ROS 630.05 15 HDG
ROS 640.30 15 HDG
ROS 640.25 15 HDG

ROS 640.20 15 HDG

ROS 640.15 15 HDG
ROS 640.10 15 HDG
ROS 640.05 15 HDG
ROS 645.40 15 HDG
ROS 645.30 15 HDG
ROS 645.25 15 HDG
ROS 645.20 15 HDG

ROS 645.15 15 HDG
ROS 645.10 15 HDG

ROS 645.05 15 HDG
ROS 650.45 15 HDG
ROS 650.40 15 HDG
ROS 650.30 15 HDG

ROS 650.25 15 HDG
ROS 650.20 15 HDG
ROS 650.15 15 HDG
ROS 650.10 15 HDG
ROS 650.05 15 HDG

ROS 660.50 15 HDG
ROS 660.45 15 HDG
ROS 660.40 15 HDG
ROS 660.30 15 HDG
ROS 660.25 15 HDG
ROS 660.20 15 HDG
ROS 660.15 15 HDG
ROS 660.10 15 HDG

ROS 660.05 15 HDG

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

500
500

600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS ... H60 ROS ... H60

0,95

1,17
1,06
1,39
1,28
1,17

1,61
1,5
1,39
1,28
1,83
1,72
1,61
1,5
1,39
2,47
2,34
2,22

2,09
1,96
1,84
3,2
2,92

2,77
2,63
2,49
2,35
2,21
3,87
3,71
3,4

3,24

3,08
2,93
2,77
2,61

5,2
5,02
4,83
4,45
4,26
4,07
3,89
3,7

3,51

0,71
0,88
0,8

1,04
0,96
0,88
1,21
1,13

1,04

0,96
1,37
1,29
1,21
1,13
1,04
1,85
1,76
1,66

1,57

1,47
1,38
2,4

2,19
2,08
1,98
1,87
1,76

1,66
2,9

2,78
2,55
2,43
2,31
2,2

2,08

1,96

3,9
3,76
3,62
3,34
3,2

3,06
2,92
2,77
2,63

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

ROS H60 HDG

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 620.05 15 HDG

RLS 610.05 15 HDG

200

100

RLS 615.10 15 HDG 150
RLS 615.05 15 HDG 150
RLS 620.15 15 HDG 200

150RLS 620.10 15 HDG

RLS 625.20 15 HDG 250
RLS 625.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 630.05 15 HDG

RLS 625.10 15 HDG

300

250

RLS 625.05 15 HDG 250
RLS 630.25 15 HDG 300
RLS 630.20 15 HDG 300

150RLS 630.15 15 HDG
200RLS 630.10 15 HDG

RLS 640.30 15 HDG 400
RLS 640.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 645.25 15 HDG

RLS 640.20 15 HDG

450

400

RLS 640.15 15 HDG 400
RLS 640.10 15 HDG 400
RLS 640.05 15 HDG 400

150RLS 645.40 15 HDG
200RLS 645.30 15 HDG

RLS 645.20 15 HDG 450
RLS 645.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 650.20 15 HDG

RLS 645.10 15 HDG

500

450

RLS 645.05 15 HDG 450
RLS 650.45 15 HDG 500
RLS 650.40 15 HDG 500

150RLS 650.30 15 HDG
200RLS 650.25 15 HDG

RLS 650.15 15 HDG 500
RLS 650.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 660.20 15 HDG

RLS 650.05 15 HDG

600

500

RLS 660.50 15 HDG 600
RLS 660.45 15 HDG 600
RLS 660.40 15 HDG 600

150RLS 660.30 15 HDG
200RLS 660.25 15 HDG

RLS 660.15 15 HDG 600
RLS 660.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 660.05 15 HDG 600 50

RLS 620.05 20 HDG

RLS 610.05 20 HDG

200

100

RLS 615.10 20 HDG 150
RLS 615.05 20 HDG 150
RLS 620.15 20 HDG 200

150RLS 620.10 20 HDG

RLS 625.20 20 HDG 250
RLS 625.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RLS 630.05 20 HDG

RLS 625.10 20 HDG

300

250

RLS 625.05 20 HDG 250
RLS 630.25 20 HDG 300
RLS 630.20 20 HDG 300

150RLS 630.15 20 HDG
200RLS 630.10 20 HDG

RLS 640.30 20 HDG 400
RLS 640.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 645.25 20 HDG

RLS 640.20 20 HDG

450

400

RLS 640.15 20 HDG 400
RLS 640.10 20 HDG 400
RLS 640.05 20 HDG 400

150RLS 645.40 20 HDG
200RLS 645.30 20 HDG

RLS 645.20 20 HDG 450
RLS 645.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 650.20 20 HDG

RLS 645.10 20 HDG

500

450

RLS 645.05 20 HDG 450
RLS 650.45 20 HDG 500
RLS 650.40 20 HDG 500

150RLS 650.30 20 HDG
200RLS 650.25 20 HDG

RLS 650.15 20 HDG 500
RLS 650.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 660.20 20 HDG

RLS 650.05 20 HDG

600

500

RLS 660.50 20 HDG 600
RLS 660.45 20 HDG 600
RLS 660.40 20 HDG 600

150RLS 660.30 20 HDG
200RLS 660.25 20 HDG

RLS 660.15 20 HDG 600
RLS 660.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 660.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RLS ... H60 RLS ... H60 

0,71 0,95

0,88 1,17
0,8 1,06

1,04 1,39

0,96 1,28

0,88 1,17

1,21 1,61

1,13 1,50

1,04 1,39
0,96 1,28
1,37 1,83
1,29 1,72
1,21 1,61
1,13 1,50
1,04 1,39
1,85 2,47
1,76 2,34
1,66 2,22
1,57 2,09
1,47 1,96
1,38 1,84
2,4 3,20

2,19 2,92
2,08 2,77
1,98 2,63
1,87 2,49
1,76 2,35
1,66 2,21
2,9 3,87

2,78 3,71
2,55 3,40
2,43 3,24
2,31 3,08
2,2 2,93

2,08 2,77
1,96 2,61
3,9 5,20
3,76 5,02
3,62 4,83
3,34 4,45
3,2 4,26

3,06 4,07
2,92 3,89
2,77 3,70
2,63 3,51

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)
L

RLS H60 HDG

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 620.05 15 HDG

RGS 610.05 15 HDG

200

100

RGS 615.10 15 HDG 150
RGS 615.05 15 HDG 150
RGS 620.15 15 HDG 200

150RGS 620.10 15 HDG

RGS 625.20 15 HDG 250
RGS 625.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H60

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H60

pcs

2.0mm

W2
mm
W1

RGS 630.05 15 HDG

RGS 625.10 15 HDG

300

250

RGS 625.05 15 HDG 250
RGS 630.25 15 HDG 300
RGS 630.20 15 HDG 300

150RGS 630.15 15 HDG
200RGS 630.10 15 HDG

RGS 640.30 15 HDG 400
RGS 640.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 645.25 15 HDG

RGS 640.20 15 HDG

450

400

RGS 640.15 15 HDG 400
RGS 640.10 15 HDG 400
RGS 640.05 15 HDG 400

150RGS 645.40 15 HDG
200RGS 645.30 15 HDG

RGS 645.20 15 HDG 450
RGS 645.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 650.20 15 HDG

RGS 645.10 15 HDG

500

450

RGS 645.05 15 HDG 450
RGS 650.45 15 HDG 500
RGS 650.40 15 HDG 500

150RGS 650.30 15 HDG
200RGS 650.25 15 HDG

RGS 650.15 15 HDG 500
RGS 650.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 660.20 15 HDG

RGS 650.05 15 HDG

600

500

RGS 660.50 15 HDG 600
RGS 660.45 15 HDG 600
RGS 660.40 15 HDG 600

150RGS 660.30 15 HDG
200RGS 660.25 15 HDG

RGS 660.15 15 HDG 600
RGS 660.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 660.05 15 HDG 600 50

RGS 620.05 20 HDG

RGS 610.05 20 HDG

200

100

RGS 615.10 20 HDG 150
RGS 615.05 20 HDG 150
RGS 620.15 20 HDG 200

150RGS 620.10 20 HDG

RGS 625.20 20 HDG 250
RGS 625.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 630.05 20 HDG

RGS 625.10 20 HDG

300

250

RGS 625.05 20 HDG 250
RGS 630.25 20 HDG 300
RGS 630.20 20 HDG 300

150RGS 630.15 20 HDG
200RGS 630.10 20 HDG

RGS 640.30 20 HDG 400
RGS 640.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 645.25 20 HDG

RGS 640.20 20 HDG

450

400

RGS 640.15 20 HDG 400
RGS 640.10 20 HDG 400
RGS 640.05 20 HDG 400

150RGS 645.40 20 HDG
200RGS 645.30 20 HDG

RGS 645.20 20 HDG 450
RGS 645.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 650.20 20 HDG

RGS 645.10 20 HDG

500

450

RGS 645.05 20 HDG 450
RGS 650.45 20 HDG 500
RGS 650.40 20 HDG 500

150RGS 650.30 20 HDG
200RGS 650.25 20 HDG

RGS 650.15 20 HDG 500
RGS 650.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 660.20 20 HDG

RGS 650.05 20 HDG

600

500

RGS 660.50 20 HDG 600
RGS 660.45 20 HDG 600
RGS 660.40 20 HDG 600

150RGS 660.30 20 HDG
200RGS 660.25 20 HDG

RGS 660.15 20 HDG 600
RGS 660.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 660.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

0,71 0,95

0,88 1,17
0,8 1,06

1,04 1,39

0,96 1,28

0,88 1,17

1,21 1,61

1,13 1,50

1,04 1,39
0,96 1,28
1,37 1,83
1,29 1,72
1,21 1,61
1,13 1,50
1,04 1,39
1,85 2,47
1,76 2,34
1,66 2,22
1,57 2,09
1,47 1,96
1,38 1,84
2,4 3,20

2,19 2,92
2,08 2,77
1,98 2,63
1,87 2,49
1,76 2,35
1,66 2,21
2,9 3,87

2,78 3,71
2,55 3,40
2,43 3,24
2,31 3,08
2,2 2,93

2,08 2,77
1,96 2,61
3,9 5,20
3,76 5,02
3,62 4,83
3,34 4,45
3,2 4,26

3,06 4,07
2,92 3,89
2,77 3,70
2,63 3,51

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

RGS H60 HDG

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 650 20 HDG 500
450KADB 645 20 HDG

KADB 660 20 HDG 600

KADB 622 20 HDG

KADB 605 20 HDG

225

50

KADB 607 20 HDG 75
KADB 610 20 HDG 100
KADB 612 20 HDG 125

150KADB 615 20 HDG
200KADB 620 20 HDG

KADB 625 20 HDG 250
KADB 630 20 HDG 300
KADB 640 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KADB 605 10 HDG 50

KADB 607 10 HDG 75
KADB 610 10 HDG 100
KADB 612 10 HDG 125

150KADB 615 10 HDG
200KADB 620 10 HDG

CODE

ad/pc
kgCODE

KADB 622 12 HDG

KADB 605 12 HDG

225

50

KADB 607 12 HDG 75
KADB 610 12 HDG 100
KADB 612 12 HDG 125

150KADB 615 12 HDG
200KADB 620 12 HDG

KADB 625 12 HDG 250

KADB 622 15 HDG

KADB 605 15 HDG

225

50

KADB 607 15 HDG 75
KADB 610 15 HDG 100
KADB 612 15 HDG 125

150KADB 615 15 HDG
200KADB 620 15 HDG

KADB 625 15 HDG 250
KADB 630 15 HDG 300
KADB 640 15 HDG 400
KADB 645 15 HDG 450
KADB 650 15 HDG 500
KADB 660 15 HDG 600

1.0mm

KADB 630 12 HDG 300

pcs

1.5mm

KADB 670 15 HDG 700
KADB 675 15 HDG 750
KADB 680 15 HDG 800
KADB 690 15 HDG 900
KADB 600 15 HDG 1000

KADB 670 20 HDG 700
KADB 675 20 HDG 750
KADB 680 20 HDG 800
KADB 690 20 HDG 900
KADB 600 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 650 20 HDG 500
450KAIB 645 20 HDG

KAIB 660 20 HDG 600

KAIB 622 20 HDG

KAIB 605 20 HDG

225

50

KAIB 607 20 HDG 75
KAIB 610 20 HDG 100
KAIB 612 20 HDG 125

150KAIB 615 20 HDG
200KAIB 620 20 HDG

KAIB 625 20 HDG 250
KAIB 630 20 HDG 300
KAIB 640 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 605 10 HDG 50

KAIB 607 10 HDG 75
KAIB 610 10 HDG 100
KAIB 612 10 HDG 125

150KAIB 615 10 HDG
200KAIB 620 10 HDG

CODE

ad/pc
kgCODE

KAIB 622 12 HDG

KAIB 605 12 HDG

225

50

KAIB 607 12 HDG 75
KAIB 610 12 HDG 100
KAIB 612 12 HDG 125

150KAIB 615 12 HDG
200KAIB 620 12 HDG

KAIB 625 12 HDG 250

KAIB 622 15 HDG

KAIB 605 15 HDG

225

50

KAIB 607 15 HDG 75
KAIB 610 15 HDG 100
KAIB 612 15 HDG 125

150KAIB 615 15 HDG
200KAIB 620 15 HDG

KAIB 625 15 HDG 250
KAIB 630 15 HDG 300
KAIB 640 15 HDG 400
KAIB 645 15 HDG 450
KAIB 650 15 HDG 500
KAIB 660 15 HDG 600

1.0mm

KAIB 630 12 HDG 300

pcs

1.5mm

KAIB 670 15 HDG 700
KAIB 675 15 HDG 750
KAIB 680 15 HDG 800
KAIB 690 15 HDG 900
KAIB 600 15 HDG 1000

KAIB 670 20 HDG 700
KAIB 675 20 HDG 750
KAIB 680 20 HDG 800
KAIB 690 20 HDG 900
KAIB 600 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

5,76
4,97

7,84

3.00

1.44

1.64
1.83
2.03
2.22

2.81

3.40
4,19
4,58

8,32
8,79
9,73

10,67

1.71

0.88

1.00
1.12
1.24
1.36
1.59

1.83
2.06

2,12

1,09
1,24
1,39

1,53
1,68
1,97

2,27
2,56
3,15
3,44
3,74
4,33
5,90
6,25
6,60
7,32
8,02

0,74

0,84
0,93
1,04
1,13
1,32

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADB ... H60

KADB ... H60

KAIB ... H60

KAIB ... H60

2.61

a

60
T

360

3
6
0

R300

42

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KAIB H60 HDG

3
0
0
+

H

300+H

R300

42

1
8

9

a

60T

KADB H60 HDG

1
8

9

5,76
4,97

7,84

3.00

1.44

1.64
1.83
2.03
2.22

2.81

3.40
4,19
4,58

8,32
8,79
9,73

10,67

1.71

0.88

1.00
1.12
1.24
1.36
1.59

1.83
2.06

2,12

1,09
1,24
1,39

1,53
1,68
1,97

2,27
2,56
3,15
3,44
3,74
4,33
5,90
6,25
6,60
7,32
8,02

0,74

0,84
0,93
1,04
1,13
1,32

2.61



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 650 20 HDG 3,98500
450KADS 645 20 HDG 3,66

KADS 660 20 HDG 4,60600

KADS 622 20 HDG 2,25

KADS 605 20 HDG 1,15

225

50

KADS 607 20 HDG 1,3175
KADS 610 20 HDG 1,47100
KADS 612 20 HDG 1,62125

150KADS 615 20 HDG 1,78
200KADS 620 20 HDG 2,09

KADS 625 20 HDG 2,40250
KADS 630 20 HDG 2,72300
KADS 640 20 HDG 3,35400

KADS 622 15 HDG 1,70

KADS 605 15 HDG 0,88

225

50

KADS 607 15 HDG 1,0075
KADS 610 15 HDG 1,11100
KADS 612 15 HDG 1,23125

150KADS 615 15 HDG 1,35
200KADS 620 15 HDG 1,58

KADS 625 15 HDG 1,82250
KADS 630 15 HDG 2,05300
KADS 640 15 HDG 2,52400
KADS 645 15 HDG 2,76450
KADS 650 15 HDG 3,00500
KADS 660 15 HDG 3,47600
KADS 670 15 HDG 4,72700
KADS 675 15 HDG 5,00750
KADS 680 15 HDG 5,28800
KADS 690 15 HDG 5,85900
KADS 600 15 HDG 6,421000

KADS 670 20 HDG 6,28700
KADS 675 20 HDG 6,65750
KADS 680 20 HDG 7,03800
KADS 690 20 HDG 7,79900
KADS 600 20 HDG 8,541000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 622 15 HDG

KAIS 605 15 HDG

225

50
KAIS 607 15 HDG 75
KAIS 610 15 HDG 100
KAIS 612 15 HDG 125

150KAIS 615 15 HDG
200KAIS 620 15 HDG

KAIS 625 15 HDG 250

KAIS 630 15 HDG 300

KAIS 640 15 HDG 400

KAIS 645 15 HDG 450

KAIS 650 15 HDG 500

KAIS 660 15 HDG 600

KAIS 670 15 HDG 700

KAIS 675 15 HDG 750

KAIS 680 15 HDG 800

KAIS 690 15 HDG 900
KAIS 600 15 HDG 1000

KAIS 650 20 HDG 500
450KAIS 645 20 HDG

KAIS 660 20 HDG 600

KAIS 622 20 HDG

KAIS 605 20 HDG

225

50
KAIS 607 20 HDG 75
KAIS 610 20 HDG 100
KAIS 612 20 HDG 125

150KAIS 615 20 HDG
200KAIS 620 20 HDG

KAIS 625 20 HDG 250

KAIS 630 20 HDG 300

KAIS 640 20 HDG 400

KAIS 670 20 HDG 700

KAIS 675 20 HDG 750

KAIS 680 20 HDG 800

KAIS 690 20 HDG 900
KAIS 600 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H60 KADS ... H60 

KAIS ... H60 KAIS ... H60

3,98
3,66

4,60

2,25

1,15

1,31
1,47
1,62
1,78
2,09

2,40
2,72
3,35

1,70

0,88

1,00
1,11
1,23
1,35
1,58

1,82
2,05
2,52
2,76
3,00
3,47
4,72
5,00
5,28
5,85
6,42

6,28
6,65
7,03
7,79
8,54

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KADS H60 HDG

KAIS H60 HDG

a

60T

a

60
T

2
9

5

4
2

9

1
8

2
3

5

42

9

18

235

2
9

5



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 650 20 HDG 500
450KAISR2 645 20 HDG

KAISR2 660 20 HDG 600

KAISR2 622 20 HDG

KAISR2 605 20 HDG

225

50

KAISR2 607 20 HDG 75
KAISR2 610 20 HDG 100
KAISR2 612 20 HDG 125

150KAISR2 615 20 HDG
200KAISR2 620 20 HDG

KAISR2 625 20 HDG 250
KAISR2 630 20 HDG 300
KAISR2 640 20 HDG 400

KAISR2 622 15 HDG

KAISR2 605 15 HDG

225

50

KAISR2 607 15 HDG 75
KAISR2 610 15 HDG 100
KAISR2 612 15 HDG 125

150KAISR2 615 15 HDG
200KAISR2 620 15 HDG

KAISR2 625 15 HDG 250
KAISR2 630 15 HDG 300
KAISR2 640 15 HDG 400
KAISR2 645 15 HDG 450
KAISR2 650 15 HDG 500
KAISR2 660 15 HDG 600
KAISR2 670 15 HDG 700
KAISR2 675 15 HDG 750
KAISR2 680 15 HDG 800
KAISR2 690 15 HDG 900
KAISR2 600 15 HDG 1000

KAISR2 670 20 HDG 700
KAISR2 675 20 HDG 750
KAISR2 680 20 HDG 800
KAISR2 690 20 HDG 900
KAISR2 600 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 650 20 HDG 500
450KAISR4 645 20 HDG

KAISR4 660 20 HDG 600

KAISR4 622 20 HDG

KAISR4 605 20 HDG

225

50

KAISR4 607 20 HDG 75
KAISR4 610 20 HDG 100
KAISR4 612 20 HDG 125

150KAISR4 615 20 HDG
200KAISR4 620 20 HDG

KAISR4 625 20 HDG 250
KAISR4 630 20 HDG 300
KAISR4 640 20 HDG 400

KAISR4 622 15 HDG

KAISR4 605 15 HDG

225

50

KAISR4 607 15 HDG 75
KAISR4 610 15 HDG 100
KAISR4 612 15 HDG 125

150KAISR4 615 15 HDG
200KAISR4 620 15 HDG

KAISR4 625 15 HDG 250
KAISR4 630 15 HDG 300
KAISR4 640 15 HDG 400
KAISR4 645 15 HDG 450
KAISR4 650 15 HDG 500
KAISR4 660 15 HDG 600
KAISR4 670 15 HDG 700
KAISR4 675 15 HDG 750
KAISR4 680 15 HDG 800
KAISR4 690 15 HDG 900
KAISR4 600 15 HDG 1000

KAISR4 670 20 HDG 700
KAISR4 675 20 HDG 750
KAISR4 680 20 HDG 800
KAISR4 690 20 HDG 900
KAISR4 600 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7,45
6,86

8,62

4,21

2,15

2,44
2,74
3,03
3,33
3,91

4,50
5,09
6,27

3.18

1.63

1.85
2.07
2.29
2.51
2.95

3.40
3.84
4.72
5.16
5.60
6.49
7.37
7.81
8.25
9.14

10.02

9,80
10,39
10,98
12,16
13,33

11,91
10,97

13,80

6,73

3,43

3,90
4,38
4,85
5,32
6,26

7,20
8,14

10,03

5.08

2.60

2.96
3.31
3.66
4.02
4.72

5.43
6.14
7.55
8.26
8,96

10,38
11,79
12,50
13,20
14,62

15,68
16,62
17,56
19,45
21,33

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0
16,03

KAISR2 ... H60 KAISR2 ... H60

KAISR4 ... H60 KAISR4 ... H60

a

60T

a

60
T

4
8

5

485

R
30

0

9

18

41

1
2

5

125

7
8

5
785

9

18

41

1
2

5

125

KAISR2 H60 HDG

KAISR4 H60 HDG

R 6
00



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 650 20 HDG 7,45500
450KADSR2 645 20 HDG 6,86

KADSR2 660 20 HDG 8,62600

KADSR2 622 20 HDG 4,21

KADSR2 605 20 HDG 2,15

225

50

KADSR2 607 20 HDG 2,4475
KADSR2 610 20 HDG 2,74100
KADSR2 612 20 HDG 3,03125

150KADSR2 615 20 HDG 3,33
200KADSR2 620 20 HDG 3,91

KADSR2 625 20 HDG 4,50250
KADSR2 630 20 HDG 5,09300
KADSR2 640 20 HDG 6,27400

KADSR2 622 15 HDG 3,18

KADSR2 605 15 HDG 1,63

225

50

KADSR2 607 15 HDG 1,8575
KADSR2 610 15 HDG 2,07100
KADSR2 612 15 HDG 2,29125

150KADSR2 615 15 HDG 2,51
200KADSR2 620 15 HDG 2,95

KADSR2 625 15 HDG 3,40250
KADSR2 630 15 HDG 3,84300
KADSR2 640 15 HDG 4,72400
KADSR2 645 15 HDG 5,16450
KADSR2 650 15 HDG 5,60500
KADSR2 660 15 HDG 6,49600
KADSR2 670 15 HDG 7,37700
KADSR2 675 15 HDG 7,81750
KADSR2 680 15 HDG 8,25800
KADSR2 690 15 HDG 9,14900
KADSR2 600 15 HDG 10,021000

KADSR2 670 20 HDG 9,80700
KADSR2 675 20 HDG 10,39750
KADSR2 680 20 HDG 10,98800
KADSR2 690 20 HDG 12,16900
KADSR2 600 20 HDG 13,331000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 650 20 HDG 500
450KADSR4 645 20 HDG

KADSR4 660 20 HDG 600

KADSR4 622 20 HDG

KADSR4 605 20 HDG

225

50

KADSR4 607 20 HDG 75
KADSR4 610 20 HDG 100
KADSR4 612 20 HDG 125

150KADSR4 615 20 HDG
200KADSR4 620 20 HDG

KADSR4 625 20 HDG 250
KADSR4 630 20 HDG 300
KADSR4 640 20 HDG 400

KADSR4 622 15 HDG 5.08

KADSR4 605 15 HDG 2.60

225

50

KADSR4 607 15 HDG 2.9675
KADSR4 610 15 HDG 3.31100
KADSR4 612 15 HDG 3.66125

150KADSR4 615 15 HDG 4.02
200KADSR4 620 15 HDG 4.72

KADSR4 625 15 HDG 5.43250
KADSR4 630 15 HDG 6.14300
KADSR4 640 15 HDG 7.55400
KADSR4 645 15 HDG 8.26450
KADSR4 650 15 HDG 8.96500
KADSR4 660 15 HDG 10.38600
KADSR4 670 15 HDG 11.79700
KADSR4 675 15 HDG 12.50750
KADSR4 680 15 HDG 13.20800
KADSR4 690 15 HDG 14.62900
KADSR4 600 15 HDG 16.031000

KADSR4 670 20 HDG 700
KADSR4 675 20 HDG 750
KADSR4 680 20 HDG 800
KADSR4 690 20 HDG 900
KADSR4 600 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

11,91
10,97

13,08

6,73

3,43

3,90
4,38
4,85
5,32
6,26

7,20
8,14

10,03

15,68
16,62
17,56
19,45
21,33

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H60 KADSR2 ... H60

KADSR4 ... H60 KADSR4 ... H60

a

60T

a

60
T

785

7
8

5

R
60

0

9

1
8

4
0

125

1
2

5

485

4
8

5

R
30

0

9

1
8

4
0

125

1
2

5

KADSR2 H60 HDG

KADSR4 H60 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 650 20 HDG 3,18500
450KADS45 645 20 HDG 2,93

KADS45 660 20 HDG 3,68600

KADS45 622 20 HDG 1,80

KADS45 605 20 HDG 0,92

225

50

KADS45 607 20 HDG 1,0475
KADS45 610 20 HDG 1,17100
KADS45 612 20 HDG 1,30125

150KADS45 615 20 HDG 1,43
200KADS45 620 20 HDG 1,68

KADS45 625 20 HDG 1,92250
KADS45 630 20 HDG 2,18300
KADS45 640 20 HDG 2,68400

KADS45 622 15 HDG 1,36

KADS45 605 15 HDG 0,70

225

50

KADS45 607 15 HDG 0,8075
KADS45 610 15 HDG 0,89100
KADS45 612 15 HDG 0,98125

150KADS45 615 15 HDG 1,08
200KADS45 620 15 HDG 1,27

KADS45 625 15 HDG 1,45250
KADS45 630 15 HDG 1,64300
KADS45 640 15 HDG 2,02400
KADS45 645 15 HDG 2,21450
KADS45 650 15 HDG 2,40500
KADS45 660 15 HDG 2.77600
KADS45 670 15 HDG 3,15700
KADS45 675 15 HDG 3,34750
KADS45 680 15 HDG 3,52800
KADS45 690 15 HDG 3,91900
KADS45 600 15 HDG 4,281000

KADS45 670 20 HDG 4,19700
KADS45 675 20 HDG 4,44750
KADS45 680 20 HDG 4,69800
KADS45 690 20 HDG 5,20900
KADS45 600 20 HDG 5,691000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 650 20 HDG 500
450KAIS45 645 20 HDG

KAIS45 660 20 HDG 600

KAIS45 622 20 HDG

KAIS45 605 20 HDG

225

50

KAIS45 607 20 HDG 75
KAIS45 610 20 HDG 100
KAIS45 612 20 HDG 125

150KAIS45 615 20 HDG
200KAIS45 620 20 HDG

KAIS45 625 20 HDG 250
KAIS45 630 20 HDG 300
KAIS45 640 20 HDG 400

KAIS45 622 15 HDG

KAIS45 605 15 HDG

225

50

KAIS45 607 15 HDG 75
KAIS45 610 15 HDG 100
KAIS45 612 15 HDG 125

150KAIS45 615 15 HDG
200KAIS45 620 15 HDG

KAIS45 625 15 HDG 250
KAIS45 630 15 HDG 300
KAIS45 640 15 HDG 400
KAIS45 645 15 HDG 450
KAIS45 650 15 HDG 500
KAIS45 660 15 HDG 600
KAIS45 670 15 HDG 700
KAIS45 675 15 HDG 750
KAIS45 680 15 HDG 800
KAIS45 690 15 HDG 900
KAIS45 600 15 HDG 1000

KAIS45 670 20 HDG 700
KAIS45 675 20 HDG 750
KAIS45 680 20 HDG 800
KAIS45 690 20 HDG 900
KAIS45 600 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

3,18
2,93

3,68

1,80

0.92

1,04
1,17
1,30
1,43
1,68

1,92
2,18
2,68

1.36

0.70

0.80
0.89
0.98
1.08
1.27

1.45
1.64
2.02
2.21
2,40
2.77
3,15
3,34
3,52
3,91
4,28

4,19
4,44
4,69
5,20
5,69

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 ... H60 KADS45 ... H60

KAIS45 ... H60 KAIS45 ... H60

KADS45 H60 HDG

a

60T

41

9x18

135°

1
4

5

245

6
0

a

60T

41

9x18

135°

1
4

5

245

6
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 650 20 HDG 7,45500
450KAIS45R4 645 20 HDG 6,86

KAIS45R4 660 20 HDG 8,62600

KAIS45R4 622 20 HDG 4,21

KAIS45R4 605 20 HDG 2,15

225

50

KAIS45R4 607 20 HDG 2,4475
KAIS45R4 610 20 HDG 2,74100
KAIS45R4 612 20 HDG 3,03125

150KAIS45R4 615 20 HDG 3,33
200KAIS45R4 620 20 HDG 3,91

KAIS45R4 625 20 HDG 4,50250
KAIS45R4 630 20 HDG 5,09300
KAIS45R4 640 20 HDG 6,27400

KAIS45R4 622 15 HDG 3,18

KAIS45R4 605 15 HDG 1,63

225

50

KAIS45R4 607 15 HDG 1,8575
KAIS45R4 610 15 HDG 2,07100
KAIS45R4 612 15 HDG 2,29125

150KAIS45R4 615 15 HDG 2,51
200KAIS45R4 620 15 HDG 2,95

KAIS45R4 625 15 HDG 3,40250
KAIS45R4 630 15 HDG 3,84300
KAIS45R4 640 15 HDG 4,72400
KAIS45R4 645 15 HDG 5,16450
KAIS45R4 650 15 HDG 5,60500
KAIS45R4 660 15 HDG 6,49600
KAIS45R4 670 15 HDG 7,37700
KAIS45R4 675 15 HDG 7,81750
KAIS45R4 680 15 HDG 8,25800
KAIS45R4 690 15 HDG 9,14900
KAIS45R4 600 15 HDG 10,021000

KAIS45R4 670 20 HDG 9,80700
KAIS45R4 675 20 HDG 10,39750
KAIS45R4 680 20 HDG 10,98800
KAIS45R4 690 20 HDG 12,16900
KAIS45R4 600 20 HDG 13,331000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 650 20 HDG 4,97500
450KAIS45R2 645 20 HDG 4,57

KAIS45R2 660 20 HDG 5,75600

KAIS45R2 622 20 HDG 2,81

KAIS45R2 605 20 HDG 1.43

225

50

KAIS45R2 607 20 HDG 1.6375
KAIS45R2 610 20 HDG 1.83100
KAIS45R2 612 20 HDG 2.02125

150KAIS45R2 615 20 HDG 2,22
200KAIS45R2 620 20 HDG 2,61

KAIS45R2 625 20 HDG 3,00250
KAIS45R2 630 20 HDG 3,40300
KAIS45R2 640 20 HDG 4,18400

KAIS45R2 622 15 HDG

KAIS45R2 605 15 HDG 1,09

225

50

KAIS45R2 607 15 HDG 1,2475
KAIS45R2 610 15 HDG 1,38100
KAIS45R2 612 15 HDG 1,53125

150KAIS45R2 615 15 HDG 1,68
200KAIS45R2 620 15 HDG 1,97

KAIS45R2 625 15 HDG
2.12

250
KAIS45R2 630 15 HDG

2.27
300

KAIS45R2 640 15 HDG
2,56

400
KAIS45R2 645 15 HDG

3,15
450

KAIS45R2 650 15 HDG
3,44

500
KAIS45R2 660 15 HDG

3,74
600

KAIS45R2 670 15 HDG
4,33

700
KAIS45R2 675 15 HDG

4,92
750

KAIS45R2 680 15 HDG
5,21

800
KAIS45R2 690 15 HDG

5,50
900

KAIS45R2 600 15 HDG
6.09

1000

KAIS45R2 670 20 HDG 6,54700
KAIS45R2 675 20 HDG 6,93750
KAIS45R2 680 20 HDG 7,32800
KAIS45R2 690 20 HDG 8,11900
KAIS45R2 600 20 HDG 8,891000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS45R4 ... H60 KAIS45R4 ... H60 

KAIS45R2 ... H60 KAIS45R2 ... H60

6,68

a

60T

a

60
T

KAIS45R2 H60 HDG

KAIS45R4 H60 HDG

9x18

41

 125

 6
0

 R
3
0
0
 

 1
7
5

 468

9x18

41

 125

 6
0

 R
6
0
0

 2
6
5

680



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 650 20 HDG 500
450KADS45R2 645 20 HDG

KADS45R2 660 20 HDG 600

KADS45R2 622 20 HDG

KADS45R2 605 20 HDG

225

50

KADS45R2 607 20 HDG 75
KADS45R2 610 20 HDG 100
KADS45R2 612 20 HDG 125

150KADS45R2 615 20 HDG
200KADS45R2 620 20 HDG

KADS45R2 625 20 HDG 250
KADS45R2 630 20 HDG 300
KADS45R2 640 20 HDG 400

KADS45R2 622 15 HDG

KADS45R2 605 15 HDG

225

50

KADS45R2 607 15 HDG 75
KADS45R2 610 15 HDG 100
KADS45R2 612 15 HDG 125

150KADS45R2 615 15 HDG
200KADS45R2 620 15 HDG

KADS45R2 625 15 HDG 250
KADS45R2 630 15 HDG 300
KADS45R2 640 15 HDG 400
KADS45R2 645 15 HDG 450
KADS45R2 650 15 HDG 500
KADS45R2 660 15 HDG 600
KADS45R2 670 15 HDG 700
KADS45R2 675 15 HDG 750
KADS45R2 680 15 HDG 800
KADS45R2 690 15 HDG 900
KADS45R2 600 15 HDG 1000

KADS45R2 670 20 HDG 700
KADS45R2 675 20 HDG 750
KADS45R2 680 20 HDG 800
KADS45R2 690 20 HDG 900
KADS45R2 600 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 650 20 HDG 500
450KADS45R4 645 20 HDG

KADS45R4 660 20 HDG 600

KADS45R4 622 20 HDG

KADS45R4 605 20 HDG

225

50

KADS45R4 607 20 HDG 75
KADS45R4 610 20 HDG 100
KADS45R4 612 20 HDG 125

150KADS45R4 615 20 HDG
200KADS45R4 620 20 HDG

KADS45R4 625 20 HDG 250
KADS45R4 630 20 HDG 300
KADS45R4 640 20 HDG 400

KADS45R4 622 15 HDG

KADS45R4 605 15 HDG

225

50

KADS45R4 607 15 HDG 75
KADS45R4 610 15 HDG 100
KADS45R4 612 15 HDG 125

150KADS45R4 615 15 HDG
200KADS45R4 620 15 HDG

KADS45R4 625 15 HDG 250
KADS45R4 630 15 HDG 300
KADS45R4 640 15 HDG 400
KADS45R4 645 15 HDG 450
KADS45R4 650 15 HDG 500
KADS45R4 660 15 HDG 600
KADS45R4 670 15 HDG 700
KADS45R4 675 15 HDG 750
KADS45R4 680 15 HDG 800
KADS45R4 690 15 HDG 900
KADS45R4 600 15 HDG 1000

KADS45R4 670 20 HDG 700
KADS45R4 675 20 HDG 750
KADS45R4 680 20 HDG 800
KADS45R4 690 20 HDG 900
KADS45R4 600 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

7.45
6.86

8.62

4.21

2.15

2.44
2.74
3.03
3.33
3.91

4.50
5.09
6.27

3.18

1.63

1.85
2.07
2.29
2.51
2.95

3.40
3.84
4.72
5.16
5.60
6.49
7.37
7.81
8.25
9.14

10.02

9.80
10.39
10.98
12.16
13.33

4.97
4.57

5.75

2.81

1.43

1.63
1.83
2.02
2.22
2.61

3.00
3.40
4.18

1,09

6.54
6.93
7.32
8.11
8.89

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R2 ... H60 KADS45R2 ... H60

KADS45R4 ... H60 KADS45R4 ... H60

KADS45R2 H60 HDG

KADS45R4 H60 HDG

a

60 T

a

60
T

9x18

41

 125
 6

0

 R
3
0
0
 

 1
7
5

 468

9x18

41

 125

 6
0

 R
6
0
0

 2
6
5

680

1,24
1,38
1,53
1,68

1,97
2,12
2,27
2,56
3,15

3,44
3,74
4,33

4,92

5,21
5,50

6,09

6,68



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

2
7
0

1
5
0

W

1
8

9

6
0

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 650 20 HDG 2.00500
450KAMB 645 20 HDG 1.84

KAMB 660 20 HDG 2.31600

KAMB 622 20 HDG 1.13

KAMB 605 20 HDG 0.58

225

50

KAMB 607 20 HDG 0.6675
KAMB 610 20 HDG 0.74100
KAMB 612 20 HDG 0.81125

150KAMB 615 20 HDG 0.89
200KAMB 620 20 HDG 1.05

KAMB 625 20 HDG 1.20250
KAMB 630 20 HDG 1.36300
KAMB 640 20 HDG 1.68400

KAMB 622 15 HDG 0.85

KAMB 605 15 HDG 0.44

225

50

KAMB 607 15 HDG 0.5075
KAMB 610 15 HDG 0.56100
KAMB 612 15 HDG 0.62125

150KAMB 615 15 HDG 0.68
200KAMB 620 15 HDG 0.80

KAMB 625 15 HDG 0.92250
KAMB 630 15 HDG 1.03300
KAMB 640 15 HDG 1.27400
KAMB 645 15 HDG 1.38450
KAMB 650 15 HDG 1.50500
KAMB 660 15 HDG 1.74600
KAMB 670 15 HDG 1.97700
KAMB 675 15 HDG 2.09750
KAMB 680 15 HDG 2.20800
KAMB 690 15 HDG 2.44900
KAMB 600 15 HDG 2.681000

KAMB 670 20 HDG 2.62700
KAMB 675 20 HDG 2.78750
KAMB 680 20 HDG 2.93800
KAMB 690 20 HDG 3.25900
KAMB 600 20 HDG 3.561000

6
7
0

a

1
8

9

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD H60 HDG

KAMB H60 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 650 20 HDG 500
450KAMD 645 20 HDG

KAMD 660 20 HDG 600

KAMD 622 20 HDG 2,71

KAMD 605 20 HDG 1,92

225

50

KAMD 607 20 HDG 2,0475
KAMD 610 20 HDG 2,15100
KAMD 612 20 HDG 2,26125

150KAMD 615 20 HDG 2,37

200KAMD 620 20 HDG 2,60

KAMD 625 20 HDG 2,82250
KAMD 630 20 HDG 3,06300
KAMD 640 20 HDG 400

KAMD 622 15 HDG

KAMD 605 15 HDG 1,56

225

50

KAMD 607 15 HDG 75
KAMD 610 15 HDG 100
KAMD 612 15 HDG 125

150KAMD 615 15 HDG
200KAMD 620 15 HDG

KAMD 625 15 HDG 250
KAMD 630 15 HDG 300
KAMD 640 15 HDG 400
KAMD 645 15 HDG 450
KAMD 650 15 HDG 500
KAMD 660 15 HDG 600
KAMD 670 15 HDG 700
KAMD 675 15 HDG 750
KAMD 680 15 HDG 800
KAMD 690 15 HDG 900
KAMD 600 15 HDG 1000

KAMD 670 20 HDG 700
KAMD 675 20 HDG 750
KAMD 680 20 HDG 800
KAMD 690 20 HDG 900
KAMD 600 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD ... H60 KAMD ... H60

1,65
1,73
1,81
1,91
2,07
2,15
2,24
2,40
2,76

2,92
3,09
3,43

3,76

3,94
4,10
4,44
4,79

3,73

3,51

3,96
4,40
4,87
5,09
5,32

5,76

6,21

Ø10

Ø8

Ø8

45

Ø8Ø8

Ø10

65

8,5x23

KAMB ... H60 KAMB ... H60



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

W+325

W
8x23

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 650 20 HDG 10,54500
450KADT 645 20 HDG 9,23

KADT 660 20 HDG 13,40600

KADT 622 20 HDG 4,30225

KADT 610 20 HDG 2,25100
KADT 612 20 HDG 2,62125

150KADT 615 20 HDG 3,01
200KADT 620 20 HDG 3,85

KADT 625 20 HDG 4,77250
KADT 630 20 HDG 5,77300
KADT 640 20 HDG 8,00400

KADT 622 15 HDG 3,23225

KADT 610 15 HDG 1,69100
KADT 612 15 HDG 1,97125

150KADT 615 15 HDG 2,26
200KADT 620 15 HDG 2,89

KADT 625 15 HDG 3,58250
KADT 630 15 HDG 4,33300
KADT 640 15 HDG 6,00400
KADT 645 15 HDG 6,93450
KADT 650 15 HDG 7,91500
KADT 660 15 HDG 10,05600
KADT 670 15 HDG 12,43700
KADT 675 15 HDG 13,71750
KADT 680 15 HDG 15,04800
KADT 690 15 HDG 17,89900
KADT 600 15 HDG 20,981000

KADT 670 20 HDG 16,57700
KADT 675 20 HDG 18,28750
KADT 680 20 HDG 20,06800
KADT 690 20 HDG 23,86900
KADT 600 20 HDG 27,971000

W

350+H

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 650 20 HDG 5,76500
450KAMT 645 20 HDG 5,37

KAMT 660 20 HDG 6,55600

KAMT 622 20 HDG 2,27225

KAMT 610 20 HDG 1.72100
KAMT 612 20 HDG 1.83125

150KAMT 615 20 HDG 1,94
200KAMT 620 20 HDG 2,16

KAMT 625 20 HDG 2,38250
KAMT 630 20 HDG 2,60300
KAMT 640 20 HDG 4,98400

KAMT 622 15 HDG 1,71225

KAMT 610 15 HDG 1,29100
KAMT 612 15 HDG 1,38125

150KAMT 615 15 HDG 1,46
200KAMT 620 15 HDG 1,62

KAMT 625 15 HDG 1,79250
KAMT 630 15 HDG 1,95300
KAMT 640 15 HDG 3,73400
KAMT 645 15 HDG 4,03450
KAMT 650 15 HDG 4,32500
KAMT 660 15 HDG 4,91600
KAMT 670 15 HDG 6,77700
KAMT 675 15 HDG 7,12750
KAMT 680 15 HDG 7,47800
KAMT 690 15 HDG 17,89900
KAMT 600 15 HDG 8,481000

KAMT 670 20 HDG 9,02700
KAMT 675 20 HDG 9,49750
KAMT 680 20 HDG 9,96800
KAMT 690 20 HDG 10,09900
KAMT 600 20 HDG 11,851000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADT H60 HDG

KAMT H60 HDG

KAMT ... H60 KAMT ... H60

KADT ... H60 KADT ... H60 
W

2
2
5

9x18 1
0
0

100

9x182
3
5

1
7
5

6
0

42



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

Cable Tray

BDD

Cable Tray

BDD

BDD

Cable Tray

BDD

KAMB

BDD

BDD

Cable Tray



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 650 20 HDG 500
450KADG 645 20 HDG

KADG 660 20 HDG 600

KADG 622 20 HDG 225

KADG 610 20 HDG 100
KADG 612 20 HDG 125

150KADG 615 20 HDG
200KADG 620 20 HDG

KADG 625 20 HDG 250
KADG 630 20 HDG 300
KADG 640 20 HDG 400

KADG 622 15 HDG 225

KADG 610 15 HDG 100
KADG 612 15 HDG 125

150KADG 615 15 HDG
200KADG 620 15 HDG

KADG 625 15 HDG 250
KADG 630 15 HDG 300
KADG 640 15 HDG 400
KADG 645 15 HDG 450
KADG 650 15 HDG 500
KADG 660 15 HDG 600
KADG 670 15 HDG 700
KADG 675 15 HDG 750
KADG 680 15 HDG 800
KADG 690 15 HDG 900
KADG 600 15 HDG 1000

KADG 670 20 HDG 700
KADG 675 20 HDG 750
KADG 680 20 HDG 800
KADG 690 20 HDG 900
KADG 600 20 HDG 1000

W+165

W

8x23

2
2

5

W

1
0

0

100

9x18

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 650 20 HDG 9,44500
450KADL 645 20 HDG 8,21

KADL 660 20 HDG 12,14600

KADL 622 20 HDG 3,63225

KADL 610 20 HDG 1,78100
KADL 612 20 HDG 2,11125

150KADL 615 20 HDG 2,46
200KADL 620 20 HDG 3,22

KADL 625 20 HDG 4,06250
KADL 630 20 HDG 4,98300
KADL 640 20 HDG 7,05400

KADL 622 15 HDG 2,72225

KADL 610 15 HDG 1.33100
KADL 612 15 HDG 1.58125

150KADL 615 15 HDG 1.85
200KADL 620 15 HDG 2,42

KADL 625 15 HDG 3,05250
KADL 630 15 HDG 3,74300
KADL 640 15 HDG 5,29400
KADL 645 15 HDG 6,16450
KADL 650 15 HDG 7,08500
KADL 660 15 HDG 9,10600
KADL 670 15 HDG 11,37700
KADL 675 15 HDG 12,58750
KADL 680 15 HDG 13,86800
KADL 690 15 HDG 16,59900
KADL 600 15 HDG 19,561000

KADL 670 20 HDG 15,15700
KADL 675 20 HDG 16,78750
KADL 680 20 HDG 18,48800
KADL 690 20 HDG 22,12900
KADL 600 20 HDG 26,081000

W+165

W

8x23

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9,44
8,21

12,14

3,63

1,78
2,11
2,46
3,22

4,06
4,98
7,05

2.72

1.33
1.58
1.85
2.42

3.05
3.74
5.29
6.16
7.08
9.10
11.37
12.58
13,86
16,59
19,56

15,15
16,78
18,48
22,12
26,08

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADG H60 HDG

KADL H60 HDG

KADL ... H60 KADL ... H60

KADG ... H60 KADG ... H60 

2
2

5

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 60 575 15 HDG 0,47

RT 60 425 15 HDG 0,37

RT 60 450 15 HDG 0,39

RT 60 475 15 HDG 0,40

RT 60 500 15 HDG 0,42

RT 60 525 15 HDG 0,43

RT 60 550 15 HDG 0,45

RT 60 375 15 HDG 0,34
RT 60 350 15 HDG 0,32

RT 60 400 15 HDG 0,35

RT 60 225 15 HDG 0,24

RT 60 50 15 HDG 0,13

RT 60 75 15 HDG 0,15

RT 60 100 15 HDG 0,16
RT 60 125 15 HDG 0,18
RT 60 150 15 HDG 0,20

RT 60 200 15 HDG 0,23

RT 60 250 15 HDG 0,26
RT 60 275 15 HDG 0,28

RT 60 325 15 HDG 0,31

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 60 25 15 HDG 0,1225

RT 60 175 15 HDG 0,21175

pcs

RT 60 300 15 HDG 0,29300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 650 20 HDG 0.53
SON 645 20 HDG 0.49

SON 660 20 HDG 0.62

SON 622 20 HDG 0.30

SON 605 20 HDG 0.15

SON 607 20 HDG 0.17
SON 610 20 HDG 0.19
SON 612 20 HDG 0.21
SON 615 20 HDG 0.23
SON 620 20 HDG 0.28

SON 625 20 HDG 0.32
SON 630 20 HDG 0.36
SON 640 20 HDG 0.45

CODE

ad/pc
kgCODE

SON 650 15 HDG
SON 645 15 HDG

SON 660 15 HDG

SON 622 15 HDG

SON 605 15 HDG 0.11

SON 607 15 HDG 0.13

SON 610 15 HDG 0.14
SON 612 15 HDG
SON 615 15 HDG
SON 620 15 HDG

SON 625 15 HDG
SON 630 15 HDG
SON 640 15 HDG

CODE

ad/pc
kgCODE

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 60 575 20 HDG 0.62

RT 60 425 20 HDG 0.49

RT 60 450 20 HDG 0.51

RT 60 475 20 HDG 0.53
RT 60 500 20 HDG 0.56

RT 60 525 20 HDG 0.58

RT 60 550 20 HDG 0.60

RT 60 375 20 HDG 0.45
RT 60 350 20 HDG 0.43

RT 60 400 20 HDG 0.47

RT 60 225 20 HDG 0.32

RT 60 50 20 HDG 0.17

RT 60 75 20 HDG 0.20

RT 60 100 20 HDG 0.22
RT 60 125 20 HDG 0.24
RT 60 150 20 HDG 0.26

RT 60 200 20 HDG 0.30

RT 60 250 20 HDG 0.34

RT 60 275 20 HDG 0.37

RT 60 325 20 HDG 0.41

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 60 25 20 HDG 0.1525

RT 60 175 20 HDG 0.28175

pcs

RT 60 300 20 HDG 0.39300

1.5mm 2.0mm

SON 680 15 HDG
SON 675 15 HDG

SON 690 15 HDG

SON 670 15 HDG

800
750

900

700

SON 600 15 HDG 1000

SON 680 20 HDG 0.78
SON 675 20 HDG 0.74

SON 690 20 HDG 0.87

SON 670 20 HDG 0.70

800
750

900

700

SON 600 20 HDG 0.951000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RT H60 HDG

SON H60 HDG

SON ... H60 SON ... H60

0.37
0.34

0.40

0.21

0.16
0.18

0.22
0.24
0.27

0.56
0.53

0.59

0.46

0.65
0.72

RT ... H60 RT ... H60

3
5

a

T

9

35

6
0

1
8

9x18

42

75

L

75

T

55



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

BDD 260 15 HDG 250 0.24

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE

Pre - Galvan�zed

124 124

L=250
155

22 22 22

2
3

8,5
R 20

5
5

15

T

CODE
Length

L
mm

CODE

BYDU 160 15 HDG 1000 0.57

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 160 20 HDG 1000 0.76

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

BDD 360 15 HDG 250

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

pcspcs

Hot-D�p Galvan�zed

6
5

15

T

BDD 260 BDD 360

BDD 260 BDD 360

MYD 160 15 HDG 200 0.18

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 160 20 HDG 200 0.23

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 160 15 HDG 600 0.43

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 160 20 HDG 600 0.57

MYD 160

MYDU 160

1 1

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BDD 2 ... H60 BDD 3 ... H60

MYD ... H60 MYDU ... H60 

BYDU ... H60 BYDU ... H60

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

 3
8

 9,00 

 L=2000 mm 

 25

MYD 160

 5
4

 3
8

 9,00 

 L=6000 mm 

 25

MYDU 160

 5
4

 5
5

 3
4

L=1000

BYDU H60

25 50
2

2.0mm

BDD 260 20 HDG 250 0.31 BDD 360 20 HDG 2501 1

1.5mm

2.0mm

0.27
ad/pc

kg

0.35



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.63

pcs

SEP 250 10 HDG 30001 1

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 160 15 HDG 0.953000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 160 20 HDG 1.263000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

1.06

pcs

2.0mm

CODE

1m
kgCODE

1.42

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y60 15 HDG 1.421500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.89

pcs

SEP Y60 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 160 10 HDG 0.633000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.71

pcs

SEP 250 10 HDG 30001 1

Cable Trays - System of Side Height H60

SEP 1 ... H60 SEP 2 ... H60

SEP 1 ... H60 SEP 2 ... H60

SEP 1 ... H60 SEP 2 ... H60

SEP Y H60 SEP Y H60

5
5

20

T

5
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

20

T T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP 1 H60 HDG

55

SEP Y H60 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

SEP 1 H60 SEP 2 H60

SEP 2 H60 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H60

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 60 20 HDG 0.16

CODE

ad/pc
kgCODE

MBE 60 15 HDG 0.12

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 60 575 15 HDG

RC 60 425 15 HDG

RC 60 450 15 HDG
RC 60 475 15 HDG
RC 60 500 15 HDG
RC 60 525 15 HDG
RC 60 550 15 HDG

RC 60 375 15 HDG
RC 60 350 15 HDG

RC 60 400 15 HDG

RC 60 225 15 HDG 0.38

RC 60 50 15 HDG 0.17

RC 60 75 15 HDG 0.20
RC 60 100 15 HDG 0.23
RC 60 125 15 HDG 0.26
RC 60 150 15 HDG 0.29

RC 60 200 15 HDG 0.35

RC 60 250 15 HDG 0.41

RC 60 275 15 HDG 0.43

RC 60 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 60 25 15 HDG 0.1425

RC 60 175 15 HDG 0.32175

pcs

RC 60 300 15 HDG 300

Hot-D�p Galvan�zed

RC 60 575 20 HDG 1.05

RC 60 425 20 HDG 0.81

RC 60 450 20 HDG 0.85
RC 60 475 20 HDG 0.89
RC 60 500 20 HDG 0.93
RC 60 525 20 HDG 0.97
RC 60 550 20 HDG 1.01

RC 60 375 20 HDG 0.74
RC 60 350 20 HDG 0.70

RC 60 400 20 HDG 0.77

RC 60 225 20 HDG 0.50

RC 60 50 20 HDG 0.22

RC 60 75 20 HDG 0.26
RC 60 100 20 HDG 0.30
RC 60 125 20 HDG 0.34
RC 60 150 20 HDG 0.38

RC 60 200 20 HDG 0.46

RC 60 250 20 HDG 0.54

RC 60 275 20 HDG 0.58

RC 60 325 20 HDG 0.66

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 60 25 20 HDG 0.1925

RC 60 175 20 HDG 0.42175

pcs

RC 60 300 20 HDG 0.62300

L75 75

9x25

55
25

5
7 50

8,5x808,5x23

RC Mount�ng

MBE Mount�ng

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1

1

1
1
1
1
1

1
1

1

1

1

1

1
1
1

1

1

1

1

1

1

1

1 1

MBE ... H60 MBE ... H60
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MBE H60 HDG

RC H60 HDG

L

0.70

0.58

0.61
0.64
0.67
0.70
0.73

0.52
0.49

0.55

0.46

0.79

RC ... H60 RC ... H60

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

3000 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

3000

3000
3000
3000
3000
3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

3000

3000

225

50

300075
3000100
3000125

150 3000
200 3000

1.0mm

pcs

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Hot-D�p Galvan�zed

1.5mm

175KBE 375 20 HDG 100

175KBE 375 15 HDG 100

1.5mm

175 0.20KBE 275 20 HDG 100

2.0mm

175 0.16KBE 275 15 HDG 100

KBE 275 12 HDG 175 0.12 100 175KBE 375 12 HDG 100

1.2mm

2.0mm

0.23

0.17

0.14

2

2
2
2
2

2

2

2
2
2
2
2

APK 705 10 HDG

APK 707 10 HDG
APK 710 10 HDG
APK 712 10 HDG
APK 715 10 HDG
APK 720 10 HDG

50

75
100
125
150
200

1.36

1.52
1.68
1.84
2.00
2.31

APK 705 12 HDG

APK 707 12 HDG
APK 710 12 HDG
APK 712 12 HDG
APK 715 12 HDG

APK 720 12 HDG
APK 722 12 HDG

1.64

1.83
2.01
2.20
2.39

2.76
2.96
3.14
3.52

APK 750 15 HDG
APK 745 15 HDG

APK 760 15 HDG

APK 722 15 HDG

APK 705 15 HDG
APK 707 15 HDG
APK 710 15 HDG
APK 712 15 HDG
APK 715 15 HDG
APK 720 15 HDG

APK 725 15 HDG
APK 730 15 HDG
APK 740 15 HDG

APK 790 15 HDG
APK 780 15 HDG

APK 700 15 HDG

APK 770 15 HDG
APK 775 15 HDG

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

6.26
5.79

7.20

3.68

2.02
2.26
2.49
2.73
2.96
3.44

3.91
4.38
5.32

10.03
9.09

10.97

8.15
8.62

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

APK 725 12 HDG
APK 730 12 HDG

APK 750 20 HDG
APK 745 20 HDG

APK 760 20 HDG

APK 722 20 HDG

APK 705 20 HDG
APK 707 20 HDG
APK 710 20 HDG
APK 712 20 HDG
APK 715 20 HDG
APK 720 20 HDG

APK 725 20 HDG
APK 730 20 HDG
APK 740 20 HDG

APK 790 20 HDG
APK 780 20 HDG

APK 700 20 HDG

APK 770 20 HDG
APK 775 20 HDG

250
300

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000
3000

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

8.32
7.69

9.58

4.87

2.67
2.99
3.30
3.61
3.92
4.56

5.18
5.81
7.07

13.35
12.09

14.60

10.84
11.46

2
2
2

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H75

APK ... H75

KBE ... H75 KBE ... H75

KBE 275

KBE 375

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

M6x15 Round head squ�re neck bolt & M6 Flanged nut

75

a

T

25

8,5

4
1

,7
5L

APK H75 HDG

CFS

M6x15
M6

7
0

15

8
0

T

15

KBE 275 KBE 375

T

10

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

L=175

25 20x8.5

Width
Usable

Cross-Section

35,5 cm

110,5 cm
73 cm

148 cm
223 cm
298 cm
373 cm
448 cm

50 cm

150 cm
100 cm

200 cm
300 cm
400 cm
500 cm
600 cm

2

2

2

2

2

2

2

2

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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 D
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 705 10 HDG 300050

ADK 707 10 HDG 300075
ADK 710 10 HDG 3000100
ADK 712 10 HDG 3000125

150ADK 715 10 HDG 3000
200ADK 720 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 722 15 HDG 3000

ADK 705 15 HDG 3000

225

50

ADK 707 15 HDG 300075
ADK 710 15 HDG 3000100
ADK 712 15 HDG 3000125

150ADK 715 15 HDG 3000
200ADK 720 15 HDG 3000

ADK 725 15 HDG 3000250
ADK 730 15 HDG 3000300
ADK 740 15 HDG 3000400
ADK 745 15 HDG 3000450
ADK 750 15 HDG 3000500
ADK 760 15 HDG 3000600

1.0mm

pcs

1.5mm

ADK 770 15 HDG 3000700
ADK 775 15 HDG 3000750
ADK 780 15 HDG 3000800
ADK 790 15 HDG 3000900
ADK 700 15 HDG 30001000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm

175BYD 375 20 HDG 100

175BYD 375 15 HDG 100

1.5mm

175 0.20BYD 275 20 HDG 100

2.0mm

175 0.16BYD 275 15 HDG 100

BYD 275 12 HDG 175 0,12 100 175BYD 375 12 HDG 100

1.2mm

2.0mm

0.23

0.17

0,14

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2
2
2
2
2

7.23
7.82

4.59

2.52

2.82

3.11
3.41
3.70
4.29

4.88
5.47
6.65

1.70

1.90
2.09
2.29
2.49
2.88

11.36
10.77

12.53

9.00
10.18

13.71

ADK 750 20 HDG 3000500
450ADK 745 20 HDG 3000

ADK 760 20 HDG 3000600

ADK 722 20 HDG 3000

ADK 705 20 HDG 3000

225

50

ADK 707 20 HDG 300075
ADK 710 20 HDG 3000100
ADK 712 20 HDG 3000125

150ADK 715 20 HDG 3000
200ADK 720 20 HDG 3000

ADK 725 20 HDG 3000250
ADK 730 20 HDG 3000300
ADK 740 20 HDG 3000400

ADK 722 12 HDG 3000

ADK 705 12 HDG 3000

225

50
ADK 707 12 HDG 300075
ADK 710 12 HDG 3000100
ADK 712 12 HDG 3000125

150ADK 715 12 HDG 3000
200ADK 720 12 HDG 3000

ADK 725 12 HDG 3000250
ADK 730 12 HDG 3000300

ADK 770 20 HDG 3000700
ADK 775 20 HDG 3000750
ADK 780 20 HDG 3000800
ADK 790 20 HDG 3000900
ADK 700 20 HDG 30001000

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2

2
2
2
2
2

2
2

10.40
9.61

11.97

6.08

3.33
3.73
4.12
4.51
4.90
5.69

6.47
7.26
8.83

2.04
2.28
2.51
2.75

2.98

3.45

16.68
15.11

18.25

13.54
14.32

3.69
3.92

4.39

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H75

ADK ... H75

BYD ... H75 BYD ... H75 

BYD 275
BYD 375

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

L

8,5

41,75

T75

a

10
25

ADK H75 HDG

L=175

25

7
0

15

8
0

T

15

BYD 275 BYD 375

T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

20x8.5

Width
Usable

Cross-Section

35,5 cm

110,5 cm
73 cm

148 cm
223 cm
298 cm
373 cm
448 cm

50 cm

150 cm
100 cm

200 cm
300 cm
400 cm
500 cm
600 cm

2

2

2

2

2

2

2

2

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H75

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 705 10 HDG

KA90 707 10 HDG
KA90 710 10 HDG
KA90 712 10 HDG
KA90 715 10 HDG
KA90 720 10 HDG

CODECODE

50

75
100
125
150
200

0,32

0,40
0,57
0,67
0,77
1,01

KA90 722 15 HDG

KA90 705 15 HDG

KA90 707 15 HDG
KA90 710 15 HDG
KA90 712 15 HDG
KA90 715 15 HDG
KA90 720 15 HDG

KA90 725 15 HDG
KA90 730 15 HDG
KA90 740 15 HDG
KA90 745 15 HDG
KA90 750 15 HDG
KA90 760 15 HDG
KA90 770 15 HDG
KA90 775 15 HDG
KA90 780 15 HDG
KA90 790 15 HDG
KA90 700 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,17

1,71

0,48

0,59
0,85
1,00
1,16
1,51

1,91
2,50
3,57

11,72

13,91

4,82
6,26

9,71

7,89
8,78

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA90 750 20 HDG
KA90 745 20 HDG

KA90 760 20 HDG

KA90 722 20 HDG

KA90 705 20 HDG

KA90 707 20 HDG
KA90 710 20 HDG
KA90 712 20 HDG
KA90 715 20 HDG
KA90 720 20 HDG

KA90 725 20 HDG
KA90 730 20 HDG
KA90 740 20 HDG

KA90 770 20 HDG
KA90 775 20 HDG
KA90 780 20 HDG
KA90 790 20 HDG
KA90 700 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

6,43
5,56

8,35

2,27

0,64

0,79
1,14
1,33
1,54
2,01

2,55
3,34
4,76

15,62

12,56

18,55

10,52
12,94

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 722 12 HDG

KA90 705 12 HDG

KA90 707 12 HDG
KA90 710 12 HDG
KA90 712 12 HDG
KA90 715 12 HDG
KA90 720 12 HDG

KA90 725 12 HDG
KA90 730 12 HDG

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,39

0,48
0,68
0,80
0,93
1,21
1,37
1,53
2,00

1

1

1
1
1
1
1

1
1

KA90R1 722 15 HDG

KA90R1 705 15 HDG

KA90R1 707 15 HDG
KA90R1 710 15 HDG

KA90R1 712 15 HDG
KA90R1 715 15 HDG
KA90R1 720 15 HDG

KA90R1 725 15 HDG
KA90R1 730 15 HDG
KA90R1 740 15 HDG
KA90R1 745 15 HDG
KA90R1 750 15 HDG
KA90R1 760 15 HDG
KA90R1 770 15 HDG
KA90R1 775 15 HDG
KA90R1 780 15 HDG
KA90R1 790 15 HDG
KA90R1 700 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000 15,80
13,24

7,36

2,13
2,41
3,03
4,48
5,05
5,90

9.09

10.15
10,91

0,65
0,80
0,98

1,18
1,39
1,87

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

KA90R1 750 20 HDG
KA90R1 745 20 HDG

KA90R1 760 20 HDG

KA90R1 722 20 HDG

KA90R1 705 20 HDG

KA90R1 707 20 HDG
KA90R1 710 20 HDG
KA90R1 712 20 HDG
KA90R1 715 20 HDG
KA90R1 720 20 HDG

KA90R1 725 20 HDG
KA90R1 730 20 HDG
KA90R1 740 20 HDG

KA90R1 770 20 HDG
KA90R1 775 20 HDG
KA90R1 780 20 HDG
KA90R1 790 20 HDG
KA90R1 700 20 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

17,66
14,55

9,81

2,84
3,22
4,04
5,98
6,73
7,86

12,12

13,54

0,86

1,07
1,31
1,57
1,85
2,49

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90 ... H75

KA90 ... H75

KA90R1 ... H75 KA90R1 ... H75

21,07

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

a
R9018

9

40

50

a+55

a
+

1
0
5

b

KA90 H75 HDG

KA90R1 H75 HDG

9x18

75

75

9x18



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 722 15 HDG

KA90R2 705 15 HDG

KA90R2 707 15 HDG
KA90R2 710 15 HDG

KA90R2 712 15 HDG
KA90R2 715 15 HDG
KA90R2 720 15 HDG

KA90R2 725 15 HDG
KA90R2 730 15 HDG
KA90R2 740 15 HDG
KA90R2 745 15 HDG
KA90R2 750 15 HDG
KA90R2 760 15 HDG
KA90R2 770 15 HDG
KA90R2 775 15 HDG
KA90R2 780 15 HDG
KA90R2 790 15 HDG
KA90R2 700 15 HDG

Width

a=b
mm

225

50

75
100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 21,29

18,49

11,24

4,49
4,87
5,63
7,32

8,23
9,18

13,47
14,65

15,89

1,80
2,53
2,83

3,14
3,47
4,14

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R2 750 20 HDG
KA90R2 745 20 HDG

KA90R2 760 20 HDG

KA90R2 722 20 HDG

KA90R2 705 20 HDG

KA90R2 707 20 HDG
KA90R2 710 20 HDG
KA90R2 712 20 HDG
KA90R2 715 20 HDG
KA90R2 720 20 HDG

KA90R2 725 20 HDG
KA90R2 730 20 HDG
KA90R2 740 20 HDG

KA90R2 770 20 HDG
KA90R2 775 20 HDG
KA90R2 780 20 HDG

KA90R2 790 20 HDG
KA90R2 700 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000
24,66
21,19

14,97

6,00
6,49
7,51
9,75

10,96
12,25

17,96
19,54

2,99

3,37

3,77
4,18
4,61
5,52

28,32

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 722 15 HDG

KA90R4 705 15 HDG

KA90R4 707 15 HDG
KA90R4 710 15 HDG

KA90R4 712 15 HDG
KA90R4 715 15 HDG
KA90R4 720 15 HDG

KA90R4 725 15 HDG
KA90R4 730 15 HDG
KA90R4 740 15 HDG
KA90R4 745 15 HDG
KA90R4 750 15 HDG
KA90R4 760 15 HDG
KA90R4 770 15 HDG
KA90R4 775 15 HDG
KA90R4 780 15 HDG
KA90R4 790 15 HDG
KA90R4 700 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
127,94

18,46

7,36
8,41

10,65
11,83

13,06
15,67

19,22
21,44
24,59

3,63

4,06

4,49

5,40
6,36
6,85

4,94

KA90R4 750 20 HDG
KA90R4 745 20 HDG

KA90R4 760 20 HDG

KA90R4 722 20 HDG

KA90R4 705 20 HDG

KA90R4 707 20 HDG
KA90R4 710 20 HDG
KA90R4 712 20 HDG
KA90R4 715 20 HDG
KA90R4 720 20 HDG

KA90R4 725 20 HDG
KA90R4 730 20 HDG
KA90R4 740 20 HDG

KA90R4 770 20 HDG
KA90R4 775 20 HDG
KA90R4 780 20 HDG
KA90R4 790 20 HDG
KA90R4 700 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900 32,79

17,42

9,14
9,81
11,21
14,19
15,77

24,61
26,56
28,57

4,84
5,41
5,99
6,59
7,20
8,48

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1100

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90R2 ... H75 KA90R2 ... H75

KA90R4 ... H75 KA90R4 ... H75

37,25

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

KA90 R2 H75 HDG

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

KA90 R4 H75 HDG

42

75

42

75

20,89



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H 722 15 HDG

KA90H 705 15 HDG

KA90H 707 15 HDG
KA90H 710 15 HDG
KA90H 712 15 HDG
KA90H 715 15 HDG
KA90H 720 15 HDG

KA90H 725 15 HDG
KA90H 730 15 HDG

225

50

75
100
125
150
200

250
300

2,26
2,65
3,21

0,76
0,85

0,95
1,30
1,56

1
1

1

1
1
1
1

1

1

KA90H 722 20 HDG

KA90H 705 20 HDG

KA90H 707 20 HDG
KA90H 710 20 HDG
KA90H 712 20 HDG
KA90H 715 20 HDG
KA90H 720 20 HDG

KA90H 725 20 HDG
KA90H 730 20 HDG

225

50

75
100
125
150
200

250

300

3,54
4,28
5,54

1,01
1,14

1,26
1,73
2,08
3,02 1

1

1

1
1
1
1

1
1

KA45 705 10 HDG

KA45 707 10 HDG
KA45 710 10 HDG
KA45 712 10 HDG
KA45 715 10 HDG
KA45 720 10 HDG

KA45 722 15 HDG

KA45 705 15 HDG

KA45 707 15 HDG
KA45 710 15 HDG
KA45 712 15 HDG
KA45 715 15 HDG
KA45 720 15 HDG

KA45 725 15 HDG
KA45 730 15 HDG
KA45 740 15 HDG
KA45 745 15 HDG
KA45 750 15 HDG
KA45 760 15 HDG
KA45 770 15 HDG
KA45 775 15 HDG
KA45 780 15 HDG
KA45 790 15 HDG
KA45 700 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

0,54

0,36

0,43
0,49
0,57
0,64
0,81

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 750 20 HDG
KA45 745 20 HDG

KA45 760 20 HDG

KA45 722 20 HDG

KA45 705 20 HDG

KA45 707 20 HDG
KA45 710 20 HDG
KA45 712 20 HDG
KA45 715 20 HDG
KA45 720 20 HDG

KA45 725 20 HDG
KA45 730 20 HDG
KA45 740 20 HDG

KA45 770 20 HDG
KA45 775 20 HDG
KA45 780 20 HDG
KA45 790 20 HDG
KA45 700 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 722 12 HDG

KA45 705 12 HDG

KA45 707 12 HDG
KA45 710 12 HDG
KA45 712 12 HDG
KA45 715 12 HDG
KA45 720 12 HDG

KA45 725 12 HDG
KA45 730 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,43
0,51
0,59
0,68
0,77
0,98
1,25

1,66

4,41
3,82

5,04

1,62

0,72
0,85
0,98
1,13
1,28

2,09
2,30
2,77

9,67
8,79

11,54

6,42
7,96

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45 ... H75

KA45 ... H75

KA90H ... H75 KA90H ... H75 

a

b

4
0

9x18

45°

KA45 H75 HDG

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA90H H75 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

75

9x18

0,64
0,74
0,85
0,96
1,22
1,57
1,73
2,08
2,87
3,31

3,78
4,81
5,97
6,60
7,25

8,65
10,18

1,38

13,57

4,16



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 

To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 722 15 HDG

KA45R2 705 15 HDG
KA45R2 707 15 HDG

KA45R2 710 15 HDG
KA45R2 712 15 HDG
KA45R2 715 15 HDG
KA45R2 720 15 HDG

KA45R2 725 15 HDG
KA45R2 730 15 HDG
KA45R2 740 15 HDG
KA45R2 745 15 HDG

KA45R2 750 15 HDG
KA45R2 760 15 HDG
KA45R2 770 15 HDG
KA45R2 775 15 HDG
KA45R2 780 15 HDG
KA45R2 790 15 HDG
KA45R2 700 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300

400
450
500
600
700
750
800
900

1000

8,73

2,66

1,49

1,67
1,86
2,05
2,25

2,88
3,09
3,56
4,54
5,07

5,63
6,80
8,06

10,87
9,42

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 750 20 HDG

KA45R2 745 20 HDG

KA45R2 760 20 HDG

KA45R2 722 20 HDG

KA45R2 705 20 HDG

KA45R2 707 20 HDG
KA45R2 710 20 HDG
KA45R2 712 20 HDG
KA45R2 715 20 HDG
KA45R2 720 20 HDG

KA45R2 725 20 HDG
KA45R2 730 20 HDG
KA45R2 740 20 HDG

KA45R2 770 20 HDG
KA45R2 775 20 HDG
KA45R2 780 20 HDG
KA45R2 790 20 HDG
KA45R2 700 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

7,50

6,76

9,06

3,83

1,99

2,23
2,48
2,73
3,00
3,55

4,13
4,74
6,06

10,75
11,64

14,49
16,55

12,56

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 722 15 HDG

KA45R4 705 15 HDG
KA45R4 707 15 HDG
KA45R4 710 15 HDG
KA45R4 712 15 HDG
KA45R4 715 15 HDG
KA45R4 720 15 HDG

KA45R4 725 15 HDG
KA45R4 730 15 HDG
KA45R4 740 15 HDG
KA45R4 745 15 HDG
KA45R4 750 15 HDG
KA45R4 760 15 HDG
KA45R4 770 15 HDG
KA45R4 775 15 HDG
KA45R4 780 15 HDG
KA45R4 790 15 HDG
KA45R4 700 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,06

2,18
2,44

2,69
2,95
3,22
3,77

4,35
4,95
6,21
6,87
7,57
9,01

10,55
11,36
12,19
13,92

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 750 20 HDG

KA45R4 745 20 HDG

KA45R4 760 20 HDG

KA45R4 722 20 HDG

KA45R4 705 20 HDG

KA45R4 707 20 HDG
KA45R4 710 20 HDG
KA45R4 712 20 HDG
KA45R4 715 20 HDG
KA45R4 720 20 HDG

KA45R4 725 20 HDG
KA45R4 730 20 HDG
KA45R4 740 20 HDG

KA45R4 770 20 HDG
KA45R4 775 20 HDG
KA45R4 780 20 HDG
KA45R4 790 20 HDG
KA45R4 700 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

5,40

2,92

3,25
3,59
3,94
4,29
5,03

5,79
6,59
8,28
9,17

10,09
12,02
14,08
15,15
16,25
18,55
20,99

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 ... H75 KA45R2 ... H75

15,74

KA45R4 ... H75 KA45R4 ... H75

42

75

135°

b
25

9x18

R600

a

135°

b
25

9x18

R300

a

42

75

KA45R2 H75

KA45R4 H75

12,41



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAT 705 10 HDG

KAT 707 10 HDG
KAT 710 10 HDG
KAT 712 10 HDG
KAT 715 10 HDG
KAT 720 10 HDG

50

75
100
125
150
200

0.44

0.52
0.75
0.86
0.98
1.25

ad/pc

1
1

1
1
1
1 KAT 722 12 HDG

KAT 705 12 HDG

KAT 707 12 HDG
KAT 710 12 HDG
KAT 712 12 HDG
KAT 715 12 HDG
KAT 720 12 HDG

KAT 725 12 HDG
KAT 730 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.67

0.52

0.63
0.90
1.03
1.18

1.85
2.47

1.50 1
1

1

1
1
1
1

1
1

KAT 750 20 HDG 7.50500
450KAT 745 20 HDG 6.56

KAT 760 20 HDG 9.58600

KAT 722 20 HDG 2.78

KAT 705 20 HDG 0.87

225

50
KAT 707 20 HDG 1.0475
KAT 710 20 HDG 1.49100
KAT 712 20 HDG 1.72125

150KAT 715 20 HDG 1.96
200KAT 720 20 HDG 2.49

KAT 725 20 HDG 3.09250
KAT 730 20 HDG 4.11300
KAT 740 20 HDG 5.68400

KAT 722 15 HDG 2.09

KAT 705 15 HDG 0.65

225

50
KAT 707 15 HDG 0.7875
KAT 710 15 HDG 1.12100
KAT 712 15 HDG 1.29125

150KAT 715 15 HDG 1.47
200KAT 720 15 HDG 1.87

KAT 725 15 HDG 2.32250
KAT 730 15 HDG 3.09300
KAT 740 15 HDG 4.26400
KAT 745 15 HDG 4.92450
KAT 750 15 HDG 5.63500
KAT 760 15 HDG 7.18600
KAT 770 15 HDG 8.93700
KAT 775 15 HDG 9.87750
KAT 780 15 HDG 10.86800
KAT 790 15 HDG 12.89900
KAT 700 15 HDG 15.281000

KAT 770 20 HDG 11.90700
KAT 775 20 HDG 13.16750
KAT 780 20 HDG 14.47800
KAT 790 20 HDG 17.30900
KAT 700 20 HDG 20.381000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 622 15 HDG

KATR1 605 15 HDG

KATR1 607 15 HDG
KATR1 610 15 HDG

KATR1 612 15 HDG
KATR1 615 15 HDG
KATR1 620 15 HDG

KATR1 625 15 HDG
KATR1 630 15 HDG

KATR1 640 15 HDG
KATR1 645 15 HDG
KATR1 650 15 HDG
KATR1 660 15 HDG
KATR1 670 15 HDG
KATR1 675 15 HDG
KATR1 680 15 HDG
KATR1 690 15 HDG
KATR1 600 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,44

1,70

1,92
2,14
2,38
2,63
3,16

3,74

4,37
5,76
6,53
7,34
9,11

11,07
12,12
13,22
15,56
18,08

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 750 20 HDG
KATR1 745 20 HDG

KATR1 760 20 HDG

KATR1 722 20 HDG

KATR1 705 20 HDG

KATR1 707 20 HDG
KATR1 710 20 HDG
KATR1 712 20 HDG
KATR1 715 20 HDG
KATR1 720 20 HDG

KATR1 625 20 HDG

KATR1 730 20 HDG
KATR1 740 20 HDG

KATR1 770 20 HDG
KATR1 775 20 HDG
KATR1 780 20 HDG
KATR1 790 20 HDG
KATR1 700 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4.59

2.27

2.55

2.85
3.17
3.50
4.21

4.98
5.82
7.68
8.70
9.79

12,15
14.76
16,16
17,63
20.74
24.11

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAT ... H75

KAT ... H75

KATR1 ... H75 KATR1 ... H75

KAT H75 HDG

R90

b

1
8 9

4
0

caa
+

5
5

b+210

R150

b

1
8 9

4
0

caa
+

1
8

5

b+285

KATR1 H75 HDG

75

9x18

75

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 

 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 722 15 HDG

KATR4 705 15 HDG

KATR4 707 15 HDG
KATR4 710 15 HDG
KATR4 712 15 HDG
KATR4 715 15 HDG
KATR4 720 15 HDG

KATR4 725 15 HDG

KATR4 730 15 HDG
KATR4 740 15 HDG
KATR4 745 15 HDG
KATR4 750 15 HDG
KATR4 760 15 HDG

KATR4 770 15 HDG

KATR4 775 15 HDG
KATR4 780 15 HDG
KATR4 790 15 HDG
KATR4 700 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

14,18

8,91
9,62

10,34
11,08
11,84
13,38

14,99
16,65

20,16
22,01
23,91
27,89
32,11
34,30
36,55
41,24
46,17

KATR4 722 20 HDG

KATR4 705 20 HDG

KATR4 707 20 HDG
KATR4 710 20 HDG
KATR4 712 20 HDG
KATR4 715 20 HDG
KATR4 720 20 HDG

KATR4 725 20 HDG
KATR4 730 20 HDG
KATR4 740 20 HDG
KATR4 745 20 HDG
KATR4 750 20 HDG
KATR4 760 20 HDG
KATR4 770 20 HDG

KATR4 775 20 HDG
KATR4 780 20 HDG
KATR4 790 20 HDG
KATR2 700 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

18,90

11,88
12,82
13,79
14,78
15,78
17,84

19,98
22,20
26,88
29,34
31,87
37,18
42,80
45,73
48,47
54,98
61,55

KATR2 722 15 HDG

KATR2 705 15 HDG

KATR2 707 15 HDG
KATR2 710 15 HDG

KATR2 712 15 HDG
KATR2 715 15 HDG
KATR2 720 15 HDG

KATR2 725 15 HDG
KATR2 730 15 HDG
KATR2 740 15 HDG
KATR2 745 15 HDG
KATR2 750 15 HDG
KATR2 760 15 HDG
KATR2 770 15 HDG
KATR2 775 15 HDG
KATR2 780 15 HDG
KATR2 790 15 HDG
KATR2 700 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

8,08

4,68
5,12
5,58
6,05
6,53
7,55

8,63
9,76

12,22
13,53
14,90
17,82
20,98
22,64
24,36
28,00
31,86

KATR2 750 20 HDG
KATR2 745 20 HDG

KATR2 760 20 HDG

KATR2 722 20 HDG

KATR2 705 20 HDG

KATR2 707 20 HDG
KATR2 710 20 HDG
KATR2 712 20 HDG
KATR2 715 20 HDG
KATR2 720 20 HDG

KATR2 725 20 HDG
KATR2 730 20 HDG

KATR2 740 20 HDG

KATR2 770 20 HDG
KATR2 775 20 HDG
KATR2 780 20 HDG
KATR2 790 20 HDG
KATR2 700 20 HDG

225

50

75
100
125
150
200

250

300
400
450
500
600
700
750
800
900

1000

19,86
18,04

23,76

10,78

6,23

6,82
7,43
8,06
8,71

10,07

11,50
13,02
16,29

27,96
30,18
32,49
37,32
42,48

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATR2 ... H75 KATR2 ... H60

KATR4 ... H75 KATR4 ... H75

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

KATR4 H75 HDG

KATR2 H75 HDG

42

75

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

42

75



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mmKAD ... H75

CODE

KAD 705 10 HDG

KAD 707 10 HDG
KAD 710 10 HDG
KAD 712 10 HDG
KAD 715 10 HDG
KAD 720 10 HDG

50

75
100
125
150
200

0.59

0.86

0.98
1.11
1.25
1.80

1

1
1
1
1
1

1

1
1
1
1
1

KAD 705 15 HDG
KAD 707 15 HDG
KAD 710 15 HDG
KAD 712 15 HDG
KAD 715 15 HDG
KAD 720 15 HDG

50

75
100
125
150
200

0.88

1.29
1.47

1.67
1.87
2.70

1

1
1
1
1
1

1

1
1
1
1
1

KAD 722 15 HDG
KAD 725 15 HDG
KAD 730 15 HDG
KAD 740 15 HDG
KAD 745 15 HDG
KAD 750 15 HDG

225

250
300
400
450
500

2.96

3.23
3,80

5,09
5,81
6,57

1

1
1
1
1
1

1

1
1
1
1
1

KAD 760 15 HDG
KAD 770 15 HDG
KAD 775 15 HDG
KAD 780 15 HDG
KAD 790 15 HDG

600

700
750
800
900

8,24

10,10
11,09

12,14
14,37

1

1
1
1
1

1

1
1
1
1

KAD 700 15 HDG 1000 16,79 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H75

CODE

KAD 705 12 HDG

KAD 707 12 HDG
KAD 710 12 HDG
KAD 712 12 HDG
KAD 715 12 HDG
KAD 720 12 HDG

50

75
100
125
150
200

0,71

1,04

1,18
1,33
1,50
2,16

1

1
1
1
1
1

1

1
1
1
1
1

KAD 705 20 HDG
KAD 707 20 HDG
KAD 710 20 HDG
KAD 712 20 HDG
KAD 715 20 HDG
KAD 720 20 HDG

50

75
100
125
150
200

1.17
1.72
1.96
2.22
2.49
3.60

1

1
1
1
1
1

1

1
1
1
1
1

KAD 722 20 HDG
KAD 725 20 HDG
KAD 730 20 HDG
KAD 740 20 HDG
KAD 745 20 HDG
KAD 750 20 HDG

225

250
300
400
450
500

3.94
4.30
5.07
6.79
7.74
8,76

1

1
1
1
1
1

1

1
1
1
1
1

KAD 760 20 HDG
KAD 770 20 HDG
KAD 775 20 HDG
KAD 780 20 HDG
KAD 790 20 HDG

600

700
750
800
900

10,99

13.46
14.79
16.19
19.16

1

1
1
1
1

1

1
1
1
1

KAD 700 20 HDG 1000 22.39 11

KAD 722 12 HDG
KAD 725 12 HDG

225
250

2,37
2.61

1
1
1
1

KAD 730 12 HDG 300 3.04 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H75

CODE

KADR1 705 15 HDG
KADR1 707 15 HDG
KADR1 710 15 HDG
KADR1 712 15 HDG
KADR1 715 15 HDG
KADR1 720 15 HDG

50

75
100
125
150
200

1,96
2,18
2,41
2,65
2,91
3,45

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 722 15 HDG
KADR1 725 15 HDG
KADR1 730 15 HDG
KADR1 740 15 HDG
KADR1 745 15 HDG
KADR1 750 15 HDG

225

250
300
400
450
500

3,74
4,05
4,69
6,11
6,89
7,72

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 760 15 HDG
KADR1 770 15 HDG
KADR1 775 15 HDG
KADR1 780 15 HDG
KADR1 790 15 HDG

600

700
750
800
900

9,52
11,51
12,57
13,68
16,05

1

1
1
1
1

1

1
1
1
1

KADR1 700 15 HDG 1000 18,60 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H75

CODE

KADR1 705 20 HDG
KADR1 707 20 HDG
KADR1 710 20 HDG
KADR1 712 20 HDG
KADR1 715 20 HDG
KADR1 720 20 HDG

50

75
100
125
150
200

2.61

2.90

3.21
3.53
3,87
4.60

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 722 20 HDG
KADR1 725 20 HDG
KADR1 730 20 HDG
KADR1 740 20 HDG
KADR1 745 20 HDG
KADR1 750 20 HDG

225

250
300
400
450
500

4.99
5.39
6.25

8,14
9,19

10,29

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 760 20 HDG
KADR1 770 20 HDG
KADR1 775 20 HDG
KADR1 780 20 HDG
KADR1 790 20 HDG

600

700
750
800
900

12,69
15,34
16,76
18,24
21,39

1

1
1
1
1

1

1
1
1
1

KADR1 700 20 HDG 1000 24,80 11

1.5mm 2.0mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

KAD H75 HDG

KADR1 H75

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

75

9x18

75

9x18

Hot-D�p Galvan�zed

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H75

CODE

KADR2 705 15 HDG

KADR2 707 15 HDG
KADR2 710 15 HDG

KADR2 712 15 HDG
KADR2 715 15 HDG
KADR2 720 15 HDG

50

75
100
125
150
200

6,59

7,13
7,68

8,25
8,83

10,03

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H75

CODE

KADR4 705 15 HDG
KADR4 707 15 HDG
KADR4 710 15 HDG
KADR4 712 15 HDG
KADR4 715 15 HDG
KADR4 720 15 HDG

50

75
100
125
150
200

13,23

14,12
15,03

15,95
16,88
18,80

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 722 15 HDG
KADR4 725 15 HDG
KADR4 730 15 HDG
KADR4 740 15 HDG
KADR4 745 15 HDG
KADR4 750 15 HDG

225

250
300
400
450
500

19,77

20,77
22,80
27,04
29,25
31,51

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 760 15 HDG
KADR4 770 15 HDG
KADR4 775 15 HDG
KADR4 780 15 HDG
KADR4 790 15 HDG

600

700
750
800
900

36,22

41,17
43,73

46,35
51,77

1

1
1
1
1

1

1
1
1
1

KADR4 700 15 HDG 1000 57,42 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H75

CODE

KADR4 705 20 HDG
KADR4 707 20 HDG
KADR4 710 20 HDG
KADR4 712 20 HDG
KADR4 715 20 HDG
KADR4 720 20 HDG

50

75
100
125
150
200

17,63

18,82
20,03

21,25
22,50
25,05

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 722 20 HDG
KADR4 725 20 HDG
KADR4 730 20 HDG
KADR4 740 20 HDG
KADR4 745 20 HDG
KADR4 750 20 HDG

225

250
300
400
450
500

26,36

27,68
30,39

36,04
38,99

42,01

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 760 20 HDG
KADR4 770 20 HDG
KADR4 775 20 HDG
KADR4 780 20 HDG
KADR4 790 20 HDG

600

700
750
800
900

48,29
54,88
58,30
61,79
69,01

1

1
1
1
1

1

1
1
1
1

KADR4 700 20 HDG 1000 76,55 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 722 15 HDG

KADR2 725 15 HDG
KADR2 730 15 HDG

KADR2 740 15 HDG
KADR2 745 15 HDG
KADR2 750 15 HDG

225

250
300
400
450
500

10,66
11,30

12,63
15,45
16,95
18,51

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 760 15 HDG

KADR2 770 15 HDG
KADR2 775 15 HDG

KADR2 780 15 HDG
KADR2 790 15 HDG
KADR2 700 15 HDG

600
700

750
800
900

1000

21,81

25,34
27,20
29,11
33,11

37,35

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H75

CODE

KADR2 705 20 HDG

KADR2 707 20 HDG
KADR2 710 20 HDG

KADR2 712 20 HDG
KADR2 715 20 HDG
KADR2 720 20 HDG

50

75
100
125
150
200

8,78
9,49

10,23
10,98
11,76
13,37

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 722 20 HDG

KADR2 725 20 HDG
KADR2 730 20 HDG

KADR2 740 20 HDG
KADR2 745 20 HDG
KADR2 750 20 HDG

225

250
300
400
450
500

14,20
15,06
16,82
20,59
22,59
24,67

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 760 20 HDG

KADR2 770 20 HDG
KADR2 775 20 HDG

KADR2 780 20 HDG
KADR2 790 20 HDG
KADR2 700 20 HDG

600
700

750
800
900

1000

29,07

33,78
36,25
38,80
44,14
49,79

1

1
1
1
1
1

1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR2 H75 HDG

42

75

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR4 H75 HDG

42

75



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 750 15 HDG 90 1.20500
450KATE 745 15 HDG 90 1.11

KATE 760 15 HDG 90 1.36600

KATE 722 15 HDG 90 0.75225

KATE 710 15 HDG 90 0.54100
KATE 712 15 HDG 90 0.58125

150KATE 715 15 HDG 90 0.62
200KATE 720 15 HDG 90 0.71

KATE 725 15 HDG 90 0.79250
KATE 730 15 HDG 90 0.87300
KATE 740 15 HDG 90 1.03400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 750 20 HDG 90500
450KATE 745 20 HDG 90

KATE 760 20 HDG 90600

KATE 722 20 HDG 90 0.99225

KATE 710 20 HDG 90 0.72100
KATE 712 20 HDG 90 0.78125

150KATE 715 20 HDG 90 0.83
200KATE 720 20 HDG 90 0.94

KATE 725 20 HDG 90250
KATE 730 20 HDG 90300
KATE 740 20 HDG 90400

1
1

1

1
1
1
1

1
1
1
1

KATER1 750 20 HDG 150 2.55500
450KATER1 745 20 HDG 150 2.39

KATER1 760 20 HDG 150 2.87600

KATER1 722 20 HDG 150 1.67225

KATER1 710 20 HDG 150 1.28100
KATER1 712 20 HDG 150 1.36125

150KATER1 715 20 HDG 150 1.44
200KATER1 720 20 HDG 150 1.59

KATER1 725 20 HDG 150 1.75250
KATER1 730 20 HDG 150 1.91300
KATER1 740 20 HDG 150 2.23400

1
1

1

1
1
1
1

1
1
1
1

KATER1 750 15 HDG 1.91
KATER1 745 15 HDG 1.79

KATER1 760 15 HDG 2.15

KATER1 722 15 HDG 1.26

KATER1 710 15 HDG 0.96
KATER1 712 15 HDG 1.02
KATER1 715 15 HDG 1.08
KATER1 720 15 HDG 1.20

KATER1 725 15 HDG 1.32
KATER1 730 15 HDG 1.44
KATER1 740 15 HDG 1.67

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.30

0.39
0.69

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 7 15 HDG 9055

KA90ER1 7 15 HDG 15090
KA90ER2 7 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 7 20 HDG 90 0.3855

KA90ER1 7 20 HDG 150 0.5290
KA90ER2 7 20 HDG 300 0.91180

mm pcs

1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATE ... H75 KATER1 ... H75

KA90E ... H75 KA90E ... H75

1,48
1,37

1,59

1.05
1.16

1,81

KATE Mount�ng

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

KATE H75 HDG

KATER1 H75 HDG

KA90E Mount�ng

KA90E H75 HDG

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

7
5

1
8

9

25



Hot-D�p Galvan�zed

W1CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2W1 W1
mm

CODE
mm ad/pc

kgCODE
pcs

2.0mm

W2
mm
W1

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H75

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

pcs

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS ... H75 ROS ... H75

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

ROS H75 HDG

W1

W2

9x18

6
0

L

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

CFS M6 / M8

ROS 720.05 20 HDG

ROS 710.05 20 HDG

ROS 715.10 20 HDG

ROS 715.05 20 HDG

ROS 720.15 20 HDG

ROS 720.10 20 HDG

ROS 725.20 20 HDG

ROS 725.15 20 HDG

ROS 730.05 20 HDG

ROS 725.10 20 HDG

ROS 725.05 20 HDG

ROS 730.25 20 HDG

ROS 730.20 20 HDG

ROS 730.15 20 HDG

ROS 730.10 20 HDG

ROS 740.30 20 HDG

ROS 740.25 20 HDG

ROS 745.25 20 HDG

ROS 740.20 20 HDG

ROS 740.15 20 HDG

ROS 740.10 20 HDG

ROS 740.05 20 HDG

ROS 745.40 20 HDG

ROS 745.30 20 HDG

ROS 745.20 20 HDG

ROS 745.15 20 HDG

ROS 750.20 20 HDG

ROS 745.10 20 HDG

ROS 745.05 20 HDG

ROS 750.45 20 HDG

ROS 750.40 20 HDG

ROS 750.30 20 HDG

ROS 750.25 20 HDG

ROS 750.15 20 HDG

ROS 750.10 20 HDG

ROS 760.20 20 HDG

ROS 750.05 20 HDG

ROS 760.50 20 HDG
ROS 760.45 20 HDG

ROS 760.40 20 HDG

ROS 760.30 20 HDG

ROS 760.25 20 HDG

ROS 760.15 20 HDG

ROS 760.10 20 HDG

ROS 760.05 20 HDG

50

100

50

150

100

50

200

150

100

50

250

200

150

100

50

300

250

200

150

100

50

400

300

250

200

150

100

50

450

400

300

250

200

150

100

50

500

450

400

300

250

200

150

100

50

1,08

1,30

1,19

1,52

1,41

1,30

1,74

1,63

1,52

1,41

1,96

1,85

1,74

1,63

1,52

2,62

2,49

2,37

2,24

2,12

1,99

3,37

3,09

2,94

2,80

2,66

2,52

2,38

4,06

3,90

3,58

3,43

3,27

3,11

2,96

2,80

5,43

5,24

5,05

4,68

4,49

4,30

4,11

3,92

3,74

0,81

0,98

0,90

1,14

1,06

0,98

1,31

1,22

1,14

1,06

1,47

1,39

1,31

1,22

1,14

1,96

1,87

1,78

1,68

1,59

1,49

2,53

2,32

2,21

2,10

2,00

1,89

1,79

3,04

2,93

2,69

2,57

2,45

2,34

2,22

2,10

4,07

3,93

3,79

3,51

3,37

3,23

3,09

2,94

2,80

ROS 710.05 15 HDG

ROS 715.10 15 HDG

ROS 715.05 15 HDG

ROS 720.15 15 HDG

ROS 720.10 15 HDG

ROS 720.05 15 HDG

ROS 725.20 15 HDG

ROS 725.15 15 HDG

ROS 725.10 15 HDG

ROS 725.05 15 HDG

ROS 730.25 15 HDG

ROS 730.20 15 HDG

ROS 730.15 15 HDG

ROS 730.10 15 HDG

ROS 730.05 15 HDG

ROS 740.30 15 HDG

ROS 740.25 15 HDG

ROS 740.20 15 HDG

ROS 740.15 15 HDG

ROS 740.10 15 HDG

ROS 740.05 15 HDG

ROS 745.40 15 HDG

ROS 745.30 15 HDG

ROS 745.25 15 HDG

ROS 745.20 15 HDG

ROS 745.15 15 HDG

ROS 745.10 15 HDG

ROS 745.05 15 HDG

ROS 750.45 15 HDG

ROS 750.40 15 HDG

ROS 750.30 15 HDG

ROS 750.25 15 HDG

ROS 750.20 15 HDG

ROS 750.15 15 HDG

ROS 750.10 15 HDG

ROS 750.05 15 HDG

ROS 760.50 15 HDG

ROS 760.45 15 HDG

ROS 760.40 15 HDG

ROS 760.30 15 HDG

ROS 760.25 15 HDG

ROS 760.20 15 HDG

ROS 760.15 15 HDG

ROS 760.10 15 HDG

ROS 760.05 15 HDG

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1  

200

100

150

150

200

250

250

200

300

250

250

300

300

400

400

300

300

450

400

400

400

400

450

450

500

450

450

500

500

500

500

600

500

600

600

600

600

600

600

600

500

500

600

450

450

50

50

100

50

150

200

150

100

50

100

50

250

200

100

300

250

150

250

200

150

100

50

300

200

150

400

200

100

50

450

400

250

150

100

300

200

50

500

450

400

250

150

100

300

50

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1  

mm



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 720.05 15 HDG

RLS 710.05 15 HDG

200

100

RLS 715.10 15 HDG 150
RLS 715.05 15 HDG 150
RLS 720.15 15 HDG 200
RLS 720.10 15 HDG

RLS 725.20 15 HDG 250
RLS 725.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 730.05 15 HDG

RLS 725.10 15 HDG

300

250

RLS 725.05 15 HDG 250
RLS 730.25 15 HDG 300
RLS 730.20 15 HDG 300
RLS 730.15 15 HDG
RLS 730.10 15 HDG

RLS 740.30 15 HDG 400
RLS 740.25 15 HDG 400

50

100

50
250
200

100

300
250

150

RLS 745.25 15 HDG

RLS 740.20 15 HDG

450

400

RLS 740.15 15 HDG 400
RLS 740.10 15 HDG 400
RLS 740.05 15 HDG 400
RLS 745.40 15 HDG
RLS 745.30 15 HDG

RLS 745.20 15 HDG 450
RLS 745.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 750.20 15 HDG

RLS 745.10 15 HDG

500

450

RLS 745.05 15 HDG 450
RLS 750.45 15 HDG 500
RLS 750.40 15 HDG 500
RLS 750.30 15 HDG
RLS 750.25 15 HDG

RLS 750.15 15 HDG 500
RLS 750.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 760.20 15 HDG

RLS 750.05 15 HDG

600

500

RLS 760.50 15 HDG 600
RLS 760.45 15 HDG 600
RLS 760.40 15 HDG 600
RLS 760.30 15 HDG
RLS 760.25 15 HDG

RLS 760.15 15 HDG 600
RLS 760.10 15 HDG 600

600
200

50

500
450
400

250

150
100

300

RLS 760.05 15 HDG 600 50

RLS 720.05 20 HDG

RLS 710.05 20 HDG

RLS 715.10 20 HDG
RLS 715.05 20 HDG
RLS 720.15 20 HDG
RLS 720.10 20 HDG

RLS 725.20 20 HDG
RLS 725.15 20 HDG

50

50

100
50

150

200
150

100

RLS 730.05 20 HDG

RLS 725.10 20 HDG

RLS 725.05 20 HDG
RLS 730.25 20 HDG
RLS 730.20 20 HDG
RLS 730.15 20 HDG
RLS 730.10 20 HDG

RLS 740.30 20 HDG
RLS 740.25 20 HDG

50

100

50
250
200

100

300
250

150

RLS 745.25 20 HDG

RLS 740.20 20 HDG

RLS 740.15 20 HDG
RLS 740.10 20 HDG
RLS 740.05 20 HDG
RLS 745.40 20 HDG
RLS 745.30 20 HDG

RLS 745.20 20 HDG
RLS 745.15 20 HDG

250

200

150
100
50

300

200
150

400

RLS 750.20 20 HDG

RLS 745.10 20 HDG

RLS 745.05 20 HDG
RLS 750.45 20 HDG
RLS 750.40 20 HDG
RLS 750.30 20 HDG
RLS 750.25 20 HDG

RLS 750.15 20 HDG
RLS 750.10 20 HDG

200

100

50
450
400

250

150
100

300

RLS 760.20 20 HDG

RLS 750.05 20 HDG

RLS 760.50 20 HDG
RLS 760.45 20 HDG
RLS 760.40 20 HDG
RLS 760.30 20 HDG
RLS 760.25 20 HDG

RLS 760.15 20 HDG
RLS 760.10 20 HDG

200

50

500
450
400

250

150
100

300

RLS 760.05 20 HDG 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RLS ... H75 RLS ... H75

0,81 1,08

1,30

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)
L

RLS H75 HDG

CFS M6 / M8

0,98
0,90
1,14
1,06
0,98
1,31

1,22
1,14

1,06
1,47
1,39
1,31
1,22
1,14
1,96
1,87
1,78
1,68
1,59
1,49
2,53

2,32
2,21
2,10
2,00

1,89

1,79
3,04
2,93

2,69
2,57
2,45
2,34
2,22

2,10

4,07
3,93
3,79

3,51
3,37
3,23
3,09
2,94

2,80

1,19
1,52
1,41
1,30
1,74

1,63
1,52

1,41
1,96
1,85
1,74
1,63
1,52
2,62
2,49

2,37

2,24
2,12
1,99
3,37
3,09
2,94
2,80
2,66
2,52

2,38
4,06
3,90
3,58

3,43
3,27
3,11
2,96
2,80

5,43
5,24
5,05
4,68

4,49
4,30
4,11
3,92
3,74

300
300

600

200
200

100

150
150
200

250
250

300

250

250
300
300

400
400

450

400

400
400
400

450
450

450
450

500

450

450
500
500

500
500

500
500

600

500

600
600
600

600
600

600

600

300
300

600

200



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 720.05 15 HDG

RGS 710.05 15 HDG

RGS 715.10 15 HDG
RGS 715.05 15 HDG
RGS 720.15 15 HDG
RGS 720.10 15 HDG

RGS 725.20 15 HDG
RGS 725.15 15 HDG

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H75

pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H75

pcs

2.0mm

W2
mm
W1

RGS 730.05 15 HDG

RGS 725.10 15 HDG

RGS 725.05 15 HDG
RGS 730.25 15 HDG
RGS 730.20 15 HDG
RGS 730.15 15 HDG
RGS 730.10 15 HDG

RGS 740.30 15 HDG
RGS 740.25 15 HDG

RGS 745.25 15 HDG

RGS 740.20 15 HDG

RGS 740.15 15 HDG
RGS 740.10 15 HDG
RGS 740.05 15 HDG
RGS 745.40 15 HDG
RGS 745.30 15 HDG

RGS 745.20 15 HDG
RGS 745.15 15 HDG

RGS 750.20 15 HDG

RGS 745.10 15 HDG

RGS 745.05 15 HDG
RGS 750.45 15 HDG
RGS 750.40 15 HDG
RGS 750.30 15 HDG
RGS 750.25 15 HDG

RGS 750.15 15 HDG
RGS 750.10 15 HDG

RGS 760.20 15 HDG

RGS 750.05 15 HDG

RGS 760.50 15 HDG
RGS 760.45 15 HDG
RGS 760.40 15 HDG
RGS 760.30 15 HDG
RGS 760.25 15 HDG

RGS 760.15 15 HDG
RGS 760.10 15 HDG
RGS 760.05 15 HDG

RGS 720.05 20 HDG

RGS 710.05 20 HDG

RGS 715.10 20 HDG
RGS 715.05 20 HDG
RGS 720.15 20 HDG
RGS 720.10 20 HDG

RGS 725.20 20 HDG
RGS 725.15 20 HDG

RGS 730.05 20 HDG

RGS 725.10 20 HDG

RGS 725.05 20 HDG
RGS 730.25 20 HDG
RGS 730.20 20 HDG
RGS 730.15 20 HDG
RGS 730.10 20 HDG

RGS 740.30 20 HDG
RGS 740.25 20 HDG

RGS 745.25 20 HDG

RGS 740.20 20 HDG

RGS 740.15 20 HDG
RGS 740.10 20 HDG
RGS 740.05 20 HDG
RGS 745.40 20 HDG
RGS 745.30 20 HDG

RGS 745.20 20 HDG
RGS 745.15 20 HDG

RGS 750.20 20 HDG

RGS 745.10 20 HDG

RGS 745.05 20 HDG
RGS 750.45 20 HDG
RGS 750.40 20 HDG
RGS 750.30 20 HDG
RGS 750.25 20 HDG

RGS 750.15 20 HDG
RGS 750.10 20 HDG

RGS 760.20 20 HDG

RGS 750.05 20 HDG

RGS 760.50 20 HDG
RGS 760.45 20 HDG
RGS 760.40 20 HDG
RGS 760.30 20 HDG
RGS 760.25 20 HDG

RGS 760.15 20 HDG
RGS 760.10 20 HDG
RGS 760.05 20 HDG

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=300mm)

RGS H75 HDG

CFS M6 / M8

200

100

150
150
200

250
250

50

50

100
50

150

200
150

100

300

250

250
300
300

400
400

50

100

50
250
200

100

300
250

150

450

400

400
400
400

450
450

450
450

250

200

150
100
50

300

200
150

400

500

450

450
500
500

500
500

500
500

200

100

50
450
400

250

150
100

300

600

500

600
600
600

600
600

600
200

50

500
450
400

250

150
100

300

600 50

RLS 720.05 20 HDG

RLS 710.05 20 HDG

RLS 715.10 20 HDG
RLS 715.05 20 HDG
RLS 720.15 20 HDG
RLS 720.10 20 HDG

RLS 725.20 20 HDG
RLS 725.15 20 HDG

50

50

100
50

150

200
150

100

RLS 730.05 20 HDG

RLS 725.10 20 HDG

RLS 725.05 20 HDG
RLS 730.25 20 HDG
RLS 730.20 20 HDG
RLS 730.15 20 HDG
RLS 730.10 20 HDG

RLS 740.30 20 HDG
RLS 740.25 20 HDG

50

100

50
250
200

100

300
250

150

RLS 745.25 20 HDG

RLS 740.20 20 HDG

RLS 740.15 20 HDG
RLS 740.10 20 HDG
RLS 740.05 20 HDG
RLS 745.40 20 HDG
RLS 745.30 20 HDG

RLS 745.20 20 HDG
RLS 745.15 20 HDG

250

200

150
100
50

300

200
150

400

RLS 750.20 20 HDG

RLS 745.10 20 HDG

RLS 745.05 20 HDG
RLS 750.45 20 HDG
RLS 750.40 20 HDG
RLS 750.30 20 HDG
RLS 750.25 20 HDG

RLS 750.15 20 HDG
RLS 750.10 20 HDG

200

100

50
450
400

250

150
100

300

RLS 760.20 20 HDG

RLS 750.05 20 HDG

RLS 760.50 20 HDG
RLS 760.45 20 HDG
RLS 760.40 20 HDG
RLS 760.30 20 HDG
RLS 760.25 20 HDG

RLS 760.15 20 HDG
RLS 760.10 20 HDG

200

50

500
450
400

250

150
100

300

RLS 760.05 20 HDG 50

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

0,81 1,08

1,300,98
0,90
1,14
1,06
0,98
1,31

1,22
1,14

1,06
1,47
1,39
1,31
1,22
1,14
1,96
1,87
1,78
1,68
1,59
1,49
2,53

2,32
2,21
2,10
2,00

1,89

1,79
3,04
2,93

2,69
2,57
2,45
2,34
2,22

2,10

4,07
3,93
3,79

3,51
3,37
3,23
3,09
2,94

2,80

1,19
1,52
1,41
1,30
1,74

1,63
1,52

1,41
1,96
1,85
1,74
1,63
1,52
2,62
2,49

2,37

2,24
2,12
1,99
3,37
3,09
2,94
2,80
2,66
2,52

2,38
4,06
3,90
3,58

3,43
3,27
3,11
2,96
2,80

5,43
5,24
5,05
4,68

4,49
4,30
4,11
3,92
3,74

300
300

600

200
200

100

150
150
200

250
250

300

250

250
300
300

400
400

450

400

400
400
400

450
450

450
450

500

450

450
500
500

500
500

500
500

600

500

600
600
600

600
600

600

600

300
300

600

200



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 750 20 HDG 500
450KADB 745 20 HDG

KADB 760 20 HDG 600

KADB 722 20 HDG

KADB 705 20 HDG

225

50

KADB 707 20 HDG 75
KADB 710 20 HDG 100
KADB 712 20 HDG 125

150KADB 715 20 HDG
200KADB 720 20 HDG

KADB 725 20 HDG 250
KADB 730 20 HDG 300
KADB 740 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KADB 705 10 HDG 50

KADB 707 10 HDG 75
KADB 710 10 HDG 100
KADB 712 10 HDG 125

150KADB 715 10 HDG
200KADB 720 10 HDG

CODE

ad/pc
kgCODE

KADB 722 12 HDG

KADB 705 12 HDG

225

50

KADB 707 12 HDG 75
KADB 710 12 HDG 100
KADB 712 12 HDG 125

150KADB 715 12 HDG
200KADB 720 12 HDG

KADB 725 12 HDG 250

KADB 722 15 HDG

KADB 705 15 HDG

225

50

KADB 707 15 HDG 75
KADB 710 15 HDG 100
KADB 712 15 HDG 125

150KADB 715 15 HDG
200KADB 720 15 HDG

KADB 725 15 HDG 250
KADB 730 15 HDG 300
KADB 740 15 HDG 400
KADB 745 15 HDG 450
KADB 750 15 HDG 500
KADB 760 15 HDG 600

1.0mm

KADB 730 12 HDG 300

pcs

1.5mm

KADB 770 15 HDG 700
KADB 775 15 HDG 750
KADB 780 15 HDG 800
KADB 790 15 HDG 900
KADB 700 15 HDG 1000

KADB 770 20 HDG 700
KADB 775 20 HDG 750
KADB 780 20 HDG 800
KADB 790 20 HDG 900
KADB 700 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 750 20 HDG 500
450KAIB 745 20 HDG

KAIB 760 20 HDG 600

KAIB 722 20 HDG

KAIB 705 20 HDG

225

50

KAIB 707 20 HDG 75
KAIB 710 20 HDG 100
KAIB 712 20 HDG 125

150KAIB 715 20 HDG
200KAIB 720 20 HDG

KAIB 725 20 HDG 250
KAIB 730 20 HDG 300
KAIB 740 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 705 10 HDG 50

KAIB 707 10 HDG 75
KAIB 710 10 HDG 100
KAIB 712 10 HDG 125

150KAIB 715 10 HDG
200KAIB 720 10 HDG

CODE

ad/pc
kgCODE

KAIB 722 12 HDG

KAIB 705 12 HDG

225

50

KAIB 707 12 HDG 75
KAIB 710 12 HDG 100
KAIB 712 12 HDG 125

150KAIB 715 12 HDG
200KAIB 720 12 HDG

KAIB 725 12 HDG 250

KAIB 722 15 HDG

KAIB 705 15 HDG

225

50

KAIB 707 15 HDG 75
KAIB 710 15 HDG 100
KAIB 712 15 HDG 125

150KAIB 715 15 HDG
200KAIB 720 15 HDG

KAIB 725 15 HDG 250
KAIB 730 15 HDG 300
KAIB 740 15 HDG 400
KAIB 745 15 HDG 450
KAIB 750 15 HDG 500
KAIB 760 15 HDG 600

1.0mm

KAIB 730 12 HDG 300

pcs

1.5mm

KAIB 770 15 HDG 700
KAIB 775 15 HDG 750
KAIB 780 15 HDG 800
KAIB 790 15 HDG 900
KAIB 700 15 HDG 1000

KAIB 770 20 HDG 700
KAIB 775 20 HDG 750
KAIB 780 20 HDG 800
KAIB 790 20 HDG 900
KAIB 700 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

8,13
5,99

8,60

3,64

1,68

2,07
2,26
2,46
2,85

3,24

4,42
4,81
5,20

9,07

10,01

10,96

1,85

1,03
1,14
1,26
1,38
1,50

1,73

1,96
2,20

2,30

1,27
1,41
1,56
1,71
1,86

2,15

2,44
2,74
3,33
3,62
3,92
4,51
6,12
6,47
6,82
7,52
8,23

0,85

0,96
1,05
1,15
1,25
1,44

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADB ... H75

KADB ... H75

KAIB ... H75

KAIB ... H75

3,04

a

75
T

360

3
6
0

R300

42

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KAIB H75 HDG

3
0
0
+

H

300+H

R300

42

1
8

9

a

75T

KADB H75 HDG

1
8

9

5,99
5,20

8,13

3,24

1.68

1.87
2.07
2.26
2.46

3.04

3,64
4,42
4,81

8,60
9,07
10,01
10,96

1,85

1,03

1,14
1,26
1,38
1,50
1,73

1,96
2,20

2,30

1,27
1,41
1,56

1,71
1,86
2,15

2,44
2,74
3,33

3,62

3,92
4,51
6,12
6,47
6,82
7,52
8,23

0,85

0,96
1,05
1,15
1,25
1,44

2.85

1,87



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 750 20 HDG 4,16500
450KADS 745 20 HDG 3,85

KADS 760 20 HDG 4,80600

KADS 722 20 HDG 2,44

KADS 705 20 HDG 1,34

225

50

KADS 707 20 HDG 1,5075
KADS 710 20 HDG 1,65100
KADS 712 20 HDG 1,81125

150KADS 715 20 HDG 1,96
200KADS 720 20 HDG 2,28

KADS 725 20 HDG 2,60250
KADS 730 20 HDG 2,91300
KADS 740 20 HDG 3,54400

KADS 722 15 HDG 1,84

KADS 705 15 HDG 1,01

225

50

KADS 707 15 HDG 1,1375
KADS 710 15 HDG 1,25100
KADS 712 15 HDG 1,37125

150KADS 715 15 HDG 1,48
200KADS 720 15 HDG 1,72

KADS 725 15 HDG 1,96250
KADS 730 15 HDG 2,20300
KADS 740 15 HDG 2,67400
KADS 745 15 HDG 2,90450
KADS 750 15 HDG 3,13500
KADS 760 15 HDG 3,60600
KADS 770 15 HDG 4,89700
KADS 775 15 HDG 5,17750
KADS 780 15 HDG 5,46800
KADS 790 15 HDG 6,02900
KADS 700 15 HDG 6,591000

KADS 770 20 HDG 6,51700
KADS 775 20 HDG 6,88750
KADS 780 20 HDG 7,26800
KADS 790 20 HDG 8,01900
KADS 700 20 HDG 8,761000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 722 15 HDG

KAIS 705 15 HDG

225

50
KAIS 707 15 HDG 75
KAIS 710 15 HDG 100
KAIS 712 15 HDG 125

150KAIS 715 15 HDG
200KAIS 720 15 HDG

KAIS 725 15 HDG 250
KAIS 730 15 HDG 300
KAIS 740 15 HDG 400
KAIS 745 15 HDG 450
KAIS 750 15 HDG 500

KAIS 760 15 HDG 600

KAIS 770 15 HDG 700

KAIS 775 15 HDG 750

KAIS 780 15 HDG 800

KAIS 790 15 HDG 900
KAIS 700 15 HDG 1000

KAIS 750 20 HDG 500
450KAIS 745 20 HDG

KAIS 760 20 HDG 600

KAIS 722 20 HDG

KAIS 705 20 HDG

225

50
KAIS 707 20 HDG 75
KAIS 710 20 HDG 100
KAIS 712 20 HDG 125

150KAIS 715 20 HDG
200KAIS 720 20 HDG

KAIS 725 20 HDG 250
KAIS 730 20 HDG 300
KAIS 740 20 HDG 400

KAIS 770 20 HDG 700

KAIS 775 20 HDG 750

KAIS 780 20 HDG 800

KAIS 790 20 HDG 900
KAIS 700 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H75 KADS ... H75 

KAIS ... H75 KAIS ... H75

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KADS H75 HDG

KAIS H75 HDG

a

75T

a

75
T

2
9

5

4
2

9

1
8

2
2

0

42

9

18

220

2
9

5

4,16
3,85

4,80

2,44

1,34

1,50
1,65
1,81
1,96
2,28

2,60
2,91
3,54

1,84

1,01

1,13
1,25
1,37
1,48
1,72

1,96
2,20

2,67
2,90
3,13
3,60
4,89
5,17
5,46
6,02
6,59

6,51
6,88
7,26
8,01

8,76



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 750 20 HDG 500
450KAISR2 745 20 HDG

KAISR2 760 20 HDG 600

KAISR2 722 20 HDG

KAISR2 705 20 HDG

225

50

KAISR2 707 20 HDG 75
KAISR2 710 20 HDG 100
KAISR2 712 20 HDG 125

150KAISR2 715 20 HDG
200KAISR2 720 20 HDG

KAISR2 725 20 HDG 250
KAISR2 730 20 HDG 300
KAISR2 740 20 HDG 400

KAISR2 722 15 HDG

KAISR2 705 15 HDG

225

50

KAISR2 707 15 HDG 75
KAISR2 710 15 HDG 100
KAISR2 712 15 HDG 125

150KAISR2 715 15 HDG
200KAISR2 720 15 HDG

KAISR2 725 15 HDG 250
KAISR2 730 15 HDG 300
KAISR2 740 15 HDG 400
KAISR2 745 15 HDG 450
KAISR2 750 15 HDG 500
KAISR2 760 15 HDG 600
KAISR2 770 15 HDG 700
KAISR2 775 15 HDG 750
KAISR2 780 15 HDG 800
KAISR2 790 15 HDG 900
KAISR2 700 15 HDG 1000

KAISR2 770 20 HDG 700
KAISR2 775 20 HDG 750
KAISR2 780 20 HDG 800
KAISR2 790 20 HDG 900
KAISR2 700 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 750 20 HDG 500
450KAISR4 745 20 HDG

KAISR4 760 20 HDG 600

KAISR4 722 20 HDG

KAISR4 705 20 HDG

225

50

KAISR4 707 20 HDG 75
KAISR4 710 20 HDG 100
KAISR4 712 20 HDG 125

150KAISR4 715 20 HDG
200KAISR4 720 20 HDG

KAISR4 725 20 HDG 250
KAISR4 730 20 HDG 300
KAISR4 740 20 HDG 400

KAISR4 722 15 HDG

KAISR4 705 15 HDG

225

50

KAISR4 707 15 HDG 75
KAISR4 710 15 HDG 100
KAISR4 712 15 HDG 125

150KAISR4 715 15 HDG
200KAISR4 720 15 HDG

KAISR4 725 15 HDG 250
KAISR4 730 15 HDG 300
KAISR4 740 15 HDG 400
KAISR4 745 15 HDG 450
KAISR4 750 15 HDG 500
KAISR4 760 15 HDG 600
KAISR4 770 15 HDG 700
KAISR4 775 15 HDG 750
KAISR4 780 15 HDG 800
KAISR4 790 15 HDG 900
KAISR4 700 15 HDG 1000

KAISR4 770 20 HDG 700
KAISR4 775 20 HDG 750
KAISR4 780 20 HDG 800
KAISR4 790 20 HDG 900
KAISR4 700 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAISR2 ... H75 KAISR2 ... H75

KAISR4 ... H75 KAISR4 ... H75

7,80
7,21

8,98

4,56

2,50

2,80
3,09
3,38
3,68
4,27

4,86
5,45
6,62

3,44

1,89

2,12
2,34
2,56
2,78
3,22

3,66
4,10
4,99
5,43
5,87
6,75
7,64
8,08
8,52
9,40

10,28

10,16
10,74
11,33
12,51
13,69

12.48
11.54

14.36

7.30

4.00

4.47
4.94
5.41
5.88
6.83

7.77
8.71

10.59

5.50

3.03

3.38
3.74
4.09
4.44
5.15

5.85
6.56
7.97
8.68
9.39

10.80
12.21
12.92
13.63
15.04
16.45

16.25
17.19
18.13
20.01
21.90

a

75T

a

75
T

5
0

0

500

R30
0

9

18

41

1
2

5

125

8
0

0
800

9

18

41

1
2

5

125

KAISR2 H75 HDG

KAISR4 H75 HDG

R 6
00



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 750 20 HDG 7,80500
450KADSR2 745 20 HDG 7,21

KADSR2 760 20 HDG 8,98600

KADSR2 722 20 HDG 4,56

KADSR2 705 20 HDG 2,50

225

50

KADSR2 707 20 HDG 2,8075
KADSR2 710 20 HDG 3,09100
KADSR2 712 20 HDG 3,38125

150KADSR2 715 20 HDG 3,68
200KADSR2 720 20 HDG 4,27

KADSR2 725 20 HDG 4,86250
KADSR2 730 20 HDG 5,45300
KADSR2 740 20 HDG 6,62400

KADSR2 722 15 HDG 3,44

KADSR2 705 15 HDG 1,89

225

50

KADSR2 707 15 HDG 2,1275
KADSR2 710 15 HDG 2,34100
KADSR2 712 15 HDG 2,56125

150KADSR2 715 15 HDG 2,78
200KADSR2 720 15 HDG 3,22

KADSR2 725 15 HDG 3,66250
KADSR2 730 15 HDG 4,10300
KADSR2 740 15 HDG 4,99400
KADSR2 745 15 HDG 5,43450
KADSR2 750 15 HDG 5,87500
KADSR2 760 15 HDG 6,75600
KADSR2 770 15 HDG 7,64700
KADSR2 775 15 HDG 8,08750
KADSR2 780 15 HDG 8,52800
KADSR2 790 15 HDG 9,40900
KADSR2 700 15 HDG 10,281000

KADSR2 770 20 HDG 10,16700
KADSR2 775 20 HDG 10,74750
KADSR2 780 20 HDG 11,33800
KADSR2 790 20 HDG 12,51900
KADSR2 700 20 HDG 13,691000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 750 20 HDG 12.48500
450KADSR4 745 20 HDG 11.54

KADSR4 760 20 HDG 14.36600

KADSR4 722 20 HDG 7.30

KADSR4 705 20 HDG 4.00

225

50

KADSR4 707 20 HDG 4.4775
KADSR4 710 20 HDG 4.94100
KADSR4 712 20 HDG 5.41125

150KADSR4 715 20 HDG 5.88
200KADSR4 720 20 HDG 6.83

KADSR4 725 20 HDG 7.77250
KADSR4 730 20 HDG 8.71300
KADSR4 740 20 HDG 10.59400

KADSR4 722 15 HDG 5.50

KADSR4 705 15 HDG 3.03

225

50

KADSR4 707 15 HDG 3.3875
KADSR4 710 15 HDG 3.74100
KADSR4 712 15 HDG 4.09125

150KADSR4 715 15 HDG 4.44
200KADSR4 720 15 HDG 5.15

KADSR4 725 15 HDG 5.85250
KADSR4 730 15 HDG 6.56300
KADSR4 740 15 HDG 7.97400
KADSR4 745 15 HDG 8.68450
KADSR4 750 15 HDG 9.39500
KADSR4 760 15 HDG 10.80600
KADSR4 770 15 HDG 12.21700
KADSR4 775 15 HDG 12.92750
KADSR4 780 15 HDG 13.63800
KADSR4 790 15 HDG 15.04900
KADSR4 700 15 HDG 16.451000

KADSR4 770 20 HDG 16.25700
KADSR4 775 20 HDG 17.19750
KADSR4 780 20 HDG 18.13800
KADSR4 790 20 HDG 20.01900
KADSR4 700 20 HDG 21.901000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H75 KADSR2 ... H75

KADSR4 ... H75 KADSR4 ... H75

a

75T

a

75
T

800

8
0

0

R
60

0

9

1
8

4
0

125

1
2

5

485

5
0

0

R
30

0

9

1
8

4
0

125

1
2

5

KADSR2 H75 HDG

KADSR4 H75 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 750 20 HDG 3,33500
450KADS45 745 20 HDG 3,08

KADS45 760 20 HDG 3,84600

KADS45 722 20 HDG 1,96

KADS45 705 20 HDG 1,08

225

50

KADS45 707 20 HDG 1,2075
KADS45 710 20 HDG 1,32100
KADS45 712 20 HDG 1,45125

150KADS45 715 20 HDG 1,57
200KADS45 720 20 HDG 1,83

KADS45 725 20 HDG 2,08250
KADS45 730 20 HDG 2,33300
KADS45 740 20 HDG 2,83400

KADS45 722 15 HDG 1,48

KADS45 705 15 HDG 0,81

225

50

KADS45 707 15 HDG 0,9175
KADS45 710 15 HDG 1,00100
KADS45 712 15 HDG 1,10125

150KADS45 715 15 HDG 1,19
200KADS45 720 15 HDG 1,38

KADS45 725 15 HDG 1,56250
KADS45 730 15 HDG 1,76300
KADS45 740 15 HDG 2,13400
KADS45 745 15 HDG 2,32450
KADS45 750 15 HDG 2,51500
KADS45 760 15 HDG 2.88600
KADS45 770 15 HDG 3,26700
KADS45 775 15 HDG 3,45750
KADS45 780 15 HDG 3,64800
KADS45 790 15 HDG 4,02900
KADS45 700 15 HDG 4,401000

KADS45 770 20 HDG 4,34700
KADS45 775 20 HDG 4,59750
KADS45 780 20 HDG 4,84800
KADS45 790 20 HDG 5,34900
KADS45 700 20 HDG 5,841000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 750 20 HDG 500
450KAIS45 745 20 HDG

KAIS45 760 20 HDG 600

KAIS45 722 20 HDG

KAIS45 705 20 HDG

225

50

KAIS45 707 20 HDG 75
KAIS45 710 20 HDG 100
KAIS45 712 20 HDG 125

150KAIS45 715 20 HDG
200KAIS45 720 20 HDG

KAIS45 725 20 HDG 250
KAIS45 730 20 HDG 300
KAIS45 740 20 HDG 400

KAIS45 722 15 HDG

KAIS45 705 15 HDG

225

50

KAIS45 707 15 HDG 75
KAIS45 710 15 HDG 100
KAIS45 712 15 HDG 125

150KAIS45 715 15 HDG
200KAIS45 720 15 HDG

KAIS45 725 15 HDG 250
KAIS45 730 15 HDG 300
KAIS45 740 15 HDG 400
KAIS45 745 15 HDG 450
KAIS45 750 15 HDG 500
KAIS45 760 15 HDG 600
KAIS45 770 15 HDG 700
KAIS45 775 15 HDG 750
KAIS45 780 15 HDG 800
KAIS45 790 15 HDG 900
KAIS45700 15 HDG 1000

KAIS45 770 20 HDG 700
KAIS45 775 20 HDG 750
KAIS45 780 20 HDG 800
KAIS45 790 20 HDG 900
KAIS45 700 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

3,33
3,08

3,84

1,96

1.08

1,20
1,32
1,45
1,57

1,83

2,08
2,33
2,83

1.48

0.81

0.91
1.00
1.10
1.19
1.38

1.56
1.76
2.13
2.32
2,51
2.88
3,26
3,45
3,64
4,02
4,40

4,34
4,59
4,84
5,34
5,84

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 ... H75 KADS45 ... H75

KAIS45 ... H75 KAIS45 ... H75

a

75T

41

9x18

135°

1
5

5

245

7
5

KADS45 H75 HDG

KAIS45 H75 HDG

a

75T

41

9x18

135°

1
5

5

245

7
5



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 750 20 HDG 7,80500
450KAIS45R4 745 20 HDG 7,21

KAIS45R4 760 20 HDG 8,98600

KAIS45R4 722 20 HDG 4,56

KAIS45R4 705 20 HDG 2,50

225

50

KAIS45R4 707 20 HDG 2,8075
KAIS45R4 710 20 HDG 3,09100
KAIS45R4 712 20 HDG 3,38125

150KAIS45R4 715 20 HDG 3,68
200KAIS45R4 720 20 HDG 4,27

KAIS45R4 725 20 HDG 4,86250
KAIS45R4 730 20 HDG 5,45300
KAIS45R4 740 20 HDG 6,62400

KAIS45R4 722 15 HDG 3,44

KAIS45R4 705 15 HDG 1,89

225

50

KAIS45R4 707 15 HDG 2,1275
KAIS45R4 710 15 HDG 2,34100
KAIS45R4 712 15 HDG 2,56125

150KAIS45R4 715 15 HDG 2,78
200KAIS45R4 720 15 HDG 3,22

KAIS45R4 725 15 HDG 3,66250
KAIS45R4 730 15 HDG 4,10300
KAIS45R4 740 15 HDG 4,99400
KAIS45R4 745 15 HDG 5,43450
KAIS45R4 750 15 HDG 5,87500
KAIS45R4 760 15 HDG 6,75600
KAIS45R4 770 15 HDG 7,64700
KAIS45R4 775 15 HDG 8,08750
KAIS45R4 780 15 HDG 8,52800
KAIS45R4 790 15 HDG 9,40900
KAIS45R4 700 15 HDG 10,281000

KAIS45R4 770 20 HDG 10,16700
KAIS45R4 775 20 HDG 10,74750
KAIS45R4 780 20 HDG 11,33800
KAIS45R4 790 20 HDG 12,51900
KAIS45R4 700 20 HDG 13,691000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 750 20 HDG 5,20500
450KAIS45R2 745 20 HDG 4,81

KAIS45R2 760 20 HDG 5,99600

KAIS45R2 722 20 HDG 3,04

KAIS45R2 705 20 HDG 1.67

225

50

KAIS45R2 707 20 HDG 1.8775
KAIS45R2 710 20 HDG 2.06100
KAIS45R2 712 20 HDG 2.26125

150KAIS45R2 715 20 HDG 2,45
200KAIS45R2 720 20 HDG 2,85

KAIS45R2 725 20 HDG 3,24250
KAIS45R2 730 20 HDG 3,63300
KAIS45R2 740 20 HDG 4,42400

KAIS45R2 722 15 HDG

KAIS45R2 705 15 HDG 1,26

225

50

KAIS45R2 707 15 HDG 1,4175
KAIS45R2 710 15 HDG 1,56100
KAIS45R2 712 15 HDG 1,71125

150KAIS45R2 715 15 HDG 1,85
200KAIS45R2 720 15 HDG 2,15

KAIS45R2 725 15 HDG
2.30

250
KAIS45R2 730 15 HDG

2.44
300

KAIS45R2 740 15 HDG
2,74

400
KAIS45R2 745 15 HDG

3,33
450

KAIS45R2 750 15 HDG
3,62

500
KAIS45R2 760 15 HDG

3,91
600

KAIS45R2 770 15 HDG
4,50

700
KAIS45R2 775 15 HDG

5,09
750

KAIS45R2 780 15 HDG
5,39

800
KAIS45R2 790 15 HDG

5,68

900
KAIS45R2 700 15 HDG

6,27

1000

KAIS45R2 770 20 HDG 6,77700
KAIS45R2 775 20 HDG 7,16750
KAIS45R2 780 20 HDG 7,56800

KAIS45R2  790 20 HDG 8,34900
KAIS45R2 700 20 HDG 9,131000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS45R4 ... H75 KAIS45R4 ... H75

KAIS45R2 ... H75 KAIS45R2 ... H75

6,68

a

75T

a

75
T

KAIS45R2 H75 HDG

KAIS45R4 H75 HDG

9x18

41

 125

 7
5

 R
3
0
0
 

 1
7
5

 478

9x18

41

 125

 7
5

 R
6
0
0

 2
6
5

690



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 750 20 HDG 500
450KADS45R2 745 20 HDG

KADS45R2 760 20 HDG 600

KADS45R2 722 20 HDG

KADS45R2 705 20 HDG

225

50

KADS45R2 707 20 HDG 75
KADS45R2 710 20 HDG 100
KADS45R2 712 20 HDG 125

150KADS45R2 715 20 HDG
200KADS45R2 720 20 HDG

KADS45R2 725 20 HDG 250
KADS45R2 730 20 HDG 300
KADS45R2 740 20 HDG 400

KADS45R2 722 15 HDG

KADS45R2 705 15 HDG

225

50

KADS45R2 707 15 HDG 75
KADS45R2 710 15 HDG 100
KADS45R2 712 15 HDG 125

150KADS45R2 715 15 HDG
200KADS45R2 720 15 HDG

KADS45R2 725 15 HDG 250
KADS45R2 730 15 HDG 300
KADS45R2 740 15 HDG 400
KADS45R2 745 15 HDG 450
KADS45R2 750 15 HDG 500
KADS45R2 760 15 HDG 600
KADS45R2 770 15 HDG 700
KADS45R2 775 15 HDG 750
KADS45R2 780 15 HDG 800
KADS45R2 790 15 HDG 900
KADS45R2 700 15 HDG 1000

KADS45R2 770 20 HDG 700
KADS45R2 775 20 HDG 750
KADS45R2 780 20 HDG 800
KADS45R2 790 20 HDG 900
KADS45R2 700 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 750 20 HDG 500
450KADS45R4 745 20 HDG

KADS45R4 760 20 HDG 600

KADS45R4 722 20 HDG

KADS45R4 705 20 HDG

225

50

KADS45R4 707 20 HDG 75
KADS45R4 710 20 HDG 100
KADS45R4 712 20 HDG 125

150KADS45R4 715 20 HDG
200KADS45R4 720 20 HDG

KADS45R4 725 20 HDG 250
KADS45R4 730 20 HDG 300
KADS45R4 740 20 HDG 400

KADS45R4 722 15 HDG

KADS45R4 705 15 HDG

225

50

KADS45R4 707 15 HDG 75
KADS45R4 710 15 HDG 100
KADS45R4 712 15 HDG 125

150KADS45R4 715 15 HDG
200KADS45R4 720 15 HDG

KADS45R4 725 15 HDG 250
KADS45R4 730 15 HDG 300
KADS45R4 740 15 HDG 400
KADS45R4 745 15 HDG 450
KADS45R4 750 15 HDG 500
KADS45R4 760 15 HDG 600
KADS45R4 770 15 HDG 700
KADS45R4 775 15 HDG 750
KADS45R4 780 15 HDG 800
KADS45R4 790 15 HDG 900
KADS45R4 700 15 HDG 1000

KADS45R4 770 20 HDG 700
KADS45R4 775 20 HDG 750
KADS45R4 780 20 HDG 800
KADS45R4 790 20 HDG 900
KADS45R4 700 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

5.20
4.81

5.99

3.04

1.67

1.87
2.06
2.26
2.45
2.85

3.24
3.63
4.42

2,30

1,26

1,41
1,56
1,71
1,85
2,15

2,44
2,74
3.33
3.62
3.91
4.50
5.09
5.39
5.68
6.27
6.68

6.77
7.16
7.56
8.34
9.13

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R2 ... H75 KADS45R2 ... H75

KADS45R4 ... H75 KADS45R4 ... H75

KADS45R2 H75 HDG

KADS45R4 H60 HDG

a

75 T

a

75
T

9x18

41

 125
 7

5

 R
3
0
0
 

 1
7
5

 478

9x18

41

 125

 7
5

 R
6
0
0

 2
6
5

690

7,80
7,21

8,98

4,56

2,50

2,80
3,09
3,38
3,68
4,27

4,86
5,45
6,62

3,44

1,89

2,12
2,34
2,56
2,78
3,22

3,66
4,10
4,99
5,43
5,87
6,75
7,64
8,08
8,52
9,40

10,28

10,16
10,74
11,33
12,51
13,69



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

2
7
0

1
5
0

W

1
8

9

6
0

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 750 20 HDG 2.08500
450KAMB 745 20 HDG 1.93

KAMB 760 20 HDG 2.40600

KAMB 722 20 HDG 1.22

KAMB 705 20 HDG 0.68

225

50

KAMB 707 20 HDG 0.7675
KAMB 710 20 HDG 0.83100
KAMB 712 20 HDG 0.91125

150KAMB 715 20 HDG 0.99
200KAMB 720 20 HDG 1.15

KAMB 725 20 HDG 1.30250
KAMB 730 20 HDG 1.46300
KAMB 740 20 HDG 1.77400

KAMB 722 15 HDG 0.92

KAMB 705 15 HDG 0.51

225

50

KAMB 707 15 HDG 0.5775
KAMB 710 15 HDG 0.63100
KAMB 712 15 HDG 0.69125

150KAMB 715 15 HDG 0.75
200KAMB 720 15 HDG 0.87

KAMB 725 15 HDG 0.98250
KAMB 730 15 HDG 1.10300
KAMB 740 15 HDG 1.34400
KAMB 745 15 HDG 1.45450
KAMB 750 15 HDG 1.57500
KAMB 760 15 HDG 1.80600
KAMB 770 15 HDG 2.04700
KAMB 775 15 HDG 2.16750
KAMB 780 15 HDG 2.28800
KAMB 790 15 HDG 2.52900
KAMB 700 15 HDG 2.751000

KAMB 770 20 HDG 2.72700
KAMB 775 20 HDG 2.87750
KAMB 780 20 HDG 3.03800
KAMB 790 20 HDG 3.34900
KAMB 700 20 HDG 3.661000

6
7
0

a

1
8

9

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD H75 HDG

KAMB H75 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 750 20 HDG 500
450KAMD 745 20 HDG

KAMD 760 20 HDG 600

KAMD 722 20 HDG 3,00

KAMD 705 20 HDG 2,21

225

50

KAMD 707 20 HDG 2,3275
KAMD 710 20 HDG 2,44100
KAMD 712 20 HDG 2,55125

150KAMD 715 20 HDG 2,66

200KAMD 720 20 HDG 2,88

KAMD 725 20 HDG 3,11250
KAMD 730 20 HDG 3,33300
KAMD 740 20 HDG 400

KAMD 722 15 HDG

KAMD 705 15 HDG 1,80

225

50

KAMD 707 15 HDG 75
KAMD 710 15 HDG 100
KAMD 712 15 HDG 125

150KAMD 715 15 HDG
200KAMD 720 15 HDG

KAMD 725 15 HDG 250
KAMD 730 15 HDG 300
KAMD 740 15 HDG 400
KAMD 745 15 HDG 450
KAMD 750 15 HDG 500
KAMD 760 15 HDG 600
KAMD 770 15 HDG 700
KAMD 775 15 HDG 750
KAMD 780 15 HDG 800
KAMD 790 15 HDG 900
KAMD 700 15 HDG 1000

KAMD 770 20 HDG 700
KAMD 775 20 HDG 750
KAMD 780 20 HDG 800
KAMD 790 20 HDG 900
KAMD 700 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD ... H75 KAMD ... H75

1,88
1,96
2,05
2,13
2,31
2,39
2,47
2,64
2,98

3,16
3,32
3,65

4,00

4,16
4,34
4,68
5,01

4,02

3,80

4,24
4,69
5,14
5,36
5,60

6,05

6,50

Ø10

Ø8

Ø8

45

Ø8Ø8

Ø10

65

8,5x23

KAMB ... H75 KAMB ... H75



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

W+325

W
8x23

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 750 20 HDG 10,93500
450KADT 745 20 HDG 9,60

KADT 760 20 HDG 13,84600

KADT 722 20 HDG 4,57225

KADT 710 20 HDG 2,46100
KADT 712 20 HDG 2,84125

150KADT 715 20 HDG 3,24
200KADT 720 20 HDG 4,10

KADT 725 20 HDG 5,05250
KADT 730 20 HDG 6,07300
KADT 740 20 HDG 8,34400

KADT 722 15 HDG 3,43225

KADT 710 15 HDG 1,84100
KADT 712 15 HDG 2,13125

150KADT 715 15 HDG 2,43
200KADT 720 15 HDG 3,08

KADT 725 15 HDG 3,79250
KADT 730 15 HDG 4,55300
KADT 740 15 HDG 6,26400
KADT 745 15 HDG 7,20450
KADT 750 15 HDG 8,20500
KADT 760 15 HDG 10,38600
KADT 770 15 HDG 12,79700
KADT 775 15 HDG 14,09750
KADT 780 15 HDG 15,44800
KADT 790 15 HDG 18,33900
KADT 700 15 HDG 21,451000

KADT 770 20 HDG 17,06700
KADT 775 20 HDG 18,78750
KADT 780 20 HDG 20,59800
KADT 790 20 HDG 24,44900
KADT 700 20 HDG 28,601000

W

350+H

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 750 20 HDG 5,97500
450KAMT 745 20 HDG 5,58

KAMT 760 20 HDG 6,76600

KAMT 722 20 HDG 2,44225

KAMT 710 20 HDG 1.89100
KAMT 712 20 HDG 2.00125

150KAMT 715 20 HDG 2,11
200KAMT 720 20 HDG 2,33

KAMT 725 20 HDG 2,55250
KAMT 730 20 HDG 2,77300
KAMT 740 20 HDG 5,19400

KAMT 722 15 HDG 1,83225

KAMT 710 15 HDG 1,42100
KAMT 712 15 HDG 1,50125

150KAMT 715 15 HDG 1,58
200KAMT 720 15 HDG 1,75

KAMT 725 15 HDG 1,91250
KAMT 730 15 HDG 2,08300
KAMT 740 15 HDG 3,89400
KAMT 745 15 HDG 4,19450
KAMT 750 15 HDG 4,48500
KAMT 760 15 HDG 5,07600
KAMT 770 15 HDG 6,95700
KAMT 775 15 HDG 7,30750
KAMT 780 15 HDG 7,66800
KAMT 790 15 HDG 8,36900
KAMT 700 15 HDG 9,071000

KAMT 770 20 HDG 9,27700
KAMT 775 20 HDG 750
KAMT 780 20 HDG 800
KAMT 790 20 HDG 900
KAMT 700 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADT H75 HDG

KAMT H75 HDG

KAMT ... H75 KAMT ... H75

KADT ... H75 KADT ... H75
W

2
4
0

9x18 1
0
0

100

9x182
5
0

1
7
5

7
5

42

9,74
10,21

11,15
12,09



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 750 20 HDG 500
450KADG 745 20 HDG

KADG 760 20 HDG 600

KADG 722 20 HDG 225

KADG 710 20 HDG 100
KADG 712 20 HDG 125

150KADG 715 20 HDG
200KADG 720 20 HDG

KADG 725 20 HDG 250
KADG 730 20 HDG 300
KADG 740 20 HDG 400

KADG 722 15 HDG 225

KADG 710 15 HDG 100
KADG 712 15 HDG 125

150KADG 715 15 HDG
200KADG 720 15 HDG

KADG 725 15 HDG 250
KADG 730 15 HDG 300
KADG 740 15 HDG 400
KADG 745 15 HDG 450
KADG 750 15 HDG 500
KADG 760 15 HDG 600
KADG 770 15 HDG 700
KADG 775 15 HDG 750
KADG 780 15 HDG 800
KADG 790 15 HDG 900
KADG 700 15 HDG 1000

KADG 770 20 HDG 700
KADG 775 20 HDG 750
KADG 780 20 HDG 800
KADG 790 20 HDG 900
KADG 700 20 HDG 1000

W+165

W

8x23

2
4

0

W

1
0

0

100

9x18

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 750 20 HDG 9,79500
450KADL 745 20 HDG 8,53

KADL 760 20 HDG 12,53600

KADL 722 20 HDG 3,85225

KADL 710 20 HDG 1,94100
KADL 712 20 HDG 2,28125

150KADL 715 20 HDG 2,64
200KADL 720 20 HDG 3,43

KADL 725 20 HDG 4,29250
KADL 730 20 HDG 5,23300
KADL 740 20 HDG 7,35400

KADL 722 15 HDG 2,89225

KADL 710 15 HDG 1.45100
KADL 712 15 HDG 1.71125

150KADL 715 15 HDG 1.98
200KADL 720 15 HDG 2,57

KADL 725 15 HDG 3,22250
KADL 730 15 HDG 3,93300
KADL 740 15 HDG 5,52400
KADL 745 15 HDG 6,40450
KADL 750 15 HDG 7,34500
KADL 760 15 HDG 9,40600
KADL 770 15 HDG 11,70700
KADL 775 15 HDG 12,93750
KADL 780 15 HDG 14,23800
KADL 790 15 HDG 17,00900
KADL 700 15 HDG 20,001000

KADL 770 20 HDG 15,60700
KADL 775 20 HDG 17,24750
KADL 780 20 HDG 18,97800
KADL 790 20 HDG 22,66900
KADL 700 20 HDG 26,661000

W+165

W

8x23

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9,79
8,53

12,53

3,85

1,94
2,28
2,64
3,43

4,29
5,23
7,35

2.89

1.45
1.71
1.98
2.57

3.22
3.93
5.52
6.40
7.34
9.40
11.70
12.93
14,23
17,00
20,00

15,60
17,24
18,97
22,66
26,66

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADG H75 HDG

KADL H75 HDG

KADL ... H75 KADL ... H75

KADG ... H75 KADG ... H75

2
4

0

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

Cable Tray

BDD

Cable Tray

BDD

BDD

Cable Tray

BDD

KAMB

BDD

BDD

Cable Tray



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 75 575 15 HDG 0,58

RT 75 425 15 HDG 0,46

RT 75 450 15 HDG 0,48

RT 75 475 15 HDG 0,50
RT 75 500 15 HDG 0,52

RT 75 525 15 HDG 0,54

RT 75 550 15 HDG 0,56

RT 75 375 15 HDG 0,42
RT 75 350 15 HDG 0,40

RT 75 400 15 HDG 0,44

RT 75 225 15 HDG 0,30

RT 75 50 15 HDG 0,16

RT 75 75 15 HDG 0,18

RT 75 100 15 HDG 0,20
RT 75 125 15 HDG 0,22
RT 75 150 15 HDG 0,24

RT 75 200 15 HDG 0,28

RT 75 250 15 HDG 0,32
RT 75 275 15 HDG 0,34

RT 75 325 15 HDG 0,38

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 75 25 15 HDG 0,1425

RT 75 175 15 HDG 0,26175

pcs

RT 75 300 15 HDG 0,36300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 750 20 HDG 0.66
SON 745 20 HDG 0.61

SON 760 20 HDG 0.77

SON 722 20 HDG 0.37

SON 705 20 HDG 0.19

SON 707 20 HDG 0.21
SON 710 20 HDG 0.24
SON 712 20 HDG 0.26
SON 715 20 HDG 0.29
SON 720 20 HDG 0.34

SON 725 20 HDG 0.40
SON 730 20 HDG 0.45
SON 740 20 HDG 0.56

CODE

ad/pc
kgCODE

SON 750 15 HDG
SON 745 15 HDG

SON 760 15 HDG

SON 722 15 HDG

SON 705 15 HDG 0.14

SON 707 15 HDG 0.16

SON 710 15 HDG 0.18
SON 712 15 HDG
SON 715 15 HDG
SON 720 15 HDG

SON 725 15 HDG
SON 730 15 HDG
SON 740 15 HDG

CODE

ad/pc
kgCODE

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 75 575 20 HDG 0.77

RT 75 425 20 HDG 0.61

RT 75 450 20 HDG 0.64

RT 75 475 20 HDG 0.67
RT 75 500 20 HDG 0.69

RT 75 525 20 HDG 0.72

RT 75 550 20 HDG 0.75

RT 75 375 20 HDG 0.56
RT 75 350 20 HDG 0.53

RT 75 400 20 HDG 0.59

RT 75 225 20 HDG 0.40

RT 75 50 20 HDG 0.22

RT 75 75 20 HDG 0.24

RT 75 100 20 HDG 0.27
RT 75 125 20 HDG 0.30
RT 75 150 20 HDG 0.32

RT 75 200 20 HDG 0.38

RT 75 250 20 HDG 0.43

RT 75 275 20 HDG 0.46

RT 75 325 20 HDG 0.51

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 75 25 20 HDG 0.1925

RT 75 175 20 HDG 0.35175

pcs

RT 75 300 20 HDG 0.48300

1.5mm 2.0mm

SON 780 15 HDG
SON 775 15 HDG

SON 790 15 HDG

SON 770 15 HDG

800
750

900

700

SON 700 15 HDG 1000

SON 780 20 HDG 0.98
SON 775 20 HDG 0.93

SON 790 20 HDG 1.09

SON 770 20 HDG 0.87

800
750

900

700

SON 700 20 HDG 1.191000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RT H70 HDG

SON H75 HDG

SON ... H75 SON ... H75

0.50
0.46

0.58

0.28

0.20

0.26

0.30
0.34
0.42

0.74
0.70

0.82

0.66

0.90

RT ... H75 RT ... H75

3
5

a

T

9

35

7
5

1
8

9x18

42

75

L

75

T

75

0.22



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.63

pcs

SEP 250 10 HDG 30001 1

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 175 15 HDG 1.123000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 175 20 HDG 1.503000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

1.24

pcs

2.0mm

CODE

1m
kgCODE

1.65

pcs

SEP 275 15 HDG 3000

SEP 275 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y75 15 HDG 1.681500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

2.24

pcs

SEP Y75 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 175 10 HDG 0.753000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.83

pcs

SEP 275 10 HDG 30001 1

Cable Trays - System of Side Height H75

SEP 1 ... H75 SEP 2 ... H75

SEP 1 ... H75 SEP 2 ... H75

SEP 1 ... H75 SEP 2 ... H75

SEP Y H75 SEP Y H75

7
0

20

T

7
0

T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

20

T T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP 1 H75 HDG

70

SEP Y H75 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

SEP 1 H75 SEP 2 H75

SEP 2 H75 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

Pre - Galvan�zed

124 124

L=250
155

22 22 22

2
3

8,5
R 20

7
0

15

T

BYDU 175 15 HDG 1000 0.72

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 175 20 HDG 1000 0.95

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

8
0

15

T

BDD 275 BDD 375

BDD 275 BDD 375

MYD 175 15 HDG 200 0.22

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 175 20 HDG 200 0.29

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 175 15 HDG 600 0.54

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 175 20 HDG 600 0.71

MYD 175

MYDU 175

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MYD ... H75 MYDU ... H75

BYDU ... H75 BYDU ... H75

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

 3
8

 9,00 

 L=200 mm 

 25

MYD 175

 69

 3
8

 9,00 

 L=600 mm 

 25

MYDU 175

 69

 7
0

 3
4

L=1000

BYDU H75

25 50
2

BDD 275 15 HDG 250 0.28

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE CODE
Length

L
mm

CODE

BDD 375 15 HDG 250

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

Hot-D�p Galvan�zed

1 1

BDD 2 ... H75 BDD 3 ... H75

2.0mm

BDD 275 20 HDG 250 0.37 BDD 375 20 HDG 2501 1

1.5mm

2.0mm

0.31
ad/pc

kg

0.41



MADE IN TURKEY

m
Cable Trays - System of Side Height H75

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 75 20 HDG 0.20

CODE

ad/pc
kgCODE

MBE 75 15 HDG 0.15

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 75 575 15 HDG

RC 75 425 15 HDG

RC 75 450 15 HDG
RC 75 475 15 HDG
RC 75 500 15 HDG
RC 75 525 15 HDG
RC 75 550 15 HDG

RC 75 375 15 HDG
RC 75 350 15 HDG

RC 75 400 15 HDG

RC 75 225 15 HDG 0.44

RC 75 50 15 HDG 0.21

RC 75 75 15 HDG 0.24
RC 75 100 15 HDG 0.27
RC 75 125 15 HDG 0.31
RC 75 150 15 HDG 0.34

RC 75 200 15 HDG 0.41

RC 75 250 15 HDG 0.48

RC 75 275 15 HDG 0.51

RC 75 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 75 25 15 HDG 0.1725

RC 75 175 15 HDG 0.37175

pcs

RC 75 300 15 HDG 300

Hot-D�p Galvan�zed

RC 75 575 20 HDG 1.22

RC 75 425 20 HDG 0.95

RC 75 450 20 HDG 0.99
RC 75 475 20 HDG 1.04
RC 75 500 20 HDG 1.08
RC 75 525 20 HDG 1.13
RC 75 550 20 HDG 1.17

RC 75 375 20 HDG 0.86
RC 75 350 20 HDG 0.81

RC 75 400 20 HDG 0.90

RC 75 225 20 HDG 0.59

RC 75 50 20 HDG 0.27

RC 75 75 20 HDG 0.32
RC 75 100 20 HDG 0.36
RC 75 125 20 HDG 0.41
RC 75 150 20 HDG 0.45

RC 75 200 20 HDG 0.54

RC 75 250 20 HDG 0.63

RC 75 275 20 HDG 0.68

RC 75 325 20 HDG 0.77

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 75 25 20 HDG 0.2325

RC 75 175 20 HDG 0.50175

pcs

RC 75 300 20 HDG 0.72300

L75 75

9x25

75
25

7
2 50

8,5x808,5x23

RC Mount�ng

MBE Mount�ng

1 1

MBE ... H75 MBE ... H75
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MBE H75 HDG

RC H70 HDG

L

0.88

0.68

0.71
0.75
0.78
0.81
0.85

0.61
0.58

0.65

0.54

0.92

RC ... H75 RC ... H75

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

3000 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

3000

3000
3000
3000
3000
3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

3000

3000

225

50

300075
3000100
3000125

150 3000
200 3000

1.0mm

pcs

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Hot-D�p Galvan�zed

1.5mm

175KBE 380 20 HDG 100

175KBE 380 15 HDG 100

1.5mm

175 0.22KBE 280 20 HDG 100

2.0mm

175 0.16KBE 280 15 HDG 100

KBE 280 12 HDG 175 0.13 100 175KBE 380 12 HDG 100

1.2mm

2.0mm

0.24

0.18

0.15

2

2
2
2
2

2

2

2
2
2
2
2

APK 805 10 HDG

APK 807 10 HDG
APK 810 10 HDG
APK 812 10 HDG
APK 815 10 HDG
APK 820 10 HDG

50

75
100
125
150
200

1.43

1.59
1.74
1.90
2.05
2.37

APK 805 12 HDG

APK 807 12 HDG
APK 810 12 HDG
APK 812 12 HDG
APK 815 12 HDG

APK 820 12 HDG
APK 822 12 HDG

1.71

1.90
2.08
2.28
2.47

2.84
3.03
3.22
3.60

APK 850 15 HDG
APK 845 15 HDG

APK 860 15 HDG

APK 822 15 HDG

APK 805 15 HDG
APK 807 15 HDG
APK 810 15 HDG
APK 812 15 HDG
APK 815 15 HDG
APK 820 15 HDG

APK 825 15 HDG
APK 830 15 HDG
APK 840 15 HDG

APK 890 15 HDG
APK 880 15 HDG

APK 800 15 HDG

APK 870 15 HDG
APK 875 15 HDG

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

6.36
5.88

7.30

3.76

2.12
2.36
2.59
2.83
3.06
3.53

4.00
4.48
5.41

10.12
9.18

11.07

8.24
8.72

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

APK 825 12 HDG
APK 830 12 HDG

APK 850 20 HDG
APK 845 20 HDG

APK 860 20 HDG

APK 822 20 HDG

APK 805 20 HDG
APK 807 20 HDG
APK 810 20 HDG
APK 812 20 HDG
APK 815 20 HDG
APK 820 20 HDG

APK 825 20 HDG
APK 830 20 HDG
APK 840 20 HDG

APK 890 20 HDG
APK 880 20 HDG

APK 800 20 HDG

APK 870 20 HDG
APK 875 20 HDG

250
300

500
450

600

225

50
75

100
125
150
200

250
300
400

900
800

1000

700
750

3000
3000

3000

3000
3000
3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

8.45
7.82

9.71

5.00

2.80
3.11
3.43
3.74
4.05
4.68

5.31
5.94
7.20

13.48
12.22

14.73

10.96
11.59

2
2
2

2
2

2

2

2
2
2
2
2
2

2
2
2

2
2
2
2
2

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H80

APK ... H80

KBE ... H80 KBE ... H80

KBE 280
KBE 380

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

80

a

T

10
25

8,5

41,75L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

L=175

25

7
5

15

8
5

T

15

KBE 280 KBE 380

T

20x8.5

APK H80 HDG

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

Width
Usable

Cross-Section

38 cm

118 cm
78 cm

158 cm
238 cm
318 cm
398 cm
478 cm

50 cm

150 cm
100 cm

200 cm
300 cm
400 cm
500 cm
600 cm

2

2

2

2

2

2

2

2



m
Cable Trays - System of Side Height H80

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 805 10 HDG 300050

ADK 807 10 HDG 300075
ADK 810 10 HDG 3000100
ADK 812 10 HDG 3000125

150ADK 815 10 HDG 3000
200ADK 820 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 822 15 HDG 3000

ADK 805 15 HDG 3000

225

50

ADK 807 15 HDG 300075
ADK 810 15 HDG 3000100
ADK 812 15 HDG 3000125

150ADK 815 15 HDG 3000
200ADK 820 15 HDG 3000

ADK 825 15 HDG 3000250
ADK 830 15 HDG 3000300
ADK 840 15 HDG 3000400
ADK 845 15 HDG 3000450
ADK 850 15 HDG 3000500
ADK 860 15 HDG 3000600

1.0mm

pcs

1.5mm

ADK 870 15 HDG 3000700
ADK 875 15 HDG 3000750
ADK 880 15 HDG 3000800
ADK 890 15 HDG 3000900
ADK 800 15 HDG 30001000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm

175BYD 380 20 HDG 100

175BYD 380 15 HDG 100

1.5mm

175 0.22BYD 280 20 HDG 100

2.0mm

175 0.16BYD 280 15 HDG 100

BYD 280 12 HDG 175 0,13 100 175BYD 380 12 HDG 100

1.2mm

2.0mm

0.24

0.18

0,15

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2
2
2
2
2

2.64

1.78

1.98
2.17
2.37
2.56
2.96

ADK 850 20 HDG 3000500
450ADK 845 20 HDG 3000

ADK 860 20 HDG 3000600

ADK 822 20 HDG 3000

ADK 805 20 HDG 3000

225

50

ADK 807 20 HDG 300075
ADK 810 20 HDG 3000100
ADK 812 20 HDG 3000125

150ADK 815 20 HDG 3000
200ADK 820 20 HDG 3000

ADK 825 20 HDG 3000250
ADK 830 20 HDG 3000300
ADK 840 20 HDG 3000400

ADK 822 12 HDG 3000

ADK 805 12 HDG 3000

225

50
ADK 807 12 HDG 300075
ADK 810 12 HDG 3000100
ADK 812 12 HDG 3000125

150ADK 815 12 HDG 3000
200ADK 820 12 HDG 3000

ADK 825 12 HDG 3000250
ADK 830 12 HDG 3000300

ADK 870 20 HDG 3000700
ADK 875 20 HDG 3000750
ADK 880 20 HDG 3000800
ADK 890 20 HDG 3000900
ADK 800 20 HDG 30001000

2
2

2

2

2

2
2
2
2
2

2
2
2

2
2
2
2
2

2

2

2
2
2
2
2

2
2

10.56
9.77

12.13

6.24

3.49
3.88
4.28
4.67
5.06
5.85

6.63
7.42
8.99

2.13
2.37
2.60
2.84

3.08
3.55

16.84
15.27

18.41

13.70
14.48

3.78
4.02

4.49

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H80

ADK ... H80

BYD 2 ... H80 BYD 3 ... H80

BYD 280
BYD 380

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

2.94
3.23
3.53
3.82
4.41
4.70

5.00
5.59
6.76
7.35
7.94
9.12

10.30
10.89

11.47
12.65

13.83

T

L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

80

a

10

25

8,5

41,75

L=175

25

7
5

15

8
5

T

15

BYD 280 BYD 380

T

20x8.5

ADK H80 HDG

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
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W
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N
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m

ax
.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0

Width
Usable

Cross-Section

38 cm

118 cm
78 cm

158 cm
238 cm
318 cm
398 cm
478 cm

50 cm

150 cm
100 cm

200 cm
300 cm
400 cm
500 cm
600 cm

2

2

2

2

2

2

2

2



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 805 10 HDG

KA90 807 10 HDG
KA90 810 10 HDG
KA90 812 10 HDG
KA90 815 10 HDG
KA90 820 10 HDG

CODECODE

50

75
100
125
150
200

0,34

0,41
0,59
0,69
0,80
1,04

KA90 822 15 HDG

KA90 805 15 HDG

KA90 807 15 HDG
KA90 810 15 HDG
KA90 812 15 HDG
KA90 815 15 HDG
KA90 820 15 HDG

KA90 825 15 HDG
KA90 830 15 HDG
KA90 840 15 HDG
KA90 845 15 HDG
KA90 850 15 HDG
KA90 860 15 HDG
KA90 870 15 HDG
KA90 875 15 HDG
KA90 880 15 HDG
KA90 890 15 HDG
KA90 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,23

1,75

0,50
0,62
0,88
1,03
1,19
1,55

1,96
2,55
3,63

11,82

14,03

4,89
6,34

9,81

7,98
8,87

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA90 850 20 HDG
KA90 845 20 HDG

KA90 860 20 HDG

KA90 822 20 HDG

KA90 805 20 HDG

KA90 807 20 HDG
KA90 810 20 HDG
KA90 812 20 HDG
KA90 815 20 HDG
KA90 820 20 HDG

KA90 825 20 HDG
KA90 830 20 HDG
KA90 840 20 HDG

KA90 870 20 HDG
KA90 875 20 HDG
KA90 880 20 HDG
KA90 890 20 HDG
KA90 800 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

6,52
5,64

8,45

2,33

0,67

0,82
1,17
1,37
1,59
2,07

2,61
3,40
4,83

15,76

13,07

18,70

10,64
11,82

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90 822 12 HDG

KA90 805 12 HDG

KA90 807 12 HDG
KA90 810 12 HDG
KA90 812 12 HDG
KA90 815 12 HDG
KA90 820 12 HDG

KA90 825 12 HDG
KA90 830 12 HDG

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,40

0,50
0,71
0,83
0,95
1,24
1,40
1,57
2,04

1

1

1
1
1
1
1

1
1

KA90R1 822 15 HDG

KA90R1 805 15 HDG

KA90R1 807 15 HDG
KA90R1 810 15 HDG

KA90R1 812 15 HDG
KA90R1 815 15 HDG
KA90R1 820 15 HDG

KA90R1 825 15 HDG
KA90R1 830 15 HDG
KA90R1 840 15 HDG
KA90R1 845 15 HDG
KA90R1 850 15 HDG
KA90R1 860 15 HDG
KA90R1 870 15 HDG
KA90R1 875 15 HDG
KA90R1 880 15 HDG
KA90R1 890 15 HDG
KA90R1 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000 16,02
13,44

7,51

2,21
2,50
3,13
4,60
5,17
6,03

9.25

10.33
11,09

0,69
0,85
1,04
1,24
1,45
1,94

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

KA90R1 850 20 HDG
KA90R1 845 20 HDG

KA90R1 860 20 HDG

KA90R1 822 20 HDG

KA90R1 805 20 HDG

KA90R1 807 20 HDG
KA90R1 810 20 HDG
KA90R1 812 20 HDG
KA90R1 815 20 HDG
KA90R1 820 20 HDG

KA90R1 825 20 HDG
KA90R1 830 20 HDG
KA90R1 840 20 HDG

KA90R1 870 20 HDG
KA90R1 875 20 HDG
KA90R1 880 20 HDG
KA90R1 890 20 HDG
KA90R1 800 20 HDG

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

17,92
14,78

10,01

2,95
3,33
4,17
6,13
6,90
8,04

12,34

13,77

0,92

1,14
1,38
1,65
1,94
2,59

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90 ... H80

KA90 ... H80

KA90R1 ... H80 KA90R1 ... H80

21,36

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

a
R9018

9

40

50

a+55

a
+

1
0
5

b

9x18

80

9x18

80

KA90 H80 HDG

KA90R1 H80 HDG



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 822 15 HDG

KA90R2 805 15 HDG

KA90R2 807 15 HDG
KA90R2 810 15 HDG

KA90R2 812 15 HDG
KA90R2 815 15 HDG
KA90R2 820 15 HDG

KA90R2 825 15 HDG
KA90R2 830 15 HDG
KA90R2 840 15 HDG
KA90R2 845 15 HDG
KA90R2 850 15 HDG
KA90R2 860 15 HDG
KA90R2 870 15 HDG
KA90R2 875 15 HDG
KA90R2 880 15 HDG
KA90R2 890 15 HDG
KA90R2 800 15 HDG

Width

a=b
mm

225

50

75
100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 21,46

18,66

11,38

4,60
4,98
5,75
7,44

8,36
9,31

13,62
14,81

16,05

1,87
2,62
2,93

3,24
3,56
4,24

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R2 850 20 HDG
KA90R2 845 20 HDG

KA90R2 860 20 HDG

KA90R2 822 20 HDG

KA90R2 805 20 HDG

KA90R2 807 20 HDG
KA90R2 810 20 HDG
KA90R2 812 20 HDG
KA90R2 815 20 HDG
KA90R2 820 20 HDG

KA90R2 825 20 HDG
KA90R2 830 20 HDG
KA90R2 840 20 HDG

KA90R2 870 20 HDG
KA90R2 875 20 HDG
KA90R2 880 20 HDG

KA90R2 890 20 HDG
KA90R2 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

21,40
19,75

6,14
6,63
7,66
9,91

11,13
12,42

15,16
18,16

3,11

3,49

3,90
4,31
4,75
5,65

24,89

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 822 15 HDG

KA90R4 805 15 HDG

KA90R4 807 15 HDG
KA90R4 810 15 HDG

KA90R4 812 15 HDG
KA90R4 815 15 HDG
KA90R4 820 15 HDG

KA90R4 825 15 HDG
KA90R4 830 15 HDG
KA90R4 840 15 HDG
KA90R4 845 15 HDG
KA90R4 850 15 HDG
KA90R4 860 15 HDG
KA90R4 870 15 HDG
KA90R4 875 15 HDG
KA90R4 880 15 HDG
KA90R4 890 15 HDG
KA90R4 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
128,17

18,67

7,52
8,58

10,82
12,01

13,25
15,86

20,13
21,65
24,81

3,77

4,20

4,64

5,56
6,52
7,01

5,09

KA90R4 850 20 HDG
KA90R4 845 20 HDG

KA90R4 860 20 HDG

KA90R4 822 20 HDG

KA90R4 805 20 HDG

KA90R4 807 20 HDG
KA90R4 810 20 HDG
KA90R4 812 20 HDG
KA90R4 815 20 HDG
KA90R4 820 20 HDG

KA90R4 825 20 HDG
KA90R4 830 20 HDG
KA90R4 840 20 HDG

KA90R4 870 20 HDG
KA90R4 875 20 HDG
KA90R4 880 20 HDG
KA90R4 890 20 HDG
KA90R4 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

5,03

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
11000

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90R2 ... H80 KA90R2 ... H80

KA90R4 ... H80 KA90R4 ... H80

28,62

5,60
6,19
6,79
7,41
8,69
9,35

10,03
11,44
14,43
16,01
17,66
21,15
24,88
26,84

28,86
33,09
37,56

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

8
0

15

8
0

15

KA90R2 H80 HDG

KA90R4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H 822 15 HDG

KA90H 805 15 HDG

KA90H 807 15 HDG
KA90H 810 15 HDG
KA90H 812 15 HDG
KA90H 815 15 HDG
KA90H 820 15 HDG

KA90H 825 15 HDG
KA90H 830 15 HDG

225

50

75
100
125
150
200

250
300

2,33
2,73
3,29

0,80
0,89

0,98
1,35
1,61

1
1

1

1
1
1
1

1

1

KA90H 822 20 HDG

KA90H 805 20 HDG

KA90H 807 20 HDG
KA90H 810 20 HDG
KA90H 812 20 HDG
KA90H 815 20 HDG
KA90H 820 20 HDG

KA90H 825 20 HDG
KA90H 830 20 HDG

225

50

75
100
125
150
200

250

300

3,63
4,38
5,67

1,06
1,19

1,31
1,79
2,15
3,10 1

1

1

1
1
1
1

1
1

KA45 805 10 HDG

KA45 807 10 HDG
KA45 810 10 HDG
KA45 812 10 HDG
KA45 815 10 HDG
KA45 820 10 HDG

KA45 822 15 HDG

KA45 805 15 HDG

KA45 807 15 HDG
KA45 810 15 HDG
KA45 812 15 HDG
KA45 815 15 HDG
KA45 820 15 HDG

KA45 825 15 HDG
KA45 830 15 HDG
KA45 840 15 HDG
KA45 845 15 HDG
KA45 850 15 HDG
KA45 860 15 HDG
KA45 870 15 HDG
KA45 875 15 HDG
KA45 880 15 HDG
KA45 890 15 HDG
KA45 800 15 HDG

50

75
100
125
150
200

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

0,57

0,38

0,45
0,52
0,59
0,67
0,84

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1

KA45 850 20 HDG
KA45 845 20 HDG

KA45 860 20 HDG

KA45 822 20 HDG

KA45 805 20 HDG

KA45 807 20 HDG
KA45 810 20 HDG
KA45 812 20 HDG
KA45 815 20 HDG
KA45 820 20 HDG

KA45 825 20 HDG
KA45 830 20 HDG
KA45 840 20 HDG

KA45 870 20 HDG
KA45 875 20 HDG
KA45 880 20 HDG
KA45 890 20 HDG
KA45 800 20 HDG

500
450

600

225

50

75
100
125
150
200

250
300
400

700
750
800
900

1000

KA45 822 12 HDG

KA45 805 12 HDG

KA45 807 12 HDG
KA45 810 12 HDG
KA45 812 12 HDG
KA45 815 12 HDG
KA45 820 12 HDG

KA45 825 12 HDG
KA45 830 12 HDG

1
1

1

1
1
1
1

1
1

225

50

75
100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,46
0,54
0,62
0,71
0,80
1,01
1,30

1,71

4,51
3,91

5,14

1,68

0,76
0,89
1,03
1,18
1,34

2,16
2,38
2,85

9,81
8,93

11,69

6,54
8,09

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45 ... H80

KA45 ... H80

KA90H ... H80 KA90H ... H80

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

0,67
0,77
0,89
1,00
1,26
1,62
1,78
2,14
2,94
3,38

3,86
4,90
6,07
6,70
7,36

8,77
10,30

1,43

13,74

4,25

80

a

b

4
0

9x18

45°

9x18

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA45 H80 HDG

KA90H H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 822 15 HDG

KA45R2 805 15 HDG
KA45R2 807 15 HDG

KA45R2 810 15 HDG
KA45R2 812 15 HDG
KA45R2 815 15 HDG
KA45R2 820 15 HDG

KA45R2 825 15 HDG
KA45R2 830 15 HDG
KA45R2 840 15 HDG
KA45R2 845 15 HDG

KA45R2 850 15 HDG
KA45R2 860 15 HDG
KA45R2 870 15 HDG
KA45R2 875 15 HDG
KA45R2 880 15 HDG
KA45R2 890 15 HDG
KA45R2 800 15 HDG

Width

a=b
mm

225

50

75
100
125
150
200

250
300

400
450
500
600
700
750
800
900

1000

8,82

2,72

1,55

1,73
1,92
2,11
2,32

2,95
3,16
3,63
4,62
5,15

5,71
6,88
8,15

10,96
9,52

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R2 850 20 HDG

KA45R2 845 20 HDG

KA45R2 860 20 HDG

KA45R2 822 20 HDG

KA45R2 805 20 HDG

KA45R2 807 20 HDG
KA45R2 810 20 HDG
KA45R2 812 20 HDG
KA45R2 815 20 HDG
KA45R2 820 20 HDG

KA45R2 825 20 HDG
KA45R2 830 20 HDG
KA45R2 840 20 HDG

KA45R2 870 20 HDG
KA45R2 875 20 HDG
KA45R2 880 20 HDG
KA45R2 890 20 HDG
KA45R2 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

7,61

6,86

9,18

3,92

2,07

2,31
2,56
2,81
3,08
3,64

4,22
4,84
6,16

10,87
11,76

14,63
16,68

12,69

1

1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 822 15 HDG

KA45R4 805 15 HDG
KA45R4 807 15 HDG
KA45R4 810 15 HDG
KA45R4 812 15 HDG
KA45R4 815 15 HDG
KA45R4 820 15 HDG

KA45R4 825 15 HDG
KA45R4 830 15 HDG
KA45R4 840 15 HDG
KA45R4 845 15 HDG
KA45R4 850 15 HDG
KA45R4 860 15 HDG
KA45R4 870 15 HDG
KA45R4 875 15 HDG
KA45R4 880 15 HDG
KA45R4 890 15 HDG
KA45R4 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4,15

2,27
2,53

2,78
3,04
3,31
3,87

4,45
5,04
6,31
6,98

7,68
9,13

10,67
11,48
12,31
14,05

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KA45R4 850 20 HDG
KA45R4 845 20 HDG

KA45R4 860 20 HDG

KA45R4 822 20 HDG

KA45R4 805 20 HDG

KA45R4 807 20 HDG
KA45R4 810 20 HDG
KA45R4 812 20 HDG
KA45R4 815 20 HDG
KA45R4 820 20 HDG

KA45R4 825 20 HDG
KA45R4 830 20 HDG
KA45R4 840 20 HDG

KA45R4 870 20 HDG
KA45R4 875 20 HDG
KA45R4 880 20 HDG
KA45R4 890 20 HDG
KA45R4 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

5,53

3,03

3,36
3,71
4,06
4,41
5,16

5,92
6,73
8,41
9,31

10,23
12,17
14,23
15,31
16,41
18,72

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 ... H80 KA45R2 ... H80

15,87

KA45R4 ... H80 KA45R4 ... H80 

12,51

21,16

135°

b
25

9x18

R300

a

8
0

15

135°

b
25

9x18

R600

a

8
0

15

KA45R2 H80 HDG

KA45R4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAT 805 10 HDG

KAT 807 10 HDG
KAT 810 10 HDG
KAT 812 10 HDG
KAT 815 10 HDG
KAT 820 10 HDG

50

75
100
125
150
200

0.46

0.55
0.78
0.90
1.02
1.29

ad/pc

1
1

1
1
1
1 KAT 822 12 HDG

KAT 805 12 HDG

KAT 807 12 HDG
KAT 810 12 HDG
KAT 812 12 HDG
KAT 815 12 HDG
KAT 820 12 HDG

KAT 825 12 HDG
KAT 830 12 HDG

225

50

75
100
125
150
200

250
300

mm

1.72

0.55

0.66
0.94
1.07
1.22

1.91
2.53

1.55 1
1

1

1
1
1
1

1
1

KAT 850 20 HDG 7.65500
450KAT 845 20 HDG 6.70

KAT 860 20 HDG 9.74600

KAT 822 20 HDG 2.87

KAT 805 20 HDG 0.91

225

50
KAT 807 20 HDG 1.0975
KAT 810 20 HDG 1.56100
KAT 812 20 HDG 1.79125

150KAT 815 20 HDG 2.03
200KAT 820 20 HDG 2.57

KAT 825 20 HDG 3.18250
KAT 830 20 HDG 4.22300
KAT 840 20 HDG 5.81400

KAT 822 15 HDG 2.15

KAT 805 15 HDG 0.69

225

50
KAT 807 15 HDG 0.8275
KAT 810 15 HDG 1.17100
KAT 812 15 HDG 1.34125

150KAT 815 15 HDG 1.53
200KAT 820 15 HDG 1.93

KAT 825 15 HDG 2.38250
KAT 830 15 HDG 3.16300
KAT 840 15 HDG 4.36400
KAT 845 15 HDG 5.02450
KAT 850 15 HDG 5.74500
KAT 860 15 HDG 7.30600
KAT 870 15 HDG 9.06700
KAT 875 15 HDG 10.01750
KAT 880 15 HDG 11.01800
KAT 890 15 HDG 13.14900
KAT 800 15 HDG 15.461000

KAT 870 20 HDG 12.08700
KAT 875 20 HDG 13.35750
KAT 880 20 HDG 14.67800
KAT 890 20 HDG 17.52900
KAT 800 20 HDG 20.611000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 822 15 HDG

KATR1 805 15 HDG

KATR1 807 15 HDG
KATR1 810 15 HDG

KATR1 812 15 HDG
KATR1 815 15 HDG
KATR1 820 15 HDG

KATR1 825 15 HDG
KATR1 830 15 HDG

KATR1 840 15 HDG
KATR1 845 15 HDG
KATR1 850 15 HDG
KATR1 860 15 HDG
KATR1 870 15 HDG
KATR1 875 15 HDG
KATR1 880 15 HDG
KATR1 890 15 HDG
KATR1 800 15 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,53

1,76

1,98
2,21
2,45
2,70
3,24

3,82

4,46
5,87
6,64
7,46
9,25

11,22
12,28
13,38
15,73
18,27

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KATR1 850 20 HDG
KATR1 845 20 HDG

KATR1 860 20 HDG

KATR1 822 20 HDG

KATR1 805 20 HDG

KATR1 807 20 HDG
KATR1 810 20 HDG
KATR1 812 20 HDG
KATR1 815 20 HDG
KATR1 820 20 HDG

KATR1 825 20 HDG

KATR1 830 20 HDG
KATR1 840 20 HDG

KATR1 870 20 HDG
KATR1 875 20 HDG
KATR1 880 20 HDG
KATR1 890 20 HDG
KATR1 800 20 HDG

225

50

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

4.70

2.35

2.64

2.94
3.26
3.60
4.32

5.10
5.94
7.82
8.85
9.95

12,33
14.96
16,37
17,84
20.98
24.36

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAT ... H80

KAT ... H80

KATR1 ... H80 KATR1 ... H80

R90

b

18

9

40 caa+55

b+210

9x18

80

R150

b

18

9

40 caa+185

b+285

9x18

80

KAT H80 HDG

KATR1 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 

 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

KATR4 822 15 HDG

KATR4 805 15 HDG
KATR4 807 15 HDG
KATR4 810 15 HDG
KATR4 812 15 HDG
KATR4 815 15 HDG
KATR4 820 15 HDG

KATR4 825 15 HDG

KATR4 830 15 HDG
KATR4 840 15 HDG
KATR4 845 15 HDG
KATR4 850 15 HDG
KATR4 860 15 HDG
KATR4 870 15 HDG
KATR4 875 15 HDG
KATR4 880 15 HDG
KATR4 890 15 HDG
KATR4 800 15 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

14,42

9,14
9,85

10,58
11,32
12,07
13,62

15,23
16,89

20,41
22,26
24,16
28,15
32,37
34,57
36,82
41,52
46,45

KATR4 822 20 HDG

KATR4 805 20 HDG
KATR4 807 20 HDG
KATR4 810 20 HDG
KATR4 812 20 HDG
KATR4 815 20 HDG
KATR4 820 20 HDG

KATR4 825 20 HDG

KATR4 830 20 HDG
KATR4 840 20 HDG
KATR4 845 20 HDG
KATR4 850 20 HDG

KATR4 860 20 HDG
KATR4 870 20 HDG

KATR4 875 20 HDG
KATR4 880 20 HDG
KATR4 890 20 HDG
KATR4 800 20 HDG

225

50
75

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

19,22

12,19
13,13
14,09
15,09
16,09
18,16

20,30
22,53
27,21
29,68
32,21
37,53
43,16
46,09
49,10
55,36
61,93

KATR2 822 15 HDG

KATR2 805 15 HDG

KATR2 807 15 HDG
KATR2 810 15 HDG

KATR2 812 15 HDG
KATR2 815 15 HDG
KATR2 820 15 HDG

KATR2 825 15 HDG
KATR2 830 15 HDG
KATR2 840 15 HDG
KATR2 845 15 HDG
KATR2 850 15 HDG
KATR2 860 15 HDG
KATR2 870 15 HDG
KATR2 875 15 HDG
KATR2 880 15 HDG
KATR2 890 15 HDG
KATR2 800 15 HDG

50

225

75
100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

8,23

4,81
5,26
5,72
6,19
6,67
7,70

8,78
9,92

12,38
13,69
15,07
17,99
21,16
22,82
24,54
28,18
32,05

KATR2 850 20 HDG
KATR2 845 20 HDG

KATR2 860 20 HDG

KATR2 822 20 HDG

KATR2 805 20 HDG

KATR2 807 20 HDG
KATR2 810 20 HDG
KATR2 812 20 HDG
KATR2 815 20 HDG
KATR2 820 20 HDG

KATR2 825 20 HDG

KATR2 830 20 HDG
KATR2 840 20 HDG

KATR2 870 20 HDG
KATR2 875 20 HDG
KATR2 880 20 HDG
KATR2 890 20 HDG
KATR2 800 20 HDG

225

50

75
100
125
150
200

250

300
400
450
500
600
700
750
800
900

1000

20,08
18,26

23,98

10,98

6,41

7,01
7,62
8,25
8,90

10,26

11,70
13,23
16,50

28,20
30,42
32,73
37,57
42,74

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATR2 ... H80 KATR2 ... H80

KATR4 ... H80 KATR4 ... H80

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

8
0

15

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

8
0

15

KATR2 H80 HDG

KATR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mmKAD ... H80

CODE

KAD 805 10 HDG

KAD 807 10 HDG
KAD 810 10 HDG
KAD 812 10 HDG
KAD 815 10 HDG
KAD 820 10 HDG

50

75
100
125
150
200

0.63

0.91

1.04
1.17
1.31
1.87

1

1
1
1
1
1

1

1
1
1
1
1

KAD 805 15 HDG
KAD 807 15 HDG
KAD 810 15 HDG
KAD 812 15 HDG
KAD 815 15 HDG
KAD 820 15 HDG

50

75
100
125
150
200

0.94

1.37
1.55

1.75
1.96
2.80

1

1
1
1
1
1

1

1
1
1
1
1

KAD 822 15 HDG
KAD 825 15 HDG
KAD 830 15 HDG
KAD 840 15 HDG
KAD 845 15 HDG
KAD 850 15 HDG

225

250
300
400
450
500

3.07

3.34
3,92

5,23
5,96
6,73

1

1
1
1
1
1

1

1
1
1
1
1

KAD 860 15 HDG
KAD 870 15 HDG
KAD 875 15 HDG
KAD 880 15 HDG
KAD 890 15 HDG

600

700
750
800
900

8,42

10,29
11,30

12,35
14,61

1

1
1
1
1

1

1
1
1
1

KAD 800 15 HDG 1000 17,05 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H80

CODE

KAD 805 12 HDG

KAD 807 12 HDG
KAD 810 12 HDG
KAD 812 12 HDG
KAD 815 12 HDG
KAD 820 12 HDG

50

75
100
125
150
200

0,75

1,09

1,24
1,40
1,57
2,24

1

1
1
1
1
1

1

1
1
1
1
1

KAD 805 20 HDG
KAD 807 20 HDG
KAD 810 20 HDG
KAD 812 20 HDG
KAD 815 20 HDG
KAD 820 20 HDG

50

75
100
125
150
200

1.25
1.82
2.07
2.33
2.61
3.74

1

1
1
1
1
1

1

1
1
1
1
1

KAD 822 20 HDG
KAD 825 20 HDG
KAD 830 20 HDG
KAD 840 20 HDG
KAD 845 20 HDG
KAD 850 20 HDG

225

250
300
400
450
500

4.09
4.45
5.23
6.98
7.94
8,97

1

1
1
1
1
1

1

1
1
1
1
1

KAD 860 20 HDG
KAD 870 20 HDG
KAD 875 20 HDG
KAD 880 20 HDG
KAD 890 20 HDG

600

700
750
800
900

11,22

13.72
15.06
16.47
19.47

1

1
1
1
1

1

1
1
1
1

KAD 800 20 HDG 1000 22.73 11

KAD 822 12 HDG
KAD 825 12 HDG

225
250

2,12
2.33

1
1
1
1

KAD 830 12 HDG 300 3.14 11

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H80

CODE

KADR1 805 15 HDG
KADR1 807 15 HDG
KADR1 810 15 HDG
KADR1 812 15 HDG
KADR1 815 15 HDG
KADR1 820 15 HDG

50

75
100
125
150
200

2,04
2,27
2,50
2,75
3,01
3,57

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 822 15 HDG
KADR1 825 15 HDG
KADR1 830 15 HDG
KADR1 840 15 HDG
KADR1 845 15 HDG
KADR1 850 15 HDG

225

250
300
400
450
500

3,86
4,17
4,82
6,26
7,05
7,89

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 860 15 HDG
KADR1 870 15 HDG
KADR1 875 15 HDG
KADR1 880 15 HDG
KADR1 890 15 HDG

600

700
750
800
900

9,71
11,72
12,79
13,91
16,29

1

1
1
1
1

1

1
1
1
1

KADR1 800 15 HDG 1000 18,87 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H80

CODE

KADR1 805 20 HDG
KADR1 807 20 HDG
KADR1 810 20 HDG
KADR1 812 20 HDG
KADR1 815 20 HDG
KADR1 820 20 HDG

50

75
100
125
150
200

2.72

3.02

3.34
3.67
4,01
4.76

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 822 20 HDG
KADR1 825 20 HDG
KADR1 830 20 HDG
KADR1 840 20 HDG
KADR1 845 20 HDG
KADR1 850 20 HDG

225

250
300
400
450
500

5.15
5.56
6.43

8,35
9,40

10,52

1

1
1
1
1
1

1

1
1
1
1
1

KADR1 860 20 HDG
KADR1 870 20 HDG
KADR1 875 20 HDG
KADR1 880 20 HDG
KADR1 890 20 HDG

600

700
750
800
900

12,94
15,62
17,05
18,55
21,72

1

1
1
1
1

1

1
1
1
1

KADR1 800 20 HDG 1000 25,15 11

1.5mm 2.0mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

Hot-D�p Galvan�zed

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

9x18

80

9x18

80

KAD H80 HDG

KADR1 H80 HDG

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H80

CODE

KADR2 805 15 HDG

KADR2 807 15 HDG
KADR2 810 15 HDG

KADR2 812 15 HDG
KADR2 815 15 HDG
KADR2 820 15 HDG

50

75
100
125
150
200

6,76

7,30
7,85

8,42
9,00

10,02

1

1
1
1
1
1

1

1
1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H80

CODE

KADR4 805 15 HDG
KADR4 807 15 HDG
KADR4 810 15 HDG
KADR4 812 15 HDG
KADR4 815 15 HDG
KADR4 820 15 HDG

50

75
100
125
150
200

13,51

14,40
15,31
16,23
17,16
19,08

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 822 15 HDG
KADR4 825 15 HDG
KADR4 830 15 HDG
KADR4 840 15 HDG
KADR4 845 15 HDG
KADR4 850 15 HDG

225

250
300
400
450
500

20,05
21,05
23,08

27,32
29,53

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 860 15 HDG
KADR4 870 15 HDG
KADR4 875 15 HDG
KADR4 880 15 HDG
KADR4 890 15 HDG

600

700
750
800
900

31,79
36,50

41,45
44,01
46,63

1

1
1
1
1

1

1
1
1
1

KADR4 800 15 HDG 1000
52,05

11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H80

CODE

KADR4 805 20 HDG
KADR4 807 20 HDG
KADR4 810 20 HDG
KADR4 812 20 HDG
KADR4 815 20 HDG
KADR4 820 20 HDG

50

75
100
125
150
200

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 822 20 HDG
KADR4 825 20 HDG
KADR4 830 20 HDG
KADR4 840 20 HDG
KADR4 845 20 HDG
KADR4 850 20 HDG

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 860 20 HDG
KADR4 870 20 HDG
KADR4 875 20 HDG
KADR4 880 20 HDG
KADR4 890 20 HDG

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

KADR4 800 20 HDG 1000 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 822 15 HDG

KADR2 825 15 HDG
KADR2 830 15 HDG

KADR2 840 15 HDG
KADR2 845 15 HDG
KADR2 850 15 HDG

225

250
300
400
450
500

10,83
11,47

12,80
15,62
17,12
18,68

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 860 15 HDG

KADR2 870 15 HDG
KADR2 875 15 HDG

KADR2 880 15 HDG
KADR2 890 15 HDG
KADR2 800 15 HDG

600
700

750
800
900

1000

21,98

25,51
27,37
29,28
33,28

37,52

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H80

CODE

KADR2 805 20 HDG

KADR2 807 20 HDG
KADR2 810 20 HDG

KADR2 812 20 HDG
KADR2 815 20 HDG
KADR2 820 20 HDG

50

75
100
125
150
200

9,01
9,72

10,46
11,21
11,99
13,60

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 822 20 HDG

KADR2 825 20 HDG
KADR2 830 20 HDG

KADR2 840 20 HDG
KADR2 845 20 HDG
KADR2 850 20 HDG

225

250
300
400
450
500

14,43
15,29
17,05
20,82
22,82
24,90

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 860 20 HDG

KADR2 870 20 HDG
KADR2 875 20 HDG

KADR2 880 20 HDG
KADR2 890 20 HDG
KADR2 800 20 HDG

600
700

750
800
900

1000

29,30

34,01
36,48
39,03
44,37
50,02

1

1
1
1
1
1

1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0
57,70

18,00

19,19
20,40
21,62
22,87
25,42
26,73
28,05

30,76
36,41
39,36
42,38
48,66

55,25

58,67
62,16
69,38
76,92

R
600

7
2

5
c

b
b+725

aa
+

1
4

5
0

d+1450
d

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

8
0

15

8
0

15

KADR2 H80 HDG

KADR4 H80 HDG



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 850 15 HDG 90 1.23500
450KATE 845 15 HDG 90 1.15

KATE 860 15 HDG 90 1.40600

KATE 822 15 HDG 90 0.77225

KATE 810 15 HDG 90 0.57100
KATE 812 15 HDG 90 0.61125

150KATE 815 15 HDG 90 0.65
200KATE 820 15 HDG 90 0.73

KATE 825 15 HDG 90 0.82250
KATE 830 15 HDG 90 0.90300
KATE 840 15 HDG 90 1.06400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 850 20 HDG 90500
450KATE 845 20 HDG 90

KATE 860 20 HDG 90600

KATE 822 20 HDG 90 1.03225

KATE 810 20 HDG 90 0.75100
KATE 812 20 HDG 90 0.81125

150KATE 815 20 HDG 90 0.86
200KATE 820 20 HDG 90 0.97

KATE 825 20 HDG 90250
KATE 830 20 HDG 90300
KATE 840 20 HDG 90400

1
1

1

1
1
1
1

1
1
1
1

KATER1 850 20 HDG 150 2.61500
450KATER1 845 20 HDG 150 2.45

KATER1 860 20 HDG 150 2.93600

KATER1 822 20 HDG 150 1.72225

KATER1 810 20 HDG 150 1.32100
KATER1 812 20 HDG 150 1.40125

150KATER1 815 20 HDG 150 1.48
200KATER1 820 20 HDG 150 1.64

KATER1 825 20 HDG 150 1.80250
KATER1 830 20 HDG 150 1.96300
KATER1 840 20 HDG 150 2.28400

1
1

1

1
1
1
1

1
1
1
1

KATER1 850 15 HDG 1.96
KATER1 845 15 HDG 1.84

KATER1 860 15 HDG 2.20

KATER1 822 15 HDG 1.29

KATER1 810 15 HDG 0.99
KATER1 812 15 HDG 1.05
KATER1 815 15 HDG 1.11
KATER1 820 15 HDG 1.23

KATER1 825 15 HDG 1.35
KATER1 830 15 HDG 1.47
KATER1 840 15 HDG 1.71

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.31

0.41
0.70

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 8 15 HDG 9055

KA90ER1 8 15 HDG 15090
KA90ER2 8 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 8 20 HDG 90 0.3955

KA90ER1 8 20 HDG 150 0.5490
KA90ER2 8 20 HDG 300 0.94180

mm pcs

1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATE ... H80 KATER1 ... H80

KA90E ... H80 KA90E ... H80

1,53
1,42

1,64

1.09
1.20

1,86

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

8
0

1
8

9

20

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KATE Mount�ng

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KATER1 H80 HDG

KA90E H80 HDG



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

ROS 820.05 20 HDG

ROS 810.05 20 HDG

200

100

ROS 815.10 20 HDG 150
ROS 815.05 20 HDG 150
ROS 820.15 20 HDG 200
ROS 820.10 20 HDG

ROS 825.20 20 HDG 250
ROS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 830.05 20 HDG

ROS 825.10 20 HDG

300

250

ROS 825.05 20 HDG 250
ROS 830.25 20 HDG 300
ROS 830.20 20 HDG 300
ROS 830.15 20 HDG
ROS 830.10 20 HDG

ROS 840.30 20 HDG 400
ROS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 845.25 20 HDG

ROS 840.20 20 HDG

450

400

ROS 840.15 20 HDG 400
ROS 840.10 20 HDG 400
ROS 840.05 20 HDG 400

150ROS 845.40 20 HDG
200ROS 845.30 20 HDG

ROS 845.20 20 HDG 450
ROS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 850.20 20 HDG

ROS 845.10 20 HDG

500

450

ROS 845.05 20 HDG 450
ROS 850.45 20 HDG 500
ROS 850.40 20 HDG 500
ROS 850.30 20 HDG
ROS 850.25 20 HDG

ROS 850.15 20 HDG 500
ROS 850.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 860.20 20 HDG

ROS 850.05 20 HDG

600

500

ROS 860.50 20 HDG 600
ROS 860.45 20 HDG 600
ROS 860.40 20 HDG 600
ROS 860.30 20 HDG
ROS 860.25 20 HDG

ROS 860.15 20 HDG 600
ROS 860.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H80

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 810.05 15 HDG

ROS 815.10 15 HDG
ROS 815.05 15 HDG
ROS 820.15 15 HDG

ROS 820.10 15 HDG
ROS 820.05 15 HDG
ROS 825.20 15 HDG
ROS 825.15 15 HDG
ROS 825.10 15 HDG
ROS 825.05 15 HDG
ROS 830.25 15 HDG
ROS 830.20 15 HDG

ROS 830.15 15 HDG
ROS 830.10 15 HDG
ROS 830.05 15 HDG
ROS 840.30 15 HDG
ROS 840.25 15 HDG

ROS 840.20 15 HDG

ROS 840.15 15 HDG
ROS 840.10 15 HDG
ROS 840.05 15 HDG
ROS 845.40 15 HDG
ROS 845.30 15 HDG
ROS 845.25 15 HDG
ROS 845.20 15 HDG

ROS 845.15 15 HDG
ROS 845.10 15 HDG

ROS 845.05 15 HDG
ROS 850.45 15 HDG
ROS 850.40 15 HDG
ROS 850.30 15 HDG

ROS 850.25 15 HDG
ROS 850.20 15 HDG
ROS 850.15 15 HDG
ROS 850.10 15 HDG
ROS 850.05 15 HDG

ROS 860.50 15 HDG
ROS 860.45 15 HDG
ROS 860.40 15 HDG
ROS 860.30 15 HDG
ROS 860.25 15 HDG
ROS 860.20 15 HDG
ROS 860.15 15 HDG
ROS 860.10 15 HDG

ROS 860.05 15 HDG

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

500
500

600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS ... H80 ROS ... H80

0,85
1,01
0,93
1,18
1,09
1,01
1,34
1,26
1,18

1,09
1,51
1,42
1,34

1,26
1,18
2,00
1,91
1,81

1,72
1,63
1,53
2,57

2,36
2,25
2,15
2,04
1,93

1,83
3,09
2,97
2,74

2,38
2,27
2,15

4,13
3,99
3,85
3,57
3,42
3,28
3,14
3,00
2,86

2,50
2,62

1,13
1,35
1,24
1,57
1,46
1,35
1,79
1,68
1,57

1,46
2,01
1,90
1,79

1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00

3,81

3,33
3,49

W1

W2

9x18

6
0

?

6
0

W1

W2

9x18

6
0

?

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

ROS H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 820.05 15 HDG

RLS 810.05 15 HDG

200

100

RLS 815.10 15 HDG 150
RLS 815.05 15 HDG 150
RLS 820.15 15 HDG 200

150RLS 820.10 15 HDG

RLS 825.20 15 HDG 250
RLS 825.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 830.05 15 HDG

RLS 825.10 15 HDG

300

250

RLS 825.05 15 HDG 250
RLS 830.25 15 HDG 300
RLS 830.20 15 HDG 300

150RLS 830.15 15 HDG
200RLS 830.10 15 HDG

RLS 840.30 15 HDG 400
RLS 840.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 845.25 15 HDG

RLS 840.20 15 HDG

450

400

RLS 840.15 15 HDG 400
RLS 840.10 15 HDG 400
RLS 840.05 15 HDG 400

150RLS 845.40 15 HDG
200RLS 845.30 15 HDG

RLS 845.20 15 HDG 450
RLS 845.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 850.20 15 HDG

RLS 845.10 15 HDG

500

450

RLS 845.05 15 HDG 450
RLS 850.45 15 HDG 500
RLS 850.40 15 HDG 500

150RLS 850.30 15 HDG
200RLS 850.25 15 HDG

RLS 850.15 15 HDG 500
RLS 850.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 860.20 15 HDG

RLS 850.05 15 HDG

600

500

RLS 860.50 15 HDG 600
RLS 860.45 15 HDG 600
RLS 860.40 15 HDG 600

150RLS 860.30 15 HDG
200RLS 860.25 15 HDG

RLS 860.15 15 HDG 600
RLS 860.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 860.05 15 HDG 600 50

RLS 820.05 20 HDG

RLS 810.05 20 HDG

200

100

RLS 815.10 20 HDG 150
RLS 815.05 20 HDG 150
RLS 820.15 20 HDG 200

150RLS 820.10 20 HDG

RLS 825.20 20 HDG 250
RLS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RLS 830.05 20 HDG

RLS 825.10 20 HDG

300

250

RLS 825.05 20 HDG 250
RLS 830.25 20 HDG 300
RLS 830.20 20 HDG 300

150RLS 830.15 20 HDG
200RLS 830.10 20 HDG

RLS 840.30 20 HDG 400
RLS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 845.25 20 HDG

RLS 840.20 20 HDG

450

400

RLS 840.15 20 HDG 400
RLS 840.10 20 HDG 400
RLS 840.05 20 HDG 400

150RLS 845.40 20 HDG
200RLS 845.30 20 HDG

RLS 845.20 20 HDG 450
RLS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 850.20 20 HDG

RLS 845.10 20 HDG

500

450

RLS 845.05 20 HDG 450
RLS 850.45 20 HDG 500
RLS 850.40 20 HDG 500

150RLS 850.30 20 HDG
200RLS 850.25 20 HDG

RLS 850.15 20 HDG 500
RLS 850.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 860.20 20 HDG

RLS 850.05 20 HDG

600

500

RLS 860.50 20 HDG 600
RLS 860.45 20 HDG 600
RLS 860.40 20 HDG 600

150RLS 860.30 20 HDG
200RLS 860.25 20 HDG

RLS 860.15 20 HDG 600
RLS 860.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RLS ... H80 RLS ... H80

1,34

0,85

1,01
0,93
1,18

1,26
1,18

1,01

2,00

1,09

1,51
1,42
1,34

1,18

1,91
1,81

1,26

2,15

1,72

1,63
1,53
2,57

2,25

2,04
1,93

2,36

2,38

1,83

3,09
2,97
2,74

2,50

2,27
2,15

2,62

3,14

4,13

3,99
3,85
3,57

3,28

3,00
2,86

3,42

1,09

1,13
1,35
1,24
1,57
1,46
1,35
1,79
1,68
1,57

1,46
2,01
1,90
1,79

1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00

3,81

3,33
3,49

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)
L

RLS H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 820.05 15 HDG

RGS 810.05 15 HDG

200

100

RGS 815.10 15 HDG 150
RGS 815.05 15 HDG 150
RGS 820.15 15 HDG 200

150RGS 820.10 15 HDG

RGS 825.20 15 HDG 250
RGS 825.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H80

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H80

pcs

2.0mm

W2
mm
W1

RGS 830.05 15 HDG

RGS 825.10 15 HDG

300

250

RGS 825.05 15 HDG 250
RGS 830.25 15 HDG 300
RGS 830.20 15 HDG 300

150RGS 830.15 15 HDG
200RGS 830.10 15 HDG

RGS 840.30 15 HDG 400
RGS 840.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 845.25 15 HDG

RGS 840.20 15 HDG

450

400

RGS 840.15 15 HDG 400
RGS 840.10 15 HDG 400
RGS 840.05 15 HDG 400

150RGS 845.40 15 HDG
200RGS 845.30 15 HDG

RGS 845.20 15 HDG 450
RGS 845.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 850.20 15 HDG

RGS 845.10 15 HDG

500

450

RGS 845.05 15 HDG 450
RGS 850.45 15 HDG 500
RGS 850.40 15 HDG 500

150RGS 850.30 15 HDG
200RGS 850.25 15 HDG

RGS 850.15 15 HDG 500
RGS 850.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 860.20 15 HDG

RGS 850.05 15 HDG

600

500

RGS 860.50 15 HDG 600
RGS 860.45 15 HDG 600
RGS 860.40 15 HDG 600

150RGS 860.30 15 HDG
200RGS 860.25 15 HDG

RGS 860.15 15 HDG 600
RGS 860.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 860.05 15 HDG 600 50

RGS 820.05 20 HDG

RGS 810.05 20 HDG

200

100

RGS 815.10 20 HDG 150
RGS 815.05 20 HDG 150
RGS 820.15 20 HDG 200

150RGS 820.10 20 HDG

RGS 825.20 20 HDG 250
RGS 825.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 830.05 20 HDG

RGS 825.10 20 HDG

300

250

RGS 825.05 20 HDG 250
RGS 830.25 20 HDG 300
RGS 830.20 20 HDG 300

150RGS 830.15 20 HDG
200RGS 830.10 20 HDG

RGS 840.30 20 HDG 400
RGS 840.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 845.25 20 HDG

RGS 840.20 20 HDG

450

400

RGS 840.15 20 HDG 400
RGS 840.10 20 HDG 400
RGS 840.05 20 HDG 400

150RGS 845.40 20 HDG
200RGS 845.30 20 HDG

RGS 845.20 20 HDG 450
RGS 845.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 850.20 20 HDG

RGS 845.10 20 HDG

500

450

RGS 845.05 20 HDG 450
RGS 850.45 20 HDG 500
RGS 850.40 20 HDG 500

150RGS 850.30 20 HDG
200RGS 850.25 20 HDG

RGS 850.15 20 HDG 500
RGS 850.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 860.20 20 HDG

RGS 850.05 20 HDG

600

500

RGS 860.50 20 HDG 600
RGS 860.45 20 HDG 600
RGS 860.40 20 HDG 600

150RGS 860.30 20 HDG
200RGS 860.25 20 HDG

RGS 860.15 20 HDG 600
RGS 860.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 860.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

1,34

0,85

1,01
0,93
1,18

1,26
1,18

1,01

2,00

1,09

1,51
1,42
1,34

1,18

1,91
1,81

1,26

2,15

1,72

1,63
1,53
2,57

2,25

2,04
1,93

2,36

2,38

1,83

3,09
2,97
2,74

2,50

2,27
2,15

2,62

3,14

4,13

3,99
3,85
3,57

3,28

3,00
2,86

3,42

1,09

1,13
1,35
1,24
1,57

1,46
1,35
1,79
1,68

1,57
1,46
2,01
1,90
1,79
1,68
1,57
2,67
2,54
2,42

2,29
2,17
2,04
3,42
3,14
3,00
2,86
2,72
2,58

2,44
4,12
3,96

3,65

3,18
3,02
2,86

5,51
5,32
5,13
4,75
4,56
4,38
4,19
4,00
3,81

3,33
3,49

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

RGS H80 HDG

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 850 20 HDG 500
450KADB 845 20 HDG

KADB 860 20 HDG 600

KADB 822 20 HDG

KADB 805 20 HDG

225

50

KADB 807 20 HDG 75
KADB 810 20 HDG 100
KADB 812 20 HDG 125

150KADB 815 20 HDG
200KADB 820 20 HDG

KADB 825 20 HDG 250
KADB 830 20 HDG 300
KADB 840 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KADB 805 10 HDG 50

KADB 807 10 HDG 75
KADB 810 10 HDG 100
KADB 812 10 HDG 125

150KADB 815 10 HDG
200KADB 820 10 HDG

CODE

ad/pc
kgCODE

KADB 822 12 HDG

KADB 805 12 HDG

225

50

KADB 807 12 HDG 75
KADB 810 12 HDG 100
KADB 812 12 HDG 125

150KADB 815 12 HDG
200KADB 820 12 HDG

KADB 825 12 HDG 250

KADB 822 15 HDG

KADB 805 15 HDG

225

50

KADB 807 15 HDG 75
KADB 810 15 HDG 100
KADB 812 15 HDG 125

150KADB 815 15 HDG
200KADB 820 15 HDG

KADB 825 15 HDG 250
KADB 830 15 HDG 300
KADB 840 15 HDG 400
KADB 845 15 HDG 450
KADB 850 15 HDG 500
KADB 860 15 HDG 600

1.0mm

KADB 830 12 HDG 300

pcs

1.5mm

KADB 870 15 HDG 700
KADB 875 15 HDG 750
KADB 880 15 HDG 800
KADB 890 15 HDG 900
KADB 800 15 HDG 1000

KADB 870 20 HDG 700
KADB 875 20 HDG 750
KADB 880 20 HDG 800
KADB 890 20 HDG 900
KADB 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 850 20 HDG 500
450KAIB 845 20 HDG

KAIB 860 20 HDG 600

KAIB 822 20 HDG

KAIB 805 20 HDG

225

50

KAIB 807 20 HDG 75
KAIB 810 20 HDG 100
KAIB 812 20 HDG 125

150KAIB 815 20 HDG
200KAIB 820 20 HDG

KAIB 825 20 HDG 250
KAIB 830 20 HDG 300
KAIB 840 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 805 10 HDG 50

KAIB 807 10 HDG 75
KAIB 810 10 HDG 100
KAIB 812 10 HDG 125

150KAIB 815 10 HDG
200KAIB 820 10 HDG

CODE

ad/pc
kgCODE

KAIB 822 12 HDG

KAIB 805 12 HDG

225

50

KAIB 807 12 HDG 75
KAIB 810 12 HDG 100
KAIB 812 12 HDG 125

150KAIB 815 12 HDG
200KAIB 820 12 HDG

KAIB 825 12 HDG 250

KAIB 822 15 HDG

KAIB 805 15 HDG

225

50

KAIB 807 15 HDG 75
KAIB 810 15 HDG 100
KAIB 812 15 HDG 125

150KAIB 815 15 HDG
200KAIB 820 15 HDG

KAIB 825 15 HDG 250
KAIB 830 15 HDG 300
KAIB 840 15 HDG 400
KAIB 845 15 HDG 450
KAIB 850 15 HDG 500
KAIB 860 15 HDG 600

1.0mm

KAIB 830 12 HDG 300

pcs

1.5mm

KAIB 870 15 HDG 700
KAIB 875 15 HDG 750
KAIB 880 15 HDG 800
KAIB 890 15 HDG 900
KAIB 800 15 HDG 1000

KAIB 870 20 HDG 700
KAIB 875 20 HDG 750
KAIB 880 20 HDG 800
KAIB 890 20 HDG 900
KAIB 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

8,22
6,07

8,69

3,72

1,75

2,14
2,34
2,53
2,93

3,32

4,50
4,89
5,28

9,16

10,11

11,05

1,90

1,08
1,19
1,31
1,43
1,54

1,78

2,01
2,25

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1
1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1

1
1

1
1
1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADB ... H80

KADB ... H80

KAIB ... H80

KAIB ... H80

3,12

6,07

5,28

8,22

3,32

1.75

1.95
2.14
2.34
2.53

3.12

3,72
4,50

4,89

8,69
9,16
10,11
11,05

1,90

1,08

1,19
1,31

1,43
1,54
1,78

2,01
2,25

2,36

1,32
1,48
1,62

1,77
1,92
2,21

2,51

2,80
3,39

3,68

3,98
4,56
6,18
6,54
6,89
7,60
8,30

0,89

1,00
1,09
1,19
1,28
1,48

2.93

1,95

0,89

1,00
1,09
1,19
1,28
1,48

2,36

1,32

1,48
1,62
1,77
1,92
2,21

2,51
2,80
3,39
3,68
3,98
4,56
6,18
6,54
6,89
7,60
8,30

3
0
0
+

H

300+H

R300

42

1
8

9

a

80T

a

80
T

360

3
6
0

R300

42

1
89

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

KADB H80 HDG

KAIB H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 850 20 HDG 4,23500
450KADS 845 20 HDG 3,92

KADS 860 20 HDG 4,86600

KADS 822 20 HDG 2,50

KADS 805 20 HDG 1,40

225

50

KADS 807 20 HDG 1,5675
KADS 810 20 HDG 1,72100
KADS 812 20 HDG 1,88125

150KADS 815 20 HDG 2,03
200KADS 820 20 HDG 2,35

KADS 825 20 HDG 2,66250
KADS 830 20 HDG 2,97300
KADS 840 20 HDG 3,60400

KADS 822 15 HDG 1,88

KADS 805 15 HDG 1,06

225

50

KADS 807 15 HDG 1,1875
KADS 810 15 HDG 1,30100
KADS 812 15 HDG 1,42125

150KADS 815 15 HDG 1,53
200KADS 820 15 HDG 1,77

KADS 825 15 HDG 2,00250
KADS 830 15 HDG 2,24300
KADS 840 15 HDG 2,71400
KADS 845 15 HDG 2,95450
KADS 850 15 HDG 3,18500
KADS 860 15 HDG 3,65600
KADS 870 15 HDG 4,95700
KADS 875 15 HDG 5,23750
KADS 880 15 HDG 5,52800
KADS 890 15 HDG 6,08900
KADS 800 15 HDG 6,641000

KADS 870 20 HDG 6,58700
KADS 875 20 HDG 6,96750
KADS 880 20 HDG 7,33800
KADS 890 20 HDG 8,08900
KADS 800 20 HDG 8,841000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 822 15 HDG

KAIS 805 15 HDG

225

50
KAIS 807 15 HDG 75
KAIS 810 15 HDG 100
KAIS 812 15 HDG 125

150KAIS 815 15 HDG
200KAIS 820 15 HDG

KAIS 825 15 HDG 250
KAIS 830 15 HDG 300
KAIS 840 15 HDG 400
KAIS 845 15 HDG 450
KAIS 850 15 HDG 500

KAIS 860 15 HDG 600

KAIS 870 15 HDG 700

KAIS 875 15 HDG 750

KAIS 880 15 HDG 800

KAIS 890 15 HDG 900
KAIS 800 15 HDG 1000

KAIS 850 20 HDG 500
450KAIS 845 20 HDG

KAIS 860 20 HDG 600

KAIS 822 20 HDG

KAIS 805 20 HDG

225

50
KAIS 807 20 HDG 75
KAIS 810 20 HDG 100
KAIS 812 20 HDG 125

150KAIS 815 20 HDG
200KAIS 820 20 HDG

KAIS 825 20 HDG 250
KAIS 830 20 HDG 300
KAIS 840 20 HDG 400

KAIS 870 20 HDG 700

KAIS 875 20 HDG 750

KAIS 880 20 HDG 800

KAIS 890 20 HDG 900
KAIS 800 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H80 KADS ... H80 

KAIS ... H80 KAIS ... H80

1
1

1

1

1
1
1
1
1
1

1
1
1

1
1
1
1
1

4,23
3,92

4,86

2,50

1,40

1,56
1,72
1,88
2,03
2,35

2,66
2,97
3,60

6,58
6,96
7,33
8,08

8,84

1,88

1,06

1,18
1,30
1,42
1,53
1,77

2,00
2,24
2,71
2,95
3,18
3,65
4,95
5,23
5,52
6,08
6,64

KAIS H80 HDG

a

80T

a

80
T

KADS H80 HDG

2
9

5

4
21

8

2
1

5

9

2
9

5

4
2

1
8

2
1

5
9



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 850 20 HDG 500
450KAISR2 845 20 HDG

KAISR2 860 20 HDG 600

KAISR2 822 20 HDG

KAISR2 805 20 HDG

225

50

KAISR2 807 20 HDG 75
KAISR2 810 20 HDG 100
KAISR2 812 20 HDG 125

150KAISR2 815 20 HDG
200KAISR2 820 20 HDG

KAISR2 825 20 HDG 250
KAISR2 830 20 HDG 300
KAISR2 840 20 HDG 400

KAISR2 822 15 HDG

KAISR2 805 15 HDG

225

50

KAISR2 807 15 HDG 75
KAISR2 810 15 HDG 100
KAISR2 812 15 HDG 125

150KAISR2 815 15 HDG
200KAISR2 820 15 HDG

KAISR2 825 15 HDG 250
KAISR2 830 15 HDG 300
KAISR2 840 15 HDG 400
KAISR2 845 15 HDG 450
KAISR2 850 15 HDG 500
KAISR2 860 15 HDG 600
KAISR2 870 15 HDG 700
KAISR2 875 15 HDG 750
KAISR2 880 15 HDG 800
KAISR2 890 15 HDG 900
KAISR2 800 15 HDG 1000

KAISR2 870 20 HDG 700
KAISR2 875 20 HDG 750
KAISR2 880 20 HDG 800
KAISR2 890 20 HDG 900
KAISR2 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 850 20 HDG 500
450KAISR4 845 20 HDG

KAISR4 860 20 HDG 600

KAISR4 822 20 HDG

KAISR4 805 20 HDG

225

50

KAISR4 807 20 HDG 75
KAISR4 810 20 HDG 100
KAISR4 812 20 HDG 125

150KAISR4 815 20 HDG
200KAISR4 820 20 HDG

KAISR4 825 20 HDG 250
KAISR4 830 20 HDG 300
KAISR4 840 20 HDG 400

KAISR4 822 15 HDG

KAISR4 805 15 HDG

225

50

KAISR4 807 15 HDG 75
KAISR4 810 15 HDG 100
KAISR4 812 15 HDG 125

150KAISR4 815 15 HDG
200KAISR4 820 15 HDG

KAISR4 825 15 HDG 250
KAISR4 830 15 HDG 300
KAISR4 840 15 HDG 400
KAISR4 845 15 HDG 450
KAISR4 850 15 HDG 500
KAISR4 860 15 HDG 600
KAISR4 870 15 HDG 700
KAISR4 875 15 HDG 750
KAISR4 880 15 HDG 800
KAISR4 890 15 HDG 900
KAISR4 800 15 HDG 1000

KAISR4 870 20 HDG 700
KAISR4 875 20 HDG 750
KAISR4 880 20 HDG 800
KAISR4 890 20 HDG 900
KAISR4 800 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAISR2 ... H80 KAISR2 ... H80

KAISR4 ... H80 KAISR4 ... H80

7,92
7,33

9,10

4,68

2,62

2,91
3,21
3,50
3,80
4,39

4,97
5,56
6,74

3,53

1,98

2,20
2,42
2,65
2,87
3,31

3,75
4,19
5,07
5,52
5,96
6,84
7,64
7,72
8,61
9,49

10,37

10,27
10,86
11,45
12,63
13,81

12.67
11.72

14.55

7,48

4.19

4.66
5.13
5.60
6.07
7,01

7,96
8,90

10,78

5.64

3.17

3.52
3.88
4.23
4.58
5.29

6.00
6.70
8.12
8.82
9.53

10.94
12.35
13.06
13.77
15.18
16.59

16.43
17.38
18.32
20.20
22.09

a

80T

a

80
T

5
0

5

505

R30
0

9

18

41

1
2

5

125

8
0

5
805

R30
0

9

18

41

1
2

5

125

KAISR2 H80 HDG

KAISR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 850 20 HDG 7,92500
450KADSR2 845 20 HDG 7,33

KADSR2 860 20 HDG 9,10600

KADSR2 822 20 HDG 4,68

KADSR2 805 20 HDG 2,62

225

50

KADSR2 807 20 HDG 2,9175
KADSR2 810 20 HDG 3,21100
KADSR2 812 20 HDG 3,50125

150KADSR2 815 20 HDG 3,80
200KADSR2 820 20 HDG 4,39

KADSR2 825 20 HDG 4,97250
KADSR2 830 20 HDG 5,56300
KADSR2 840 20 HDG 6,74400

KADSR2 822 15 HDG 3,53

KADSR2 805 15 HDG 1,98

225

50

KADSR2 807 15 HDG 2,2075
KADSR2 810 15 HDG 2,42100
KADSR2 812 15 HDG 2,65125

150KADSR2 815 15 HDG 2,87
200KADSR2 820 15 HDG 3,31

KADSR2 825 15 HDG 3,75250
KADSR2 830 15 HDG 4,19300
KADSR2 840 15 HDG 5,07400
KADSR2 845 15 HDG 5,52450
KADSR2 850 15 HDG 5,96500
KADSR2 860 15 HDG 6,84600
KADSR2 870 15 HDG 7,72700
KADSR2 875 15 HDG 8,17750
KADSR2 880 15 HDG 8,61800
KADSR2 890 15 HDG 9,49900
KADSR2 800 15 HDG 10,371000

KADSR2 870 20 HDG 10,27700
KADSR2 875 20 HDG 10,86750
KADSR2 880 20 HDG 11,45800
KADSR2 890 20 HDG 12,63900
KADSR2 800 20 HDG 13,811000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 850 20 HDG 500
450KADSR4 845 20 HDG

KADSR4 860 20 HDG 600

KADSR4 822 20 HDG 7.48

KADSR4 805 20 HDG 4.19

225

50

KADSR4 807 20 HDG 4.6675
KADSR4 810 20 HDG 5.13100
KADSR4 812 20 HDG 5.60125

150KADSR4 815 20 HDG 6.07
200KADSR4 820 20 HDG 7.01

KADSR4 825 20 HDG 250
KADSR4 830 20 HDG 300
KADSR4 840 20 HDG 400

KADSR4 822 15 HDG 5.64

KADSR4 805 15 HDG 3.17

225

50

KADSR4 807 15 HDG 3.5275
KADSR4 810 15 HDG 3.88100
KADSR4 812 15 HDG 4.23125

150KADSR4 815 15 HDG 4.58
200KADSR4 820 15 HDG 5.29

KADSR4 825 15 HDG 6.00250
KADSR4 830 15 HDG 6.70300
KADSR4 840 15 HDG 8.12400
KADSR4 845 15 HDG 8.82450
KADSR4 850 15 HDG 9.53500
KADSR4 860 15 HDG 10.94600
KADSR4 870 15 HDG 12.35700
KADSR4 875 15 HDG 13.06750
KADSR4 880 15 HDG 13.77800
KADSR4 890 15 HDG 15.18900
KADSR4 800 15 HDG 16.591000

KADSR4 870 20 HDG 700
KADSR4 875 20 HDG 750
KADSR4 880 20 HDG 800
KADSR4 890 20 HDG 900
KADSR4 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H80 KADSR2 ... H80

KADSR4 ... H80 KADSR4 ... H80

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

11.72
10.78

12.67

7.96
8.90

14.55
16.43
17.38
18.32
20.20

22.09

a

80T

a

80
T

5
0

5

505

R30
0

9

18

41

1
2

5

125

8
0

5

805

R30
0

9

18

41

1
2

5

125

KADSR2 H80 HDG

KADSR4 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 850 20 HDG 3,39500
450KADS45 845 20 HDG 3,13

KADS45 860 20 HDG 3,88600

KADS45 822 20 HDG 2,00

KADS45 805 20 HDG 1,12

225

50

KADS45 807 20 HDG 1,2575
KADS45 810 20 HDG 1,37100
KADS45 812 20 HDG 1,50125

150KADS45 815 20 HDG 1,63
200KADS45 820 20 HDG 1,88

KADS45 825 20 HDG 2,13250
KADS45 830 20 HDG 2,38300
KADS45 840 20 HDG 2,88400

KADS45 822 15 HDG 1,51

KADS45 805 15 HDG 0,85

225

50

KADS45 807 15 HDG 0,9575
KADS45 810 15 HDG 1,04100
KADS45 812 15 HDG 1,13125

150KADS45 815 15 HDG 1,23
200KADS45 820 15 HDG 1,42

KADS45 825 15 HDG 1,60250
KADS45 830 15 HDG 1,80300
KADS45 840 15 HDG 2,17400
KADS45 845 15 HDG 2,36450
KADS45 850 15 HDG 2,55500
KADS45 860 15 HDG 2.92600
KADS45 870 15 HDG 3,30700
KADS45 875 15 HDG 3,49750
KADS45 880 15 HDG 3,68800
KADS45 890 15 HDG 4,05900
KADS45 800 15 HDG 4,431000

KADS45 870 20 HDG 4,39700
KADS45 875 20 HDG 4,64750
KADS45 880 20 HDG 4,89800
KADS45 890 20 HDG 5,40900
KADS45 800 20 HDG 5,901000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 850 20 HDG 500
450KAIS45 845 20 HDG

KAIS45 860 20 HDG 600

KAIS45 822 20 HDG

KAIS45 805 20 HDG

225

50

KAIS45 807 20 HDG 75
KAIS45 810 20 HDG 100
KAIS45 812 20 HDG 125

150KAIS45 815 20 HDG
200KAIS45 820 20 HDG

KAIS45 825 20 HDG 250
KAIS45 830 20 HDG 300
KAIS45 840 20 HDG 400

KAIS45 822 15 HDG

KAIS45 805 15 HDG

225

50

KAIS45 807 15 HDG 75
KAIS45 810 15 HDG 100
KAIS45 812 15 HDG 125

150KAIS45 815 15 HDG
200KAIS45 820 15 HDG

KAIS45 825 15 HDG 250
KAIS45 830 15 HDG 300
KAIS45 840 15 HDG 400
KAIS45 845 15 HDG 450
KAIS45 850 15 HDG 500
KAIS45 860 15 HDG 600
KAIS45 870 15 HDG 700
KAIS45 875 15 HDG 750
KAIS45 880 15 HDG 800
KAIS45 890 15 HDG 900
KAIS45 800 15 HDG 1000

KAIS45 870 20 HDG 700
KAIS45 875 20 HDG 750
KAIS45 880 20 HDG 800
KAIS45 890 20 HDG 900
KAIS45 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
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1
1

1
1
1
1
1

1
1
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1

1
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1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 ... H80 KADS45 ... H80

KAIS45 ... H80 KAIS45 ... H80

3,39
3,13

3,88

2,00

1,12

1,25
1,37
1,50
1,63
1,88

2,13
2,38
2,88

1,51

0,85

0,95
1,04
1,13
1,23
1,42

1,60
1,80
2,17
2,36
2,55
2.92
3,30
3,49
3,68
4,05
4,43

4,39
4,64
4,89
5,40
5,90

a

80T

41

135°

1
6

0

245

8
0

KADS45 H80 HDG

a

80T

9x18

41

135° 1
6

0

245

8
0

9x18

KAIS45 H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 850 20 HDG 7,92500
450KAIS45R4 845 20 HDG 7,33

KAIS45R4 860 20 HDG 9,10600

KAIS45R4 822 20 HDG 4,68

KAIS45R4 805 20 HDG 2,62

225

50

KAIS45R4 807 20 HDG 2,9175
KAIS45R4 810 20 HDG 3,21100
KAIS45R4 812 20 HDG 3,50125

150KAIS45R4 815 20 HDG 3,80
200KAIS45R4 820 20 HDG 4,39

KAIS45R4 825 20 HDG 4,97250
KAIS45R4 830 20 HDG 5,56300
KAIS45R4 840 20 HDG 6,74400

KAIS45R4 822 15 HDG 3,53

KAIS45R4 805 15 HDG 1,98

225

50

KAIS45R4 807 15 HDG 2,2075
KAIS45R4 810 15 HDG 2,42100
KAIS45R4 812 15 HDG 2,65125

150KAIS45R4 815 15 HDG 2,87
200KAIS45R4 820 15 HDG 3,31

KAIS45R4 825 15 HDG 3,75250
KAIS45R4 830 15 HDG 4,19300
KAIS45R4 840 15 HDG 5,07400
KAIS45R4 845 15 HDG 5,52450
KAIS45R4 850 15 HDG 5,96500
KAIS45R4 860 15 HDG 6,84600
KAIS45R4 870 15 HDG 7,72700
KAIS45R4 875 15 HDG 8,17750
KAIS45R4 880 15 HDG 8,61800
KAIS45R4 890 15 HDG 9,49900
KAIS45R4 800 15 HDG 10,371000

KAIS45R4 870 20 HDG 10,27700
KAIS45R4 875 20 HDG 10,86750
KAIS45R4 880 20 HDG 11,45800
KAIS45R4 890 20 HDG 12,63900
KAIS45R4 800 20 HDG 13,811000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R2 850 20 HDG 5,28500
450KAIS45R2 845 20 HDG 4,89

KAIS45R2 860 20 HDG 6,07600

KAIS45R2 822 20 HDG 3,12

KAIS45R2 805 20 HDG 1.75

225

50

KAIS45R2 807 20 HDG 1.9475
KAIS45R2 810 20 HDG 2.14100
KAIS45R2 812 20 HDG 2.34125

150KAIS45R2 815 20 HDG 2,53
200KAIS45R2 820 20 HDG 2,93

KAIS45R2 825 20 HDG 3,32250
KAIS45R2 830 20 HDG 3,71300
KAIS45R2 840 20 HDG 4,50400

KAIS45R2 822 15 HDG

KAIS45R2 805 15 HDG 1,32

225

50

KAIS45R2 807 15 HDG 1,4775
KAIS45R2 810 15 HDG 1,62100
KAIS45R2 812 15 HDG 1,77125

150KAIS45R2 815 15 HDG 1,91
200KAIS45R2 820 15 HDG 2,21

KAIS45R2 825 15 HDG
2.35

250
KAIS45R2 830 15 HDG

2.50
300

KAIS45R2 840 15 HDG
2,80

400
KAIS45R2 845 15 HDG

3,38
450

KAIS45R2 850 15 HDG
3,68

500
KAIS45R2 860 15 HDG

3,97
600

KAIS45R2 870 15 HDG
4,56

700
KAIS45R2 875 15 HDG

5,15
750

KAIS45R2 880 15 HDG
5,45

800
KAIS45R2 890 15 HDG

5,74

900
KAIS45R2 800 15 HDG

6,33

1000

KAIS45R2 870 20 HDG 6,85700
KAIS45R2 875 20 HDG 7,24750
KAIS45R2 880 20 HDG 7,64800

KAIS45R2  890 20 HDG 8,42900
KAIS45R2 800 20 HDG 9,211000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
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1

1
1

1

1

1

1
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1
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1

1
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1
1
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Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS45R4 ... H80 KAIS45R4 ... H80

KAIS45R2 ... H80 KAIS45R2 ... H80

6,92

a

80T

 482

41

9x18
 125 R

3
0
0
 

1
7

5
8

0

KAIS45R2 H80 HDG

KAIS45R4 H80 HDG

a

80T

695

41

9x18
 125 R

6
0
0

2
6
5

8
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 850 20 HDG 500
450KADS45R2 845 20 HDG

KADS45R2 860 20 HDG 600

KADS45R2 822 20 HDG

KADS45R2 805 20 HDG

225

50

KADS45R2 807 20 HDG 75
KADS45R2 810 20 HDG 100
KADS45R2 812 20 HDG 125

150KADS45R2 815 20 HDG
200KADS45R2 820 20 HDG

KADS45R2 825 20 HDG 250
KADS45R2 830 20 HDG 300
KADS45R2 840 20 HDG 400

KADS45R2 822 15 HDG

KADS45R2 805 15 HDG

225

50

KADS45R2 807 15 HDG 75
KADS45R2 810 15 HDG 100
KADS45R2 812 15 HDG 125

150KADS45R2 815 15 HDG
200KADS45R2 820 15 HDG

KADS45R2 825 15 HDG 250
KADS45R2 830 15 HDG 300
KADS45R2 840 15 HDG 400
KADS45R2 845 15 HDG 450
KADS45R2 850 15 HDG 500
KADS45R2 860 15 HDG 600
KADS45R2 870 15 HDG 700
KADS45R2 875 15 HDG 750
KADS45R2 880 15 HDG 800
KADS45R2 890 15 HDG 900
KADS45R2 800 15 HDG 1000

KADS45R2 870 20 HDG 700
KADS45R2 875 20 HDG 750
KADS45R2 880 20 HDG 800
KADS45R2 890 20 HDG 900
KADS45R2 800 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 850 20 HDG 500
450KADS45R4 845 20 HDG

KADS45R4 860 20 HDG 600

KADS45R4 822 20 HDG

KADS45R4 805 20 HDG

225

50

KADS45R4 807 20 HDG 75
KADS45R4 810 20 HDG 100
KADS45R4 812 20 HDG 125

150KADS45R4 815 20 HDG
200KADS45R4 820 20 HDG

KADS45R4 825 20 HDG 250
KADS45R4 830 20 HDG 300
KADS45R4 840 20 HDG 400

KADS45R4 822 15 HDG

KADS45R4 805 15 HDG

225

50

KADS45R4 807 15 HDG 75
KADS45R4 810 15 HDG 100
KADS45R4 812 15 HDG 125

150KADS45R4 815 15 HDG
200KADS45R4 820 15 HDG

KADS45R4 825 15 HDG 250
KADS45R4 830 15 HDG 300
KADS45R4 840 15 HDG 400
KADS45R4 845 15 HDG 450
KADS45R4 850 15 HDG 500
KADS45R4 860 15 HDG 600
KADS45R4 870 15 HDG 700
KADS45R4 875 15 HDG 750
KADS45R4 880 15 HDG 800
KADS45R4 890 15 HDG 900
KADS45R4 800 15 HDG 1000

KADS45R4 870 20 HDG 700
KADS45R4 875 20 HDG 750
KADS45R4 880 20 HDG 800
KADS45R4 890 20 HDG 900
KADS45R4 800 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

5.28
4.89

6.07

3.12

1.75

1.94
2.14
2.34
2.53
2.93

3.32
3.71
4.50

2,35

1,32

1,47
1,62
1,77
1,91
2,21

2,50
2,80
3.38
3.68
3.97
4.56
5.15
5.45
5.74
6.33
6.92

6.85
7.24
7.64
8.42
9.21

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R2 ... H80 KADS45R2 ... H80

KADS45R4 ... H80 KADS45R4 ... H80

7,92
7,33

9,10

4,68

2,62

2,91
3,21
3,50
3,80
4,39

4,97
5,56
6,74

3,51

1,98

2,20
2,42
2,65
2,87
3,31

3,75
4,19
5,07
5,52
5,96
6,84
7,72
8,17
8,61
9,49

10,37

10,27
10,86
11,45
12,63
13,81

a

80T

 482

41

9x18
 125

 R
3
0
0
 

1
7

5
8

0

KADS45R2 H80 HDG

KADS45R4 H80 HDG

a

80T

695

41

9x18

 125

 R
6
0
0

2
6

5
8
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 850 20 HDG 2.12500
450KAMB 845 20 HDG 1.96

KAMB 860 20 HDG 2.44600

KAMB 822 20 HDG 1.25

KAMB 805 20 HDG 0.71

225

50

KAMB 807 20 HDG 0.7875
KAMB 810 20 HDG 0.86100
KAMB 812 20 HDG 0.94125

150KAMB 815 20 HDG 1.02
200KAMB 820 20 HDG 1.18

KAMB 825 20 HDG 1.33250
KAMB 830 20 HDG 1.49300
KAMB 840 20 HDG 1.80400

KAMB 822 15 HDG 0.95

KAMB 805 15 HDG 0.53

225

50

KAMB 807 15 HDG 0.6075
KAMB 810 15 HDG 0.65100
KAMB 812 15 HDG 0.72125

150KAMB 815 15 HDG 0.77
200KAMB 820 15 HDG 0.89

KAMB 825 15 HDG 1.00250
KAMB 830 15 HDG 1.12300
KAMB 840 15 HDG 1.36400
KAMB 845 15 HDG 1.48450
KAMB 850 15 HDG 1.60500
KAMB 860 15 HDG 1.83600
KAMB 870 15 HDG 2.07700
KAMB 875 15 HDG 2.19750
KAMB 880 15 HDG 2.30800
KAMB 890 15 HDG 2.54900
KAMB 800 15 HDG 2.771000

KAMB 870 20 HDG 2.75700
KAMB 875 20 HDG 2.90750
KAMB 880 20 HDG 3.06800
KAMB 890 20 HDG 3.37900
KAMB 800 20 HDG 3.691000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 850 20 HDG 500
450KAMD 845 20 HDG

KAMD 860 20 HDG 600

KAMD 822 20 HDG 3,09

KAMD 805 20 HDG 2,31

225

50

KAMD 807 20 HDG 2,4275
KAMD 810 20 HDG 2,53100
KAMD 812 20 HDG 2,64125

150KAMD 815 20 HDG 2,76

200KAMD 820 20 HDG 2,98

KAMD 825 20 HDG 3,20250
KAMD 830 20 HDG 3,44300
KAMD 840 20 HDG 400

KAMD 822 15 HDG

KAMD 805 15 HDG 1,88

225

50

KAMD 807 15 HDG 75
KAMD 810 15 HDG 100
KAMD 812 15 HDG 125

150KAMD 815 15 HDG
200KAMD 820 15 HDG

KAMD 825 15 HDG 250
KAMD 830 15 HDG 300
KAMD 840 15 HDG 400
KAMD 845 15 HDG 450
KAMD 850 15 HDG 500
KAMD 860 15 HDG 600
KAMD 870 15 HDG 700
KAMD 875 15 HDG 750
KAMD 880 15 HDG 800
KAMD 890 15 HDG 900
KAMD 800 15 HDG 1000

KAMD 870 20 HDG 700
KAMD 875 20 HDG 750
KAMD 880 20 HDG 800
KAMD 890 20 HDG 900
KAMD 800 20 HDG 1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1
1
1

KAMD ... H80 KAMD ... H80

1,96
2,05
2,13
2,21
2,39
2,47
2,55
2,72
3,06

3,24
3,40
3,75

4,08

4,24
4,42
4,76
5,09

4,12

3,89

4,34
4,79
5,25
5,48
5,70

6,15

6,60

KAMB ... H80 KAMB ... H80

KAMD H80 HDG

270

a

6
0

KAMB H80 HDG

690

9x18

a

Ø 8 mm

8,5x20

85

270

8
0

Ø
 8

 m
m

 



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

Cable Tray

BDD

BDD

Cable Tray

Cable Tray

BDD

BDD

Cable Tray

BDD

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

BDD

KAMB



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 850 20 HDG 11,06500
450KADT 845 20 HDG 9,72

KADT 860 20 HDG 13,98600

KADT 822 20 HDG 4,65225

KADT 810 20 HDG 2,52100
KADT 812 20 HDG 2,91125

150KADT 815 20 HDG 3,32
200KADT 820 20 HDG 4,19

KADT 825 20 HDG 5,14250
KADT 830 20 HDG 6,17300
KADT 840 20 HDG 8,46400

KADT 822 15 HDG 3,49225

KADT 810 15 HDG 1,89100
KADT 812 15 HDG 2,18125

150KADT 815 15 HDG 2,49
200KADT 820 15 HDG 3,14

KADT 825 15 HDG 3,85250
KADT 830 15 HDG 4,63300
KADT 840 15 HDG 6,34400
KADT 845 15 HDG 7,29450
KADT 850 15 HDG 8,30500
KADT 860 15 HDG 10,49600
KADT 870 15 HDG 12,92700
KADT 875 15 HDG 14,22750
KADT 880 15 HDG 15,58800
KADT 890 15 HDG 18,47900
KADT 800 15 HDG 21,611000

KADT 870 20 HDG 17,22700
KADT 875 20 HDG 18,95750
KADT 880 20 HDG 20,77800
KADT 890 20 HDG 24,63900
KADT 800 20 HDG 28,811000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 850 20 HDG 6,04500
450KAMT 845 20 HDG 5,65

KAMT 860 20 HDG 6,83600

KAMT 822 20 HDG 2,50225

KAMT 810 20 HDG 1.95100
KAMT 812 20 HDG 2.06125

150KAMT 815 20 HDG 2,17
200KAMT 820 20 HDG 2,39

KAMT 825 20 HDG 2,60250
KAMT 830 20 HDG 2,82300
KAMT 840 20 HDG 5,26400

KAMT 822 15 HDG 1,87225

KAMT 810 15 HDG 1,46100
KAMT 812 15 HDG 1,54125

150KAMT 815 15 HDG 1,63
200KAMT 820 15 HDG 1,79

KAMT 825 15 HDG 1,95250
KAMT 830 15 HDG 2,12300
KAMT 840 15 HDG 3,95400
KAMT 845 15 HDG 4,24450
KAMT 850 15 HDG 4,53500
KAMT 860 15 HDG 5,12600
KAMT 870 15 HDG 7,01700
KAMT 875 15 HDG 7,37750
KAMT 880 15 HDG 7,72800
KAMT 890 15 HDG 8,43900
KAMT 800 15 HDG 9,131000

KAMT 870 20 HDG 9,35700
KAMT 875 20 HDG 750
KAMT 880 20 HDG 800
KAMT 890 20 HDG 900
KAMT 800 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMT ... H80 KAMT ... H80

KADT ... H80 KADT ... H80

9,82
10,29

11,23
12,18

W+325

W
8x23

W

350+H

KAMT H80 HDG

W

2
4
5

9x18 1
0
0

100

9x182
5
5

1
7
5

8
0

42

KADT H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 850 20 HDG 500
450KADG 845 20 HDG

KADG 860 20 HDG 600

KADG 822 20 HDG 225

KADG 810 20 HDG 100
KADG 812 20 HDG 125

150KADG 815 20 HDG
200KADG 820 20 HDG

KADG 825 20 HDG 250
KADG 830 20 HDG 300
KADG 840 20 HDG 400

KADG 822 15 HDG 225

KADG 810 15 HDG 100
KADG 812 15 HDG 125

150KADG 815 15 HDG
200KADG 820 15 HDG

KADG 825 15 HDG 250
KADG 830 15 HDG 300
KADG 840 15 HDG 400
KADG 845 15 HDG 450
KADG 850 15 HDG 500
KADG 860 15 HDG 600
KADG 870 15 HDG 700
KADG 875 15 HDG 750
KADG 880 15 HDG 800
KADG 890 15 HDG 900
KADG 800 15 HDG 1000

KADG 870 20 HDG 700
KADG 875 20 HDG 750
KADG 880 20 HDG 800
KADG 890 20 HDG 900
KADG 800 20 HDG 1000

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 850 20 HDG 9,90500
450KADL 845 20 HDG 8,64

KADL 860 20 HDG 12,67600

KADL 822 20 HDG 3,92225

KADL 810 20 HDG 1,99100
KADL 812 20 HDG 2,34125

150KADL 815 20 HDG 2,70
200KADL 820 20 HDG 3,50

KADL 825 20 HDG 4,37250
KADL 830 20 HDG 5,32300
KADL 840 20 HDG 7,45400

KADL 822 15 HDG 2,94225

KADL 810 15 HDG 1.49100
KADL 812 15 HDG 1.75125

150KADL 815 15 HDG 2.03
200KADL 820 15 HDG 2,62

KADL 825 15 HDG 3,28250
KADL 830 15 HDG 3,99300
KADL 840 15 HDG 5,59400
KADL 845 15 HDG 6,48450
KADL 850 15 HDG 7,43500
KADL 860 15 HDG 9,50600
KADL 870 15 HDG 11,81700
KADL 875 15 HDG 13,05750
KADL 880 15 HDG 14,35800
KADL 890 15 HDG 17,13900
KADL 800 15 HDG 20,141000

KADL 870 20 HDG 15,74700
KADL 875 20 HDG 17,40750
KADL 880 20 HDG 19,13800
KADL 890 20 HDG 22,84900
KADL 800 20 HDG 26,861000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9,90
8,64

12,67

3,92

1,99
2,34
2,70
3,50

4,37
5,32
7,45

2.62

1.49
1.75

2.03

2.94
3.28
3.99
5.59
6.48
7.43
9.50
11.81
13,05
14,35
17,03

15,74
17,40
19,13
22,84
26,86

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADL ... H80 KADL ... H80

KADG ... H80 KADG ... H80

20,14

W+165

W

8x23

2
4

5

W

1
0

0

100

9x18

W+165

W

8x23

KADG H80 HDG

KADL H80 HDG

2
4

5

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 80 575 15 HDG 0,62

RT 80 425 15 HDG 0,49

RT 80 450 15 HDG 0,51

RT 80 475 15 HDG 0,53
RT 80 500 15 HDG 0,56

RT 80 525 15 HDG 0,58

RT 80 550 15 HDG 0,60

RT 80 375 15 HDG 0,43
RT 80 350 15 HDG 0,41

RT 80 400 15 HDG 0,47

RT 80 225 15 HDG 0,30

RT 80 50 15 HDG 0,17

RT 80 75 15 HDG 0,20
RT 80 100 15 HDG 0,22
RT 80 125 15 HDG 0,22
RT 80 150 15 HDG 0,24

RT 80 200 15 HDG 0,28

RT 80 250 15 HDG 0,32
RT 80 275 15 HDG 0,34

RT 80 325 15 HDG 0,39

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 80 25 15 HDG 0,1525

RT 80 175 15 HDG 0,26175

pcs

RT 80 300 15 HDG 0,37300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 850 20 HDG 0.71
SON 845 20 HDG 0.65

SON 860 20 HDG 0.82

SON 822 20 HDG 0.39

SON 805 20 HDG 0.20

SON 807 20 HDG 0.23
SON 810 20 HDG 0.25
SON 812 20 HDG 0.28
SON 815 20 HDG 0.31
SON 820 20 HDG 0.37

SON 825 20 HDG 0.42
SON 830 20 HDG 0.48
SON 840 20 HDG 0.59

CODE

ad/pc
kgCODE

SON 850 15 HDG
SON 845 15 HDG

SON 860 15 HDG

SON 822 15 HDG

SON 805 15 HDG 0.15

SON 807 15 HDG 0.17

SON 810 15 HDG 0.19
SON 812 15 HDG
SON 815 15 HDG
SON 820 15 HDG

SON 825 15 HDG
SON 830 15 HDG
SON 840 15 HDG

CODE

ad/pc
kgCODE

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 80 575 20 HDG 0.82

RT 80 425 20 HDG 0.65

RT 80 450 20 HDG 0.68

RT 80 475 20 HDG 0.71
RT 80 500 20 HDG 0.74

RT 80 525 20 HDG 0.77

RT 80 550 20 HDG 0.80

RT 80 375 20 HDG 0.60
RT 80 350 20 HDG 0.57

RT 80 400 20 HDG 0.63

RT 80 225 20 HDG 0.43

RT 80 50 20 HDG 0.23

RT 80 75 20 HDG 0.26

RT 80 100 20 HDG 0.29
RT 80 125 20 HDG 0.32
RT 80 150 20 HDG 0.34

RT 80 200 20 HDG 0.40

RT 80 250 20 HDG 0.46

RT 80 275 20 HDG 0.49

RT 80 325 20 HDG 0.54

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 80 25 20 HDG 0.2025

RT 80 175 20 HDG 0.37175

pcs

RT 80 300 20 HDG 0.51300

1.5mm 2.0mm

SON 880 15 HDG
SON 875 15 HDG

SON 890 15 HDG

SON 870 15 HDG

800
750

900

700

SON 800 15 HDG 1000

SON 880 20 HDG 1.04
SON 875 20 HDG 0.99

SON 890 20 HDG 1.16

SON 870 20 HDG 0.93

800
750

900

700

SON 800 20 HDG 1.271000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SON ... H80SON ... H80

0.53
0.49

0.62

0.30

0.21

0.28

0.32
0.36
0.45

0.78
0.74

0.87

0.70

0.95

RT ... H80 RT ... H80

0.23

RT H80 HDG

SON H80 HDG
3

5

a

T

9

35

8
0

1
8

9x18

42

75

L

75

T

80

18x9



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

BDD 280 15 HDG 250 0.29

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

BYDU 180 15 HDG 1000 0.76

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 180 20 HDG 1000 1.01

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

BDD 380 15 HDG 250 0.32

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

pcspcs

Hot-D�p Galvan�zed

BDD 280 20 HDG 250 0.39 BDD 380 20 HDG 250 0.43

MYD 180 15 HDG 200 0.23

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 180 20 HDG 200 0.31

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 180 15 HDG 600 0.57

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 180 20 HDG 600 0.76

1

1

1

1

1

1

1

1

1 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BDD 2 ... H80 BDD 3 ... H80

MYD ... H80 MYDU ... H80

BYDU ... H80 BYDU ... H80

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

7
5

15

T

8
5

15

T

BDD 280 BDD 380

100

2323

8,5x20

130

Ø 8

BDD 380BDD 280

1
8

L=1000

MYD 180
MYDU 180

MYD 180

7
5

2 9

BYDU 180

 L=200 mm 

 25

75

75

 L=600 mm 

MYDU 180

1
8

9

1
8

9

2.0mm 2.0mm



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.63

pcs

SEP 250 10 HDG 30001 1

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 15 HDG 1.183000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 20 HDG 1.573000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

1.30

pcs

2.0mm

CODE

1m
kgCODE

1.73

pcs

SEP 280 15 HDG 3000

SEP 280 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y80 15 HDG 1.771500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

2.36

pcs

SEP Y80 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 10 HDG 0.793000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.87

pcs

SEP 280 10 HDG 30001 1

Cable Trays - System of Side Height H80

SEP 1 ... H80 SEP 2 ... H80

SEP 1 ... H80 SEP 2 ... H80

SEP 1 ... H80 SEP 2 ... H80

SEP Y H80 SEP Y H80
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

7
5

20

T

7
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

20

T T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP 1 H80 HDG

75

SEP Y H80 HDG

SEP 2 H80 HDG

SEP 1 H80 SEP 2 H80



MADE IN TURKEY

m
Cable Trays - System of Side Height H80

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 80 20 HDG 0.21

CODE

ad/pc
kgCODE

MBE 80 15 HDG 0.16

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 80 575 15 HDG

RC 80 425 15 HDG

RC 80 450 15 HDG
RC 80 475 15 HDG
RC 80 500 15 HDG
RC 80 525 15 HDG
RC 80 550 15 HDG

RC 80 375 15 HDG
RC 80 350 15 HDG

RC 80 400 15 HDG

RC 80 225 15 HDG 0.46

RC 80 50 15 HDG 0.22

RC 80 75 15 HDG 0.25
RC 80 100 15 HDG 0.29
RC 80 125 15 HDG 0.32
RC 80 150 15 HDG 0.36

RC 80 200 15 HDG 0.43

RC 80 250 15 HDG 0.50

RC 80 275 15 HDG 0.53

RC 80 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 80 25 15 HDG 0.1825

RC 80 175 15 HDG 0.39175

pcs

RC 80 300 15 HDG 300

Hot-D�p Galvan�zed

RC 80 575 20 HDG 1.28

RC 80 425 20 HDG 0.99

RC 80 450 20 HDG 1.04
RC 80 475 20 HDG 1.09
RC 80 500 20 HDG 1.14
RC 80 525 20 HDG 1.18
RC 80 550 20 HDG 1.23

RC 80 375 20 HDG 0.90
RC 80 350 20 HDG 0.85

RC 80 400 20 HDG 0.95

RC 80 225 20 HDG 0.62

RC 80 50 20 HDG 0.29

RC 80 75 20 HDG 0.33
RC 80 100 20 HDG 0.38
RC 80 125 20 HDG 0.43
RC 80 150 20 HDG 0.48

RC 80 200 20 HDG 0.57

RC 80 250 20 HDG 0.66

RC 80 275 20 HDG 0.71

RC 80 325 20 HDG 0.81

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 80 25 20 HDG 0.2425

RC 80 175 20 HDG 0.52175

pcs

RC 80 300 20 HDG 0.76300

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1 1

MBE ... H80 MBE ... H80
Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

0.92

0.71

0.75
0.78
0.82
0.85
0.89

0.64
0.61

0.68

0.57

0.96

RC ... H80 RC ... H80

1

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

L75 75

9x25

RC H80 HDG

80

25

RC Mount�ng

MBE H80 HDG

7
7

8,5x808,5x23

L

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE

3000 0.014 M8

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M6 EG 15 0.08M6

S�ze

mm
CODE

Length

L
mm Pack

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

Electro - Galvan�zed

pcspcs

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

3000
3000
3000
3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

3000100

3000125
3000150
3000200

225 3000
250 3000

1.0mm

pcs

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Hot-D�p Galvan�zed

1.5mm

175KBE 310 20 HDG 100

175KBE 310 15 HDG 100

1.5mm

175 0.26KBE 210 20 HDG 100

2.0mm

175 0.20KBE 210 15 HDG 100

KBE 210 12 HDG 175 0.16 100 175KBE 310 12 HDG 100

1.2mm

2.0mm

0.28

0.21

0.17

2

2
2
2
2

2

2
2
2
2

APK 110 10 HDG
APK 112 10 HDG
APK 115 10 HDG
APK 120 10 HDG

100
125
150
200

2.00
2.15
2.31
2.62

APK 110 12 HDG

APK 112 12 HDG
APK 115 12 HDG

APK 120 12 HDG
APK 122 12 HDG

APK 125 12 HDG

2.39

2.58
2.76
3.14
3.33

3.52
3.90

APK 150 15 HDG
APK 145 15 HDG

APK 160 15 HDG

APK 122 15 HDG

APK 110 15 HDG
APK 112 15 HDG
APK 115 15 HDG
APK 120 15 HDG

APK 125 15 HDG
APK 130 15 HDG
APK 140 15 HDG

APK 190 15 HDG
APK 180 15 HDG

APK 100 15 HDG

APK 170 15 HDG
APK 175 15 HDG

500
450

600

225

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

6.73
6.26

7.86

4.14

2.96
3.20
3.44
3.91

4.38
4.85
5.79

10.50
9.56

11.44

8.62
9.09

2
2

2

2

2
2
2
2

2
2
2

2
2
2
2
2

APK 130 12 HDG

APK 150 20 HDG
APK 145 20 HDG

APK 160 20 HDG

APK 122 20 HDG

APK 110 20 HDG
APK 112 20 HDG
APK 115 20 HDG
APK 120 20 HDG

APK 125 20 HDG
APK 130 20 HDG
APK 140 20 HDG

APK 190 20 HDG
APK 180 20 HDG

APK 100 20 HDG

APK 170 20 HDG
APK 175 20 HDG

300

500
450

600

225

100
125
150
200

250
300
400

900
800

1000

700
750

3000

3000

3000
3000
3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

8.95
8.32

10.20

5.50

3.92
4.24
4.56
5.18

5.81
6.44
7.69

13.97
12.72

15.23

11.46
12.09

2

2
2

2

2

2
2
2
2

2
2
2

2
2
2
2
2

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK ... H100

APK ... H100

KBE ... H100 KBE ... H100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

100

a

T

10
25

8,5

41,75L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

APK H100 HDG

L=175

25

9
5

15

1
0
5

T

15

KBE 210 KBE 310

T

20x8.5

KBE 210
KBE 310

Width
Usable

Cross-Section

100
150
200
300
400
500

298 cm

600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

1.50

3.00

0.75

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

3.75
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0



m
Cable Trays - System of Side Height H100

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

ADK 110 10 HDG 3000100
ADK 112 10 HDG 3000125

150ADK 115 10 HDG 3000
200ADK 120 10 HDG 3000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

ADK 122 15 HDG 3000225

ADK 110 15 HDG 3000100
ADK 112 15 HDG 3000125

150ADK 115 15 HDG 3000
200ADK 120 15 HDG 3000

ADK 125 15 HDG 3000250
ADK 130 15 HDG 3000300
ADK 140 15 HDG 3000400
ADK 145 15 HDG 3000450
ADK 150 15 HDG 3000500
ADK 160 15 HDG 3000600

1.0mm

pcs

1.5mm

ADK 170 15 HDG 3000700
ADK 175 15 HDG 3000750
ADK 180 15 HDG 3000800
ADK 190 15 HDG 3000900
ADK 100 15 HDG 30001000

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

1.2mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm

175BYD 310 20 HDG 100

175BYD 310 15 HDG 100

1.5mm

175 0.26BYD 210 20 HDG 100

2.0mm

175 0.20BYD 210 15 HDG 100

BYD 210 12 HDG 175 0,16 100 175BYD 310 12 HDG 100

1.2mm

2.0mm

0.28

0.21

0,17

2
2

2

2

2
2
2
2

2
2
2

2
2
2
2
2

2
2
2
2

2.49
2.68
2.88
3.27

ADK 150 20 HDG 3000500
450ADK 145 20 HDG 3000

ADK 160 20 HDG 3000600

ADK 122 20 HDG 3000225

ADK 110 20 HDG 3000100
ADK 112 20 HDG 3000125

150ADK 115 20 HDG 3000
200ADK 120 20 HDG 3000

ADK 125 20 HDG 3000250
ADK 130 20 HDG 3000300
ADK 140 20 HDG 3000400

ADK 122 12 HDG 3000225

ADK 110 12 HDG 3000100
ADK 112 12 HDG 3000125

150ADK 115 12 HDG 3000
200ADK 120 12 HDG 3000

ADK 125 12 HDG 3000250
ADK 130 12 HDG 3000300

ADK 170 20 HDG 3000700
ADK 175 20 HDG 3000750
ADK 180 20 HDG 3000800
ADK 190 20 HDG 3000900
ADK 100 20 HDG 30001000

2
2

2

2

2
2
2
2

2
2
2

2
2
2
2
2

2

2
2
2
2

2
2

11.18
10.40

12.75

6.87

4.90
5.30
5.69
6.47

7.26
8.04
9.61

2.98
3.22

3.45
3.92

17.46
15.89

19.03

14.32
15.11

4.16
4.39

4.87

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

ADK ... H100

ADK ... H100

BYD 2 ... H100 BYD 3 ... H100

3.70
4.00
4.29
4.88
5.17

5.47
6.06
7.23
7.82
8.41
9.59

10.77
11.36

11.94
13.12

14.30

T

L

100

a

10

25

8,5

41,75
ADK H100 HDG

BYD 210
BYD 310

Width
Usable

Cross-Section

100
150
200
300
400
500

298 cm

600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

L=175
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9
5
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0
5

T

15

BYD 210 BYD 310

T

20x8.5

1.50
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0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

3.75
 1.0  1.2

Thickn. (ga) [mm]:

 1.5 2.0



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H100

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

2.0mm

Hot-D�p Galvan�zed

Width

a=b
mm ad/pc

kg

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

KA90 110 10 HDG

KA90 112 10 HDG
KA90 115 10 HDG
KA90 120 10 HDG

CODECODE

100

125
150
200

0,67

0,77
0,89
1,14

KA90 130 15 HDG

KA90 110 15 HDG

KA90 112 15 HDG
KA90 115 15 HDG
KA90 120 15 HDG
KA90 122 15 HDG
KA90 125 15 HDG

KA90 140 15 HDG
KA90 145 15 HDG
KA90 150 15 HDG
KA90 160 15 HDG
KA90 170 15 HDG
KA90 175 15 HDG
KA90 180 15 HDG
KA90 190 15 HDG
KA90 100 15 HDG

2,75

1,00

1,16
1,33
1,71
1,91
2,13

3,86
4,49
5,16
6,65
8,33
9,24

10,19
12,25
14,49

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

1

1
1
1

KA90 170 20 HDG
KA90 160 20 HDG

KA90 175 20 HDG

KA90 130 20 HDG

KA90 110 20 HDG

KA90 112 20 HDG
KA90 115 20 HDG
KA90 120 20 HDG
KA90 122 20 HDG
KA90 125 20 HDG

KA90 140 20 HDG
KA90 145 20 HDG
KA90 150 20 HDG

KA90 180 20 HDG
KA90 190 20 HDG
KA90 100 20 HDG

700
600

750

300

100

125
150
200
225
250

400
450
500

800
900

1000

11,10
8,87

12,32

3,67

1,33

1,54
1,77
2,27
2,55
2,84

5,15
5,98
6,88

19,32

13,59
16,33

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

KA90 130 12 HDG

KA90 110 12 HDG

KA90 112 12 HDG
KA90 115 12 HDG
KA90 120 12 HDG
KA90 122 12 HDG
KA90 125 12 HDG

300

100

125
150
200
225
250

Width

a=b
mm ad/pc

kg

0,80

0,93
1,06
1,37
1,53
1,71
2,20 1

1

1
1
1
1
1

KA90R1 130 15 HDG

KA90R1 110 15 HDG

KA90R1 112 15 HDG
KA90R1 115 15 HDG

KA90R1 120 15 HDG
KA90R1 122 15 HDG
KA90R1 125 15 HDG

KA90R1 140 15 HDG
KA90R1 145 15 HDG
KA90R1 150 15 HDG
KA90R1 160 15 HDG
KA90R1 170 15 HDG
KA90R1 175 15 HDG
KA90R1 180 15 HDG
KA90R1 190 15 HDG
KA90R1 100 15 HDG

300

100

125
150
200
225
250

400
450
500
600
700
750
800
900

1000

1111,03

3,53
5,08
5,68
6,58
8,11
9,92

11,81

14,24
16,89

1,27
1,49
1,73
2,26
2,55
2,86

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

KA90 ... H100

KA90 ... H100

KA90R1 ... H100 KA90R1 ... H100

300

100

125
150
200
225
250

400
450
500
600
700
750
800
900

1000

KA90R1 130 20 HDG

KA90R1 110 20 HDG

KA90R1 112 20 HDG
KA90R1 115 20 HDG

KA90R1 120 20 HDG
KA90R1 122 20 HDG
KA90R1 125 20 HDG

KA90R1 140 20 HDG
KA90R1 145 20 HDG
KA90R1 150 20 HDG

KA90R1 160 20 HDG
KA90R1 170 20 HDG

KA90R1 175 20 HDG
KA90R1 180 20 HDG
KA90R1 190 20 HDG
KA90R1 100 20 HDG

300

100

125
150
200
225
250

400
450
500
600
700
750
800
900

1000

4,70
6,77
7,57
8,77
10,81
13,22

15,75

18,98
22,51

1,69
1,98
2,30
3,01
3,40
3,81

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

14,70 Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

b

R=150

a

9X18a
+

1
7
0

a+170

5
0

5
0

a
R9018

9

40

50

a+55

a
+

1
0
5

b

9x18

100

KA90 H100 HDG

KA90R1 H100 HDG

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

9x18

100



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA90R2 122 15 HDG

KA90R2 110 15 HDG

KA90R2 112 15 HDG
KA90R2 115 15 HDG
KA90R2 120 15 HDG

KA90R2 125 15 HDG
KA90R2 130 15 HDG
KA90R2 140 15 HDG
KA90R2 145 15 HDG

KA90R2 150 15 HDG
KA90R2 160 15 HDG
KA90R2 170 15 HDG
KA90R2 175 15 HDG
KA90R2 180 15 HDG
KA90R2 190 15 HDG

KA90R2 100 15 HDG

Width

a=b
mm

225

100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 22,17

19,33

11,94

5,02
5,41
6,20
7,93
8,86
9,84

14,22
15,43

16,68

3,30

3,62
3,96
4,65

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 130 15 HDG

KA90R4 110 15 HDG

KA90R4 112 15 HDG

KA90R4 115 15 HDG
KA90R4 120 15 HDG
KA90R4 122 15 HDG
KA90R4 125 15 HDG

KA90R4 140 15 HDG
KA90R4 145 15 HDG
KA90R4 150 15 HDG
KA90R4 160 15 HDG
KA90R4 170 15 HDG
KA90R4 175 15 HDG
KA90R4 180 15 HDG
KA90R4 190 15 HDG

KA90R4 100 15 HDG

300

100

125
150

200
225
250

400

450
500
600
700
750
800
900

1000

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

22,51

11,53
12,74
13,99
16,65

19,49
20,97

25,71
29,10

5,24

5,70

6,18

7,66
8,18
9,25

7,15

6,99

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1
1

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

KA90R2 ... H100 KA90R2 ... H100

KA90R4 ... H100 KA90R4 ... H100

7,60
8,23
9,53
10,21
10,90
12,33
15,37
16,99
18,66
22,20
25,98
27,96

30,00

KA90R2 122 20 HDG

KA90R2 110 20 HDG

KA90R2 112 20 HDG
KA90R2 115 20 HDG
KA90R2 120 20 HDG

KA90R2 125 20 HDG
KA90R2 130 20 HDG
KA90R2 140 20 HDG
KA90R2 145 20 HDG

KA90R2 150 20 HDG
KA90R2 160 20 HDG

KA90R2 170 20 HDG
KA90R2 175 20 HDG
KA90R2 180 20 HDG

KA90R2 190 20 HDG
KA90R2 100 20 HDG

225

100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000 29,56

25,78

15,91

6,70
7,21
8,26

10,56
11,81
13,12

18,96
20,57
22,24

4,40
4,83
5,27
6,21

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KA90R4 130 20 HDG

KA90R4 110 20 HDG

KA90R4 112 20 HDG

KA90R4 115 20 HDG
KA90R4 120 20 HDG
KA90R4 122 20 HDG
KA90R4 125 20 HDG

KA90R4 140 20 HDG
KA90R4 145 20 HDG
KA90R4 150 20 HDG
KA90R4 160 20 HDG
KA90R4 170 20 HDG

KA90R4 175 20 HDG

KA90R4 180 20 HDG
KA90R4 190 20 HDG

KA90R4 100 20 HDG

34,28
38,80

300

100

125
150

200
225
250

400

450
500
600
700
750
800
900

1000

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

b

a

R
600

125

a+725

b
+

7
2

5

1
2

5

2
5

9x18

1
0
0

15

KA90R2 H100 HDG

KA90R4 H100 HDG

1
0
0

15



m
Cable Trays - System of Side Height H100

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

2.0mm

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

1.0mm

pcs

1.5mm

CODECODE
pcs

1.2mm

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

KA90H 122 15 HDG

KA90H 110 15 HDG
KA90H 112 15 HDG
KA90H 115 15 HDG
KA90H 120 15 HDG

KA90H 125 15 HDG
KA90H 130 15 HDG

225

100
125
150
200

250
300

2,59
3,01
3,61

1,14
1,54
1,82

1
1

1

1
1

1

1

KA90H 122 20 HDG

KA90H 110 20 HDG
KA90H 112 20 HDG
KA90H 115 20 HDG
KA90H 120 20 HDG

KA90H 125 20 HDG
KA90H 130 20 HDG

225

100
125
150
200

250

300

4,01
4,81
6,16

1,51
2,05
2,42
3,45 1

1

1

1
1

1
1

KA45 110 10 HDG
KA45 112 10 HDG
KA45 115 10 HDG
KA45 120 10 HDG

KA45 122 15 HDG

KA45 110 15 HDG
KA45 112 15 HDG
KA45 115 15 HDG
KA45 120 15 HDG

KA45 125 15 HDG
KA45 130 15 HDG
KA45 140 15 HDG
KA45 145 15 HDG

KA45 150 15 HDG
KA45 160 15 HDG
KA45 170 15 HDG
KA45 175 15 HDG
KA45 180 15 HDG
KA45 190 15 HDG
KA45 100 15 HDG

100
125
150
200

225

100
125
150
200

250
300
400
450

500
600
700
750
800
900

1000

0,62
0,70
0,79
0,97

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1
1
1

KA45 150 20 HDG

KA45 145 20 HDG

KA45 160 20 HDG

KA45 122 20 HDG

KA45 110 20 HDG
KA45 112 20 HDG
KA45 115 20 HDG
KA45 120 20 HDG

KA45 125 20 HDG
KA45 130 20 HDG
KA45 140 20 HDG

KA45 170 20 HDG
KA45 175 20 HDG
KA45 180 20 HDG
KA45 190 20 HDG
KA45 100 20 HDG

500
450

600

225

100
125
150
200

250
300
400

700
750
800
900

1000

KA45 122 12 HDG

KA45 110 12 HDG
KA45 112 12 HDG
KA45 115 12 HDG
KA45 120 12 HDG

KA45 125 12 HDG
KA45 130 12 HDG

1
1

1

1
1

1
1

225

100
125
150
200

250
300

Width

a=b
mm ad/pc

kg

0,74
0,84
0,94
1,16
1,47

1,91

4,91
4,29

5,57

1,93

1,23
1,39
1,57

2,45
2,68
3,18

10,39
9,49

12,32

7,02
8,62

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KA45 ... H100

KA45 ... H100

KA90H ... H100 KA90H ... H100

0,93
1,05
1,18
1,45
1,84
2,01
2,38
3,22

3,69
4,18
5,26
6,47
7,12
7,79

9,24
10,82

1,61

14,42

4,62

100

a

b

4
0

9x18

45°

9x18

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

KA45 H100 HDG

KA90H H100 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE

KA45R2 122 15 HDG

KA45R2 110 15 HDG
KA45R2 112 15 HDG
KA45R2 115 15 HDG
KA45R2 120 15 HDG

KA45R2 125 15 HDG
KA45R2 130 15 HDG
KA45R2 140 15 HDG
KA45R2 145 15 HDG

KA45R2 150 15 HDG
KA45R2 160 15 HDG
KA45R2 170 15 HDG
KA45R2 175 15 HDG
KA45R2 180 15 HDG
KA45R2 190 15 HDG
KA45R2 100 15 HDG

Width

a=b
mm

225

100
125
150
200

250
300
400

450
500
600
700
750
800
900

1000

9,19

2,99

2,16
2,36
2,57

3,22
3,44
3,92
4,92
5,46

6,03
7,22
8,51

11,36
9,89

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

CODECODE

KA45R4 122 15 HDG

KA45R4 110 15 HDG
KA45R4 112 15 HDG
KA45R4 115 15 HDG
KA45R4 120 15 HDG

KA45R4 125 15 HDG
KA45R4 130 15 HDG
KA45R4 140 15 HDG
KA45R4 145 15 HDG
KA45R4 150 15 HDG
KA45R4 160 15 HDG
KA45R4 170 15 HDG
KA45R4 175 15 HDG
KA45R4 180 15 HDG
KA45R4 190 15 HDG
KA45R4 100 15 HDG

225

100
125
150
200

250
300
400

450

500
600
700
750
800
900

1000

4,53

3,14
3,41
3,68
4,24

4,83
5,44
6,72
7,40

8,11
9,58
11,14
11,96
12,80
14,55

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

KA45R2 ... H100 KA45R2 ... H100

16,40

KA45R4 ... H100 KA45R4 ... H100

12,92

KA45R2 122 20 HDG

KA45R2 110 20 HDG
KA45R2 112 20 HDG
KA45R2 115 20 HDG
KA45R2 120 20 HDG

KA45R2 125 20 HDG
KA45R2 130 20 HDG
KA45R2 140 20 HDG
KA45R2 145 20 HDG

KA45R2 150 20 HDG
KA45R2 160 20 HDG
KA45R2 170 20 HDG
KA45R2 175 20 HDG
KA45R2 180 20 HDG
KA45R2 190 20 HDG

KA45R2 100 20 HDG

225

100
125
150
200

250
300
400

450
500
600
700
750
800
900

1000

12,25

3,99

2,89
3,15
3,43

4,28
4,59
5,22
6,56
7,28

8,04
9,63
11,34

15,15
13,19

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
117,24

KA45R4 122 20 HDG

KA45R4 110 20 HDG
KA45R4 112 20 HDG
KA45R4 115 20 HDG
KA45R4 120 20 HDG

KA45R4 125 20 HDG
KA45R4 130 20 HDG
KA45R4 140 20 HDG
KA45R4 145 20 HDG

KA45R4 150 20 HDG
KA45R4 160 20 HDG
KA45R4 170 20 HDG
KA45R4 175 20 HDG
KA45R4 180 20 HDG
KA45R4 190 20 HDG
KA45R4 100 20 HDG

225

100
125
150
200

250
300
400

450

500
600
700
750
800
900

1000

6,04

4,18
4,54
4,90
5,66

6,44
7,25
8,97
9,87

10,81
12,77
14,86
15,95
17,06
19,40

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
121,86

135°

b
25

9x18

R300

a

135°

b
25

9x18

R600

a

KA45R2 H100 HDG

KA45R4 H100 HDG

1
0
0

15

1
0
0

15

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

2.0mm

Hot-D�p Galvan�zed

Width

a=b=c
mm

CODE kgCODE

1.0mm

pcs

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

1.2mm

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAT 110 10 HDG
KAT 112 10 HDG
KAT 115 10 HDG
KAT 120 10 HDG

100
125
150
200

0.91
1.04
1.17
1.46

ad/pc

1
1

1
1 KAT 122 12 HDG

KAT 110 12 HDG
KAT 112 12 HDG
KAT 115 12 HDG
KAT 120 12 HDG

KAT 125 12 HDG
KAT 130 12 HDG

225

100
125
150
200

250
300

mm

1.94

1.09
1.24
1.40

2.13
2.79

1.75 1
1

1

1
1

1
1

KAT 122 15 HDG 2.42225

KAT 110 15 HDG 1.37100
KAT 112 15 HDG 1.55125

150KAT 115 15 HDG 1.75
200KAT 120 15 HDG 2.19

KAT 125 15 HDG 2.67250
KAT 130 15 HDG 3.49300
KAT 140 15 HDG 4.74400
KAT 145 15 HDG 5.43450
KAT 150 15 HDG 6.17500
KAT 160 15 HDG 7.80600
KAT 170 15 HDG 9.61700
KAT 175 15 HDG 10.59750
KAT 180 15 HDG 11.61800
KAT 190 15 HDG 13.80900
KAT 100 15 HDG 16.181000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KATR1 122 15 HDG

KATR1 110 15 HDG

KATR1 112 15 HDG
KATR1 115 15 HDG
KATR1 120 15 HDG

KATR1 125 15 HDG
KATR1 130 15 HDG

KATR1 140 15 HDG
KATR1 145 15 HDG
KATR1 150 15 HDG
KATR1 160 15 HDG
KATR1 170 15 HDG
KATR1 175 15 HDG
KATR1 180 15 HDG
KATR1 190 15 HDG
KATR1 100 15 HDG

225

100

125
150
200

250
300
400
450
500
600
700
750
800
900

1000

3,86

2,47
2,73
2,99
3,56

4,18

4,84
6,30
7,11
7,96
9,80

11,83

12,91
14,05
16,45
19,05

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KATR1 150 20 HDG
KATR1 145 20 HDG

KATR1 160 20 HDG

KATR1 122 20 HDG

KATR1 110 20 HDG
KATR1 112 20 HDG
KATR1 115 20 HDG
KATR1 120 20 HDG

KATR1 125 20 HDG

KATR1 130 20 HDG
KATR1 140 20 HDG

KATR1 170 20 HDG
KATR1 175 20 HDG
KATR1 180 20 HDG
KATR1 190 20 HDG
KATR1 100 20 HDG

225

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

5.15

3.30
3.63
3.99
4.75

5.57
6.45
8.40
9.47

10.61
13,06
15.77
17,22
18,73
21.93
25.40

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KAT ... H100

KAT ... H100

KATR1 ... H100 KATR1 ... H100

KAT 122 20 HDG 3.23225

KAT 110 20 HDG 1.82100
KAT 112 20 HDG 2.07125

150KAT 115 20 HDG 2.34
200KAT 120 20 HDG 2.91

KAT 125 20 HDG 3.55250
KAT 130 20 HDG 4.65300
KAT 140 20 HDG 6.32400
KAT 145 20 HDG 7.24450
KAT 150 20 HDG 8.23500
KAT 160 20 HDG 10.40600
KAT 170 20 HDG 12.81700
KAT 175 20 HDG 14.12750
KAT 180 20 HDG 800
KAT 190 20 HDG

15.48
900

KAT 100 20 HDG
18.40

1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
121,58

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

R90

b

18

9

40 caa+55

b+210

9x18

100

R150

b

18

9

40 caa+185

b+285

9x18

100

KAT H100 HDG

KATR1 H100 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

CODE
Width

a=b=c
mm

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 
 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KATR4 122 15 HDG

KATR4 110 15 HDG
KATR4 112 15 HDG
KATR4 115 15 HDG
KATR4 120 15 HDG

KATR4 125 15 HDG

KATR4 130 15 HDG
KATR4 140 15 HDG
KATR4 145 15 HDG
KATR4 150 15 HDG
KATR4 160 15 HDG

KATR4 170 15 HDG
KATR4 175 15 HDG
KATR4 180 15 HDG
KATR4 190 15 HDG
KATR4 100 15 HDG

225

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

15,37

11,50
12,25
13,01
14,57

16,19
17,87

21,41
23,27
25,18
29,20
33,44
35,65
37,91
42,64
47,59

KATR4 122 20 HDG

KATR4 110 20 HDG
KATR4 112 20 HDG
KATR4 115 20 HDG
KATR4 120 20 HDG

KATR4 125 20 HDG
KATR4 130 20 HDG

KATR4 140 20 HDG
KATR4 145 20 HDG
KATR4 150 20 HDG
KATR4 160 20 HDG
KATR4 170 20 HDG

KATR4 175 20 HDG
KATR4 180 20 HDG
KATR4 190 20 HDG
KATR4 100 20 HDG

225

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

20,49

15,33
16,33
17,34
19,42

21,59
23,83
28,54
31,02
33,58
38,92
44,58
47,53
50,56
56,84
63,45

KATR2 122 15 HDG

KATR2 110 15 HDG
KATR2 112 15 HDG
KATR2 115 15 HDG
KATR2 120 15 HDG

KATR2 125 15 HDG
KATR2 130 15 HDG
KATR2 140 15 HDG
KATR2 145 15 HDG
KATR2 150 15 HDG
KATR2 160 15 HDG
KATR2 170 15 HDG
KATR2 175 15 HDG
KATR2 180 15 HDG
KATR2 190 15 HDG
KATR2 100 15 HDG

225

100
125
150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

9,38

6,28
6,76
7,25
8,28

10,53
13,01

14,34
15,72
18,67
21,86
23,54
25,27
28,94
28,18
32,83

KATR2 150 20 HDG
KATR2 145 20 HDG

KATR2 160 20 HDG

KATR2 122 20 HDG

KATR2 110 20 HDG
KATR2 112 20 HDG
KATR2 115 20 HDG
KATR2 120 20 HDG

KATR2 125 20 HDG
KATR2 130 20 HDG

KATR2 140 20 HDG

KATR2 170 20 HDG
KATR2 175 20 HDG
KATR2 180 20 HDG
KATR2 190 20 HDG
KATR2 100 20 HDG

225

100
125
150
200

250

300
400
450
500
600
700
750
800
900

1000

20,96
19,12

24,89

11,77

8,37
9,01
9,66

11,05

12,50
14,04
17,34

29,14
31,38
33,70
38,57
43,77

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1

1
1

1
1
1
1
1
1
1
1
1
1
1

KATR2 ... H100 KATR2 ... H100

KATR4 ... H100 KATR4 ... H100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

1
0
0

15

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

1
0
0

15

KATR2 H100 HDG

KATR4 H100 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

1.0mmKAD ... H100

CODE

KAD 110 10 HDG
KAD 112 10 HDG
KAD 115 10 HDG
KAD 120 10 HDG

100
125
150
200

1.25
1.39
1.54
2.15

KAD 110 15 HDG
KAD 112 15 HDG
KAD 115 15 HDG
KAD 120 15 HDG

100
125
150
200

1.87

2.09
2.31
3.23

KAD 122 15 HDG
KAD 125 15 HDG
KAD 130 15 HDG
KAD 140 15 HDG
KAD 145 15 HDG
KAD 150 15 HDG

225

250
300
400
450
500

3.51

3.80
4.43

5.81
6.57

7.38

KAD 160 15 HDG
KAD 170 15 HDG
KAD 175 15 HDG
KAD 180 15 HDG
KAD 190 15 HDG

600

700
750
800
900

9.14

11.09
12.14

13.23
15.56

KAD 100 15 HDG 1000 18.07

Width

a=b=c=d
mm ad/pc

kg
pcs

1.2mmKAD ... H100

CODE

KAD 110 12 HDG
KAD 112 12 HDG
KAD 115 12 HDG
KAD 120 12 HDG

100
125
150
200

1.50
1.67
1.85
2.58

KAD 105 20 HDG
KAD 107 20 HDG
KAD 110 20 HDG
KAD 112 20 HDG
KAD 115 20 HDG
KAD 120 20 HDG

50

75
100
125
150
200

2.49
2.78
3.08
4.30
4.68
5.07

KAD 122 20 HDG
KAD 125 20 HDG
KAD 130 20 HDG
KAD 140 20 HDG
KAD 145 20 HDG
KAD 150 20 HDG

225

250
300
400
450
500

5.90
7.74
8.76
9.84

12.19
14.79

KAD 160 20 HDG
KAD 170 20 HDG
KAD 175 20 HDG
KAD 180 20 HDG
KAD 190 20 HDG

600

700
750
800
900

16.19

17.79
16.19
17.64
20.74

KAD 100 20 HDG 1000 24.10

KAD 122 12 HDG
KAD 125 12 HDG

225
250

2.45
2.67

KAD 130 12 HDG 300 3.54

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H100

CODE

KADR1 110 15 HDG
KADR1 112 15 HDG
KADR1 115 15 HDG
KADR1 120 15 HDG

100
125
150
200

2.91
3.17
3.45
4.05

KADR1 122 15 HDG
KADR1 125 15 HDG
KADR1 130 15 HDG
KADR1 140 15 HDG
KADR1 145 15 HDG
KADR1 150 15 HDG

225

250
300
400
450
500

4.36
4.69
5.37
6.89
7.72
8.60

KADR1 160 15 HDG
KADR1 170 15 HDG
KADR1 175 15 HDG
KADR1 180 15 HDG
KADR1 190 15 HDG

600

700
750
800
900

10.49
12.57
13.68
14.84
17.30

KADR1 100 15 HDG 1000 19.95

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H100

CODE

3.87

4.23

4.60
5.39
5.81
6.25

1

1
1
1
1
1

7.16
9.19

10.29

11.46
13.98
16.76

1

1
1
1
1
1

18.24
19.79

23.07
26.59

1

1
1
1

1.5mm 2.0mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

Hot-D�p Galvan�zed

KADR1 110 20 HDG
KADR1 112 20 HDG

KADR1 115 20 HDG
KADR1 120 20 HDG
KADR1 122 20 HDG
KADR1 125 20 HDG
KADR1 130 20 HDG
KADR1 140 20 HDG

KADR1 145 20 HDG
KADR1 150 20 HDG
KADR1 160 20 HDG
KADR1 170 20 HDG
KADR1 175 20 HDG
KADR1 180 20 HDG

KADR1 190 20 HDG
KADR1 100 20 HDG

100

125
150
200
225
250
300
400

450
500
600
700
750
800

900
1000

1

1
1
1
1
1
1

1
1
1
1
1
1

1
1
1

1

1
1
1

1
1
1

1
1
1
1
1
1

1
1
1

1
1
1
1

1

1
1
1

1

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

1
1

1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

c

18

9

40

R150

a

b

d

b+185

a
+

1
8

5

9x18

100

9x18

100

KAD H100 HDG

KADR1 H100 HDG

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H100

CODE

KADR2 110 15 HDG

KADR2 112 15 HDG
KADR2 115 15 HDG
KADR2 120 15 HDG

100
125
150
200

8,52

9,09
9,67

10,87

1
1
1
1

1
1
1
1

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 
 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H100

CODE

KADR4 110 15 HDG
KADR4 112 15 HDG
KADR4 115 15 HDG
KADR4 120 15 HDG

100
125
150
200

16,43
17,35
18,28

1
1
1
1

1
1
1
1

KADR4 122 15 HDG
KADR4 125 15 HDG
KADR4 130 15 HDG
KADR4 140 15 HDG
KADR4 145 15 HDG
KADR4 150 15 HDG

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 160 15 HDG
KADR4 170 15 HDG
KADR4 175 15 HDG
KADR4 180 15 HDG
KADR4 190 15 HDG

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

KADR4 100 15 HDG 1000 11

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H100

CODE

100
125
150
200

1
1
1
1

1
1
1
1

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

1000 11

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

KADR2 122 15 HDG

KADR2 125 15 HDG
KADR2 130 15 HDG

KADR2 140 15 HDG
KADR2 145 15 HDG
KADR2 150 15 HDG

225

250
300
400
450
500

11,50

12,14
13,47
16,29
17,79
19,35

1

1
1
1
1
1

1

1
1
1
1
1

KADR2 160 15 HDG

KADR2 170 15 HDG
KADR2 175 15 HDG

KADR2 180 15 HDG
KADR2 190 15 HDG
KADR2 100 15 HDG

600
700

750
800
900

1000

22,65

26,18
28,04
29,95
33,95
38,19

1

1
1
1
1
1

1

1
1
1
1
1

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H100

CODE

100
125
150
200

11,37
12,12
12,90
14,51

1
1
1
1

1
1
1
1

225

250
300
400
450
500

15,34
16,20
17,96
21,73
23,73
25,81

1

1
1
1
1
1

1

1
1
1
1
1

600
700

750
800
900

1000

30,21

34,92
37,93
39,94
45,28
50,93

1

1
1
1
1
1

1

1
1
1
1
1

21,90
23,12
24,37
26,92
28,23

29,55
32,26
37,91
40,86
43,88
50,16
56,75
60,17
63,66
70,88
78,42

21,17
22,17
24,20
28,44
30,65
32,91
37,62
42,57
45,13
47,75
53,17
58,82

20,20

KADR2 110 20 HDG
KADR2 112 20 HDG
KADR2 115 20 HDG
KADR2 120 20 HDG
KADR2 122 20 HDG

KADR2 125 20 HDG
KADR2 130 20 HDG

KADR2 140 20 HDG
KADR2 145 20 HDG
KADR2 150 20 HDG
KADR2 160 20 HDG

KADR2 170 20 HDG
KADR2 175 20 HDG

KADR2 180 20 HDG
KADR2 190 20 HDG
KADR2 100 20 HDG

KADR4 110 20 HDG
KADR4 112 20 HDG
KADR4 115 20 HDG
KADR4 120 20 HDG
KADR4 122 20 HDG

KADR4 125 20 HDG
KADR4 130 20 HDG
KADR4 140 20 HDG
KADR4 145 20 HDG
KADR4 150 20 HDG
KADR4 160 20 HDG

KADR4 170 20 HDG
KADR4 175 20 HDG
KADR4 180 20 HDG
KADR4 190 20 HDG

KADR4 100 20 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

R
600

7
2

5
c

b
b+725

aa
+

1
4

5
0

d+1450
d

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR2 H100 HDG

KADR4 H100 HDG

1
0
0

15

1
0
0

15



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE

KATE 150 15 HDG 90 1.38500
450KATE 145 15 HDG 90 1.29

KATE 160 15 HDG 90 1.56600

KATE 122 15 HDG 90 0.89225

KATE 110 15 HDG 90 0.66100
KATE 112 15 HDG 90 0.71125

150KATE 115 15 HDG 90 0.75
200KATE 120 15 HDG 90 0.84

KATE 125 15 HDG 90 0.93250
KATE 130 15 HDG 90 1.02300
KATE 140 15 HDG 90 1.20400

mm
pcs

1
1

1

1
1
1
1

1
1
1
1

KATE 150 20 HDG 90500
450KATE 145 20 HDG 90

KATE 160 20 HDG 90600

KATE 122 20 HDG 90 1.18225

KATE 110 20 HDG 90 0.88100
KATE 112 20 HDG 90 0.94125

150KATE 115 20 HDG 90 1.00
200KATE 120 20 HDG 90 1.12

KATE 125 20 HDG 90250
KATE 130 20 HDG 90300
KATE 140 20 HDG 90400

1
1

1

1
1
1
1

1
1
1
1

KATER1 150 20 HDG 150 2.85500
450KATER1 145 20 HDG 150 2.68

KATER1 160 20 HDG 150 3.19600

KATER1 122 20 HDG 150 1.91225

KATER1 110 20 HDG 150 1.49100
KATER1 112 20 HDG 150 1.57125

150KATER1 115 20 HDG 150 1.66
200KATER1 120 20 HDG 150 1.83

KATER1 125 20 HDG 150 2.00250
KATER1 130 20 HDG 150 2.17300
KATER1 140 20 HDG 150 2.51400

1
1

1

1
1
1
1

1
1
1
1

KATER1 150 15 HDG 2.14
KATER1 145 15 HDG 2.01

KATER1 160 15 HDG 2.39

KATER1 122 15 HDG 1.43

KATER1 110 15 HDG 1.12
KATER1 112 15 HDG 1.18
KATER1 115 15 HDG 1.24
KATER1 120 15 HDG 1.37

KATER1 125 15 HDG 1.50
KATER1 130 15 HDG 1.63
KATER1 140 15 HDG 1.88

Width

a
mm

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1
1

1

1
1
1
1

1
1
1
1

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

0.35

0.46
0.78

1.5mm

a
mm

CODE

ad/pc
kgCODE

KA90E 1 15 HDG 9055

KA90ER1 1 15 HDG 15090
KA90ER2 1 15 HDG 300180

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE

KA90E 1 20 HDG 90 0.4555

KA90ER1 1 20 HDG 150 0.6190
KA90ER2 1 20 HDG 300 1.04180

mm pcs

1
1
1

1
1
1

KATE ... H100 KATER1 ... H100

KA90E ... H100 KA90E ... H100

1,72
1,60

1,84

1.24
1.36

2,08

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

a

a
R

a
+

5
0

a+50

18

9

25

7
5

50

1
0
0

1
8

9

20

KATE Mount�ng

KA90E H100 HDG

KATE H100 HDG

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

KATER1 H100 HDG



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

ROS 120.05 20 HDG

ROS 110.05 20 HDG

200

100

ROS 115.10 20 HDG 150
ROS 115.05 20 HDG 150
ROS 120.15 20 HDG 200
ROS 120.10 20 HDG

ROS 125.20 20 HDG 250
ROS 125.15 20 HDG 250

200
50

50

100
50

150

200
150

100

ROS 130.05 20 HDG

ROS 125.10 20 HDG

300

250

ROS 125.05 20 HDG 250
ROS 130.25 20 HDG 300
ROS 130.20 20 HDG 300
ROS 130.15 20 HDG
ROS 130.10 20 HDG

ROS 140.30 20 HDG 400
ROS 140.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

ROS 145.25 20 HDG

ROS 140.20 20 HDG

450

400

ROS 140.15 20 HDG 400
ROS 140.10 20 HDG 400
ROS 140.05 20 HDG 400

150ROS 145.40 20 HDG
200ROS 145.30 20 HDG

ROS 145.20 20 HDG 450
ROS 145.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

ROS 150.20 20 HDG

ROS 145.10 20 HDG

500

450

ROS 145.05 20 HDG 450
ROS 150.45 20 HDG 500
ROS 150.40 20 HDG 500
ROS 150.30 20 HDG
ROS 150.25 20 HDG

ROS 150.15 20 HDG 500
ROS 150.10 20 HDG 500

200

100

50
450
400

250

150
100

300

ROS 160.20 20 HDG

ROS 150.05 20 HDG

600

500

ROS 160.50 20 HDG 600
ROS 160.45 20 HDG 600
ROS 160.40 20 HDG 600
ROS 160.30 20 HDG
ROS 160.25 20 HDG

ROS 160.15 20 HDG 600
ROS 160.10 20 HDG 600

600
200

50

500
450
400

250

150
100

300

ROS 160.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H100

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

pcs

100

150

150

200

200

200

250

250

250

250

300

300

300

300

300

400

400

400

400

400

400

450

450

450

450

450

450

450

500

500

500

500

500

500

500

500

600

600

600

600

600

600

600

600

600

ROS 10.05 15 HDG1

ROS 15.10 15 HDG1
ROS 15.05 15 HDG1
ROS 20.15 15 HDG1
ROS 20.10 15 HDG1

ROS 20.05 15 HDG1
ROS 25.20 15 HDG1

ROS 25.15 15 HDG1
ROS 25.10 15 HDG1
ROS 25.05 15 HDG1
ROS 30.25 15 HDG1
ROS 30.20 15 HDG1

ROS 30.15 15 HDG1
ROS 30.10 15 HDG1
ROS 30.05 15 HDG1
ROS 40.30 15 HDG1
ROS 40.25 15 HDG1

ROS 40.20 15 HDG 1

ROS 40.15 15 HDG1
ROS 40.10 15 HDG1
ROS 40.05 15 HDG1
ROS 45.40 15 HDG1
ROS 45.30 15 HDG1
ROS 45.25 15 HDG1
ROS 45.20 15 HDG1

ROS 45.15 15 HDG1
ROS 45.10 15 HDG1

ROS 45.05 15 HDG1
ROS 50.45 15 HDG1
ROS 50.40 15 HDG1
ROS 50.30 15 HDG1

ROS 50.25 15 HDG1
ROS 50.20 15 HDG1
ROS 50.15 15 HDG1
ROS 50.10 15 HDG1
ROS 50.05 15 HDG1

ROS 60.50 15 HDG1
ROS 60.45 15 HDG1
ROS 60.40 15 HDG1
ROS 60.30 15 HDG1
ROS 60.25 15 HDG1
ROS 60.20 15 HDG1
ROS 60.15 15 HDG1
ROS 60.10 15 HDG1

ROS 60.05 15 HDG1

50

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

500
500

600

ROS ... H100 ROS ... H100

0,98
1,14
1,06
1,31
1,22
1,14
1,47
1,39
1,31

1,22
1,64
1,55
1,47

1,39
1,31
2,15
2,06
1,96

1,87
1,78
1,68
2,74

2,53
2,42
2,32
2,21
2,10

2,00
3,28
3,16
2,93

2,57
2,45
2,34

4,36
4,22
4,07
3,79
3,65
3,51
3,37
3,23
3,09

2,69
2,81

1,30
1,52
1,41
1,74
1,63
1,52
1,96
1,85
1,74

1,63
2,18
2,07
1,96

1,85
1,74
2,87
2,74
2,62

2,49
2,37
2,24
3,65
3,37
3,23
3,09
2,94
2,80

2,66
4,37
4,21

3,90

3,43
3,27
3,11

5,81
5,62
5,43
5,05
4,87
4,68
4,49
4,30

4,11

3,58
3,74

W1

W2

9x18

6
0

?

6
0

W1

W2

9x18

6
0

?

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

ROS H100 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

RLS 120.05 15 HDG

RLS 110.05 15 HDG

200

100

RLS 115.10 15 HDG 150
RLS 115.05 15 HDG 150
RLS 120.15 15 HDG 200

150RLS 120.10 15 HDG

RLS 125.20 15 HDG 250
RLS 125.15 15 HDG 250

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

RLS 130.05 15 HDG

RLS 125.10 15 HDG

300

250

RLS 125.05 15 HDG 250
RLS 130.25 15 HDG 300
RLS 130.20 15 HDG 300

150RLS 130.15 15 HDG
200RLS 130.10 15 HDG

RLS 140.30 15 HDG 400
RLS 140.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 145.25 15 HDG

RLS 140.20 15 HDG

450

400

RLS 140.15 15 HDG 400
RLS 140.10 15 HDG 400
RLS 140.05 15 HDG 400

150RLS 145.40 15 HDG
200RLS 145.30 15 HDG

RLS 145.20 15 HDG 450
RLS 145.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 150.20 15 HDG

RLS 145.10 15 HDG

500

450

RLS 145.05 15 HDG 450
RLS 150.45 15 HDG 500
RLS 150.40 15 HDG 500

150RLS 150.30 15 HDG
200RLS 150.25 15 HDG

RLS 150.15 15 HDG 500
RLS 150.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 160.20 15 HDG

RLS 150.05 15 HDG

600

500

RLS 160.50 15 HDG 600
RLS 160.45 15 HDG 600
RLS 160.40 15 HDG 600

150RLS 160.30 15 HDG
200RLS 160.25 15 HDG

RLS 160.15 15 HDG 600
RLS 160.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 160.05 15 HDG 600 50

RLS 120.05 20 HDG

RLS 110.05 20 HDG

200

100

RLS 115.10 20 HDG 150
RLS 115.05 20 HDG 150
RLS 120.15 20 HDG 200

150RLS 120.10 20 HDG

RLS 125.20 20 HDG 250
RLS 125.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RLS 130.05 20 HDG

RLS 125.10 20 HDG

300

250

RLS 125.05 20 HDG 250
RLS 130.25 20 HDG 300
RLS 130.20 20 HDG 300

150RLS 130.15 20 HDG
200RLS 130.10 20 HDG

RLS 140.30 20 HDG 400
RLS 140.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 145.25 20 HDG

RLS 140.20 20 HDG

450

400

RLS 140.15 20 HDG 400
RLS 140.10 20 HDG 400
RLS 140.05 20 HDG 400

150RLS 145.40 20 HDG
200RLS 145.30 20 HDG

RLS 145.20 20 HDG 450
RLS 145.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RLS 150.20 20 HDG

RLS 145.10 20 HDG

500

450

RLS 145.05 20 HDG 450
RLS 150.45 20 HDG 500
RLS 150.40 20 HDG 500

150RLS 150.30 20 HDG
200RLS 150.25 20 HDG

RLS 150.15 20 HDG 500
RLS 150.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RLS 160.20 20 HDG

RLS 150.05 20 HDG

600

500

RLS 160.50 20 HDG 600
RLS 160.45 20 HDG 600
RLS 160.40 20 HDG 600

150RLS 160.30 20 HDG
200RLS 160.25 20 HDG

RLS 160.15 20 HDG 600
RLS 160.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 160.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

RLS ... H100 RLS ... H100

1,47

0,98

1,14
1,06
1,31

1,39
1,31

1,14

2,15

1,22

1,64
1,55
1,47

1,31

2,06
1,96

1,39

2,32

1,87

1,78
1,68

2,74

2,42

2,21
2,10

2,53

2,57

2,2,00

3,28
3,16

2,93

2,69

2,45
2,34

2,81

3,37

4,36
4,22
4,07
3,79

3,51

3,23

3,09

3,65

1,22

1,30

1,52
1,41
1,74
1,63

1,52
1,96
1,85

1,74
1,63
2,18
2,07
1,96
1,85
1,74
2,87

2,74
2,62

2,49
2,37
2,24
3,65
3,37
3,23
3,09
2,94

2,80

2,66
4,37
4,21
3,90

3,43
3,27
3,11

5,81
5,62
5,43
5,05
4,87
4,68
4,49
4,30

4,11

3,58
3,74

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

L

RLS H100 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 120.05 15 HDG

RGS 110.05 15 HDG

200

100

RGS 115.10 15 HDG 150
RGS 115.05 15 HDG 150
RGS 120.15 15 HDG 200

150RGS 120.10 15 HDG

RGS 125.20 15 HDG 250
RGS 125.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H100

pcs

1.5mm

W2

200
50

50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H100

pcs

2.0mm

W2
mm
W1

RGS 130.05 15 HDG

RGS 125.10 15 HDG

300

250

RGS 125.05 15 HDG 250
RGS 130.25 15 HDG 300
RGS 130.20 15 HDG 300

150RGS 130.15 15 HDG
200RGS 130.10 15 HDG

RGS 140.30 15 HDG 400
RGS 140.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 145.25 15 HDG

RGS 140.20 15 HDG

450

400

RGS 140.15 15 HDG 400
RGS 140.10 15 HDG 400
RGS 140.05 15 HDG 400

150RGS 145.40 15 HDG
200RGS 145.30 15 HDG

RGS 145.20 15 HDG 450
RGS 145.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 150.20 15 HDG

RGS 145.10 15 HDG

500

450

RGS 145.05 15 HDG 450
RGS 150.45 15 HDG 500
RGS 150.40 15 HDG 500

150RGS 150.30 15 HDG
200RGS 150.25 15 HDG

RGS 150.15 15 HDG 500
RGS 150.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 160.20 15 HDG

RGS 150.05 15 HDG

600

500

RGS 160.50 15 HDG 600
RGS 160.45 15 HDG 600
RGS 160.40 15 HDG 600

150RGS 160.30 15 HDG
200RGS 160.25 15 HDG

RGS 160.15 15 HDG 600
RGS 160.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 160.05 15 HDG 600 50

RGS 120.05 20 HDG

RGS 110.05 20 HDG

200

100

RGS 115.10 20 HDG 150
RGS 115.05 20 HDG 150
RGS 120.15 20 HDG 200

150RGS 120.10 20 HDG

RGS 125.20 20 HDG 250
RGS 125.15 20 HDG 250

200
50

50

100
50

150

200
150

100

RGS 130.05 20 HDG

RGS 125.10 20 HDG

300

250

RGS 125.05 20 HDG 250
RGS 130.25 20 HDG 300
RGS 130.20 20 HDG 300

150RGS 130.15 20 HDG
200RGS 130.10 20 HDG

RGS 140.30 20 HDG 400
RGS 140.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 145.25 20 HDG

RGS 140.20 20 HDG

450

400

RGS 140.15 20 HDG 400
RGS 140.10 20 HDG 400
RGS 140.05 20 HDG 400

150RGS 145.40 20 HDG
200RGS 145.30 20 HDG

RGS 145.20 20 HDG 450
RGS 145.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 150.20 20 HDG

RGS 145.10 20 HDG

500

450

RGS 145.05 20 HDG 450
RGS 150.45 20 HDG 500
RGS 150.40 20 HDG 500

150RGS 150.30 20 HDG
200RGS 150.25 20 HDG

RGS 150.15 20 HDG 500
RGS 150.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 160.20 20 HDG

RGS 150.05 20 HDG

600

500

RGS 160.50 20 HDG 600
RGS 160.45 20 HDG 600
RGS 160.40 20 HDG 600

150RGS 160.30 20 HDG
200RGS 160.25 20 HDG

RGS 160.15 20 HDG 600
RGS 160.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 160.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1,47

0,98

1,14
1,06
1,31

1,39
1,31

1,14

2,15

1,22

1,64
1,55
1,47

1,31

2,06
1,96

1,39

2,32

1,87

1,78
1,68

2,74

2,42

2,21
2,10

2,53

2,57

2,2,00

3,28
3,16

2,93

2,69

2,45
2,34

2,81

3,37

4,36
4,22
4,07
3,79

3,51

3,23

3,09

3,65

1,22

1,30

1,52
1,41
1,74
1,63

1,52
1,96
1,85

1,74
1,63
2,18
2,07
1,96
1,85
1,74
2,87

2,74
2,62

2,49
2,37
2,24
3,65
3,37
3,23
3,09
2,94

2,80

2,66
4,37
4,21
3,90

3,43
3,27
3,11

5,81
5,62
5,43
5,05
4,87
4,68
4,49
4,30

4,11

3,58
3,74

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

RGS H100 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 150 20 HDG 500
450KADB 145 20 HDG

KADB 160 20 HDG 600

KADB 122 20 HDG 225

KADB 110 20 HDG 100
KADB 112 20 HDG 125

150KADB 115 20 HDG
200KADB 120 20 HDG

KADB 125 20 HDG 250
KADB 130 20 HDG 300
KADB 140 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KADB 110 10 HDG 100
KADB 112 10 HDG 125

150KADB 115 10 HDG
200KADB 120 10 HDG

CODE

ad/pc
kgCODE

KADB 122 12 HDG 225

KADB 110 12 HDG 100
KADB 112 12 HDG 125

150KADB 115 12 HDG
200KADB 120 12 HDG

KADB 125 12 HDG 250

KADB 122 15 HDG 225

KADB 110 15 HDG 100
KADB 112 15 HDG 125

150KADB 115 15 HDG
200KADB 120 15 HDG

KADB 125 15 HDG 250
KADB 130 15 HDG 300
KADB 140 15 HDG 400
KADB 145 15 HDG 450
KADB 150 15 HDG 500
KADB 160 15 HDG 600

1.0mm

KADB 130 12 HDG 300

pcs

1.5mm

KADB 170 15 HDG 700
KADB 175 15 HDG 750
KADB 180 15 HDG 800
KADB 190 15 HDG 900
KADB 100 15 HDG 1000

KADB 170 20 HDG 700
KADB 175 20 HDG 750
KADB 180 20 HDG 800
KADB 190 20 HDG 900
KADB 100 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

1
1

1

1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1

1
1

1
1
1
1

1

KADB ... H100

KADB ... H100

5,60
5,20

6,38

3,64

2.46

2.65
2.85

3.44

4,03

4,81

8,60
9,07
9,54

10,48

2,08

1,50

1,61
1,73
1,96

2,20
2,44

2,60

1,86

2,00
2,15
2,44

2,74
3,04
3,62
3,92
4,21

4,80
6,47

6,82
7,17
7,88
8,59

1,25
1,35
1,44
1,64

3.24

11,43

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 150 20 HDG 500
450KAIB 145 20 HDG

KAIB 160 20 HDG 600

KAIB 122 20 HDG 225

KAIB 110 20 HDG 100
KAIB 112 20 HDG 125

150KAIB 115 20 HDG
200KAIB 120 20 HDG

KAIB 125 20 HDG 250
KAIB 130 20 HDG 300
KAIB 140 20 HDG 400

2.0mm

Hot-D�p Galvan�zed

KAIB 180 10 HDG 100
KAIB 112 10 HDG 125

150KAIB 115 10 HDG
200KAIB 120 10 HDG

CODE

ad/pc
kgCODE

KAIB 122 12 HDG 225

KAIB 110 12 HDG 100
KAIB 112 12 HDG 125

150KAIB 115 12 HDG
200KAIB 120 12 HDG

KAIB 125 12 HDG 250

KAIB 122 15 HDG 225

KAIB 110 15 HDG 100
KAIB 112 15 HDG 125

150KAIB 115 15 HDG
200KAIB 120 15 HDG

KAIB 125 15 HDG 250
KAIB 130 15 HDG 300
KAIB 140 15 HDG 400
KAIB 145 15 HDG 450
KAIB 150 15 HDG 500
KAIB 160 15 HDG 600

1.0mm

KAIB 130 12 HDG 300

pcs

1.5mm

KAIB 170 15 HDG 700
KAIB 175 15 HDG 750
KAIB 180 15 HDG 800
KAIB 190 15 HDG 900
KAIB 100 15 HDG 1000

KAIB 170 20 HDG 700
KAIB 175 20 HDG 750
KAIB 180 20 HDG 800
KAIB 190 20 HDG 900
KAIB 100 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

1.2mm

Width

a
mm

Width

a
mm

1
1

1

1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1

1
1

1
1
1
1

1
1

1

1

1
1
1

1
1

1
1

1
1

1
1
1
1

1

KAIB ... H100

KAIB ... H100

5,60
5,20

6,38

3,64

2.46

2.65
2.85

3.44

4,03

4,81

8,60
9,07
9,54

10,48

2,08

1,50

1,61
1,73
1,96

2,20
2,44

2,60

1,86

2,00
2,15
2,44

2,74
3,04
3,62
3,92
4,21

4,80
6,47

6,82
7,17
7,88
8,59

1,25
1,35
1,44
1,64

3.24

11,43

3
0
0
+

H

300+H

R300

42

1
8

9

a

100T

a

100
T

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KADB H100 HDG

KAIB H100 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

360

3
6
0

R300

42

1
89

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 150 20 HDG 4,48500
450KADS 145 20 HDG 4,16

KADS 160 20 HDG 5,11600

KADS 122 20 HDG 2,76225

KADS 110 20 HDG 1,96100
KADS 112 20 HDG 2,12125

150KADS 115 20 HDG 2,28
200KADS 120 20 HDG 2,60

KADS 125 20 HDG 2,91250
KADS 130 20 HDG 3,22300
KADS 140 20 HDG 3,85400

KADS 122 15 HDG 225

KADS 110 15 HDG 100
KADS 112 15 HDG 125

150KADS 115 15 HDG
200KADS 120 15 HDG

KADS 125 15 HDG 250
KADS 130 15 HDG 300
KADS 140 15 HDG 400
KADS 145 15 HDG 450
KADS 150 15 HDG 500
KADS 160 15 HDG 600
KADS 170 15 HDG 700
KADS 175 15 HDG 750
KADS 180 15 HDG 800
KADS 190 15 HDG 900
KADS 100 15 HDG 1000

KADS 170 20 HDG 6,88700
KADS 175 20 HDG 7,26750
KADS 180 20 HDG 7,64800
KADS 190 20 HDG 8,39900
KADS 100 20 HDG 9,141000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 122 15 HDG 225

KAIS 110 15 HDG 100
KAIS 112 15 HDG 125

150KAIS 115 15 HDG
200KAIS 120 15 HDG

KAIS 125 15 HDG 250
KAIS 130 15 HDG 300
KAIS 140 15 HDG 400
KAIS 145 15 HDG 450
KAIS 150 15 HDG 500

KAIS 160 15 HDG 600

KAIS 170 15 HDG 700

KAIS 175 15 HDG 750

KAIS 180 15 HDG 800

KAIS 190 15 HDG 900
KAIS 100 15 HDG 1000

KAIS 150 20 HDG 500
450KAIS 145 20 HDG

KAIS 160 20 HDG 600

KAIS 122 20 HDG 225

KAIS 110 20 HDG 100
KAIS 112 20 HDG 125

150KAIS 115 20 HDG
200KAIS 120 20 HDG

KAIS 125 20 HDG 250
KAIS 130 20 HDG 300
KAIS 140 20 HDG 400

KAIS 170 20 HDG 700

KAIS 175 20 HDG 750

KAIS 180 20 HDG 800

KAIS 190 20 HDG 900
KAIS 100 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS ... H100 KADS ... H100

KAIS ... H100 KAIS ... H100

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

2,43

1,48

1,60
1,72
1,96
2,08
2,20

2,90

3,13

3,37
3,84
5,17
5,46
5,74
6,31
6,87

4,48
4,16

5,11

2,76

1,96
2,12
2,28
2,60

2,91
3,22
3,85

6,88
7,26
7,64
8,39
9,14

2,43

1,48

1,60
1,72
1,96
2,08
2,20

2,90

3,13

3,37
3,84
5,17
5,46
5,74
6,31
6,87

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAIS 100 HDG

a

100T

a

100
T

KADS H100 HDG

2
9

5

4
21

8

1
9

5

9

2
9

5

4
2

1
8

1
9

5
9



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 150 20 HDG 500
450KAISR2 145 20 HDG

KAISR2 160 20 HDG 600

KAISR2 122 20 HDG 225

KAISR2 110 20 HDG 100
KAISR2 112 20 HDG 125

150KAISR2 115 20 HDG
200KAISR2 120 20 HDG

KAISR2 125 20 HDG 250
KAISR2 130 20 HDG 300
KAISR2 140 20 HDG 400

KAISR2 122 15 HDG 225

KAISR2 110 15 HDG 100
KAISR2 112 15 HDG 125

150KAISR2 115 15 HDG
200KAISR2 120 15 HDG

KAISR2 125 15 HDG 250
KAISR2 130 15 HDG 300
KAISR2 140 15 HDG 400
KAISR2 145 15 HDG 450
KAISR2 150 15 HDG 500
KAISR2 160 15 HDG 600
KAISR2 170 15 HDG 700
KAISR2 175 15 HDG 750
KAISR2 180 15 HDG 800
KAISR2 190 15 HDG 900
KAISR2 100 15 HDG 1000

KAISR2 170 20 HDG 700
KAISR2 175 20 HDG 750
KAISR2 180 20 HDG 800
KAISR2 190 20 HDG 900
KAISR2 100 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 150 20 HDG 500
450KAISR4 145 20 HDG

KAISR4 160 20 HDG 600

KAISR4 122 20 HDG 225

KAISR4 110 20 HDG 100
KAISR4 112 20 HDG 125

150KAISR4 115 20 HDG
200KAISR4 120 20 HDG

KAISR4 125 20 HDG 250
KAISR4 130 20 HDG 300
KAISR4 140 20 HDG 400

KAISR4 122 15 HDG 225

KAISR4 110 15 HDG 100
KAISR4 112 15 HDG 125

150KAISR4 115 15 HDG
200KAISR4 120 15 HDG

KAISR4 125 15 HDG 250
KAISR4 130 15 HDG 300
KAISR4 140 15 HDG 400
KAISR4 145 15 HDG 450
KAISR4 150 15 HDG 500
KAISR4 160 15 HDG 600
KAISR4 170 15 HDG 700
KAISR4 175 15 HDG 750
KAISR4 180 15 HDG 800
KAISR4 190 15 HDG 900
KAISR4 100 15 HDG 1000

KAISR4 170 20 HDG 700
KAISR4 175 20 HDG 750
KAISR4 180 20 HDG 800
KAISR4 190 20 HDG 900
KAISR4 100 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

KAISR2 ... H100 KAISR2 ... H100

KAISR4 ... H100 KAISR4 ... H100

8,39
7,80

9,57

5,15

3,68
3,97
4,27
4,86

5,45
6,03
7,21

3,88

2,78
3,00
3,22
3,66

4,10
4,54
5,43
5,87
6,31
7,19
8,08
8,52
8,96
9,84

10,73

10,74
11,33
11,92
13,10
14,28

13,42
12,48

15,30

8,24

5,88
6,35
6,83
7,77

8,71
9,65
11,54

6.21

4.44
4.80
5.15
5.85

6.56
7.27
8.68
9.39

10.09
11.51
12.92
13.63
14.33
15.75
17.16

17,19
18,13
19,07
20,96
22,84

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

a

100T

a

100
T

5
2

5

525

R30
0

9

18

41

1
2

5

125

8
2

5
825

R30
0

9

18

41

1
2

5

125

KAISR2 H100 HDG

KAISR4 H100 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 150 20 HDG 500
450KADSR2 145 20 HDG

KADSR2 160 20 HDG 600

KADSR2 122 20 HDG 225

KADSR2 110 20 HDG 100
KADSR2 112 20 HDG 125

150KADSR2 115 20 HDG
200KADSR2 120 20 HDG

KADSR2 125 20 HDG 250
KADSR2 130 20 HDG 300
KADSR2 140 20 HDG 400

KADSR2 122 15 HDG 225

KADSR2 110 15 HDG 100
KADSR2 112 15 HDG 125

150KADSR2 115 15 HDG
200KADSR2 120 15 HDG

KADSR2 125 15 HDG 250
KADSR2 130 15 HDG 300
KADSR2 140 15 HDG 400
KADSR2 145 15 HDG 450
KADSR2 150 15 HDG 500
KADSR2 160 15 HDG 600
KADSR2 170 15 HDG 700
KADSR2 175 15 HDG 750
KADSR2 180 15 HDG 800
KADSR2 190 15 HDG 900
KADSR2 100 15 HDG 1000

KADSR2 170 20 HDG 700
KADSR2 175 20 HDG 750
KADSR2 180 20 HDG 800
KADSR2 190 20 HDG 900
KADSR2 100 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 150 20 HDG 500
450KADSR4 145 20 HDG

KADSR4 160 20 HDG 600

KADSR4 122 20 HDG 225

KADSR4 110 20 HDG 100
KADSR4 112 20 HDG 125

150KADSR4 115 20 HDG
200KADSR4 120 20 HDG

KADSR4 125 20 HDG 250
KADSR4 130 20 HDG 300
KADSR4 140 20 HDG 400

KADSR4 122 15 HDG 225

KADSR4 110 15 HDG 100
KADSR4 112 15 HDG 125

150KADSR4 115 15 HDG
200KADSR4 120 15 HDG

KADSR4 125 15 HDG 250
KADSR4 130 15 HDG 300
KADSR4 140 15 HDG 400
KADSR4 145 15 HDG 450
KADSR4 150 15 HDG 500
KADSR4 160 15 HDG 600
KADSR4 170 15 HDG 700
KADSR4 175 15 HDG 750
KADSR4 180 15 HDG 800
KADSR4 190 15 HDG 900
KADSR4 100 15 HDG 1000

KADSR4 170 20 HDG 700
KADSR4 175 20 HDG 750
KADSR4 180 20 HDG 800
KADSR4 190 20 HDG 900
KADSR4 100 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя  90° радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADSR2 ... H100 KADSR2 ... H100

KADSR4 ... H100 KADSR4 ... H100

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

8,39
7,80

9,57

5,15

3,68
3,97
4,27
4,86

5,45
6,03
7,21

3,88

2,78
3,00
3,22
3,66

4,10
4,54
5,43
5,87
6,31
7,19
8,08
8,52
8,96
9,84

10,73

10,74
11,33
11,92
13,10
14,28

13,42
12,48

15,30

8,24

5,88
6,35
6,83
7,77

8,71
9,65
11,54

6.21

4.44
4.80
5.15
5.85

6.56
7.27
8.68
9.39

10.09
11.51
12.92
13.63
14.33
15.75
17.16

17,19
18,13
19,07
20,96
22,84

a

100T

a

100
T

5
2

5

525

R30
0

9

18

41

1
2

5

125

8
2

5

825

R30
0

9

18

41

1
2

5

125

KADSR2 H100 HDG

KADSR4 H100 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 150 20 HDG 3,59500
450KADS45 145 20 HDG 3,33

KADS45 160 20 HDG 4,08600

KADS45 122 20 HDG 2,20225

KADS45 110 20 HDG 1,57100
KADS45 112 20 HDG 1,70125

150KADS45 115 20 HDG 1,83
200KADS45 120 20 HDG 2,08

KADS45 125 20 HDG 2,33250
KADS45 130 20 HDG 2,58300
KADS45 140 20 HDG 3,08400

KADS45 122 15 HDG 1,66225

KADS45 110 15 HDG 1,19100
KADS45 112 15 HDG 1,28125

150KADS45 115 15 HDG 1,38
200KADS45 120 15 HDG 1,56

KADS45 125 15 HDG 1,76250
KADS45 130 15 HDG 1,95300
KADS45 140 15 HDG 2,32400
KADS45 145 15 HDG 2,51450
KADS45 150 15 HDG 2,70500
KADS45 160 15 HDG 3.08600
KADS45 170 15 HDG 3,45700
KADS45 175 15 HDG 3,64750
KADS45 180 15 HDG 3,83800
KADS45 190 15 HDG 4,20900
KADS45 100 15 HDG 4,581000

KADS45 170 20 HDG 4,59700
KADS45 175 20 HDG 750
KADS45 180 20 HDG

4,84
800

KADS45 190 20 HDG
5,09

900
KADS45 100 20 HDG

5,60
1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 150 20 HDG 500
450KAIS45 145 20 HDG

KAIS45 160 20 HDG 600

KAIS45 122 20 HDG 225

KAIS45 110 20 HDG 100
KAIS45 112 20 HDG 125

150KAIS45 115 20 HDG
200KAIS45 120 20 HDG

KAIS45 125 20 HDG 250
KAIS45 130 20 HDG 300
KAIS45 140 20 HDG 400

KAIS45 122 15 HDG 225

KAIS45 110 15 HDG 100
KAIS45 112 15 HDG 125

150KAIS45 115 15 HDG
200KAIS45 120 15 HDG

KAIS45 125 15 HDG 250
KAIS45 130 15 HDG 300
KAIS45 140 15 HDG 400
KAIS45 145 15 HDG 450
KAIS45 150 15 HDG 500
KAIS45 160 15 HDG 600
KAIS45 170 15 HDG 700
KAIS45 175 15 HDG 750
KAIS45 180 15 HDG 800
KAIS45 190 15 HDG 900
KAIS45 100 15 HDG 1000

KAIS45 170 20 HDG 700
KAIS45 175 20 HDG 750
KAIS45 180 20 HDG 800
KAIS45 190 20 HDG 900
KAIS45 100 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KADS45 ... H100 KADS45 ... H100

KAIS45 ... H100 KAIS45 ... H100

6,10

3,59
3,33

4,08

2,20

1,57
1,70
1,83
2,08

2,33
2,58
3,08

1,66

1,19
1,28
1,38
1,56

1,76
1,95
2,32
2,51
2,70
3.08
3,45
3,64
3,83
4,20
4,58

4,59

4,84
5,09
5,60
6,10

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

a

100T

41

135°

1
7

4

245

1
0

0

KADS45 H100 HDG

a

100T

9x18

KAIS45 H100 HDG

41

135° 1
7

4

245

1
0

0

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 150 20 HDG 8,39500
450KAIS45R4 145 20 HDG 7,80

KAIS45R4 160 20 HDG 9,57600

KAIS45R4 122 20 HDG 5,15225

KAIS45R4 110 20 HDG 3,68100
KAIS45R4 112 20 HDG 3,97125

150KAIS45R4 115 20 HDG 4,27
200KAIS45R4 120 20 HDG 4,86

KAIS45R4 125 20 HDG 5,45250
KAIS45R4 130 20 HDG 6,03300
KAIS45R4 140 20 HDG 7,21400

KAIS45R4 122 15 HDG 3,88225

KAIS45R4 110 15 HDG 2,78100
KAIS45R4 112 15 HDG 3,00125

150KAIS45R4 115 15 HDG 3,22
200KAIS45R4 120 15 HDG 3,66

KAIS45R4 125 15 HDG 4,10250
KAIS45R4 130 15 HDG 4,54300
KAIS45R4 140 15 HDG 5,43400
KAIS45R4 145 15 HDG 5,87450
KAIS45R4 150 15 HDG 6,31500
KAIS45R4 160 15 HDG 7,19600
KAIS45R4 170 15 HDG 8,08700
KAIS45R4 175 15 HDG 8,52750
KAIS45R4 180 15 HDG 8,96800
KAIS45R4 190 15 HDG 9,84900
KAIS45R4 100 15 HDG 10,731000

KAIS45R4 170 20 HDG 10,74700
KAIS45R4 175 20 HDG 11,33750
KAIS45R4 180 20 HDG 11,92800
KAIS45R4 190 20 HDG 13,10900
KAIS45R4 100 20 HDG 14,281000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAIS45R2 150 20 HDG 5.59500
450KAIS45R2 145 20 HDG 5.20

KAIS45R2 160 20 HDG 6.38600

KAIS45R2 122 20 HDG 3.44225

KAIS45R2 110 20 HDG 2.45100
KAIS45R2 112 20 HDG 2.65125

150KAIS45R2 115 20 HDG 2.85
200KAIS45R2 120 20 HDG 3.24

KAIS45R2 125 20 HDG 3.63250
KAIS45R2 130 20 HDG 4.02300
KAIS45R2 140 20 HDG 4.81400

KAIS45R2 122 15 HDG 225

KAIS45R2 110 15 HDG 1,85100
KAIS45R2 112 15 HDG 2,00125

150KAIS45R2 115 15 HDG 2,15
200KAIS45R2 120 15 HDG 2,44

KAIS45R2 125 15 HDG
2.59

250
KAIS45R2 130 15 HDG

2.74
300

KAIS45R2 140 15 HDG
3.03

400
KAIS45R2 145 15 HDG

3.62
450

KAIS45R2 150 15 HDG
3.91

500
KAIS45R2 160 15 HDG

4.21
600

KAIS45R2 170 15 HDG
4.80

700
KAIS45R2 175 15 HDG

5.39
750

KAIS45R2 180 15 HDG
5.68

800
KAIS45R2 190 15 HDG

5.97

900
KAIS45R2 100 15 HDG

6.56

1000

KAIS45R2 170 20 HDG 7.16700
KAIS45R2 175 20 HDG 7.56750
KAIS45R2 180 20 HDG 7.95800

KAIS45R2  190 20 HDG 8.73900
KAIS45R2 100 20 HDG 9.521000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

KAIS45R4 ... H100 KAIS45R4 ... H100

KAIS45R2 ... H100 KAIS45R2 ... H100

7.15

a

100T

 495

41

9x18

 125 R
3
0
0
 

1
7

5
1

0
0

KAIS45R2 H100 HDG

KAIS45R4 H100 HDG

a

100T

710

41

9x18
 125 R

6
0
0

2
6
5

1
0
0

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 150 20 HDG 500
450KADS45R2 145 20 HDG

KADS45R2 160 20 HDG 600

KADS45R2 122 20 HDG 225

KADS45R2 110 20 HDG 100
KADS45R2 112 20 HDG 125

150KADS45R2 115 20 HDG
200KADS45R2 120 20 HDG

KADS45R2 125 20 HDG 250
KADS45R2 130 20 HDG 300
KADS45R2 140 20 HDG 400

KADS45R2 122 15 HDG 225

KADS45R2 110 15 HDG 100
KADS45R2 112 15 HDG 125

150KADS45R2 115 15 HDG
200KADS45R2 120 15 HDG

KADS45R2 125 15 HDG 250
KADS45R2 130 15 HDG 300
KADS45R2 140 15 HDG 400
KADS45R2 145 15 HDG 450
KADS45R2 150 15 HDG 500
KADS45R2 160 15 HDG 600
KADS45R2 170 15 HDG 700
KADS45R2 175 15 HDG 750
KADS45R2 180 15 HDG 800
KADS45R2 190 15 HDG 900
KADS45R2 100 15 HDG 1000

KADS45R2 170 20 HDG 700
KADS45R2 175 20 HDG 750
KADS45R2 180 20 HDG 800
KADS45R2 190 20 HDG 900
KADS45R2 100 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 150 20 HDG 500
450KADS45R4 145 20 HDG

KADS45R4 160 20 HDG 600

KADS45R4 122 20 HDG 225

KADS45R4 110 20 HDG 100
KADS45R4 112 20 HDG 125

150KADS45R4 115 20 HDG
200KADS45R4 120 20 HDG

KADS45R4 125 20 HDG 250
KADS45R4 130 20 HDG 300
KADS45R4 140 20 HDG 400

KADS45R4 122 15 HDG 225

KADS45R4 110 15 HDG 100
KADS45R4 112 15 HDG 125

150KADS45R4 115 15 HDG
200KADS45R4 120 15 HDG

KADS45R4 125 15 HDG 250
KADS45R4 130 15 HDG 300
KADS45R4 140 15 HDG 400
KADS45R4 145 15 HDG 450
KADS45R4 150 15 HDG 500
KADS45R4 160 15 HDG 600
KADS45R4 170 15 HDG 700
KADS45R4 175 15 HDG 750
KADS45R4 180 15 HDG 800
KADS45R4 190 15 HDG 900
KADS45R4 100 15 HDG 1000

KADS45R4 170 20 HDG 700
KADS45R4 175 20 HDG 750
KADS45R4 180 20 HDG 800
KADS45R4 190 20 HDG 900
KADS45R4 100 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

2,59

1,85
2,00
2,15
2,44

2,74
3,03
3.62
3.91
4.21
4.80
5.39
5.68
5.97
6.56
7.15

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

KADS45R2 ... H100 KADS45R2 ... H100

KADS45R4 ... H100 KADS45R4 ... H100

5.59
5.20

6.38

3.44

2.45
2.65
2.85
3.24

3.63
4.02
4.81

7.16
7.56
7.95
8.73
9.52

8,39
7,80

9,57

5,15

3,68
3,97
4,27
4,86

5,45
6,03
7,21

3,88

2,78
3,00
3,22
3,66

4,10
4,54
5,43
5,87
6,31
7,19
8,08
8,52
8,96
9,84

10,73

10,74
11,33
11,92
13,10
14,28

a

100T

 495

41

9x18
 125

 R
3
0
0
 

1
7

5
1

0
0

KADS45R2 H100 HDG

KADS45R4 H100 HDG

a

100T

710

41

9x18

 125

 R
6
0
0

2
6

5
1
0
0

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 150 20 HDG 2.24500
450KAMB 145 20 HDG 2.08

KAMB 160 20 HDG 2.56600

KAMB 122 20 HDG 1.38225

KAMB 110 20 HDG 0.99100
KAMB 112 20 HDG 1.07125

150KAMB 115 20 HDG 1.15
200KAMB 120 20 HDG 1.30

KAMB 125 20 HDG 1.46250
KAMB 130 20 HDG 1.61300
KAMB 140 20 HDG 1.93400

KAMB 122 15 HDG 1.04225

KAMB 110 15 HDG 0.75100
KAMB 112 15 HDG 0.80125

150KAMB 115 15 HDG 0.87
200KAMB 120 15 HDG 0.98

KAMB 125 15 HDG 1.10250
KAMB 130 15 HDG 1.22300
KAMB 140 15 HDG 1.45400
KAMB 145 15 HDG 1.57450
KAMB 150 15 HDG 1.69500
KAMB 160 15 HDG 1.92600
KAMB 170 15 HDG 2.16700
KAMB 175 15 HDG 2.28750
KAMB 180 15 HDG 2.40800
KAMB 190 15 HDG 2.63900
KAMB 100 15 HDG 2.871000

KAMB 170 20 HDG 2.87700
KAMB 175 20 HDG 3.03750
KAMB 180 20 HDG 3.19800
KAMB 190 20 HDG 3.50900
KAMB 100 20 HDG 3.811000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 150 20 HDG 500
450KAMD 145 20 HDG

KAMD 160 20 HDG 600

KAMD 122 20 HDG 3,49225

KAMD 110 20 HDG 2,93100
KAMD 112 20 HDG 3,04125

150KAMD 115 20 HDG 3,16

200KAMD 120 20 HDG 3,38

KAMD 125 20 HDG 3,60250
KAMD 130 20 HDG 3,83300
KAMD 140 20 HDG 400

KAMD 122 15 HDG 225

KAMD 110 15 HDG 100
KAMD 112 15 HDG 125

150KAMD 115 15 HDG
200KAMD 120 15 HDG

KAMD 125 15 HDG 250
KAMD 130 15 HDG 300
KAMD 140 15 HDG 400
KAMD 145 15 HDG 450
KAMD 150 15 HDG 500
KAMD 160 15 HDG 600
KAMD 170 15 HDG 700
KAMD 175 15 HDG 750
KAMD 180 15 HDG 800
KAMD 190 15 HDG 900
KAMD 100 15 HDG 1000

KAMD 170 20 HDG 700
KAMD 175 20 HDG 750
KAMD 180 20 HDG 800
KAMD 190 20 HDG 900
KAMD 100 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

KAMD ... H100 KAMD ... H100

2,37
2,47
2,55
2,72
2,80
2,88
3,06
3,40
3,57
3,73
4,07

4,42

4,58
4,76
5,09
5,43

4,52

4,29

4,74
5,19
5,65
5,88
6,10

6,55

7,00

KAMB ... H100 KAMB ... H100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMD H100 HDG

270

a

6
0

KAMB H100 HDG

690

9x18

a

Ø 8 mm

8,5x20

100

270

1
0
0

Ø
 8

 m
m

 



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

Cable Tray

BDD

BDD

Cable Tray

Cable Tray

BDD

BDD

Cable Tray

BDD

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

BDD

KAMB



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 150 20 HDG 11,59500
450KADT 145 20 HDG 10,21

KADT 160 20 HDG 14,57600

KADT 122 20 HDG 5,00225

KADT 110 20 HDG 2,79100
KADT 112 20 HDG 3,20125

150KADT 115 20 HDG 3,62
200KADT 120 20 HDG 4,52

KADT 125 20 HDG 5,50250
KADT 130 20 HDG 6,56300
KADT 140 20 HDG 8,92400

KADT 122 15 HDG 3,75225

KADT 110 15 HDG 2,10100
KADT 112 15 HDG 2,40125

150KADT 115 15 HDG 2,71
200KADT 120 15 HDG 3,39

KADT 125 15 HDG 4,13250
KADT 130 15 HDG 4,92300
KADT 140 15 HDG 6,69400
KADT 145 15 HDG 7,66450
KADT 150 15 HDG 8,69500
KADT 160 15 HDG 10,93600
KADT 170 15 HDG 13,40700
KADT 175 15 HDG 14,72750
KADT 180 15 HDG 16,11800
KADT 190 15 HDG 19,05900
KADT 100 15 HDG 22,231000

KADT 170 20 HDG 17,87700
KADT 175 20 HDG 19,63750
KADT 180 20 HDG 21,48800
KADT 190 20 HDG 25,40900
KADT 100 20 HDG 29,641000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAMT 150 20 HDG 6,34500
450KAMT 145 20 HDG 5,95

KAMT 160 20 HDG 7,12600

KAMT 122 20 HDG 2,73225

KAMT 110 20 HDG 2.18100
KAMT 112 20 HDG 2.29125

150KAMT 115 20 HDG 2,40
200KAMT 120 20 HDG 2,62

KAMT 125 20 HDG 2,84250
KAMT 130 20 HDG 3,06300
KAMT 140 20 HDG 5,55400

KAMT 122 15 HDG 2,05225

KAMT 110 15 HDG 1,64100
KAMT 112 15 HDG 1,72125

150KAMT 115 15 HDG 1,80
200KAMT 120 15 HDG 1,97

KAMT 125 15 HDG 2,13250
KAMT 130 15 HDG 2,30300
KAMT 140 15 HDG 4,17400
KAMT 145 15 HDG 4,46450
KAMT 150 15 HDG 4,76500
KAMT 160 15 HDG 5,34600
KAMT 170 15 HDG 7,27700
KAMT 175 15 HDG 7,62750
KAMT 180 15 HDG 7,98800
KAMT 190 15 HDG 8,68900
KAMT 100 15 HDG 9,391000

KAMT 170 20 HDG 9,69700
KAMT 175 20 HDG 750
KAMT 180 20 HDG 800
KAMT 190 20 HDG 900
KAMT 100 20 HDG 1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

KAMT ... H100 KAMT ... H100

KADT ... H100 KADT ... H100

10,16
10,63

11,58
12,52

W+325

W
8x23

W

350+H

KAMT H100 HDG

W

2
6
5

9x18 1
0
0

100

9x182
7
5

1
7
5

1
0
0

42

KADT H100 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 150 20 HDG 500
450KADG 145 20 HDG

KADG 160 20 HDG 600

KADG 122 20 HDG 225

KADG 110 20 HDG 100
KADG 112 20 HDG 125

150KADG 115 20 HDG
200KADG 120 20 HDG

KADG 125 20 HDG 250
KADG 130 20 HDG 300
KADG 140 20 HDG 400

KADG 122 15 HDG 225

KADG 110 15 HDG 100
KADG 112 15 HDG 125

150KADG 115 15 HDG
200KADG 120 15 HDG

KADG 125 15 HDG 250
KADG 130 15 HDG 300
KADG 140 15 HDG 400
KADG 145 15 HDG 450
KADG 150 15 HDG 500
KADG 160 15 HDG 600
KADG 170 15 HDG 700
KADG 175 15 HDG 750
KADG 180 15 HDG 800
KADG 190 15 HDG 900
KADG 100 15 HDG 1000

KADG 170 20 HDG 700
KADG 175 20 HDG 750
KADG 180 20 HDG 800
KADG 190 20 HDG 900
KADG 100 20 HDG 1000

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 150 20 HDG 10,37500
450KADL 145 20 HDG 9,07

KADL 160 20 HDG 13,19600

KADL 122 20 HDG 4,21225

KADL 110 20 HDG 2,20100
KADL 112 20 HDG 2,57125

150KADL 115 20 HDG 2,95
200KADL 120 20 HDG 3,77

KADL 125 20 HDG 4,68250
KADL 130 20 HDG 5,66300
KADL 140 20 HDG 7,85400

KADL 122 15 HDG 3.16225

KADL 110 15 HDG 1.65100
KADL 112 15 HDG 1.93125

150KADL 115 15 HDG 2.21
200KADL 120 15 HDG 2.83

KADL 125 15 HDG 3.51250
KADL 130 15 HDG 4.24300
KADL 140 15 HDG 5.89400
KADL 145 15 HDG 6.81450
KADL 150 15 HDG 7.78500
KADL 160 15 HDG 9.90600
KADL 170 15 HDG 12.25700
KADL 175 15 HDG 13.52750
KADL 180 15 HDG 14.84800
KADL 190 15 HDG 17.67900
KADL 100 15 HDG 20.731000

KADL 170 20 HDG 16,33700
KADL 175 20 HDG 18,02750
KADL 180 20 HDG 19,79800
KADL 190 20 HDG 23,55900
KADL 100 20 HDG 27,641000

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADL ... H100 KADL ... H100

KADG ... H100 KADG ... H100

3,16

1,65
1,93
2,21
2,83

3,51
4,24
5,89
6,81
7,78
9,90

12,25
13,52
14,84
17,67
20,73

10,37
9,07

13,19

4,21

2,20
2,57
2,95
3,77

4,68
5,66
7,85

16,33
18,02
19,79
23,55
27,64

W+165

W

8x23

2
6

5

W

1
0

0

100

9x18

W+165

W

8x23

KADG H100 HDG

KADL H100 HDG

2
6

5

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 10 575 15 HDG

RT 10 425 15 HDG

RT 10 450 15 HDG
RT 10 475 15 HDG
RT 10 500 15 HDG
RT 10 525 15 HDG
RT 10 550 15 HDG

RT 10 375 15 HDG
RT 10 350 15 HDG

RT 10 400 15 HDG

RT 10 225 15 HDG

RT 10 50 15 HDG 0,22

RT 10 75 15 HDG 0,24
RT 10 100 15 HDG 0,27
RT 10 125 15 HDG 0,30
RT 10 150 15 HDG 0,32

RT 10 200 15 HDG

RT 10 250 15 HDG

RT 10 275 15 HDG

RT 10 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 10 25 15 HDG 0,1925

RT 10 175 15 HDG 0,35175

pcs

RT 10 300 15 HDG 300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

SON 150 20 HDG 0.88
SON 145 20 HDG 0.81

SON 160 20 HDG 1.02

SON 122 20 HDG 0.49

SON 110 20 HDG 0.32
SON 112 20 HDG 0.35
SON 115 20 HDG 0.39
SON 120 20 HDG 0.46

SON 125 20 HDG 0.53
SON 130 20 HDG 0.60
SON 140 20 HDG 0.74

CODE

ad/pc
kgCODE

SON 150 15 HDG
SON 145 15 HDG

SON 160 15 HDG

SON 122 15 HDG

SON 110 15 HDG 0.24
SON 112 15 HDG
SON 115 15 HDG
SON 120 15 HDG

SON 125 15 HDG
SON 130 15 HDG
SON 140 15 HDG

CODE

ad/pc
kgCODE

500
450

600

225

100
125
150
200

250
300
400

500
450

600

225

100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 10 575 20 HDG 1.03

RT 10 425 20 HDG 0.82

RT 10 450 20 HDG 0.85

RT 10 475 20 HDG 0.89
RT 10 500 20 HDG 0.92

RT 10 525 20 HDG 0.96

RT 10 550 20 HDG 0.99

RT 10 375 20 HDG 0.75
RT 10 350 20 HDG 0.71

RT 10 400 20 HDG 0.78

RT 10 225 20 HDG 0.53

RT 10 50 20 HDG 0.29

RT 10 75 20 HDG 0.32
RT 10 100 20 HDG 0.36
RT 10 125 20 HDG 0.39
RT 10 150 20 HDG 0.43

RT 10 200 20 HDG 0.50

RT 10 250 20 HDG 0.57

RT 10 275 20 HDG 0.61

RT 10 325 20 HDG 0.68

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 10 25 20 HDG 0.2525

RT 10 175 20 HDG 0.46175

pcs

RT 10 300 20 HDG 0.64300

1.5mm 2.0mm

SON 180 15 HDG
SON 175 15 HDG

SON 190 15 HDG

SON 170 15 HDG

800
750

900

700

SON 100 15 HDG 1000

SON 180 20 HDG 1.30
SON 175 20 HDG 1.23

SON 190 20 HDG 1.45

SON 170 20 HDG 1.16

800
750

900

700

SON 100 20 HDG 1.591000

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1

SON ... H100SON ... H100

0.66
0.61

0.77

0.37

0.26

0.34

0.40
0.45
0.56

0.98
0.93

1.09

0.87

1.19

RT ... H100 RT ... H100

0.29

0,64
0,67
0,69
0,72
0,75
0,77

0,59
0,56

0,61

0,43
0,40

0,46
0,48

0,53
0,51

0,38

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

42

75

L

75

T

100

18x9

3
5

a

T

1
0

0

1
8

9

35

5
0

KADT H80 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

BYDU 110 15 HDG 1000 0.95

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 110 20 HDG 1000 1.26

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

pcspcs

Hot-D�p Galvan�zed

MYD 110 15 HDG 200 0.29

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 110 20 HDG 200 0.38

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 110 15 HDG 600 0.71

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 110 20 HDG 600 0.95

1

1

1

1

1 1

BDD 2 ... H100 BDD 3 ... H100

MYD ... H100 MYDU ... H100

BYDU ... H100 BYDU ... H100

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

BDD 310BDD 210

MYD 110 MYDU 110

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

9
5

15

T

1
0

5

15

T

BDD 210 BDD 310

100

2323

8,5x20

130

Ø 8

1
8

L=1000

MYD 110

9
5

2 9

BYDU 110

 L=200 mm 

 25

95

95

 L=600 mm 

MYDU 110

1
8

9

1
8

9

2.0mm 2.0mm

BDD 210 15 HDG 250 0.36 BDD 310 15 HDG 250 0.391 1

BDD 210 20 HDG 250 0.47 BDD 310 20 HDG 250 0.511 1



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 10 HDG 0.553000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

0.63

pcs

SEP 250 10 HDG 30001 1

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 110 15 HDG 1.423000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 110 20 HDG 1.893000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

1.54

pcs

2.0mm

CODE

1m
kgCODE

2.05

pcs

SEP 210 15 HDG 3000

SEP 210 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y10 15 HDG 2.121500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

2.83

pcs

SEP Y10 20 HDG 1500

1

1

1

1

11

1.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 110 10 HDG 0.953000

pcs

1.0mm

CODE
Length

L
mm 1m

kgCODE

1.03

pcs

SEP 210 10 HDG 30001 1

Cable Trays - System of Side Height H100

SEP 1 ... H100 SEP 2 ... H100

SEP 1 ... H100 SEP 2 ... H100

SEP 1 ... H100 SEP 2 ... H100

SEP Y H100 SEP Y H100

9
5

20

T

9
5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

20

T T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP 1 H100 HDG

95

SEP Y H100 HDG

SEP 2 H100 HDG

SEP 1 H100 SEP 2 H100

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 10 20 HDG 0.26

CODE

ad/pc
kgCODE

MBE 10 15 HDG 0.20

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 10 575 15 HDG

RC 10 425 15 HDG

RC 10 450 15 HDG
RC 10 475 15 HDG
RC 10 500 15 HDG
RC 10 525 15 HDG
RC 10 550 15 HDG

RC 10 375 15 HDG
RC 10 350 15 HDG

RC 10 400 15 HDG

RC 10 225 15 HDG 0.46

RC 10 50 15 HDG 0.22

RC 10 75 15 HDG 0.25
RC 10 100 15 HDG 0.29
RC 10 125 15 HDG 0.32
RC 10 150 15 HDG 0.36

RC 10 200 15 HDG 0.43

RC 10 250 15 HDG 0.50

RC 10 275 15 HDG 0.53

RC 10 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 10 25 15 HDG 0.1825

RC 10 175 15 HDG 0.39175

pcs

RC 10 300 15 HDG 300

Hot-D�p Galvan�zed

RC 10 575 20 HDG 1.28

RC 10 425 20 HDG 0.99

RC 10 450 20 HDG 1.04
RC 10 475 20 HDG 1.09
RC 10 500 20 HDG 1.14
RC 10 525 20 HDG 1.18
RC 10 550 20 HDG 1.23

RC 10 375 20 HDG 0.90
RC 10 350 20 HDG 0.85

RC 10 400 20 HDG 0.95

RC 10 225 20 HDG 0.62

RC 10 50 20 HDG 0.29

RC 10 75 20 HDG 0.33
RC 10 100 20 HDG 0.38
RC 10 125 20 HDG 0.43
RC 10 150 20 HDG 0.48

RC 10 200 20 HDG 0.57

RC 10 250 20 HDG 0.66

RC 10 275 20 HDG 0.71

RC 10 325 20 HDG 0.81

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 10 25 20 HDG 0.2425

RC 10 175 20 HDG 0.52175

pcs

RC 10 300 20 HDG 0.76300

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1 1

MBE ... H100 MBE ... H100

0.92

0.71

0.75
0.78
0.82
0.85
0.89

0.64
0.61

0.68

0.57

0.96

RC ... H100 RC ... H100

1

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

L75 75

9x25

RC H100 HDG

100
25

RC Mount�ng

MBE H100 HDG

9
7

8,5x808,5x23

L

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

Expans�on Plate
Birleştirme Elemanı -  Соединитель на расстоянии 



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

S�ze

mm
CODE

Length

L
mm Pack

kgCODE
S�ze

mm
CODE

Length

L
mm Pack

kgCODE

M6 M8CFS M6CFS M6 CFS M8CFS M8

Electro - Galvan�zed

pcspcs

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

1.5mm1.5mm

2.0mm 2.0mm

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель

APK H150 HDG

To �nstall one lenght ;use 2 p�eces of KBE connector  
8 sets of CFS bolts and nuts. ( M6 or M8 )

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

Hot-D�p Galvan�zed

1.2mmKBE 2 ... H150 KBE 3 ... H150

KBE 215
KBE 315

CODECODE
pcs

Width

a=b
mm ad/pc

kg CODECODE
pcs

Width

a=b
mm ad/pc

kg

1.5mmAPK ... H150 APK ... H150

a

T

10

L

25

8,5

150

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Width
Usable

Cross-Section

100
150
200
300
400
500

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

L=175

1
5
5

15

KBE 215

T

1
4
5

1
4
5

15

T

KBE 315

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

600

2,00

4,00

1,00

0.00

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
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 Qmax.

f
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Spacing of Supports in [m]

5,00

Thickn. (ga) [mm]:

 1.5 2.0

3000 0.014 M8CFS M6 EG 15 0.08M6 CFS M8 EG 500500

175KBE 315 20 HDG 100

175KBE 315 15 HDG 100

175 0.37KBE 215 20 HDG 100

175 0.28KBE 215 15 HDG 100

0.40

0.30

APK 1550 15 HDG
APK 1545 15 HDG

APK 1560 15 HDG

APK 1522 15 HDG

APK 1515 15 HDG
APK 1520 15 HDG

APK 1525 15 HDG
APK 1530 15 HDG
APK 1540 15 HDG

APK 1590 15 HDG
APK 1580 15 HDG

APK 1500 15 HDG

APK 1570 15 HDG
APK 1575 15 HDG

500
450

600

225

150
200

250
300
400

900
800

1000

700
750

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

7.68
7.20

8.62

5.08

4.38
4.85

5.32
5.79
6.73

11.44
10.50

12.39

9.56
10.03

2
2

2

2

2
2

2
2
2

2
2
2
2
2

APK 1550 20 HDG
APK 1545 20 HDG

APK 1560 20 HDG

APK 1522 20 HDG

APK 1515 20 HDG
APK 1520 20 HDG

APK 1525 20 HDG
APK 1530 20 HDG
APK 1540 20 HDG

APK 1590 20 HDG
APK 1580 20 HDG

APK 1500 20 HDG

APK 1570 20 HDG
APK 1575 20 HDG

500
450

600

225

150
200

250
300
400

900
800

1000

700
750

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

10.20
9.58

11.46

6.76

5.81

6.44

7.07
7.69
8.95

15.23
13.97

16.48

12.72
13.35

2
2

2

2

2
2

2
2
2

2
2
2
2
2



m
Cable Trays - System of Side Height H150

2.0mm

Hot-D�p Galvan�zed
Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

1.5mm

Adjustable hor�zontal connector
Yatay seviye değiştirme eki - Угловой соединитель

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

CODE
Length

L
mm ad/pc

kg

1.2mm

CODE CODE
Length

L
mm ad/pc

kgCODE
pcspcs

1.5mm1.5mm

2.0mm

1.2mm

2.0mm

Non Perforated Cable Trays - Return Flanges 
Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

BYD 2 ... H150 BYD 3 ... H150

CODECODE
pcs

Width

a=b
mm ad/pc

kg CODECODE
pcs

Width

a=b
mm ad/pc

kg

ADK ... H150 ADK ... H150

APK H150 HDG

a

T

10

150

L

25

8,5

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5
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Spacing of Supports in [m]

2.5
 1.0  1.2

Thickn. (ga) [mm]:

 1.5  2.0

Width
Usable

Cross-Section

100
150
200
300
400
500

298 cm

600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

L=175

1
5
5

15

BYD 215

T

1
4
5

1
4
5

15

T

BYDU 315

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

BYD 215 BYDU 315

175BYD 315 20 HDG 100

175BYD 315 15 HDG 100

175 0.37BYD 215 20 HDG 100

175 0.28BYD 215 15 HDG 100

0.40

0.30

ADK 1522 15 HDG 3000225

150ADK 1515 15 HDG 3000
200ADK 1520 15 HDG 3000

ADK 1525 15 HDG 3000250
ADK 1530 15 HDG 3000300
ADK 1540 15 HDG 3000400
ADK 1545 15 HDG 3000450
ADK 1550 15 HDG 3000500
ADK 1560 15 HDG 3000600
ADK 1570 15 HDG 3000700
ADK 1575 15 HDG 3000750
ADK 1580 15 HDG 3000800
ADK 1590 15 HDG 3000900
ADK 1500 15 HDG 30001000

2
2

2

2

2
2

2
2
2

2
2
2
2
2

ADK 1550 20 HDG 3000500
450ADK 1545 20 HDG 3000

ADK 1560 20 HDG 3000600

ADK 1522 20 HDG 3000225

150ADK 1515 20 HDG 3000
200ADK 1520 20 HDG 3000

ADK 1525 20 HDG 3000250
ADK 1530 20 HDG 3000300
ADK 1540 20 HDG 3000400

ADK 1570 20 HDG 3000700
ADK 1575 20 HDG 3000750
ADK 1580 20 HDG 3000800
ADK 1590 20 HDG 3000900

ADK 1500 20 HDG 30001000

2
2

2

2

2
2

2
2
2

2
2
2
2
2

12.75
11.97

14.32

8.44

7.26
8.04

8.83
9.61

11.18

19.03
17.46

20.06

15.89
16.68

5.47
6.06
6.35

6.65
7.23
8.41
9.00
9.59

10.94
10.77
11.94

12.53
13.12

14.30



CODE kgCODE
pcs

Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H100

90º Hor�zontal Bend of Cable Tray Rad�us:150 
90º Yatay Kanal Dönüş Elemanı Radyus:150 - Угол горизонтальный 90° Радиус:150

Hot-D�p Galvan�zed

1.5mm

CODECODE
pcs

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Width

a=b
mm ad/pc

kg

KA90 ... H150 KA90 ... H150

KA90R1 ... H150 KA90R1 ... H150

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

2.0mm

CODECODE
pcs

Width

a=b
mm ad/pc

kg

b

R=150

a

9X18

a
+

1
7
0

a+170

5
0

5
0

KA90R1 H150 HDG

KA90 H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

a
R9018

9

40

50

a+55

a
+

1
0
5

b

9x18

150

9x18

150

KA90 1530 15 HDG

KA90 1515 15 HDG
KA90 1520 15 HDG
KA90 1522 15 HDG
KA90 1525 15 HDG

KA90 1540 15 HDG
KA90 1545 15 HDG
KA90 1550 15 HDG
KA90 1560 15 HDG
KA90 1570 15 HDG
KA90 1575 15 HDG
KA90 1580 15 HDG
KA90 1590 15 HDG
KA90 1500 15 HDG

3,28

1,71
2,13
2,36
2,60

4,49
5,16
5,88
7,47
9,24

10,19
11,20
13,34
15,68

1
1

1

1

1
1
1
1

1
1
1

1
1
1

KA90R1 1530 15 HDG

KA90R1 1515 15 HDG
KA90R1 1520 15 HDG
KA90R1 1522 15 HDG
KA90R1 1525 15 HDG

KA90R1 1540 15 HDG
KA90R1 1545 15 HDG
KA90R1 1550 15 HDG
KA90R1 1560 15 HDG
KA90R1 1570 15 HDG
KA90R1 1575 15 HDG
KA90R1 1580 15 HDG
KA90R1 1590 15 HDG
KA90R1 1500 15 HDG

300

150
200
225
250

400
450
500
600
700
750

800
900

1000

4,62

6,38
7,04
8,04
9,71

11,67

13,71

16,32
19,15

2,50
3,14
3,48
3,84

1
1

1

1

1
1
1
1

1
1
1

1
1
1

300

150
200
225
250

400
450
500
600
700
750
800
900

1000

300

150
200
225
250

400
450
500
600
700
750
800
900

1000

6,15
8,50
9,38
10,71
12,94
15,56

18,28

21,76
25,33

3,34
4,18
4,64
5,12

1
1

1

1

1
1
1
1

1
1
1

1
1
1

17,17

KA90 1530 20 HDG

KA90 1515 20 HDG
KA90 1520 20 HDG
KA90 1522 20 HDG
KA90 1525 20 HDG

KA90 1540 20 HDG
KA90 1545 20 HDG
KA90 1550 20 HDG
KA90 1560 20 HDG
KA90 1570 20 HDG
KA90 1575 20 HDG
KA90 1580 20 HDG
KA90 1590 20 HDG
KA90 1500 20 HDG

4,38

2,27
2,84
3,14
3,47

5,98
6,88
7,84
9,95

12,32
13,59
14,93
17,79
20,91

1
1

1

1

1
1
1
1

1
1
1

1
1
1

300

150
200
225
250

400
450
500
600
700
750
800
900

1000

12,88

KA90R1 1530 20 HDG

KA90R1 1515 20 HDG
KA90R1 1520 20 HDG
KA90R1 1522 20 HDG
KA90R1 1525 20 HDG

KA90R1 1540 20 HDG
KA90R1 1545 20 HDG
KA90R1 1550 20 HDG
KA90R1 1560 20 HDG
KA90R1 1570 20 HDG
KA90R1 1575 20 HDG
KA90R1 1580 20 HDG

KA90R1 1590 20 HDG
KA90R1 1500 20 HDG



CODE
Width

a=b
mm

CODE
Width

a=b
mm

MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b
mm ad/pc ad/pc

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE
Width

a=b
mm

90º Hor�zontal Bend of Cable Tray Rad�us:300 
90º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 90° Радиус:300

90º Hor�zontal Bend of Cable Tray Rad�us:600 
90º Yatay Kanal Dönüş Elemanı Radyus:600 - Угол горизонтальный 90° Радиус:600

KA90R2 ... H150 KA90R2 ... H150

KA90R4 ... H100 KA90R4 ... H100

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

KA90R2 H150 HDG

b

a

R
300

125

a+425

b
+

4
2

5

1
2

5

2
5

9x18

KA90R4 H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

9x18

150

9x18

150

225

150
200

250
300
400
450
500
600
700
750
800
900

1000 23,95
21,01

13,34

6,08
6,49
7,32
9,15

10,13
11,15

15,72
16,97
18,27

4,95
5,69

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KA90R4 1530 15 HDG

KA90R4 1515 15 HDG
KA90R4 1520 15 HDG
KA90R4 1522 15 HDG
KA90R4 1525 15 HDG

KA90R4 1540 15 HDG
KA90R4 1545 15 HDG
KA90R4 1550 15 HDG
KA90R4 1560 15 HDG
KA90R4 1570 15 HDG
KA90R4 1575 15 HDG
KA90R4 1580 15 HDG
KA90R4 1590 15 HDG

KA90R4 1500 15 HDG

300

150

200
225
250

400

450
500
600
700
750
800
900

1000

1
1

1

1

1
1
1
1

1
1
1

1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1

225

150
200

250
300
400
450
500
600
700
750
800
900

1000 31,93
28,02

17,78

8,11
8,65
9,77

12,19
13,49
14,87

20,95
22,63

24,36

6,59
7,58

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KA90R4 1530 20 HDG

KA90R4 1515 20 HDG
KA90R4 1520 20 HDG
KA90R4 1522 20 HDG
KA90R4 1525 20 HDG

KA90R4 1540 20 HDG
KA90R4 1545 20 HDG
KA90R4 1550 20 HDG
KA90R4 1560 20 HDG
KA90R4 1570 20 HDG

KA90R4 1575 20 HDG

KA90R4 1580 20 HDG
KA90R4 1590 20 HDG

KA90R4 1500 20 HDG

300

150

200
225
250

400

450
500
600
700
750
800
900

1000

KA90R2 1522 20 HDG

KA90R2 1515 20 HDG
KA90R2 1520 20 HDG

KA90R2 1525 20 HDG
KA90R2 1530 20 HDG
KA90R2 1540 20 HDG
KA90R2 1545 20 HDG

KA90R2 1550 20 HDG
KA90R2 1560 20 HDG
KA90R2 1570 20 HDG
KA90R2 1575 20 HDG
KA90R2 1580 20 HDG

KA90R2 1590 20 HDG

KA90R2 1500 20 HDG

KA90R2 1522 15 HDG

KA90R2 1515 15 HDG
KA90R2 1520 15 HDG

KA90R2 1525 15 HDG
KA90R2 1530 15 HDG
KA90R2 1540 15 HDG
KA90R2 1545 15 HDG

KA90R2 1550 15 HDG
KA90R2 1560 15 HDG
KA90R2 1570 15 HDG
KA90R2 1575 15 HDG
KA90R2 1580 15 HDG
KA90R2 1590 15 HDG
KA90R2 1500 15 HDG

31,43

15,86
18,60

21,54
23,07

24,65
27,94

7,72

8,74
9,27

10,93
13,31
14,56

9,81

41,90

21,15
24,81

28,71
30,76

32,86
37,26

10,29

11,65
12,36

14,57
17,74
19,41

13,08



m
Cable Trays - System of Side Height H150

45º Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°
45º Hor�zontal Bend of Cable Tray

Hot-D�p Galvan�zed

Width

a=bCODE

ad/pc
kgCODE

pcs
CODECODE

pcs

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

CODE
Width

W
mm

CODE
Width

W
mm

Hot-D�p Galvan�zed

ad/pc

kg
pcs

ad/pc

kg
pcs

2.0mm1.5mm

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

15-90° Yatay Hareketli Dönüş Elemanı- Шарнирный горизонтальный угол 15-90°
Hor�zontal Adjustable Bends 15-90°

Width

a=b
mm ad/pc

kg

KA45 ... H150 KA45 ... H150

KA90H ... H150 KA90H ... H150

2.0mm1.5mm

9x18

150

a

b

4
0

9x18

45°

KA45 H150 HDG

KA90H H150 HDG

W

15
°-
90
°

8,5x23

DETAIL A

DETAIL B

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA90H 1522 15 HDG

KA90H 1515 15 HDG
KA90H 1520 15 HDG

KA90H 1525 15 HDG
KA90H 1530 15 HDG

225

150
200

250
300

3,23
3,71
4,41

2,34
1
1

1
1

1

KA90H 1522 20 HDG

KA90H 1515 20 HDG
KA90H 1520 20 HDG

KA90H 1525 20 HDG
KA90H 1530 20 HDG

225

150
200

250

300

4,95

5,88
7,39

3,11
4,31 1

1

1
1
1

KA45 1522 15 HDG

KA45 1515 15 HDG
KA45 1520 15 HDG

KA45 1525 15 HDG
KA45 1530 15 HDG
KA45 1540 15 HDG
KA45 1545 15 HDG

KA45 1550 15 HDG
KA45 1560 15 HDG
KA45 1570 15 HDG
KA45 1575 15 HDG
KA45 1580 15 HDG
KA45 1590 15 HDG
KA45 1500 15 HDG

225

150
200

250
300
400
450

500
600
700
750
800
900

1000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

500
450

600

225

150
200

250
300
400

700
750
800
900

1000

5,99
5,30

6,71

2,62
2,20

3,24
3,50
4,06

11,91
10,94

13,97

8,28
10,01

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1,65
1,97
2,43
2,63
3,05
3,98

4,49
5,03
6,21
7,51
8,21
8,93

10,48
12,14 16,19

5,54

KA45 1522 20 HDG

KA45 1515 20 HDG
KA45 1520 20 HDG

KA45 1525 20 HDG
KA45 1530 20 HDG

KA45 1540 20 HDG
KA45 1545 20 HDG
KA45 1550 20 HDG
KA45 1560 20 HDG
KA45 1570 20 HDG
KA45 1575 20 HDG
KA45 1580 20 HDG
KA45 1590 20 HDG
KA45 1500 20 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

CODE
Width

a=b
mm

45º Hor�zontal Bend of Cable Tray Rad�us:300
45º Yatay Kanal Dönüş Elemanı Radyus:300 - Угол горизонтальный 45° Радиус:300 

Hot-D�p Galvan�zed

ad/pce.

kg
pcs

kg
pcs

2.0mm1.5mm

ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE kgCODE
pcs

Width

a=b
mm

Hot-D�p Galvan�zed

kg
pcs

2.0mm1.5mm

Width

a=b
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 2 p�eces of KBE con. 

 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

CODE
Width

a=b
mm

CODECODE

45º Hor�zontal Bend of Cable Tray Rad�us:600
45º Yatay Kanal Dönüş Elemanı Radyus:600  -Угол горизонтальный 45° Радиус:600

KA45R2 ... H150 KA45R2 ... H150

KA45R4 ... H150 KA45R4 ... H150

135°

b
25

9x18

R300

a

KA45R2 H150 HDG

9x18

150

135°

b
25

9x18

R600

a

KA45R4 H150 HDG

9x18

150

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KA45R2 1522 15 HDG

KA45R2 1515 15 HDG
KA45R2 1520 15 HDG

KA45R2 1525 15 HDG
KA45R2 1530 15 HDG
KA45R2 1540 15 HDG
KA45R2 1545 15 HDG

KA45R2 1550 15 HDG
KA45R2 1560 15 HDG
KA45R2 1570 15 HDG
KA45R2 1575 15 HDG
KA45R2 1580 15 HDG
KA45R2 1590 15 HDG
KA45R2 1500 15 HDG

225

150
200

250
300
400

450
500
600
700
750
800
900

1000

10,01

3,65
3,21

3,89
4,13
4,63
5,68
6,24

6,83
8,07
9,40

12,35
10,83

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KA45R4 1522 15 HDG

KA45R4 1515 15 HDG
KA45R4 1520 15 HDG

KA45R4 1525 15 HDG
KA45R4 1530 15 HDG
KA45R4 1540 15 HDG
KA45R4 1545 15 HDG
KA45R4 1550 15 HDG
KA45R4 1560 15 HDG
KA45R4 1570 15 HDG
KA45R4 1575 15 HDG
KA45R4 1580 15 HDG
KA45R4 1590 15 HDG
KA45R4 1500 15 HDG

225

150
200

250
300
400

450

500
600
700
750
800
900

1000

5,49

4,59
5,18

5,80
6,43
7,76
8,46

9,19
10,70
12,31
13,15
14,02
15,82

1
1

1

1

1
1

1
1
1

1
1
1
1
117,71

13,96

KA45R2 1522 20 HDG

KA45R2 1515 20 HDG
KA45R2 1520 20 HDG

KA45R2 1525 20 HDG
KA45R2 1530 20 HDG
KA45R2 1540 20 HDG

KA45R2 1545 20 HDG

KA45R2 1550 20 HDG
KA45R2 1560 20 HDG
KA45R2 1570 20 HDG
KA45R2 1575 20 HDG
KA45R2 1580 20 HDG
KA45R2 1590 20 HDG
KA45R2 1500 20 HDG

225

150
200

250
300
400

450
500
600
700
750
800
900

1000

13,48

4,88
4,28

5,18
5,51
6,16
7,57
8,32

9,11
10,76
12,54

16,47
14,44

1
1

1

1

1
1

1
1
1

1
1
1
1
118,61

KA45R4 1522 20 HDG

KA45R4 1515 20 HDG
KA45R4 1520 20 HDG

KA45R4 1525 20 HDG
KA45R4 1530 20 HDG
KA45R4 1540 20 HDG
KA45R4 1545 20 HDG
KA45R4 1550 20 HDG
KA45R4 1560 20 HDG
KA45R4 1570 20 HDG
KA45R4 1575 20 HDG
KA45R4 1580 20 HDG
KA45R4 1590 20 HDG

KA45R4 1500 20 HDG

225

150
200

250
300
400

450

500
600
700
750
800
900

1000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

7,31

6,13
6,91

7,72
8,57

10,34
11,28

12,25
14,28
16,42
17,54
18,69
21,08
23,61



m
Cable Trays - System of Side Height H150

Tee Hor�zontal Bend od Cable Tray
"T" Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Hot-D�p Galvan�zed

1.5mm

Width

a=b=cCODE

ad/pc
kgCODE

pcs

CODE kgCODE
pcs

Width

a=b=c
mm

Hot-D�p Galvan�zed

CODE kgCODE
pcs

CODECODE

2.0mm1.5mm

Width

a=b=c
mm ad/pce. ad/pce.

Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Yatay Kanal Dönüş Elemanı Radius:150 - Т-отвод горизонтальный Радиус:150

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

mm

KAT ... H150 KAT ... H150

KATR1 ... H150 KATR1 ... H100

Width

a=b=cCODE

ad/pc
kgCODE

pcs
mm

2.0mm

KAT H150 HDG

R90

b

18

9

40 caa+55

b+210

KATR1 H150 HDG

R90

b

18

9

40 caa+55

b+210

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

9x18

150

9x18

150

KAT 1522 15 HDG 3,16225

150KAT 1515 15 HDG 2,39
200KAT 1520 15 HDG 2,89

KAT 1525 15 HDG 3,44250
KAT 1530 15 HDG 4,37300
KAT 1540 15 HDG 5,76400
KAT 1545 15 HDG 6,52450
KAT 1550 15 HDG 7,34500
KAT 1560 15 HDG 9,10600
KAT 1570 15 HDG 11,06700
KAT 1575 15 HDG 12,10750
KAT 1580 15 HDG 13,20800
KAT 1590 15 HDG 15,53900
KAT 1500 15 HDG 18,051000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KATR1 1522 15 HDG

KATR1 1515 15 HDG
KATR1 1520 15 HDG

KATR1 1525 15 HDG
KATR1 1530 15 HDG

KATR1 1540 15 HDG
KATR1 1545 15 HDG
KATR1 1550 15 HDG
KATR1 1560 15 HDG
KATR1 1570 15 HDG
KATR1 1575 15 HDG
KATR1 1580 15 HDG
KATR1 1590 15 HDG
KATR1 1500 15 HDG

225

150
200

250
300
400
450
500
600
700
750
800
900

1000

5,85

3,80
4,43
4,77
5,12

7,46
8,33
9,25

11,24

13,41
14,56
15,77
18,32
21,05

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KATR1 1550 20 HDG
KATR1 1545 20 HDG

KATR1 1560 20 HDG

KATR1 1522 20 HDG

KATR1 1515 20 HDG
KATR1 1520 20 HDG

KATR1 1525 20 HDG

KATR1 1530 20 HDG
KATR1 1540 20 HDG

KATR1 1570 20 HDG
KATR1 1575 20 HDG
KATR1 1580 20 HDG
KATR1 1590 20 HDG
KATR1 1500 20 HDG

225

150
200

250
300
400
450
500
600
700
750
800
900

1000

6,36

5,06
5,91

6,83
7,80
9,94
11,11
12,34
14,98
17,87
19,42
21,02
24,42
28,07

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KAT 1522 20 HDG 4,21225

150KAT 1515 20 HDG 3,18
200KAT 1520 20 HDG 3,85

KAT 1525 20 HDG 4,59250
KAT 1530 20 HDG 5,82300
KAT 1540 20 HDG 7,67400
KAT 1545 20 HDG 8,70450
KAT 1550 20 HDG 9,78500
KAT 1560 20 HDG 12,13600
KAT 1570 20 HDG 14,74700
KAT 1575 20 HDG 16,14750
KAT 1580 20 HDG 800
KAT 1590 20 HDG

17,60
900

KAT 1500 20 HDG
20,71

1000

1
1

1

1

1
1

1
1
1

1
1
1
1
124,07



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Hot-D�p Galvan�zed

CODE
Width

a=b=c
mm

CODE
Width

a=b=c
mm

Hot-D�p Galvan�zed

ad/pc
kg

pcs
ad/pc

kg
pcs

2.0mm1.5mm

CODE
Width

a=b=cCODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
ad/pce. ad/pce.

CODE
Width

a=b=cCODE kgCODE
pcs

kg
pcs

2.0mm1.5mm

Width

a=b=c
ad/pce. ad/pce.

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 

 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall bend -  use 6 p�eces of KBE con. 

 and 24 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KATR4 1522 15 HDG

KATR4 1515 15 HDG
KATR4 1520 15 HDG

KATR4 1525 15 HDG

KATR4 1530 15 HDG
KATR4 1540 15 HDG
KATR4 1545 15 HDG
KATR4 1550 15 HDG
KATR4 1560 15 HDG

KATR4 1570 15 HDG
KATR4 1575 15 HDG
KATR4 1580 15 HDG
KATR4 1590 15 HDG
KATR4 1500 15 HDG

225

150
200

250
300
400
450
500
600
700
750
800
900

1000

17,76

15,35
16,94

18,60
20,03

23,90
25,79
27,74
31,81
36,11
38,35
40,64
45,42
50,44

KATR4 1522 20 HDG

KATR4 1515 20 HDG
KATR4 1520 20 HDG

KATR4 1525 20 HDG

KATR4 1530 20 HDG
KATR4 1540 20 HDG
KATR4 1545 20 HDG
KATR4 1550 20 HDG
KATR4 1560 20 HDG
KATR4 1570 20 HDG

KATR4 1575 20 HDG
KATR4 1580 20 HDG
KATR4 1590 20 HDG
KATR4 1500 20 HDG

225

150
200

250
300
400
450
500
600
700
750
800
900

1000

KATR2 1522 15 HDG

KATR2 1515 15 HDG
KATR2 1520 15 HDG

KATR2 1525 15 HDG
KATR2 1530 15 HDG
KATR2 1540 15 HDG
KATR2 1545 15 HDG
KATR2 1550 15 HDG
KATR2 1560 15 HDG
KATR2 1570 15 HDG
KATR2 1575 15 HDG
KATR2 1580 15 HDG
KATR2 1590 15 HDG
KATR2 1500 15 HDG

225

150
200

250
300
400
450
500
600
700
750
800
900

1000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

10,30

8,69
9,75

10,88
12,05

14,60
15,95
17,37
20,37
23,62
25,33
27,09
30,82
34,77

KATR2 1550 20 HDG
KATR2 1545 20 HDG

KATR2 1560 20 HDG

KATR2 1522 20 HDG

KATR2 1515 20 HDG
KATR2 1520 20 HDG

KATR2 1525 20 HDG
KATR2 1530 20 HDG
KATR2 1540 20 HDG

KATR2 1570 20 HDG
KATR2 1575 20 HDG
KATR2 1580 20 HDG
KATR2 1590 20 HDG
KATR2 1500 20 HDG

225

150
200

250

300
400
450
500
600
700
750
800
900

1000

27,16
23,15

31,49

13,74

11,58
13,00

14,49

19,46
21,27

33,77
36,13
41,08
46,35

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Tee Hor�zontal Bend od Cable Tray Rad�us:300
"T" Yatay Kanal Dönüş Elemanı Radius:300 - Т-отвод горизонтальный Радиус:300

Tee Hor�zontal Bend od Cable Tray Rad�us:600
"T" Yatay Kanal Dönüş Elemanı Radius:600 - Т-отвод горизонтальный Радиус:600

1

1
1

1
1
1
1
1
1
1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KATR2 ... H150 KATR2 ... H150

KATR4 ... H150 KATR4 ... H150

16,07

23,68

20,47
22,59

24,79
27,07

31,87
34,39
36,98
42,40
48,14
51,12
54,20
60,56
67,24

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

b
+

1
4
5
0

c

a

b

R
60

0

a+725

725

25

9x18

90
°

b
+

8
5
0

c

a

b

R
30

0

a+425

425

25

9x18

90
°

KATR2 H150 HDG

KATR4 H150 HDG

9x18

150

9x18

150



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Hot-D�p Galvan�zed

Cross Bend of Cable Tray
4'lü Kanal Bağlantı Elemanı- Крестовина

Width

a=b=c=d
mm ad/pc

kg
pcs

KAD ... H150

CODE
Width

a=b=c=d
mm ad/pc

kg
pcs

KAD ... H150

CODE

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mmKADR1 ... H150

CODE
Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR1 ... H150

CODE

Cross Bend of Cable Tray Rad�us:150
4'lü Kanal Bağlantı Elemanı Radyus:150 - Крестовина:Радиус:150

Hot-D�p Galvan�zed

1.5mm 2.0mm

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

KAD H150 HDG

c

18

9

40

R150

a

b

d

b+110

b
+

11
0

KADR1 H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

KAD 1515 15 HDG
KAD 1520 15 HDG

150
200

KAD 1522 15 HDG
KAD 1525 15 HDG
KAD 1530 15 HDG
KAD 1540 15 HDG
KAD 1545 15 HDG
KAD 1550 15 HDG

225

250
300
400
450
500

KAD 1560 15 HDG
KAD 1570 15 HDG
KAD 1575 15 HDG
KAD 1580 15 HDG
KAD 1590 15 HDG

600

700
750
800
900

KAD 1500 15 HDG 1000

KADR1 1515 15 HDG
KADR1 1520 15 HDG

150
200

4,69
5,37

KADR1 1522 15 HDG
KADR1 1525 15 HDG
KADR1 1530 15 HDG
KADR1 1540 15 HDG
KADR1 1545 15 HDG
KADR1 1550 15 HDG

225

250
300
400
450
500

5,74
6,11
6,89
8,60
9,52

10,49

KADR1 1560 15 HDG
KADR1 1570 15 HDG
KADR1 1575 15 HDG
KADR1 1580 15 HDG
KADR1 1590 15 HDG

600

700
750
800
900

12,57

14,84
16,05
17,30
19,95

KADR1 1500 15 HDG 1000 22,78

6,25
7,16
7,65
8,14

1
1
1
1

9,19
11,46
12,69

13,98
16,76
19,79

1

1
1
1
1
1

21,39
23,07

26,59
30,38

1

1
1
1

KADR1 1515 20 HDG
KADR1 1520 20 HDG
KADR1 1522 20 HDG
KADR1 1525 20 HDG
KADR1 1530 20 HDG
KADR1 1540 20 HDG

KADR1 1545 20 HDG
KADR1 1550 20 HDG
KADR1 1560 20 HDG
KADR1 1570 20 HDG
KADR1 1575 20 HDG
KADR1 1580 20 HDG

KADR1 1590 20 HDG
KADR1 1500 20 HDG

150
200
225
250
300
400

450
500
600
700
750
800

900
1000

1
1
1
1
1

1
1
1
1
1
1

1
1
1

1

1
1
1
1
1
1

1
1
1

1
1
1
1

3,34
4,43
4,75

5,09
5,81
7,38
8,24
9,14

11,09

13,23
14,37
15,56
18,07
20,78

KAD 1515 20 HDG
KAD 1520 20 HDG

150
200

KAD 1522 20 HDG
KAD 1525 20 HDG
KAD 1530 20 HDG
KAD 1540 20 HDG
KAD 1545 20 HDG
KAD 1550 20 HDG

225

250
300
400
450
500

KAD 1560 20 HDG
KAD 1570 20 HDG
KAD 1575 20 HDG
KAD 1580 20 HDG
KAD 1590 20 HDG

600

700
750
800
900

KAD 1500 20 HDG 1000

1

1
1
1
1
1
1

1
1
1

1
1
1
1

4,45
5,90
6,34

6,79
7,74
9,84

10,99
12,19
14,79

17,64
19,16
20,74
24,10
27,70

9x18

150

9x18

150



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Hot-D�p Galvan�zed

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR2 ... H150

CODE

Hot-D�p Galvan�zed

Cross Bend of Cable Tray Rad�us:600
4'lü Kanal Bağlantı Elemanı Radyus:600 - Крестовина:Радиус:600

Width

a=b=c=d
mm ad/pc

kg
pcs

1.5mm

Important! 
To �nstall bend -  use 8 p�eces of KBE con. 

 and 32 sets of CFS bolts and nuts ( M6 or M8 ).

KADR4 ... H150

CODE
Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR4 ... H150

CODE

Cross Bend of Cable Tray Rad�us:300
4'lü Kanal Bağlantı Elemanı Radyus:300 - Крестовина:Радиус:300

Width

a=b=c=d
mm ad/pc

kg
pcs

2.0mmKADR2 ... H150

CODE

R
600 7

2
5

c

b
b+725

aa
+

1
4

5
0

d+1450
d

R
300

4
2

5
c

b
b+425

aa
+

8
5

0

d+850
d

KADR2 H150 HDG

KADR4 H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

9x18

150

9x18

150

KADR2 1515 15 HDG
KADR2 1520 15 HDG

150
200

11,37
12,57

1
1
1

KADR4 1515 15 HDG
KADR4 1520 15 HDG

150
200

21,09 1
1
1
1

KADR4 1522 15 HDG
KADR4 1525 15 HDG
KADR4 1530 15 HDG
KADR4 1540 15 HDG
KADR4 1545 15 HDG
KADR4 1550 15 HDG

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

KADR4 1560 15 HDG
KADR4 1570 15 HDG
KADR4 1575 15 HDG
KADR4 1580 15 HDG
KADR4 1590 15 HDG

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

KADR4 1500 15 HDG 1000 11

150
200

1
1
1
1

225

250
300
400
450
500

1

1
1
1
1
1

1

1
1
1
1
1

600

700
750
800
900

1

1
1
1
1

1

1
1
1
1

1000 11

KADR2 1522 15 HDG

KADR2 1525 15 HDG
KADR2 1530 15 HDG

KADR2 1540 15 HDG
KADR2 1545 15 HDG
KADR2 1550 15 HDG

225

250
300
400
450
500

13,20

13,84
15,17
17,99
19,49
21,05

1

1
1
1
1
1

KADR2 1560 15 HDG

KADR2 1570 15 HDG
KADR2 1575 15 HDG

KADR2 1580 15 HDG
KADR2 1590 15 HDG
KADR2 1500 15 HDG

600
700

750
800
900

1000

24,35

27,88
29,74
31,65
35,65
39,89

1

1
1
1
1
1

150
200

15,16
16,77

1
1

225

250
300
400
450
500

17,60
18,46
20,22
23,99
25,99
28,07

1

1
1
1
1
1

600
700

750
800
900

1000

32,47

37,18
39,65
42,20
47,54
53,19

1

1
1
1
1
1

28,11
30,66
31,97

33,29
36,00
41,65
44,60
47,62
53,90
60,49
63,91
67,40
74,62
82,16

23,98
24,98
27,01
31,25
33,46
35,72
40,43
45,38
47,94

50,56
55,98
61,63

23,01

KADR2 1515 20 HDG
KADR2 1520 20 HDG
KADR2 1522 20 HDG

KADR2 1525 20 HDG
KADR2 1530 20 HDG

KADR2 1540 20 HDG
KADR2 1545 20 HDG
KADR2 1550 20 HDG
KADR2 1560 20 HDG

KADR2 1570 20 HDG
KADR2 1575 20 HDG

KADR2 1580 20 HDG
KADR2 1590 20 HDG
KADR2 1500 20 HDG

KADR4 1515 20 HDG
KADR4 1520 20 HDG
KADR4 1522 20 HDG

KADR4 1525 20 HDG
KADR4 1530 20 HDG
KADR4 1540 20 HDG
KADR4 1545 20 HDG
KADR4 1550 20 HDG
KADR4 1560 20 HDG

KADR4 1570 20 HDG
KADR4 1575 20 HDG
KADR4 1580 20 HDG
KADR4 1590 20 HDG
KADR4 1500 20 HDG



Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1.5mm1.5mm

Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE
mm

pcs

Width

a
mm

CODE

ad/pc
kgCODE

Rad�us

R
mm

pcs

2.0mm 2.0mm

Add on 90º Hor�zontal Corner Bend

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

1.5mm

a
mm

CODE

ad/pc
kgCODE

Rad�us

R
mm pcs

Hot-D�p Galvan�zed

a
mm

CODE
Rad�us

R
ad/pc

kg

2.0mm

CODE
mm pcs

KATE ... H150 KATER1 ... H150

KA90E ... H150 KA90E ... H150

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

APPLICATIONS

a

a
R

a
+

5
0

a+50

18

9

25

7
5

50

KA90E H150 HDG

KATE H150 HDG

a
9

0

a
+

1
8

0

2
5

2
5

9x18

R150

7
5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KATER1 H150 HDG

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

1
5
0

1
8

9

20

KATE Mount�ng

KATE 1550 15 HDG 90 1,79500
450KATE 1545 15 HDG 90 1,68

KATE 1560 15 HDG 90 2.00600

KATE 1522 15 HDG 90 1.20225

150KATE 1515 15 HDG 90 1.04
200KATE 1520 15 HDG 90 1.15

KATE 1525 15 HDG 90 1,25250
KATE 1530 15 HDG 90 1,36300
KATE 1540 15 HDG 90 1,57400

1
1

1

1
1

1
1
1
1

KATE 1550 20 HDG 90500
450KATE 1545 20 HDG 90

KATE 1560 20 HDG 90600

KATE 1522 20 HDG 90 1.60225

150KATE 1515 20 HDG 90 1.39
200KATE 1520 20 HDG 90 1.53

KATE 1525 20 HDG 90250
KATE 1530 20 HDG 90300
KATE 1540 20 HDG 90400

1
1

1

1
1

1
1
1
1

KATER1 1550 20 HDG 150 3,49500
450KATER1 1545 20 HDG 150 3,30

KATER1 1560 20 HDG 150 3,87600

KATER1 1522 20 HDG 150 2,43225

150KATER1 1515 20 HDG 150 2,14
200KATER1 1520 20 HDG 150 2,34

KATER1 1525 20 HDG 150 2,53250
KATER1 1530 20 HDG 150 2,72300
KATER1 1540 20 HDG 150 3,10400

1
1

1

1
1

1
1
1
1

KATER1 1550 15 HDG 2.62
KATER1 1545 15 HDG 2.47

KATER1 1560 15 HDG 2.91

KATER1 1522 15 HDG 1.83

KATER1 1515 15 HDG 1.61
KATER1 1520 15 HDG 1.75

KATER1 1525 15 HDG 1.90
KATER1 1530 15 HDG 2.04
KATER1 1540 15 HDG 2.33

500
450

600

225

150
200

250
300
400

150
150

150

150

150
150

150
150
150

1
1

1

1
1

1
1
1
1

0.45

0.59
0.97

KA90E 15 15 HDG 9055

KA90ER1 15 15 HDG 15090
KA90ER2 15 15 HDG 300180

KA90E 15 20 HDG 90 0.5955

KA90ER1 15 20 HDG 150 0.7890
KA90ER2 15 20 HDG 300 1.29180

1
1
1

1
1
1

2,24
2,10

2,38

1.67
1.81

2,66



Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

MADE IN TURKEY

m
Cable Trays - System of Side Height H150

M�ddle Reducer Bend of Cable Tray
Kanal Ortadan Reduksiyon - Редукционный переходник, симметричный

pcs

ROS ... H150 ROS ... H150

W1

W2

9x18

6
0

?

6
0

W1

W2

9x18

6
0

?

6
0

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

ROS H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

ROS 1 20.05 20 HDG5 200

ROS 1 15.10 20 HDG5 150

ROS 1 15.05 20 HDG5 150
ROS 1 20.15 20 HDG5 200

ROS 1 20.10 20 HDG5

ROS 1 25.20 20 HDG5 250

ROS 1 25.15 20 HDG5 250

200
50

100
50

150

200
150

100

ROS 1 30.05 20 HDG5

ROS 1 25.10 20 HDG5

300

250

ROS 1 25.05 20 HDG5 250

ROS 1 30.25 20 HDG5 300
ROS 1 30.20 20 HDG5 300

ROS 1 30.15 20 HDG5
ROS 1 30.10 20 HDG5

ROS 1 40.30 20 HDG5 400

ROS 1 40.25 20 HDG5 400

300
300

50

100
50
250
200

100

300
250

150

ROS 1 45.25 20 HDG5

ROS 1 40.20 20 HDG5

450

400

ROS 1 40.15 20 HDG5 400

ROS 1 40.10 20 HDG5 400
ROS 1 40.05 20 HDG5 400

150ROS 1 45.40 20 HDG5
200ROS 1 45.30 20 HDG5

ROS 1 45.20 20 HDG5 450

ROS 1 45.15 20 HDG5 450

450
450

250

200
150
100
50

300

200
150

400

ROS 1 50.20 20 HDG5

ROS 1 45.10 20 HDG5

500

450

ROS 1 45.05 20 HDG5 450

ROS 1 50.45 20 HDG5 500
ROS 1 50.40 20 HDG5 500

ROS 1 50.30 20 HDG5
ROS 1 50.25 20 HDG5

ROS 1 50.15 20 HDG5 500

ROS 1 50.10 20 HDG5 500

200

100

50
450
400

250

150
100

300

ROS 1 60.20 20 HDG5

ROS 1 50.05 20 HDG5

600

500

ROS 1 60.50 20 HDG5 600
600

ROS 1 60.40 20 HDG5 600

ROS 1 60.30 20 HDG5
ROS 1 60.25 20 HDG5

ROS 1 60.15 20 HDG5 600

ROS 1 60.10 20 HDG5 600

600
200

50
500
450
400

250

150
100

300

ROS 1 60.05 20 HDG5 600 50

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  

150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

ROS 515.10 15 HDG1
ROS 515.05 15 HDG1
ROS 520.15 15 HDG1
ROS 520.10 15 HDG1

ROS 520.05 15 HDG1
ROS 525.20 15 HDG1

ROS 525.15 15 HDG1
ROS 525.10 15 HDG1
ROS 525.05 15 HDG1
ROS 530.25 15 HDG1
ROS 530.20 15 HDG1

ROS 530.15 15 HDG1
ROS 530.10 15 HDG1
ROS 530.05 15 HDG1
ROS 540.30 15 HDG1
ROS 540.25 15 HDG1

ROS 540.20 15 HDG 1
ROS 540.15 15 HDG1
ROS 540.10 15 HDG1
ROS 540.05 15 HDG1
ROS 545.40 15 HDG1
ROS 545.30 15 HDG1
ROS 545.25 15 HDG1
ROS 545.20 15 HDG1

ROS 545.15 15 HDG1
ROS 545.10 15 HDG1

ROS 545.05 15 HDG1
ROS 550.45 15 HDG1
ROS 550.40 15 HDG1
ROS 550.30 15 HDG1

ROS 550.25 15 HDG1
ROS 550.20 15 HDG1
ROS 550.15 15 HDG1
ROS 550.10 15 HDG1
ROS 550.05 15 HDG1
ROS 560.50 15 HDG1
ROS 560.45 15 HDG1
ROS 560.40 15 HDG1
ROS 560.30 15 HDG1
ROS 560.25 15 HDG1
ROS 560.20 15 HDG1
ROS 560.15 15 HDG1
ROS 560.10 15 HDG1

ROS 560.05 15 HDG1

100
50
150

100
50
200
150
100
50

250
200
150
100
50
300
250
200

150
100
50
400
300
250
200
150

100
50

450
400
300
250
200
150
100
50

500

450
400
300
250
200
150

100
50

500
500

600

1,47
1,39
1,64
1,55
1,47
1,80
1,72
1,64

1,55
1,97
1,88
1,80

1,72
1,64
2,53
2,44
2,34
2,25
2,15
2,06
3,16

2,95
2,85
2,74
2,63
2,53

2,42
3,75
3,63
3,40

3,04
2,93
2,81
4,92
4,78
4,64
4,36
4,22
4,07
3,93
3,79
3,65

3,16
3,28

1,96
1,85
2,18
2,07
1,96
2,40
2,29
2,18

2,07
2,62
2,51
2,40

2,29
2,18
3,37
3,25
3,12

2,99
2,87
2,74
4,22
3,93
3,79
3,65
3,51
3,37

3,23
5,00
4,84

4,53

4,06
3,90
3,74

6,56
6,37
6,18
5,81
5,62
5,43
5,24
5,05

4,87

4,21
4,37

ROS 560.45 20 HDG1



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon - Редукционный переходник, левосторонний

Hot-D�p Galvan�zed

W1
mm

CODE
mm ad/pc 

kgCODE
pcs

1.5mm

W2
mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

pcs

2.0mm

W2
mm
W1

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

RLS ... H150 RLS ... H150

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8

6
0

W1

W2

6
0

9x15

W1 100 - 300mm (L=200mm)

L

RLS H150 HDG

RLS 1520.05 15 HDG 200

RLS 1515.10 15 HDG 150
RLS 1515.05 15 HDG 150
RLS 1520.15 15 HDG 200

150RLS 1520.10 15 HDG

RLS 1525.20 15 HDG 250

RLS 1525.15 15 HDG 250

200
50

100
50

150

200

150

100

RLS 1530.05 15 HDG

RLS 1525.10 15 HDG

300

250

RLS 1525.05 15 HDG 250
RLS 1530.25 15 HDG 300
RLS 1530.20 15 HDG 300

150RLS 1530.15 15 HDG
200RLS 1530.10 15 HDG

RLS 1540.30 15 HDG 400
RLS 1540.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 1545.25 15 HDG

RLS 1540.20 15 HDG

450

400
RLS 1540.15 15 HDG 400
RLS 1540.10 15 HDG 400
RLS 1540.05 15 HDG 400

150RLS 1545.40 15 HDG
200RLS 1545.30 15 HDG

RLS 1545.20 15 HDG 450
RLS 1545.15 15 HDG 450

450
450

250

200
150
100
50

300

200
150

400

RLS 1550.20 15 HDG

RLS 1545.10 15 HDG

500

450
RLS 1545.05 15 HDG 450
RLS 1550.45 15 HDG 500
RLS 1550.40 15 HDG 500

150RLS 1550.30 15 HDG
200RLS 1550.25 15 HDG

RLS 1550.15 15 HDG 500
RLS 1550.10 15 HDG 500

500
500

200

100
50
450
400

250

150
100

300

RLS 1560.20 15 HDG

RLS 1550.05 15 HDG

600

500

RLS 1560.50 15 HDG 600
600

RLS 1560.40 15 HDG 600
150RLS 1560.30 15 HDG
200RLS 1560.25 15 HDG

RLS 1560.15 15 HDG 600
RLS 1560.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 1560.05 15 HDG 600 50

RLS 1520.05 20 HDG 200

RLS 1515.10 20 HDG 150
RLS 1515.05 20 HDG 150
RLS 1520.15 20 HDG 200

150RLS 1520.10 20 HDG

RLS 1525.20 20 HDG 250

RLS 1525.15 20 HDG 250

200
50

100
50

150

200

150

100

RLS 1530.05 20 HDG

RLS 1525.10 20 HDG

300

250

RLS 1525.05 20 HDG 250
RLS 1530.25 20 HDG 300
RLS 1530.20 20 HDG 300

150RLS 1530.15 20 HDG
200RLS 1530.10 20 HDG

RLS 1540.30 20 HDG 400
RLS 1540.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RLS 1545.25 20 HDG

RLS 1540.20 20 HDG

450

400
RLS 1540.15 20 HDG 400
RLS 1540.10 20 HDG 400
RLS 1540.05 20 HDG 400

150RLS 1545.40 20 HDG
200RLS 1545.30 20 HDG

RLS 1545.20 20 HDG 450
RLS 1545.15 20 HDG 450

450
450

250

200
150
100
50

300

200
150

400

RLS 1550.20 20 HDG

RLS 1545.10 20 HDG

500

450
RLS 1545.05 20 HDG 450
RLS 1550.45 20 HDG 500
RLS 1550.40 20 HDG 500

150RLS 1550.30 20 HDG
200RLS 1550.25 20 HDG

RLS 1550.15 20 HDG 500
RLS 1550.10 20 HDG 500

500
500

200

100
50
450
400

250

150
100

300

RLS 1560.20 20 HDG

RLS 1550.05 20 HDG

600

500

RLS 1560.50 20 HDG 600
600

RLS 1560.40 20 HDG 600
150RLS 1560.30 20 HDG
200RLS 1560.25 20 HDG

RLS 1560.15 20 HDG 600
RLS 1560.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RLS 1560.05 20 HDG 600 50

1

1
1
1
1

1

1

1

1

1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1
1
1
1

1

1

1

1

1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1,80

1,47
1,39
1,64

1,72
1,64

1,47

2,53

1,55
1,97
1,88

1,80

1,64

2,44
2,34

1,72

2,74

2,25

2,15
2,06

3,16

2,85

3,63
2,53

2,95

3,04

2,42
3,75
3,63

3,40

3,16

2,93
2,81

3,28

3,93

4,92
4,78
4,64
4,36

4,07

3,79

3,65

4,22

1,55

1,96
1,85
2,18
2,07

1,96
2,40

2,29

2,18
2,07
2,62
2,51
2,40
2,29
2,18
3,37

3,25
3,12

2,99
2,87
2,74
4,22
3,93
3,79
3,65
3,51

3,37
3,23
5,00
4,84
4,53

4,06
3,90
3,74

6,56
6,37
6,18
5,81
5,62
5,43
5,24
5,05

4,87

4,21
4,37

RLS 1560.45 15 HDG RLS 1560.45 20 HDG



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

R�ght Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon - Редукционный переходник, правосторонний

Hot-D�p Galvan�zed

RGS 1520.05 15 HDG 200

RGS 1515.10 15 HDG 150
RGS 1515.05 15 HDG 150
RGS 1520.15 15 HDG 200

150RGS 1520.10 15 HDG

RGS 1525.20 15 HDG 250
RGS 1525.15 15 HDG 250

W1
mm

CODE
mm ad/pc

kgCODE

RGS ... H150

pcs

1.5mm

W2

200
50

100
50

150

200
150

100

mm
W1 W1

mm
CODE

mm ad/pc
kgCODE

RGS ... H150

pcs

2.0mm

W2
mm
W1

RGS 1530.05 15 HDG

RGS 1525.10 15 HDG

300

250

RGS 1525.05 15 HDG 250
RGS 1530.25 15 HDG 300
RGS 1530.20 15 HDG 300

150RGS 1530.15 15 HDG
200RGS 1530.10 15 HDG

RGS 1540.30 15 HDG 400
RGS 1540.25 15 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 1545.25 15 HDG

RGS 1540.20 15 HDG

450

400

RGS 1540.15 15 HDG 400
RGS 1540.10 15 HDG 400
RGS 1540.05 15 HDG 400

150RGS 1545.40 15 HDG
200RGS 1545.30 15 HDG

RGS 1545.20 15 HDG 450
RGS 1545.15 15 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 1550.20 15 HDG

RGS 1545.10 15 HDG

500

450

RGS 1545.05 15 HDG 450
RGS 1550.45 15 HDG 500
RGS 1550.40 15 HDG 500

150RGS 1550.30 15 HDG
200RGS 1550.25 15 HDG

RGS 1550.15 15 HDG 500
RGS 1550.10 15 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 1560.20 15 HDG

RGS 1550.05 15 HDG

600

500

RGS 1560.50 15 HDG 600
RGS 1560.45 15 HDG 600
RGS 1560.40 15 HDG 600

150RGS 1560.30 15 HDG
200RGS 1560.25 15 HDG

RGS 1560.15 15 HDG 600
RGS 1560.10 15 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 1560.05 15 HDG 600 50

RGS 1520.05 20 HDG 200

RGS 1515.10 20 HDG 150
RGS 1515.05 20 HDG 150
RGS 1520.15 20 HDG 200

150RGS 1520.10 20 HDG

RGS 1525.20 20 HDG 250
RGS 1525.15 20 HDG 250

200
50

100
50

150

200
150

100

RGS 1530.05 20 HDG

RGS 1525.10 20 HDG

300

250

RGS 1525.05 20 HDG 250
RGS 1530.25 20 HDG 300
RGS 1530.20 20 HDG 300

150RGS 1530.15 20 HDG
200RGS 1530.10 20 HDG

RGS 1540.30 20 HDG 400
RGS 1540.25 20 HDG 400

300
300

50

100

50
250
200

100

300
250

150

RGS 1545.25 20 HDG

RGS 1540.20 20 HDG

450

400

RGS 1540.15 20 HDG 400
RGS 1540.10 20 HDG 400
RGS 1540.05 20 HDG 400

150RGS 1545.40 20 HDG
200RGS 1545.30 20 HDG

RGS 1545.20 20 HDG 450
RGS 1545.15 20 HDG 450

450
450

250

200

150
100
50

300

200
150

400

RGS 1550.20 20 HDG

RGS 1545.10 20 HDG

500

450

RGS 1545.05 20 HDG 450
RGS 1550.45 20 HDG 500
RGS 1550.40 20 HDG 500

150RGS 1550.30 20 HDG
200RGS 1550.25 20 HDG

RGS 1550.15 20 HDG 500
RGS 1550.10 20 HDG 500

500
500

200

100

50
450
400

250

150
100

300

RGS 1560.20 20 HDG

RGS 1550.05 20 HDG

600

500

RGS 1560.50 20 HDG 600
RGS 1560.45 20 HDG 600
RGS 1560.40 20 HDG 600

150RGS 1560.30 20 HDG
200RGS 1560.25 20 HDG

RGS 1560.15 20 HDG 600
RGS 1560.10 20 HDG 600

600
600

200

50

500
450
400

250

150
100

300

RGS 1560.05 20 HDG 600 50

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

1

1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1

1

1

1
1
1
1
1

1
1
1  

RGS H150 HDG

1,80

1,47
1,39
1,64

1,72
1,64

1,47

2,53

1,55
1,97
1,88

1,80

1,64

2,44
2,34

1,72

2,74

2,25

2,15
2,06

3,16

2,85

3,63
2,53

2,95

3,04

2,42
3,75
3,63

3,40

3,16

2,93
2,81

3,28

3,93

4,92
4,78
4,64
4,36

4,07

3,79

3,65

4,22

1,55

1,96
1,85
2,18
2,07

1,96
2,40
2,29

2,18
2,07
2,62
2,51
2,40
2,29
2,18
3,37

3,25
3,12

2,99
2,87
2,74
4,22
3,93
3,79
3,65
3,51

3,37

3,23
5,00
4,84
4,53

4,06
3,90
3,74

6,56
6,37
6,18
5,81
5,62
5,43
5,24
5,05

4,87

4,21
4,37

W1 100 - 300mm (L=200mm)

W1 400 - 600mm (L=350mm)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

6
0

W1

W2

6
0

L

9x15

6
0

W1

W2

6
0

L

9x15

CFS M6 / M8



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey - Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB 1550 20 HDG 500
450KADB 1545 20 HDG

KADB 1560 20 HDG 600

KADB 1522 20 HDG 225

150KADB 1515 20 HDG
200KADB 1520 20 HDG

KADB 1525 20 HDG 250
KADB 1530 20 HDG 300
KADB 1540 20 HDG 400

Hot-D�p Galvan�zed

CODE

ad/pc
kgCODE

KADB 1522 15 HDG 225

150KADB 1515 15 HDG
200KADB 1520 15 HDG

KADB 1525 15 HDG 250
KADB 1530 15 HDG 300
KADB 1540 15 HDG 400
KADB 1545 15 HDG 450
KADB 1550 15 HDG 500
KADB 1560 15 HDG 600

pcs

1.5mm

KADB 1570 15 HDG 700
KADB 1575 15 HDG 750
KADB 1580 15 HDG 800
KADB 1590 15 HDG 900
KADB 1500 15 HDG 1000

KADB 1570 20 HDG 700
KADB 1575 20 HDG 750
KADB 1580 20 HDG 800
KADB 1590 20 HDG 900
KADB 1500 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

Width

a
mm

1
1

1
1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1
1

1
1

1

1

1
1
1

KADB ... H150 KADB ... H150

6,38
5,99

7,16

4,42

3,64

4,22

4,81

5,60

9,54
10,01
10,48
11,43

3,18

2,74
3,04

3,33
3,62
4,21
4,51
4,80

5,39

7,17
7,52
7,88
8,59
9,29

4,03

12,36

2.0mm

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KAIB 1550 20 HDG 500
450KAIB 1545 20 HDG

KAIB 1560 20 HDG 600

KAIB 1522 20 HDG 225

150KAIB 1515 20 HDG
200KAIB 1520 20 HDG

KAIB 1525 20 HDG 250
KAIB 1530 20 HDG 300
KAIB 1540 20 HDG 400

Hot-D�p Galvan�zed

CODE

ad/pc
kgCODE

KAIB 1522 15 HDG 225

150KAIB 1515 15 HDG
200KAIB 1520 15 HDG

KAIB 1525 15 HDG 250
KAIB 1530 15 HDG 300
KAIB 1540 15 HDG 400
KAIB 1545 15 HDG 450
KAIB 1550 15 HDG 500
KAIB 1560 15 HDG 600

pcs

1.5mm

KAIB 1570 15 HDG 700
KAIB 1575 15 HDG 750
KAIB 1580 15 HDG 800
KAIB 1590 15 HDG 900
KAIB 1500 15 HDG 1000

KAIB 1570 20 HDG 700
KAIB 1575 20 HDG 750
KAIB 1580 20 HDG 800
KAIB 1590 20 HDG 900
KAIB 1500 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

Width

a
mm

1
1

1
1
1
1
1

1
1

1

1

1
1
1

1
1

1
1
1
1
1

1
1

1

1

1
1
1

KAIB ... H150 KAIB ... H150

6,38
5,99

7,16

4,42

3,64

4,22

4,81

5,60

9,54
10,01
10,48
11,43

3,18

2,74
3,04

3,33
3,62
4,21
4,51
4,80

5,39

7,17
7,52
7,88
8,59
9,29

4,03

12,36

2.0mm

a

150T

a

150
T

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KADB H150 HDG

KAIB H150 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

360

3
0

0
+

H

R300

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

42

1
89

360

R300

4
2

3
6

0

42

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90° Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 90° 

Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS 150 20 HDG 5,11500
450KADS 145 20 HDG 4,80

KADS 160 20 HDG 5,73600

KADS 122 20 HDG 3,38225

150KADS 115 20 HDG 2,91
200KADS 120 20 HDG 3,22

KADS 125 20 HDG 3,54250
KADS 130 20 HDG 3,85300
KADS 140 20 HDG 4,48400

KADS 1522 15 HDG 225

150KADS 1515 15 HDG
200KADS 1520 15 HDG

KADS 1525 15 HDG 250
KADS 1530 15 HDG 300
KADS 1540 15 HDG 400
KADS 1545 15 HDG 450
KADS 1550 15 HDG 500
KADS 1560 15 HDG 600
KADS 1570 15 HDG 700
KADS 1575 15 HDG 750
KADS 1580 15 HDG 800
KADS 1590 15 HDG 900
KADS 1500 15 HDG 1000

KADS 170 20 HDG 7,64700
KADS 175 20 HDG 8,01750
KADS 180 20 HDG 8,39800
KADS 190 20 HDG 9,14900
KADS 100 20 HDG 9,891000

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS 1522 15 HDG 225

150KAIS 1515 15 HDG
200KAIS 1520 15 HDG

KAIS 1525 15 HDG 250
KAIS 1530 15 HDG 300
KAIS 1540 15 HDG 400
KAIS 1545 15 HDG 450
KAIS 1550 15 HDG 500

KAIS 1560 15 HDG 600

KAIS 1570 15 HDG 700

KAIS 1575 15 HDG 750

KAIS 1580 15 HDG 800

KAIS 1590 15 HDG 900
KAIS 1500 15 HDG 1000

KAIS 1550 20 HDG 500
450KAIS 1545 20 HDG

KAIS 1560 20 HDG 600

KAIS 1522 20 HDG 225

150KAIS 1515 20 HDG
200KAIS 1520 20 HDG

KAIS 1525 20 HDG 250
KAIS 1530 20 HDG 300
KAIS 1540 20 HDG 400

KAIS 1570 20 HDG 700

KAIS 1575 20 HDG 750

KAIS 1580 20 HDG 800

KAIS 1590 20 HDG 900
KAIS 1500 20 HDG 1000

CODE

ad/pc
kgCODE

pcs

Width

a
mm

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KADS ... H150 KADS ... H150

KAIS ... H150 KAIS ... H150

1
1

1

1

1
1

1
1
1

1
1
1
1
1

3,60

2,20

2,43
2,55
2,67
2,90

3,37

3,84

4,32

5,74
6,02
6,31
6,87
7,44

5,11
4,80

5,73

3,38

2,91
3,22

3,54
3,85
4,48

7,64
8,01
8,39
9,14
9,89

3,60

2,20

2,43
2,55
2,67
2,90

3,37

3,84

4,32

5,74
6,02
6,31
6,87
7,44

a

150T

KADS H150 HDG

KADS H150 HDG

a

150T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

2
9

5

18

1
4

5

9

4
2

2
9

5

18

1
4

5

9

4
2



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:300
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 90° Радиус:300 

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR2 1550 20 HDG 500
450KAISR2 1545 20 HDG

KAISR2 1560 20 HDG 600

KAISR2 1522 20 HDG 225

150KAISR2 1515 20 HDG
200KAISR2 1520 20 HDG

KAISR2 1525 20 HDG 250
KAISR2 1530 20 HDG 300
KAISR2 1540 20 HDG 400

KAISR2 1522 15 HDG 225

150KAISR2 1515 15 HDG
200KAISR2 1520 15 HDG

KAISR2 1525 15 HDG 250
KAISR2 1530 15 HDG 300
KAISR2 1540 15 HDG 400
KAISR2 1545 15 HDG 450
KAISR2 1550 15 HDG 500
KAISR2 1560 15 HDG 600
KAISR2 1570 15 HDG 700
KAISR2 1575 15 HDG 750
KAISR2 1580 15 HDG 800
KAISR2 1590 15 HDG 900
KAISR2 1500 15 HDG 1000

KAISR2 1570 20 HDG 700
KAISR2 1575 20 HDG 750
KAISR2 1580 20 HDG 800
KAISR2 1590 20 HDG 900
KAISR2 1500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAISR4 1550 20 HDG 500
450KAISR4 1545 20 HDG

KAISR4 1560 20 HDG 600

KAISR4 1522 20 HDG 225

150KAISR4 1515 20 HDG
200KAISR4 1520 20 HDG

KAISR4 1525 20 HDG 250
KAISR4 1530 20 HDG 300
KAISR4 1540 20 HDG 400

KAISR4 1522 15 HDG 225

150KAISR4 1515 15 HDG
200KAISR4 1520 15 HDG

KAISR4 1525 15 HDG 250
KAISR4 1530 15 HDG 300
KAISR4 1540 15 HDG 400
KAISR4 1545 15 HDG 450
KAISR4 1550 15 HDG 500
KAISR4 1560 15 HDG 600
KAISR4 1570 15 HDG 700
KAISR4 1575 15 HDG 750
KAISR4 1580 15 HDG 800
KAISR4 1590 15 HDG 900
KAISR4 1500 15 HDG 1000

KAISR4 1570 20 HDG 700
KAISR4 1575 20 HDG 750
KAISR4 1580 20 HDG 800
KAISR4 1590 20 HDG 900
KAISR4 1500 20 HDG 1000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Ins�de Bend of Cable Tray (Stable) Rad�us:600
90°  Dikey Kanal İç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 90° Радиус:600

KAISR2 ... H150 KAISR2 ... H150

KAISR4 ... H150 KAISR4 ... H150

10,74
9,57

11,92

6,62

5,45

6,33

7,21
8,39

8,98

4,77

4,10
4,54

4,99
5,43
6,31
6,75
7,19
8,08
8,96
9,40
9,86

10,73
11,61

12,51
13,10
14,28
15,45

15,30
14,36

17,19

10,12

8,71
9,65

10,59
11,54
13,42

7,62

6,56
7,27

7,97
8,68

10,09
10,80
11,51
12,92
14,33
15,04
15,75
17,16
18,57

19,07
20,01
20,96
22,84
24,72

6,03

a

150T

a

150
T

1
2
5

KAISR2 H150 HDG

KAISR4 H150 HDG

41

125

575

5
7
5

R30
0

9

18

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

1
2
5

41

125

875

8
7
5

R60
0

9

18



MADE IN TURKEY

m
Cable Trays - System of Side Height H100

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR2 1550 20 HDG 500
450KADSR2 1545 20 HDG

KADSR2 1560 20 HDG 600

KADSR2 1522 20 HDG 225

150KADSR2 1515 20 HDG
200KADSR2 1520 20 HDG

KADSR2 1525 20 HDG 250
KADSR2 1530 20 HDG 300
KADSR2 1540 20 HDG 400

KADSR2 1522 15 HDG 225

150KADSR2 1515 15 HDG
200KADSR2 1520 15 HDG

KADSR2 1525 15 HDG 250
KADSR2 1530 15 HDG 300
KADSR2 1540 15 HDG 400
KADSR2 1545 15 HDG 450
KADSR2 1550 15 HDG 500
KADSR2 1560 15 HDG 600
KADSR2 1570 15 HDG 700
KADSR2 1575 15 HDG 750
KADSR2 1580 15 HDG 800
KADSR2 1590 15 HDG 900
KADSR2 1500 15 HDG 1000

KADSR2 1570 20 HDG 700
KADSR2 1575 20 HDG 750
KADSR2 1580 20 HDG 800
KADSR2 1590 20 HDG 900
KADSR2 1500 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADSR4 1550 20 HDG 500
450KADSR4 1545 20 HDG

KADSR4 1560 20 HDG 600

KADSR4 1522 20 HDG 225

150KADSR4 1515 20 HDG
200KADSR4 1520 20 HDG

KADSR4 1525 20 HDG 250
KADSR4 1530 20 HDG 300
KADSR4 1540 20 HDG 400

KADSR4 1522 15 HDG 225

150KADSR4 1515 15 HDG
200KADSR4 1520 15 HDG

KADSR4 1525 15 HDG 250
KADSR4 1530 15 HDG 300
KADSR4 1540 15 HDG 400
KADSR4 1545 15 HDG 450
KADSR4 1550 15 HDG 500
KADSR4 1560 15 HDG 600
KADSR4 1570 15 HDG 700
KADSR4 1575 15 HDG 750
KADSR4 1580 15 HDG 800
KADSR4 1590 15 HDG 900
KADSR4 1500 15 HDG 1000

KADSR4 1570 20 HDG 700
KADSR4 1575 20 HDG 750
KADSR4 1580 20 HDG 800
KADSR4 1590 20 HDG 900
KADSR4 1500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:300
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:300

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Vert�cal 90° Outs�de Bend of Cable Tray (Stable) Rad�us:600
90° Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя  90° радиус:600

KADSR2 ... H150 KADSR2 ... H150

KADSR4 ... H150 KADSR4 ... H150

1
1

1

1

1
1

1
1
1

1
1
1
1
1

9,57
8,98

10,74

6,33

5,45
6,03

6,62
7,21
8,39

4,77

4,10
4,54

4,99
5,43
6,31
6,75
7,19
8,08
8,96
9,40
9,84

10,73
11,61

11,92
12,51
13,10
14,28
15,45

15,30
14,36

17,19

10,12

8,71
9,65

10,59
11,54
13,42

7,62

6,56
7,27

7,97
8,68

10,09
10,80
11,51
12,92
14,33
15,04
15,75
17,16
18,57

19,07
20,01
20,96
22,84
24,72

1
2

5

41

125

575

5
7

5

R30
0

9

18

KAISR2 H150 HDG

a

150T

1
2

5

41

125

875

8
7

5

R60
0

9

18

KAISR4 H150 HDG

a

150T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Vert�cal 45º Outs�de Bend of Cable Tray (Stable)
45º Dikey Kanal Dış Bükey Elemanı (Sabit) - Арка фиксированная, внешняя 45°

Vert�cal 45º Ins�de Bend of Cable Tray (Stable)
45º Dikey Kanal Iç Bükey Elemanı (Sabit) - Арка фиксированная, внутренняя 45°

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45 1550 20 HDG 4,08500
450KADS45 1545 20 HDG 3,84

KADS45 1560 20 HDG 4,59600

KADS45 1522 20 HDG 2,71225

150KADS45 1515 20 HDG 2,33
200KADS45 1520 20 HDG 2,58

KADS45 1525 20 HDG 2,83250
KADS45 1530 20 HDG 3,08300
KADS45 1540 20 HDG 3,59400

KADS45 1522 15 HDG 2,04225

150KADS45 1515 15 HDG 1,76
200KADS45 1520 15 HDG 1,95

KADS45 1525 15 HDG 2,13250
KADS45 1530 15 HDG 2,32300
KADS45 1540 15 HDG 2,70400
KADS45 1545 15 HDG 2,88450
KADS45 1550 15 HDG 3,08500
KADS45 1560 15 HDG 3.45600
KADS45 1570 15 HDG 3,83700
KADS45 1575 15 HDG 4,02750
KADS45 1580 15 HDG 4,20800
KADS45 1590 15 HDG 4,58900
KADS45 1500 15 HDG 4,961000

KADS45 1570 20 HDG 5,09700
KADS45 1575 20 HDG 750
KADS45 1580 20 HDG

5,34
800

KADS45 1590 20 HDG
5,60

900
KADS45 1500 20 HDG

6,10
1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45 1550 20 HDG 500
450KAIS45 1545 20 HDG

KAIS45 1560 20 HDG 600

KAIS45 1522 20 HDG 225

150KAIS45 1515 20 HDG
200KAIS45 1520 20 HDG

KAIS45 1525 20 HDG 250
KAIS45 1530 20 HDG 300
KAIS45 1540 20 HDG 400

KAIS45 1522 15 HDG 225

150KAIS45 1515 15 HDG
200KAIS45 1520 15 HDG

KAIS45 1525 15 HDG 250
KAIS45 1530 15 HDG 300
KAIS45 1540 15 HDG 400
KAIS45 1545 15 HDG 450
KAIS45 1550 15 HDG 500
KAIS45 1560 15 HDG 600
KAIS45 1570 15 HDG 700
KAIS45 1575 15 HDG 750
KAIS45 1580 15 HDG 800
KAIS45 1590 15 HDG 900
KAIS45 1500 15 HDG 1000

KAIS45 1570 20 HDG 700
KAIS45 1575 20 HDG 750
KAIS45 1580 20 HDG 800
KAIS45 1590 20 HDG 900
KAIS45 1500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KADS45 ... H150 KADS45 ... H150

KAIS45 ... H150 KAIS45 ... H150

6,60

4,08
3,84

4,59

2,71

2,33
2,58

2,83
3,08
3,59

2,04

1,76
1,95

2,13
2,32
2,70
2,88
3,08
3,45
3,83
4,02
4,20
4,58
4,96

5,09

5,34
5,60
6,10
6,60

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45 H150 HDG

KAIS45 H150 HDG

a

150T

9x18

135°

255

2
1
2

41

15
0

a

150T

9x18

135°

255

2
1
2

41

15
0



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:300
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внутренняя 45° радиус:300 

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAIS45R4 1550 20 HDG 9,57500
450KAIS45R4 1545 20 HDG 8,98

KAIS45R4 1560 20 HDG 10,74600

KAIS45R4 1522 20 HDG 6,33225

150KAIS45R4 1515 20 HDG 5,45
200KAIS45R4 1520 20 HDG 6,03

KAIS45R4 1525 20 HDG 6,62250
KAIS45R4 1530 20 HDG 7,21300
KAIS45R4 1540 20 HDG 8,39400

KAIS45R4 1522 15 HDG 4,77225

150KAIS45R4 1515 15 HDG 4,10
200KAIS45R4 1520 15 HDG 4,54

KAIS45R4 1525 15 HDG 4,99250
KAIS45R4 1530 15 HDG 5,43300
KAIS45R4 1540 15 HDG 6,31400
KAIS45R4 1545 15 HDG 6,75450
KAIS45R4 1550 15 HDG 7,19500
KAIS45R4 1560 15 HDG 8,08600
KAIS45R4 1570 15 HDG 8,96700
KAIS45R4 1575 15 HDG 9,40750
KAIS45R4 1580 15 HDG 9,84800
KAIS45R4 1590 15 HDG 10,73900
KAIS45R4 1500 15 HDG 11,611000

KAIS45R4 1570 20 HDG 11,92700
KAIS45R4 1575 20 HDG 12,51750
KAIS45R4 1580 20 HDG 13,10800
KAIS45R4 1590 20 HDG 14,28900
KAIS45R4 1500 20 HDG 15,451000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KAIS45R2 1550 20 HDG 6,38500
450KAIS45R2 1545 20 HDG 5,99

KAIS45R2 1560 20 HDG 7,16600

KAIS45R2 1522 20 HDG 4,22225

150KAIS45R2 1515 20 HDG 3,63
200KAIS45R2 1520 20 HDG 4,02

KAIS45R2 1525 20 HDG 4,42250
KAIS45R2 1530 20 HDG 4,81300
KAIS45R2 1540 20 HDG 5,59400

KAIS45R2 1522 15 HDG 225

150KAIS45R2 1515 15 HDG 2,74
200KAIS45R2 1520 15 HDG 3,03

KAIS45R2 1525 15 HDG
3,18

250
KAIS45R2 1530 15 HDG

3,33
300

KAIS45R2 1540 15 HDG
3,62

400
KAIS45R2 1545 15 HDG

4,21
450

KAIS45R2 1550 15 HDG
4,50

500
KAIS45R2 1560 15 HDG

4,80
600

KAIS45R2 1570 15 HDG
5,39

700
KAIS45R2 1575 15 HDG

5,97
750

KAIS45R2 1580 15 HDG
6,27

800
KAIS45R2 1590 15 HDG

6,56

900
KAIS45R2 1500 15 HDG

7,15

1000

KAIS45R2 1570 20 HDG 7,95700
KAIS45R2 1575 20 HDG 8,34750
KAIS45R2 1580 20 HDG 8,73800

KAIS45R2 1590 20 HDG 9,52900
KAIS45R2 1500 20 HDG 10,301000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Vert�cal 45º Ins�de Bend of Cable Tray (Stable) Rad�us:600
45º Dikey Kanal Iç Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внутренняя 45° радиус:600

KAIS45R4 ... H150 KAIS45R4 ... H150

KAIS45R2 ... H150 KAIS45R2 ... H150

7,74

532

3
2

6

KAIS45R2 H150 HDG

a

1
5
0T

9x18

KAIS45R2 H150 HDG

a

1
5
0T

R
30

0

41

745

4
1

59x18

R
60

0

41

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:300 - Арка фиксированная, внешняя 45° радиус:300

Hot-D�p Galvan�zed

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R2 1550 20 HDG 500
450KADS45R2 1545 20 HDG

KADS45R2 1560 20 HDG 600

KADS45R2 1522 20 HDG 225

KADS45R2 1510 20 HDG 100
KADS45R2 1512 20 HDG 125

150KADS45R2 1515 20 HDG
200KADS45R2 1520 20 HDG

KADS45R2 1525 20 HDG 250
KADS45R2 1530 20 HDG 300
KADS45R2 1540 20 HDG 400

KADS45R2 1522 15 HDG 225

KADS45R2 1510 15 HDG 100
KADS45R2 1512 15 HDG 125

150KADS45R2 1515 15 HDG
200KADS45R2 1520 15 HDG

KADS45R2 1525 15 HDG 250
KADS45R2 1530 15 HDG 300
KADS45R2 1540 15 HDG 400
KADS45R2 1545 15 HDG 450
KADS45R2 1550 15 HDG 500
KADS45R2 1560 15 HDG 600
KADS45R2 1570 15 HDG 700
KADS45R2 1575 15 HDG 750
KADS45R2 1580 15 HDG 800
KADS45R2 1590 15 HDG 900
KADS45R2 1500 15 HDG 1000

KADS45R2 1570 20 HDG 700
KADS45R2 1575 20 HDG 750
KADS45R2 1580 20 HDG 800
KADS45R2 1590 20 HDG 900
KADS45R2 1500 20 HDG 1000

Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADS45R4 1550 20 HDG 500
450KADS45R4 1545 20 HDG

KADS45R4 1560 20 HDG 600

KADS45R4 1522 20 HDG 225

KADS45R4 1510 20 HDG 100
KADS45R4 1512 20 HDG 125

150KADS45R4 1515 20 HDG
200KADS45R4 1520 20 HDG

KADS45R4 1525 20 HDG 250
KADS45R4 1530 20 HDG 300
KADS45R4 1540 20 HDG 400

KADS45R4 1522 15 HDG 225

KADS45R4 1510 15 HDG 100
KADS45R4 1512 15 HDG 125

150KADS45R4 1515 15 HDG
200KADS45R4 1520 15 HDG

KADS45R4 1525 15 HDG 250
KADS45R4 1530 15 HDG 300
KADS45R4 1540 15 HDG 400
KADS45R4 1545 15 HDG 450
KADS45R4 1550 15 HDG 500
KADS45R4 1560 15 HDG 600
KADS45R4 1570 15 HDG 700
KADS45R4 1575 15 HDG 750
KADS45R4 1580 15 HDG 800
KADS45R4 1590 15 HDG 900
KADS45R4 1500 15 HDG 1000

KADS45R4 1570 20 HDG 700
KADS45R4 1575 20 HDG 750
KADS45R4 1580 20 HDG 800
KADS45R4 1590 20 HDG 900
KADS45R4 1500 20 HDG 1000

Important! 
To �nstall vert�cal bend -  use 4 p�eces of KBE con. 
 and 8 sets of CFS bolts and nuts ( M6 or M8 ).

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1
1

2,59

1,85
2,00
2,15
2,44

2,74
3,03
3.62
3.91
4.21
4.80
5.39
5.68
5.97
6.56
7.15

Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Elemanı (Sabit) Radyus:600 - Арка фиксированная, внешняя 45° радиус:600

KADS45R2 ... H150 KADS45R2 ... H150

KADS45R4 ... H150 KADS45R4 ... H150

5.59
5.20

6.38

3.44

2.45
2.65
2.85
3.24

3.63
4.02
4.81

7.16
7.56
7.95
8.73
9.52

8,39
7,80

9,57

5,15

3,68
3,97
4,27
4,86

5,45
6,03
7,21

3,88

2,78
3,00
3,22
3,66

4,10
4,54
5,43
5,87
6,31
7,19
8,08
8,52
8,96
9,84

10,73

10,74
11,33
11,92
13,10
14,28

532

3
2

6

KADS45R2 H150 HDG

a

1
5
0T

9x18

a

1
5
0T

R
30

041

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADS45R4 H150 HDG

745

4
1

5

9x18

R
60

041



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Modular Ins�de - Outs�de Bends
Modüler İç-Dış Bükey - Шарнирная дуга

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMB 1550 20 HDG 2,56500
450KAMB 1545 20 HDG 2,40

KAMB 1560 20 HDG 2,87600

KAMB 1522 20 HDG 1,69225

150KAMB 1515 20 HDG 1,46
200KAMB 1520 20 HDG 1,61

KAMB 1525 20 HDG 1,77250
KAMB 1530 20 HDG 1,93300
KAMB 1540 20 HDG 2,24400

KAMB 1522 15 HDG 1,28225

150KAMB 1515 15 HDG 1,10
200KAMB 1520 15 HDG 1,22

KAMB 1525 15 HDG 1,34250
KAMB 1530 15 HDG 1,45300
KAMB 1540 15 HDG 1,69400
KAMB 1545 15 HDG 1,80450
KAMB 1550 15 HDG 1,92500
KAMB 1560 15 HDG 2,16600
KAMB 1570 15 HDG 2,40700
KAMB 1575 15 HDG 2,52750
KAMB 1580 15 HDG 2,63800
KAMB 1590 15 HDG 2,87900
KAMB 1500 15 HDG 3,101000

KAMB 1570 20 HDG 3,19700
KAMB 1575 20 HDG 3,34750
KAMB 1580 20 HDG 3,50800
KAMB 1590 20 HDG 3,81900
KAMB 1500 20 HDG 4,121000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Modular Adjustable R�ser Bend 
Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KAMD 1550 20 HDG 500
450KAMD 1545 20 HDG

KAMD 1560 20 HDG 600

KAMD 1522 20 HDG 4,48225

150KAMD 1515 20 HDG 4,13

200KAMD 1520 20 HDG 4,37

KAMD 1525 20 HDG 4,60250
KAMD 1530 20 HDG 4,82300
KAMD 1540 20 HDG 400

KAMD 1522 15 HDG 225

150KAMD 1515 15 HDG
200KAMD 1520 15 HDG

KAMD 1525 15 HDG 250
KAMD 1530 15 HDG 300
KAMD 1540 15 HDG 400
KAMD 1545 15 HDG 450
KAMD 1550 15 HDG 500
KAMD 1560 15 HDG 600
KAMD 1570 15 HDG 700
KAMD 1575 15 HDG 750
KAMD 1580 15 HDG 800
KAMD 1590 15 HDG 900
KAMD 1500 15 HDG 1000

KAMD 1570 20 HDG 700
KAMD 1575 20 HDG 750
KAMD 1580 20 HDG 800
KAMD 1590 20 HDG 900
KAMD 1500 20 HDG 1000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

KAMD ... H150 KAMD ... H150

3,36
3,52
3,62
3,70
3,88
4,21
4,37
4,55
4,88

5,22

5,40
5,57
5,91
6,24

5,49

5,27

5,72
6,18
6,63
6,85
7,08

7,52

7,99

KAMB ... H150 KAMB ... H150

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMD H150 HDG

KAMB H150 HDG

150

9x25

8
6

0

Ø 10 

a

9x25

1
5

0

Ø 8

Ø 10

a

310



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

KAMD / Modular  Outs�de - Ins�de  Bends Mount�ng
Modüler İç-Dış Bükey Montaj - Шарнирная дуга

Outs�de Bend Ins�de Bend

KAMB / Modular Adjustable R�ser Bend 

Modüler İniş - Çıkış Elemanı - Шарнирный элемент дуги KAMB Modular Systems for more Radius

KAMB

Cable Tray

BDD

BDD

Cable Tray

Cable Tray

BDD

BDD

BDD

Cable Tray

BDD

BDD



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal Tee - Lengthw�se
Dikey T Dönüş - Вертикальник тройник, развернутый

Vert�cal Tee from the M�ddle
Dikey Ortadan T dönüş - Вертикальник тройник, симметричный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE kgCODE
pcs

Width

a
mm

CODE kgCODE
pcs

Width

a
mm

KADT 1550 20 HDG 12,89500
450KADT 1545 20 HDG 11,44

KADT 1560 20 HDG 16,03600

KADT 1522 20 HDG 5,87225

150KADT 1515 20 HDG 4,37
200KADT 1520 20 HDG 5,35

KADT 1525 20 HDG 6,41250
KADT 1530 20 HDG 7,55300
KADT 1540 20 HDG 10,06400

KADT 1522 15 HDG 4,41225

150KADT 1515 15 HDG 3,28
200KADT 1520 15 HDG 4,02

KADT 1525 15 HDG 4,81250
KADT 1530 15 HDG 5,66300
KADT 1540 15 HDG 7,55400
KADT 1545 15 HDG 8,58450
KADT 1550 15 HDG 9,67500
KADT 1560 15 HDG 12,02600
KADT 1570 15 HDG 14,61700
KADT 1575 15 HDG 16,00750
KADT 1580 15 HDG 17,44800
KADT 1590 15 HDG 20,50900
KADT 1500 15 HDG 23,801000

KADT 1570 20 HDG 19,48700
KADT 1575 20 HDG 21,33750
KADT 1580 20 HDG 23,25800
KADT 1590 20 HDG 27,33900
KADT 1500 20 HDG 31,731000

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

kg
pcs

CODE kgCODE
pcs

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

ad/pc ad/pc

ad/pc ad/pc

KADT ... H150 KADT ... H150

KADT H150 HDG

8x23

9x18

1
0

0
h

7
5

a

CODECODE
Width

a
mm

KAMT 1522 15 HDG

KAMT 1515 15 HDG
KAMT 1520 15 HDG

KAMT 1525 15 HDG
KAMT 1530 15 HDG
KAMT 1540 15 HDG
KAMT 1545 15 HDG
KAMT 1550 15 HDG
KAMT 1560 15 HDG
KAMT 1570 15 HDG
KAMT 1575 15 HDG
KAMT 1580 15 HDG
KAMT 1590 15 HDG
KAMT 1500 15 HDG

150
200
225

250
300
400
450
500
600

700

750
800

900
1000

2,28
2,45
2,53

2,61
2,78
4,76
5,06
5,35
5,94

7,95

8,31
8,66

9,37
10,07

1
1
1

1
1
1
1
1
1

1

1
1

1
1

KAMT 1522 20 HDG

KAMT 1515 20 HDG
KAMT 1520 20 HDG

KAMT 1525 20 HDG
KAMT 1530 20 HDG
KAMT 1540 20 HDG
KAMT 1545 20 HDG
KAMT 1550 20 HDG
KAMT 1560 20 HDG
KAMT 1570 20 HDG
KAMT 1575 20 HDG
KAMT 1580 20 HDG
KAMT 1590 20 HDG
KAMT 1500 20 HDG

150
200
225

250
300
400
450
500

600
700

750
800

900
1000

3,04
3,26
3,37

3,48
3,70
6,35
6,74
7,13

7,92
10,60

11,07
11,54

12,49
13,43

1
1
1

1
1
1
1
1

1
1

1
1

1
1

KAMT ... H150 KAMT ... H150
Width

a
mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KAMT H150 HDG

100 a 100

9x18

1
0

0
h

7
5

100 a 100

8x23

a



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Vert�cal Elbow - R�ght
Dikey Sağ Dirsek - Вертикальный правый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADG 1550 20 HDG 500
450KADG 1545 20 HDG

KADG 1560 20 HDG 600

KADG 1522 20 HDG 225

150KADG 1515 20 HDG
200KADG 1520 20 HDG

KADG 1525 20 HDG 250
KADG 1530 20 HDG 300
KADG 1540 20 HDG 400

KADG 1522 15 HDG 225

150KADG 1515 15 HDG
200KADG 1520 15 HDG

KADG 1525 15 HDG 250
KADG 1530 15 HDG 300
KADG 1540 15 HDG 400
KADG 1545 15 HDG 450
KADG 1550 15 HDG 500
KADG 1560 15 HDG 600
KADG 1570 15 HDG 700
KADG 1575 15 HDG 750
KADG 1580 15 HDG 800
KADG 1590 15 HDG 900
KADG 1500 15 HDG 1000

KADG 1570 20 HDG 700
KADG 1575 20 HDG 750
KADG 1580 20 HDG 800
KADG 1590 20 HDG 900
KADG 1500 20 HDG 1000

Vert�cal Elbow - Left
Dikey Sol Dirsek - Вертикальный левый угол

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 Hot-D�p Galvan�zed

2.0mm1.5mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

CODE

ad/pc
kgCODE

pcs

Width

a
mm

KADL 1550 20 HDG 11,53500
450KADL 1545 20 HDG 10,16

KADL 1560 20 HDG 14,51600

KADL 1522 20 HDG 4,94225

150KADL 1515 20 HDG 3,56
200KADL 1520 20 HDG 4,46

KADL 1525 20 HDG 5,45250
KADL 1530 20 HDG 6,50300
KADL 1540 20 HDG 8,86400

KADL 1522 15 HDG 3.71225

150KADL 1515 15 HDG 2.67
200KADL 1520 15 HDG 3.35

KADL 1525 15 HDG 4.09250
KADL 1530 15 HDG 4.88300
KADL 1540 15 HDG 6.65400
KADL 1545 15 HDG 7.62450
KADL 1550 15 HDG 8.65500
KADL 1560 15 HDG 10.89600
KADL 1570 15 HDG 13.36700
KADL 1575 15 HDG 14.68750
KADL 1580 15 HDG 16.07800
KADL 1590 15 HDG 19.01900
KADL 1500 15 HDG 22.191000

KADL 1570 20 HDG 17,81700
KADL 1575 20 HDG 19,58750
KADL 1580 20 HDG 21,42800
KADL 1590 20 HDG 25,34900
KADL 1500 20 HDG 29,581000

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

1
1

1

1

1
1

1
1
1

1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KADL ... H150 KADL ... H150

KADG ... H150 KADG ... H150

3,71

2,67
3,35

4,09
4,88
6,65
7,62
8,65

10,89
13,36
14,68
16,07
19,01
22,19

KADL H150 HDG

11,53
10,16

14,51

4,94

3,56
4,46

5,45
6,50
8,86

17,81
19,58
21,42
25,34
29,58

KADG H150 HDG

W

8x23

W

1
0

0

100

9x18

W

8x23

W

1
0

0

100

9x18



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Reducer Connector - S�ngle Type
Reduksiyon - Редукционный переходник

Stop End
Sonlandırma - Заглушка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 15 575 15 HDG

RT 15 425 15 HDG

RT 15 450 15 HDG
RT 15 475 15 HDG
RT 15 500 15 HDG
RT 15 525 15 HDG
RT 15 550 15 HDG

RT 15 375 15 HDG
RT 15 350 15 HDG

RT 15 400 15 HDG

RT 15 225 15 HDG

RT 15 50 15 HDG 0,32

RT 15 75 15 HDG 0,36
RT 15 100 15 HDG 0,40
RT 15 125 15 HDG 0,44
RT 15 150 15 HDG 0,48

RT 15 200 15 HDG

RT 15 250 15 HDG

RT 15 275 15 HDG

RT 15 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 15 25 15 HDG 0,2825

RT 15 175 15 HDG 0,52175

pcs

RT 15 300 15 HDG 300

Hot-D�p Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

CODE

ad/pc
kgCODE

SON 1545 15 HDG
SON 1540 15 HDG

SON 1550 15 HDG

SON 1515 15 HDG
SON 1520 15 HDG
SON 1522 15 HDG

SON 1530 15 HDG

CODE

ad/pc
kgCODE

450
400

500

150
200
225

300

Width

a
mm

Width

a
mm pcspcs

Hot-D�p Galvan�zed

RT 15 575 20 HDG 1.54

RT 15 425 20 HDG 1.22

RT 15 450 20 HDG 1.28

RT 15 475 20 HDG 1.33
RT 15 500 20 HDG 1.38

RT 15 525 20 HDG 1.44

RT 15 550 20 HDG 1.49

RT 15 375 20 HDG 1.12
RT 15 350 20 HDG 1.06

RT 15 400 20 HDG 1.17

RT 15 225 20 HDG 0.80

RT 15 50 20 HDG 0.43

RT 15 75 20 HDG 0.48
RT 15 100 20 HDG 0.53
RT 15 125 20 HDG 0.59
RT 15 150 20 HDG 0.64

RT 15 200 20 HDG 0.75

RT 15 250 20 HDG 0.85

RT 15 275 20 HDG 0.91

RT 15 325 20 HDG 1.01

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RT 15 25 20 HDG 0.3825

RT 15 175 20 HDG 0.69175

pcs

RT 15 300 20 HDG 0.96300

1.5mm 2.0mm

SON 1575 15 HDG
SON 1570 15 HDG

SON 1580 15 HDG

SON 1560 15 HDG

750
700

800

600

SON 1590 15 HDG 900

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1

1

1
1
1
1

1
1

1

1

1

1
1
1
1

1

1

1

1

1

1

1

1
1

1

1
1
1

1

1
1

1

1

1

SON ... H150SON ... H150

0.91
0.83

0.99

0.43
0.51
0.55

0.67

1.39
1.31

1.47

1.15

1.63

RT ... H150 RT ... H150

0,96
1,00
1,04
1,08
1,12
1,16

0,88
0,84

0,92

0,64
0,60

0,68
0,72

0,80
0,76

0,56

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

75

L

75

T
3

5

a

T

1
5

0

RT H150 HDG

150

18x942

SON H150

1
8

9

5
0

35

SON 1525 15 HDG 250 10.59

SON 1500 15 HDG 1000 11.79

SON 1545 20 HDG
SON 1540 20 HDG

SON 1550 20 HDG

SON 1515 20 HDG
SON 1520 20 HDG
SON 1522 20 HDG

SON 1530 20 HDG

SON 1575 20 HDG
SON 1570 20 HDG

SON 1580 20 HDG

SON 1560 20 HDG

SON 1590 20 HDG

1
1

1

1
1
1

1

1
1

1

1

1

SON 1525 20 HDG 1

SON 1500 20 HDG 1

450
400

500

150
200
225

300

750
700

800

600

900

250

1000

1.21
1.11

1.32

0.58
0.68
0.74

0.90

1.85
1.74

1.95

1.53

2.17

0.79

2.38



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Adjustable Vert�cal Connector
Dikey Seviye Degistirme Eki - Шарнирный соединитель

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

BYDU 115 15 HDG 1000 1.42

CODE
Length

L
mm 1m

kg

1.5mm

CODE

BYDU 115 20 HDG 1000 1.89

2.0mm

CODE
Length

L
mm 1m

kgCODE

Adjustable Hor�zontal Connector - Long Type 
Yatay seviye değiştirme eki - Uzun - Угловой соединитель - длинный

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

pcspcs

Hot-D�p Galvan�zed

MYD 115 15 HDG 200 0.43

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

Hot-D�p Galvan�zed

2.0mm

MYD 115 20 HDG 200 0.57

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MYDU 115 15 HDG 600 1.07

CODE
Length

L
mm ad/pc

kg

1.5mm

CODE
pcs

2.0mm

MYDU 115 20 HDG 600 1.42

1

1

1

1

1 1

BDD 2 ... H150 BDD 3 ... H150

MYD ... H150 MYDU ... H150

BYDU 1 ... H150 BYDU ... H150

Adjustable Hor�zontal Connector - H�nged Type
Menteşeli Yatay Seviye Degistirme Eki  - Шарнирный угловой соединитель

BDD 315BDD 215

MYD 115 MYDU 115

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

1
4

5

15

T

1
5

5

15

T

BDD 215 HDG BDD 315 HDG

MYD 115

BYDU 115

MYDU 115

1.5mm 2.0mm

BDD 215 15 HDG 250 0.51 BDD 315 15 HDG 250 0.531 1

BDD 215 20 HDG 250 0.67 BDD 315 20 HDG 250 0.711 1

 L=200 mm 

145

1
8

9

 L=600 mm 

1
8

9

145

145

 L=1000 mm 

1
8

9

127

177,5

9x25

Ø10



MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 HDG 0.833000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 20 HDG 1.103000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

0.95

pcs

2.0mm

CODE

1m
kgCODE

1.26

pcs

SEP 250 15 HDG 3000

SEP 250 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y50 H50SEP Y50 H50 

SEP Y50 15 HDG 1.241500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

1.65

pcs

SEP Y50 20 HDG 1500

1

1

1

1

11

MADE IN TURKEY

m
Seperator
Seperatör - Перегородка

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 115 15 HDG 2.013000

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm 1m

kgCODE

SEP 115 20 HDG 2.673000

pcs

1.5mm

CODE
Length

L
mm 1m

kgCODE

2.12

pcs

2.0mm

CODE

1m
kgCODE

2.83

pcs

SEP 215 15 HDG 3000

SEP 215 20 HDG 3000

Seperator Hor�zontal Adjustable 
Seperatör Yatay Ayarlanabilir - Перегоротка шарнирная

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

SEP Y15 15 HDG 3.011500

pcs

Hot-D�p Galvan�zed

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

4.01

pcs

SEP Y15 20 HDG 1500

1

1

1

1

11

Cable Trays - System of Side Height H150

SEP 1 ... H150 SEP 2 ... H150

SEP 1 ... H150 SEP 2 ... H150

SEP Y H150 SEP Y H150

1
4

5

20

T

1
4

5

T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

20

T T

20

L

5
0

25x8,5

L

5
0

25x8,5

20

L
=

1
5

0
0

m
m

10
Ø4

4
0

4
0

4
0

4
0

2
5

8,5

T

SEP 1 H150 HDG

145

SEP Y H150 HDG

SEP 2 H150 HDG

SEP 1 H150 SEP 2 H150

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0



MADE IN TURKEY

m
Cable Trays - System of Side Height H150

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (Tek) - Редукционный переходник лотков и углов

Reducer Connect�on / Bend Reducer
Reduksiyon Eki / Dönüş reduksiyon (tek) - Редукционный переходник лотков и углов

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

MBE 15 20 HDG 0.39

CODE

ad/pc
kgCODE

MBE 15 15 HDG 0.29

CODE

ad/pc
kgCODE

200 200 

Width

L
mm

Width

L
mm pcspcs

Hot-D�p Galvan�zed

1.5mm 2.0mm

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RC 15 575 15 HDG

RC 15 425 15 HDG

RC 15 450 15 HDG
RC 15 475 15 HDG
RC 15 500 15 HDG
RC 15 525 15 HDG
RC 15 550 15 HDG

RC 15 375 15 HDG
RC 15 350 15 HDG

RC 15 400 15 HDG

RC 15 225 15 HDG 0.77

RC 15 50 15 HDG 0.38

RC 15 75 15 HDG 0.44
RC 15 100 15 HDG 0.49
RC 15 125 15 HDG 0.55
RC 15 150 15 HDG 0.61

RC 15 200 15 HDG 0.72

RC 15 250 15 HDG 0.83

RC 15 275 15 HDG 0.89

RC 15 325 15 HDG

1.5mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 15 25 15 HDG 0.3325

RC 15 175 15 HDG 0.66175

pcs

RC 15 300 15 HDG 300

Hot-D�p Galvan�zed

RC 15 575 20 HDG 2.07

RC 15 425 20 HDG 1.63

RC 15 450 20 HDG 1.70
RC 15 475 20 HDG 1.78
RC 15 500 20 HDG 1.85
RC 15 525 20 HDG 1.92
RC 15 550 20 HDG 2.00

RC 15 375 20 HDG 1.48
RC 15 350 20 HDG 1.40

RC 15 400 20 HDG 1.55

RC 15 225 20 HDG 1.03

RC 15 50 20 HDG 0.51

RC 15 75 20 HDG 0.58
RC 15 100 20 HDG 0.66
RC 15 125 20 HDG 0.73
RC 15 150 20 HDG 0.81

RC 15 200 20 HDG 0.95

RC 15 250 20 HDG 1.10

RC 15 275 20 HDG 1.18

RC 15 325 20 HDG 1.33

2.0mm

CODE
Length

L
mm ad/pc

kgCODE

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

RC 15 25 20 HDG 0.4325

RC 15 175 20 HDG 0.88175

pcs

RC 15 300 20 HDG 1.25300

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1 1

MBE ... H150 MBE ... H150

1.50

1.16

1.22
1.28
1.33
1.39
1.44

1.05
1.00

1.11

0.94

1.56

RC ... H150 RC ... H150

1

1

1

1
1
1
1
1

1
1

1

1
1

1
1
1

1

1
1

1

1

1

1

1

RC H150 HDG

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

75 75L

150

25

MBE H150 HDG

L

1
4

7



MADE IN TURKEY

m
Cable Tray Covers H15

Cover of Cable Tray / Ladder
Kablo Kanalı ve Mervdiven Kapağı - Крышка лотков и кабельростов

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

2.0mm1.5mm

Cover Clamp
Kapak Tutucu KT/1 Tipi - Фиксатор крышки боковой, KT/1

1.5mmKT/1

W+5

T

H

300

KK H15 HDG

KT/1 HDG 

H

22,5 20

Hot-D�p Galvan�sed

1.2mm

CODECODE
pcs

Width

a=b
mm ad/pc

kg

KK... H15 KK... H15

KK 30 12 HDG
KK 25 12 HDG

KK 40 12 HDG

KK 10 12 HDG

KK 05 12 HDG
KK 07 12 HDG

KK 12 12 HDG
KK 15 12 HDG
KK 20 12 HDG

KK 60 12 HDG

KK 45 12 HDG
KK 50 12 HDG

250
225

300

100

50

75

125
150
200

600
500

400
450

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

2.38
2.17

2.80

1.11

0.69
0.90

1.33
1.53
1.96

5.35
4.50

3.66
4.08

2
2

2

2

2
2

2
2
2

2
2
2
2

KK 22 12 HDG

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Hot-D�p Galvan�sed

1.0mm

CODECODE
pcs

Width

a=b=c
mm ad/pc

kg

KK 30 10 HDG
KK 25 10 HDG

KK 40 10 HDG

KK 10 10 HDG

KK 05 10 HDG
KK 07 10 HDG

KK 12 10 HDG
KK 15 10 HDG
KK 20 10 HDG

KK 60 10 HDG

KK 45 10 HDG
KK 50 10 HDG

250
225

300

100

50

75

125
150
200

600
500

400
450

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

1.98
1.81

2.34

0.93

0.57
0.75

1.10
1.28
1.63

4.46
3.76

3.05
3.40

2
2

2

2

2
2

2
2
2

2
2
2
2

KK 22 10 HDG

CODECODE
pcs

Width

a=b
mm ad/pc

kg CODECODE
pcs

Width

a=b
mm ad/pc

kg

KK 30 15 HDG
KK 25 15 HDG

KK 40 15 HDG

KK 10 15 HDG

KK 05 15 HDG
KK 07 15 HDG

KK 12 15 HDG
KK 15 15 HDG
KK 20 15 HDG

KK 60 15 HDG

KK 45 15 HDG
KK 50 15 HDG

250
225

300

100

50

75

125
150
200

600
500

400
450

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

2.97
2.71

3.51

1.39

0.86
1.12

1.65
1.91
2.44

6.68
5.63

4.57
5.10

2
2

2

2

2
2

2
2
2

2
2
2
2

KK 22 15 HDG

KK 70 15 HDG 700 3000 7.74 2
KK 75 15 HDG 750 3000 8.28 2
KK 80 15 HDG 800 3000 8.81 2
KK 90 15 HDG 900 3000 9.87 2
KK 00 15 HDG 1000 3000 10.92 2

KK 30 15 HDG
KK 25 15 HDG

KK 40 15 HDG

KK 10 15 HDG

KK 05 15 HDG
KK 07 15 HDG

KK 12 15 HDG
KK 15 15 HDG
KK 20 15 HDG

KK 60 15 HDG

KK 45 15 HDG
KK 50 15 HDG

250
225

300

100

50

75

125
150
200

600
500

400
450

3000

3000
3000

3000
3000
3000
3000
3000
3000
3000
3000
3000
3000

3.96
3.61

4.68

1.85

1.14
1.49

2.20
2.55
3.26

8.91
7.50

6.09
6.79

2
2

2

2

2
2

2
2
2

2
2
2
2

KK 22 15 HDG

KK 70 15 HDG 700 3000 10.33 2
KK 75 15 HDG 750 3000 11.03 2
KK 80 15 HDG 800 3000 11.74 2
KK 90 15 HDG 900 3000 13.15 2
KK 00 15 HDG 1000 3000 14.57 2

CODECODE
pcs

kg

KT/1 150 HDG
KT/1 125 HDG

KT/1 60 HDG

KT/1 40 HDG
KT/1 50 HDG

KT/1 70 HDG
KT/1 75 HDG
KT/1 80 HDG

0.059
0.051

0.066

0.038

0.032
0.035

0.041
0.043
0.044

300
300

300

300

300
300

300
300
300

KT/1 100 HDG

He�ght

H
mm 1 pc

150
100

150

60

40

50

70
75
80



MADE IN TURKEY

m
Cable Tray Covers H15

Wrap Around Cover Clamp 
Kapak Tutucu KT/2 Tipi - Фиксатор крышки по кругу, KT/2

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  2.0

KT/2... H:125 KT/2... H:150

a + 50

h

20

M12

a+10

KT/2 HDG

2.0mm

KT/2... H:80 2.0mm KT/2... H:80 2.0mm

CODECODE
pcs

ad/pc
kg

KT/2... H:60

KT/2 75 100 HDG

75
75

75

75

75

75

75

75
75

75
75

75
75

150

100
125

200

250
300
400
450
500
600
700
750

0.320
0.292

0.349

0.151

0.123
0.136

0.179

0.207
0.235

0.518
0.490

0.405
0.461

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 75 125 HDG

KT/2 75 150 HDG
KT/2 75 200 HDG

KT/2 75 250 HDG
KT/2 75 300 HDG
KT/2 75 400 HDG
KT/2 75 450 HDG
KT/2 75 500 HDG

KT/2 75 600 HDG
KT/2 75 700 HDG
KT/2 75 750 HDG
KT/2 75 800 HDG

75
75

800
900

0.631
0.575 1

1

KT/2 75 900 HDG
KT/2 75 1000 HDG

75 225 0.193 1KT/2 75 225 HDG

1000

He�ght

H
mm

W�dth

a
mm

KT/2... H:75 2.0mm2.0mm

2.0mm

CODECODE
pcs

ad/pc
kg CODECODE

pcs
ad/pc

kg

KT/2... H:40

KT/2 40 100 HDG

40
40

40

40

40

40

40

40
40

40
40

40
40

150

100
125

200

250
300
400
450
500
600
700
750

0.300
0.272

0.329

0.131

0.103
0.117

0.159

0.188
0.216

0.498
0.470

0.386
0.441

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 40 125 HDG

KT/2 40 150 HDG
KT/2 40 200 HDG

KT/2 40 250 HDG
KT/2 40 300 HDG
KT/2 40 400 HDG
KT/2 40 450 HDG
KT/2 40 500 HDG

KT/2 40 600 HDG
KT/2 40 700 HDG
KT/2 40 750 HDG
KT/2 40 800 HDG

40
40

800
900

0.612
0.555 1

1

KT/2 40 900 HDG
KT/2 40 1000 HDG

40 225 0.173 1KT/2 40 225 HDG

1000

He�ght

H
mm

W�dth

a
mm

KT/2 50 100 HDG

50
50

50

50

50

50

50

50
50

50
50

50
50

150

100
125

200

250
300
400
450
500
600
700
750

0.306
0.278

0.334

0.136

0.108
0.123

0.165

0.193
0.221

0.504
0.476

0.391
0.448

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 50 125 HDG

KT/2 50 150 HDG
KT/2 50 200 HDG

KT/2 50 250 HDG
KT/2 50 300 HDG
KT/2 50 400 HDG
KT/2 50 450 HDG
KT/2 50 500 HDG

KT/2 50 600 HDG
KT/2 50 700 HDG
KT/2 50 750 HDG
KT/2 50 800 HDG

50
50

800
900

0.617
0.560 1

1

KT/2 50 900 HDG
KT/2 50 1000 HDG

50 225 0.179 1KT/2 50 225 HDG

1000

2.0mm

He�ght

H
mm

W�dth

a
mm

KT/2... H:50

Hot-D�p Galvan�sed

2.0mm

CODECODE
pcs

ad/pc
kg CODECODE

pcs
ad/pc

kg
He�ght

H
mm

W�dth

a
mm

He�ght

H
mm

W�dth

a
mm

KT/2 80 100 HDG

80
80

80

80

80

80

80

80
80

80
80

80
80

150

100
125

200

250
300
400
450
500
600
700
750

0.323
0.295

0.351

0.153

0.126
0.139

0.181

0.210
0.238

0.521
0.493

0.408
0.464

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 80 125 HDG

KT/2 80 150 HDG
KT/2 80 200 HDG

KT/2 80 250 HDG
KT/2 80 300 HDG
KT/2 80 400 HDG
KT/2 80 450 HDG
KT/2 80 500 HDG

KT/2 80 600 HDG
KT/2 80 700 HDG
KT/2 80 750 HDG
KT/2 80 800 HDG

80
80

800
900

0.634
0.577 1

1

KT/2 80 900 HDG
KT/2 80 1000 HDG

80 225 0.196 1KT/2 80 225 HDG

1000

KT/2 100 100 HDG

100
100

100

100

100

100

100

100
100

100
100

100
100

150

100
125

200

250
300
400
450
500
600
700
750

0.334
0.306

0.362

0.165

0.136
0.151

0.193

0.221
0.250

0.532
0.504

0.419
0.476

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 100 125 HDG

KT/2 100 150 HDG
KT/2 100 200 HDG

KT/2 100 250 HDG
KT/2 100 300 HDG
KT/2 100 400 HDG
KT/2 100 450 HDG
KT/2 100 500 HDG

KT/2 100 600 HDG
KT/2 100 700 HDG
KT/2 100 750 HDG
KT/2 100 800 HDG

100
100

800
900

0.645
0.589 1

1

KT/2 100 900 HDG
KT/2 100 1000 HDG

100 225 0.207 1KT/2 100 225 HDG

1000

CODECODE
pcs

ad/pc
kg

KT/2 60 100 HDG

60
60

60

60

60

60

60

60
60

60
60

60
60

150

100
125

200

250
300
400
450
500
600
700
750

0.312
0.283

0.340

0.142

0.114
0.128

0.171

0.198
0.227

0.510
0.481

0.396
0.453

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 60 125 HDG

KT/2 60 150 HDG
KT/2 60 200 HDG

KT/2 60 250 HDG
KT/2 60 300 HDG
KT/2 60 400 HDG
KT/2 60 450 HDG
KT/2 60 500 HDG

KT/2 60 600 HDG
KT/2 60 700 HDG
KT/2 60 750 HDG
KT/2 60 800 HDG

60
60

800
900

0.622
0.566 1

1

KT/2 60 900 HDG
KT/2 60 1000 HDG

60 225 0.185 1KT/2 60 225 HDG

1000

He�ght

H
mm

W�dth

a
mm

CODECODE
pcs

ad/pc
kg

KT/2 150 100 HDG

150
150

150

150

150

150

150

150
150

150
150

150
150

150

100
125

200

250
300
400
450
500
600
700
750

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 150 125 HDG

KT/2 150 150 HDG
KT/2 150 200 HDG

KT/2 150 250 HDG
KT/2 150 300 HDG
KT/2 150 400 HDG
KT/2 150 450 HDG
KT/2 150 500 HDG

KT/2 150 600 HDG
KT/2 150 700 HDG
KT/2 150 750 HDG
KT/2 150 800 HDG

150
150

800
900 1

1

KT/2 150 900 HDG
KT/2 150 1000 HDG

150 225 1KT/2 150 225 HDG

1000

He�ght

H
mm

W�dth

a
mm

0.362
0.334

0.391

0.193

0.165
0.179

0.221

0.250
0.278

0.560
0.532

0.448
0.504

0.674
0.617

0.235

CODECODE
pcs

ad/pc
kg

KT/2 125 100 HDG

125
125

125

125

125

125

125

125
125

125
125

125
125

150

100
125

200

250
300
400
450
500
600
700
750

0.349
0.320

0.377

0.179

0.151
0.165

0.207

0.235
0.264

0.547
0.518

0.433
0.490

1
1

1

1

1
1

1

1
1

1
1
1
1

KT/2 125 125 HDG

KT/2 125 150 HDG
KT/2 125 200 HDG

KT/2 125 250 HDG
KT/2 125 300 HDG
KT/2 125 400 HDG
KT/2 125 450 HDG
KT/2 125 500 HDG

KT/2 125 600 HDG
KT/2 125 700 HDG
KT/2 125 750 HDG
KT/2 125 800 HDG

125
125

800
900

0.659
0.603 1

1

KT/2 125 900 HDG
KT/2 125 1000 HDG

125 225 0.221 1KT/2 125 225 HDG

1000

He�ght

H
mm

W�dth

a
mm



MADE IN TURKEY

m
Cable Tray Covers H15

Cover of 90  Hor�zontal Bend of Cable Trayº
90  Kanal Yatay Dönüş Kapağı - Крышка на угол горизонтальный 90ºº

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

1.0mmKK90... H15

1.5mm

CODECODE
pcs

ad/pc
kg

KK90 05 12 HDG

100

50

75

125

200

0.23

0.12
0.17

0.31

0.60

1

1
1

1

1

KK90 07 12 HDG

KK90 10 12 HDG
KK90 12 12 HDG

KK90 20 12 HDG
150 0.40 1KK90 15 12 HDG

W�dth

a = b
mm

KK90... H15

2.0mm

250 0.84 1KK90 25 12 HDG
300 1.13 1KK90 30 12 HDG

200 0.72 1KK90 22 12 HDG

Cover of 90  Hor�zontal Bend of Cable Tray Rad�us:150º
90  Kanal Yatay Dönüş Kapağı Radyus:150 - Крышка на угол горизонтальный 90º радиус:150º

1.5mmKK90R1... H15 2.0mmKK90R1... H15

15

b
 +

 5
5

b

a

a+55

a+5

15

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

KK90 H15 HDG

KK90R1 H15 HDG

Hot-D�p Galvan�sed

Hot-D�p Galvan�sed

90

1.2mm

CODECODE
pcs

ad/pc
kg

KK90 05 10 HDG

100

50

75

125

200

0.20

0.10
0.14

0.26

0.50

1

1
1

1

1

KK90 07 10 HDG

KK90 10 10 HDG
KK90 12 10 HDG

KK90 20 10 HDG
150 0.33 1KK90 15 10 HDG

W�dth

a = b
mm

CODECODE
pcs

ad/pc
kg

W�dth

a = b
mm

KK90 05 15 HDG

KK90 07 15 HDG

KK90 10 15 HDG
KK90 12 15 HDG

KK90 20 15 HDG
KK90 15 15 HDG

KK90 22 15 HDG

KK90 25 15 HDG

KK90 30 15 HDG
KK90 40 15 HDG

KK90 50 15 HDG
KK90 45 15 HDG

KK90 60 15 HDG

KK90 70 15 HDG
KK90 75 15 HDG

KK90 90 15 HDG
KK90 80 15 HDG

100

50
75

125

200
150

300

225
250

400

500
450

750

600
700

800
900

0.29

0.14
0.21

0.39

0.75
0.49

1.41

0.89
1.05

2.29

3.38
2.81

6.20
4.68

7.04

9.86
7.93

1

1
1

1

1
1

1

1
1

1

1
1

1
1

1

1
1

KK90 00 15 HDG 1000 12.01 1

CODECODE
pcs

ad/pc
kg

W�dth

a = b
mm

KK90 05 20 HDG

KK90 07 20 HDG

KK90 10 20 HDG
KK90 12 20 HDG

KK90 20 20 HDG
KK90 15 20 HDG

KK90 22 20 HDG

KK90 25 20 HDG

KK90 30 20 HDG
KK90 40 20 HDG

KK90 50 20 HDG
KK90 45 20 HDG

KK90 60 20 HDG

KK90 70 20 HDG
KK90 75 20 HDG

KK90 90 20 HDG
KK90 80 20 HDG

100

50
75

125

200
150

300

225
250

400

500
450

750

600
700

800
900

0.39

0.19
0.28

0.51

0.99
0.66

1.88

1.19
1.40

3.05

4.51
3.75

8.26
6.24

9.38

13.15
10.57

1

1
1

1

1
1

1

1
1

1

1
1

1
1

1

1
1

KK90 00 20 HDG 1000 16.02 1

CODECODE
pcs

ad/pc
kg

KK90R1 05 15 HDG

100

50

75

125

200

0.31

0.15
0.23

0.42

0.80

1

1
1

1

1

KK90R1 07 15 HDG

KK90R1 10 15 HDG
KK90R1 12 15 HDG

KK90R1 20 15 HDG
150 0.53 1KK90R1 15 15 HDG

W�dth

a = b
mm

250 1.12 1KK90R1 25 15 HDG
225 0.95 1KK90R1 22 15 HDG

300 1.49 1KK90R1 30 15 HDG
400 2.40 1KK90R1 40 15 HDG
450 2.93 1KK90R1 45 15 HDG
500 3.52 1KK90R1 50 15 HDG
600 4.85 1KK90R1 60 15 HDG

750 1KK90R1 75 15 HDG
800

7.24
1KK90R1 80 15 HDG

900
8.14

1KK90R1 90 15 HDG
1000

10.11
1KK90R1 00 15 HDG

700 6.39 1KK90R1 70 15 HDG

12.28

CODECODE
pcs

ad/pc
kg

KK90R1 05 20 HDG

100

50

75

125

200

0.42

0.20
0.30

0.55

1.06

1

1
1

1

1

KK90R1 07 20 HDG

KK90R1 10 20 HDG
KK90R1 12 20 HDG

KK90R1 20 20 HDG
150 0.70 1KK90R1 15 20 HDG

W�dth

a = b
mm

250 1.49 1KK90R1 25 20 HDG
225 1.27 1KK90R1 22 20 HDG

300 1.99 1KK90R1 30 20 HDG
400 3.19 1KK90R1 40 20 HDG
450 3.90 1KK90R1 45 20 HDG
500 4.69 1KK90R1 50 20 HDG
600 6.46 1KK90R1 60 20 HDG

750 1KK90R1 75 20 HDG
800

9,65
1KK90R1 80 20 HDG

900
10,85

1KK90R1 90 20 HDG
1000

13,47
1KK90R1 00 20 HDG

700 8,51 1KK90R1 70 20 HDG

16,38



MADE IN TURKEY

m
Cable Tray Covers H15

CODECODE
pcs

ad/pc
kg

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

KK90R2 05 15 HDG

100

50

75

125

1.11

0.65
0.87

1.35
1

1
1

1

KK90R2 07 15 HDG

KK90R2 10 15 HDG
KK90R2 12 15 HDG

150 1.60 1KK90R2 15 15 HDG

W�dth

a = b
mm

1.5mmKK90R2... H15

1.5mmKK90R4... H15

200 2.15 1KK90R2 20 15 HDG
225 2.43 1KK90R2 22 15 HDG
250 2.73 1KK90R2 25 15 HDG
300 3.35 1KK90R2 30 15 HDG
400 4.72 1KK90R2 40 15 HDG
450 5.47 1KK90R2 45 15 HDG
500 6.26 1KK90R2 50 15 HDG
600 7.96 1KK90R2 60 15 HDG
700 9.83 1KK90R2 70 15 HDG
750 10.83 1KK90R2 75 15 HDG
800 11.87 1KK90R2 80 15 HDG
900 14.07 1KK90R2 90 15 HDG

1000 16.44 1KK90R2 00 15 HDG

CODECODE
pcs

ad/pc
kg

KK90R2 05 20 HDG

1.47

0.86
1.16

1.80
1

1
1

1

KK90R2 07 20 HDG

KK90R2 10 20 HDG
KK90R2 12 20 HDG

2.14 1KK90R2 15 20 HDG

2.0mmKK90R2... H15

2.86 1KK90R2 20 20 HDG
3.24 1KK90R2 22 20 HDG
3.63 1KK90R2 25 20 HDG
4.47 1KK90R2 30 20 HDG
6.29 1KK90R2 40 20 HDG
7.29 1KK90R2 45 20 HDG
8.34 1KK90R2 50 20 HDG

10.62 1KK90R2 60 20 HDG
13.11 1KK90R2 70 20 HDG
14.44 1KK90R2 75 20 HDG
15.83 1KK90R2 80 20 HDG
18.76 1KK90R2 90 20 HDG
21.92 1KK90R2 00 20 HDG

KK90R4... H15

100

50

75

125
150

W�dth

a = b
mm

200
225
250
300
400
450
500
600
700
750
800
900

1000

Cover of 90  Hor�zontal Bend of Cable Tray Rad�us:300º
90  Kanal Yatay Dönüş Kapağı Radyus:300 - Крышка на угол горизонтальный 90º радиус:300º

125

w+5 423

4
2
3

90
°

R
 300

w
+

5

125

w+5 723

7
2
3

90
°

R
 600

w
+

5

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

KK90R2 H15 HDG

KK90R4 H15 HDG

Cover of 90 Hor�zontal Bend of Cable Tray Rad�us:600
90  Kanal Yatay Dönüş Kapağı Radyus:600 - Крышка на угол горизонтальный 90º радиус:600º

Hot-D�p Galvan�sed

Hot-D�p Galvan�sed

2.0mm

CODECODE
pcs

ad/pc
kg

KK90R4 05 15 HDG

100

50

75

125

200

1.76

1.05
1.40

2.12

3.29

1

1
1

1

1

KK90R4 07 15 HDG

KK90R4 10 15 HDG
KK90R4 12 15 HDG

KK90R4 20 15 HDG
150 2.50 1KK90R4 15 15 HDG

W�dth

a = b
mm

250 4.12 1KK90R4 25 15 HDG
225 3.70 1KK90R4 22 15 HDG

300 5.00 1KK90R4 30 15 HDG
400 6.87 1KK90R4 40 15 HDG
450 7.87 1KK90R4 45 15 HDG
500 8.90 1KK90R4 50 15 HDG
600 11.11 1KK90R4 60 15 HDG

750 1KK90R4 75 15 HDG
800

14.72
1KK90R4 80 15 HDG

900
16.01

1KK90R4 90 15 HDG
1000

18.72
1KK90R4 00 15 HDG

700 13.48 1KK90R4 70 15 HDG

21.58

CODECODE
pcs

ad/pc
kg

KK90R4 05 20 HDG

100

50

75

125

200

1

1
1

1

1

KK90R4 07 20 HDG

KK90R4 10 20 HDG
KK90R4 12 20 HDG

KK90R4 20 20 HDG
150 1KK90R4 15 20 HDG

W�dth

a = b
mm

250 1KK90R4 25 20 HDG
225 1KK90R4 22 20 HDG

300 1KK90R4 30 20 HDG
400 1KK90R4 40 20 HDG
450 1KK90R4 45 20 HDG
500 1KK90R4 50 20 HDG
600 1KK90R4 60 20 HDG

750 1KK90R4 75 20 HDG
800 1KK90R4 80 20 HDG
900 1KK90R4 90 20 HDG

1000 1KK90R4 00 20 HDG

700 1KK90R4 70 20 HDG

2.34

1.40
1.86

2.83

4.39
3.34

5.50
4.94

6.66
9.16

10.49
11.87
14.81

19.63
21.35
24.95

17.97

28.78



MADE IN TURKEY

m
Cable Tray Covers H15

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

Cover of 45  Hor�zontal Bend of Cable Trayº
45  Kanal Yatay Dönüş Kapağı - Крышка на угол горизонтальный 45ºº

1.0mmKK45... H15

1.2mmKK45... H15

b

a

Mount�ng Example

15

Hot D�p-Galvan�sed

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KK45 H15 HDG

KK45

1.5mm

KK45 05 15 HDG 50 0.11 1
KK45 07 15 HDG 75 0.16 1
KK45 10 15 HDG 100 0.22 1
KK45 12 15 HDG 125 0.29 1
KK45 15 15 HDG 150 0.37 1
KK45 20 15 HDG 200 0.56 1
KK45 22 15 HDG 225 0.66 1
KK45 25 15 HDG 250 0.78 1
KK45 30 15 HDG 300 1.04 1
KK45 40 15 HDG 400 1.68 1
KK45 45 15 HDG 450 2.06 1
KK45 50 15 HDG 500 2.47 1
KK45 60 15 HDG 600 3.41 1
KK45 70 15 HDG 700 4.49 1

KK45 80 15 HDG 800 5.73 1
KK45 90 15 HDG 900 7.11 1
KK45 00 15 HDG 1000 8.65 1

KK45 75 15 HDG 750 5.09 1

2.0mm

CODECODE
pcs

ad/pc
kg

W�dth

a = b
mm

KK45 05 12 HDG 50 0.09 1
KK45 07 12 HDG 75 0.13 1
KK45 10 12 HDG 100 0.18 1
KK45 12 12 HDG 125 0.23 1
KK45 15 12 HDG 150 0.30 1
KK45 20 12 HDG 200 0.45 1
KK45 22 12 HDG 200 0.53 1
KK45 25 12 HDG 200 0.63 1
KK45 30 12 HDG 200 0.84 1

KK45 05 20 HDG 50 0.14 1
KK45 07 20 HDG 75 0.21 1
KK45 10 20 HDG 100 0.29 1
KK45 12 20 HDG 125 0.38 1
KK45 15 20 HDG 150 0.49 1
KK45 20 20 HDG 200 0.74 1
KK45 22 20 HDG 225 0.88 1
KK45 25 20 HDG 250 1.04 1
KK45 30 20 HDG 300 1.39 1
KK45 40 20 HDG 400 2.24 1
KK45 45 20 HDG 450 2.74 1
KK45 50 20 HDG 500 3.29 1
KK45 60 20 HDG 600 4.54 1
KK45 70 20 HDG 700 5.99 1

KK45 80 20 HDG 800 7.64 1
KK45 90 20 HDG 900 9.48 1
KK45 00 20 HDG 1000 11.53 1

KK45 75 20 HDG 750 6.79 1

CODECODE
pcs

ad/pc
kg

KK45 05 10 HDG 50 0.07 1

W�dth

a = b
mm

KK45 07 10 HDG 75 0.11 1
KK45 10 10 HDG 100 0.15 1
KK45 12 10 HDG 125 0.19 1
KK45 15 10 HDG 150 0.25 1
KK45 20 10 HDG 200 0.37 1



MADE IN TURKEY

m
Cable Tray Covers H15

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

1.5mmKK45R2...  H15

Cover of 45 Hor�zontal Bend of Cable Tray Rad�us:600
45  Kanal Yatay Dönüş Kapağı Radyus:600 - Крышка на угол горизонтальный 45º радиус:600º

Cover of 45  Hor�zontal Bend of Cable Tray Rad�us:300º
45  Kanal Yatay Dönüş Kapağı Radyus:300 - Крышка на угол горизонтальный 45º радиус:300º

Hot D�p-Galvan�sed

Hot D�p-Galvan�sed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KK45R2 H15

KK45R4 H15

w
+

5
2
6

5

45°

125

R
 6

0
0

w
+

5
1
7
5

45°

125

R
 3

0
0

2.0mmKK45R2... H15

1.5mmKK45R4... H15 2.0mmKK45R4... H15

CODECODE
pcs

ad/pc
kg

KK45R4 05 15 HDG

100

50

75

125

200

1.05

0.63
0.84

1.27

1.95

1

1
1

1

1

KK45R4 07 15 HDG

KK45R4 10 15 HDG
KK45R4 12 15 HDG

KK45R4 20 15 HDG
150 1.49 1KK45R4 15 15 HDG

W�dth

a = b
mm

250 2.44 1KK45R4 25 15 HDG
225 2.19 1KK45R4 22 15 HDG

300 2.94 1KK45R4 30 15 HDG
400 4.01 1KK45R4 40 15 HDG
450 4.57 1KK45R4 45 15 HDG
500 5.16 1KK45R4 50 15 HDG
600 6.39 1KK45R4 60 15 HDG

750 1KK45R4 75 15 HDG
800

8.40
1KK45R4 80 15 HDG

900
9.11

1KK45R4 90 15 HDG
1000

10.59
1KK45R4 00 15 HDG

700 7.71 1KK45R4 70 15 HDG

12.16

CODECODE
pcs

ad/pc
kg

KK45R4 05 20 HDG

100

50

75

125

200

1

1
1

1

1

KK45R4 07 20 HDG

KK45R4 10 20 HDG
KK45R4 12 20 HDG

KK45R4 20 20 HDG
150 1KK45R4 15 20 HDG

W�dth

a = b
mm

250 1KK45R4 25 20 HDG
225 1KK45R4 22 20 HDG

300 1KK45R4 30 20 HDG
400 1KK45R4 40 20 HDG
450 1KK45R4 45 20 HDG
500 1KK45R4 50 20 HDG
600 1KK45R4 60 20 HDG

750 1KK45R4 75 20 HDG
800 1KK45R4 80 20 HDG
900 1KK45R4 90 20 HDG

1000 1KK45R4 00 20 HDG

700 1KK45R4 70 20 HDG

1.40

0.84
1.12

1.69

2.60
1.99

3.25
2.92

3.92
5.34
6.09
6.87
8.52

11.20
12.14
14.12

10.28

16.21

CODECODE
pcs

ad/pc
kg

KK45R2 05 15 HDG

100

50

75

125

0.73

0.43
0.58

0.88
1

1
1

1

KK45R2 07 15 HDG

KK45R2 10 15 HDG
KK45R2 12 15 HDG

150 0.04 1KK45R2 15 15 HDG

W�dth

a = b
mm

200 1.38 1KK45R2 20 15 HDG
225 1.56 1KK45R2 22 15 HDG
250 1.74 1KK45R2 25 15 HDG
300 2.11 1KK45R2 30 15 HDG
400 2.93 1KK45R2 40 15 HDG
450 3.37 1KK45R2 45 15 HDG
500 3.83 1KK45R2 50 15 HDG
600 4.82 1KK45R2 60 15 HDG
700 5.89 1KK45R2 70 15 HDG
750 6.45 1KK45R2 75 15 HDG
800 7.04 1KK45R2 80 15 HDG
900 8.27 1KK45R2 90 15 HDG

1000 9.59 1KK45R2 00 15 HDG

CODECODE
pcs

ad/pc
kg

KK45R2 05 20 HDG

0.97

0.58
0.77

1.80
1

1
1

1

KK45R2 07 20 HDG

KK45R2 10 20 HDG
KK45R2 12 20 HDG

2.14 1KK45R2 15 20 HDG
2.86 1KK45R2 20 20 HDG
3.24 1KK45R2 22 20 HDG
3.63 1KK45R2 25 20 HDG
4.47 1KK45R2 30 20 HDG
6.29 1KK45R2 40 20 HDG
7.29 1KK45R2 45 20 HDG
8.34 1KK45R2 50 20 HDG

10.62 1KK45R2 60 20 HDG
13.11 1KK45R2 70 20 HDG
14.44 1KK45R2 75 20 HDG
15.83 1KK45R2 80 20 HDG
18.76 1KK45R2 90 20 HDG
21.92 1KK45R2 00 20 HDG

W�dth

a = b
mm

100

50

75

125
150
200
225
250
300
400
450
500
600
700
750
800
900

1000



MADE IN TURKEY

m
Cable Tray Covers H15

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

Cover of Tee Hor�zontal Bend of Cable Tray
"T" Kanal Yatay Dönüş Kapağı - Крышка Т-отвода горизонтального

1.5mm

KKT 05 15 HDG

100

50

75

125
0.24

0.13
0.18

0.30

1

1
1

1

KKT 07 15 HDG

KKT 10 15 HDG
KKT 12 15 HDG

150 0.38 1KKT 15 15 HDG
200 0.56 1KKT 20 15 HDG
225 0.56 1KKT 22 15 HDG
250 0.56 1KKT 25 15 HDG
300 0.56 1KKT 30 15 HDG
400 0.56 1KKT 40 15 HDG
450 0.56 1KKT 45 15 HDG
500 0.56 1KKT 50 15 HDG
600 0.56 1KKT 60 15 HDG
700 0.56 1KKT 70 15 HDG
750 0.56 1KKT 75 15 HDG
800 0.56 1KKT 80 15 HDG
900 0.56 1KKT 90 15 HDG

1000 0.56 1KKT 00 15 HDG

2.0mm

1.2mmKKT... H15

KKT 05 20 HDG

0.47

0.25
0.35

0.60

1

1
1

1

KKT 07 20 HDG

KKT 10 20 HDG
KKT 12 20 HDG

0.76 1KKT 15 20 HDG
1.12 1KKT 20 20 HDG
1.33 1KKT 22 20 HDG
1.56 1KKT 25 20 HDG
2.06 1KKT 30 20 HDG
3.28 1KKT 40 20 HDG
4.00 1KKT 45 20 HDG
4.78 1KKT 50 20 HDG
6.57 1KKT 60 20 HDG
8.64 1KKT 70 20 HDG
9.78 1KKT 75 20 HDG

10.99 1KKT 80 20 HDG
13.62 1KKT 90 20 HDG
16.54 1KKT 00 20 HDG

Cover of Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Kanal Yatay Dönüş Kapağı Radyus:150 - Крышка Т-отвода горизонтального радиус:150

100

50

75

125
150
200
225
250
300
400
450
500
600
700
750
800
900

1000

1
5

a
+

5
5

b

b+110

c

a

a
+

9
5

b+5

b+185

c+5

a
+

5

Important! 

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Hot D�p-Galvan�sed

Hot D�p-Galvan�sed

KKT H15 HDG

KKTR1 H15 HDG

1
5

1.0mmKKT... H15

1.5mmKKTR1... H15 2.0mmKKTR1... H15

CODECODE
pcs

ad/pc
kg

KKT 05 10 HDG

100

50

75

125
0.24

0.13
0.18

0.30

1

1
1

1

KKT 07 10 HDG

KKT 10 10 HDG
KKT 12 10 HDG

150 0.38 1KKT 15 10 HDG

W�dth

a = b
mm

200 0.56 1KKT 20 10 HDG

CODECODE
pcs

ad/pc
kg

KKT 05 12 HDG

100

50

75

125
0.28

0.15
0.21

0.36

1

1
1

1

KKT 07 12 HDG

KKT 10 12 HDG
KKT 12 12 HDG

150 0.46 1KKT 15 12 HDG

W�dth

a = b
mm

200 0.68 1KKT 20 12 HDG
225 0.80 1KKT 22 12 HDG
250 0.94 1KKT 25 12 HDG
300 1.24 1KKT 30 12 HDG

CODECODE
pcs

ad/pc
kg

W�dth

a = b
mm

KKTR1 05 15 HDG

100

50

75

125
0.60

0.37
0.48

0.74

1

1
1

1

KKTR1 07 15 HDG

KKTR1 10 15 HDG
KKTR1 12 15 HDG

150 0.88 1KKTR1 15 15 HDG
200 1.22 1KKTR1 20 15 HDG
225 1.40 1KKTR1 22 15 HDG
250 1.60 1KKTR1 25 15 HDG
300 2.04 1KKTR1 30 15 HDG
400 3.08 1KKTR1 40 15 HDG
450 3.68 1KKTR1 45 15 HDG
500 4.33 1KKTR1 50 15 HDG
600 5.80 1KKTR1 60 15 HDG
700 7.47 1KKTR1 70 15 HDG
750 8.39 1KKTR1 75 15 HDG
800 9.36 1KKTR1 80 15 HDG
900 11.45 1KKTR1 90 15 HDG

1000 13.77 1KKTR1 00 15 HDG

CODECODE
pcs

ad/pc
kg

W�dth

a = b
mm

KKTR1 05 20 HDG

100

50

75

125
0.80

0.50
0.64

0.98

1

1
1

1

KKTR1 07 20 HDG

KKTR1 10 20 HDG
KKTR1 12 20 HDG

150 1.17 1KKTR1 15 20 HDG
200 1.62 1KKTR1 20 20 HDG
225 1.87 1KKTR1 22 20 HDG
250 2.14 1KKTR1 25 20 HDG
300 2.72 1KKTR1 30 20 HDG
400 4.11 1KKTR1 40 20 HDG
450 4.91 1KKTR1 45 20 HDG
500 5.78 1KKTR1 50 20 HDG
600 7.73 1KKTR1 60 20 HDG
700 9.96 1KKTR1 70 20 HDG
750 11.18 1KKTR1 75 20 HDG
800 12.47 1KKTR1 80 20 HDG
900 15.27 1KKTR1 90 20 HDG

1000 18.35 1KKTR1 00 20 HDG



MADE IN TURKEY

m
Cable Tray Covers H15

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

Cover of Tee Hor�zontal Bend of Cable Tray Rad�us:300
"T" Kanal Yatay Dönüş Kapağı Radyus:300 - Крышка Т-отвода горизонтального радиус:300

Cover of Tee Hor�zontal Bend of Cable Tray Rad�us:600
"T" Kanal Yatay Dönüş Kapağı Radyus:600 - Крышка Т-отвода горизонтального радиус:600

2.0mmKKTR2... H15

2.0mmKKTR4... H15

Hot D�p-Galvan�sed

Hot D�p-Galvan�sed

Important! 

For fix�ng cable tray cover bend sect�ons use 6 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 6 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKTR2 H15 HDG

KKTR4 H15 HDG

w+5

1
2
5

9
0
°

R 300

w
+

5
4
2
5

425

w+5

1
2
5

9
0
°

R 600

w
+

5
7
2
5

725

1.5mmKKTR2... H15

1.5mmKKTR4... H15

CODECODE
pcs

ad/pc
kg

KKTR2 05 15 HDG

100

50

75

125
2.69

1.93
2.31

3.10

1

1
1

1

KKTR2 07 15 HDG

KKTR2 10 15 HDG
KKTR2 12 15 HDG

150 3.51 1KKTR2 15 15 HDG

W�dth

a = b
mm

200 4.39 1KKTR2 20 15 HDG
200 4.84 1KKTR2 22 15 HDG
200 5.31 1KKTR2 25 15 HDG
300 6.29 1KKTR2 30 15 HDG
400 8.40 1KKTR2 40 15 HDG
450 9.54 1KKTR2 45 15 HDG
500 10.73 1KKTR2 50 15 HDG
600 13.27 1KKTR2 60 15 HDG
700 1KKTR2 70 15 HDG
750

16.02
1KKTR2 75 15 HDG

800
17.47

1KKTR2 80 15 HDG
900

18.98
1KKTR2 90 15 HDG

1000
22.15

1KKTR2 00 15 HDG

CODECODE
pcs

ad/pc
kg

KKTR2 05 20 HDG

100

50

75

125
3.59

2.57
3.07

4.13

1

1
1

1

KKTR2 07 20 HDG

KKTR2 10 20 HDG
KKTR2 12 20 HDG

150 4.68 1KKTR2 15 20 HDG

W�dth

a = b
mm

200 5.85 1KKTR2 20 20 HDG
200 6.45 1KKTR2 22 20 HDG
200 7.08 1KKTR2 25 20 HDG
300 8.38 1KKTR2 30 20 HDG
400 11.20 1KKTR2 40 20 HDG
450 12.72 1KKTR2 45 20 HDG
500 14.30 1KKTR2 50 20 HDG
600 17.69 1KKTR2 60 20 HDG
700 21.35 1KKTR2 70 20 HDG
750 23.29 1KKTR2 75 20 HDG
800 1KKTR2 80 20 HDG
900

25.30
1KKTR2 90 20 HDG

1000

29.53
1KKTR2 00 20 HDG 34.0525.54

CODECODE
pcs

ad/pc
kg

KKTR4 05 15 HDG

100

50

75

125
5.50

4.26
4.87

6.14

1

1
1

1

KKTR4 07 15 HDG

KKTR4 10 15 HDG
KKTR4 12 15 HDG

150 6.79 1KKTR4 15 15 HDG

W�dth

a = b
mm

200 8.14 1KKTR4 20 15 HDG
200 8.84 1KKTR4 22 15 HDG
200 9.54 1KKTR4 25 15 HDG
300 11.00 1KKTR4 30 15 HDG
400 14.07 1KKTR4 40 15 HDG
450 15.68 1KKTR4 45 15 HDG
500 17.35 1KKTR4 50 15 HDG
600 20.84 1KKTR4 60 15 HDG
700 24.54 1KKTR4 70 15 HDG
750 26.47 1KKTR4 75 15 HDG
800 28.46 1KKTR4 80 15 HDG
900 32.59 1KKTR4 90 15 HDG

1000 36.92 1KKTR4 00 15 HDG

CODECODE
pcs

ad/pc
kg

KKTR4 05 20 HDG

100

50

75

125
7.33

5.67
6.49

8.18

1

1
1

1

KKTR4 07 20 HDG

KKTR4 10 20 HDG
KKTR4 12 20 HDG

150 9.06 1KKTR4 15 20 HDG

W�dth

a = b
mm

200 10.85 1KKTR4 20 20 HDG
200 11.78 1KKTR4 22 20 HDG
200 12.72 1KKTR4 25 20 HDG
300 14.66 1KKTR4 30 20 HDG
400 18.75 1KKTR4 40 20 HDG
450 20.90 1KKTR4 45 20 HDG
500 23.13 1KKTR4 50 20 HDG
600 27.78 1KKTR4 60 20 HDG
700 32.72 1KKTR4 70 20 HDG
750 35.30 1KKTR4 75 20 HDG
800 37.94 1KKTR4 80 20 HDG
900 43.45 1KKTR4 90 20 HDG

1000 49.23 1KKTR4 00 20 HDG



MADE IN TURKEY

m
Cable Tray Covers H15

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

Cover of Cross Bend of Cable Tray
Dörtlü Kanal Dönüş Kapağı - Крышка Крестовины

Cover of Tee Hor�zontal Bend of Cable Tray Rad�us:150
"T" Kanal Yatay Dönüş Kapağı Radyus:150 - Крышка Крестовины радиус:150

2.0mmKKDR1... H15

2.0mm

1.5mmKKD... H15

1.5mm

1.5mmKKD... H15

c
+
11

0

d

b+110

a

b

 c

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Hot D�p-Galvan�sed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.Hot D�p-Galvan�sed

c
+
1

8
5

d+5

b+185

a
+

5

b+5

 c
+

5

KKD H15 HDG

KKDR1 H15 HDG

1.5mmKKDR1... H15

CODECODE
pcs

ad/pc
kg

100

50

75

125
0.82

0.55
0.68

0.97

1

1
1

1

150 1.14 1

W�dth

a = b = c = d
mm

200 1.51 1

200 1.72 1

200 1.94 1

300 2.41 1

400 3.53 1

450 4.17 1

500 4.86 1

600 6.40 1

700 8.15 1

750 9.11 1

800 10.12 1

900 12.29 1

1000 14.68 1

CODECODE
pcs

ad/pc
kg

100

50

75

125
1.09

0.73
0.90

1.29

1

1
1

1

150 1.51 1

W�dth

a = b
mm

200 2.01 1

200 2.29 1

200 2.58 1

300 3.22 1

400 4.71 1

450 5.56 1

500 6.48 1

600 8.53 1

700 10.87 1

750 12.14 1

800 13.49 1

900 16.39 1

1000 19.57 1

KKDR1 05 15 HDG

KKDR1 07 15 HDG

KKDR1 10 15 HDG
KKDR1 12 15 HDG
KKDR1 15 15 HDG
KKDR1 20 15 HDG
KKDR1 22 15 HDG
KKDR1 25 15 HDG
KKDR1 30 15 HDG
KKDR1 40 15 HDG
KKDR1 45 15 HDG
KKDR1 50 15 HDG
KKDR1 60 15 HDG
KKDR1 70 15 HDG
KKDR1 75 15 HDG
KKDR1 80 15 HDG
KKDR1 90 15 HDG
KKDR1 00 15 HDG

KKDR1 05 20 HDG

KKDR1 07 20 HDG

KKDR1 10 20 HDG
KKDR1 12 20 HDG
KKDR1 15 20 HDG
KKDR1 20 20 HDG
KKDR1 22 20 HDG
KKDR1 25 20 HDG
KKDR1 30 20 HDG
KKDR1 40 20 HDG
KKDR1 45 20 HDG
KKDR1 50 20 HDG
KKDR1 60 20 HDG
KKDR1 70 20 HDG
KKDR1 75 20 HDG
KKDR1 80 20 HDG
KKDR1 90 20 HDG
KKDR1 00 20 HDG

KKD 05 12 HDG

100

50

75

125

0.34

0.19
0.26

0.43

1

1
1

1

KKD 07 12 HDG

KKD 10 12 HDG
KKD 12 12 HDG

150 0.53 1KKD 15 12 HDG
200 0.76 1KKD 20 12 HDG
225 0.89 1KKD 22 12 HDG
250 1.04 1KKD 25 12 HDG
300 1.35 1KKD 30 12 HDG

CODECODE
pcs

ad/pc
kg

KKD 05 10 HDG

100

50

75

125

0.28

0.16
0.22

0.36

1

1
1

1

KKD 07 10 HDG

KKD 10 10 HDG
KKD 12 10 HDG

150 0.44 1KKD 15 10 HDG

W�dth

mm

200 0.64 1KKD 20 10 HDG

a = b = c = d

CODECODE
pcs

ad/pc
kg

W�dth

a = b = c
mm

KKD 05 15 HDG

100

50

75

125

0.42

0.24
0.33

0.54

1

1
1

1

KKD 07 15 HDG

KKD 10 15 HDG
KKD 12 15 HDG

150 0.66 1KKD 15 15 HDG
200 0.95 1KKD 20 15 HDG
225 1.12 1KKD 22 15 HDG
250 1.30 1KKD 25 15 HDG
300 1.69 1KKD 30 15 HDG
400 2.64 1KKD 40 15 HDG
450 3.20 1KKD 45 15 HDG
500 3.81 1KKD 50 15 HDG
600 5.18 1KKD 60 15 HDG
700 6.77 1KKD 70 15 HDG
750 7.64 1KKD 75 15 HDG
800 8.57 1KKD 80 15 HDG
900 10.58 1KKD 90 15 HDG

1000 12.80 1KKD 00 15 HDG

KKD 05 20 HDG

100

50

75

125

0.56

0.32
0.43

0.71

1

1
1

1

KKD 07 20 HDG

KKD 10 20 HDG
KKD 12 20 HDG

150 0.88 1KKD 15 20 HDG
200 1.27 1KKD 20 20 HDG
225 1.49 1KKD 22 20 HDG
250 1.73 1KKD 25 20 HDG
300 2.25 1KKD 30 20 HDG
400 3.52 1KKD 40 20 HDG
450 4.26 1KKD 45 20 HDG
500 5.07 1KKD 50 20 HDG
600 6.91 1KKD 60 20 HDG
700 9.03 1KKD 70 20 HDG
750 10.19 1KKD 75 20 HDG
800 11.42 1KKD 80 20 HDG
900 14.11 1KKD 90 20 HDG

1000 17.07 1KKD 00 20 HDG



MADE IN TURKEY

m

Hot-D�p Galvan�zed

Hot-D�p Galvan�zed

Cover of Cross Bend of Tray Ra�dus:300
Dörtlü Kanal Dönüş Kapağı Radyus:300 - Крышка Крестовины радиус:300

KADR2 H15 HDG

KADR4 H15 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cover of Cross Bend of Tray Ra�dus:600
Dörtlü Kanal Dönüş Kapağı Radyus:600 - Крышка Крестовины радиус:600

w+5

1
2

5

w
+

5
4

2
5

425

9
0
°

R 300

w+5

1
2

5

w
+

5
7

2
5

725

9
0
°

R 600

Cable Tray Covers H15

Important! 

For fix�ng cable tray cover bend sect�ons use 8 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 8 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

2.0mmKKDR2... H151.5mmKKDR2... H15
Width

a=b=c=d
mm ad/pc

kg
pcs

CODE
Width

a=b=c=d
mm ad/pc

kg
pcs

CODE

KKDR2 05 15 HDG
KKDR2 07 15 HDG

50
75

3,00
3,48

1
1
1

KKDR2 10 15 HDG 100
125
150
200
225
250

3,98

4,49
5,01
6,10
6,66
7,23

1

1
1
1
1
1

300

400
450
500
600
700

8,43

10,97
12,32
13,73
16,69
19,87

1

1
1
1
1
1

750 21,54 1
800 23,26 1
900 26,87 1

KKDR2 15 15 HDG
KKDR2 20 15 HDG
KKDR2 22 15 HDG
KKDR2 25 15 HDG
KKDR2 30 15 HDG

KKDR2 40 15 HDG
KKDR2 45 15 HDG
KKDR2 50 15 HDG
KKDR2 60 15 HDG
KKDR2 70 15 HDG
KKDR2 75 15 HDG
KKDR2 80 15 HDG
KKDR2 90 15 HDG

KKDR2 12 15 HDG

1000 30,68 1KKDR2 00 15 HDG

mm

KKDR2 05 20 HDG
KKDR2 07 20 HDG

50
75

3,99
4,64

1
1
1

KKDR2 10 20 HDG 100
125
150
200
225
250

5,30

5,98
6,68
8,13
8,88
9,64

1

1
1
1
1
1

300

400
450
500
600
700

11,23

14,62
16,43
18,30
22,26
26,49

1

1
1
1
1
1

750 28,72 1
800 31,02 1
900 35,82 1

KKDR2 15 20 HDG
KKDR2 20 20 HDG
KKDR2 22 20 HDG
KKDR2 25 20 HDG
KKDR2 30 20 HDG
KKDR2 40 20 HDG

KKDR2 45 20 HDG
KKDR2 50 20 HDG
KKDR2 60 20 HDG
KKDR2 70 20 HDG
KKDR2 75 20 HDG
KKDR2 80 20 HDG
KKDR2 90 20 HDG

KKDR2 12 20 HDG

1000 40,91 1KKDR2 00 20 HDG

2.0mmKKDR4... H151.5mmKKDR4... H15
Width

a=b=c=d
mm ad/pc

kg
pcs

CODE
Width

a=b=c=d
mm ad/pc

kg
pcs

CODE

KKDR4 05 15 HDG
KKDR4 07 15 HDG

50
75

7,07
7,88

1
1
1

KKDR4 10 15 HDG 100
125
150
200
225
250

8,69

9,52
10,36
12,08
12,96
13,86

1

1
1
1
1
1

300

400
450
500
600
700

15,69

19,50
21,49
23,53
27,77
32,32

1

1
1
1
1
1

750 34,52 1
800 36,88 1
900 41,76 1

KKDR4 15 15 HDG
KKDR4 20 15 HDG
KKDR4 22 15 HDG
KKDR4 25 15 HDG
KKDR4 30 15 HDG

KKDR4 40 15 HDG
KKDR4 45 15 HDG
KKDR4 50 15 HDG
KKDR4 60 15 HDG
KKDR4 70 15 HDG
KKDR4 75 15 HDG
KKDR4 80 15 HDG
KKDR4 90 15 HDG

KKDR4 12 15 HDG

1000 46,84 1KKDR4 00 15 HDG

mm

KKDR2 05 20 HDG
KKDR2 07 20 HDG

50
75

9,43
10,05

1
1
1

KKDR2 10 20 HDG 100
125
150
200
225
250

11,59

12,69
13,81
16,11
17,28
18,47

1

1
1
1
1
1

300

400
450
500
600
700

20,91
26,00
28,65
31,37
37,02
42,95

1

1
1
1
1
1

750 46,03 1
800 49,17 1
900 55,67 1

KKDR2 15 20 HDG
KKDR2 20 20 HDG
KKDR2 22 20 HDG
KKDR2 25 20 HDG
KKDR2 30 20 HDG
KKDR2 40 20 HDG

KKDR2 45 20 HDG
KKDR2 50 20 HDG
KKDR2 60 20 HDG
KKDR2 70 20 HDG
KKDR2 75 20 HDG
KKDR2 80 20 HDG
KKDR2 90 20 HDG

KKDR2 12 20 HDG

1000 62,45 1KKDR2 00 20 HDG



Hot-D�p Galvan�zed

MADE IN TURKEY

m
Cover of Add on Tee Hor�zontal Bend
T Yatay Kanal Dönüş Eki Kapağı - Крышка Т-отвода горизонтального врезного

APPLICATIONS

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Mount�ng Example

w+8

KKTE H15 HDG

15

MADE IN TURKEY

m
Cable Tray Covers H15

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKTE H15 HDG

2.0mm

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE
mm

pcs

1
1
1

1
1
1
1
1
1
1
1

1

90
90

90

90

90
90

90
90
90

90

90

400
300

450

150

100
125

200
225
250

500

600

2.0mm

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE
mm

pcs

1
1
1

1
1
1
1
1
1
1
1

1

400
300

450

150

100
125

200
225
250

500

600

KKTER1 40 20 HDG
KKTER1 30 20 HDG

KATER1 45 20 HDG

KKTER1 15 20 HDG

KKTER1 10 20 HDG
KKTER1 12 20 HDG

KKTER1 20 20 HDG

KKTER1 22 20 HDG
KKTER1 25 20 HDG

KKTER1 50 20 HDG

KATER1 60 20 HDG

150
150

150

150

150
150

150

150
150

150

150

1.5mm

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE
mm

pcs

KKTE... H15

1
1
1

1
1
1
1
1
1
1
1

1

KKTE 10 15 HDG
KKTE 12 15 HDG
KKTE 15 15 HDG
KKTE 20 15 HDG
KKTE 22 15 HDG
KKTE 25 15 HDG
KKTE 30 15 HDG
KKTE 40 15 HDG
KKTE 45 15 HDG
KKTE 50 15 HDG

KKTE 60 15 HDG

0,27
0,21

0.29

0.14

0.11
0.12

0,16
0,17
0,19

0.32

0.37

90
90

90

90

90
90

90
90
90

90

90

400
300

450

150

100
125

200
225
250

500

600

1.5mm

Width

a
mm

CODE
Rad�us

R
ad/pc

kgCODE
mm

pcs

1
1
1

1
1
1
1
1
1
1
1

1

400
300

450

150

100
125

200
225
250

500

600

KKTER1... H15

KKTER1 40 15 HDG
KKTER1 30 15 HDG

KATER1 45 15 HDG

KKTER1 15 15 HDG

KKTER1 10 15 HDG
KKTER1 12 15 HDG

KKTER1 20 15 HDG

KKTER1 22 15 HDG
KKTER1 25 15 HDG

KKTER1 50 15 HDG

KATER1 60 15 HDG

150
150

150

150

150
150

150

150
150

150

150

0.55
0.45

0.59

0.31

0.26
0.29

0.36

0.38
0.40

0.64
0.73

KKTE 10 20 HDG
KKTE 12 20 HDG
KKTE 15 20 HDG

KKTE 20 20 HDG
KKTE 22 20 HDG
KKTE 25 20 HDG
KKTE 30 20 HDG
KKTE 40 20 HDG
KKTE 45 20 HDG

KKTE 50 20 HDG

KKTE 60 20 HDG

0.18

0.14
0.16

0,28
0,25

0,35

0.21
0.23

0,39
0,42

0,49

0,73
0,60

0,79

0,41

0,35
0,38

0,48
0,51
0,54

0,85
0,98



Hot-D�p Galvan�zed

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

MADE IN TURKEY

m
Cover of M�ddle Reucer Bend of Cable Tray
Kanal Ortadan Redüksiyon Kapağı - Крышка редукционного переходника, симметричного 

MADE IN TURKEY

m
Cable Tray Covers H15

W1: 400-600 (L:300)

W1: 700-1000 (L:500)

W1 L,length

100 200

150 200

200 200

300 200

400 300

450 300

500 300

600 300

RKOS H15 HDG

Mount�ng Example

15

W2+5

W1+5

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

RKOS

1.5mmRKOS... H15 2.0mmRKOS... H15

RKOS 10.05 15 HDG
RKOS 15.10 15 HDG
RKOS 15.05 15 HDG
RKOS 20.15 15 HDG
RKOS 20.10 15 HDG
RKOS 20.05 15 HDG
RKOS 25.20 15 HDG
RKOS 25.15 15 HDG
RKOS 25.10 15 HDG
RKOS 25.05 15 HDG
RKOS 30.25 15 HDG
RKOS 30.20 15 HDG
RKOS 30.15 15 HDG
RKOS 30.10 15 HDG
RKOS 30.05 15 HDG
RKOS 40.30 15 HDG
RKOS 40.25 15 HDG
RKOS 40.20 15 HDG
RKOS 40.15 15 HDG
RKOS 40.10 15 HDG
RKOS 40.05 15 HDG
RKOS 45.40 15 HDG
RKOS 45.30 15 HDG
RKOS 45.25 15 HDG
RKOS 45.20 15 HDG
RKOS 45.15 15 HDG
RKOS 45.10 15 HDG
RKOS 45.05 15 HDG
RKOS 50.45 15 HDG
RKOS 50.40 15 HDG
RKOS 50.30 15 HDG
RKOS 50.25 15 HDG
RKOS 50.20 15 HDG
RKOS 50.15 15 HDG
RKOS 50.10 15 HDG
RKOS 50.05 15 HDG
RKOS 60.50 15 HDG
RKOS 60.45 15 HDG
RKOS 60.40 15 HDG
RKOS 60.30 15 HDG
RKOS 60.25 15 HDG
RKOS 60.20 15 HDG
RKOS 60.15 15 HDG
RKOS 60.10 15 HDG
RKOS 60.05 15 HDG

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

CODE
mm

CODE
pcs

W2

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

W1
mm
W1

ad/pc 
0,73
0,89
0,89
1,05
1,05
1,05
1,21
1,21
1,21
1,21
1,36
1,36
1,36
1,36
1,36
2,20
2,20
2,20
2,20
2,20
2,20
2,70
2,70
2,70
2,70
2,70
2,70
2,70
3,25
3,25
3,25
3,25
3,25
3,25
3,25
3,25
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52

kg

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

CODE
mm

CODE
pcs

W2

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

W1
mm
W1

ad/pc 
kg

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

0,97
1,18
1,18
1,39
1,39
1,39
1,61
1,61
1,61
1,61
1,82
1,82
1,82
1,82
1,82
2,94

2,94
2,94
2,94
2,94
2,94
3,60
3,60
3,60
3,60
3,60
3,60
3,60
4,34
4,34
4,34
4,34
4,34
4,34
4,34
4,34
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02

RKOS 10.05 20 HDG
RKOS 15.10 20 HDG
RKOS 15.05 20 HDG
RKOS 20.15 20 HDG
RKOS 20.10 20 HDG
RKOS 20.05 20 HDG
RKOS 25.20 20 HDG
RKOS 25.15 20 HDG
RKOS 25.10 20 HDG
RKOS 25.05 20 HDG
RKOS 30.25 20 HDG
RKOS 30.20 20 HDG
RKOS 30.15 20 HDG
RKOS 30.10 20 HDG
RKOS 30.05 20 HDG
RKOS 40.30 20 HDG
RKOS 40.25 20 HDG
RKOS 40.20 20 HDG
RKOS 40.15 20 HDG
RKOS 40.10 20 HDG
RKOS 40.05 20 HDG
RKOS 45.40 20 HDG
RKOS 45.30 20 HDG
RKOS 45.25 20 HDG
RKOS 45.20 20 HDG
RKOS 45.15 20 HDG
RKOS 45.10 20 HDG
RKOS 45.05 20 HDG
RKOS 50.45 20 HDG
RKOS 50.40 20 HDG
RKOS 50.30 20 HDG
RKOS 50.25 20 HDG
RKOS 50.20 20 HDG
RKOS 50.15 20 HDG
RKOS 50.10 20 HDG
RKOS 50.05 20 HDG
RKOS 60.50 20 HDG
RKOS 60.45 20 HDG
RKOS 60.40 20 HDG
RKOS 60.30 20 HDG
RKOS 60.25 20 HDG
RKOS 60.20 20 HDG
RKOS 60.15 20 HDG
RKOS 60.10 20 HDG
RKOS 60.05 20 HDG



Cover of Left Reducer Bend of Cable Tray
Kanal Soldan Redüksiyon Kapağı - Крышка редукционного переходника, левостороннего

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

RKLS H15 HDG

Hot-D�p Galvan�zed

Mount�ng Example

RKLS

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

W1+5

W2+5

15

1.5mmRKLS... H15 2.0mmRKLS... H15

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

CODE
mm

CODE
pcs

W2

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

W1
mm
W1

ad/pc 
0,73
0,89
0,89
1,05
1,05
1,05
1,21
1,21
1,21
1,21
1,36
1,36
1,36
1,36
1,36
2,20
2,20
2,20
2,20
2,20
2,20
2,70
2,70
2,70
2,70
2,70
2,70
2,70
3,25
3,25
3,25
3,25
3,25
3,25
3,25
3,25
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52

kg

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

CODE
mm

CODE
pcs

W2

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

W1
mm
W1

ad/pc 
kg

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

0,97
1,18
1,18
1,39
1,39
1,39
1,61
1,61
1,61
1,61
1,82
1,82
1,82
1,82
1,82
2,94

2,94
2,94
2,94
2,94
2,94
3,60
3,60
3,60
3,60
3,60
3,60
3,60
4,34
4,34
4,34
4,34
4,34
4,34
4,34
4,34
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02

RKLS 10.05 15 HDG
RKLS 15.10 15 HDG
RKLS 15.05 15 HDG
RKLS 20.15 15 HDG
RKLS 20.10 15 HDG
RKLS 20.05 15 HDG
RKLS 25.20 15 HDG
RKLS 25.15 15 HDG
RKLS 25.10 15 HDG
RKLS 25.05 15 HDG
RKLS 30.25 15 HDG
RKLS 30.20 15 HDG
RKLS 30.15 15 HDG
RKLS 30.10 15 HDG
RKLS 30.05 15 HDG
RKLS 40.30 15 HDG
RKLS 40.25 15 HDG
RKLS 40.20 15 HDG
RKLS 40.15 15 HDG
RKLS 40.10 15 HDG
RKLS 40.05 15 HDG
RKLS 45.40 15 HDG
RKLS 45.30 15 HDG
RKLS 45.25 15 HDG
RKLS 45.20 15 HDG
RKLS 45.15 15 HDG
RKLS 45.10 15 HDG
RKLS 45.05 15 HDG
RKLS 50.45 15 HDG
RKLS 50.40 15 HDG
RKLS 50.30 15 HDG
RKLS 50.25 15 HDG
RKLS 50.20 15 HDG
RKLS 50.15 15 HDG
RKLS 50.10 15 HDG
RKLS 50.05 15 HDG
RKLS 60.50 15 HDG
RKLS 60.45 15 HDG
RKLS 60.40 15 HDG
RKLS 60.30 15 HDG
RKLS 60.25 15 HDG
RKLS 60.20 15 HDG
RKLS 60.15 15 HDG
RKLS 60.10 15 HDG
RKLS 60.05 15 HDG

RKLS 10.05 20 HDG
RKLS 15.10 20 HDG
RKLS 15.05 20 HDG
RKLS 20.15 20 HDG
RKLS 20.10 20 HDG
RKLS 20.05 20 HDG
RKLS 25.20 20 HDG
RKLS 25.15 20 HDG
RKLS 25.10 20 HDG
RKLS 25.05 20 HDG
RKLS 30.25 20 HDG
RKLS 30.20 20 HDG
RKLS 30.15 20 HDG
RKLS 30.10 20 HDG
RKLS 30.05 20 HDG
RKLS 40.30 20 HDG
RKLS 40.25 20 HDG
RKLS 40.20 20 HDG
RKLS 40.15 20 HDG
RKLS 40.10 20 HDG
RKLS 40.05 20 HDG
RKLS 45.40 20 HDG
RKLS 45.30 20 HDG
RKLS 45.25 20 HDG
RKLS 45.20 20 HDG
RKLS 45.15 20 HDG
RKLS 45.10 20 HDG
RKLS 45.05 20 HDG
RKLS 50.45 20 HDG
RKLS 50.40 20 HDG
RKLS 50.30 20 HDG
RKLS 50.25 20 HDG
RKLS 50.20 20 HDG
RKLS 50.15 20 HDG
RKLS 50.10 20 HDG
RKLS 50.05 20 HDG
RKLS 60.50 20 HDG
RKLS 60.45 20 HDG
RKLS 60.40 20 HDG
RKLS 60.30 20 HDG
RKLS 60.25 20 HDG
RKLS 60.20 20 HDG
RKLS 60.15 20 HDG
RKLS 60.10 20 HDG
RKLS 60.05 20 HDG

90°



Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Mount�ng Example

Hot-D�p Galvan�zed

Cover of Left Reducer Bend of Cable Tray
Kanal Sağdan Redüksiyon Kapağı - Крышка редукционного переходника, правостороннего

RKGS H15 HDG

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

RKGS

15

W1+5

W2+5

1.5mmRKGS... H15

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

0,73
0,89
0,89
1,05
1,05
1,05
1,21
1,21
1,21
1,21
1,36
1,36
1,36
1,36
1,36
2,20
2,20
2,20
2,20
2,20
2,20
2,70
2,70
2,70
2,70
2,70
2,70
2,70
3,25
3,25
3,25
3,25
3,25
3,25
3,25
3,25
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52
4,52

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

2.0mmRKGS... H15

50
100
50

150
100
50
200
150
100
50
250
200
150
100
50
300
250
200
150
100
50
400
300
250
200
150
100
50
450
400
300
250
200
150
100
50
500
450
400
300
250
200
150
100
50

100
150
150
200
200
200
250
250
250
250
300
300
300
300
300
400
400
400
400
400
400
450
450
450
450
450
450
450
500
500
500
500
500
500
500
500
600
600
600
600
600
600
600
600
600

1

1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1

1

1
1
1
1
1
1

1
1
1  
1  

0,97
1,18
1,18
1,39
1,39
1,39
1,61
1,61
1,61
1,61
1,82
1,82
1,82
1,82
1,82
2,94

2,94
2,94
2,94
2,94
2,94
3,60
3,60
3,60
3,60
3,60
3,60
3,60
4,34
4,34
4,34
4,34
4,34
4,34
4,34
4,34
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02
6,02

RKGS 10.05 15 HDG
RKGS 15.10 15 HDG
RKGS 15.05 15 HDG
RKGS 20.15 15 HDG
RKGS 20.10 15 HDG
RKGS 20.05 15 HDG
RKGS 25.20 15 HDG
RKGS 25.15 15 HDG
RKGS 25.10 15 HDG
RKGS 25.05 15 HDG
RKGS 30.25 15 HDG
RKGS 30.20 15 HDG
RKGS 30.15 15 HDG
RKGS 30.10 15 HDG
RKGS 30.05 15 HDG
RKGS 40.30 15 HDG
RKGS 40.25 15 HDG
RKGS 40.20 15 HDG
RKGS 40.15 15 HDG
RKGS 40.10 15 HDG
RKGS 40.05 15 HDG
RKGS 45.40 15 HDG
RKGS 45.30 15 HDG
RKGS 45.25 15 HDG
RKGS 45.20 15 HDG
RKGS 45.15 15 HDG
RKGS 45.10 15 HDG
RKGS 45.05 15 HDG
RKGS 50.45 15 HDG
RKGS 50.40 15 HDG
RKGS 50.30 15 HDG
RKGS 50.25 15 HDG
RKGS 50.20 15 HDG
RKGS 50.15 15 HDG
RKGS 50.10 15 HDG
RKGS 50.05 15 HDG
RKGS 60.50 15 HDG
RKGS 60.45 15 HDG
RKGS 60.40 15 HDG
RKGS 60.30 15 HDG
RKGS 60.25 15 HDG
RKGS 60.20 15 HDG
RKGS 60.15 15 HDG
RKGS 60.10 15 HDG
RKGS 60.05 15 HDG

RKGS 10.05 20 HDG
RKGS 15.10 20 HDG
RKGS 15.05 20 HDG
RKGS 20.15 20 HDG
RKGS 20.10 20 HDG
RKGS 20.05 20 HDG
RKGS 25.20 20 HDG
RKGS 25.15 20 HDG
RKGS 25.10 20 HDG
RKGS 25.05 20 HDG
RKGS 30.25 20 HDG
RKGS 30.20 20 HDG
RKGS 30.15 20 HDG
RKGS 30.10 20 HDG
RKGS 30.05 20 HDG
RKGS 40.30 20 HDG
RKGS 40.25 20 HDG
RKGS 40.20 20 HDG
RKGS 40.15 20 HDG
RKGS 40.10 20 HDG
RKGS 40.05 20 HDG
RKGS 45.40 20 HDG
RKGS 45.30 20 HDG
RKGS 45.25 20 HDG
RKGS 45.20 20 HDG
RKGS 45.15 20 HDG
RKGS 45.10 20 HDG
RKGS 45.05 20 HDG
RKGS 50.45 20 HDG
RKGS 50.40 20 HDG
RKGS 50.30 20 HDG
RKGS 50.25 20 HDG
RKGS 50.20 20 HDG
RKGS 50.15 20 HDG
RKGS 50.10 20 HDG
RKGS 50.05 20 HDG
RKGS 60.50 20 HDG
RKGS 60.45 20 HDG
RKGS 60.40 20 HDG
RKGS 60.30 20 HDG
RKGS 60.25 20 HDG
RKGS 60.20 20 HDG
RKGS 60.15 20 HDG
RKGS 60.10 20 HDG
RKGS 60.05 20 HDG

CODE
mm

CODE
pcs

W2W1
mm
W1

ad/pc 
kg CODE

mm
CODE

pcs
W2W1

mm
W1

ad/pc 
kg

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

90°



Cover of Vert�cal Outs�de Bend of Cable Tray
Dikey Kanal Dış Bükey Kapağı - Крышка арки гибкой внешней

KKDB H15 HDG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KKDB and KKIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

Cover of Vert�cal Ins�de Bend of Cable Tray
Dikey Kanal Iç Bükey Kapağı - Крышка арки гибкой внутренней

1.5mm

KKDB 10 15 HDG

KKDB 05 15 HDG
KKDB 07 15 HDG

KKDB 12 15 HDG
KKDB 15 15 HDG
KKDB 20 15 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,87

0,54
0,71

1,04

1,20
1,53

KKDB 22 15 HDG 225 11,70
KKDB 25 15 HDG 250 11,87
KKDB 30 15 HDG 300 12,19
KKDB 40 15 HDG 400 12,86
KKDB 45 15 HDG 450 13,19
KKDB 50 15 HDG 500 13,52
KKDB 60 15 HDG 600 14,18
KKDB 70 15 HDG 700 15,81

KKDB 80 15 HDG 800 16,60
KKDB 90 15 HDG 900 17,40
KKDB 00 15 HDG 1000 18,19

2.0mm

KKDB 75 15 HDG 750 16,21

KKDB 10 20 HDG

KKDB 05 20 HDG
KKDB 07 20 HDG

KKDB 12 20 HDG
KKDB 15 20 HDG
KKDB 20 20 HDG

100

50
75

125
150
200

1
1
1
1
1
1

1,16

0,72
0,94

1,38

1,60
2,04

KKDB 22 20 HDG 225 12,26
KKDB 25 20 HDG 250 12,48
KKDB 30 20 HDG 300 12,92
KKDB 40 20 HDG 400 13,80
KKDB 45 20 HDG 450 14,24
KKDB 50 20 HDG 500 14,69
KKDB 60 20 HDG 600 15,58
KKDB 70 20 HDG 700 17,74

KKDB 80 20 HDG 800 18,81
KKDB 90 20 HDG 900 19,87
KKDB 00 20 HDG 1000 110,92

KKDB 75 20 HDG 750 18,28

Hot-D�p Galvan�zed

1.0mmKKDB... H15

KKDB... H15 1.2mm

Width

a
mm

CODE

ad/pc
kgCODE

pcs

KKDB 10 10 HDG

KKDB 05 10 HDG
KKDB 07 10 HDG

KKDB 12 10 HDG
KKDB 15 10 HDG
KKDB 20 10 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,58

0,36
0,47

0,70

0,81
1,02

Width

a
mm

CODE

ad/pc
kgCODE

pcs

KKDB 10 12 HDG

KKDB 05 12 HDG
KKDB 07 12 HDG

KKDB 12 12 HDG
KKDB 15 12 HDG
KKDB 20 12 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,70

0,44
0,56

0,83

0,96
1,23

KKDB 22 12 HDG 225 11,36
KKDB 25 12 HDG 250 11,49
KKDB 30 12 HDG 300 11,76

1.5mm

KKIB 10 15 HDG

KKIB 05 15 HDG
KKIB 07 15 HDG

KKIB 12 15 HDG
KKIB 15 15 HDG
KKIB 20 15 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,87

0,54
0,71

1,04

1,20
1,53

KKIB 22 15 HDG 225 11,70
KKIB 25 15 HDG 250 11,87
KKIB 30 15 HDG 300 12,19
KKIB 40 15 HDG 400 12,86
KKIB 45 15 HDG 450 13,19
KKIB 50 15 HDG 500 13,52
KKIB 60 15 HDG 600 14,18
KKIB 70 15 HDG 700 15,81

KKIB 80 15 HDG 800 16,60
KKIB 90 15 HDG 900 17,40
KKIB 00 15 HDG 1000 18,19

2.0mm

KKIB 75 15 HDG 750 16,21

KKIB 10 20 HDG

KKIB 05 20 HDG
KKIB 07 20 HDG

KKIB 12 20 HDG
KKIB 15 20 HDG
KKIB 20 20 HDG

100

50
75

125
150
200

1
1
1
1
1
1

1,16

0,72
0,94

1,38

1,60
2,04

KKIB 22 20 HDG 225 12,26
KKIB 25 20 HDG 250 12,48
KKIB 30 20 HDG 300 12,92
KKIB 40 20 HDG 400 13,80
KKIB 45 20 HDG 450 14,24
KKIB 50 20 HDG 500 14,69
KKIB 60 20 HDG 600 15,58
KKIB 70 20 HDG 700 17,74

KKIB 80 20 HDG 800 18,81
KKIB 90 20 HDG 900 19,87
KKIB 00 20 HDG 1000 110,92

KKIB 75 20 HDG 750 18,28

Hot-D�p Galvan�zed

1.0mmKKIB... H15

KKIB... H15 1.2mm

Width

a
mm

CODE

ad/pc
kgCODE

pcs

KKIB 10 10 HDG

KKIB 05 10 HDG
KKIB 07 10 HDG

KKIB 12 10 HDG
KKIB 15 10 HDG
KKIB 20 10 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,58

0,36
0,47

0,70

0,81
1,02

Width

a
mm

CODE

ad/pc
kgCODE

pcs

KKIB 10 12 HDG

KKIB 05 12 HDG
KKIB 07 12 HDG

KKIB 12 12 HDG
KKIB 15 12 HDG
KKIB 20 12 HDG

100

50
75

125
150
200

1
1
1
1
1
1

0,70

0,44
0,56

0,83

0,96
1,23

KKIB 22 12 HDG 225 11,36
KKIB 25 12 HDG 250 11,49
KKIB 30 12 HDG 300 11,76

KKIB H15 HDG

90°

w+5 15

403

90°

403

403

403

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.



Cover Vert�cal 90° Outs�de Bend of Cable Tray (Stable)
90º Dikey Kanal Dış Bükey Kapağı (Sabit) - Крышка арки фиксированной, внешней 90º

Cover of Vert�cal 90º Ins�de Bend of Cable Tray (stable)
90º Dikey Kanal Iç Bükey Elemanı (Sabit)- Арка фиксированная, внутренняя 90°

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Hot-D�p Galvan�zed

KKDS... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKDS... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDS H15 HDG

90°

D

C

KKDS 05 15 HDG
KKDS 07 15 HDG
KKDS 10 15 HDG

KKDS 12 15 HDG
KKDS 15 15 HDG
KKDS 20 15 HDG
KKDS 22 15 HDG
KKDS 25 15 HDG
KKDS 30 15 HDG

KKDS 40 15 HDG

KKDS 45 15 HDG
KKDS 50 15 HDG
KKDS 60 15 HDG
KKDS 70 15 HDG
KKDS 75 15 HDG

KKDS 80 15 HDG

KKDS 90 15 HDG
KKDS 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,44
0,56
0,70

0,83
0,96
1,23
1,36
1,49
1,76

2,29

2,55
2,82
3,34
4,65
4,97

5,29

5,93
6,56

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDS 05 20 HDG
KKDS 07 20 HDG
KKDS 10 20 HDG

KKDS 12 20 HDG
KKDS 15 20 HDG
KKDS 20 20 HDG
KKDS 22 20 HDG
KKDS 25 20 HDG
KKDS 30 20 HDG

KKDS 40 20 HDG

KKDS 45 20 HDG
KKDS 50 20 HDG
KKDS 60 20 HDG
KKDS 70 20 HDG
KKDS 75 20 HDG

KKDS 80 20 HDG

KKDS 90 20 HDG
KKDS 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,57
0,75
0,93

1,10
1,28
1,63
1,81
1,98
2,34

3,05
3,40
3,76
4,46
6,20
6,62

7,04

7,90
8,74

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKIS... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

KKIS 05 15 HDG
KKIS 07 15 HDG
KKIS 10 15 HDG

KKIS 12 15 HDG
KKIS 15 15 HDG
KKIS 20 15 HDG
KKIS 22 15 HDG
KKIS 25 15 HDG
KKIS 30 15 HDG

KKIS 40 15 HDG

KKIS 45 15 HDG
KKIS 50 15 HDG
KKIS 60 15 HDG
KKIS 70 15 HDG
KKIS 75 15 HDG

KKIS 80 15 HDG

KKIS 90 15 HDG
KKIS 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,44
0,56
0,70

0,83
0,96
1,23
1,36
1,49
1,76

2,29

2,55
2,82
3,34
4,65
4,97

5,29

5,93
6,56

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS 05 20 HDG
KKIS 07 20 HDG
KKIS 10 20 HDG

KKIS 12 20 HDG
KKIS 15 20 HDG
KKIS 20 20 HDG
KKIS 22 20 HDG
KKIS 25 20 HDG
KKIS 30 20 HDG

KKIS 40 20 HDG

KKIS 45 20 HDG
KKIS 50 20 HDG
KKIS 60 20 HDG
KKIS 70 20 HDG
KKIS 75 20 HDG

KKIS 80 20 HDG

KKIS 90 20 HDG
KKIS 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,57
0,75
0,93

1,10
1,28
1,63
1,81
1,98
2,34

3,05
3,40
3,76
4,46
6,20
6,62

7,04

7,90
8,74

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS H15 HDG

251

25190°

W+5

W+5

T

The outer d�mens�ons of Vert�cal 90° outs�de bend cover vary
depend�ng on the cable tray he�ght.

H40

H50

H60

H75

H80

H100

H150

  Tray

He�ght

(h)

Cover S�zes

C = D (mm)

276

286

296

311

316

336

386

T=Sheet Metal Th�ckness

h

15



Cover of Vert�cal 90º Ins�de Bend of Cable Tray (stable) Rad�us:300
90º Dikey Kanal İç Bükey Kapağı-(Sabit) Radyus:300 - Крышка арки фиксированной, внутренней 90º радиус:300

Hot-D�p Galvan�zed

KKISR2... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKISR2... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKISR2 05 15 HDG
KKISR2 07 15 HDG
KKISR2 10 15 HDG

KKISR2 12 15 HDG
KKISR2 15 15 HDG
KKISR2 20 15 HDG
KKISR2 22 15 HDG
KKISR2 25 15 HDG
KKISR2 30 15 HDG

KKISR2 40 15 HDG

KKISR2 45 15 HDG
KKISR2 50 15 HDG
KKISR2 60 15 HDG
KKISR2 70 15 HDG
KKISR2 75 15 HDG

KKISR2 80 15 HDG

KKISR2 90 15 HDG
KKISR2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,76
0,96
1,16

1,35
1,55
1,95
2,15
2,34
2,74

3,54

3,94
4,33
5,13
5,93
6,32

6,72

7,51
8,30

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKISR2 05 20 HDG
KKISR2 07 20 HDG
KKISR2 10 20 HDG

KKISR2 12 20 HDG
KKISR2 15 20 HDG
KKISR2 20 20 HDG
KKISR2 22 20 HDG
KKISR2 25 20 HDG
KKISR2 30 20 HDG

KKISR2 40 20 HDG

KKISR2 45 20 HDG
KKISR2 50 20 HDG
KKISR2 60 20 HDG
KKISR2 70 20 HDG
KKISR2 75 20 HDG

KKISR2 80 20 HDG

KKISR2 90 20 HDG
KKISR2 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,99
1,25
1,52

1,78
2,05
2,57
2,84
3,10
3,63

4,69
5,22
5,76
6,81
7,87
8,40

8,93

9,99
11,05

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKISR4... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKISR4... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

KKISR4 05 15 HDG
KKISR4 07 15 HDG
KKISR4 10 15 HDG

KKISR4 12 15 HDG
KKISR4 15 15 HDG
KKISR4 20 15 HDG
KKISR4 22 15 HDG
KKISR4 25 15 HDG
KKISR4 30 15 HDG

KKISR4 40 15 HDG

KKISR4 45 15 HDG
KKISR4 50 15 HDG
KKISR4 60 15 HDG
KKISR4 70 15 HDG
KKISR4 75 15 HDG

KKISR4 80 15 HDG

KKISR4 90 15 HDG
KKISR4 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

1,20
1,53
1,84

2,16
2,48
3,11
3,43
3,75
4,39

5,66

6,30
6,93
8,19
9,47

10,10

10,74

12,01
13,29

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKISR4 05 20 HDG
KKISR4 07 20 HDG
KKISR4 10 20 HDG

KKISR4 12 20 HDG
KKISR4 15 20 HDG
KKISR4 20 20 HDG
KKISR4 22 20 HDG
KKISR4 25 20 HDG
KKISR4 30 20 HDG

KKISR4 40 20 HDG

KKISR4 45 20 HDG
KKISR4 50 20 HDG
KKISR4 60 20 HDG
KKISR4 70 20 HDG
KKISR4 75 20 HDG

KKISR4 80 20 HDG

KKISR4 90 20 HDG
KKISR4 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

1,57
1,99
2,42

2,84
3,26
4,11
4,54
4,96
5,81

7,50
8,35
9,20

10,89
12,59
13,44

14,29

15,98
17,68

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Cover of Vert�cal 90º Ins�de Bend of Cable Tray (stable) Rad�us:600
90º Dikey Kanal İç Bükey Kapağı-(Sabit) Radyus:600 - Крышка арки фиксированной, внутренней 90º радиус:600

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KKISR2 H15 HDG

KKISR4 H15 HDG

125

1
2
5

90°

R
30

0

440

4
4
0

125

W+5

W+5

1
2
5

90°

R
60

0

740

7
4
0



Cover of Vert�cal 90º Outs�de Bend of Cable Tray (stable) Rad�us:300
90º Dikey Kanal Dış Bükey Kapağı-(Sabit) Radyus:300 - Крышка арки фиксированной, внешней 90º радиус:300

Hot-D�p Galvan�zed

KKDSR2... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKDSR2... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDSR2 05 15 HDG
KKDSR2 07 15 HDG
KKDSR2 10 15 HDG

KKDSR2 12 15 HDG
KKDSR2 15 15 HDG
KKDSR2 20 15 HDG
KKDSR2 22 15 HDG
KKDSR2 25 15 HDG
KKDSR2 30 15 HDG

KKDSR2 40 15 HDG

KKDSR2 45 15 HDG
KKDSR2 50 15 HDG
KKDSR2 60 15 HDG
KKDSR2 70 15 HDG
KKDSR2 75 15 HDG

KKDSR2 80 15 HDG

KKDSR2 90 15 HDG
KKDSR2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,76
0,96
1,16

1,35
1,55
1,95
2,15
2,34
2,74

3,54

3,94
4,33
5,13
5,93
6,32

6,72

7,51
8,30

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDSR2 05 20 HDG
KKDSR2 07 20 HDG
KKDSR2 10 20 HDG

KKDSR2 12 20 HDG
KKDSR2 15 20 HDG
KKDSR2 20 20 HDG
KKDSR2 22 20 HDG
KKDSR2 25 20 HDG
KKDSR2 30 20 HDG

KKDSR2 40 20 HDG

KKDSR2 45 20 HDG
KKDSR2 50 20 HDG
KKDSR2 60 20 HDG
KKDSR2 70 20 HDG
KKDSR2 75 20 HDG

KKDSR2 80 20 HDG

KKDSR2 90 20 HDG
KKDSR2 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,99
1,25
1,52

1,78
2,05
2,57
2,84
3,10
3,63

4,69
5,22
5,76
6,81
7,87
8,40

8,93

9,99
11,05

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDSR4... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKISR4... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

KKDSR4 05 15 HDG
KKDSR4 07 15 HDG
KKDSR4 10 15 HDG

KKDSR4 12 15 HDG
KKDSR4 15 15 HDG
KKDSR4 20 15 HDG
KKDSR4 22 15 HDG
KKDSR4 25 15 HDG
KKDSR4 30 15 HDG

KKDSR4 40 15 HDG

KKDSR4 45 15 HDG
KKDSR4 50 15 HDG
KKDSR4 60 15 HDG
KKDSR4 70 15 HDG
KKDSR4 75 15 HDG

KKDSR4 80 15 HDG

KKDSR4 90 15 HDG
KKDSR4 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

1,20
1,53
1,84

2,16
2,48
3,11
3,43
3,75
4,39

5,66

6,30
6,93
8,19
9,47

10,10

10,74

12,01
13,29

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDSR4 05 20 HDG
KKDSR4 07 20 HDG
KKDSR4 10 20 HDG

KKDSR4 12 20 HDG
KKDSR4 15 20 HDG
KKDSR4 20 20 HDG
KKDSR4 22 20 HDG
KKDSR4 25 20 HDG
KKDSR4 30 20 HDG

KKDSR4 40 20 HDG

KKDSR4 45 20 HDG
KKDSR4 50 20 HDG
KKDSR4 60 20 HDG
KKDSR4 70 20 HDG
KKDSR4 75 20 HDG

KKDSR4 80 20 HDG

KKDSR4 90 20 HDG
KKDSR4 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

1,57
1,99
2,42

2,84
3,26
4,11
4,54
4,96
5,81

7,50
8,35
9,20

10,89
12,59
13,44

14,29

15,98
17,68

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Cover of Vert�cal 90º Outs�de Bend of Cable Tray (stable) Rad�us:600
90º Dikey Kanal Dış Bükey Kapağı-(Sabit) Radyus:600 - Крышка арки фиксированной, внешней 90º радиус:600

KKDSR2 H15 HDG

D

C

1
2
5

125

KKDSR4 H15 HDG

D

C

1
2
5

125

W+5

T

T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

The outer d�mens�ons of outs�de bend cover (R300) vary
depend�ng on the cable tray he�ght.

The outer d�mens�ons of outs�de bend cover (R600) vary
depend�ng on the cable tray he�ght.

H40

H50

H60

H75

H80

H100

H150

  Tray

He�ght C = D

(h) (mm)h

15

465

475

485

500

505

525

575

H40

H50

H60

H75

H80

H100

H150

  Tray

He�ght C = D

(h) (mm)h

15

765

775

785

800

805

825

875

Cover S�zes

Cover S�zes

T=Sheet Metal Th�ckness



Cover of Vert�cal 45º Outs�de Bend of Cable Tray (stable)
45º Dikey Kanal Dış Bükey Kapağı-(Sabit) - Крышка арки фиксированной, внешней 45º

Hot-D�p Galvan�zed

KKDS45... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKDS45... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Hot-D�p Galvan�zed

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDS45 05 15 HDG
KKDS45 07 15 HDG
KKDS45 10 15 HDG

KKDS45 12 15 HDG
KKDS45 15 15 HDG
KKDS45 20 15 HDG
KKDS45 22 15 HDG
KKDS45 25 15 HDG
KKDS45 30 15 HDG

KKDS45 40 15 HDG

KKDS45 45 15 HDG
KKDS45 50 15 HDG
KKDS45 60 15 HDG
KKDS45 70 15 HDG
KKDS45 75 15 HDG

KKDS45 80 15 HDG

KKDS45 90 15 HDG
KKDS45 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,35
0,45
0,56

0,67
0,77
0,99
1,09
1,19
1,41

1,83

2,05
2,25
2,68
3,10
3,32

3,52

3,96
4,38

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDS45 05 20 HDG
KKDS45 07 20 HDG
KKDS45 10 20 HDG

KKDS45 12 20 HDG
KKDS45 15 20 HDG
KKDS45 20 20 HDG
KKDS45 22 20 HDG
KKDS45 25 20 HDG
KKDS45 30 20 HDG

KKDS45 40 20 HDG

KKDS45 45 20 HDG
KKDS45 50 20 HDG
KKDS45 60 20 HDG
KKDS45 70 20 HDG
KKDS45 75 20 HDG

KKDS45 80 20 HDG

KKDS45 90 20 HDG
KKDS45 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,46
0,60
0,74

0,89
1,03
1,31
1,45
1,59
1,88

2,44
2,72
3,00
3,57
4,14
4,41

4,70

5,27
5,83

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS45... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKISR4... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

KKIS45 05 15 HDG
KKIS45 07 15 HDG
KKIS45 10 15 HDG

KKIS45 12 15 HDG
KKIS45 15 15 HDG
KKIS45 20 15 HDG
KKIS45 22 15 HDG
KKIS45 25 15 HDG
KKIS45 30 15 HDG

KKIS45 40 15 HDG

KKIS45 45 15 HDG
KKIS45 50 15 HDG
KKIS45 60 15 HDG
KKIS45 70 15 HDG
KKIS45 75 15 HDG

KKIS45 80 15 HDG

KKIS45 90 15 HDG
KKIS45 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,35
0,45
0,56

0,67
0,77
0,99
1,09
1,19
1,41

1,83

2,05
2,25
2,68
3,10
3,32

3,52

3,96
4,38

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS45 05 20 HDG
KKIS45 07 20 HDG
KKIS45 10 20 HDG

KKIS45 12 20 HDG
KKIS45 15 20 HDG
KKIS45 20 20 HDG
KKIS45 22 20 HDG
KKIS45 25 20 HDG
KKIS45 30 20 HDG

KKIS45 40 20 HDG

KKIS45 45 20 HDG
KKIS45 50 20 HDG
KKIS45 60 20 HDG
KKIS45 70 20 HDG
KKIS45 75 20 HDG

KKIS45 80 20 HDG

KKIS45 90 20 HDG
KKIS45 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,46
0,60
0,74

0,89
1,03
1,31
1,45
1,59
1,88

2,44
2,72
3,00
3,57
4,14
4,41

4,70

5,27
5,38

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Cover of Vert�cal 45º Ins�de Bend of Cable Tray (stable)
45º Dikey Kanal İç Bükey Kapağı-(Sabit)- Крышка арки фиксированной, внутренней 45º

KKDS45 H15 HDG

KKIS45 H15 HDG

W+5

125

125

T

135º

T

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

H40

H50

H60

H75

H80

H100

H150

  Tray

He�ght C

(h)
(mm)

Cover S�zes

T=Sheet Metal Th�ckness

C

D

D
(mm)

110

113

116

120

121

127

142

240

247

254

265

268

282

318

h

15

The outer d�mens�ons of outs�de bend cover vary depend�ng on the
cable tray he�ght.

W+5



Cover of Vert�cal 45º Ins�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal İç Bükey Kapağı-(Sabit) Radyus:300 - Крышка арки фиксированной, внутренней 45º радиус:300

Hot-D�p Galvan�zed

KKIS45R2... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKIS45R2... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKIS45R2 05 15 HDG
KKIS45R2 07 15 HDG
KKIS45R2 10 15 HDG

KKIS45R2 12 15 HDG
KKIS45R2 15 15 HDG
KKIS45R2 20 15 HDG
KKIS45R2 22 15 HDG
KKIS45R2 25 15 HDG
KKIS45R2 30 15 HDG

KKIS45R2 40 15 HDG

KKIS45R2 45 15 HDG
KKIS45R2 50 15 HDG
KKIS45R2 60 15 HDG
KKIS45R2 70 15 HDG
KKIS45R2 75 15 HDG

KKIS45R2 80 15 HDG

KKIS45R2 90 15 HDG
KKIS45R2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,44
0,56
0,70

0,83
0,96
1,23
1,36
1,49
1,76

2,29

2,55
2,82
3,34
3,87
4,14

4,41

4,94
5,47

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS45R2 05 20 HDG
KKIS45R2 07 20 HDG
KKIS45R2 10 20 HDG

KKIS45R2 12 20 HDG
KKIS45R2 15 20 HDG
KKIS45R2 20 20 HDG
KKIS45R2 22 20 HDG
KKIS45R2 25 20 HDG
KKIS45R2 30 20 HDG

KKIS45R2 40 20 HDG

KKIS45R2 45 20 HDG
KKIS45R2 50 20 HDG
KKIS45R2 60 20 HDG
KKIS45R2 70 20 HDG
KKIS45R2 75 20 HDG

KKIS45R2 80 20 HDG

KKIS45R2 90 20 HDG
KKIS45R2 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,57
0,75
0,93

1,10
1,28
1,63
1,81
1,98
2,34

3,05
3,40
3,76
4,46
5,17
5,52

5,87

6,58
7,29

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS45R2 H15 HDG

KKIS45R4 H15 HDG

Hot-D�p Galvan�zed

KKIS45R4... H15
Width

a=b
mm

CODE

ad/pc
kgCODE

pcs

KKIS45R4... H15

CODE

ad/pc
kgCODE

pcs

2.0mm1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKIS45R2 05 15 HDG
KKIS45R2 07 15 HDG
KKIS45R2 10 15 HDG

KKIS45R2 12 15 HDG
KKIS45R2 15 15 HDG
KKIS45R2 20 15 HDG
KKIS45R2 22 15 HDG
KKIS45R2 25 15 HDG
KKIS45R2 30 15 HDG

KKIS45R2 40 15 HDG

KKIS45R2 45 15 HDG
KKIS45R2 50 15 HDG
KKIS45R2 60 15 HDG
KKIS45R2 70 15 HDG
KKIS45R2 75 15 HDG

KKIS45R2 80 15 HDG

KKIS45R2 90 15 HDG
KKIS45R2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,64
0,84
1,04

1,24
1,44
1,84
2,04
2,24
2,63

3,42

3,82
4,23
5,02
5,81
6,21

6,60

7,40
8,19

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKIS45R2 05 20 HDG
KKIS45R2 07 20 HDG
KKIS45R2 10 20 HDG

KKIS45R2 12 20 HDG
KKIS45R2 15 20 HDG
KKIS45R2 20 20 HDG
KKIS45R2 22 20 HDG
KKIS45R2 25 20 HDG
KKIS45R2 30 20 HDG

KKIS45R2 40 20 HDG

KKIS45R2 45 20 HDG
KKIS45R2 50 20 HDG
KKIS45R2 60 20 HDG
KKIS45R2 70 20 HDG
KKIS45R2 75 20 HDG

KKIS45R2 80 20 HDG

KKIS45R2 90 20 HDG
KKIS45R2 00 20 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

Width

a=b
mm

0,86
1,12
1,39

1,65
1,91
2,44
2,71
2,97
3,51

4,57
5,10
5,63
6,68
7,74
8,28

8,81

9,87
10,92

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Cover of Vert�cal 45º Ins�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal İç Bükey Kapağı-(Sabit) Radyus:600 - Крышка арки фиксированной, внутренней 45º радиус:600

125

125

45º

R
3
0
0

w+5

w+5

h

125

125

45º

R
6
0
0

h

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing  / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0



Cover of Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:300
45º Dikey Kanal Dış Bükey Kapağı-(Sabit) Radyus:300 - Крышка арки фиксированной, внешней 45º радиус:300

Hot-D�p Galvan�zed

KKDS45R2... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDS45R2 05 15 HDG
KKDS45R2 07 15 HDG
KKDS45R2 10 15 HDG

KKDS45R2 12 15 HDG
KKDS45R2 15 15 HDG
KKDS45R2 20 15 HDG
KKDS45R2 22 15 HDG
KKDS45R2 25 15 HDG
KKDS45R2 30 15 HDG

KKDS45R2 40 15 HDG

KKDS45R2 45 15 HDG
KKDS45R2 50 15 HDG
KKDS45R2 60 15 HDG
KKDS45R2 70 15 HDG
KKDS45R2 75 15 HDG

KKDS45R2 80 15 HDG

KKDS45R2 90 15 HDG
KKDS45R2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,44
0,56
0,70

0,83
0,96
1,23
1,36
1,49
1,76

2,29

2,55
2,82
3,34
3,87
4,14

4,41

4,94
5,47

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing

APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KKDS45R2 H15 HDG

KKDS45R4 H15 HDG

KKDS45R2... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

KKDS45R2 05 15 HDG
KKDS45R2 07 15 HDG
KKDS45R2 10 15 HDG

KKDS45R2 12 15 HDG
KKDS45R2 15 15 HDG
KKDS45R2 20 15 HDG
KKDS45R2 22 15 HDG
KKDS45R2 25 15 HDG
KKDS45R2 30 15 HDG

KKDS45R2 40 15 HDG

KKDS45R2 45 15 HDG
KKDS45R2 50 15 HDG
KKDS45R2 60 15 HDG
KKDS45R2 70 15 HDG
KKDS45R2 75 15 HDG

KKDS45R2 80 15 HDG

KKDS45R2 90 15 HDG
KKDS45R2 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,57
0,75
0,93

1,10
1,28
1,63
1,81
1,98
2,34

3,05
3,40
3,76
4,46
5,17
5,52
5,87
6,58
7,29

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Hot-D�p Galvan�zed

KKDS45R4... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKDS45R4 05 15 HDG
KKDS45R4 07 15 HDG
KKDS45R4 10 15 HDG

KKDS45R4 12 15 HDG
KKDS45R4 15 15 HDG
KKDS45R4 20 15 HDG
KKDS45R4 22 15 HDG
KKDS45R4 25 15 HDG
KKDS45R4 30 15 HDG

KKDS45R4 40 15 HDG

KKDS45R4 45 15 HDG
KKDS45R4 50 15 HDG
KKDS45R4 60 15 HDG
KKDS45R4 70 15 HDG
KKDS45R4 75 15 HDG

KKDS45R4 80 15 HDG

KKDS45R4 90 15 HDG
KKDS45R4 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,64
0,84
1,04

1,24
1,44
1,84
2,04
2,24
2,63
3,42

3,82
4,23
5,02
5,81
6,21

6,60

7,40
8,19

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

KKDS45R2... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

KKDS45R4 05 15 HDG
KKDS45R4 07 15 HDG
KKDS45R4 10 15 HDG

KKDS45R4 12 15 HDG
KKDS45R4 15 15 HDG
KKDS45R4 20 15 HDG
KKDS45R4 22 15 HDG
KKDS45R4 25 15 HDG
KKDS45R4 30 15 HDG

KKDS45R4 40 15 HDG

KKDS45R4 45 15 HDG
KKDS45R4 50 15 HDG
KKDS45R4 60 15 HDG
KKDS45R4 70 15 HDG
KKDS45R4 75 15 HDG

KKDS45R4 80 15 HDG

KKDS45R4 90 15 HDG
KKDS45R4 00 15 HDG

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

0,86
1,12
1,39

1,65
1,91
2,44
2,71
2,97
3,51

4,57
5,10
5,63
6,68
7,74
8,28
8,81
9,87

10,92

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

Cover of Vert�cal 45º Outs�de Bend of Cable Tray (stable) Rad�us:600
45º Dikey Kanal Dış Bükey Kapağı-(Sabit) Radyus:600 - Крышка арки фиксированной, внешней 45º радиус:600

125

125
C

D

125

125
C

D

W+5

W+5

286 665

290 673

292 680

296 690

298 694

304 708

318 743

The outer d�mens�ons of the outs�de bend cover vary depend�ng
on the cable tray he�ght.

The outer d�mens�ons of the outs�de bend cover vary depend�ng
on the cable tray he�ght.

H40

H50

H60

H75

H80

H100

H150

  Tray

He�ght C

h

15

(h) (mm)

454

461

468

479

483

496

531

199

202

205

209

210

216

230

D

(mm)

H40

H50

H60

H75

H80

H100

H150

h

15

  Tray

He�ght

(h)

Cover S�zes

Cover S�zes

C

(mm)

D

(mm)



Hot-D�p Galvan�zed

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537

APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

Cover of Modular Adjustable Cable Tray R�ser
Modüler kanal iniş-çıkış kapağı - Крышка секции дуги

KKMB... H15

KKMB 05 15 HDG
KKMB 07 15 HDG
KKMB 10 15 HDG

KKMB 12 15 HDG
KKMB 15 15 HDG
KKMB 20 15 HDG
KKMB 22 15 HDG
KKMB 25 15 HDG
KKMB 30 15 HDG

KKMB 40 15 HDG

KKMB 45 15 HDG
KKMB 50 15 HDG
KKMB 60 15 HDG
KKMB 70 15 HDG
KKMB 75 15 HDG

KKMB 80 15 HDG

KKMB 90 15 HDG
KKMB 00 15 HDG

Width

a=b
mm

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

ad/pc
kg

0,14
0,18
0,21

0,26
0,29
0,37
0,42
0,45
0,54

0,69

0,77
0,85
1,01
1,17
1,25

1,33

1,49
1,64

pcs

KKMB... H15

KKMB 05 15 HDG
KKMB 07 15 HDG
KKMB 10 15 HDG

KKMB 12 15 HDG
KKMB 15 15 HDG
KKMB 20 15 HDG
KKMB 22 15 HDG
KKMB 25 15 HDG
KKMB 30 15 HDG

KKMB 40 15 HDG

KKMB 45 15 HDG
KKMB 50 15 HDG
KKMB 60 15 HDG
KKMB 70 15 HDG
KKMB 75 15 HDG

KKMB 80 15 HDG

KKMB 90 15 HDG
KKMB 00 15 HDG

Width

a=b
mm

50
75

100

125
150
150
200
225
300

400

450
500
600
700
750

800

900
1000

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

1
1

ad/pc
kg

2.0mm

0,18
0,23
0,28

0,34
0,39
0,50
0,55
0,60
0,71

0,92

1,03
1,13
1,35
1,55
1,66

1,77

1,98
2,19

KKMB H15 HDG

KKMB H15 HDG

The outer d�mens�ons of the tray r�s�ng cover vary depend�ng
on the cable tray he�ght.

W+5

h

L

H40

H50

H60

H75

H80

H100

H150

  Tray
He�ght

155

150

145

137,5

135

125

100

h

15

Mount�ng Example

(h) (L)L

Cover
Length



Cover of Vert�cal Tee Bend of Cable Tray
Dikey "T" Kanal Dönüş Kapağı - Крышка Т-отвода вертикального, развернутого

Hot-D�p Galvan�zed

KKDT... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDT 10 15 HDG
KKDT 12 15 HDG
KKDT 15 15 HDG

KKDT 20 15 HDG
KKDT 22 15 HDG
KKDT 25 15 HDG
KKDT 30 15 HDG
KKDT 40 15 HDG
KKDT 45 15 HDG

KKDT 50 15 HDG

KKDT 60 15 HDG
KKDT 70 15 HDG
KKDT 75 15 HDG
KKDT 80 15 HDG
KKDT 90 15 HDG

KKDT 00 15 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,42
0,54
0,68

0,99
1,16
1,35
1,76
2,74
3,32

3,94

5,35
6,97
7,86
8,81

10,85

13,11

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing

APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KKDT H15 HDG

KKDT... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

KKDT 10 20 HDG
KKDT 12 20 HDG
KKDT 15 20 HDG

KKDT 20 20 HDG
KKDT 22 20 HDG
KKDT 25 20 HDG
KKDT 30 20 HDG
KKDT 40 20 HDG
KKDT 45 20 HDG

KKDT 50 20 HDG

KKDT 60 20 HDG
KKDT 70 20 HDG
KKDT 75 20 HDG
KKDT 80 20 HDG
KKDT 90 20 HDG

KKDT 00 20 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,56
0,72
0,90

1,31
1,54
1,79
2,34
3,66
4,41

5,25

7,13
9,29

10,48
11,74
14,47

17,47

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

Hot-D�p Galvan�zed

KKMT... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKMT 10 15 HDG
KKMT 12 15 HDG
KKMT 15 15 HDG

KKMT 20 15 HDG
KKMT 22 15 HDG
KKMT 25 15 HDG
KKMT 30 15 HDG
KKMT 40 15 HDG
KKMT 45 15 HDG

KKMT 50 15 HDG

KKMT 60 15 HDG
KKMT 70 15 HDG
KKMT 75 15 HDG
KKMT 80 15 HDG
KKMT 90 15 HDG

KKMT 00 15 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,70
0,83
0,97

1,23
1,36
1,50
1,77
2,30
2,56

2,83

3,36
3,89
4,16
4,42
4,95

5,49

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

KKMT... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

KKMT 10 20 HDG
KKMT 12 20 HDG
KKMT 15 20 HDG

KKMT 20 20 HDG
KKMT 22 20 HDG
KKMT 25 20 HDG
KKMT 30 20 HDG
KKMT 40 20 HDG
KKMT 45 20 HDG

KKMT 50 20 HDG

KKMT 60 20 HDG
KKMT 70 20 HDG
KKMT 75 20 HDG
KKMT 80 20 HDG
KKMT 90 20 HDG

KKMT 00 20 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,93
1,11
1,28

1,64
1,82
1,99
2,35
3,06
3,42

3,77

4,48
5,19
5,54
5,90
6,61

7,31

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

Cover of Vert�cal Tee Bend of Cable Tray from the M�ddle
Dikey Ortadan  "T" Kanal Dönüş Kapağı - Крышка Т-отвода вертикального KKMT

LW
+5

h

LW
+5

h



Cover of Vert�cal Tee Bend of Cable Tray
Dikey "T" Kanal Dönüş Kapağı - Крышка Т-отвода вертикального, развернутого

Hot-D�p Galvan�zed

KKDL... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

MADE IN TURKEY

m
MADE IN TURKEY

m
Cable Tray Covers H15

KKDL 10 15 HDG
KKDL 12 15 HDG
KKDL 15 15 HDG

KKDL 20 15 HDG
KKDL 22 15 HDG
KKDL 25 15 HDG
KKDL 30 15 HDG
KKDL 40 15 HDG
KKDL 45 15 HDG

KKDL 50 15 HDG

KKDL 60 15 HDG
KKDL 70 15 HDG
KKDL 75 15 HDG
KKDL 80 15 HDG
KKDL 90 15 HDG

KKDL 00 15 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,28
0,38
0,48

0,74
0,89
1,05
1,41
2,29
2,80

3,38

4,68
6,20
7,03
7,92
9,87

12,02

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing

APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

KKDL... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,37
0,50
0,64

0,99
1,18
1,39
1,88
3,05
3,74
4,50

6,24
8,26
9,37

10,56
13,15

16,02

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

KKDL 10 20 HDG
KKDL 12 20 HDG
KKDL 15 20 HDG

KKDL 20 20 HDG
KKDL 22 20 HDG
KKDL 25 20 HDG
KKDL 30 20 HDG
KKDL 40 20 HDG
KKDL 45 20 HDG

KKDL 50 20 HDG

KKDL 60 20 HDG
KKDL 70 20 HDG
KKDL 75 20 HDG
KKDL 80 20 HDG
KKDL 90 20 HDG

KKDL 00 20 HDG

Hot-D�p Galvan�zed

KKDG... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

1.5mm

Important! 

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng sl�de sl�d�ng.

KKDG 10 15 HDG
KKDG 12 15 HDG
KKDG 15 15 HDG

KKDG 20 15 HDG
KKDG 22 15 HDG
KKDG 25 15 HDG
KKDG 30 15 HDG
KKDG 40 15 HDG
KKDG 45 15 HDG

KKDG 50 15 HDG

KKDG 60 15 HDG
KKDG 70 15 HDG
KKDG 75 15 HDG
KKDG 80 15 HDG
KKDG 90 15 HDG

KKDG 00 15 HDG

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,28
0,38
0,48

0,74
0,89
1,05
1,41
2,29
2,80

3,38

4,68
6,20
7,03
7,92
9,87

12,02

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

KKDT... H15
Width

a=b
mm

CODE

ad/pc
kg

pcs

2.0mm

100
125
150

200
225
250
300
400
450

500

600
700
750
800
900

1000

0,37
0,50
0,64

0,99
1,18
1,39
1,88
3,05
3,74
4,50

6,24
8,26
9,37

10,56
13,15

16,02

1
1
1

1
1
1
1
1
1

1

1
1
1
1
1

1

KKDG 10 20 HDG
KKDG 12 20 HDG
KKDG 15 20 HDG

KKDG 20 20 HDG
KKDG 22 20 HDG
KKDG 25 20 HDG
KKDG 30 20 HDG
KKDG 40 20 HDG
KKDG 45 20 HDG

KKDG 50 20 HDG

KKDG 60 20 HDG
KKDG 70 20 HDG
KKDG 75 20 HDG
KKDG 80 20 HDG
KKDG 90 20 HDG

KKDG 00 20 HDG

Cover of Vert�cal Elbow - R�ght of Cable Tray
Dikey 90º iniş- Sağ köşe Kapağı - Крышка на угол вертикальный- правый, развернутый

KKDL H15 HDG

KKDG H15 HDG

LW
+5

h

LW
+5

h



MADE IN TURKEY

m
Cable Trays - Accessor�es

F�sh Plate
Taban Birleştirme Elemanı - Соединитель основания лотка 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

1.5mm

CODE
W�dth

W
mm ad/pc

kgCODE

FBE 100 15 HDG 0,12100

pcs

Hot-D�p Galvan�zed

2.0mm

CODE

ad/pc
kgCODE

pcs

1

FBE

FBE 125 15 HDG 125 1
FBE 150 15 HDG 150 1
FBE 200 15 HDG 200 1
FBE 225 15 HDG 225 1
FBE 250 15 HDG 250 1
FBE 300 15 HDG 300 1
FBE 400 15 HDG 400 1
FBE 450 15 HDG 450 1
FBE 500 15 HDG 500 1
FBE 600 15 HDG 600 1
FBE 700 15 HDG 600 1
FBE 750 15 HDG 750 1
FBE 800 15 HDG 800 1
FBE 900 15 HDG 900 1
FBE 1000 15 HDG 1000 1

0,15

0,18

0,24
0,26
0,29
0,35

0,47
0,53

0,59
0,71
0,82

0,88
0,94
1,06

1,18

FBE 100 20 HDG 0,16100 1
FBE 125 20 HDG 125 1
FBE 150 20 HDG 150 1
FBE 200 20 HDG 200 1
FBE 225 20 HDG 225 1
FBE 250 20 HDG 250 1
FBE 300 20 HDG 300 1
FBE 400 20 HDG 400 1
FBE 450 20 HDG 450 1
FBE 500 20 HDG 500 1
FBE 600 20 HDG 600 1
FBE 700 20 HDG 600 1
FBE 750 20 HDG 750 1
FBE 800 20 HDG 800 1
FBE 900 20 HDG 900 1
FBE 1000 20 HDG 1000 1

0,20

0,24

0,31
0,35
0,39
0,47

0,63
0,71

0,79
0,94
1,10

1,18
1,26
1,41

1,57

FBE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

FBE

FBE Mount�ng

FBE

W-32

W�dth

W
mm

80

8,5x16

25

20



MADE IN TURKEY

m
Cable Trays - Accessor�es

90° Angle Connector
90° Köşe Birleştirme Elemanı - Уголок опорный

BKE 40 15 HDG 40 0.07

CODE H
mm ad/pc

kg

1.5mmBKE ... BKE ... 

CODE

2.0mm

CODE H
mm ad/pc

kgCODE

BKE ... BKE ... 

BKE 40 20 HDG 0.10

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

Hot-D�p Galvan�zed

Step Down Connector
Kanal Yükseklik Azaltma Elemanı - Редукционный переходник высот

7
5

75

H

T

40

8x19

BAE 15 75 15 HDG 150-75 0.34

CODE H1 - H2
mm ad/pc

kg

1.5mmBAE ... H50BAE ... H50 

CODE

2.0mm

CODE

ad/pc
kgCODE

BAE ... H50BAE ... H50

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

Hot-D�p Galvan�zed

BAE 15 10 15 HDG 150-100 0.35
BAE 15 12 15 HDG 150-125 0.35

200

H
1

H
2

50
5

0

50

BKE 50 15 HDG 50 0.09 BKE 50 20 HDG 0.12
BKE 60 15 HDG 60 0.11 BKE 60 20 HDG 0.14
BKE 75 15 HDG 75 0.13 BKE 75 20 HDG 0.18
BKE 10 15 HDG 100 0.18 BKE 10 20 HDG 0.24
BKE 15 15 HDG 150 0.27 BKE 15 20 HDG 0.35

40
50
60
75

100
150

BAE 75 50 15 HDG 75-50 0.17
BAE 10 50 15 HDG 100-50 0.23
BAE 10 75 15 HDG 100-75 0.23
BAE 12 50 15 HDG 125-50 0.28
BAE 12 75 15 HDG 125-75 0.29
BAE 12 10 15 HDG 125-100 0.29

BAE 15 75 20 HDG 150-75 0.46
BAE 15 10 20 HDG 150-100 0.46
BAE 15 12 20 HDG 150-125 0.47

BAE 75 50 20 HDG 75-50 0.23
BAE 10 50 20 HDG 100-50 0.30
BAE 10 75 20 HDG 100-75 0.31
BAE 12 50 20 HDG 125-50 0.38
BAE 12 75 20 HDG 125-75 0.38
BAE 12 10 20 HDG 125-100 0.39

H1 - H2
mm

BKE Mount�ng

BAE Mount�ng

1
1
1
1
1
1

1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

BAE

BKE



MADE IN TURKEY

m
Cable Trays - Accessor�es

4
5

45

R300-R600

135°

9x18

9x18

9x18

9x18

R300 - R600

135°

4
5

45

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPDS45R2 30 15 HDG

SEPDS45R2 15 15 HDG
SEPDS45R2 13 15 HDG
SEPDS45R2 10 15 HDG
SEPDS45R2 80 15 HDG
SEPDS45R2 70 15 HDG
SEPDS45R2 60 15 HDG
SEPDS45R2 50 15 HDG
SEPDS45R2 40 15 HDG

300

300
300
300
300
300
300
300
300

0.40

1.20
1.06
0.86
0.73
0.67
0.60
0.53
0.47

30

150
130
100
80
70
60
50
40

mm pcs

Vert�cal Outs�de Seperator 45° Rad�us:300
Yatay Dış Bükey Speratör 45° Radyus:300 - Перегородка вертикального внешнего угла 45° радиус:300

 Vert�cal Ins�de Seperator 45⁰ (Curve)
Yatay İç Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внутреннего угла

H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPDS45R2 30 20 HDG

SEPDS45R2 15 20 HDG
SEPDS45R2 13 20 HDG
SEPDS45R2 10 20 HDG
SEPDS45R2 80 20 HDG
SEPDS45R2 70 20 HDG
SEPDS45R2 60 20 HDG
SEPDS45R2 50 20 HDG
SEPDS45R2 40 20 HDG

300

300
300
300
300
300
300
300
300

0.53

1.59
1.42
1.15
0.98
0.89
0.80
0.71
0.62

30

150
130
100
80
70
60
50
40

mm pcs

SEPDS45R4 30 15 HDG

SEPDS45R4 13 15 HDG
SEPDS45R4 10 15 HDG
SEPDS45R4 80 15 HDG
SEPDS45R4 70 15 HDG
SEPDS45R4 60 15 HDG
SEPDS45R4 50 15 HDG
SEPDS45R4 40 15 HDG

600

600
600
600
600
600
600
600

0.62

1.66
1.34
1.14
1.03
0.93
0.83
0.72

30

130
100
80
70
60
50
40

SEPDS45R4 15 15 HDG 600 1.86150

SEPDS45R4 30 20 HDG

SEPDS45R4 13 20 HDG
SEPDS45R4 10 20 HDG
SEPDS45R4 80 20 HDG
SEPDS45R4 70 20 HDG
SEPDS45R4 60 20 HDG
SEPDS45R4 50 20 HDG
SEPDS45R4 40 20 HDG

600

600
600
600
600
600
600
600

0.83

2.21
1.79
1.52
1.38
1.24
1.10
0.97

30

130
100
80
70
60
50
40

SEPDS45R4 15 20 HDG 600 2.48150

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPIS45R2 30 15 HDG

SEPIS45R2 15 15 HDG
SEPIS45R2 13 15 HDG
SEPIS45R2 10 15 HDG
SEPIS45R2 80 15 HDG
SEPIS45R2 70 15 HDG
SEPIS45R2 60 15 HDG
SEPIS45R2 50 15 HDG
SEPIS45R2 40 15 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPIS45R2 30 20 HDG

SEPIS45R2 15 20 HDG
SEPIS45R2 13 20 HDG
SEPIS45R2 10 20 HDG
SEPIS45R2 80 20 HDG
SEPIS45R2 70 20 HDG
SEPIS45R2 60 20 HDG
SEPIS45R2 50 20 HDG
SEPIS45R2 40 20 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs

SEPIS45R4 30 15 HDG

SEPIS45R4 13 15 HDG
SEPIS45R4 10 15 HDG
SEPIS45R4 80 15 HDG
SEPIS45R4 70 15 HDG
SEPIS45R4 60 15 HDG
SEPIS45R4 50 15 HDG
SEPIS45R4 40 15 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPIS45R4 15 15 HDG 600150

SEPIS45R4 30 20 HDG

SEPIS45R4 13 20 HDG
SEPIS45R4 10 20 HDG
SEPIS45R4 80 20 HDG
SEPIS45R4 70 20 HDG
SEPIS45R4 60 20 HDG
SEPIS45R4 50 20 HDG
SEPIS45R4 40 20 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPIS45R4 15 20 HDG 600150

SEPDS45 Mount�ng

SEPIS45 Mount�ng

SEPIS45 Mount�ng

0.40

1.20
1.06
0.86
0.73
0.67
0.60
0.53
0.47

0.53

1.59
1.42
1.50
0.98
0.89
0.80
0.71
0.62

0.62

1.66
1.34
1.14
1.03
0.93
0.83
0.72

1.86

0.83

2.21
1.79
1.52
1.38
1.24
1.10
0.97

2,48

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

SEPDS45R2  

SEPIS45R2 SEPIS45R2 

SEPDS45R2  

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SPDS45R2

SEPIS45R2



Drop Out Plate of Cable Tray
Kablo İniş Elemanı - Спуск лотка

165

W
-5

8x19

2
5

CODE kgCODE

0.35

0.16
0.20
0.24
0.31

0.39
0.47
0.63
0.71
0.79
0.94

pcs

Width

W
mm

225

100
125
150
200

250
300
400
450
500
600

DO 500 20 HDG
DO 450 20 HDG

DO 600 20 HDG

DO 225 20 HDG

DO 100 20 HDG
DO 125 20 HDG

DO 150 20 HDG
DO 200 20 HDG

DO 250 20 HDG
DO 300 20 HDG
DO 400 20 HDG

Hot-D�p Galvan�zed

CODE kgCODE

DO 225 15 HDG 0.26

DO 100 15 HDG 0.12
DO 125 15 HDG 0.15
DO 150 15 HDG 0.18
DO 200 15 HDG 0.24

DO 250 15 HDG 0.29
DO 300 15 HDG 0.35
DO 400 15 HDG 0.47
DO 450 15 HDG 0.53
DO 500 15 HDG 0.59
DO 600 15 HDG 0.71

DO ... DO ... 

pcs
CODECODE

DO ... DO ... 

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

2.0mm1.5mm

Width

W
mm

225

100
125
150
200

250
300
400
450
500
600

ad/pce. ad/pce.

MADE IN TURKEY

m
Cable Trays - Accessor�es

PVC

FIT SNG 100 0,004

CODE
Length

L
mt. ad/pc

kg

FIT ... FIT ... 

CODE

FIT DBL 100 0,008

CODE
Length

L
mt. ad/pc

kgCODE

Edge Protect�on Str�p
Kenar Koruma Fitili - Лента для защиты кромок

pcspcs

FIT ... FIT ... 

FIT SN6 FIT DBL

FIT SNG FIT DBL

LL

DO Mount�ng

1

1
1
1
1

1
1
1
1
1
1

1

1
1
1
1

1
1
1
1
1
1

11

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

DO



MADE IN TURKEY

m
Cable Trays - Accessor�es

 Vert�cal Outs�de Seperator 90⁰ (Curve)
Yatay Dış Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внешнего угла

 Vert�cal Ins�de Seperator 90⁰ (Curve)
Yatay İç Bükey Seperatör 90⁰ (Oval) - Переходник вертикального внутреннего угла

4
5

45

R300 - R600

9x18

9x18

9x18

9x18

9x18

9x18

R300 - R600

45

4
5

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPDSR2 30 15 HDG

SEPDSR2 15 15 HDG
SEPDSR2 13 15 HDG
SEPDSR2 10 15 HDG
SEPDSR2 80 15 HDG
SEPDSR2 70 15 HDG
SEPDSR2 60 15 HDG
SEPDSR2 50 15 HDG
SEPDSR2 40 15 HDG

300

300
300
300
300
300
300
300
300

0.51

1.53
1.36
1.10
0.93
0.85
0.77
0.68
0.60

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPDSR2 30 20 HDG

SEPDSR2 15 20 HDG
SEPDSR2 13 20 HDG
SEPDSR2 10 20 HDG
SEPDSR2 80 20 HDG
SEPDSR2 70 20 HDG
SEPDSR2 60 20 HDG
SEPDSR2 50 20 HDG
SEPDSR2 40 20 HDG

300

300
300
300
300
300
300
300
300

0.68

2.04
1.81
1.47
1.25
1.13
1.02
0.91
0.79

30

150
130
100
80
70
60
50
40

mm pcs

SEPDSR4 30 15 HDG

SEPDSR4 13 15 HDG
SEPDSR4 10 15 HDG
SEPDSR4 80 15 HDG
SEPDSR4 70 15 HDG
SEPDSR4 60 15 HDG
SEPDSR4 50 15 HDG
SEPDSR4 40 15 HDG

600

600
600
600
600
600
600
600

0.84

2,25
1.83
1.54
1.40
1.26
1.12
0.98

30

130
100
80
70
60
50
40

SEPDSR4 15 15 HDG 600 2,53150

SEPDSR4 30 20 HDG

SEPDSR4 13 20 HDG
SEPDSR4 10 20 HDG
SEPDSR4 80 20 HDG
SEPDSR4 70 20 HDG
SEPDSR4 60 20 HDG
SEPDSR4 50 20 HDG
SEPDSR4 40 20 HDG

600

600
600
600
600
600
600
600

1.12

3.00
2.43
2.06
1.87
1.69
1.50
1.31

30

130
100
80
70
60
50
40

SEPDSR4 15 20 HDG 600 3.37150

Important! 

To install cable tray - bend use Screw Sets  
CFS M8 Hot-D�p Galvan�zed

H
mm

CODE
Rad�us

R
1pc
kg

1.5mm

CODE

SEPISR2 30 15 HDG

SEPISR2 15 15 HDG
SEPISR2 13 15 HDG
SEPISR2 10 15 HDG
SEPISR2 80 15 HDG
SEPISR2 70 15 HDG
SEPISR2 60 15 HDG
SEPISR2 50 15 HDG
SEPISR2 40 15 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs H
mm

CODE
Rad�us

R
1pc
kg

2.0mm

CODE

SEPISR2 30 20 HDG

SEPISR2 15 20 HDG
SEPISR2 13 20 HDG
SEPISR2 10 20 HDG
SEPISR2 80 20 HDG
SEPISR2 70 20 HDG
SEPISR2 60 20 HDG
SEPISR2 50 20 HDG
SEPISR2 40 20 HDG

300

300
300
300
300
300
300
300
300

30

150
130
100
80
70
60
50
40

mm pcs

SEPISR4 30 15 HDG

SEPISR4 13 15 HDG
SEPISR4 10 15 HDG
SEPISR4 80 15 HDG
SEPISR4 70 15 HDG
SEPISR4 60 15 HDG
SEPISR4 50 15 HDG
SEPISR4 40 15 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPISR4 15 15 HDG 600150

SEPISR4 30 20 HDG

SEPISR4 13 20 HDG
SEPISR4 10 20 HDG
SEPISR4 80 20 HDG
SEPISR4 70 20 HDG
SEPISR4 60 20 HDG
SEPISR4 50 20 HDG
SEPISR4 40 20 HDG

600

600
600
600
600
600
600
600

30

130
100
80
70
60
50
40

SEPISR4 15 20 HDG 600150

DO Mount�ng

SEPDS Mount�ng

SEPIS Mount�ng

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1

0.51

1.53
1.36
1.10
0.93
0.85
0.77
0.68
0.60

0.44

1.65
1.46
1.24
1.02
0.91
0.78
0.68
0.55

0.84

2.25
1.83
1.54
1.40
1.26
1.12
0.98

2.53

0.62

2.01
1.74
1.40
1.25
1.10
0.95
0.80

2.38

SEPDSR2   SEPDSR2   

SEPISR2   SEPISR2   

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

2.0

SEPDSR2

SEPISR2



Cable Trays - Accessor�es

  Earthing Strap Grounding - Tin Plated 
   Topraklama Şeridi - TPS - Kalaylı - Шлейф заземления (медь)
 

CODECODE

TPS
CROSS SEC.

mm2
LENGTH

mm
CABLE LUG

Hole S�ze
CURRENT LOAD

Ampere (AC)
WEIGHT 

Kg
IN PACK

PC

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

mm

TPS 04 105 M6

TPS 06 125 M6

TPS 06 150 M6

TPS 06 150 M8

TPS 06 200 M6

TPS 06 200 M8

TPS 06 250 M6

TPS 06 250 M8

TPS 10 125 M6

TPS 10 150 M6

TPS 10 150 M8

TPS 10 200 M6

TPS 10 200 M8

TPS 10 250 M6

TPS 10 250 M8

TPS 16 135 M8

TPS 16 200 M8

TPS 16 250 M8

TPS 16 300 M8

TPS 25 200 M8

TPS 25 250 M8

TPS 25 250 M10

TPS 25 280 M8

TPS 25 280 M10

TPS 25 300 M8

TPS 25 300 M10

TPS 25 400 M12

TPS 35 200 M8

TPS 35 250 M8

TPS 35 250 M10

TPS 35 300 M8

TPS 35 300 M10

TPS 35 400 M12

4

6

6

6

6

6

6

6

10

10

10

10

10

10

10

16

16

16

16

25

25

25

25

25

25

25

25

35

35

35

35

35

35

105

125

150

150

200

200

250

250

125

150

150

200

200

250

250

135

200

250

300

200

250

250

280

280

300

300

400

200

250

250

300

300

400

M6

M6

M6

M8

M6

M8

M6

M8

M6

M6

M8

M6

M8

M6

M8

M8

M8

M8

M8

M8

M8

M10

M8

M10

M8

M10

M12

M8

M8

M10

M8

M10

M12

15

40

40

40

40

40

40

40

75

75

75

75

75

75

75

120

120

120

120

150

150

150

150

150

150

150

150

195

195

195

195

195

195

0,0092

0,0143

0,0158

0,0164

0,0188

0,0194

0,0218

0,0224

0,0207

0,0232

0,0234

0,0282

0,0284

0,0332

0,0334

0,0320

0,0424

0,0504

0,0584

0,0700

0,0825

0,0817

0,0900

0,0892

0,0950

0,0942

0,1220

0,0970

0,1145

0,1135

0,1320

0,1310

0,1680

500

250

250

250

200

200

150

150

250

200

200

150

150

100

100

100

100

100

100

50

50

50

50

50

50

50

50

50

50

50

50

50

Hole S�ze: 

M8-M10-M12

Length:
200

Length:
250-400

Hole S�ze: 
M6-M8

Length:
105-150

Hole S�ze: 
M6-M8

Usage methods for Cable Ladders

Usage methods for Cable Trays

Mount�ng Example

TPS

50

S�ze: 
M6-M8

Length:
200

S�ze: M6-M8

Length:
250-300

S�ze: 
M8

Length:
105-150

M12M10
M8

M6



MADE IN TURKEY

m
Cable Trays - System of Side Height H50

Socket and Box F�x�ng on The Cable Tray
Priz Dağıtım Kutusu - Монтажная пластина коробки

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2  1.0 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5  1.5  2.0

PKTD 01 HDG 0.52

CODE

1pc
kg

pcs

10

PKT 01 HDG 0.25
1pc
kgCODE

pcs

10

PKT 02 HDG 0.25

CODE

1pc
kg

pcs

10

PKTD 02 HDG 0.52

CODE

1pc
kg

pcs

10

PKT 03 HDG 0.25

CODE

1pc
kg

pcs

10

PKTD 03 HDG 0.52

CODE

1pc
kg

pcs

10

Cable rout�ng / Standard : IEC 61537

 230

 1
5
0

 33

 110 

 1
5
0

 110

 1
5
0

 110

 1
5
0

 33

 230

 1
5
0

 230

 1
5

0

7x20

9x18

Ø5

 20x52

7x52

7x20

7x52

 20x52

Ø5

7x20
7x52

 20x52

9x18

20x52

7x20

Ø5

9x18

 20x52

7x52

7x52

Ø5

9x18

9x18

9x18

 20x52

7x52

Ø5


