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Company Introduct�on - F�rma Hakkında

Company Profile
m
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METAKSAN ELEKTRIK performs �ts act�v�t�es �n 
accordance w�th ISO 9001 and IEC 61537 Qual�ty 
Standards.

Our qual�ty pol�cy �s to offer qual�ty �tems and serv�ces 
that would meet requ�rements of our customers for 
compet�t�ve pr�ces, to make t�mely del�ver�es and to 
ensure cont�nuance of serv�ce and qual�ty. Our target �s 
constantly produc�ng h�gh qual�ty �tems. Our bas�c 
target �s to be a world brand at our field of operat�on.

W�th a total qual�ty management approach, 
METAKSAN ELEKTRIK have ga�ned rel�able bus�ness 
partners �n many countr�es around the world. 
Expand�ng day by day through a network of sales , we 
are proud to export %80 of our product�on to more 
than 60 countr�es.

We are gratefull for trust you place �n our products 
and �n our company.

W�th �ts extens�ve exper�ence and customer-or�ented serv�ce pol�cy, 
METAKSAN ELEKTRIK �s proud to be one of the lead�ng manufacturers of 
cable management solut�ons and p�pe fix�ng systems �n Turkey. 

In �ts 30.000 m2 fully automated fac�l�ty METAKSAN ELEKTRIK have all the 
resources to guarantee the h�ghest effic�ency and speed of del�very. 
Cont�n�ously growth and non stop �nvestment �n product�ve equ�pments allow 
METAKSAN ELEKTRIK, to offer h�gh qual�ty and competat�ve range of 
products that contr�butes to the customer sat�sfact�on.

As spec�l�ased �n Cable Management and P�pe F�x�ng Systems , METAKSAN 
ELEKTRIK �s cont�nuously grow�ng by extend�ng �ts range of products by 
add�ng Electr�cal and Mechan�cal Equ�pments & L�ght�ng and Earth�ng 
Mater�als
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Ürünler�m�ze ve firmamıza duyduğunuz güvenden dolayı  teşekkür eder�z.

METAKSAN ELEKTRİK; yıllara uzanan deney�m� ve müşter� odaklı h�zmet pol�t�kasıyla, Sel�mpaşa fabr�kasında toplam 
30.000 m2 kapalı alanda gerçekleşt�rd�ğ� otomasyona dayalı üret�m�yle; Türk�ye'n�n önde gelen kablo kanalı ve boru kelepçes� 
üret�c�ler� arasında yer almaktadır.

Kurulduğu �lk günden bu yana hızla büyüyen METAKSAN ELEKTRİK , üret�m�n� ve faal�yet alanlarını sürekl� gen�şletmekted�r. 
Ana konusu kablo koruma ve taşıma s�stemler� ve boru askı ve destek s�stemler� olan METAKSAN ELEKTRİK, bünyes�ne 
topraklama ve yıldırımdan koruma ek�pmanları g�b� d�ğer elektr�k ve mekan�k malzemeler�n�  de katarak büyümes�n� 
sürdürmüştür. 

METAKSAN ELEKTRİK, üret�m faal�yetler�n� ISO 9001 ve TSE EN 61537 standartlarına  uygun şek�lde sürdürmekted�r. Kal�te 
pol�t�kası, müşter�ler�n�n �stekler�n� karşılayacak kal�tel� ürün ve h�zmetler� en ekonom�k şek�lde sunmak, zamanında tesl�m 
etmek, h�zmet�n ve kal�ten�n sürekl�l�ğ�n� sağlamaktır. Amacı kal�tel� ve �y� malzemey� sürekl� olarak üretmek olan METAKSAN 
ELEKTRİK '�n temel hedefi, konusunda b�r dünya markası olmaktır.

Ben�msed�ğ� toplam kal�te yönet�m� anlayışı sayes�nde dünyanın b�rçok ülkes�nde güven�l�r �ş ortakları kazanmıştır. Hergeçen 
gün gen�şleyen satış ağıyla üret�m�n�n %80 �n� 60'tan fazla ülkeye �hraç etmen�n haklı gururunu yaşamaktadır.



Cable Tray Systems 

Accessor�es

BYD BDD RT SEP

KA90SON KA45 KAD

KAIB KADB

KAT

KA90E KATE CFS

KBE

45° Yat. Kanal dönüşü

Tee Hor. Cable Tray bend 

T Kanal dönüşü
Cross bend cover

Dörtlü Kanal dönüşüSonlandırma

Cable Trays Systems - Kablo Kanalı S�stemler�
Перфорированные и сплошные кабельные лотки 

90° Hor. Cable Tray bend 

90° Yat. Kanal dönüşü
Stop End 45° Hor. Cable Tray Bend

Vert�cal Ins�de 90° Cable Tray

90° D�key İç Bükey Kanal Dönüşü

Vert�cal Outs�de 90° Cable Tray

90° D�key Dış Bükey Kanal Dönüşü

Add on 90° Hor�zontal Corner Bend

90° Köşe Yatay Kanal Dönüş Ek�

Add on Tee hor�zonrtal Bend

T Yatay Kanal Dönüş Ek�

Round Head Bolt & Nut

Kanal C�vata - Somun

Stra�ght Connector

Ek Eleman

Adjustable Hor�zontal Connector

Yatay Sev�ye Değ�şt�rme Ek�

Adjustable Vert�cal Connector

D�key Sev�ye Değ�şt�rme Ek�

Reducer Connector - S�ngle Type

Redüks�yon

Barr�er Str�p

Seperatör

APKGPK

ADKGDK

m
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Sl�d�ng �n - To �nstall cable tray - stra�ght use Screw 
Sets  CFS M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8)    

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

Appl�cat�on Example of SEP

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8) 

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8) 

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

Installat�on Examples

Appl�cat�on Example of KBEAppl�cat�on Example of GPK

Appl�cat�on Example of RTAppl�cat�on Example of BDDAppl�cat�on Example of BYD

Appl�cat�on Example of KADAppl�cat�on Example of KATAppl�cat�on Example of KA90

Appl�cat�on Example of KA45Appl�cat�on Example of KADBAppl�cat�on Example of KAIB

Appl�cat�on Example of KATEAppl�cat�on Example of KA90EAppl�cat�on Example of SON

1 2 3

4 5 6

7 8 9

10 11 12

13 14 15

Cable Tray Systems 
m
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Cable Trays Systems - Kablo Kanalı S�stemler�
Перфорированные и сплошные кабельные лотки 

Cable Tray Systems 

2

4

5

6

7

8

10

11

12

13

15
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SPK 450 15 PG 3000 5.46500
450SPK 445 15 PG 3000 4.99

SPK 460 15 PG 3000 6.41600

SPK 422 15 PG 3000 3.01

SPK 405 15 PG 3000 1.30

225

50

SPK 407 15 PG 3000 1.5575
SPK 410 15 PG 3000 1.80100
SPK 412 15 PG 3000 2.20125

150SPK 415 15 PG 3000 2.30
200SPK 420 15 PG 3000 2.64

SPK 425 15 PG 3000 3.11250
SPK 430 15 PG 3000 3.58300
SPK 440 15 PG 3000 4.52400

1.5mm

Cable Trays - System of Side Height H40

Pre - Galvan�sed

SPK 405 06 PG 300050

SPK 407 06 PG 300075
SPK 410 06 PG 3000100
SPK 412 06 PG 3000125

150SPK 415 06 PG 3000
200SPK 420 06 PG 3000

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

SPK 422 08 PG 3000

SPK 405 08 PG 3000 0.69

225

50

SPK 407 08 PG 300075
SPK 410 08 PG 3000100
SPK 412 08 PG 3000125

150SPK 415 08 PG 3000
200SPK 420 08 PG 3000

SPK 425 08 PG 3000250

0.8mm
SPK 422 12 PG 3000 2.41

SPK 405 12 PG 3000 1.04

225

50

SPK 407 12 PG 3000 1.2475
SPK 410 12 PG 3000 1.44100
SPK 412 12 PG 3000 1.76125

150SPK 415 12 PG 3000 1.84
200SPK 420 12 PG 3000 2.11

SPK 425 12 PG 3000 2.49250
SPK 430 12 PG 3000 2.86300
SPK 440 12 PG 3000 3.62400

1.2mmSPK ... H40SPK ... H40 

SPK 445 12 PG 3000 3.99450
SPK 450 12 PG 3000 4.37500
SPK 460 12 PG 3000 5.12600

SPK 422 10 PG 3000

SPK 405 10 PG 3000

225

50

SPK 407 10 PG 300075
SPK 410 10 PG 3000100
SPK 412 10 PG 3000125

150SPK 415 10 PG 3000
200SPK 420 10 PG 3000

SPK 425 10 PG 3000250
SPK 430 10 PG 3000300
SPK 440 10 PG 3000400

1.0mm

SPK 430 08 PG 3000300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 240 12 PG 175 0.08

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

175 0.1

CODE
Length

L
mm 1pc

kg

1.5mm

CODE

15 0.014M8

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M6 EG 15 0.008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

KBE 240 15 PG

M6 M8

KBE 2 ... H40 

CFS M6CFS M6 CFS M8CFS M8

500500

100100

Stra�ght Connector
Birleştirme Elemanı - Прямой соединитель

Pre - Galvan�sed

Electro - Galvan�sed

pcspcs

pcspcs

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

0.52

0.62
0.72
0.88
0.92
1.12

0.83
0.96
1.17
1.23
1.49
1.71
1.76
2.03

0.87

1.03
1.20
1.47
1.53
1.76
2.01
2.07
2.39
3.01

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

In Box
pcs

In Box

KBE 2 ... H40 

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. ( M6 or 
M8 )

Perforated Cable Trays - W�thout Return Flanges
Standart Kablo Kanalı - Перфорированные лотки

Steel, acc. to the Sendzimir method strip-galv. 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- steelstainless  AISI 304L and AISI 316L  (SS) 
EP- powder in a full range of colours (coating RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

50

150
200
300
400
500

220 cm 

600

260 cm
280 cm
2120 cm 
2160 cm 
2200 cm 
2240 cm 

Width
Usable

Cross-Section

2100 40 cm

40

a

T

2
5

8,5

4
1

,7
5

L

3
5

T

15 8,5

L

20

25

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

CFS

M6x15
M6

SPK H40

KBE 2

SPK ... H40SPK ... H40 

m
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SDK 450 15 PG 3000 6.83500
450SDK 445 15 PG 3000 6.24

SDK 460 15 PG 3000 8.01600

SDK 422 15 PG 3000 3.77

SDK 405 15 PG 3000 1.53

225

50

SDK 407 15 PG 3000 1.8375
SDK 410 15 PG 3000 2.12100
SDK 412 15 PG 3000 2.59125

150SDK 415 15 PG 3000 2.71
200SDK 420 15 PG 3000 3.30

SDK 425 15 PG 3000 3.89250
SDK 430 15 PG 3000 4.47300
SDK 440 15 PG 3000 5.65400

1.5mm

Pre - Galvan�sed

SDK 405 06 PG 3000 0.6150

SDK 407 06 PG 3000 0.7375
SDK 410 06 PG 3000 0.85100
SDK 412 06 PG 3000 1.04125

150SDK 415 06 PG 3000 1.08
200SDK 420 06 PG 3000 1.32

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

SDK 422 08 PG 3000 2.01

SDK 405 08 PG 3000 0.82

225

50

SDK 407 08 PG 3000 0.9775
SDK 410 08 PG 3000 1.13100
SDK 412 08 PG 3000 1.38125

150SDK 415 08 PG 3000 1.44
200SDK 420 08 PG 3000 1.76

SDK 425 08 PG 3000 2.07250

0.8mm
SDK 422 12 PG 3000 3.01

SDK 405 12 PG 3000 1.22

225

50

SDK 407 12 PG 3000 1.4675
SDK 410 12 PG 3000 1.70100
SDK 412 12 PG 3000 2.07125

150SDK 415 12 PG 3000 2.17
200SDK 420 12 PG 3000 2.64

SDK 425 12 PG 3000 3.11250
SDK 430 12 PG 3000 3.58300
SDK 440 12 PG 3000 4.52400

1.2mmSDK ... H40SDK ... H40 

SDK 445 12 PG 3000 4.99450
SDK 450 12 PG 3000 5.46500
SDK 460 12 PG 3000 6.41600

SDK 422 10 PG 3000 2.51

SDK 405 10 PG 3000 1.02

225

50

SDK 407 10 PG 3000 1.2275
SDK 410 10 PG 3000 1.41100
SDK 412 10 PG 3000 1.73125

150SDK 415 10 PG 3000 1.81
200SDK 420 10 PG 3000 2.20

SDK 425 10 PG 3000 2.59250
SDK 430 10 PG 3000 2.98300
SDK 440 10 PG 3000 3.77400

1.0mm

SDK 430 08 PG 3000 2.39300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

SDK ... H40SDK ... H40 

22

Pre - Galvan�sed

Seperator
Seperatör - Перегородка

SEP 140 10 PG 3000 0.43

CODE
Length

L
mm 1 pc

kg

1.0mmSEP  1 ... H40 

CODE

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

SEP 140 15 PG 3000 0.64

pcspcs

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

SEP  1 ... H40 

1

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8 )

Non - Perforated Cable Trays - W�thout Return Flanges
Standart Deliksiz Kablo Kanalı - Сплошные лотки

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SDK H40

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
7
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f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

50

150
200
300
400
500

220 cm

600

260 cm
280 cm
2120 cm
2160 cm
2200 cm
2240 cm

Width
Usable

Cross-Section

2100 40 cm

40

a

T

2
5

8,5

4
1
,7

5

L

L

SEP 1  H40

1

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

9



Pre - Galvan�sed

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�sed

KDB 405 10 PG 600 0.550

KDB 407 10 PG 600 0.6175
KDB 410 10 PG 600 0.7100
KDB 412 10 PG 600 0.8125

150KDB 415 10 PG 600 0.9
200KDB 420 10 PG 600 1.1

Width

a
mm

CODE
Length

L
mm 1 mt

kg

1.0mmKDB ... H40KDB ... H40

CODE

KDB 430 12 PG 600 1.78300
KDB 440 12 PG 600 2.7400

1.2mm

KDB 445 12 PG 600 2.99450
KDB 450 12 PG 600 3.27500
KDB 460 12 PG 600 3.84600

KDB 425 10 PG 600 1.29250

KDB 450 15 PG 600 4.08500
450KDB 445 15 PG 600 3.73

KDB 460 15 PG 600 4.78600

KDB 422 15 PG 600 1.78

KDB 405 15 PG 600 0.75

225

50

KDB 407 15 PG 600 0.975
KDB 410 15 PG 600 1.05100
KDB 412 15 PG 600 1.19125

150KDB 415 15 PG 600 1.34
200KDB 420 15 PG 600 1.63

KDB 425 15 PG 600 1.93250
KDB 430 15 PG 600 2.22300
KDB 440 15 PG 600 3.38400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KIB 405 10 PG 600 0.550

KIB 407 10 PG 600 0.6175
KIB 410 10 PG 600 0.7100
KIB 412 10 PG 600 0.8125

150KIB 415 10 PG 600 0.9
200KIB 420 10 PG 600 1.1

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KIB 430 12 PG 600 1.78300
KIB 440 12 PG 600 2.7400

1.2mm

KIB 445 12 PG 600 2.99450
KIB 450 12 PG 600 3.27500
KIB 460 12 PG 600 3.84600

KIB 425 10 PG 600 1.29250

KIB 450 15 PG 600 4.08500
450KIB 445 15 PG 600 3.73

KIB 460 15 PG 600 4.78600

KIB 422 15 PG 600 1.78

KIB 405 15 PG 600 0.75

225

50

KIB 407 15 PG 600 0.975
KIB 410 15 PG 600 1.05100
KIB 412 15 PG 600 1.19125

150KIB 415 15 PG 600 1.34
200KIB 420 15 PG 600 1.63

KIB 425 15 PG 600 1.93250
KIB 430 15 PG 600 2.22300
KIB 440 15 PG 600 3.38400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

1.0mm

KDB ... H40KDB ... H40 

KIB ... H40KIB ... H40 KIB ... H40KIB ... H40 

225KDB 422 10 PG 600 1.19

225KIB 422 10 PG 600 1.19

pcspcs

pcspcs

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

Important! 
 To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8 ).

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KDB and KIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KDB and KIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

a

40T

3
0
0
+

H

300+H

R360

42

1
8

9

360

3
6
0

R300

42

1
8

9

a

40T

KDB H40

KIB H40

Cable Trays - System of Side Height H40
m
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45° Hor�zontal Bend Of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Pre - Galvan�sed

90° Hor�zontal Bend Of Cable Tray
90° Yatay Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

K90 405 10 PG 0.250

K90 407 10 PG 0.2675
K90 410 10 PG 0.41100
K90 412 10 PG 0.5125

150K90 415 10 PG 0.58
200K90 420 10 PG 0.79

Width

a=b
mm

CODE

1 pc
kg

1.0mmK90 ... H40K90 ... H40 

CODE

K90 430 12 PG 1.66300
K90 440 12 PG 2.45400

1.2mm

K90 445 12 PG 2.9450
K90 450 12 PG 3.38500
K90 460 12 PG 4.47600

K90 425 10 PG 1.03250

K90 450 15 PG 4.23500
450K90 445 15 PG 3.62

K90 460 15 PG 5.58600

K90 422 15 PG 1.36

K90 405 15 PG 0.3

225

50

K90 407 15 PG 0.3975
K90 410 15 PG 0.62100
K90 412 15 PG 0.74125

150K90 415 15 PG 0.88
200K90 420 15 PG 1.18

K90 425 15 PG 1.54250
K90 430 15 PG 2.08300
K90 440 15 PG 3.06400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

K45 405 10 PG 0.2050

K45 407 10 PG 0.2675
K45 410 10 PG 0.34100
K45 412 10 PG 0.45125

150K45 415 10 PG 0.54
200K45 420 10 PG 0.74

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

K45 430 12 PG 1.49300
K45 440 12 PG 2.24400

1.2mm

K45 445 12 PG 2.68450
K45 450 12 PG 3.14500
K45 460 12 PG 4.20600

K45 425 10 PG 0.98250

K45 450 15 PG 3.94500
450K45 445 15 PG 3.34

K45 460 15 PG 5.26600

K45 422 15 PG 1.28

K45 405 15 PG 0.30

225

50

K45 407 15 PG 0.3975
K45 410 15 PG 0.50100
K45 412 15 PG 0.66125

150K45 415 15 PG 0.80
200K45 420 15 PG 1.10

K45 425 15 PG 1.46250
K45 430 15 PG 1.86300
K45 440 15 PG 2.80400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

K90 ... H40K90 ... H40 

K45 ... H40K45 ... H40 K45 ... H40K45 ... H40 

pcspcs

225K45 422 10 PG 0.86

pcspcs

225K90 422 10 PG 0.9

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to EN 10 :  (PG)TS- 346 2011

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS AISI 304L and AISI 316L - stainless steel  (SS) 
EP RAL- powder coating in a full range of colours ( )

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a
R90

18

9

40

50

a+55

a
+

1
0
5

b

a

b

4
0

9x18

45°

40

9x18

40

9x18

K90 H40

K45 H40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Pre - Galvan�sed

Tee Hor�zontal Bend of Cable Tray
“T” Yatay Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�sed

KT 405 10 PG 0.2650

KT 407 10 PG 0.3275
KT 410 10 PG 0.5100
KT 412 10 PG 0.6125

150KT 415 10 PG 0.7
200KT 420 10 PG 0.93

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKT ... H40KT ... H40 

CODE

KT 430 12 PG 1.97300
KT 440 12 PG 2.82400

1.2mm

KT 445 12 PG 3.3450
KT 450 12 PG 3.82500
KT 460 12 PG 4.96600

KT 425 10 PG 1.18250

KT 450 15 PG 4.77500
450KT 445 15 PG 4.12

KT 460 15 PG 6.2600

KT 422 15 PG 1.58

KT 405 15 PG 0.38

225

50

KT 407 15 PG 0.4875
KT 410 15 PG 0.76100
KT 412 15 PG 0.9125

150KT 415 15 PG 1.05
200KT 420 15 PG 1.38

KT 425 15 PG 1.78250
KT 430 15 PG 2.46300
KT 440 15 PG 3.52400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KD 405 10 PG 0.3250

KD 407 10 PG 0.3975
KD 410 10 PG 0.62100
KD 412 10 PG 0.73125

150KD 415 10 PG 0.84
200KD 420 10 PG 1.08

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KD 430 12 PG 2.32300
KD 440 12 PG 3.23400

1.2mm

KD 445 12 PG 3.74450
KD 450 12 PG 4.3500
KD 460 12 PG 5.51600

KD 422 10 PG 1.22225

KD 450 15 PG 5.37500
450KD 445 15 PG 4.68

KD 460 15 PG 6.89600

KD 422 15 PG 1.82

KD 405 15 PG 0.48

225

50

KD 407 15 PG 0.5975
KD 410 15 PG 0.94100
KD 412 15 PG 1.09125

150KD 415 15 PG 1.26
200KD 420 15 PG 1.62

KD 425 15 PG 2.04250
KD 430 15 PG 2.9300
KD 440 15 PG 4.04400

1.5mm

Width

mm
CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KT ... H40KT ... H40 

KD ... H40KD ... H40 KD ... H40KD ... H40 

Cross Bend of Cable Tray
Dörtlü Kanal Bağlantı Elemanı - Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KT 422 10 PG 1.05

KD 425 10 PG 1.36250

a=b=c=d

1

1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1

1
1
1
1
1
1
1

1

1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KT H40

9

18
40a

R90

b

ca+55

b+210

40

9x18

18

9 40

b

b+110

c

R90

a

d

b
+

1
1

0

40

9x18

KD H40 

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Pre - Galvan�sed

Add on 90º Hor�zontal Corner Bend of Cable Tray
90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�sed

a
mm

CODE
Rad�us

R
1pc
kg

1.0mmK90E ... H40K90E ... H40

CODE

0.22

0.34
0.73

1.5mm

a
mm

CODE

1pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Add on Tee hor�zontal bend
“T” Yatay Kanal Dönüş Eki - Т-отвод горизонтальный врезной

K90E 4 10 PG 90 0.1455

K90ER1 4 10 PG 150 0.2290
K90ER2 4 10 PG 300 0.49180

KTER1 450 15 PG 1.93
KTER1 445 15 PG 1.82

KTER1 460 15 PG 2.17

KTER1 422 15 PG

KTER1 410 15 PG 0.99
KTER1 412 15 PG 1.05
KTER1 415 15 PG 1.1
KTER1 420 15 PG 1.22

KTER1 425 15 PG 1.34
KTER1 430 15 PG 1.46
KTER1 440 15 PG 1.7

1.5mm

Width

a
mm

CODE

1pc
kgCODE

K90E Mount�ng KTE Mount�ng

K90E ... H40K90E ... H40 

KTER1 ... H40KTER1 ... H40 

K90E 4 15 PG 9055

K90ER1 4 15 PG 15090
K90ER2 4 15 PG 300180

500
450

600

225

100
125
150
200

250
300
400

mm

Rad�us

R
mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

pcs

KTER1 H40

KTE H40

1.28

Width

a
mm

CODE
Rad�us

R
1pc
kg

KTE ... H40KTE ... H40 

CODE

KTE 450 12 PG 90 0.85500
450KTE 445 12 PG 90 0.79

KTE 460 12 PG 90 0.96600

KTE 430 12 PG 90 0.62300
KTE 440 12 PG 90 0.74400

mm
pcs

1.2 mm

Width

a
mm

CODE
Rad�us

R
1pc
kg

KTE ... H40KTE ... H40 

CODE

KTE 422 10 PG 90 0.45225

KTE 410 10 PG 90 0.33100
KTE 412 10 PG 90 0.35125

150KTE 415 10 PG 90 0.38
200KTE 420 10 PG 90 0.42

KTE 425 10 PG 90 0.47250

mm
pcs

1mm

1

1
1

1

1
1

1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

K90E H40

a

a

a
+

5
0

a+50

50

R

25

18

9

4
0

1
8

9

20

a
5

5

a
+

1
1
0

2
5

2
5

9x18

R90

7
5

a
9
0

2
5

2
5

9x18

R150

7
5

a
+

1
8
0

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Pre - Galvan�sed

Pre - Galvan�sed

Stop End (Bl�nd End)
Sonlandırma - Заглушка

RT 40 575 15 PG 0.307

RT 40 425 15 PG 0.244

RT 40 450 15 PG 0.255
RT 40 475 15 PG 0.265
RT 40 500 15 PG 0.275
RT 40 525 15 PG 0.286
RT 40 550 15 PG 0.297

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H40RT ... H40 

RT 40 375 15 PG 0.222
RT 40 350 15 PG 0.212

RT 40 400 15 PG 0.233

RT 40 225 15 PG 0.159

RT 40 50 15 PG 0.085

RT 40 75 15 PG 0.095
RT 40 100 15 PG 0.106
RT 40 125 15 PG 0.117
RT 40 150 15 PG 0.127

RT 40 200 15 PG 0.149

RT 40 250 15 PG 0.169

RT 40 275 15 PG 0.18

RT 40 325 15 PG 0,202

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H40RT ... H40 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

SON 450 15 PG 0.263
SON 445 15 PG 0.241

SON 460 15 PG 0.305

SON 422 15 PG 0.146

SON 405 15 PG 0,072

SON 407 15 PG 0,083
SON 410 15 PG 0,094
SON 412 15 PG 0.104
SON 415 15 PG 0.114
SON 420 15 PG 0.136

SON 425 15 PG 0.157
SON 430 15 PG 0.178
SON 440 15 PG 0.221

1.5mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

SON 450 12 PG 0.211
SON 445 12 PG 0.194

SON 460 12 PG 0.244

SON 422 12 PG 0.117

SON 405 12 PG 0.058

SON 407 12 PG 0.066
SON 410 12 PG 0.075
SON 412 12 PG 0.083
SON 415 12 PG 0.092
SON 420 12 PG 0.109

SON 425 12 PG 0.125
SON 430 12 PG 0.142
SON 440 12 PG 0.176

1.2mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

RT 40 25 15 PG 0.07425

RT 40 175 15 PG 0.138175

Width

a
mm

Width

a
mm

pcspcs

pcspcs

RT 40 300 15 PG 0.191300

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1
1
1
1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

RT H40

3
5

a

T

4
0

1
8

9

35

42

75

L

75

T

18x9

35

SON H40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Pre - Galvan�sed

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

BDD 240 12 PG 250 0.14

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H40 

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 240 12 PG 175 0.08

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 240 15 PG 175 0.1

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 140 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H40 

CODE

BYDU 140 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H40 

Adjustable Hor�zontal Connector - Long Type 
Yatay Seviye Değiştirme Eki Uzun Tip - Угловой соединитель - длинный

BDD 240 15 PG 250 0.17

pcspcs

pcspcs

pcspcs

BYDU 1 ... H40 

1 1

1 1

1 1

BDD 2 ... H40 

BYD 2 ... H40 

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8)

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

BDD 2 H40

BYD 2 H40

BYDU 1 H40

124 124

L=250
155

22 22 22

2
3

8,5
R20

3
5

15

T

3
5

15

T

L=175

25
20x8.5

3
5

L=1000

8,5

25

2

T

50

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

100x40

3 Sets

200x40

3 Sets

250x40

3 Sets

300x40

3 Sets

400x40

5 Sets

500x40

5 Sets

600x40

5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Pre - Galvan�sed

FPK 405 06 PG 3000 0.5650

FPK 407 06 PG 3000 0.6675
FPK 410 06 PG 3000 0.75100
FPK 412 06 PG 3000 0.85125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

FPK ... H40

FPK 405 07 PG 3000 0.7050

FPK 407 07 PG 3000 0.8275

FPK 410 07 PG 3000 0.93100
FPK 412 07 PG 3000 1.03125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.7mm

CODE
pcs

2

2
2
2

FPK 415 06 PG 3000 0.94150 2

FPK 415 07 PG 3000 1.17150 2

FPK 420 06 PG 3000 1.13200 2

FPK 420 07 PG 3000 1.40200 2

FPK 405 08 PG 3000 0.7450

FPK 407 08 PG 3000 0.8775

FPK 410 08 PG 3000 0.99100
FPK 412 08 PG 3000 1.12125

150FPK 415 08 PG 3000 1.25

0.8mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FPK 420 08 PG 3000 1.50 2
225FPK 422 08 PG 3000 1.62 2
250FPK 425 08 PG 3000 1.74 2
300FPK 430 08 PG 3000 2.00 2

FPK 405 10 PG 3000 0.9250

FPK 407 10 PG 3000 1.0875

FPK 410 10 PG 3000 1.23100
FPK 412 10 PG 3000 1.39125

150FPK 415 10 PG 3000 1.55

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FPK 420 10 PG 3000 1.86 2
225FPK 422 10 PG 3000 2.02 2
250FPK 425 10 PG 3000 2.18 2
300FPK 430 10 PG 3000 2.49 2
400FPK 440 10 PG 3000 3.12 2

FPK 445 12 PG 3000 4.12450

FPK 450 12 PG 3000 4.50500

FPK 460 12 PG 3000 5.25600

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE
pcs

2

2
2

FPK ... H40

2 Sets

50x40

FPK 445 10 PG 3000 3.29450

FPK 450 10 PG 3000 3.60500

FPK 460 10 PG 3000 4.20600

2

2
2

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

FPK H40

50 18 cm

Width
Usable

Cross-Section

100 38 cm
150 58 cm
200 78 cm
300 118 cm
400 158 cm
500 198 cm

2

2

2

2

2

2

2

600 238 cm2

a

40

L

2
5

8,5

Integrated ends

Coupless Qu�ck Connect�onRound Flange Protect�on

Strength

Qu�ck Cover F�x�ng

Cl�ck Type

16



H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

100x40

3 Sets

200x40

3 Sets

250x40

3 Sets

300x40

3 Sets

400x40

5 Sets

500x40

5 Sets

600x40

5 Sets2 Sets

50x40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

FDK 405 06 PG 3000 0.7050

FDK 407 06 PG 3000 0.8275
FDK 410 06 PG 3000 0.94100
FDK 412 06 PG 3000 1.06125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

FDK ... H40

FDK 405 07 PG 3000 0.8250

FDK 407 07 PG 3000 0.9675

FDK 410 07 PG 3000 1.09100
FDK 412 07 PG 3000 1.23125

0.7mm

2

2
2
2

FDK 415 06 PG 3000 1.17150 2

FDK 415 07 PG 3000 1.37150 2

FDK 420 06 PG 3000 1.41200 2

FDK 420 07 PG 3000 1.64200 2

FDK 405 08 PG 3000 0.9350

FDK 407 08 PG 3000 1.0975

FDK 410 08 PG 3000 1.24100
FDK 412 08 PG 3000 1.40125

150FDK 415 08 PG 3000 1.56

0.8mm

2

2
2
2
2

200FDK 420 08 PG 3000 1.87 2
225FDK 422 08 PG 3000 2.03 2
250FDK 425 08 PG 3000 2.18 2
300FDK 430 08 PG 3000 2.50 2

FDK 405 10 PG 3000 1.1550

FDK 407 10 PG 3000 1.3575

FDK 410 10 PG 3000 1.54100
FDK 412 10 PG 3000 1.74125

150FDK 415 10 PG 3000 1.94

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FDK 420 10 PG 3000 2.33 2
225FDK 422 10 PG 3000 2.52 2
250FDK 425 10 PG 3000 2.72 2
300FDK 430 10 PG 3000 3.11 2
400FDK 440 10 PG 3000 3.90 2

FDK 445 12 PG 3000 5.15450

FDK 450 12 PG 3000 5.62500

FDK 460 12 PG 3000 6.56600

1.2mm

2

2
2

FPK ... H40

Pre - Galvan�sed

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

FDK 445 10 PG 3000 4.12450

FDK 450 10 PG 3000 4.49500

FDK 460 10 PG 3000 5.24600

2

2
2

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

FDK H40

a

40

L

2
5

8,5

50 18 cm

Width
Usable

Cross-Section

100 38 cm
150 58 cm
200 78 cm
300 118 cm
400 158 cm
500 198 cm

2

2

2

2

2

2

2

600 238 cm2

Qu�ck Cover F�x�ng

Cl�ck Type

Round Flange Protect�on

Strength

Integrated ends

Coupless Qu�ck Connect�on
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Integrated Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 405 06 PG 3000 0.5650

GPK 407 06 PG 3000 0.6675
GPK 410 06 PG 3000 0.75100
GPK 412 06 PG 3000 0.85125

150GPK 415 06 PG 3000 0.94
200GPK 420 06 PG 3000 1.13

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 422 08 PG 3000 1.62

GPK 405 08 PG 3000 0.74

225

50

GPK 407 08 PG 3000 0.8775
GPK 410 08 PG 3000 0.99100
GPK 412 08 PG 3000 1.12125

150GPK 415 08 PG 3000 1.25
200GPK 420 08 PG 3000 1.50

GPK 425 08 PG 3000 1.74250

0.8mm

GPK 422 10 PG 3000 2.02

GPK 405 10 PG 3000 0.92

225

50

GPK 407 10 PG 3000 1.0875
GPK 410 10 PG 3000 1.23100
GPK 412 10 PG 3000 1.39125

150GPK 415 10 PG 3000 1.55
200GPK 420 10 PG 3000 1.86

GPK 425 10 PG 3000 2.18250
GPK 430 10 PG 3000 2.49300
GPK 440 10 PG 3000 3.12400

1.0mm

GPK 430 08 PG 3000 2.00300

GPK ... H40GPK ... H40 

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

1.2mm

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

50x40 300x40250x40200x40100x40 600x40500x40400x40

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

GPK H40

T

L

40

a

10
2
5

8,5

41,75

0.7mm

GPK ... H40GPK ... H40 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

GPK 405 07 PG 3000 0.7050

GPK 407 07 PG 3000 0.8275
GPK 410 07 PG 3000 0.93100
GPK 412 07 PG 3000 1.03125

150GPK 415 07 PG 3000 1.17
200GPK 420 07 PG 3000 1.40

2

2
2
2
2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8 GPK 445 12 PG 3000450 2
GPK 450 12 PG 3000500
GPK 460 12 PG 3000600

2
2

 1.2 4.12
4.50
5.25Mount�ng Example

 0.7 
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Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 405 06 PG 3000 0.7050

GDK 407 06 PG 3000 0.8275
GDK 410 06 PG 3000 0.94100
GDK 412 06 PG 3000 1.06125

150GDK 415 06 PG 3000 1.17
200GDK 420 06 PG 3000 1.41

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

pcs

2
2
2

2
2

GDK ... H40 

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

GDK 422 08 PG 3000 2.03

GDK 405 08 PG 3000 0.93

225

50

GDK 407 08 PG 3000 1.0975
GDK 410 08 PG 3000 1.24100
GDK 412 08 PG 3000 1.40125

150GDK 415 08 PG 3000 1.56
200GDK 420 08 PG 3000 1.87

GDK 425 08 PG 3000 2.18250

GDK 422 10 PG 3000 2.52

GDK 405 10 PG 3000 1.15

225

50

GDK 407 10 PG 3000 1.3575
GDK 410 10 PG 3000 1.54100
GDK 412 10 PG 3000 1.74125

150GDK 415 10 PG 3000 1.94
200GDK 420 10 PG 3000 2.33

GDK 425 10 PG 3000 2.72250
GDK 430 10 PG 3000 3.11300
GDK 440 10 PG 3000 3.90400

1.0mm

GDK 430 08 PG 3000 2.50300

pcs

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

1.2mm

GDK ... H40 0.8mm

50x40 300x40250x40200x40100x40 600x40500x40400x40

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
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.

 Qmax.

f

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

L L L L

Spacing of Supports in [m]

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

GDK H40

T40

a

10

8
,5

25

2
9
6
0

L

GDK 405 07 PG 3000 0.8250

GDK 407 07 PG 3000 0.9675
GDK 410 07 PG 3000 1.09100
GDK 412 07 PG 3000 1.23125

150GDK 415 07 PG 3000 1.37
200GDK 420 07 PG 3000 1.64

0.7mm

2
2
2
2

2
2

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

GDK 445 12 PG 3000450 2
GDK 450 12 PG 3000500
GDK 460 12 PG 3000600

2
2

5.15
5.62
6.56Mount�ng Example

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 
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APK 450 15 PG 3000 5.60500
450APK 445 15 PG 3000 5.13

APK 460 15 PG 3000 6.54600

APK 422 15 PG 3000 3.01

APK 405 15 PG 3000 1.36

225

50

APK 407 15 PG 3000 1.5975
APK 410 15 PG 3000 1.83100
APK 412 15 PG 3000 2.06125

150APK 415 15 PG 3000 2.30
200APK 420 15 PG 3000 2.78

APK 425 15 PG 3000 3.25250
APK 430 15 PG 3000 3.71300
APK 440 15 PG 3000 4.66400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�zed

APK 405 06 PG 3000 0.5650

APK 407 06 PG 3000 0.6675
APK 410 06 PG 3000 0.75100
APK 412 06 PG 3000 0.85125

150APK 415 06 PG 3000 0.94
200APK 420 06 PG 3000 1.13

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 422 08 PG 3000 1.62

APK 405 08 PG 3000 0.74

225

50

APK 407 08 PG 3000 0.8775
APK 410 08 PG 3000 0.99100
APK 412 08 PG 3000 1.12125

150APK 415 08 PG 3000 1.25
200APK 420 08 PG 3000 1.50

APK 425 08 PG 3000 1.74250

0.8mm
APK 422 12 PG 3000 2.42

APK 405 12 PG 3000 1.10

225

50

APK 407 12 PG 3000 1.3075
APK 410 12 PG 3000 1.48100
APK 412 12 PG 3000 1.67125

150APK 415 12 PG 3000 1.86
200APK 420 12 PG 3000 2.23

APK 425 12 PG 3000 2.61250
APK 430 12 PG 3000 2.99300
APK 440 12 PG 3000 3.74400

1.2mmAPK ... H40APK ... H40 

APK 445 12 PG 3000 4.12450
APK 450 12 PG 3000 4.50500
APK 460 12 PG 3000 5.25600

APK 422 10 PG 3000 2.02

APK 405 10 PG 3000 0.92

225

50

APK 407 10 PG 3000 1.0875
APK 410 10 PG 3000 1.23100
APK 412 10 PG 3000 1.39125

150APK 415 10 PG 3000 1.55
200APK 420 10 PG 3000 1.86

APK 425 10 PG 3000 2.18250
APK 430 10 PG 3000 2.49300
APK 440 10 PG 3000 3.12400

1.0mm

APK 430 08 PG 3000 2.00300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

M6x15 Round head squ�re neck bolt & M6 Flanged nut

APK ... H40APK ... H40 

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Electro - Galvan�sed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

APK H40

KBE 2 H40

a

T

10
25

8,5

4
1
,7

5L

L

20

8,5 25

3
5

T

15

CFS

M6x15
M6

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

KBE 240 10 PG 175 0.08

CODE
Length

L
mm 1pc

kg

1.0mm

CODE

KBE 2 ... H40 

100

Pre - Galvan�sed

pcs

KBE 2 ... H40 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. ( M6 or 
M8 )

1.5mm

KBE 240 12 PG 175 0.08 100

KBE 240 12 PG 175 0.08 100

1.2mm

CODE
Length

L
mm 1pc

kgCODE
pcs
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ADK 450 15 PG 3000 7.00500
450ADK 445 15 PG 3000 6.41

ADK 460 15 PG 3000 8.18600

ADK 422 15 PG 3000 3.76

ADK 405 15 PG 3000 1.70

225

50

ADK 407 15 PG 3000 1.9975
ADK 410 15 PG 3000 2.29100
ADK 412 15 PG 3000 2.58125

150ADK 415 15 PG 3000 2.88
200ADK 420 15 PG 3000 3.47

ADK 425 15 PG 3000 4.06250
ADK 430 15 PG 3000 4.64300
ADK 440 15 PG 3000 5.82400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�zed

ADK 405 06 PG 3000 0.7050

ADK 407 06 PG 3000 0.8275
ADK 410 06 PG 3000 0.94100
ADK 412 06 PG 3000 1.06125

150ADK 415 06 PG 3000 1.17
200ADK 420 06 PG 3000 1.41

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 422 08 PG 3000 2.03

ADK 405 08 PG 3000 0.93

225

50

ADK 407 08 PG 3000 1.0975
ADK 410 08 PG 3000 1.24100
ADK 412 08 PG 3000 1.40125

150ADK 415 08 PG 3000 1.56
200ADK 420 08 PG 3000 1.87

ADK 425 08 PG 3000 2.18250

0.8mm
ADK 422 12 PG 3000 3.03

ADK 405 12 PG 3000 1.38

225

50

ADK 407 12 PG 3000 1.6275
ADK 410 12 PG 3000 1.85100
ADK 412 12 PG 3000 2.09125

150ADK 415 12 PG 3000 2.32
200ADK 420 12 PG 3000 2.79

ADK 425 12 PG 3000 3.26250
ADK 430 12 PG 3000 3.74300
ADK 440 12 PG 3000 4.68400

1.2mmADK ... H40ADK ... H40 

ADK 445 12 PG 3000 5.15450
ADK 450 12 PG 3000 5.62500
ADK 460 12 PG 3000 6.56600

ADK 422 10 PG 3000 2.52

ADK 405 10 PG 3000 1.15

225

50

ADK 407 10 PG 3000 1.3575
ADK 410 10 PG 3000 1.54100
ADK 412 10 PG 3000 1.74125

150ADK 415 10 PG 3000 1.94
200ADK 420 10 PG 3000 2.33

ADK 425 10 PG 3000 2.72250
ADK 430 10 PG 3000 3.11300
ADK 440 10 PG 3000 3.90400

1.0mm

ADK 430 08 PG 3000 2.50300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

ADK ... H40ADK ... H40 

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

SEP 140 10 PG 3000 0.43

CODE
Length

L
mm 1m

kg

1.0mmSEP ... H40SEP ... H40 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H40SEP ... H40 

SEP 140 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.641 1

Seperator
Seperatör - Перегородка

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8 )

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5
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Spacing of Supports in [m]
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 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

APK H40

SEP H40

T

L

2
5

8,5

41,75

40

a

10

3
7

20

T

L

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�zed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�zed

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KA90 H40

KA45 H40

a

R9018

9

40

a+55

a
+

1
0
5

b

50

a

b

4
0

9x18

45°

9x18

9x18

40

40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

KA90 ... H40KA90 ... H40 

KA90 430 12 PG 1.74300
KA90 440 12 PG 2.54400

1.2mm

KA90 445 12 PG 2.99450
KA90 450 12 PG 3.49500
KA90 460 12 PG 4.58600

KA90 450 15 PG 4.35500
450KA90 445 15 PG 3.74

KA90 460 15 PG 5.73600

KA90 422 15 PG 1.43

KA90 405 15 PG 0.34

225

50

KA90 407 15 PG 0.4375
KA90 410 15 PG 0.66100
KA90 412 15 PG 0.79125

150KA90 415 15 PG 0.94
200KA90 420 15 PG 1.26

KA90 425 15 PG 1.62250
KA90 430 15 PG 2.17300
KA90 440 15 PG 3.17400

1.5mm

1

1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1.0mm

KA90 405 10 PG 0.2250

KA90 407 10 PG 0.2975
KA90 410 10 PG 0.44100
KA90 412 10 PG 0.53125

150KA90 415 10 PG 0.62
200KA90 420 10 PG 0.84

KA90 425 10 PG 1.08250
225KA90 422 10 PG 0.95

1

1
1
1
1
1

1
1

0.8mm

KA45 430 12 PG 1.57300
KA45 440 12 PG 2.34400

1.2mm

KA45 445 12 PG 2.78450
KA45 450 12 PG 3.26500
KA45 460 12 PG 4.33600

KA45 450 15 PG 4.07500
450KA45 445 15 PG 3.47

KA45 460 15 PG 5.41600

KA45 422 15 PG 1.36

KA45 405 15 PG 0.34

225

50

KA45 407 15 PG 0.4575
KA45 410 15 PG 0.55100
KA45 412 15 PG 0.73125

150KA45 415 15 PG 0.87
200KA45 420 15 PG 1.18

KA45 425 15 PG 1.55250
KA45 430 15 PG 1.96300
KA45 440 15 PG 2.92400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

1
1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

KA45 ... H40KA45 ... H40 0.8mm

KA45 405 08 PG 0.1850

KA45 407 08 PG 0.2475
KA45 410 08 PG 0.29100
KA45 412 08 PG 0.39125

150KA45 415 08 PG 0.46
200KA45 420 08 PG 0.63

1

1
1
1
1
1

KA45 405 10 PG 0.2350

KA45 407 10 PG 0.3075
KA45 410 10 PG 0.37100
KA45 412 10 PG 0.49125

150KA45 415 10 PG 0.58
200KA45 420 10 PG 0.79

1.0mm

KA45 425 10 PG 1.03250
225KA45 422 10 PG 0.91

1

1
1
1
1
1

1
1

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

KA90 405 08 PG 0.1750

KA90 407 08 PG 0.2375
KA90 410 08 PG 0.35100
KA90 412 08 PG 0.42125

150KA90 415 08 PG 0.49
200KA90 420 08 PG 0.67

1

1
1
1
1
1

KA90 ... H40KA90 ... H40 

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

22



Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KAT H40

KAD H40

R90

b

18

9

40 caa+55

b+210

c

18

9

40

R90

a

b

d

b+110

b
+

1
1
0

9x18

40

9x18

40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

KAT 405 10 PG 0.2850

KAT 407 10 PG 0.3575
KAT 410 10 PG 0.54100
KAT 412 10 PG 0.64125

150KAT 415 10 PG 0.74
200KAT 420 10 PG 0.98

Width

a=b=c
mm

CODE

1 pc
kg

1.0mm

CODE

KAT 430 12 PG 2.04300
KAT 440 12 PG 2.90400

1.2mm

KAT 445 12 PG 3.39450
KAT 450 12 PG 3.92500
KAT 460 12 PG 5.09600

KAT 425 10 PG 1.24250

KAT 450 15 PG 4.90500
450KAT 445 15 PG 4.24

KAT 460 15 PG 6.35600

KAT 422 15 PG 1.66

KAT 405 15 PG 0.42

225

50

KAT 407 15 PG 0.5375
KAT 410 15 PG 0.81100
KAT 412 15 PG 0.96125

150KAT 415 15 PG 1.11
200KAT 420 15 PG 1.46

KAT 425 15 PG 1.86250
KAT 430 15 PG 2.55300
KAT 440 15 PG 3.63400

1.5mm

Width

mm
CODE

1 pc
kgCODE

pcspcs a=b=c

225KAT 422 10 PG 1.10

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

0.8mmKAT ... H40KAT ... H40 

KAT 405 08 PG 0.2250

KAT 407 08 PG 0.2875
KAT 410 08 PG 0.43100
KAT 412 08 PG 0.51125

150KAT 415 08 PG 0.59
200KAT 420 08 PG 0.78

1

1
1
1
1
1

KAT ... H40KAT ... H40 

Pre - Galvan�zed

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KAD 405 10 PG 0.3450

KAD 407 10 PG 0.4275
KAD 410 10 PG 0.66100
KAD 412 10 PG 0.77125

150KAD 415 10 PG 0.88
200KAD 420 10 PG 1.14

KAD 422 10 PG 1.27225

KAD 450 15 PG 5.51500
450KAD 445 15 PG 4.82

KAD 460 15 PG 7.05600

KAD 422 15 PG 1.90

KAD 405 15 PG 0.52

225

50

KAD 407 15 PG 0.6475
KAD 410 15 PG 0.99100
KAD 412 15 PG 1.15125

150KAD 415 15 PG 1.33
200KAD 420 15 PG 1.70

KAD 425 15 PG 2.13250
KAD 430 15 PG 3.01300
KAD 440 15 PG 4.17400

1.5mm
1.0mm

KAD 425 10 PG 1.42250

1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

KAD 405 08 PG 0.2750

KAD 407 08 PG 0.3375
KAD 410 08 PG 0.52100
KAD 412 08 PG 0.61125

150KAD 415 08 PG 0.70
200KAD 420 08 PG 0.91

KAD ... H40KAD ... H40 0.8mm

1
1
1
1
1
1

KAD 430 12 PG 2.41300
KAD 440 12 PG 3.34400

1.2mm

KAD 445 12 PG 3.86450
KAD 450 12 PG 4.41500
KAD 460 12 PG 5.64600

1
1
1
1
1

Width

mm
CODE

1 pc
kgCODE

pcsa=b=c=d
Width

a=b=c=d
mm

CODE

1 pc
kgCODE

pcs
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KADB H40

KAIB H40

3
0
0
+

H

300+H

R360

42

1
8

9

360

3
6
0

R300

42

1
8

9

a

40T

a

40T

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

Pre - Galvan�zed

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

1.0mm

KADB 450 15 PG 600 4.20500
450KADB 445 15 PG 600 3.85

KADB 460 15 PG 600 4.90600

KADB 422 15 PG 600 1.88

KADB 405 15 PG 600 0.85

225

50

KADB 407 15 PG 600 1.0075
KADB 410 15 PG 600 1.14100
KADB 412 15 PG 600 1.30125

150KADB 415 15 PG 600 1.44
200KADB 420 15 PG 600 1.74

KADB 425 15 PG 600 2.03250
KADB 430 15 PG 600 2.32300
KADB 440 15 PG 600 3.50400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1
1
1
1
1
1

1
1

1
1
1

1
1

0.8mmKADB ... H40KADB ... H40 KADB ... H40KADB ... H40 1.2mm

KADB 405 08 PG 600 0.4650

KADB 407 08 PG 600 0.5375
KADB 410 08 PG 600 0.62100
KADB 412 08 PG 600 0.69125

150KADB 415 08 PG 600 0.77
200KADB 420 08 PG 600 0.93

1

1
1
1
1
1

KADB 430 12 PG 600 1.87300
KADB 440 12 PG 600 2.81400
KADB 445 12 PG 600 3.09450
KADB 450 12 PG 600 3.38500
KADB 460 12 PG 600 3.94600

1
1
1
1
1

KADB 405 10 PG 600 0.5850

KADB 407 10 PG 600 0.6775
KADB 410 10 PG 600 0.78100
KADB 412 10 PG 600 0.87125

150KADB 415 10 PG 600 0.97
200KADB 420 10 PG 600 1.17

KADB 425 10 PG 600 1.36250
225KADB 422 10 PG 600 1.26

1

1
1
1
1
1

1
1

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Pre - Galvan�zed

KAIB 430 12 PG 600 1.87300
KAIB 440 12 PG 600 2.81400

1.2mm

KAIB 445 12 PG 600 3.09450
KAIB 450 12 PG 600 3.38500
KAIB 460 12 PG 600 3.94600

1
1
1
1
1

0.8mmKADB ... H40KADB ... H40 

KAIB 405 08 PG 600 0.4650

KAIB 407 08 PG 600 0.5375
KAIB 410 08 PG 600 0.62100
KAIB 412 08 PG 600 0.69125

150KAIB 415 08 PG 600 0.77
200KAIB 420 08 PG 600 0.93

1

1
1
1
1
1

0.8mm

1.0mm

KAIB 405 10 PG 600 0.5850

KAIB 407 10 PG 600 0.6775
KAIB 410 10 PG 600 0.78100
KAIB 412 10 PG 600 0.87125

150KAIB 415 10 PG 600 0.97
200KAIB 420 10 PG 600 1.17

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 425 10 PG 600 1.36250
225KAIB 422 10 PG 600 1.26

pcs

1

1
1
1
1
1

1
1

KAIB 450 15 PG 600 4.20500
450KAIB 445 15 PG 600 3.85

KAIB 460 15 PG 600 4.90600

KAIB 422 15 PG 600 1.88

KAIB 405 15 PG 600 0.85

225

50

KAIB 407 15 PG 600 1.0075
KAIB 410 15 PG 600 1.14100
KAIB 412 15 PG 600 1.30125

150KAIB 415 15 PG 600 1.44
200KAIB 420 15 PG 600 1.74

KAIB 425 15 PG 600 2.03250
KAIB 430 15 PG 600 2.32300
KAIB 440 15 PG 600 3.50400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1
1
1
1
1
1

1
1

1
1
1
1
1

KADB ... H40KADB ... H40 

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs
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Add On 90º Hor�zontal Corner Bend of Cable Tray

Pre - Galvan�zed

90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�zed

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA90E Mount�ng KATE Mount�ng

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KA90 E H40

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

a
5

5

a
+

1
1

0

2
5

2
5

9x18

R90

7
5

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

4
0

1
8

9

20

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

KATE H40

KATER1 H40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY

1.0mm

0.22

0.34
0.73

1.5mm

a
mm

CODE

1pc
kgCODE

KA90E 4 10 PG 90 0.1455

KA90ER1 4 10 PG 150 0.2290
KA90ER2 4 10 PG 300 0.49180

KA90E ... H40KA90E ... H40 

KA90E 4 15 PG 9055

KA90ER1 4 15 PG 15090
KA90ER2 4 15 PG 300180

Rad�us

R
mm pcs

1

1
1

1

1
1

a
mm

CODE
Rad�us

R
1pc
kg

0.8mmKA90E ... H40KA90E ... H40

CODE

KA90E 4 08 PG 90 0.1155

KA90ER1 4 08 PG 150 0.1790
KA90ER2 4 08 PG 300 0.39180

mm pcs

1

1
1

KATER1 450 15 PG
KATER1 445 15 PG

KATER1 460 15 PG

KATER1 422 15 PG

KATER1 410 15 PG
KATER1 412 15 PG
KATER1 415 15 PG
KATER1 420 15 PG

KATER1 425 15 PG
KATER1 430 15 PG
KATER1 440 15 PG

1.5mm

Width

a
mm

CODE

1pc
kgCODE

KATE 422 10 PG 90 0.45225

KATE 410 10 PG 90 0.33100
KATE 412 10 PG 90 0.35125

150KATE 415 10 PG 90 0.38
200KATE 420 10 PG 90 0.42

KATE 425 10 PG 90 0.47250

KATER1 ... H40KATER1 ... H40 

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1.0mm

1.46

1.1
1.22
1.28
1.34

1.7
1.82

1.93
2.171

1
1
1
1

1

1
1

1

1

1
1
1
1

1
1
1

0.99
1.05

KATE ... H40KATE ... H40 0.8mm

KATE 410 08 PG 90 0.26100
KATE 412 08 PG 90 0.28125

150KATE 415 08 PG 90 0.30
200KATE 420 08 PG 90 0.33

1
1
1
1

KATE 450 12 PG 90 0.85500
450KATE 445 12 PG 90 0.79

KATE 460 12 PG 90 0.96600

KATE 430 12 PG 90 0.62300
KATE 440 12 PG 90 0.74400

1.2mm

1
1

1

1
1

Width

a
mm

CODE

1pc
kgCODE

Rad�us

R
mm

pcs
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Pre - Galvan�zed

BDD 240 12 PG 250 0.14

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H40 

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�zed

BYD 240 12 PG 175 0.08

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 240 15 PG 175 0.1

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 140 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H40 

CODE

BYDU 140 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H40 BYD 2 ... H40 

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 240 15 PG 250 0.17

pcspcs

pcspcs

pcspcs

BYDU 1 ... H40 

50 50

100 100

100 100

BDD 2 ... H40 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8 )

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8 )

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

124 124

L=250
155

22 22 22

2
3

8,5 R 20

3
5

15

T

3
5

15

T

L=175

25
20x8.5

3
5

L=1000

8,5

25

2

T

50

BDD 2 H40

BYD 2 H40

BYDU 1 H40

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

Pre - Galvan�zed

1.5mm

kg

RT ... H40RT ... H40 

SON 450 15 PG 0.263
SON 445 15 PG 0.241

SON 460 15 PG 0.305

SON 422 15 PG 0.146

SON 405 15 PG 0.072

SON 407 15 PG 0.083
SON 410 15 PG 0.094
SON 412 15 PG 0.104
SON 415 15 PG 0.114
SON 420 15 PG 0.136

SON 425 15 PG 0.157
SON 430 15 PG 0.178
SON 440 15 PG 0.221

1.5mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

0.211
0.194

0.244

0.117

0.058

0.075
0.083
0.092
0.109

0.125
0.142
0.176

1.2mm

1 pc
kg

SON ... H40SON ... H40 

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm

pcs

pcspcs

0.066

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1.5mm

CODE

1 pc
kgCODE

RT ... H40RT ... H40 

pcs

1

1
1
1
1
1

1
1

1

1RT 40 325 15 PG
RT 40 350 15 PG
RT 40 375 15 PG
RT 40 400 15 PG
RT 40 425 15 PG
RT 40 450 15 PG
RT 40 475 15 PG
RT 40 500 15 PG
RT 40 525 15 PG
RT 40 550 15 PG

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

RT H40

SON 450 12 PG
SON 445 12 PG

SON 460 12 PG

SON 422 12 PG

SON 405 12 PG

SON 407 12 PG
SON 410 12 PG
SON 412 12 PG
SON 415 12 PG
SON 420 12 PG

SON 425 12 PG
SON 430 12 PG
SON 440 12 PG

CODECODE

1

1

1
1
1
1
1

1
1

1

1

1

1 pc
0,074
0,085

0,095
0,106
0,117
0,127
0,138
0,149
0,159
0,169

0,18
0,191

Length

L
mm

225

50

75
100
125
150

200

250

275

25

175

300

CODECODE

RT 40 25 15 PG
RT 40 50 15 PG
RT 40 75 15 PG
RT 40 100 15 PG
RT 40 125 15 PG
RT 40 150 15 PG
RT 40 175 15 PG
RT 40 200 15 PG
RT 40 225 15 PG
RT 40 250 15 PG
RT 40 275 15 PG
RT 40 300 15 PG

Length

L
mm

375
350

400

325

425
450
475
500
525
550

0,224
0,236
0,247
0,259
0,271
0,283
0,294
0,306
0,318
0,330

3
5

a

T

4
0

1
8

9

35

42

75

L

75

T

18x9

35

SON H40

1RT 40 575 15 PG 575 0,342

Cable Trays - System of Side Height H40
m
MADE IN TURKEY
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Cable Trays - System of Side Height H50
m
MADE IN TURKEY

Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Integrated ends

Coupless Qu�ck Connect�onRound Flange Protect�on

Strength

Qu�ck Cover F�x�ng

Cl�ck Type

Pre - Galvan�sed

FPK 505 06 PG 3000 0.6450

FPK 507 06 PG 3000 0.7375
FPK 510 06 PG 3000 0.82100
FPK 512 06 PG 3000 0.92125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

FPK ... H50

FPK 505 07 PG 3000 0.8050

FPK 507 07 PG 3000 0.9175

FPK 510 07 PG 3000 1.02100
FPK 512 07 PG 3000 1.14125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.7mm

CODE
pcs

2

2
2
2

FPK H50

FPK 515 06 PG 3000 1.02150 2

FPK 515 07 PG 3000 1.26150 2

FPK 520 06 PG 3000 1.20200 2

FPK 520 07 PG 3000 1.49200 2

FPK 505 08 PG 3000 0.8450

FPK 507 08 PG 3000 0.9775

FPK 510 08 PG 3000 1.10100
FPK 512 08 PG 3000 1.22125

150FPK 515 08 PG 3000 1.34

0.8mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FPK 520 08 PG 3000 1.60 2
225FPK 522 08 PG 3000 1.72 2
250FPK 525 08 PG 3000 1.85 2
300FPK 530 08 PG 3000 2.10 2

FPK 505 10 PG 3000 1.0550

FPK 507 10 PG 3000 1.2075

FPK 510 10 PG 3000 1.36100
FPK 512 10 PG 3000 1.52125

150FPK 515 10 PG 3000 1.67

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FPK 520 10 PG 3000 1.99 2
225FPK 522 10 PG 3000 2.14 2
250FPK 525 10 PG 3000 2.30 2
300FPK 530 10 PG 3000 2.62 2
400FPK 540 10 PG 3000 3.25 2

FPK 545 12 PG 3000 4.27450

FPK 550 12 PG 3000 4.65500

FPK 560 12 PG 3000 5.40600

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE
pcs

2

2
2

FPK ... H50

50 23 cm

Width
Usable

Cross-Section

100 48 cm
150 73 cm
200 98 cm
300 148 cm
400 198 cm
500 248 cm

2

2

2

2

2

2

2

600 298 cm2

100x50

3 Sets

200x50

3 Sets

250x50

3 Sets

300x50

3 Sets

400x50

5 Sets

500x50

5 Sets

600x50

5 Sets2 Sets

50x50

FPK 545 10 PG 3000 3.41450

FPK 550 10 PG 3000 3.72500

FPK 560 10 PG 3000 4.32600

2

2
2

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

a

50

L

2
5

8,5

FPK 505 05 PG 3000 0.5250
FPK 510 05 PG 3000 0.68100

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.5mm

CODE
pcs

2
2

FPK ... H50

28



Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

FDK 505 06 PG 3000 0.8050

FDK 507 06 PG 3000 0.9175
FDK 510 06 PG 3000 1.03100
FDK 512 06 PG 3000 1.15125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

FDK ... H50

FDK 505 07 PG 3000 0.9350

FDK 5507 07 PG 3000 1.0775

FDK 510 07 PG 3000 1.20100
FDK 512 07 PG 3000 1.34125

0.7mm

2

2
2
2

FDK 515 06 PG 3000 1.27150 2

FDK 515 07 PG 3000 1.48150 2

FDK 520 06 PG 3000 1.50200 2

FDK 520 07 PG 3000 1.75200 2

FDK 505 08 PG 3000 1.0550

FDK 507 08 PG 3000 1.2175

FDK 510 08 PG 3000 1.37100
FDK 512 08 PG 3000 1.52125

150FDK 515 08 PG 3000 1.68

0.8mm

2

2
2
2
2

200FDK 520 08 PG 3000 2.00 2
225FDK 522 08 PG 3000 2.15 2
250FDK 525 08 PG 3000 2.31 2
300FDK 530 08 PG 3000 2.62 2

FDK 505 10 PG 3000 1.3150

FDK 507 10 PG 3000 1.5075

FDK 510 10 PG 3000 1.70100
FDK 512 10 PG 3000 1.90125

150FDK 515 10 PG 3000 2.09

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FDK 520 10 PG 3000 2.49 2
225FDK 522 10 PG 3000 2.68 2
250FDK 525 10 PG 3000 2.88 2
300FDK 530 10 PG 3000 3.27 2
400FDK 540 10 PG 3000 4.06 2

1.2mm

FPK ... H50

Pre - Galvan�sed

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

100x50

3 Sets

200x50

3 Sets

250x50

3 Sets

300x50

3 Sets

400x50

5 Sets

500x50

5 Sets

600x50

5 Sets2 Sets

50x50

FDK 545 10 PG 3000 4.27450

FDK 550 10 PG 3000 4.64500

FDK 560 10 PG 3000 5.40600

2

2
2

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

FPK H50

50 23 cm

Width
Usable

Cross-Section

100 48 cm
150 73 cm
200 98 cm
300 148 cm
400 198 cm
500 248 cm

2

2

2

2

2

2

2

600 298 cm2

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

a

50

L

2
5

8,5

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

FDK 545 12 PG 3000 5.34450

FDK 550 12 PG 3000 5.81500

FDK 560 12 PG 3000 6.75600

2

2
2

Qu�ck Cover F�x�ng

Cl�ck Type

Round Flange Protect�on

Strength

Integrated ends

Coupless Qu�ck Connect�on

FDK 505 05 PG 3000 0.6550
FDK 510 05 PG 3000 0.85100

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.5mm

CODE
pcs

2
2

29



Integrated Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 505 06 PG 3000 0.6450

GPK 507 06 PG 3000 0.7375
GPK 510 06 PG 3000 0.82100
GPK 512 06 PG 3000 0.92125

150GPK 515 06 PG 3000 1.02
200GPK 520 06 PG 3000 1.20

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 522 08 PG 3000 1.72

GPK 505 08 PG 3000 0.84

225

50

GPK 507 08 PG 3000 0.9775
GPK 510 08 PG 3000 1.10100
GPK 512 08 PG 3000 1.22125

150GPK 515 08 PG 3000 1.34
200GPK 520 08 PG 3000 1.60

GPK 525 08 PG 3000 1.85250

0.8mm

GPK 522 10 PG 3000 2.14

GPK 505 10 PG 3000 1.05

225

50

GPK 507 10 PG 3000 1.2075
GPK 510 10 PG 3000 1.36100
GPK 512 10 PG 3000 1.52125

150GPK 515 10 PG 3000 1.67
200GPK 520 10 PG 3000 1.99

GPK 525 10 PG 3000 2.30250
GPK 530 10 PG 3000 2.62300
GPK 540 10 PG 3000 3.25400

1.0mm

GPK 530 08 PG 3000 2.10300

GPK ... H50

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 545 12 PG 3000450 2
GPK 550 12 PG 3000500
GPK 560 12 PG 3000600

2
2

1.2mm

4.27
4.65
5.40

GPK ... H50

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

Mount�ng Example

50x50 300x50250x50200x50100x50 600x50500x50400x50

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
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m
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 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

GPK H50

T

L

50

a

10

2
5

8,5

4
1
,7

5

0.7mm

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

GPK 505 07 PG 3000 0.8050

GPK 507 07 PG 3000 0.9175
GPK 510 07 PG 3000 1.02100
GPK 512 07 PG 3000 1.14125

150GPK 515 07 PG 3000 1.26
200GPK 520 07 PG 3000 1.49

2

2
2
2
2
2

30



Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 505 06 PG 3000 0.8050

GDK 507 06 PG 3000 0.9175
GDK 510 06 PG 3000 1.03100
GDK 512 06 PG 3000 1.15125

150GDK 515 06 PG 3000 1.27
200GDK 520 06 PG 3000 1.5

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

pcs

2
2
2

2
2

GDK ... H50

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

GDK 522 08 PG 3000 2.15

GDK 505 08 PG 3000 1.05

225

50

GDK 507 08 PG 3000 1.2175
GDK 510 08 PG 3000 1.37100
GDK 512 08 PG 3000 1.52125

150GDK 515 08 PG 3000 1.68
200GDK 520 08 PG 3000 2.00

GDK 525 08 PG 3000 2.31250

0.8mm

GDK 522 10 PG 3000 2.68

GDK 505 10 PG 3000 1.31

225

50

GDK 507 10 PG 3000 1.5075
GDK 510 10 PG 3000 1.70100
GDK 512 10 PG 3000 1.90125

150GDK 515 10 PG 3000 2.09
200GDK 520 10 PG 3000 2.49

GDK 525 10 PG 3000 2.88250
GDK 530 10 PG 3000 3.27300
GDK 540 10 PG 3000 4.06400

1.0mm

GDK 530 08 PG 3000 2.62300

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

GDK 545 12 PG 3000450 2
GDK 550 12 PG 3000500
GDK 560 12 PG 3000600

2
2

1.2mm

5.34
5.81
6.75

GDK ... H50
Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

Mount�ng Example

50x50 300x50250x50200x50100x50 600x50500x50400x50

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
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m
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 Qmax.
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L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

GDK H50

T
50

a

10

L

8
,5

25

2
9
6
0

0.7mm

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

GDK 505 07 PG 3000 0.9350

GDK 507 07 PG 3000 1.0775
GDK 510 07 PG 3000 1.20100
GDK 512 07 PG 3000 1.34125

150GDK 515 07 PG 3000 1.48
200GDK 520 07 PG 3000 1.75

2
2
2
2

2
2

31



APK 550 15 PG 3000 5.78500
450APK 545 15 PG 3000 5.32

APK 560 15 PG 3000 6.73600

APK 522 15 PG 3000 3.20

APK 505 15 PG 3000 1.55

225

50

APK 507 15 PG 3000 1.7875
APK 510 15 PG 3000 2.02100
APK 512 15 PG 3000 2.26125

150APK 515 15 PG 3000 2.49
200APK 520 15 PG 3000 2.96

APK 525 15 PG 3000 3.43250
APK 530 15 PG 3000 3.90300
APK 540 15 PG 3000 4.85400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

APK 505 06 PG 3000 0.6450

APK 507 06 PG 3000 0.7375
APK 510 06 PG 3000 0.82100
APK 512 06 PG 3000 0.92125

150APK 515 06 PG 3000 1.02
200APK 520 06 PG 3000 1.20

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 522 08 PG 3000 1.72

APK 505 08 PG 3000 0.84

225

50

APK 507 08 PG 3000 0.9775
APK 510 08 PG 3000 1.10100
APK 512 08 PG 3000 1.22125

150APK 515 08 PG 3000 1.34
200APK 520 08 PG 3000 1.60

APK 525 08 PG 3000 1.85250

0.8mm
APK 522 12 PG 3000 2.58

APK 505 12 PG 3000 1.26

225

50

APK 507 12 PG 3000 1.4475
APK 510 12 PG 3000 1.63100
APK 512 12 PG 3000 1.82125

150APK 515 12 PG 3000 2.01
200APK 520 12 PG 3000 2.38

APK 525 12 PG 3000 2.76250
APK 530 12 PG 3000 3.14300
APK 540 12 PG 3000 3.90400

1.2mm

APK 545 12 PG 3000 4.27450
APK 550 12 PG 3000 4.65500
APK 560 12 PG 3000 5.40600

APK 522 10 PG 3000 2.14

APK 505 10 PG 3000 1.05

225

50

APK 507 10 PG 3000 1.2075
APK 510 10 PG 3000 1.36100
APK 512 10 PG 3000 1.52125

150APK 515 10 PG 3000 1.67
200APK 520 10 PG 3000 1.99

APK 525 10 PG 3000 2.30250
APK 530 10 PG 3000 2.62300
APK 540 10 PG 3000 3.25400

1.0mm

APK 530 08 PG 3000 2.10300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

APK ... H50

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

APK ... H50

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

APK H50

KBE 2 H50

50

a

T

10

2
5

8,5

41,75L

4
5

T

15

L

20

8,5
25

CFS

M6x15
M6

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Electro - Galvan�zed

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

KBE 250 10 PG 175 0.09

CODE
Length

L
mm 1 pc

kg

1.0mm

CODE

KBE 2 ... H50

100

Pre - Galvan�sed

pcs

1.2mmKBE 2 ... H50

175 0.11

1.5mm

KBE 250 15 PG 100

KBE 250 12 PG 175 0.09 100

CODE
Length

L
mm 1 pc

kgCODE
pcs

32



ADK 550 15 PG 3000 7.23500
450ADK 545 15 PG 3000 6.65

ADK 560 15 PG 3000 8.41600

ADK 522 15 PG 3000 4.00

ADK 505 15 PG 3000 1.94

225

50

ADK 507 15 PG 3000 2.2375
ADK 510 15 PG 3000 2.52100
ADK 512 15 PG 3000 2.82125

150ADK 515 15 PG 3000 3.11
200ADK 520 15 PG 3000 3.70

ADK 525 15 PG 3000 4.29250
ADK 530 15 PG 3000 4.88300
ADK 540 15 PG 3000 6.06400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

ADK 505 06 PG 3000 0.8050

ADK 507 06 PG 3000 0.9175
ADK 510 06 PG 3000 1.03100
ADK 512 06 PG 3000 1.15125

150ADK 515 06 PG 3000 1.27
200ADK 520 06 PG 3000 1.50

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 522 08 PG 3000 2.15

ADK 505 08 PG 3000 1.05

225

50

ADK 507 08 PG 3000 1.2175
ADK 510 08 PG 3000 1.37100
ADK 512 08 PG 3000 1.52125

150ADK 515 08 PG 3000 1.68
200ADK 520 08 PG 3000 2.00

ADK 525 08 PG 3000 2.31250

0.8mm
ADK 522 12 PG 3000 3.22

ADK 505 12 PG 3000 1.57

225

50

ADK 507 12 PG 3000 1.8075
ADK 510 12 PG 3000 2.04100
ADK 512 12 PG 3000 2.28125

150ADK 515 12 PG 3000 2.51
200ADK 520 12 PG 3000 2.98

ADK 525 12 PG 3000 3.45250
ADK 530 12 PG 3000 3.92300
ADK 540 12 PG 3000 4.87400

1.2mm

ADK 545 12 PG 3000 5.34450
ADK 550 12 PG 3000 5.81500
ADK 560 12 PG 3000 6.75600

ADK 522 10 PG 3000 2.68

ADK 505 10 PG 3000 1.31

225

50

ADK 507 10 PG 3000 1.5075
ADK 510 10 PG 3000 1.70100
ADK 512 10 PG 3000 1.90125

150ADK 515 10 PG 3000 2.09
200ADK 520 10 PG 3000 2.49

ADK 525 10 PG 3000 2.88250
ADK 530 10 PG 3000 3.27300
ADK 540 10 PG 3000 4.06400

1.0mm

ADK 530 08 PG 3000 2.62300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

SEP 150 10 PG 3000 0.5

CODE
Length

L
mm 1m

kg

1.0mmSEP 1 ... H50 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.751 1

Seperator
Seperatör - Перегородка

ADK ... H50 ADK ... H50 

SEP 1 ... H50 

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8)

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

L

2
5

8,5

41,75

1.0

2.0
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0.0
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Thickn. (ga) [mm]:

 1.50.6

ADK H50

SEP 1

T

L

2
5

8,5

41,75

50

a

10

4
7

20

T

L

Cable Trays - System of Side Height H50
m
MADE IN TURKEY
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

KA90 505 10 PG 0.2550

KA90 507 10 PG 0.3275
KA90 510 10 PG 0.47100
KA90 512 10 PG 0.57125

150KA90 515 10 PG 0.66
200KA90 520 10 PG 0.88

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA90 525 10 PG 1.14250

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcs

225KA90 522 10 PG 1.01

1

1
1
1
1
1

1
1

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KA90 H50

KA45 H50

a
R9018

9

40

50

a

b

4
0

9x18

45°

a+55

a
+

1
0
5

b

9x18

9x18

50

50

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

KA90 505 08 PG 0.2050

KA90 507 08 PG 0.2575
KA90 510 08 PG 0.37100
KA90 512 08 PG 0.45125

150KA90 515 08 PG 0.52
200KA90 520 08 PG 0.70

1

1
1
1
1
1

Width

a=b
mm

CODE

1 pc
kg

0.8mmKA90 ... H50 

CODE
pcs

1.2mm

KA90 550 15 PG 4.49500
450KA90 545 15 PG 3.86

KA90 560 15 PG 5.88600

KA90 522 15 PG 1.50

KA90 505 15 PG 0.38

225

50

KA90 507 15 PG 0.4875
KA90 510 15 PG 0.71100
KA90 512 15 PG 0.85125

150KA90 515 15 PG 0.99
200KA90 520 15 PG 1.33

KA90 525 15 PG 1.70250
KA90 530 15 PG 2.26300
KA90 540 15 PG 3.28400

1.5mm

1
1
1
1
1
1

1
1

1
1
1
1
1

KA90 ... H50 

KA90 530 12 PG 1.81300
KA90 540 12 PG 2.62400
KA90 545 12 PG 3.09450
KA90 450 12 PG 3.58500
KA90 560 12 PG 4.70600

1

1
1
1
1

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

KA45 505 10 PG 0.2650

KA45 507 10 PG 0.3375
KA45 510 10 PG 0.41100
KA45 512 10 PG 0.53125

150KA45 515 10 PG 0.62
200KA45 520 10 PG 0.85

1.0mm

KA45 525 10 PG 1.10250

KA45 550 15 PG 4.21500
450KA45 545 15 PG 3.60

KA45 560 15 PG 5.56600

KA45 522 15 PG 1.45

KA45 505 15 PG 0.39

225

50

KA45 507 15 PG 0.5075
KA45 510 15 PG 0.61100
KA45 512 15 PG 0.80125

150KA45 515 15 PG 0.94
200KA45 520 15 PG 1.26

KA45 525 15 PG 1.64250
KA45 530 15 PG 300
KA45 540 15 PG 3.04400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 ... H50 

225KA45 522 10 PG 0.97

pcs

1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

2.06

KA45 505 08 PG 0.2050

KA45 507 08 PG 0.2675
KA45 510 08 PG 0.32100
KA45 512 08 PG 0.42125

150KA45 515 08 PG 0.49
200KA45 520 08 PG 0.68

Width

a=b
mm

CODE

1 pc
kg

0.8mm

CODE

KA45 ... H50

pcs

1

1
1
1
1
1

KA45 530 12 PG 1.65300
KA45 540 12 PG 2.43400
KA45 545 12 PG 2.88450
KA45 550 12 PG 3.37500
KA45 560 12 PG 4.45600

1
1
1
1
1

1.2mm
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Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KAT H50

R90

b

18

9

40 caa+55

b+210

c

18

9

40

R90

a

b

d

b+110

b
+

1
1

0

9x18

9x18

50

50

KAD H50

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

KAD 550 15 PG 5.81500
450KAD 545 15 PG 4.09

KAD 560 15 PG 7.38600

KAD 522 15 PG 1.08

KAD 505 15 PG 0.62

225

50

KAD 507 15 PG 0.7475
KAD 510 15 PG 0.12100
KAD 512 15 PG 1.29125

150KAD 515 15 PG 1.47
200KAD 520 15 PG 1.86

KAD 525 15 PG 2.31250
KAD 530 15 PG 3.22300
KAD 540 15 PG 4.42400

1.5mm
1.0mm

1
1
1
1
1
1
1
1
1
1
1
1
1

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

pcs

KAD 505 08 PG 0.3250

KAD 507 08 PG 0.4075
KAD 510 08 PG 0.59100
KAD 512 08 PG 0.68125

150KAD 515 08 PG 0,78
200KAD 520 08 PG 0,99

1
1
1
1
1
1

KAD ... H50

KAD 530 12 PG 2.58300
KAD 540 12 PG 3.54400

1.2mm

KAD 545 12 PG 4.07450
KAD 550 12 PG 4.64500
KAD 560 12 PG 5.90600

Width

mm
CODE

1 pc
kgCODE

pcsa=b=c=d

1
1
1
1
1

KAD ... H50

KAD 505 10 PG 0.4150

KAD 507 10 PG 0.5075
KAD 510 10 PG 0.74100
KAD 512 10 PG 0.86125

150KAD 515 10 PG 0.98
200KAD 520 10 PG 1.24

KAD 522 10 PG 1.38225
KAD 525 10 PG 1.54250

1
1
1
1
1
1
1
1

0.8mm

Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KAT 505 10 PG 0.3250

KAT 507 10 PG 0.3975
KAT 510 10 PG 0.59100
KAT 512 10 PG 0.70125

150KAT 515 10 PG 0.81
200KAT 520 10 PG 1.05

1.0mm

1.2mm

KAT 525 10 PG 1.32250

KAT 550 15 PG 5.10500
450KAT 545 15 PG 4.43

KAT 560 15 PG 6.58600

KAT 522 15 PG 1.77

KAT 505 15 PG 0.48

225

50

KAT 507 15 PG 0.5975
KAT 510 15 PG 0.90100
KAT 512 15 PG 1.05125

150KAT 515 15 PG 1.21
200KAT 520 15 PG 1.57

KAT 525 15 PG 1.98250
KAT 530 15 PG 2.70300
KAT 540 15 PG 3.81400

1.5mm

Width

mm
CODE

1 pc
kgCODE

pcsa=b=c

225KAT 522 10 PG 1.18

1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

KAT 505 08 PG 0.2550

KAT 507 08 PG 0.3175
KAT 510 08 PG 0.47100
KAT 512 08 PG 0.56125

150KAT 515 08 PG 0.64
200KAT 520 08 PG 0.84

1

1
1
1
1
1

0.8mmKAT ... H50
Width

a=b=c
mm

CODE

1 pc
kgCODE

pcs

KAT 530 12 PG 2.16300
KAT 540 12 PG 3.05400
KAT 545 12 PG 3.54450
KAT 550 12 PG 4.08500
KAT 560 12 PG 5.27600

1
1
1
1
1

KAT ... H50
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

1.0mm

KADB 550 15 PG 600 4.34500
450KADB 545 15 PG 600 3.99

KADB 560 15 PG 600 5.05600

KADB 522 15 PG 600 2.00

KADB 505 15 PG 600 0.97

225

50

KADB 507 15 PG 600 1.1275
KADB 510 15 PG 600 1.26100
KADB 512 15 PG 600 1.41125

150KADB 515 15 PG 600 1.56
200KADB 520 15 PG 600 1.86

KADB 525 15 PG 600 2.14250
KADB 530 15 PG 600 2.44300
KADB 540 15 PG 600 3.63400

1.5mm

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

1
1
1
1
1
1

1
1

1
1
1

1
1

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

3
0
0
+

H

300+H

R360

42

1
8

9

a

T

360

3
6
0

R300

42

1
8

9

a

50T

50

KADB H50

KAIB H50

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

KAIB 550 15 PG 600 4.34500
450KAIB 545 15 PG 600 3.99

KAIB 560 15 PG 600 5.05600

KAIB 522 15 PG 600 2.00

KAIB 505 15 PG 600 0.97

225

50

KAIB 507 15 PG 600 1.1275
KAIB 510 15 PG 600 1.26100
KAIB 512 15 PG 600 1.41125

150KAIB 515 15 PG 600 1.56
200KAIB 520 15 PG 600 1.86

KAIB 525 15 PG 600 2.14250
KAIB 530 15 PG 600 2.44300
KAIB 540 15 PG 600 3.63400

1.5mm
1.0mm

1
1
1
1
1
1

1
1

1
1
1
1
1

0.8mmKAIB ... H50
Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

KAIB 505 08 PG 600 0.5250

KAIB 507 08 PG 600 0.6075
KAIB 510 08 PG 600 0.68100
KAIB 512 08 PG 600 0.76125

150KAIB 515 08 PG 600 0.84
200KAIB 520 08 PG 600 1,00

1

1
1
1
1
1

KAIB 505 10 PG 600 0.6650

KAIB 507 10 PG 600 0.7575
KAIB 510 10 PG 600 0.85100
KAIB 512 10 PG 600 0.95125

150KAIB 515 10 PG 600 1.05
200KAIB 520 10 PG 600 1.25

KAIB 525 10 PG 600 1.44250
225KAIB 522 10 PG 600 1.34

1

1
1
1
1
1

1
1

KAIB 530 12 PG 600 1.96300
KAIB 540 12 PG 600 2.92400

1.2mm

KAIB 545 12 PG 600 3.02450
KAIB 550 12 PG 600 3.49500
KAIB 560 12 PG 600 4.05600

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1
1
1
1
1

KAIB ... H50

Pre - Galvan�sed

Important! 
 To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

0.8mmKADB ... H50

KADB 505 08 PG 60050

KADB 507 08 PG 60075
KADB 510 08 PG 600100
KADB 512 08 PG 600125

150KADB 515 08 PG 600
200KADB 520 08 PG 600

1

1
1
1
1
1

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

0.52

0.60
0.68
0.76
0.84
1,00

KADB 505 10 PG 600 0.6650

KADB 507 10 PG 600 0.7575
KADB 510 10 PG 600 0.85100
KADB 512 10 PG 600 0.95125

150KADB 515 10 PG 600 1.05
200KADB 520 10 PG 600 1.25

KADB 525 10 PG 600 1.44250
225KADB 522 10 PG 600 1.34

1

1
1
1
1
1

1
1

KADB 530 12 PG 600 1.96300
KADB 540 12 PG 600 2.92400
KADB 545 12 PG 600 3.20450
KADB 550 12 PG 600 3.49500
KADB 560 12 PG 600 4.05600

1
1
1
1
1

1.2mmKADB ... H50
Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs
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Add On 90º Hor�zontal Corner Bend of Cable Tray
90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�sed

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KA90E Mount�ng KATE Mount�ng

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

5
0

1
8

9

20

a
5

5

a
+

1
1

0

2
5

2
5

9x18

R90

7
5

KATER1

KATE

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KA90E H50

Cable Trays - System of Side Height H50
m
MADE IN TURKEY

0.8mm

KATE 510 08 PG 90 0.28100
KATE 512 08 PG 90 0.30125

150KATE 515 08 PG 90 0.32
200KATE 520 08 PG 90 0.36

1
1
1
1

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

mm
pcs

KATE 522 10 PG 90 0.49225

KATE 510 10 PG 90 0.36100
KATE 512 10 PG 90 0.38125

150KATE 515 10 PG 90 0.41
200KATE 520 10 PG 90 0.46

KATE 525 10 PG 90 0.51250

1.0mm

1

1
1
1
1

1

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

KATE 550 12 PG 90 0.92500
450KATE 545 12 PG 90 0.86

KATE 560 12 PG 90 1.04600

KATE 530 12 PG 90 0.67300
KATE 540 12 PG 90 0.79400

mm
pcs

1.2mm

1
1

1

1
1

KATER1 550 15 PG
KATER1 545 15 PG

KATER1 560 15 PG

KATER1 522 15 PG

KATER1 510 15 PG
KATER1 512 15 PG
KATER1 515 15 PG
KATER1 520 15 PG

KATER1 525 15 PG
KATER1 530 15 PG
KATER1 540 15 PG

500
450

600

225

100
125
150
200

250
300
400

150
150

150

150

150
150
150
150

150
150
150

1.54

1.18
1.30
1.36
1.42

1.78
1.91

2.03
2.28

1
1

1

1

1
1
1
1

1
1
1

1.05
1.11

1.5mm

KATE ... H50 

Pre - Galvan�sed

1.0mm

0.24

0.37
0.76

1.5mm

a
mm

CODE

1 pc
kgCODE

KA90E 5 10 PG 90 0.1655

KA90ER1 5 10 PG 150 0.2490
KA90ER2 5 10 PG 300 0.51180

KA90E ... H50 

KA90E 5 15 PG 9055

KA90ER1 5 15 PG 15090
KA90ER2 5 15 PG 300180

Rad�us

R
mm pcs

1

1
1

1

1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

a
mm

CODE
Rad�us

R
1 pc
kg

KA90E ... H50

CODE

KA90E 5 08 PG 90 0.1655

KA90ER1 5 08 PG 150 0.2490
KA90ER2 5 08 PG 300 0.51180

mm pcs

1

1
1

0.8mm

KATE ... H50 
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38

Pre - Galvan�sed

BDD 250 12 PG 250 0.16

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H50

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 250 12 PG 175 0.09

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 250 15 PG 175 0.11

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 150 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H50

CODE

BYDU 150 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H50 BYD 2 ... H50

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 250 15 PG 250 0.2

pcspcs

pcspcs

pcspcs

BYDU 1 ... H50

1 1

1 1

1 1

BDD 2 ... H50 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8)

Pre - Galvan�sed

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

124 124

L=250
155

22 22 22

2
3

8,5 R 20

4
5

15

T

4
5

15

T

L=175

25
20x8.5

4
5

L=1000

8,5

25

2

T

50

BDD 2 H50

BYD 2 H50

BYDU 1 H50

Cable Trays - System of Side Height H50
m
MADE IN TURKEY
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H50

225

50

75
100
125
150

200

250

275

SON 550 15 PG 0.329
SON 545 15 PG 0.302

SON 560 15 PG 0.382

SON 522 15 PG 0.183

SON 505 15 PG 0.090

SON 507 15 PG 0.104
SON 510 15 PG 0.117
SON 512 15 PG 0.130
SON 515 15 PG 0.143
SON 520 15 PG 0.169

SON 525 15 PG 0.196
SON 530 15 PG 0.222
SON 540 15 PG 0.275

1.5mm

CODE

1 pc
kgCODE

SON 550 12 PG
SON 545 12 PG

SON 560 12 PG

SON 522 12 PG 0.146

SON 505 12 PG 0.072

SON 507 12 PG
SON 510 12 PG 0.094
SON 512 12 PG 0.104
SON 515 12 PG 0.114
SON 520 12 PG 0.136

SON 525 12 PG 0.157
SON 530 12 PG
SON 540 12 PG

1.2mm

CODE

1 pc
kgCODE

SON ... H50

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

25

175

Width

a
mm

Width

a
mm

pcs

pcspcs

0.083

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1

1

1
1
1
1
1

1
1

1

1

300 1

RT 50 25 15 PG
RT 50 50 15 PG
RT 50 75 15 PG
RT 50 100 15 PG
RT 50 125 15 PG
RT 50 150 15 PG
RT 50 175 15 PG
RT 50 200 15 PG
RT 50 225 15 PG
RT 50 250 15 PG
RT 50 275 15 PG
RT 50 300 15 PG

0,093
0,106

0,119
0,132
0,146
0,159
0,172
0,185
0,199
0,212

0,225
0,239

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

375
350

400

325

425

450
475
500
525
550

pcs

1

1
1
1
1
1

1
1

1

1RT 50 325 15 PG

RT 50 350 15 PG
RT 50 375 15 PG
RT 50 400 15 PG

RT 50 425 15 PG

RT 50 450 15 PG
RT 50 475 15 PG
RT 50 500 15 PG
RT 50 525 15 PG

RT 50 550 15 PG

0,252
0,265
0,278
0,292
0,305
0,318
0,331
0,345
0,357
0,371

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

0.241
0.221

0.263

0.178

0.305

575 1RT 50 575 15 PG 0,384

SON ... H50

RT ... H50

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

3
5

a

T

4
5

1
8

9

35

42

75

L

75

T

18x9

45

RT H50

SON H50

Cable Trays - System of Side Height H50
m
MADE IN TURKEY
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H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Integrated ends

Coupless Qu�ck Connect�onRound Flange Protect�on

Strength

Qu�ck Cover F�x�ng

Cl�ck Type

Pre - Galvan�sed

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

100x50

3 Sets

200x50

3 Sets

250x50

3 Sets

300x50

3 Sets

400x50

5 Sets

500x50

5 Sets

600x50

5 Sets2 Sets

50x50

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

a

60

L

2
5

8,5

Perforated Cable Trays - Return Flanges
Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

FPK 605 06 PG 3000 0.7150

FPK 607 06 PG 3000 0.8175
FPK 610 06 PG 3000 0.90100
FPK 612 06 PG 3000 0.99125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

FPK ... H60

0.7mm

FPK 615 06 PG 3000 1.09150 2
FPK 620 06 PG 3000 1.28200 2

FPK 605 08 PG 3000 0.9450

FPK 607 08 PG 3000 1.0775

FPK 610 08 PG 3000 1.19100
FPK 612 08 PG 3000 1.32125

150FPK 615 08 PG 3000 1.45

0.8mm

2

2
2
2
2

200FPK 620 08 PG 3000 1.70 2
225FPK 622 08 PG 3000 1.82 2
250FPK 625 08 PG 3000 1.95 2
300FPK 630 08 PG 3000 2.20 2

FPK 605 10 PG 3000 1.1850

FPK 607 10 PG 3000 1.3375

FPK 610 10 PG 3000 1.49100
FPK 612 10 PG 3000 1.64125

150FPK 615 10 PG 3000 1.80

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FPK 620 10 PG 3000 2.11 2
225FPK 622 10 PG 3000 2.27 2
250FPK 625 10 PG 3000 2.43 2
300FPK 630 10 PG 3000 2.74 2
400FPK 640 10 PG 3000 3.37 2

FPK 645 12 PG 3000 4.42450

FPK 650 12 PG 3000 4.80500

FPK 660 12 PG 3000 5.55600

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE
pcs

2

2
2

FPK ... H60

FPK 645 10 PG 3000 3.53450

FPK 650 10 PG 3000 3.84500

FPK 660 10 PG 3000 4.44600

2

2
2

FPK H60

50 29 cm

Width
Usable

Cross-Section

100 58 cm
150 88 cm
200 118 cm
300 178 cm
400 236 cm
500 298 cm

2

2

2

2

2

2

2

600 358 cm 2

FPK 605 07 PG 3000 0.8950

FPK 607 07 PG 3000 1.0175

FPK 610 07 PG 3000 1.12100
FPK 612 07 PG 3000 1.24125

2

2
2
2

FPK 615 07 PG 3000 1.36150 2
FPK 620 07 PG 3000 1.59200 2
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Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

100x50

3 Sets

200x50

3 Sets

250x50

3 Sets

300x50

3 Sets

400x50

5 Sets

500x50

5 Sets

600x50

5 Sets2 Sets

50x50

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

FPK H60

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

a

50

L

2
5

8,5

Qu�ck Cover F�x�ng

Cl�ck Type

Round Flange Protect�on

Strength

Integrated ends

Coupless Qu�ck Connect�on

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

Pre - Galvan�sed

FDK 605 06 PG 3000 0.8950

FDK 607 06 PG 3000 1.0175
FDK 610 06 PG 3000 1.13100
FDK 612 06 PG 3000 1.24125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE
pcs

2

2
2
2

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

FDK ... H60

FDK 605 07 PG 3000 1.0450

FDK 607 07 PG 3000 1.1875

FDK 610 07 PG 3000 1.31100
FDK 612 07 PG 3000 1.45125

0.7mm

2

2
2
2

FDK 615 06 PG 3000 1.36150 2

FDK 615 07 PG 3000 1.59150 2

FDK 620 06 PG 3000 1.60200 2

FDK 620 07 PG 3000 1.86200 2

FDK 605 08 PG 3000 1.1850

FDK 607 08 PG 3000 1.3475

FDK 610 08 PG 3000 1.49100
FDK 612 08 PG 3000 1.65125

150FDK 615 08 PG 3000 1.81

0.8mm

2

2
2
2
2

200FDK 620 08 PG 3000 2.12 2
225FDK 622 08 PG 3000 2.28 2
250FDK 625 08 PG 3000 2.44 2
300FDK 630 08 PG 3000 2.75 2

FDK 605 10 PG 3000 1.4750

FDK 607 10 PG 3000 1.6675

FDK 610 10 PG 3000 1.86100
FDK 612 10 PG 3000 2.05125

150FDK 615 10 PG 3000 2.25

1.0mm

2

2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

200FDK 620 10 PG 3000 2.64 2
225FDK 622 10 PG 3000 2.84 2
250FDK 625 10 PG 3000 3.04 2
300FDK 630 10 PG 3000 3.43 2
400FDK 640 10 PG 3000 4.21 2

FDK 645 12 PG 3000 5.53450

FDK 650 12 PG 3000 6.00500

FDK 660 12 PG 3000 6.94600

1.2mm

2

2
2

FDK ... H60

FDK 645 10 PG 3000 4.24450

FDK 650 10 PG 3000 4.80500

FDK 660 10 PG 3000 5.55600

2

2
2

50 29 cm

Width
Usable

Cross-Section

100 58 cm
150 88 cm
200 118 cm
300 178 cm
400 236 cm
500 298 cm

2

2

2

2

2

2

2

600 358 cm 2
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Integrated Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 605 06 PG 3000 0.7150

GPK 607 06 PG 3000 0.8175
GPK 610 06 PG 3000 0.90100
GPK 612 06 PG 3000 0.99125

150GPK 615 06 PG 3000 1.09
200GPK 620 06 PG 3000 1.28

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 622 08 PG 3000 1.82

GPK 605 08 PG 3000 0.94

225

50

GPK 607 08 PG 3000 1.0775
GPK 610 08 PG 3000 1.19100
GPK 612 08 PG 3000 1.32125

150GPK 615 08 PG 3000 1.45
200GPK 620 08 PG 3000 1.70

GPK 625 08 PG 3000 1.95250

0.8mm

GPK 622 10 PG 3000 2.27

GPK 605 10 PG 3000 1.18

225

50

GPK 607 10 PG 3000 1.3375
GPK 610 10 PG 3000 1.49100
GPK 612 10 PG 3000 1.64125

150GPK 615 10 PG 3000 1.80
200GPK 620 10 PG 3000 2.11

GPK 625 10 PG 3000 2.43250
GPK 630 10 PG 3000 2.74300
GPK 640 10 PG 3000 3.37400

1.0mm

GPK 630 08 PG 3000 2.20300

GPK ... H60

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 645 12 PG 3000450 2
GPK 650 12 PG 3000500
GPK 660 12 PG 3000600

2
2

1.2mm

4.42
4.80
5.55

GPK ... H60

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Mount�ng Example

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

50x60 300x60250x60200x60100x60 600x60500x60400x60

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

GPK H60

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

T

L

60

a

10
2
5

8,5

4
1
,7

5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

GPK 605 07 PG 3000 0.8950

GPK 607 07 PG 3000 1.0175
GPK 610 07 PG 3000 1.12100
GPK 612 07 PG 3000 1.24125

150GPK 615 07 PG 3000 1.36
200GPK 620 07 PG 3000 1.59

0.7mm

2
2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H60
m
MADE IN TURKEY
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Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 605 06 PG 3000 0.8950

GDK 607 06 PG 3000 1.0175
GDK 610 06 PG 3000 1.13100
GDK 612 06 PG 3000 1.24125

150GDK 615 06 PG 3000 1.36
200GDK 620 06 PG 3000 1.60

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

pcs

2
2
2

2
2

GDK ... H60

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

GDK 622 08 PG 3000 2.28

GDK 605 08 PG 3000 1.18

225

50

GDK 607 08 PG 3000 1.3475
GDK 610 08 PG 3000 1.49100
GDK 612 08 PG 3000 1.65125

150GDK 615 08 PG 3000 1.81
200GDK 620 08 PG 3000 2.12

GDK 625 08 PG 3000 2.44250

0.8mm

GDK 622 10 PG 3000 2.84

GDK 605 10 PG 3000 1.47

225

50

GDK 607 10 PG 3000 1.6675
GDK 610 10 PG 3000 1.86100
GDK 612 10 PG 3000 2.05125

150GDK 615 10 PG 3000 2.25
200GDK 620 10 PG 3000 2.64

GDK 625 10 PG 3000 3.04250
GDK 630 10 PG 3000 3.43300
GDK 640 10 PG 3000 4.21400

1.0mm

GDK 630 08 PG 3000 2.75300

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

GDK 645 12 PG 3000450 2
GDK 650 12 PG 3000500
GDK 660 12 PG 3000600

2
2

1.2mm

5.53
6.00

6.94

GDK ... H60
Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

Mount�ng Example

50x60 300x60250x60200x60100x60 600x60500x60400x60

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

T60

a

10

L

2
5

8,5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl
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 m
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1.5

S
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e 
W
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Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

0.0

GPK H60

GDK 605 07 PG 3000 1,0450

GDK 607 07 PG 3000 1,1875
GDK 610 07 PG 3000 1.31100
GDK 612 07 PG 3000 1.45125

150GDK 615 07 PG 3000 1.59
200GDK 620 07 PG 3000 1.86

0.7mm

2
2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL

Cable Trays - System of Side Height H60
m
MADE IN TURKEY
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APK 650 15 PG 3000500
450APK 645 15 PG 3000

APK 660 15 PG 3000600

APK 622 15 PG 3000 3.38

APK 605 15 PG 3000 1.74

225

50

APK 607 15 PG 3000 1.9875
APK 610 15 PG 3000 2.21100
APK 612 15 PG 3000 2.44125

150APK 615 15 PG 3000 2.68
200APK 620 15 PG 3000 3.15

APK 625 15 PG 3000 3.62250
APK 630 15 PG 3000300
APK 640 15 PG 3000400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

APK 605 06 PG 3000 0.7150

APK 607 06 PG 3000 0.8175
APK 610 06 PG 3000 0.90100
APK 612 06 PG 3000 0.99125

150APK 615 06 PG 3000 1.09
200APK 620 06 PG 3000 1.28

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 622 08 PG 3000 1.82

APK 605 08 PG 3000 0.94

225

50

APK 607 08 PG 3000 1.0775
APK 610 08 PG 3000 1.19100
APK 612 08 PG 3000 1.32125

150APK 615 08 PG 3000 1.45
200APK 620 08 PG 3000 1.70

APK 625 08 PG 3000 1.95250

0.8mm
APK 622 12 PG 3000 2.73

APK 605 12 PG 3000 1.41

225

50

APK 607 12 PG 3000 1.5975
APK 610 12 PG 3000 1.78100
APK 612 12 PG 3000 1.97125

150APK 615 12 PG 3000 2.16
200APK 620 12 PG 3000 2.54

APK 625 12 PG 3000 2.91250
APK 630 12 PG 3000 3.29300
APK 640 12 PG 3000 4.04400

1.2mm

APK 645 12 PG 3000 4.42450
APK 650 12 PG 3000 4.80500
APK 660 12 PG 3000 5.55600

APK 622 10 PG 3000 2.27

APK 605 10 PG 3000 1.18

225

50

APK 607 10 PG 3000 1.3375
APK 610 10 PG 3000 1.49100
APK 612 10 PG 3000 1.64125

150APK 615 10 PG 3000 1.80
200APK 620 10 PG 3000 2.11

APK 625 10 PG 3000 2.43250
APK 630 10 PG 3000 2.74300
APK 640 10 PG 3000 3.37400

1.0mm

APK 630 08 PG 3000 2.20300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

APK ... H60

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Electro - Galvan�zed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

APK ... H60

5.50
5.03

5.98

4.10

6.92

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

60

a

T

10

2
5

8,5

41,75L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
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229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
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Cross-Section

2100 58 cm
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Thickn. (ga) [mm]:

 1.50.6

5
5 T

15

L

20

8,5 25

M6x15 Round head squ�re neck bolt & M6 Flanged nut

CFS

M6x15

M6

APK H60

KBE 2

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

KBE 260 10 PG 175 0.1

CODE
Length

L
mm 1 pc

kg

1.0mm

CODE

175 0.13

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 260 15 PG

KBE 2 ... H60

100100

Pre - Galvan�sed

pcspcs

KBE 2 ... H60 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

1.2mm

KBE 260 12 PG 175 0.1 100
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ADK 650 15 PG 3000 7.47500
450ADK 645 15 PG 3000 6.88

ADK 660 15 PG 3000 8.65600

ADK 622 15 PG 3000 4.23

ADK 605 15 PG 3000 2.17

225

50

ADK 607 15 PG 3000 2.4775
ADK 610 15 PG 3000 2.76100
ADK 612 15 PG 3000 3.05125

150ADK 615 15 PG 3000 3.35
200ADK 620 15 PG 3000 3.94

ADK 625 15 PG 3000 4.53250
ADK 630 15 PG 3000 5.12300
ADK 640 15 PG 3000 6.29400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

ADK 605 06 PG 3000 0.8950

ADK 607 06 PG 3000 1.0175
ADK 610 06 PG 3000 1.13100
ADK 612 06 PG 3000 1.24125

150ADK 615 06 PG 3000 1.36
200ADK 620 06 PG 3000 1.60

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 622 08 PG 3000 2.28

ADK 605 08 PG 3000 1.18

225

50

ADK 607 08 PG 3000 1.3475
ADK 610 08 PG 3000 1.49100
ADK 612 08 PG 3000 1.65125

150ADK 615 08 PG 3000 1.81
200ADK 620 08 PG 3000 2.12

ADK 625 08 PG 3000 2.44250

0.8mm
ADK 622 12 PG 3000 3.41

ADK 605 12 PG 3000 1.76

225

50

ADK 607 12 PG 3000 1.9975
ADK 610 12 PG 3000 2.23100
ADK 612 12 PG 3000 2.46125

150ADK 615 12 PG 3000 2.70
200ADK 620 12 PG 3000 3.17

ADK 625 12 PG 3000 3.64250
ADK 630 12 PG 3000 4.11300
ADK 640 12 PG 3000 5.05400

1.2mm

ADK 645 12 PG 3000 5.53450
ADK 650 12 PG 3000 6.00500
ADK 660 12 PG 3000 6.94600

ADK 622 10 PG 3000 2.84

ADK 605 10 PG 3000 1.47

225

50

ADK 607 10 PG 3000 1.6675
ADK 610 10 PG 3000 1.86100
ADK 612 10 PG 3000 2.05125

150ADK 615 10 PG 3000 2.25
200ADK 620 10 PG 3000 2.64

ADK 625 10 PG 3000 3.04250
ADK 630 10 PG 3000 3.43300
ADK 640 10 PG 3000 4.21400

1.0mm

ADK 630 08 PG 3000 2.75300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

Pre - Galvan�sed

SEP 160 10 PG 3000 0.57

CODE
Length

L
mm 1m

kg

1.0mmSEP 1 ... H60 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 160 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.861 1

Seperator
Seperatör - Перегородка

ADK ... H60 ADK ... H60 

SEP 1 ... H60 

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. (M6 
or M8)

T

L

5
7

20

T

L

2
5

8,5

41,75

60

a

10

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

1.0

2.0

0.5

0.0
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

ADK H60

SEP 1 H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a
R9018

9

40

50

a

b

4
0

9x18

45°

a+55

a
+

1
0
5

b

9x18

9x18

60

60

KA90 H60

KA45 H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

Width

a=b
mm

CODE

1 pc
kg

KA90 ... H60 

CODE

1.2mm

pcs

KA90 605 08 PG 0.2250

KA90 607 08 PG 0.2775
KA90 610 08 PG 0.40100
KA90 612 08 PG 0.48125

150KA90 615 08 PG 0.56
200KA90 620 08 PG 0.74

1

1
1
1
1
1

1.0mm

0.8mm

KA90 605 10 PG 0.2850

KA90 607 10 PG 0.3475
KA90 610 10 PG 0.51100
KA90 612 10 PG 0.60125

150KA90 615 10 PG 0.70
200KA90 620 10 PG 0.93

KA90 625 10 PG 1.19250
225KA90 622 10 PG 1.06

1

1
1
1
1
1

1
1

KA90 630 12 PG 1.89300
KA90 640 12 PG 2.71400
KA90 645 12 PG 3.18450
KA90 650 12 PG 3.70500
KA90 660 12 PG 4.82600

1

1
1
1
1

1.5mm

KA90 650 15 PG 4.62500
450KA90 645 15 PG 3.98

KA90 660 15 PG 6.03600

KA90 622 15 PG 1.58

KA90 605 15 PG 0.42

225

50

KA90 607 15 PG 0.5275
KA90 610 15 PG 0.77100
KA90 612 15 PG 0.90125

150KA90 615 15 PG 1.06
200KA90 620 15 PG 1.40

KA90 625 15 PG 1.78250
KA90 630 15 PG 2.35300
KA90 640 15 PG 3.39400

1
1
1
1
1
1

1
1

1
1
1
1
1

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

KA45 650 15 PG 4.34500
450KA45 645 15 PG 3.72

KA45 660 15 PG 5.72600

KA45 622 15 PG 1.53

KA45 605 15 PG 0.44

225

50

KA45 607 15 PG 0.5475
KA45 610 15 PG 0.66100
KA45 612 15 PG 0.86125

150KA45 615 15 PG 1.01
200KA45 620 15 PG 1.34

KA45 625 15 PG 1.73250
KA45 630 15 PG 300
KA45 640 15 PG 3.15400

0.8mmKA45 ... H60 

1
1
1
1
1
1

1
1

1
1
1
1
1

2.15

KA45 630 12 PG 1.73300
KA45 640 12 PG 2.52400

1.2mm

KA45 645 12 PG 2.98450
KA45 650 12 PG 3.47500
KA45 660 12 PG 4.58600

1
1
1
1
1

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

1.5mm

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE
pcs

KA45 605 08 PG 0.2450

KA45 607 08 PG 0.2975
KA45 610 08 PG 0.36100
KA45 612 08 PG 0.46125

150KA45 615 08 PG 0.53
200KA45 620 08 PG 0.72

1

1
1
1
1
1

KA45 605 10 PG 0.3050

KA45 607 10 PG 0.3775
KA45 610 10 PG 0.45100
KA45 612 10 PG 0.58125

150KA45 615 10 PG 0.67
200KA45 620 10 PG 0.90

KA45 625 10 PG 1.15250
225KA45 622 10 PG 1.02

1

1
1
1
1
1

1
1
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Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

R90

b

18

9

40 ca

c

18

9

40

R90

a

b

d

a+55

b+210

b+110

b
+

1
1

0

9x18

9x18

60

60

KAT H60

KAD H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

Width

a=b=c
mm

CODE

1 pc
kg

0.8mmKAT ... H60

CODE

KAT 650 15 PG 5.31500
450KAT 645 15 PG 4.62

KAT 660 15 PG 6.82600

KAT 622 15 PG 1.90

KAT 605 15 PG 0.54

225

50

KAT 607 15 PG 0.6675
KAT 610 15 PG 0.98100
KAT 612 15 PG 1.14125

150KAT 615 15 PG 1.31
200KAT 620 15 PG 1.69

KAT 625 15 PG 2.11250
KAT 630 15 PG 2.85300
KAT 640 15 PG 3.98400

1.5mm

Width

mm
CODE

1 pc
kgCODE

pcspcs a=b=c

1
1
1
1
1
1

1
1

1
1
1
1
1

KAT 605 08 PG 0.2850

KAT 607 08 PG 0.3575
KAT 610 08 PG 0.52100
KAT 612 08 PG 0.60125

150KAT 615 08 PG 0.69
200KAT 620 08 PG 0.90

1

1
1
1
1
1

1.0mm

1.2mm

KAT 630 12 PG 2.28300
KAT 640 12 PG 3.18400
KAT 645 12 PG 3.70450
KAT 650 12 PG 4.25500
KAT 660 12 PG 5.46600

1
1
1
1
1

KAT 605 10 PG 0.3650

KAT 607 10 PG 0.4475
KAT 610 10 PG 0.66100
KAT 612 10 PG 0.76125

150KAT 615 10 PG 0.87
200KAT 620 10 PG 1.13

KAT 625 10 PG 1.41250
225KAT 622 10 PG 1.26

1

1
1
1
1
1

1
1

KAT ... H60

1.2mm

KAD 650 15 PG 6.10500
450KAD 645 15 PG 5.37

KAD 660 15 PG 7.71600

KAD 622 15 PG 2.26

KAD 605 15 PG 0.71

225

50

KAD 607 15 PG 0.8575
KAD 610 15 PG 1.26100
KAD 612 15 PG 1.43125

150KAD 615 15 PG 1.62
200KAD 620 15 PG 2.04

KAD 625 15 PG 2.50250
KAD 630 15 PG 3.45300
KAD 640 15 PG 4.68400

1.5mm

1
1
1
1
1
1
1
1
1
1
1
1
1

KAD ... H60

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8Pre - Galvan�sed

KAD ... H60 0.8mm

KAD ... H60 1.0mm

KAD 605 08 PG 0.3750

KAD 607 08 PG 0.4575
KAD 610 08 PG 0.67100
KAD 612 08 PG 0.76125

150KAD 615 08 PG 0.86
200KAD 620 08 PG 1.08

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

pcs

1
1
1
1
1
1

KAD 605 10 PG 0.4750

KAD 607 10 PG 0.5775
KAD 610 10 PG 0.84100
KAD 612 10 PG 0.95125

150KAD 615 10 PG 1.08
200KAD 620 10 PG 1.36

KAD 622 10 PG 1.50225
KAD 625 10 PG 1.66250

1
1
1
1
1
1
1
1

KAD 630 12 PG 2.76300
KAD 640 12 PG 3.74400
KAD 645 12 PG 4.30450
KAD 650 12 PG 4.88500
KAD 660 12 PG 6.18600

1
1
1
1
1

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

pcs
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
0
0
+

H

300+H

R360

42

1
8

9

a

60T

a

60
T

360

3
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0

R300

42

1
8

9

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

KADB H60

KAIB H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 650 15 PG 600500
450KAIB 645 15 PG 600

KAIB 660 15 PG 600600

KAIB 622 15 PG 600

KAIB 605 15 PG 600 1.09

225

50

KAIB 607 15 PG 600 1.2375
KAIB 610 15 PG 600 1.38100
KAIB 612 15 PG 600 1.53125

150KAIB 615 15 PG 600 1.68
200KAIB 620 15 PG 600 1.97

KAIB 625 15 PG 600250
KAIB 630 15 PG 600300
KAIB 640 15 PG 600400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

1.0mm

pcspcs

1
1
1
1
1
1

1
1

1
1
1
1
1

3.78
2.56

4.13

2.12
2.26

4.48
5.19

KAIB 605 08 PG 60050

KAIB 607 08 PG 60075
KAIB 610 08 PG 600100
KAIB 612 08 PG 600125

150KAIB 615 08 PG 600
200KAIB 620 08 PG 600

1

1
1
1
1
1

0.8mmKAIB ... H60

KAIB 605 10 PG 600 0.7450

KAIB 607 10 PG 600 0.8375
KAIB 610 10 PG 600 0.93100
KAIB 612 10 PG 600 1.03125

150KAIB 615 10 PG 600 1.13
200KAIB 620 10 PG 600 1.32

KAIB 630 12 PG 600 2.06300
KAIB 640 12 PG 600 3.03400

1.2mm

KAIB 645 12 PG 600 3.32450
KAIB 650 12 PG 600 3.60500
KAIB 660 12 PG 600 4.16600

KAIB 625 10 PG 600 1.52250
225KAIB 622 10 PG 600 1.42

1

1
1
1
1
1

1
1
1
1
1

1
1

Pre - Galvan�sed

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

KAIB ... H60

0.59

0.66
0.74
0.82
0.90
1.05

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KADB 650 15 PG 600500
450KADB 645 15 PG 600

KADB 660 15 PG 600600

KADB 622 15 PG 600

KADB 605 15 PG 600 1.09

225

50

KADB 607 15 PG 600 1.2375
KADB 610 15 PG 600 1.38100
KADB 612 15 PG 600 1.53125

150KADB 615 15 PG 600 1.68
200KADB 620 15 PG 600 1.97

KADB 625 15 PG 600250
KADB 630 15 PG 600300
KADB 640 15 PG 600400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

1.0mm

pcspcs

1
1
1
1
1
1

1
1

1
1
1
1
1

3.78
2.56

4.13

2.12
2.26

4.48
5.19

KADB 605 08 PG 600 0.5950

KADB 607 08 PG 600 0.6675
KADB 610 08 PG 600 0.74100
KADB 612 08 PG 600 0.82125

150KADB 615 08 PG 600 0.90
200KADB 620 08 PG 600 1.05

1

1
1
1
1
1

0.8mm

KADB 605 10 PG 600 0.7450

KADB 607 10 PG 600 0.8375
KADB 610 10 PG 600 0.93100
KADB 612 10 PG 600 1.03125

150KADB 615 10 PG 600 1.13
200KADB 620 10 PG 600 1.32

KADB 630 12 PG 600 2.06300
KADB 640 12 PG 600 3.03400

1.2mm

KADB 645 12 PG 600 3.32450
KADB 650 12 PG 600 3.60500
KADB 660 12 PG 600 4.16600

KADB 625 10 PG 600 1.52250
225KADB 622 10 PG 600 1.42

1

1
1
1
1
1

1
1
1
1
1

1
1

Pre - Galvan�sed

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts ( 
M6 or M8).

KADB ... H60 KADB ... H60
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Add On 90º Hor�zontal Corner Bend of Cable Tray
90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KA90E Mount�ng KATE Mount�ng

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

6
0

1
8

9

20

a
5

5

a
+

1
1

0

2
5

2
5

9x18

R90

7
5

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KA90E H60

KATER1 H60

KATE H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY

Pre - Galvan�sed

0.26

0.39
0.80

1.5mm

a
mm

CODE

1 pc
kgCODE

KA90E ... H60

KA90E 6 15 PG 9055

KA90ER1 6 15 PG 15090
KA90ER2 6 15 PG 300180

Rad�us

R
mm pcs

1

1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

1.0mm

KA90E 6 10 PG 90 0.1755

KA90ER1 6 10 PG 150 0.2690
KA90ER2 6 10 PG 300 0.54180

1

1
1

a
mm

CODE
Rad�us

R
1 pc
kg

0.8mmKA90E ... H60

CODE

KA90E 6 08 PG 90 0.1355

KA90ER1 6 08 PG 150 0.2090
KA90ER2 6 08 PG 300 0.43180

mm pcs

1

1
1

Pre - Galvan�sed

KATER1 650 15 PG
KATER1 645 15 PG

KATER1 660 15 PG

KATER1 622 15 PG

KATER1 610 15 PG
KATER1 612 15 PG
KATER1 615 15 PG
KATER1 620 15 PG

KATER1 625 15 PG
KATER1 630 15 PG
KATER1 640 15 PG

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

KATE 622 10 PG 90 0.53225

KATE 610 10 PG 90 0.39100
KATE 612 10 PG 90 0.42125

150KATE 615 10 PG 90 0.45
200KATE 620 10 PG 90 0.50

KATE 625 10 PG 90 0.55250

500
450

600

225

100
125
150
200

250
300
400

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcs

1.0mm

1.62

1.25
1.38
1.44
1.50

1.88

2.01
2.14
2.39

1

1
1
1
1

1

1
1

1

1

1
1
1
1

1
1
1

1.12
1.18

KATER1 ... H60 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

KATE 610 08 PG 90 0.31100
KATE 612 08 PG 90 0.33125

150KATE 615 08 PG 90 0.36
200KATE 620 08 PG 90 0.40

1
1
1
1

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

mm
pcs

0.8mmKATE ... H60 1.2mm

KATE 650 12 PG 90 0.98500
450KATE 645 12 PG 90 0.92

KATE 660 12 PG 90 1.11600

KATE 630 12 PG 90 0.73300
KATE 640 12 PG 90 0.86400

1
1

1

1
1
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Pre - Galvan�sed

BDD 260 12 PG 250 0.18

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H60

CODE

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 260 12 PG 175 0,1

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 260 15 PG 175 0.13

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 160 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H60

CODE

BYDU 160 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H60 BYD 2 ... H60 

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 260 15 PG 250 0.23

pcspcs

pcspcs

pcspcs

BYDU 1 ... H60

1 1

1 1

1 1

BDD 2 ... H60 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8 )

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

124 124

L=250
155

22 22 22

2
3

8,5
R 20

5
5

15

T

5
5

15

T

5
5

L=1000

8,5

25

2

T

50

L=175

25 20x8.5

BDD 2 H60

BYD 2 H60

BYDU 1 H60

Cable Trays - System of Side Height H60
m
MADE IN TURKEY
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Pre - Galvan�sed

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H60

225

50

75
100
125
150

200

250

275

25

175

pcs

1

1

1
1
1
1
1

1
1

1

1

300 1

RT 60 25 15 PG
RT 60 50 15 PG
RT 60 75 15 PG
RT 60 100 15 PG
RT 60 125 15 PG
RT 60 150 15 PG
RT 60 175 15 PG
RT 60 200 15 PG
RT 60 225 15 PG
RT 60 250 15 PG
RT 60 275 15 PG
RT 60 300 15 PG

0,112
0,127

0,143
0,159
0,175

0,191
0,207
0,222
0,239
0,255
0,270
0,300

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

375
350

400

325

425

450
475
500
525
550

pcs

1

1
1
1
1
1

1
1

1

1RT 60 325 15 PG

RT 60 350 15 PG
RT 60 375 15 PG
RT 60 400 15 PG

RT 60 425 15 PG

RT 60 450 15 PG
RT 60 475 15 PG
RT 60 500 15 PG
RT 60 525 15 PG

RT 60 550 15 PG

0,302
0,318
0,334
0,350
0,365

0,382
0,398
0,413
0,429
0,446

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

575 1RT 60 575 15 PG 0,461

RT ... H60

SON 650 15 PG 0.394
SON 645 15 PG 0.363

SON 660 15 PG 0.458

SON 622 15 PG 0.220

SON 605 15 PG 0.108

SON 607 15 PG 0.124
SON 610 15 PG 0.140
SON 612 15 PG 0.156
SON 615 15 PG 0.172
SON 620 15 PG 0.203

SON 625 15 PG 0.235
SON 630 15 PG 0.267
SON 640 15 PG 0.330

1.5mm

CODE

1 pc
kgCODE

SON 650 12 PG
SON 645 12 PG

SON 660 12 PG

SON 622 12 PG 0.176

SON 605 12 PG 0.086

SON 607 12 PG
SON 610 12 PG 0.112
SON 612 12 PG 0.124
SON 615 12 PG 0.134
SON 620 12 PG 0.163

SON 625 12 PG 0.188
SON 630 12 PG
SON 640 12 PG

1.2mm

CODE

1 pc
kgCODE

SON ... H60

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

0.099

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

0.290
0.265

0.315

0.213

0.366

SON ... H60

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
5

a

T

42

75

L

75

T

18x9

55

RT H60

SON H60

5
5

1
8

9

35

Cable Trays - System of Side Height H60
m
MADE IN TURKEY
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Accessor�es

KADS45 KAISKADS

Vert�cal 90° Outs�de Bend of 
Cable Tray (Stable)

KAIS45

KAMDKAMB

KADT KAMT KADL KADG

ROS

Vert�cal 90º Ins�de Bend of 
Cable Tray (stable)

Vert�cal 45º Ins�de Bend of 
Cable Tray (stable)

Vert�cal 45° Outs�de Bend of 
Cable Tray (Stable)

RGS RLS DO

PKT 01 FBE

Modular Adjustable 
R�ser Bend 

Socket and Box F�x�ng
on The Cable Tray

Modular Ins�de - Outs�de Bend

Vert�cal Tee - Lengthw�se

Mddle Reducer Bend of Cable Tray Left Reducer Bend of Cable TrayR�ght Reducer Bend of Cable Tray

F�sh Plate

Vertcal Tee from the M�ddle Vert�cal Elbow - Left Vert�cal Elbow - R�ght

Drop Out Plate of Cable Tray

90° D�key Kanal Dış Bükey 
Elemanı (Sab�t)

45° D�key Kanal Dış Bükey 
Elemanı (Sab�t)

90° D�key Kanal İç Bükey 
Elemanı (Sab�t)

45° D�key Kanal İç Bükey 
Elemanı (Sab�t)

Modüler İn�ş - Çıkış Elemanı
Modüler İç - Dış Bükey

Pr�z Dağıtım Kutusu Taban B�rleşt�rme Elemanı

D�key T Dönüş D�key Sol D�rsekVert�cal Tee from the Mddle D�key Sağ D�rsek

Kanal Ortadan Reduks�yon Kanal Sağdan Redüks�yon Kanal Soldan Redüks�yon Kablo İn�ş Elemanı

m
MADE IN TURKEY
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Accessor�es

Cable Tray Covers

KT/1

KK90 KKT

KKDKKIB

Cover clamp

Kapak tutucu

90° Hor. bend cover

90° Yat. dönüş kapağı

KK45

45° Hor. bend cover

45° Yat. dönüş kapağı

Tee bend cover

T dönüş kapağı

Cross bend cover
Dörtlü dönüş kapağı

Ver. �ns�de bend cover

İç bükey dönüş kapağı

KKDB

Ver. outs�de bend cover

Dış bükey dönüş kapağı

Cover of Cable Tray 

Kablo Kanalı Kapağı

KK

Covers of Cable Trays and Accessor�es 
          Kanal ve Aksesuar Kapakları  

1 2 3 4

5 6 7 8

Крышка лотков и аксесуаров

1

2

3

4

5

7

6

8

m
MADE IN TURKEY
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MADE IN TURKEY

m
Cover of Cable Tray

Cover of Cable Tray
Kablo Kanalı Kapağı - Крышка лотков

Pre - Galvan�sed

FKK 05 06 PG 3000 0.3850

FKK 07 06 PG 3000 0.5075
FKK 10 06 PG 3000 0.62100
FKK 12 06 PG 3000 0.74125

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE

FKK 22 10 PG 3000 2.01

FKK 05 10 PG 3000 0.63

225

50

FKK 07 10 PG 3000 0.8375  
FKK 10 10 PG 3000 1.03100
FKK 12 10 PG 3000 1.22125

150FKK 15 10 PG 3000 1.42
200FKK 20 10 PG 3000 1.81

FKK 25 10 PG 3000 2.20250

1.0mm

3000 1.70150

3000 0.7650
3000 0.9975

100 3000 1.23
125 3000 1.47

3000 2.17200
3000 2.41225

1.2mm

pcs

2

2
2
2

2

2
2
2
2
2
2
2

2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

FKK ... FKK

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

0.8mm

3000 2.64250 2
3000 3.11300 2
3000 4.06400 2

FKK

FKK 15 06 PG 3000 0.85150 2
FKK 20 06 PG 3000 1.09200 2

FKK 05 08 PG 3000 0.5150

FKK 07 08 PG 3000 0.6675
FKK 10 08 PG 3000 0.82100
FKK 12 08 PG 3000 0.98125

2

2
2
2

FKK 15 08 PG 3000 1.14150 2
FKK 20 08 PG 3000 1.45200 2
FKK 22 08 PG 3000 1.61225 2
FKK 25 08 PG 3000 1.76250 2
FKK 30 08 PG 3000 2.08300 2

FKK 30 10 PG 3000 2.60300 2
FKK 40 10 PG 3000 3.38400 2

FKK 22 12 PG

FKK 05 12 PG

FKK 07 12 PG
FKK 10 12 PG
FKK 12 12 PG
FKK 15 12 PG
FKK 20 12 PG

FKK 25 12 PG
FKK 30 12 PG
FKK 40 12 PG

3000 4.53450 2
3000 5.00500 2

FKK 45 12 PG
FKK 50 12 PG

3000 5.94600 2FKK 60 12 PG

0.7mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

FKK 05 07 PG 3000 0.4450

FKK 07 07 PG 3000 0.5875
FKK 10 07 PG 3000 0.72100
FKK 12 07 PG 3000 0.86125

2

2
2
2

FKK 15 07 PG 3000 0.99150 2
FKK 20 07 PG 3000 1.27200 2

W+5

3000

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.2 

Mount�ng Example

3000 3.60450 2
3000 4.00500 2

FKK 45 10 PG
FKK 50 10 PG

3000 4.75600 2FKK 60 10 PG

Qu�ck Cover F�x�ng

Cl�ck Type

FKK

FPK

T

FKK 05 05 PG 3000 0.3150

FKK 10 05 PG 3000 0.51100

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.5mm

CODE
pcs

2

2
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KK 50 15 PG 3000 6.25500
450KK 45 15 PG 3000 5.66

KK 60 15 PG 3000 7.42600

KK 22 15 PG 3000 3.01

KK 05 15 PG 3000 0.95

225

50

KK 07 15 PG 3000 1.2475
KK 10 15 PG 3000 1.54100
KK 12 15 PG 3000 1.83125

150KK 15 15 PG 3000 2.12
200KK 20 15 PG 3000 2.71

KK 25 15 PG 3000 3.30250
KK 30 15 PG 3000 3.89300
KK 40 15 PG 3000 5.07400

1.5mm

Cover of Cable Tray / Ladder

KK 05 06 PG 3000 0.3850

KK 07 06 PG 3000 0.5075
KK 10 06 PG 3000 0.62100
KK 12 06 PG 3000 0.74125

150KK 15 06 PG 3000 0.85
200KK 20 06 PG 3000 1.09

Width

W
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

KK 22 08 PG 3000 1.61

KK 05 08 PG 3000 0.51

225

50

KK 07 08 PG 3000 0.6675
KK 10 08 PG 3000 0.82100
KK 12 08 PG 3000 0.98125

150KK 15 08 PG 3000 1.14
200KK 20 08 PG 3000 1.45

KK 25 08 PG 3000 1.76250

0.8mm
KK 22 12 PG 3000 2.41

KK 05 12 PG 3000 0.76

225

50

KK 07 12 PG 3000 0.9975
KK 10 12 PG 3000 1.23100
KK 12 12 PG 3000 1.47125

150KK 15 12 PG 3000 1.70
200KK 20 12 PG 3000 2.17

KK 25 12 PG 3000 2.64250
KK 30 12 PG 3000 3.11300
KK 40 12 PG 3000 4.06400

1.2mmKK ... KK ...  

KK 45 12 PG 3000 4.53450
KK 50 12 PG 3000 5.00500
KK 60 12 PG 3000 5.94600

KK 22 10 PG 3000 2.01

KK 05 10 PG 3000 0.63

225

50

KK 07 10 PG 3000 0.8375
KK 10 10 PG 3000 1.03100
KK 12 10 PG 3000 1.22125

150KK 15 10 PG 3000 1.42
200KK 20 10 PG 3000 1.81

KK 25 10 PG 3000 2.20250
KK 30 10 PG 3000 2.60300
KK 40 10 PG 3000 3.38400

1.0mm

KK 30 08 PG 3000 2.08300

Width

W
mm

CODE
Length

L
mm 1 mt

kgCODE

KT/1 40 PG 40 0.031

CODE H
mm 1 pc

kgCODE

KK ... KK ...  

KT/1 ...  

100

Kablo Kanalı ve Merdiven Kapağı- Крышка лотков и кабельростов

Cover Clamp
Kapak Tutucu KT/1 Tipi -  Фиксатор крышки боковой, KT/1

Pre - Galvan�sed

pcspcs

pcs

KT/1 50 PG 50 100
KT/1 60 PG 60 100

Pre - Galvan�sed

2

2

2
2
2
2
2

2
2
2
2
2
2

2

2

2
2
2
2
2

2
2
2
2
2
2

0.034
0.037

Important!

For fix�ng cable tray cover sect�ons use 4 pcs of KT/1
cover clamps for 1 lenght

2
2
2
2
2
2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2

2
2

Important!
Use 4 pcs of KT/1
cover clamps for 1 lenght

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Re�nforcedStandard

22,5

H

20

W=50 - 100 mm W=150... - 900mm

3000

H

W+5

T

KK 

KT/1

KT/1 80 PG 80 100
KT/1 100 PG 100 100

0.034
0.037

Cable Tray Covers
m
MADE IN TURKEY

1.5

T
mm

1.5
1.5
1.5
2.0
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Cover of 90º Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Kanal Yatay Dönüş Kapağı- Крышка на угол горизонтальный 90º

Pre - Galvan�zed

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Cover of 45° Hor�zontal Bend of Cable Tray
45° Kanal Yatay Dönüş Kapağı - Крышка на угол горизонтальный 45º

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

a
+

5

b+5

KK90

KK45

1
5

b
+

6
0

a+60

b+5

a
+

5

Cable Tray Covers
m
MADE IN TURKEY

KK90 05 10 PG 0.1050

KK90 07 10 PG 0.1575
KK90 10 10 PG 0.21100
KK90 12 10 PG 0.28125

150KK90 15 10 PG 0.36
200KK90 20 10 PG 0.55

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KK90 25 10 PG 0.78250

pcs

225KK90 22 10 PG 0.66

1

1
1
1
1
1

1
1

KK90 05 08 PG 0.0850

KK90 07 08 PG 0.1275
KK90 10 08 PG 0.16100
KK90 12 08 PG 0.22125

150KK90 15 08 PG 0.28
200KK90 20 08 PG 0.44

1

1
1
1
1
1

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

0.8mmKK90 ... KK90 ...  1.2mm

KK90 50 15 PG 3.75500
450KK90 45 15 PG 3.12

KK90 60 15 PG 5.20600

KK90 22 15 PG 0.99

KK90 05 15 PG 0.15

225

50

KK90 07 15 PG 0.2375
KK90 10 15 PG 0.32100
KK90 12 15 PG 0.42125

150KK90 15 15 PG 0.54
200KK90 20 15 PG 0.82

KK90 25 15 PG 1.16250
KK90 30 15 PG 1.56300
KK90 40 15 PG 2.54400

1.5mm

KK90 ... KK90 ...  

1

1
1
1
1
1

1
1
1
1
1

1
1

KK90 30 12 PG 1.25300
KK90 40 12 PG 2.03400
KK90 45 12 PG 2.49450
KK90 50 12 PG 3.00500
KK90 60 12 PG 4.16600

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

1
1
1
1
1

KK45 05 10 PG 0.0850

KK45 07 10 PG 0.1175
KK45 10 10 PG 0.16100
KK45 12 10 PG 0.21125

150KK45 15 10 PG 0.27
200KK45 20 10 PG 0.41

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KK45 25 10 PG 0.58250
225KK45 22 10 PG 0.49

pcs

1

1
1
1
1
1

1
1

KK45 05 08 PG 0.0650

KK45 07 08 PG 0.0875
KK45 10 08 PG 0.12100
KK45 12 08 PG 0.16125

150KK45 15 08 PG 0.21
200KK45 20 08 PG 0.32

1

1
1
1
1
1

Width

a=b
mm

CODE

1 pc
kg

0.8mm

CODE

KK45 ...  

pcs

1.2mmKK45 ...  

KK45 50 15 PG 2.74500
450KK45 45 15 PG 2.28

KK45 60 15 PG 3.78600

KK45 22 15 PG 0.73

KK45 05 15 PG 0.11

225

50

KK45 07 15 PG 0.1775
KK45 10 15 PG 0.24100
KK45 12 15 PG 0.32125

150KK45 15 15 PG 0.40
200KK45 20 15 PG 0.61

KK45 25 15 PG 0.86250
KK45 30 15 PG 1.15300
KK45 40 15 PG 1.86400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

pcs

1

1
1
1
1
1

1
1

1

1
1
1
1

KK45 30 12 PG 0.92300
KK45 40 12 PG 1.49400
KK45 45 12 PG 1.82450
KK45 50 12 PG 2.19500
KK45 60 12 PG 3.02600

1

1
1
1
1
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Cover of Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

"T" Kanal Yatay Dönüş Kapağı - Крышка Т-отвода горизонтального

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Cover of Cross Bend of Cable Tray
Dörtlü Kanal Dönüş Kapağı - Крышка Крестовины 

Pre - Galvan�sed

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

1
5

a
+

6
0

b+5

b+115

c+5

a
+

5

1
5

c
+
11

5

d+5

b+115

a+5

b+5

 c
+

5

KKT 

KKD 

Cable Tray Covers
m
MADE IN TURKEY

KKT 05 10 PG 0.1350

KKT 07 10 PG 0.1975
KKT 10 10 PG 0.26100
KKT 12 10 PG 0.33125

150KKT 15 10 PG 0.42
200KKT 20 10 PG 0.62

1.0mm

KKT 25 10 PG 0.86250
225KKT 22 10 PG 0.74

1

1
1
1
1
1

1
1

0.8mmKKT ... KKT ...  

KKT 05 08 PG 0.1050

KKT 07 08 PG 0.1575
KKT 10 08 PG 0.20100
KKT 12 08 PG 0.26125

150KKT 15 08 PG 0.33
200KKT 20 08 PG 0.49

1

1
1
1
1
1

Width

a=b=c
mm

CODE

1 pc
kgCODE

pcs

1.2mm

KKT 50 15 PG 500
450KKT 45 15 PG

KKT 60 15 PG 600

KKT 22 15 PG 1.10

KKT 05 15 PG 0.20

225

50

KKT 07 15 PG 0.2975
KKT 10 15 PG 0.39100
KKT 12 15 PG 0.50125

150KKT 15 15 PG 0.63
200KKT 20 15 PG 0.93

KKT 25 15 PG 1.29250
KKT 30 15 PG 1.71300
KKT 40 15 PG 2.73400

1.5mm

Width

a=b=c
mm

CODE

1 pc
kgCODE

pcs

3.33
3.98
5.47

1

1
1
1
1
1

1
1

1
1

1

1
1

KKT 30 12 PG 1.37300
KKT 40 12 PG 2.18400
KKT 45 12 PG 2.66450
KKT 50 12 PG 3.19500
KKT 60 12 PG 4.38600

1
1
1
1
1

KKT ... KKT ...  

KKD 05 10 PG 0.1750

KKD 07 10 PG 0.2475
KKD 10 10 PG 0.31100
KKD 12 10 PG 0.39125

150KKD 15 10 PG 0.49
200KKD 20 10 PG 0.70

1.0mm

KKD 25 10 PG 0.96250

KKD 50 15 PG 4.22500
450KKD 45 15 PG 3.55

KKD 60 15 PG 5.75600

KKD 22 15 PG 1.24

KKD 05 15 PG 0.26

225

50

KKD 07 15 PG 0.3675
KKD 10 15 PG 0.47100
KKD 12 15 PG 0.59125

150KKD 15 15 PG 0.73
200KKD 20 15 PG 1.05

KKD 25 15 PG 1.43250
KKD 30 15 PG 1.87300
KKD 40 15 PG 2.93400

1.5mm

225KKD 22 10 PG 0.82

1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1
1
1

1

1
1

0.8mmKKD ... KKD ...  

KKD 05 10 PG 0.1350

KKD 07 10 PG 0.1975
KKD 10 10 PG 0.24100
KKD 12 10 PG 0.31125

150KKD 15 10 PG 0.39
200KKD 20 10 PG 0.56

1

1
1
1
1
1

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

pcs

KKD ... KKD ...  1.2mm

KKD 30 12 PG 1.50300
KKD 40 12 PG 2.35400
KKD 45 12 PG 2.84450
KKD 50 12 PG 3.38500
KKD 60 12 PG 4.60600

1
1
1
1
1

Width

mm
CODE

1 pc
kgCODE

pcsa=b=c=d
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Cover of Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Dikey Kanal Dış Bükey Kapağı - Крышка арки гибкой внешней 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

Pre - Galvan�sed

Cover of Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Dikey Kanal İç Bükey Kapağı - Крышка арки гибкой внутренней

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

15

6
0

0

a+5

15

6
0

0

a+5

KKDB 

KKIB

Cable Tray Covers
m
MADE IN TURKEY

1.0mmKKDB ...    H15  

0.8mmKKDB ...    H15  

KKDB 05 08 PG 0.3250

KKDB 07 08 PG 0.4175
KKDB 10 08 PG 0.51100
KKDB 12 08 PG 0.61125

150KKDB 15 08 PG 0.71
200KKDB 20 08 PG 1.90

1

1
1
1
1
1

Width

a
mm

CODE

1 pc
kgCODE

pcs

1.2mm

KKDB 50 15 PG 4.69500
450KKDB 45 15 PG 4.24

KKDB 60 15 PG 5.57600

KKDB 22 15 PG 1.88

KKDB 05 15 PG 0.59

225

50

KKDB 07 15 PG 0.7875
KKDB 10 15 PG 0.96100
KKDB 12 15 PG 1.15125

150KKDB 15 15 PG 1.33
200KKDB 20 15 PG 1.70

KKDB 25 15 PG 2.07250
KKDB 30 15 PG 2.43300
KKDB 40 15 PG 3.80400

1.5mmKKDB ...    H15  

1
1

1

1

1

1
1
1
1
1

1
1
1

KKDB 30 12 PG 1.95300
KKDB 40 12 PG 3.04400
KKDB 45 12 PG 3.40450
KKDB 50 12 PG 3.75500
KKDB 60 12 PG 4.46600

1
1
1
1
1

KKDB 05 10 PG 0.4050

KKDB 07 10 PG 0.5275
KKDB 10 10 PG 0.64100
KKDB 12 10 PG 0.77125

150KKDB 15 10 PG 0.89
200KKDB 20 10 PG 1.13

KKDB 25 10 PG 1.38250
225KKDB 22 10 PG 1.26

1

1
1
1
1
1

1
1

1.0mm

0.8mm

KKIB 05 08 PG 50

KKIB 07 08 PG 75
KKIB 10 08 PG 100
KKIB 12 08 PG 125

150KKIB 15 08 PG
200KKIB 20 08 PG

1

1
1
1
1
1

Width

a
mm

CODE

1 pc
kgCODE

pcs

1.2mm

KKIB 50 15 PG 4.69500
450KKIB 45 15 PG 4.24

KKIB 60 15 PG 5.57600

KKIB 22 15 PG 1.88

KKIB 05 15 PG 0.59

225

50

KKIB 07 15 PG 0.7875
KKIB 10 15 PG 0.96100
KKIB 12 15 PG 1.15125

150KKIB 15 15 PG 1.33
200KKIB 20 15 PG 1.70

KKIB 25 15 PG 2.07250
KKIB 30 15 PG 2.43300
KKIB 40 15 PG 3.80400

1.5mm

1
1

1

1

1

1
1
1
1
1

1
1
1

KKIB 30 12 PG 1.95300
KKIB 40 12 PG 3.04400
KKIB 45 12 PG 3.40450
KKIB 50 12 PG 3.75500
KKIB 60 12 PG 4.46600

1
1
1
1
1

KKIB 05 10 PG 0.4050

KKIB 07 10 PG 0.5275
KKIB 10 10 PG 0.64100
KKIB 12 10 PG 0.77125

150KKIB 15 10 PG 0.89
200KKIB 20 10 PG 1.13

KKIB 25 10 PG 1.38250
225KKIB 22 10 PG 1.26

1

1
1
1
1
1

1
1

KKIB ...    H15  KKIB ...    H15  

0.32

0.41
0.51
0.61
0.71
1.90
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Cover of Add On Tee Hor�zontal Bend of Cable Tray
"T" Kanal Yatay Dönüş Eki Kapağı - Крышка Т-отвода горизонтального 

Pre - Galvan�sed

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Important!

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

a+5

a+115

5
0

KKTE 

PVC

FIT SNG 50 0.10

CODE
Length

L
mm mt/kg

kg

FIT ... FIT ... 

CODE

FIT DBL 50 0.20

CODE
Length

L
mm mt/kg

kgCODE

Edge Protect�on Str�p
Kenar Koruma Fitili - Лента для защиты кромок

pcspcs

FIT ... FIT ... 

FIT SNG FIT DBL

FIT SNG FIT DBL

LL

11

ZINC 400

CODE
pcs

1

Z�nc Spray
Çinko Sprey - Цинковый спрей

1pc
kg

0.4

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Cable Tray Covers
m
MADE IN TURKEY

0.19300
0.23400

1.2mm

0.26450
0.28500
0.33600

450KKTER1 60 15 PG 1.01

KKTER1 30 15 PG 0.64

KKTER1 10 15 PG 0.39

225

50

KKTER1 12 15 PG 0.4275
KKTER1 15 15 PG 0.45100
KKTER1 20 15 PG 0.51125

150KKTER1 22 15 PG 0.55
200KKTER1 25 15 PG 0.58

KKTER1 40 15 PG 0.76250
KKTER1 45 15 PG 0.83300
KKTER1 50 15 PG 0.89400

1.5mm

1
1
1
1
1

1

1

1

1
1
1
1
1

1
1
1

KKTE ...    H15  

KKTE 30 12 PG

KKTE 40 12 PG
KKTE 45 12 PG
KKTE 50 12 PG
KKTE 60 12 PG

Width

a
mm

CODE

1 pc
kgCODE

pcs

0.8mm

KKTE 10 10 PG 0.0850

0.0975
0.10100
0.12125

150 0.13
200 0.14

Width

a
mm

CODE

1 pc
kg

1.0mm

CODE
pcs

1

1
1
1
1
1

KKTE 12 10 PG
KKTE 15 10 PG
KKTE 20 10 PG
KKTE 22 10 PG
KKTE 25 10 PG

KKTE 10 10 PG 0.0650

0.0775
0.08100
1.00125

1

1
1
1

KKTE 12 10 PG
KKTE 15 10 PG
KKTE 20 10 PG

KKTE ...    H15  
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Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)
Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)

m
MADE IN TURKEY

Cable Ladder Systems 

60
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SKM UKM

BKMCKM ZKM

Accessor�es

BYD BDD RT SEP

PM90SON MT/1 PMDPMT

PMDS45

Stra�ght Connector

Ek Elemanı

KBE

F�x�ng un�t 

Merd�ven� konsola sab�tleme

90° Hor. Ladder bend 

90° Yat. merd�ven dönüşü

Tee Hor. Ladder bend 

T merd�ven dönüşü
Cross bend cover

Dörtlü merd�ven dönüşü

Vert�cal �ns�de 90° Ladder bend 

90° D�key �ç bükey merd�ven dönüşü

Vert�cal �ns�de 45° Ladder bend 

45° D�key �ç bükey merd�ven dönüşü
Vert�cal outs�de 45° Ladder bend 
45° D�key dış bükey merd�ven dönüşü

Modular R�ser
Modüler �n�ş-çıkış

Stop End
Sonlandırma

Adjustable hor�zontal connector

Yatay sev�ye değ�şt�rme ek�

Adjustable Vert�cal Connector

Dikey Seviye Degistirme Eki

Reducer Connector - S�ngle Type
Reduksiyon 

Barr�er Str�p
Seperatör

Vert�cal outs�de 90° Ladder bend 

90° D�key dış bükey merd�ven dönüşü

Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)

PKM

PMIS PMDS PMIS45 PMMB

Cable Ladder Systems 
m
MADE IN TURKEY
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Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 510 12 PG 3000 1.38100

PKM 515 12 PG 3000 1.47150
PKM 520 12 PG 3000 1.56200
PKM 525 12 PG 3000 1.65250

300PKM 530 12 PG 3000 1.73
400PKM 540 12 PG 3000 1.91

Width

W
mm

CODE
Length

L
mm 1m

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 545 12 PG 3000 2.00 2
500PKM 550 12 PG 3000 2.08 2
600PKM 560 12 PG 3000 2.26 2

H50...  

PKM 510 15 PG 3000 1.73100

PKM 515 15 PG 3000 1.84150
PKM 520 15 PG 3000 1.95200
PKM 525 15 PG 3000 2.06250

300PKM 530 15 PG 3000 2.17
400PKM 540 15 PG 3000 2.39

Width

W
mm

CODE
Length

L
mm 1m

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 545 15 PG 3000 2.50 2
500PKM 550 15 PG 3000 2.61 2
600PKM 560 15 PG 3000 2.83 2

H50...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

KBE 250 12 PG 175 0.09

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

175 0.11

CODE
Length

L
mm 1pc

kg

1.5mm

CODE

KBE 250 15 PG

KBE 2 ... H50

100100

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�sed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H50 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm
2198 cm
2248 cm
2298 cm

Width
Usable

Cross-Section

2100 48 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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m
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 Qmax.
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Spacing of Supports in [m]

2.5
 1.2

Thickn. (ga) [mm]:

 1.5

Cable Ladder Systems of S�de He�ght H50 
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Pre - Galvan�sed

PM90 510 12 PG 0.74100

PM90 515 12 PG 0.89150
PM90 520 12 PG 1.03200
PM90 525 12 PG 1.18250

300PM90 530 12 PG 1.32
400PM90 540 12 PG 1.62

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 545 12 PG 1.76 1
500PM90 550 12 PG 1.91 1
600PM90 560 12 PG 2.21 1

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE kgCODE
pcs

H50...  PM90 ...  

PM90 510 15 PG 0.93100

PM90 515 15 PG 1.10150
PM90 520 15 PG 1.29200
PM90 525 15 PG 1.47250

300PM90 530 15 PG 1.66
400PM90 540 15 PG 2.02

1
1
1
1
1
1

450PM90 545 15 PG 2.20 1
500PM90 550 15 PG 2.39 1
600PM90 560 15 PG 2.75 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE kg

1.2mm

CODE

PM45 ...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE kgCODE
pcs

H50...  PM45 ...  1.5mm

PM45 510 12 PG 0.66100

PM45 515 12 PG 0.74150
PM45 520 12 PG 0.83200
PM45 525 12 PG 0.91250

300PM45 530 12 PG 1.00
400PM45 540 12 PG 1.17

1
1
1
1
1
1

450PM45 545 12 PG 1.26 1
500PM45 550 12 PG 1.34 1
600PM45 560 12 PG 1.52 1

PM45 510 15 PG 0.82100

PM45 515 15 PG 0.93150
PM45 520 15 PG 1.03200
PM45 525 15 PG 1.15250

300PM45 530 15 PG 1.25
400PM45 540 15 PG 1.46

1
1
1
1
1
1

450PM45 545 15 PG 1.58 1
500PM45 550 15 PG 1.68 1
600PM45 560 15 PG 1.90 1

1 pc

1 pc 1 pc

a

b

a

b

13587

PM90 H50

PM45 H50

Cable Ladder Systems of S�de He�ght H50 
m
MADE IN TURKEY
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Cable Ladder Systems of S�de He�ght H50 
m
MADE IN TURKEY

Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b=c=d

CODE kg

1.2mm

CODE

PMD...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE kgCODE
pcs

H50...  PMD ...  1.5mm

PMD 510 12 PG 1.16100

PMD 515 12 PG 1.29150
PMD 520 12 PG 1.42200
PMD 525 12 PG 1.79250

300PMD 530 12 PG 1.95
400PMD 540 12 PG 2.28

1
1
1
1
1
1

450PMD 545 12 PG 2.81 1
500PMD 550 12 PG 3.00 1
600PMD 560 12 PG 3.40 1

PMD 510 15 PG 1.38100

PMD 515 15 PG 1.51150
PMD 520 15 PG 1.64200
PMD 525 15 PG 2.00250

300PMD 530 15 PG 2.17
400PMD 540 15 PG 2.50

1
1
1
1
1
1

450PMD 545 15 PG 3.02 1
500PMD 550 15 PG 3.22 1
600PMD 560 15 PG 3.62 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMT 510 12 PG

PMT 515 12 PG
PMT 520 12 PG
PMT 525 12 PG
PMT 530 12 PG
PMT 540 12 PG
PMT 545 12 PG
PMT 550 12 PG
PMT 560 12 PG

0.94
1.07
1.20
1.56
1.72
2.31
2.51
2.71
3.09

100

150
200
250
300
400

Width

W
a=b=c

CODE kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMT 510 15 PG

PMT 515 15 PG
PMT 520 15 PG
PMT 525 15 PG
PMT 530 15 PG
PMT 540 15 PG
PMT 545 15 PG
PMT 550 15 PG
PMT 560 15 PG

1.13
1.26
1.40
1.77
1.94
2.54
2.75
2.95
3.36

1 pc 1 pc

1 pc 1 pc

a c

b

a

b

c

d

b+444

222

222

222

222

PMT H50

PMD H50
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a mm

CODE kg

1.2mm

CODE

PMIS...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE kgCODE
pcs

H50...  PMIS ...  1.5mm

PMIS 510 12 PG 0.88100

PMIS 515 12 PG 0.96150
PMIS 520 12 PG 1.04200
PMIS 525 12 PG 1.12250

300PMIS 530 12 PG 1.19
400PMIS 540 12 PG 1.54

1
1
1
1
1
1

450PMIS 545 12 PG 1.62 1
500PMIS 550 12 PG 1.70 1
600PMIS 560 12 PG 1.85 1

PMIS 510 15 PG 1.10100

PMIS 515 15 PG 1.20150
PMIS 520 15 PG 1.30200
PMIS 525 15 PG 1.40250

300PMIS 530 15 PG 1.50
400PMIS 540 15 PG 1.92

1
1
1
1
1
1

450PMIS 545 15 PG 2.02 1
500PMIS 550 15 PG 2.12 1
600PMIS 560 15 PG 2.31 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE
1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMDS 510 12 PG

PMDS 515 12 PG
PMDS 520 12 PG
PMDS 525 12 PG
PMDS 530 12 PG
PMDS 540 12 PG
PMDS 545 12 PG
PMDS 550 12 PG
PMDS 560 12 PG

0.88
1.96
1.04
1.12
1.19
1.54
1.62
1.70
1.85

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMDS 510 15 PG

PMDS 515 15 PG
PMDS 520 15 PG
PMDS 525 15 PG
PMDS 530 15 PG
PMDS 540 15 PG
PMDS 545 15 PG
PMDS 550 15 PG
PMDS 560 15 PG

1.10
1.20
1.30
1.40
1.50
1.92
2.02
2.12
2.31

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

1 pc

1 pc 1 pc

h

a

a

H

135 H112

135 H112

PMDS H50

PMIS H50
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş-Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMMB 510 12 PG

PMMB 515 12 PG
PMMB 520 12 PG
PMMB 525 12 PG
PMMB 530 12 PG
PMMB 540 12 PG
PMMB 545 12 PG
PMMB 550 12 PG
PMMB 560 12 PG

0.41
0.44
0.47
0.49
0.52
0.57
0.60
0.62
0.68

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMMB 510 15 PG

PMMB 515 15 PG
PMMB 520 15 PG
PMMB 525 15 PG
PMMB 530 15 PG
PMMB 540 15 PG
PMMB 545 15 PG
PMMB 550 15 PG
PMMB 560 15 PG

0.52
0.55
0.59
0.62
0.65
0.72
0.75
0.79
0.85

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 135 10 PG 3000 0.40

CODE
Length

L
mm 1m

kg

1.0mmSEP  1 ... H35 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 135 15 PG 3000 0.59

pcspcs

SEP  1 ... H35 

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

3
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

1 pc 1 pc

PMMB H50

SEP 1 H35

DKE 90

Cable Ladder Systems of S�de He�ght H50 
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Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 610 12 PG 3000 1.53100

PKM 615 12 PG 3000 1.62150
PKM 620 12 PG 3000 1.71200
PKM 625 12 PG 3000 1.80250

300PKM 630 12 PG 3000 1.88
400PKM 640 12 PG 3000 2.06

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 645 12 PG 3000 2.15 2
500PKM 650 12 PG 3000 2.24 2
600PKM 660 12 PG 3000 2.41 2

H60...  

PKM 610 15 PG 3000 1.92100

PKM 615 15 PG 3000 2.03150
PKM 620 15 PG 3000 2.14200
PKM 625 15 PG 3000 2.25250

300PKM 630 15 PG 3000 2.36
400PKM 640 15 PG 3000 2.57

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 645 15 PG 3000 2.68 2
500PKM 650 15 PG 3000 2.79 2
600PKM 660 15 PG 3000 3.01 2

H60...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

228 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

MT1

PKM H60

KBE 2 H60

KBE 260 12 PG 175 0.1

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

0,13 0.11

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 260 15 PG

KBE 2 ... H60

100100

Pre - Galvan�sed

Electro - Galvan�zed

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H60 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

5
5 T

15

L

20

8,5 25

W

6
0

3
0

0

2
3

8,5

4
1

5
4

1
,5

L
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Pre - Galvan�sed

PM90 610 12 PG 0.81100

PM90 615 12 PG 0.97150
PM90 620 12 PG 1.12200
PM90 625 12 PG 1.28250

300PM90 630 12 PG 1.43
400PM90 640 12 PG 1.74

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 645 12 PG 1.90 1
500PM90 650 12 PG 2.05 1
600PM90 660 12 PG 2.36 1

H60...  

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PM90 ...  

PM90 610 15 PG 1.01100

PM90 615 15 PG 1.21150
PM90 620 15 PG 1.40200
PM90 625 15 PG 1.60250

300PM90 630 15 PG 1.79

400PM90 640 15 PG 2.18

1
1
1
1
1
1

450PM90 645 15 PG 2.37 1
500PM90 650 15 PG 2.57 1
600PM90 660 15 PG 2.95 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM45 ...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PM45 ...  1.5mm

PM45 610 12 PG 0.72100

PM45 615 12 PG 0.81150
PM45 620 12 PG 0.91200
PM45 625 12 PG 0.99250

300PM45 630 12 PG 1.08
400PM45 640 12 PG 1.27

1
1
1
1
1
1

450PM45 645 12 PG 1.35 1
500PM45 650 12 PG 1.45 1
600PM45 660 12 PG 1.63 1

PM45 610 15 PG 0.91100

PM45 615 15 PG 1.02150
PM45 620 15 PG 1.13200
PM45 625 15 PG 1.24250

300PM45 630 15 PG 1.36
400PM45 640 15 PG 1.58

1
1
1
1
1
1

450PM45 645 15 PG 1.70 1
500PM45 650 15 PG 1.81 1
600PM45 660 15 PG 2.04 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

b

a

b

13587

PM90 H60

PM45 H60
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m
MADE IN TURKEY



69

Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Pre - Galvan�sed

Width

W
a=b=c=d

CODE

1 pc
kg

1.2mm

CODE

PMD...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE

1 pc
kgCODE

pcs

H60...  PMD ...  1.5mm

PMD 610 12 PG 1.26100

PMD 615 12 PG 1.40150
PMD 620 12 PG 1.53200
PMD 625 12 PG 1.89250

300PMD 630 12 PG
400PMD 640 12 PG

2.05

1
1
1
1
1
1

450PMD 645 12 PG
2.38

1
500PMD 650 12 PG

2.91
1

600PMD 660 12 PG
3.11

1

PMD 610 15 PG 1.52100

PMD 615 15 PG 1.65150
PMD 620 15 PG 1.78200
PMD 625 15 PG 2.15250

300PMD 630 15 PG 2.31
400PMD 640 15 PG 2.64

1
1
1
1
1
1

450PMD 645 15 PG 3.17 1
500PMD 650 15 PG 3.36 1
600PMD 660 15 PG 3.76 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMT 610 12 PG

PMT 615 12 PG
PMT 620 12 PG
PMT 625 12 PG
PMT 630 12 PG
PMT 640 12 PG
PMT 645 12 PG
PMT 650 12 PG
PMT 660 12 PG

1.04
1.17
1.31
1.67
1.83
2.42
2.63
2.83
3.22

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMT 610 15 PG

PMT 615 15 PG
PMT 620 15 PG
PMT 625 15 PG
PMT 630 15 PG
PMT 640 15 PG
PMT 645 15 PG
PMT 650 15 PG
PMT 660 15 PG

1.25
1.39
1.53
1.90

2.07
2.69
2.89
3.11
3.52

3.50

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a c

b

a

b

c

d

b+444

222

222

222

222

PMT H60

PMD H60
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PMIS...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PMIS ...  1.5mm

PMIS 610 12 PG 0.97100

PMIS 615 12 PG 1.05150
PMIS 620 12 PG 1.13200
PMIS 625 12 PG 1.21250

300PMIS 630 12 PG 1.29
400PMIS 640 12 PG 1.65

1
1
1
1
1
1

450PMIS 645 12 PG 1.73 1
500PMIS 650 12 PG 1.81 1
600PMIS 660 12 PG 1.97 1

PMIS 610 15 PG 1.21100

PMIS 615 15 PG 1.31150
PMIS 620 15 PG 1.41200
PMIS 625 15 PG 1.51250

300PMIS 630 15 PG 1.61
400PMIS 640 15 PG 2.06

1
1
1
1
1
1

450PMIS 645 15 PG 2.16 1
500PMIS 650 15 PG 2.26 1
600PMIS 660 15 PG 2.46 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMDS 610 12 PG

PMDS 615 12 PG
PMDS 620 12 PG
PMDS 625 12 PG
PMDS 630 12 PG
PMDS 640 12 PG
PMDS 645 12 PG
PMDS 650 12 PG
PMDS 660 12 PG

0.97
1.05
1.13
1.21
1.29
1.65
1.73
1.81
1.97

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMDS 610 15 PG

PMDS 615 15 PG
PMDS 620 15 PG
PMDS 625 15 PG
PMDS 630 15 PG
PMDS 640 15 PG
PMDS 645 15 PG
PMDS 650 15 PG
PMDS 660 15 PG

1.21
1.31
1.41
1.51
1.61
2.06
2.16
2.26
2.46

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

h

a

a

H

135 H112

135 H112

PMDS H60

PMIS H60
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş-Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMMB 610 12 PG

PMMB 615 12 PG
PMMB 620 12 PG
PMMB 625 12 PG
PMMB 630 12 PG
PMMB 640 12 PG
PMMB 645 12 PG
PMMB 650 12 PG
PMMB 660 12 PG

0.46
0.49
0.51
0.54
0.57
0.62
0.65
0.67
0.72

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMMB 610 15 PG

PMMB 615 15 PG
PMMB 620 15 PG
PMMB 625 15 PG
PMMB 630 15 PG
PMMB 640 15 PG
PMMB 645 15 PG
PMMB 650 15 PG
PMMB 660 15 PG

0.58
0.61
0.64
0.68
0.71
0.78
0.81
0.84
0.91

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 145 10 PG 3000 0.47

CODE
Length

L
mm 1m

kg

1.0mmSEP  1 ... H45 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 145 15 PG 3000 0.69

pcspcs

SEP  1 ... H45 

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

4
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

PMMB H60

SEP 1 H45

DKE
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Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 110 12 PG 3000 2.40100

PKM 115 12 PG 3000 2.50150
PKM 120 12 PG 3000 2.60200
PKM 125 12 PG 3000 2.70250

300PKM 130 12 PG 3000 2.80
400PKM 140 12 PG 3000 3.00

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 145 12 PG 3000 3.09 2
500PKM 150 12 PG 3000 3.19 2
600PKM 160 12 PG 3000 3.39 2

H100...  

PKM 110 15 PG 3000 3.00100

PKM 115 15 PG 3000 3.13150
PKM 120 15 PG 3000 3.25200
PKM 125 15 PG 3000 3.37250

300PKM 130 15 PG 3000 3.50
400PKM 140 15 PG 3000 3.74

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 145 15 PG 3000 3.87 2
500PKM 150 15 PG 3000 3.99 2
600PKM 160 15 PG 3000 4.24 2

H100...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

228 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

MT1

KBE 2 H100

PKM H100

L

H

9
5

T

15

20

8,5 25

30
0

23
x8

,5

W

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.2

Thickn. (ga) [mm]:

 1.5

KBE 210 12 PG 175 0.14

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

0,15 0.18

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 210 15 PG 100100

Pre - Galvan�sed

Electro - Galvan�zed

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

KBE 2 ... H100KBE 2 ... H100

Cable Ladder Systems of S�de He�ght H100 
m
MADE IN TURKEY



73

Pre - Galvan�sed

PM90 110 12 PG 1.24100

PM90 115 12 PG 1.46150
PM90 120 12 PG 1.66200
PM90 125 12 PG 1.88250

300PM90 130 12 PG 2.09
400PM90 140 12 PG 2.51

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 145 12 PG 2.73 1
500PM90 150 12 PG 2.93 1
600PM90 160 12 PG 3.36 1

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM90 ...  

PM90 110 15 PG 1.55100

PM90 115 15 PG 1.82150
PM90 120 15 PG 2.08200
PM90 125 15 PG 2.35250

300PM90 130 15 PG 2.61

400PM90 140 15 PG 3.14

1
1
1
1
1
1

450PM90 145 15 PG 3.40 1
500PM90 150 15 PG 3.67 1
600PM90 160 15 PG 4.20 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM45 ...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM45 ...  1.5mm

PM45 110 12 PG 1.13100

PM45 115 12 PG 1.24150
PM45 120 12 PG 1.36200
PM45 125 12 PG 1.48250

300PM45 130 12 PG 1.61
400PM45 140 12 PG 1.85

1
1
1
1
1
1

450PM45 145 12 PG 1.97 1
500PM45 150 12 PG 2.09 1
600PM45 160 12 PG 2.33 1

PM45 110 15 PG 1.41100

PM45 115 15 PG 1.55150
PM45 120 15 PG 1.71200
PM45 125 15 PG 1.86250

300PM45 130 15 PG 2.01
400PM45 140 15 PG 2.31

1
1
1
1
1
1

450PM45 145 15 PG 2.46 1
500PM45 150 15 PG 2.61 1
600PM45 160 15 PG 2.92 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

b

a

b

13587

PM90 H100

PM45 H100

H80...  

H100...  H100...  

H100...  

Cable Ladder Systems of S�de He�ght H100 
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Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Pre - Galvan�sed

Width

W
a=b=c=d

CODE

1 pc
kg

1.2mm

CODE

PMD...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE

1 pc
kgCODE

pcs

PMD ...  1.5mm

PMD 110 12 PG 1.93100

PMD 115 12 PG 2.07150
PMD 120 12 PG 2.22200
PMD 125 12 PG 2.63250

300PMD 130 12 PG
400PMD 140 12 PG

2.82

1
1
1
1
1
1

450PMD 145 12 PG
3.19

1
500PMD 150 12 PG

3.78
1

600PMD 160 12 PG
4.00

1

PMD 110 15 PG 2.34100

PMD 115 15 PG 2.49150
PMD 120 15 PG 2.64200
PMD 125 15 PG 3.04250

300PMD 130 15 PG 3.23
400PMD 140 15 PG 3.60

1
1
1
1
1
1

450PMD 145 15 PG 4.19 1
500PMD 150 15 PG 4.42 1
600PMD 160 15 PG 4.86 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 110 12 PG

PMT 115 12 PG
PMT 120 12 PG
PMT 125 12 PG
PMT 130 12 PG
PMT 140 12 PG
PMT 145 12 PG
PMT 150 12 PG
PMT 160 12 PG

1.59
1.76
1.92
2.35
2.55
3.25
3.50
3.74
4.22

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 110 15 PG

PMT 115 15 PG
PMT 120 15 PG
PMT 125 15 PG
PMT 130 15 PG
PMT 140 15 PG
PMT 145 15 PG
PMT 150 15 PG
PMT 160 15 PG

1.93
2.11
2.29
2.73

2.94
3.68
3.93
4.19
4.69

4.45

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

PMT H100

PMD H100

H100...  H100...  

H100...  H100...  

a c

b

a

b

c

d

b+444

222

222

222

222

Cable Ladder Systems of S�de He�ght H100 
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PMIS...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PMIS ...  1.5mm

PMIS 110 12 PG 1.50100

PMIS 115 12 PG 1.59150
PMIS 120 12 PG 1.68200
PMIS 125 12 PG 1.77250

300PMIS 130 12 PG 1.86
400PMIS 140 12 PG 2.37

1
1
1
1
1
1

450PMIS 145 12 PG 2.46 1
500PMIS 150 12 PG 2.55 1
600PMIS 160 12 PG 2.72 1

PMIS 110 15 PG 1.88100

PMIS 115 15 PG 1.99150
PMIS 120 15 PG 2.10200
PMIS 125 15 PG 2.21250

300PMIS 130 15 PG 2.32
400PMIS 140 15 PG 2.96

1
1
1
1
1
1

450PMIS 145 15 PG 3.07 1
500PMIS 150 15 PG 3.18 1
600PMIS 160 15 PG 3.41 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 110 12 PG

PMDS 115 12 PG
PMDS 120 12 PG
PMDS 125 12 PG
PMDS 130 12 PG
PMDS 140 12 PG
PMDS 145 12 PG
PMDS 150 12 PG
PMDS 160 12 PG

1.50
1.59
1.68
1.77
1.86
2.37
2.46
2.55
2.72

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 110 15 PG

PMDS 115 15 PG
PMDS 120 15 PG
PMDS 125 15 PG
PMDS 130 15 PG
PMDS 140 15 PG
PMDS 145 15 PG
PMDS 150 15 PG
PMDS 160 15 PG

1.88
1.99
2.10
2.21
2.32
2.96
3.07
3.18
3.41

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

PMDS H100

PMIS H100

H100...  H100...  

H100...  H100...  

H112135

H 112 135

h
a

h

a

Cable Ladder Systems of S�de He�ght H100 
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş - Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 110 12 PG

PMMB 115 12 PG
PMMB 120 12 PG
PMMB 125 12 PG
PMMB 130 12 PG
PMMB 140 12 PG
PMMB 145 12 PG
PMMB 150 12 PG
PMMB 160 12 PG

0.72
0.75
0.78
0.81
0.84
0.89
0.92
0.95
1.01

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 110 15 PG

PMMB 115 15 PG
PMMB 120 15 PG
PMMB 125 15 PG
PMMB 130 15 PG
PMMB 140 15 PG
PMMB 145 15 PG
PMMB 150 15 PG
PMMB 160 15 PG

0.90
0.94
0.98
1.01
1.05
1.12
1.16
1.20
1.27

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 185 10 PG 3000 0.75

CODE
Length

L
mm 1m

kg

1.0mm

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 185 15 PG 3000 1.12

pcspcs

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

8
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

PMMB H100

SEP 1 H85

DKE

H100...  H100...  

SEP  1 ... H85 SEP  1 ... H85

Cable Ladder Systems of S�de He�ght H100 
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Modular Cable Ladder S�de Beam
Moduler Merdiven Yan Kenarı - Боковая планка кабельроста

Ladder Rungs ( BAS )

Cable Ladder Systems 

Pre - Galvan�zed

100

150
200
250
300
400

W�dth

mm
CODE

1 pc
kg

1.0mm

CODE

BAS

pcs

1
1
1
1
1
1

BAS 100 10 PG

BAS 150 10 PG
BAS 200 10 PG
BAS 250 10 PG
BAS 300 10 PG
BAS 400 10 PG

0.07
0.10
0.13
0.16
0.19
0.25

1.2mmMYN

Important! 
To make modular cable ladder - use MYN s�de beams

35x15 Modular Cable Ladder Rung
35x15 Modüler Kablo Merdiven Basamağı - Перекладина кабельроста

450 1BAS 450 10 PG 0.28

500 1BAS 500 10 PG 0.31

600 1BAS 600 10 PG 0.37

W

100

150
200
250
300
400

W�dth
CODE

1 pc
kgCODE

pcs

1
1
1
1
1
1

BAS 100 12 PG

BAS 150 12 PG
BAS 200 12 PG
BAS 250 12 PG
BAS 300 12 PG
BAS 400 12 PG

0.09
0.13
0.16
0.20
0.24
0.31

450 1BAS 450 12 PG 0.35

500 1BAS 500 12 PG 0.39

600 1BAS 600 12 PG 0.46

W

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.2  1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ladder Beam ( MYN )

23

8,5

50
50

1
5

30

16

BAS

mm

Modular Cable Ladder S�de Beam - Qu�ck F�x Type
Geçmeli Tip Modüler Merdiven Yan Kenarı - Боковая планка кабельроста

Ladder Rungs ( BAS )

Ladder Beam ( MYF )

m
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Pre - Galvan�zed

40

50
60
70
80

100

He�ght

H
mm

CODE

1 mt
kg

1.2mm

CODE

MYN

pcs

1
1
1
1
1
1

MYN 40 12 PG

MYN 50 12 PG
MYN 60 12 PG
MYN 70 12 PG
MYN 80 12 PG
MYN 100 12 PG

0.59
0.68
0.76
0.85
0.93
1.10

CODE

1 mt
kg

1.5mm

CODE
pcs

1
1
1
1
1
1

MYN 40 15 PG

MYN 50 15 PG
MYN 60 15 PG
MYN 70 15 PG
MYN 80 15 PG
MYN 100 15 PG

0.74
0.85
0.95
1.06
1.17
1.38

MYN

Important! 
To make modular cable ladder use BAS rungs

40

50
60
70
80

100

He�ght

H
mm

Pre - Galvan�zed

40

50
60
70
80

100

He�ght

H
mm

CODE

1 mt
kgCODE

pcs

1
1
1
1
1
1

MYF 40 10 PG

MYF 50 10 PG
MYF 60 10 PG
MYF 70 10 PG
MYF 80 10 PG
MYF 100 10 PG

0.47
0.54
0.61
0.68
0.74
0.88

CODE

1 mt
kgCODE

pcs

1
1
1
1
1
1

MYF 40 12 PG

MYF 50 12 PG
MYF 60 12 PG
MYF 70 12 PG
MYF 80 12 PG
MYF 100 12 PG

Important! 
To make modular cable ladder use BAS rungs

40

50
60
70
80

100

He�ght

H
mm

2
3

8,5

4
1
,5

4
1
,5

H

H

MYN

MYF

H

8,5x25

9x18

41,5

41,5

H
MYF MYF 1.2mm1.0mm

0.59
0.68
0.76
0.85
0.93
1.10
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W�re Mesh Cable Tray Systems

Accessor�es

TSE SC GBE VBE

FWHWBH HR HC

TKK CG

H 10

MSB BS TPC

TBE

Ç�ft T�jl� Taşıyıcı (Tırnaklı)

Hanger / Central Support

T�jl� Askı Elemanı
Hanger / S�de Support

Yandan Askı Elemanı - TaşıyıcıTırnaklı Duvar Konsolu

W�re Mesh Cable Trays - Tel Örgü Kablo Kanalı
Проволочные лотки 

Support For Floor and Wall Mount�ng

Yere Duvara Tesp�t Elemanı
Support For Wall Mount�ng Hang�ng Ra�l

Cover of W�re Mesh Cable Tray

Tel Kanal Kapağı

Cable Gu�der

Kablo İn�ş Kanalı

W�re Bracket and Boxes F�x�ng Un�t

Duvar Konsolu ve Kutu Montaj Elemanı

Earth�ng Clamp

Topraklama Elemanı

Connector - TBE

B�rleşt�rme Elemanı

F�x�ng Un�t

Sab�tleme Elemanı

Suspens�on Clamp

Ortadan Tek T�jl� Taşıyıcı

Stra�ght Qu�ck Connector

Hızlı B�rleşt�rme Elemanı
Mult�purpose Connect�on Str�p

B�rleşt�rme Şer�d�

Barr�er Str�p

Seperatör

m
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 EG 3000
TOK 315 40 EG 3000
TOK 320 40 EG 3000
TOK 325 40 EG 3000
TOK 330 40 EG 3000

2
2
2
2
2

TOK 340 40 EG 3000
TOK 345 40 EG 3000

2
2

TOK 305 40 EG 3000 2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

3000 2

0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

0.74
0.93
1.12
1.32
1.51
1.89
2.08

0.55

TOK ...  H35

TOK 350 40 EG 3000 21.79
TOK 360 40 EG 3000 22.09

TOK 310 45 EG
TOK 315 45 EG
TOK 320 45 EG
TOK 325 45 EG
TOK 330 45 EG
TOK 340 45 EG
TOK 345 45 EG

TOK 305 45 EG

TOK 350 45 EG
TOK 360 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
0.91
1.15
1.39
1.62
1.86
2.33
2.57

0.68

TOK 310 50 EG
TOK 315 50 EG
TOK 320 50 EG
TOK 325 50 EG
TOK 330 50 EG
TOK 340 50 EG
TOK 345 50 EG

TOK 305 50 EG

TOK 350 50 EG
TOK 360 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 HDG 3000
TOK 315 40 HDG 3000
TOK 320 40 HDG 3000
TOK 325 40 HDG 3000
TOK 330 40 HDG 3000
TOK 340 40 HDG 3000
TOK 345 40 HDG 3000

TOK 305 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

3000

TOK ...  H35

TOK 350 40 HDG 3000
TOK 360 40 HDG 3000

TOK 310 45 HDG
TOK 315 45 HDG
TOK 320 45 HDG
TOK 325 45 HDG
TOK 330 45 HDG
TOK 340 45 HDG
TOK 345 45 HDG

TOK 305 45 HDG

TOK 350 45 HDG
TOK 360 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 310 50 HDG
TOK 315 50 HDG
TOK 320 50 HDG
TOK 325 50 HDG
TOK 330 50 HDG
TOK 340 50 HDG
TOK 345 50 HDG

TOK 305 50 HDG

TOK 350 50 HDG
TOK 360 50 HDG

3000
3000

2.27
2.66

2.81
3.28

2

2

2
2
2
2
2
2
2

2

2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2

2

2
2

2

2

2
2
2
2
2
2
2

2

2

2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

0,74
0,93
1,12
1,32
1,51
1,89
2,08

0,55

1,79
2,09

2,27
2,66

0,91
1,15
1,39
1,62
1,86
2,33
2,57

0,68

2,81
3,28

W�re Mesh Cable Trays - S�de He�ght H35

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

50x35

100x35

150X35

200X35

250X35

300X35

400X35

500X35

600X35

450X35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 EG 2

H35 ... 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 HDG 2

H35 ... 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.68TOK 035 45 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.68TOK 035 45 HDG 2

Electro - Galvanised Hot Dip. Galvanizsed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.82TOK 035 50 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 HDG 2

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

w

Ø

h

L

100

h25 50

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

212 cm

600

237 cm
250 cm
275 cm
2100 cm
2125 cm
2150 cm

Width
Usable

Cross-Section

2100 25 cm

4.5 5.0 
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0.00
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Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Sta�nless Steel 304 - Pass�vated 

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 S4 3000
TOK 315 40 S4 3000
TOK 320 40 S4 3000
TOK 325 40 S4 3000
TOK 330 40 S4 3000

2
2
2
2
2

TOK 340 40 S4 3000
TOK 345 40 S4 3000

2
2

TOK 305 40 S4 3000 2
0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

TOK ...  H35

TOK 350 40 S4 3000 21.79
TOK 360 40 S4 3000 22.09

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
0.91
1.15
1.39
1.62
1.86
2.33
2.57

0.68

TOK 310 50 S4
TOK 315 50 S4
TOK 320 50 S4
TOK 325 50 S4
TOK 330 50 S4
TOK 340 50 S4
TOK 345 50 S4

TOK 305 50 S4

TOK 350 50 S4
TOK 360 50 S4

3000
3000

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 SP4 3000
TOK 315 40 SP4 3000
TOK 320 40 SP4 3000
TOK 325 40 SP4 3000
TOK 330 40 SP4 3000
TOK 340 40 SP4 3000
TOK 345 40 SP4 3000

TOK 305 40 SP4 3000

TOK ...  H35

TOK 350 40 SP4 3000
TOK 360 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 310 50 SP4
TOK 315 50 SP4
TOK 320 50 SP4
TOK 325 50 SP4
TOK 330 50 SP4
TOK 340 50 SP4
TOK 345 50 SP4

TOK 305 50 SP4

TOK 350 50 SP4
TOK 360 50 SP4

3000
3000

2.81
3.28

2
2
2
2
2
2
2

2

2

2

Sta�nless Steel 304 - Pol�shed

2
2
2
2
2
2
2

2

2
2

2
2
2
2
2
2
2

2

2

2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

1,79
2,09

0,91
1,15
1,39
1,62
1,86
2,33
2,57

0,68

2,81
3,28

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

50x35

100x35

150X35

200X35

250X35

300X35

400X35

500X35

600X35

450X35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 S4 2

H35 ... 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 SP4 2

H35 ... 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 S4 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 SP4 2

Stainless Steel 304 - Passivated Stainless Steel 304 - Polished

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Sta�nless Steel 316 - Pass�vated 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 S6 3000
TOK 315 40 S6 3000
TOK 320 40 S6 3000
TOK 325 40 S6 3000
TOK 330 40 S6 3000

2
2
2
2
2

TOK 340 40 S6 3000
TOK 345 40 S6 3000

2
2

TOK 305 40 S6 3000 2
0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

TOK ...  H35

TOK 350 40 S6 3000 21.79
TOK 360 40 S6 3000

100
150
200
250
300
400
450

50

500
600 22.09

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 SP6 3000
TOK 315 40 SP6 3000
TOK 320 40 SP6 3000
TOK 325 40 SP6 3000
TOK 330 40 SP6 3000
TOK 340 40 SP6 3000
TOK 345 40 SP6 3000

TOK 305 40 SP6 3000

TOK ...  H35

TOK 350 40 SP6 3000
TOK 360 40 SP6 3000

Sta�nless Steel 316 - Pol�shed

2
2
2
2
2
2
2

2

2
2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

1,79
2,09

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

212 cm

600

237 cm
250 cm
275 cm
2100 cm
2125 cm
2150 cm

Width
Usable

Cross-Section

2100 25 cm

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

w

Ø

h

L

100

h25 50

20

50

3
5

TOK H35 (Sta�nless Steel)

TOK H35 (Sta�nless Steel)

W�re Mesh Cable Trays - S�de He�ght H35
m
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W�re Mesh Cable Trays
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Electro Galvan�sed

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

w

Ø

h

TOK 610 40 EG 3000
TOK 615 40 EG 3000
TOK 620 40 EG 3000
TOK 625 40 EG 3000
TOK 630 40 EG 3000

2
2
2
2
2

TOK 640 40 EG 3000
TOK 645 40 EG 3000

2
2

TOK 605 40 EG 3000 2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

3000 2

0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

1.06
1.25
1.44
1.63
1.83
2.21
2.40

0.87

TOK ...  H60

TOK 650 40 EG 3000 22.04
TOK 660 40 EG 3000 22.35

TOK 610 45 EG
TOK 615 45 EG
TOK 620 45 EG
TOK 625 45 EG
TOK 630 45 EG
TOK 640 45 EG
TOK 645 45 EG

TOK 605 45 EG

TOK 650 45 EG
TOK 660 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
1.31
1.54
1.78
2.02
2.25
2.73
2.96

1.07

TOK 610 50 EG
TOK 615 50 EG
TOK 620 50 EG
TOK 625 50 EG
TOK 630 50 EG
TOK 640 50 EG
TOK 645 50 EG

TOK 605 50 EG

TOK 650 50 EG
TOK 660 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 HDG 3000
TOK 615 40 HDG 3000
TOK 620 40 HDG 3000
TOK 625 40 HDG 3000
TOK 630 40 HDG 3000
TOK 640 40 HDG 3000
TOK 645 40 HDG 3000

TOK 605 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

3000

TOK ...  H60

TOK 650 40 HDG 3000
TOK 660 40 HDG 3000

TOK 610 45 HDG
TOK 615 45 HDG
TOK 620 45 HDG
TOK 625 45 HDG
TOK 630 45 HDG
TOK 640 45 HDG
TOK 645 45 HDG

TOK 605 45 HDG

TOK 650 45 HDG
TOK 660 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 610 50 HDG
TOK 615 50 HDG
TOK 620 50 HDG
TOK 625 50 HDG
TOK 630 50 HDG
TOK 640 50 HDG
TOK 645 50 HDG

TOK 605 50 HDG

TOK 650 50 HDG
TOK 660 50 HDG

3000
3000

2.59
2.98

3.20
3.67

2

2

2
2
2
2
2
2
2

2

2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2

2

2
2

2

2

2
2
2
2
2
2
2

2

2

2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

1,06
1,25
1,44
1,63
1,83
2,21
2,40

0,87

2,04
2,35

2,59
2,35

1,31
1,54
1,78
2,02
2,25
2,73
2,96

0,87

3,20
3,67

L

100

h25 50

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 EG 2

H60 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 HDG 2

H60

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.95TOK 050 45 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.95TOK 050 45 HDG 2

Electro-Galvanised Hot Dip Galvanised

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 HDG 2

100x60

150X60

200X60

250X60

300X60

400X60

500X60

600X60

450X60

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

225 cm

600

275 cm
2100 cm
2150 cm
2200 cm
2250 cm
2300 cm

Width
Usable

Cross-Section

2

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600
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0.00
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Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:

 Qmax.

50 cm100

20

50

6
0

TOK H60

TOK H60

TOK 605

50

6
0

W�re Mesh Cable Trays - S�de He�ght H60
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Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 S4 3000
TOK 615 40 S4 3000
TOK 620 40 S4 3000
TOK 625 40 S4 3000
TOK 630 40 S4 3000

2
2
2
2
2

TOK 640 40 S4 3000
TOK 645 40 S4 3000

2
2

TOK 605 40 S4 3000 2
0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

TOK ...  H60

TOK 650 40 S4 3000 22.04
TOK 660 40 S4 3000 22.35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
1.31
1.54
1.78
2.02
2.25
2.73
2.96

1.07

TOK 610 50 S4
TOK 615 50 S4
TOK 620 50 S4
TOK 625 50 S4
TOK 630 50 S4
TOK 640 50 S4
TOK 645 50 S4

TOK 605 50 S4

TOK 650 50 S4
TOK 660 50 S4

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 SP4 3000
TOK 615 40 SP4 3000
TOK 620 40 SP4 3000
TOK 625 40 SP4 3000
TOK 630 40 SP4 3000
TOK 640 40 SP4 3000
TOK 645 40 SP4 3000

TOK 605 40 SP4 3000

TOK ...  H60

TOK 650 40 SP4 3000
TOK 660 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 610 50 SP4
TOK 615 50 SP4
TOK 620 50 SP4
TOK 625 50 SP4
TOK 630 50 SP4
TOK 640 50 SP4
TOK 645 50 SP4

TOK 605 50 SP4

TOK 650 50 SP4
TOK 660 50 SP4

3000
3000

3.20
3.67

2
2
2
2
2
2
2

2

2

2

2
2
2
2
2
2
2

2

2
2

2
2
2
2
2
2
2

2

2

2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

2,04
2,35

1,31
1,54
1,78
2,02
2,25
2,73
2,96

0,87

3,20
3,67

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 S4 2

H60 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 SP4 2

H60

Stainless Steel 304 - Passivated Stainless Steel Polished

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 S4 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 SP4 2

100x60

150X60

200X60

250X60

300X60

400X60

500X60

600X60

450X60

Stainless Steel 304 - Passivated Stainless Steel 304 Polished

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 S6 3000
TOK 615 40 S6 3000
TOK 620 40 S6 3000
TOK 625 40 S6 3000
TOK 630 40 S6 3000

2
2
2
2
2

TOK 640 40 S6 3000
TOK 645 40 S6 3000

2
2

TOK 605 40 S6 3000 2
0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

TOK ...  H60

TOK 650 40 S6 3000 22.04
TOK 660 40 S6 3000 22.35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 SP6 3000
TOK 615 40 SP6 3000
TOK 620 40 SP6 3000
TOK 625 40 SP6 3000
TOK 630 40 SP6 3000
TOK 640 40 SP6 3000
TOK 645 40 SP6 3000

TOK 605 40 SP6 3000

TOK ...  H60

TOK 650 40 SP6 3000
TOK 660 40 SP6 3000

2
2
2
2
2
2
2

2

2
2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

2,04
2,35

Stainless Steel 316 - Passivated Stainless Steel 316 Polished

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

225 cm

600

275 cm
2100 cm
2150 cm
2200 cm
2250 cm
2300 cm

Width
Usable

Cross-Section

2

0.50

1.00

0.25

0.00
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Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

50 cm100

w

Ø

h

L

100

h25 50

20

w

6
0

TOK H60 (Sta�nless Steel)

TOK H60 (Sta�nless Steel)

50

6
0

TOK 605

W�re Mesh Cable Trays - S�de He�ght H60
m
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 EG 3000
TOK 815 40 EG 3000
TOK 820 40 EG 3000
TOK 825 40 EG 3000
TOK 830 40 EG 3000

2
2
2
2
2

TOK 840 40 EG 3000
TOK 845 40 EG 3000

2
2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

1.12
1.32
1.51
1.70
1.89
2.27
2.47

TOK ...  H85

TOK 850 40 EG 3000 22.09
TOK 860 40 EG 3000 22.40

TOK 810 45 EG
TOK 815 45 EG
TOK 820 45 EG
TOK 825 45 EG
TOK 830 45 EG
TOK 840 45 EG
TOK 845 45 EG
TOK 850 45 EG
TOK 860 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.39
1.62
1.86
2.10
2.33
2.81
3.04

TOK 810 50 EG
TOK 815 50 EG
TOK 820 50 EG
TOK 825 50 EG
TOK 830 50 EG
TOK 840 50 EG
TOK 845 50 EG
TOK 850 50 EG
TOK 860 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 HDG 3000
TOK 815 40 HDG 3000
TOK 820 40 HDG 3000
TOK 825 40 HDG 3000
TOK 830 40 HDG 3000
TOK 840 40 HDG 3000
TOK 845 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

TOK ...  

TOK 850 40 HDG 3000
TOK 860 40 HDG 3000

TOK 810 45 HDG
TOK 815 45 HDG
TOK 820 45 HDG
TOK 825 45 HDG
TOK 830 45 HDG
TOK 840 45 HDG
TOK 845 45 HDG
TOK 850 45 HDG
TOK 860 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 810 50 HDG
TOK 815 50 HDG
TOK 820 50 HDG
TOK 825 50 HDG
TOK 830 50 HDG
TOK 840 50 HDG
TOK 845 50 HDG
TOK 850 50 HDG
TOK 860 50 HDG

3000
3000

2.66
3.04

3.28
3.75

2

2

2
2
2
2
2
2
2
2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2
2
2
2
2
2
2

2
2

2

2

2
2
2
2
2
2
2
2

2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

1.12
1.32
1.51
1.70
1.89
2.27
2.47

2.09
2.40

1.39
1.62
1.86
2.10
2.33
2.81
3.04

2.66
3.04

3.28
3.75

H85

100x85

150x85

200x85

250x85

300x85

400x85

450x85

500x85

600x85

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

150
200
300
400
500
600

2112 cm
2150 cm
2225 cm
2300 cm
2375 cm
2450 cm

Width
Usable

Cross-Section
2100 75 cm

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:

 Qmax.

w

Ø

h

L

100

h25 50

TOK H85

W�re Mesh Cable Trays - S�de He�ght H85
m
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Sta�nless Steel 304 - Pass�vated

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 S4 3000
TOK 815 40 S4 3000
TOK 820 40 S4 3000
TOK 825 40 S4 3000
TOK 830 40 S4 3000

2
2
2
2
2

TOK 840 40 S4 3000
TOK 845 40 S4 3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

TOK ...  

TOK 850 40 S4 3000 22.09
TOK 860 40 S4 3000 22.40

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.39
1.62
1.86
2.10
2.33
2.81
3.04

TOK 810 50 S4
TOK 815 50 S4
TOK 820 50 S4
TOK 825 50 S4
TOK 830 50 S4
TOK 840 50 S4
TOK 845 50 S4
TOK 850 50 S4
TOK 860 50 S4

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 SP4 3000
TOK 815 40 SP4 3000
TOK 820 40 SP4 3000
TOK 825 40 SP4 3000
TOK 830 40 SP4 3000
TOK 840 40 SP4 3000
TOK 845 40 SP4 3000

TOK ...  

TOK 850 40 SP4 3000
TOK 860 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 810 50 SP4
TOK 815 50 SP4
TOK 820 50 SP4
TOK 825 50 SP4
TOK 830 50 SP4
TOK 840 50 SP4
TOK 845 50 SP4
TOK 850 50 SP4
TOK 860 50 SP4

3000
3000

3.28
3.75

2
2
2
2
2
2
2
2

2

Sta�nless Steel 304 - Pol�shed

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2

2

W�re Mesh Cable Trays - S�de He�ght H85

0.89
1.04
1.19
1.34
1.49
1.79
1.94
2.09
2.40

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75

H85 H85

100x85

150x85

200x85

250x85

300x85

400x85

450x85

500x85

600x85

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 S6 3000
TOK 815 40 S6 3000
TOK 820 40 S6 3000
TOK 825 40 S6 3000
TOK 830 40 S6 3000

2
2
2
2
2

TOK 840 40 S6 3000
TOK 845 40 S6 3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

TOK ...  

TOK 850 40 S6 3000 22.09
TOK 860 40 S6 3000 22.40

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 SP6 3000
TOK 815 40 SP6 3000
TOK 820 40 SP6 3000
TOK 825 40 SP6 3000
TOK 830 40 SP6 3000
TOK 840 40 SP6 3000
TOK 845 40 SP6 3000

TOK ...  

TOK 850 40 SP6 3000
TOK 860 40 SP6 3000

2
2
2
2
2
2
2
2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94
2.09
2.40

H85 H85

Sta�nless Steel 316 - Pass�vated Sta�nless Steel 316 - Pol�shed

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

w

Ø

h

L

100

h25 50

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

150
200
300
400
500
600

2112 cm
2150 cm
2225 cm
2300 cm
2375 cm
2450 cm

Width
Usable

Cross-Section
2100 75 cm
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1.00
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0.00
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Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

TOK H85 (Sta�nless Steel)

Width

w
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

5.0mm

TOK 810 50 S6 3000
TOK 815 50 S6 3000
TOK 820 50 S6 3000
TOK 825 50 S6 3000
TOK 830 50 S6 3000

2
2
2
2
2

TOK 840 50 S6 3000
TOK 845 50 S6 3000

2
2

TOK 850 50 S6 3000 2
TOK 860 50 S6 3000 2

Width

w
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

5.0mm

TOK 810 50 SP6 3000
TOK 815 50 SP6 3000
TOK 820 50 SP6 3000
TOK 825 50 SP6 3000
TOK 830 50 SP6 3000
TOK 840 50 SP6 3000
TOK 845 50 SP6 3000
TOK 850 50 SP6 3000
TOK 860 50 SP6 3000

2
2
2
2
2
2
2
2
2

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75

m
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Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 EG 3000
TOK 115 40 EG 3000
TOK 120 40 EG 3000
TOK 125 40 EG 3000
TOK 130 40 EG 3000

2
2
2
2
2

TOK 140 40 EG 3000
TOK 145 40 EG 3000

2
2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

1.14
1.29
1.44
1.59
1.74
2.04
2.19

1.44
1.63
1.83
2.02
2.21
2.59
2.78

TOK ...  H110

TOK 150 40 EG 3000 22.35
TOK 160 40 EG 3000 22.65

TOK 110 45 EG
TOK 115 45 EG
TOK 120 45 EG
TOK 125 45 EG
TOK 130 45 EG
TOK 140 45 EG
TOK 145 45 EG
TOK 150 45 EG
TOK 160 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.78
2.02
2.25
2.49
2.73
3.20
3.44

TOK 110 50 EG
TOK 115 50 EG
TOK 120 50 EG
TOK 125 50 EG
TOK 130 50 EG
TOK 140 50 EG
TOK 145 50 EG
TOK 150 50 EG
TOK 160 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 HDG 3000
TOK 115 40 HDG 3000
TOK 120 40 HDG 3000
TOK 125 40 HDG 3000
TOK 130 40 HDG 3000
TOK 140 40 HDG 3000
TOK 145 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

TOK ...  

TOK 150 40 HDG 3000
TOK 160 40 HDG 3000

TOK 110 45 HDG
TOK 115 45 HDG
TOK 120 45 HDG
TOK 125 45 HDG
TOK 130 45 HDG
TOK 140 45 HDG
TOK 145 45 HDG
TOK 150 45 HDG
TOK 160 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 110 50 HDG
TOK 115 50 HDG
TOK 120 50 HDG
TOK 125 50 HDG
TOK 130 50 HDG
TOK 140 50 HDG
TOK 145 50 HDG
TOK 150 50 HDG
TOK 160 50 HDG

3000
3000

2.98
3.36

3.67
4.14

2

2

2
2
2
2
2
2
2
2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2
2
2
2
2
2
2

2
2

2

2

2
2
2
2
2
2
2
2

2

H110

1.14
1.29
1.44
1.59
1.74
2.04
2.19

1.44
1.63
1.83
2.02
2.21
2.59
2.78

2.35
2.65

1.78
2.02
2.25
2.49
2.73
3.20
3.44

2.98
3.36

3.67
4.14

100x110

150x110

200x110

250x110

300x110

400x110

450x110

500x110

600x110

EG: Electro - Galvan�sed (8-12 M�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

100

200
300
400
500
600

2100 cm

2200 cm
2300 cm
2400 cm
2500 cm
2600 cm

Width
Usable

Cross-Section

2150 cm

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:

 Qmax.

150

w

Ø

h

L

100

h25 50

W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

W�re Mesh Cable Trays - S�de He�ght H110

TOK 110
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Connector  - TBE (Set : U30+U25+C M6 20+FS M6)
Birleştirme Elemanı - TBE (4 Parça: U30+U25+C M6 20+FS M6)

Galvan�sed

F�n�shCODE

1 Set
kgCODE

pcs

TBE EG EG
DAKTBE HDG

100
100

0.03
0.03

TBE

W�re Mesh Cable Tray Accessor�es

Соединители - TBE (в комп: U30+U25+C M6 20+FS M6)

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

F�n�shCODE

1 Set
kgCODE

pcs

TBE S4 S4
S6TBE S6

100
100

0.03
0.03

TBE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�x�ng Un�t - TSE (Set : U25+C M6 20+FS M6)
Sabitleme Elemanları - TSE (3 Parça: U25+C M6 20+FS M6)

Galvan�sed

F�n�shCODE

1 Set
kgCODE

pcs

TSE EG EG
DAKTSE HDG

100
100

0.018
0.018

TSE

Фикстатор -TSE (в комп: U25+C M6 20+FS M6)

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

F�n�shCODE

1 Set
kgCODE

pcs

TSE S4 EG
DAKTSE S6

100
100

0.018
0.018

TSE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

        Suggested quant�t�es

   of TSE fix�ng (per bracket)

W�dth Set / Bracket

50

100

150

200

250

300

400

450

500

600

1

1

1

2

2

2

2

2

2

2

         Suggested quant�t�es TBE connectors

      (per each length of w�re mesh cable trays)

W�dth H:35

50

100

150

200

250

300

400

450

500

600

2

2

2

2+1

2+1

2+2

2+2

2+2

2+3

2+3

H:60

2

2

2

2+1

2+1

2+2

2+2

2+2

2+3

2+3

H:85

2+1

2+1

2+2

2+2

2+3

2+3

2+3

2+4

2+4

H:110

2+1

2+1

2+2

2+2

2+3

2+3

2+3

2+4

2+4

Mount�ng Examples

TBE TSE

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

4.5 5.0 

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1
26

1643

1
6

6
,5

6,
25

21
8,25 8,256,5

7
1

9

6,
5

6,
25

6,
25

1
2 6 56
,5

1
9

6
,2

5

1
3

1643
16

12
5

TBE

TSE

m
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Connector  p�ece - U30
Bağlantı Parçası  - U30

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

U30 EG EG
DAKU30 HDG

100
100

0.012
0.012

U30

W�re Mesh Cable Tray Accessor�es

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Шайба U30 для соединения проволочного лотка

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Round Head Squ�re Neck Bolt
Yuvarlak Başlıklı Kare Boyunlu Kanal Civatası
Болты с грибовидной головкой и квадратным подголовником

Length

30
30

L, mm
F�n�shCODE

1 pc
kgCODE

pcs

U30 S4 S4

S6U30 S6
100
100

0.012
0.012

U30

Length

30
30

L, mm

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

C M6 20 EG EG
DAKC M6 20 HDG

100
100

0.007
0.007

C M6 20

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

A2: Sta�nless steel AISI 304L

A4: Sta�nless steel AISI 316L

S�ze

M6x20
M6x20

Connector P�ece - U25
Bağlantı Parçası - U25 Шайба U25 для соединения проволочного лотка

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

U25 EG EG
DAKU25 HDG

100
100

0.009
0.009

U25

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Length

25
25

L, mm
F�n�shCODE

1 pc
kgCODE

pcs

U25 S4 S4

S6U25 S6
100
100

0.009
0.009

U25

Length

25
25

L, mm

F�n�shCODE

1 pc
kgCODE

pcs

C M6 20 S4 A2
A4C M6 20 S6

100
100

0.007
0.007

C M6 20

S�ze

M6x20
M6x20

DIN 6923 Flanged Nut
DIN 6923 Flanşlı Somun
Гайки с насечкой

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

FS M6 EG EG
DAKFS M6 HDG

100
100

0.002
0.002

FS M6

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

A2: Sta�nless steel AISI 304L

A4: Sta�nless steel AISI 316L

S�ze

M6
M6

F�n�shCODE

1 pc
kgCODE

pcs

FS M6 S4 A2
A4FS M6 S6

100
100

0.002
0.002

FS M6

S�ze

M6
M6

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

U30

U25

C M6 20

FS M6

8,25 8,256,5

7
1
9 6
,5

6,
25

6,
25

1
6

6
,5

6,
25

21

1643

1
2 6 5

1
3

12

5

6,
25
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Mult�purpose Connect�on Str�p
Birleştirme Şeridi - Соединительная пластина 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

VBE 3 PG PG 1000.045

VBE

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

Length

300

L, mm

VBE 6 PG PG 500.090600
VBE 12 PG PG 200.1801200
VBE 3 HDG DAK 1000.045300
VBE 6 HDG DAK 500.090600
VBE 12 HDG DAK 200.1801200

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

VBE 3 S4 S4 1000.045

VBE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Length

300

L, mm

VBE 6 S4 S4 500.090600
VBE 12 S4 S4 200.1801200
VBE 3 S6 S6 1000.045300
VBE 6 S6 S6 500.090600
VBE 12 S6 S6 200.1801200

Boltless Connector
Vidasız Birleştirme Elemanı - Соединитель безболтовой 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

HBE PG PG 500.080

HBE

PG: Pregalvan�sed steel

DAK: Dacromet

Length

220

L, mm

HBE HDG DAK 500.080220

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

HBE S4 S4 500.080

HBE

Length

220

L, mm

HBE S6 S6 500.080220

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

GBE PG PG 500.100

GBE

PG: Pregalvan�sed steel

DAK: Dacromet

Length

260

L, mm

GBE HDG DAK 500.100260

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

GBE S4 S4 500.100

GBE

Length

260

L, mm

GBE S6 S6 500.100260

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

260

8
34

63
34

3
3

53,5 3411 63 53,534

19

19

83

7

26

22

6

10

HBE

GBE

Ø6

L

VBE

Stra�ght Qu�ck Connector
Hızlı Birleştirme Elemanı - Быстрый соединитель
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Hanger / S�de Support 
Taşıyıcı / Yandan Askı Elemanı - Боковой держатель 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

HC PG PG 1000.050

HC

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

113X30
HC HDG DAK 1000.050113X30

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

HC S4 S4 1000.050

HC

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

113x30
HC S6 S6 1000.050113x30

Suspens�on Clamp / Central Support
Ortadan Tek Tijli Taşıyıcı / Konsola Sabitleme Elemanı - Центральный подвес / Фиксатор

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

SC EG EG 1000.040

SC

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

60x35
SC HDG DAK 1000.04060x35

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

SC S4 S4 1000.040

SC

S�ze

60x35
SC S6 S6 1000.04060x35

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

H10 PG PG 500.052

H10

PG: Pregalvan�sed steel

DAK: Dacromet

Length

130

L, mm

H10 HDG DAK 500.052130

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

H10 S4 S4 500.052

H10

Length

130

L, mm

H10 S6 S6 500.052130

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

45

25,5

62 25,5

113

Ø9

12X9

30

60
35

Ø9

HC

SC

H10

Hanger / Central Support
Tijli Askı Elemanı - Центральный подвес

m
MADE IN TURKEY



90

Wall Bracket and Boxes F�x�ng Support
Duvar Konsolu ve Kutu Montaj Elemanı (Tel Kanal) - Универсальная пластина

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

MSB PG PG 500.100

MSB

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

85x75
MSB HDG DAK 500.10085x75

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

MSB S4 S4 500.100

MSB

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

85x75
MSB S6 S6 500.10085x75

D16-20mm P�pe Mount Sp�der Bracket
Ø 16-20mm Boru Montaj Elemanı (Tel Kanal) - Монтажная пластина для крепления труб 16-20мм

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

BSB PG PG 500.100

BSB

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

85x75
BSB HDG DAK 500.10085x75

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

BSB S4 S4 500.100

BSB

S�ze

85x75
BSB S6 S6 500.10085x75

Cable Gu�der - CG
Kablo İniş Elemanı (Tırnaklı) - Отвод кабеля

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

CG PG PG 500.150

CG

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

80x155
CG HDG DAK 500.15080x155

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

CG S4 S4 500.150

CG

S�ze

80x155
CG S6 S6 500.15080x155

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

9 14

9

4
5

Ø
20

Ø
16

85

20

10

2

8

8
18

20

7
5

,5

155

80

50

15

5
7

5
,5

20

85

2
0

MSB

BSB

CG

2
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50 Floor Stand
50 Kanal Destek (Yere ve Duvara Montaj Elemanı) - Держатель сетчатого лотка, 50mm

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

FWS 50 PG PG 500.080

FWS 50

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

70x70
FWS 50 HDG DAK 500.08070x70

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

FWS 50 S4 S4 500.080

FWS 50

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

70x70
FWS 50 S6 S6 500.08070x70

50 S�ngle Rod Ce�l�ng Bracket (M8)
50 Kanal Tek Tijli Askı Konsolu - Подвес сетчатого лотка, 50mm

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

CWS 50 PG PG 500.120

CWS 50

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

70x130
CWS 50 HDG DAK 500.12070x130

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

CWS 50 S4 S4 500.120

CWS 50

S�ze

70x130
CWS 50 S6 S6 500.12070x130

W�re Mesh Hang�ng Bracket
Tel Kanal Omega Askı Konsolu - Потолочная статина для проволочного лотка

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

OHB EG EG 100.521

OHB

PG: Pregalvan�sed steel

HDG: Steel, hot-d�p galV.

L

OHB HDG DAK 100.521

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

OHB S4 S4 100.521

OHB

OHB S6 S6 100.521

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

130

La

Ø 11

FWS 50

CWS 50

OHB 50

m
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Support For Wall Mount�ng
Tırnaklı Duvar Konsolu - Настенный кронштейн

W�re Mesh Cable Tray Accessor�es

Hang�ng Ra�l / Central Support
Çift Tijli Kanal Taşıyıcı (Tırnaklı) - Профиль для подвеса проволочных лотков

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

HR 10 PG 100 500.100

HR
Length

160

Hot D�p Galvan�sed

PG

L, mm

HR 15 PG 150 500.141210
HR 20 PG 200 500.175260
HR 25 PG 250 500.208310
HR 30 PG 300 500.242360
HR 40 PG 400 500.309460
HR 45 PG 450 250.340510
HR 50 PG 500 250.376560
HR 60 PG 600 250.443660

W�dth
of Tray 1 pc

kgCODE
pcs

HR 10 HDG 100 50

HR
Length

HDG

L, mm

HR 15 HDG 150 50
HR 20 HDG 200 50
HR 25 HDG 250 50
HR 30 HDG 300 50
HR 40 HDG 400 50
HR 45 HDG 450 25
HR 50 HDG 500 25
HR 60 HDG 600 25

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

100

HR
Length

Sta�nless Steel AISI 316

S4

L, mm

150
200
250
300
400
450
500
600

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

HR
Length

S6

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

160
210
260
310
360
460
510
560
660

HR 10 S4
HR 15 S4
HR 20 S4
HR 25 S4
HR 30 S4
HR 40 S4
HR 45 S4
HR 50 S4
HR 60 S4

160
210
260
310
360
460
510
560
660

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

50
50
50
50
50
50
25
25
25

HR 10 S6
HR 15 S6
HR 20 S6
HR 25 S6
HR 30 S6
HR 40 S6
HR 45 S6
HR 50 S6
HR 60 S6

160
210
260
310
360
460
510
560
660

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 PG 100 500.150

WBH
Length

130

Hot D�p Galvan�sed

PG

L, mm

WBH 15 PG 150 500.194180
WBH 20 PG 200 500.233230
WBH 25 PG 250 500.260280
WBH 30 PG 300 500.370330
WBH 40 PG 400 500.570430
WBH 45 PG 450 250.640480
WBH 50 PG 500 250.710530
WBH 60 PG 600 250.850630

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 HDG 100 500.150

WBH
Length

130

HDG

L, mm

WBH 15 HDG 150 500.194180
WBH 20 HDG 200 500.233230
WBH 25 HDG 250 500.260280
WBH 30 HDG 300 500.370330
WBH 40 HDG 400 500.570430
WBH 45 HDG 450 250.640480
WBH 50 HDG 500 250.710530
WBH 60 HDG 600 250.850630

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 S4 100 500.150

WBH
Length

130

Sta�nless Steel AISI 316

S4

L, mm

WBH 15 S4 150 500.194180
WBH 20 S4 200 500.233230
WBH 25 S4 250 500.260280
WBH 30 S4 300 500.370330
WBH 40 S4 400 500.570430
WBH 45 S4 450 250.640480
WBH 50 S4 500 250.710530
WBH 60 S4 600 250.850630

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 S6 100 500.150

WBH
Length

130

S6

L, mm

WBH 15 S6 150 500.194180
WBH 20 S6 200 500.233230
WBH 25 S6 250 500.260280
WBH 30 S6 300 500.370330
WBH 40 S6 400 500.570430
WBH 45 S6 450 250.640480
WBH 50 S6 500 250.710530
WBH 60 S6 600 250.850630

80

50

L

130

60

WBH 10

HR

WBH 20 - WBH 60
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W�re Mesh Omega Support Hanger
Tel Kanal Omega Askı Profili - Профиль для вертикального подвеса проволочных лотков

Pre-Galvan�sed

W�re Mesh Cable Tray Accessor�es

Hot D�p Galvan�sed

Barr�er Str�p Hook Type
Seperatör (Tırnaklı, Tel Kanal İçin) - Перегородка проволочного лотка

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1 pc
kgCODE

pcs

OMG 100 HDG 21.520

OMG
Length

HDG

L, mm

OMG 150 HDG 22.280
OMG 200 HDG 23.040
OMG 250 HDG 23.800
OMG 300 HDG 24.560

1000
1500
2000
2500
3000

2.0mm

Pre-Galvan�sed

1 pc
kgCODE

pcs

OMG 100 S4 21.520

OMG
Length

Hot D�p Galvan�sed

S4

L, mm

OMG 150 S4 22.280
OMG 200 S4 23.040
OMG 250 S4 23.800
OMG 300 S4 24.560

1000
1500
2000
2500
3000

2.0mm

1 pc
kgCODE

pcs

OMG 100 S6 21.520

OMG
Length

S6

L, mm

OMG 150 S6 22.280
OMG 200 S6 23.040
OMG 250 S6 23.800
OMG 300 S6 24.560

1000
1500
2000
2500
3000

2.0mm

1 pc
kgCODE

pcs

OMG 100 PG 21.520

OMG
Length

PG

L, mm

OMG 150 PG 22.280
OMG 200 PG 23.040
OMG 250 PG 23.800
OMG 300 PG 24.560

1000
1500
2000
2500
3000

2.0mm

Pre-Galvan�sed Hot D�p Galvan�sed

Sta�nless Steel AISI 304 Sta�nless Steel AISI 316

1 pc
kgCODE

pcs

BS 35 PG 10.432

BS
He�ght

PG

H, mm

BS 60 PG 10.628
BS 85 PG 10.824
BS 110 PG 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 HDG 10.518

BS
He�ght

HDG

H, mm

BS 60 HDG 10.754
BS 85 HDG 11.236
BS 110 HDG 11.532

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 S4 10.432

BS
He�ght

S4

H, mm

BS 60 S4 10.628
BS 85 S4 10.824
BS 110 S4 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 S6 10.432

BS
He�ght

S6

H, mm

BS 60 S6 10.628
BS 85 S6 10.824
BS 110 S6 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

OMG

BS

20

m
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HDG

Support For Floor and Wall Mount�ng
Yere Duvara Tespit Elemanı (Tırnaklı) - Напольный/настенный кронштейн

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

FWH 10 PG 100 500.140

FWH

W�re Mesh Cable Tray Accessor�es

Length

Hot D�p Galvan�sed

Z Support for Floor and Wall Mount�ng 
Z Tipi Yere Duvara Tespit Elemanı (Tırnaklı) - Z-образный кронштейн

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

PG

L, mm

FWH 15 PG 150 500.180
FWH 20 PG 200 500.210
FWH 25 PG 250 500.250
FWH 30 PG 300 500.280
FWH 40 PG 400 500.350
FWH 45 PG 450 250.390
FWH 50 PG 500 250.420
FWH 60 PG 600 250.490

W�dth
of Tray 1 pc

kgCODE
pcs

FWH 10 HDG 100 50

Length
L, mm

FWH 15 HDG 150 50
FWH 20 HDG 200 50
FWH 25 HDG 250 50
FWH 30 HDG 300 50
FWH 40 HDG 400 50
FWH 45 HDG 450 25
FWH 50 HDG 500 25
FWH 60 HDG 600 25

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

FWH
Length

Sta�nless Steel AISI 316

S4

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

FWH
Length

S6

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW 10 PG 100 500.110

ZFW
Length

100

Hot D�p Galvan�sed

PG

L, mm

ZFW 15 PG 150 500.160150
ZFW 20 PG 200 500.210200
ZFW 25 PG 250 500.260250
ZFW 30 PG 300 500.420300
ZFW 40 PG 400 500.570400
ZFW 45 PG 450 250.640450
ZFW 50 PG 500 250.710500
ZFW 60 PG 600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW
Length

HDG

L, mm

Sta�nless Steel AISI 304 Sta�nless Steel AISI 316

100
150
200
250
300
400
450
500
600

FWH 10 S4
FWH 15 S4
FWH 20 S4
FWH 25 S4
FWH 30 S4
FWH 40 S4
FWH 45 S4
FWH 50 S4
FWH 60 S4

FWH 10 S6
FWH 15 S6
FWH 20 S6
FWH 25 S6
FWH 30 S6
FWH 40 S6
FWH 45 S6
FWH 50 S6
FWH 60 S6

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

ZFW 10 HDG
ZFW 15 HDG
ZFW 20 HDG
ZFW 25 HDG
ZFW 30 HDG
ZFW 40 HDG
ZFW 45 HDG
ZFW 50 HDG
ZFW 60 HDG

100 500.110100
150 500.160150
200 500.210200
250 500.260250
300 500.420300
400 500.570400
450 250.640450
500 250.710500
600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW 10 S4 100 500.110

ZFW
Length

100

S4

L, mm

ZFW 15 S4 150 500.160150
ZFW 20 S4 200 500.210200
ZFW 25 S4 250 500.260250
ZFW 30 S4 300 500.420300
ZFW 40 S4 400 500.570400
ZFW 45 S4 450 250.640450
ZFW 50 S4 500 250.710500
ZFW 60 S4 600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW
Length

S6

L, mm

ZFW 10 S6
ZFW 15 S6
ZFW 20 S6
ZFW 25 S6
ZFW 30 S6
ZFW 40 S6
ZFW 45 S6
ZFW 50 S6
ZFW 60 S6

100 500.110100
150 500.160150
200 500.210200
250 500.260250
300 500.420300
400 500.570400
450 250.640450
500 250.710500
600 250.850600

FWH

ZFW

HDGFWH

m
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Single Rod Wire Mesh Hanging Support
Tek tijli Tel Kanal Taşıyıcı (tırnaklı) - Подвес сетчатого лотка

W�re Mesh Cable Tray Accessor�es
m
MADE IN TURKEY

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

Pre-Galvan�sed

CODE

HRS 50 PG
HRS 100 PG
HRS 150 PG
HRS 200 PG

Vert�cal Adjustable Connect�on
Dikey Seviye Değiştirme Elemanı - Вертикальный шарнирный элемент

HRS PG
  Hole
D, mm

M10
M10
M10
M10

1000.082
1000,126
1000,163
1000,283

1 pc
kg

pcs

Hot D�p Galvan�zed

Sta�nless Steel 304 Sta�nless Steel 316

Pre-Galvan�sed

CODE

BDDT 120 PG

He�ght
H, mm

BDDT 140 PG
20
40

BDDT PG
Length
L, mm

380
380

1000.283
1000,389

1 pc
kg

pcs

Hot D�p Galvan�zed

Sta�nless Steel 304

CODE

BDDT 120 S4
BDDT 140 S4

BDDT S4
CODE

BDDT 120 S6
BDDT 140 S6

BDDT S6

Sta�nless Steel 316

CODE

BDDT 120 HDG

He�ght
H, mm

BDDT 140 HDG
20
40

BDDT HDG
Length
L, mm

380
380

1000.283
1000,389

1 pc
kg

pcs

BDDT

HRS

W: 50 / 100 / 150

W: 200

W-20

H

35

W-20

35

Ø11

Ø11

380

35x8,5

BDDT 120

380
BDDT 140

35x8,5

40

20

W�dth
W, mm

50
100
150
200

CODE

HRS 50 HDG
HRS 100 HDG
HRS 150 HDG
HRS 200 HDG

HRS HDG
  Hole
D, mm

M10
M10
M10
M10

1000.082
1000,126
1000,163
1000,283

1 pc
kg

pcs
W�dth
W, mm

50
100
150
200

CODE

HRS 50 S4
HRS 100 S4
HRS 150 S4
HRS 200 S4

HRS S4
  Hole
D, mm

M10
M10
M10
M10

1000.082
1000,126
1000,163
1000,283

1 pc
kg

pcs
W�dth
W, mm

50
100
150
200

CODE

HRS 50 S6
HRS 100 S6
HRS 150 S6
HRS 200 S6

HRS S6
  Hole
D, mm

M10
M10
M10
M10

1000.082
1000,126
1000,163
1000,283

1 pc
kg

pcs
W�dth
W, mm

50
100
150
200

1 Set=2 pcs

He�ght
H, mm

20
40

Length
L, mm

380
380

1000.283
1000,389

1 pc
kg

pcs
He�ght
H, mm

20
40

Length
L, mm

380
380

1000.283
1000,389

1 pc
kg

pcs
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Cover of W�re Mesh Cable Tray
Tel Kanal Kapağı - TKK Serisi - Крышка проволочного лотка

Pre-Galvan�sed

W�re Mesh Cable Tray Accessor�es

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 0.8 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

1.0 1.2 

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1 pc
kgCODE

pcs

TKK 05 08 PG 20.628

TKK
Length

PG

L, mm

TKK 10 08 PG 20.942
TKK 15 08 PG 21.256
TKK 20 08 PG 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

1 pc
kgCODE

pcs

TKK 25 10 PG 22.355

Length
L, mm

TKK 30 10 PG 22.748
3000
3000

1.0mm

W�dth
a, mm

250
300

1 pc
kgCODE

pcs

TKK 40 12 PG 24.239

Length
L, mm

TKK 45 12 PG 24.710
3000
3000

1.2mm

W�dth
a, mm

400
450

TKK 50 12 PG 25.1813000500
TKK 60 12 PG 26.1233000600

Hot D�p Galvan�sed 

1 pc
kgCODE

pcs

TKK 05 10 HDG 20.785

Length
L, mm

TKK 10 10 HDG 21.178
TKK 15 10 HDG 21.570
TKK 20 10 HDG 21.963

3000
3000
3000
3000

1.0mm

W�dth
a, mm

50
100
150
200

1 pc
kgCODE

pcs

TKK 25 12 HDG 22.826

Length
L, mm

TKK 30 12 HDG 23.297
3000
3000

1.2mm

W�dth
a, mm

250
300

1 pc
kgCODE

pcs

TKK 40 15 HDG 25.299

Length
L, mm

TKK 45 15 HDG 25.888
3000
3000

1.5mm

W�dth
a, mm

400
450

TKK 50 15 HDG 26.4763000500
TKK 60 15 HDG 27.6543000600

Sta�nless Steel AISI 304

1 pc
kgCODE

pcs

TKK 05 08 S4 20.628

TKK
Length

S4

L, mm

TKK 10 08 S4 20.942
TKK 15 08 S4 21.256
TKK 20 08 S4 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

Sta�nless Steel AISI 316

TKK 25 08 S4 21.884
TKK 30 08 S4 22.198

3000
3000

250
300

1 pc
kgCODE

pcs

TKK 05 08 S6 20.628

TKK
Length

S6

L, mm

TKK 10 08 S6 20.942
TKK 15 08 S6 21.256
TKK 20 08 S6 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

TKK 25 08 S6 21.884
TKK 30 08 S6 22.198

3000
3000

250
300

1 pc
kgCODE

pcs

TKK 40 10 S4 23.533

Length
L, mm

TKK 45 10 S4 23.925
TKK 50 10 S4 24.318
TKK 60 10 S4 25.103

3000
3000
3000
3000

1.0mm

W�dth
a, mm

400
450
500
600

1.0mm

1 pc
kgCODE

pcs

TKK 40 10 S6 23.533

Length
L, mm

TKK 45 10 S6 23.925
TKK 50 10 S6 24.318
TKK 60 10 S6 25.103

3000
3000
3000
3000

W�dth
a, mm

400
450
500
600

Un�versal Cover Cl�p
Tel Kanal Kapak Tutucu Klipsi - Фиксатор крышки проволочного лотка

1 pc
kgCODE

pcs

KT TEL 1000.002

W�re Ø
D, mm

4-5

Steel
T, mm

0.8-1.5

1.5 

C67S DIN EN 10132-4
MATERIAL & FINISH

TKK

KT TEL

W+15

15

TKK HDG

m
MADE IN TURKEY

KT TEL



97

Cover of W�re Mesh Cable Tray
Tel Kanal Kapağı - TKK Serisi - Крышка проволочного лотка

Pre-Galvan�sed

W�re Mesh Cable Tray Accessor�es

PG-Pregalvan�zed
MATERIAL & FINISH

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 0.8 1.0 1.2 

1 pc
kgCODE

pcs

FKK 065 06 PG 2

Length

PG

L, mm

FKK 11 06 PG 2
3000
3000

0.6mm

W�dth
w, mm

65
110

1.5 

FKK

m
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FKK

kgCODE
pcs

Length

PG

L, mm

FKK 16 07 PG 23000

0.7mm

W�dth
w, mm

160

FKK

FKK 21 07 PG 23000210

PG 0.8mmFKK

PG 1.0mmFKK

FKK 41 10 PG 23000410
FKK 46 10 PG 23000460
FKK 51 10 PG 23000510
FKK 61 10 PG 23000610

FKK 26 08 PG 23000260
FKK 31 08 PG 23000310

1 pc
kgCODE

pcs
Length
L, mm

W�dth
w, mm

1 pc
kgCODE

pcs
Length
L, mm

W�dth
w, mm

W

3
0

0
0

0,495

0,707

1,100
1,374

1,884
2,198

3,533
3,925
4,318

5,103
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Earth�ng Clamp
Topraklama Elemanı - TPC - Prinç - Заземлительный болт (латунь)

Brass

W�re Mesh Cable Tray Accessor�es

1 pc
kgCODE

pcs

TPC 1000.03

TPC
Thread
a, mm

TPC 70 1000.05
M6
M6

Sect�on
mm2

1x35
1x70

Ground�ng Clamp 16x16
Topraklama Elemanı - TPP - Клема заземления

T�n Plated Copper

1 pc
kgCODE

pcs

TPS 1000.008

TPS
Length

80

Sect�on
mm2

6 mm2

L,mm

Earth�ng Strap Ground�ng - T�n Plated
Topraklama Şeridi - TPS - Kalaylı - Шлейф заземления (медь)

T�n Plated CopperT�n Plated Copper

12

M6

20

L

8,20

14
20,5

11

16
24

TPC TPC 70

TPS

m
MADE IN TURKEY

TPS 150 1000.0161306 mm2

L

D

H

W

M

L

R

TPP

L

CODE

TPP

TPP

TPP 25
TPP 35
TPP 50
TPP 70

Sect�on

4-16

4-25

6-35
6-50

10-70

(mm²)

TPP 95
TPP 120

10-95

16-120
TPP 150 25-150

W�th 1 Bolt W�th 2 Bolts W�th 3 Bolts

Brass

Bolt

Pc (M) S�ze

1

1

1
1

1
2

2
3

M6x25
M6x25
M8x30
M8x35
M8x35
M8x40
M8x40
M8x40

He�ght

30

30

35
40

40

H, mm

45

45
45

Length

15

20

22
24

25

L, mm

36

42
52

Clamp�ng

3,3

3,75

3,75
5,25

5,25

R, Ra�dus

6,45

6,45
6,45

1 pc
kg

0,035
0,055
0,060
0,080
0,105
0,200
0,240
0,370

350

pcs

300
250
200
150
100
100
75
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Omega "C" Bracket

Omega "C" Bracket (Universal )

Omega "L" Bracket

Omega "L" Bracket ( Universal )

Omega "L" Bracket (hanging support)

Omega Spacer

Omega Profile

Omega Profile ( Universal )

Omega Support Systems

DKC... DKL... DKL...CP...

WBC... WBL... OMP...WP...

Support Systems
m
MADE IN TURKEY
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Omega "C" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537

APPLICATIONS

Thickn. (ga) [mm]:

Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

Pre-Galvan�zed Hot-D�p Galvan�zed

Pre-Galvan�zed

DKC 10 PG 1.3 0.58145

DKC 20 PG 0.8 0.71245
DKC 30 PG 0.5 0.85345

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

30

pcs

Hot-D�p Galvan�zed

DKC 10 HDG

DKC 20 HDG
DKC 30 HDG

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

pcs

WBC 10 PG 1.3 0.66170

WBC 20 PG 0.8 0.80270
WBC 30 PG 0.5 0.94370

Length

L
mm

CODE F.max
KN

kgCODE

WBC ... WBC ... 

pcs

WBC 10 HDG 1.3

WBC 20 HDG 0.8
WBC 30 HDG 0.5

Length

L
mm

CODE F.max
KN 1pc

kgCODE

WBC ... WBC ... 

pcs

Pre-Galvan�zed Hot-D�p Galvan�zed

OMP PG 0.02

kgCODE

OMPOMP

100

pcs

0.02

kgCODE

100

pcs

Omega Spacer
Omega mesafe parçası - Распорка консоли

Omega "C" Bracket (Un�versal )
Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

OMP HDG 

OMPOMP

20
15

2.0

DKC

WBC

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

Safe Work�ng Load F �n kN

 L
/2

0
 

150

2
0
0

L

M10-M12 x 25

5
0

50 50

50

8x15,59,5x5

50

50
M10-M12 x 25

25

 F. KN  Load

f

150

2
0
0

L

M10-M12 x 25

5
0

25

50
M10-M12 x 25

50

8x15,5

Support Systems
m
MADE IN TURKEY

DKC 15 PG 1.0 0.64195 25 DKC 15 HDG

DKC 40 PG 0.3 0.99445 DKC 40 HDG10

0.58

0.71
0.85

0.64

0.99

145

245
345

195

445

1.3

0.8
0.5

1.0

0.3

WBC 15 PG 1.0 0.73220 WBC 15 HDG 1.0

WBC 40 PG 0.3 1.08470 WBC 40 HDG 0.3

0.66

0.80
0.94

0.73

1.08

1pc

1pc 1pc

170

270
370

220

470

30

20
15

25

10

30

20
15

25

10

30

20
15

25

10
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Omega "L" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega "L" Konsol - Настенная и опорная Консоль (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

f

Pre-Galvan�zed

DKL 10 PG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

50

pcs

Hot-D�p Galvan�zed

DKL 20 PG 0.8 0.53245
DKL 30 PG 0.5 0.69345

DKL 15 PG 1.0 0.46195

DKL 10 HDG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 20 HDG 0.8 0.53245
DKL 30 HDG 0.5 0.69345

DKL 15 HDG 1.0 0.46195

Pre-Galvan�zed Hot-D�p Galvan�zed

WBL 10 PG 1.5 0.43170

Length

L
mm

CODE F.max
KN 1pc

kgCODE

WBL ... WBL ... 

50

pcs

WBL 20 PG 0.8 0.57270
WBL 30 PG 0.5 0.71370

WBL 15 PG 1.0 0.50220

WBL 10 HDG 1.5

Length

L
mm

CODE F.max
KN 1pc

kgCODE

WBL ... WBL ... 

pcs

WBL 20 HDG 0.8
WBL 30 HDG 0.5

WBL 15 HDG 1.0

Omega "L" Bracket ( Un�versal )
Omega "L" Konsol - Настенная и опорная Консоль (омега)

50
50
25

50

50
50
25

50
50
25

50
50
50
25

2.0

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

max.Safe Work�ng Load F        �n kNmax.

 L
/2

0
 

L=195

F

DKL

WBL

 F. KN  Load

1
4

0

60

M10-M12 x 25

5
0

L

8x15,5

5050

1
4

0

L

5050

5050

8x15,59,5x5

5
0

60

M10-M12 x 25

W�re Mesh Cable Tray Cable Tray

Cable Tray

Qu�ck F�x

Support Systems
m
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WBL 40 PG 0.3 0.85470 WBL 40 HDG 0.325 25

0.43

0.57
0.71

0.50

0.85

1pc 1pc

170

270
370

220

470
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Omega "L" Bracket (hang�ng support)

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega Tavan Tespit - Потолочная стойка (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre-Galvan�zed

DKL 40 PG 1.0 0.84445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

25

pcs

Hot-D�p Galvan�zed

DKL 60 PG 0.6 1.14645
DKL 50 PG 0.8 0.99545

DKL 40 HDG 445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 60 HDG 645
DKL 50 HDG 545

1.0545
1.0445

0.7645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.2
0.5
0.6

0.4

S�ngle - S�ded

1.4545
1.5445

1.2645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.5
1.1
1.2

1.0

Double - S�ded

10

20

5

0

0.0 0.5 1.0 1.5 2.0

f

15

L=640

B
ra

ck
e

t 
d

e
fl
e

ct
�o

n
 f

 �n
 (

m
m

) 
L

/2
0

 

25

 F. KN  Load ( L = 345mm )

L=440

L=540

1.0

0.6
0.8

0.84

1.14
0.9925

25

2.0

140

6
0

M10-M12 x 25

50

L

8x15,5
5

0
5

0

f

 F. KN  Load

 F. KN  Load

L

DETAIL A

OMP

Steel Anchor

M8 - M10 Bolt and Nut
DKL 100 - 150
WBL 100 - 150

DKL 400 - 600

 F. KN  Load

 F. KN  Load

 F. KN  Load

 F. KN  Load

Support Systems
m
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25
25
25
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Omega Profile

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

Omega Profil - Омега образная профиль

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5 

Pre-Galvan�zed

CODE

1m
kgCODE

CP... CP... 

pcs

Hot-D�p Galvan�zed

CP 300 PG

S�ze

60x20 1,52

Pre-Galvan�zed Hot-D�p Galvan�zed

Length

L
mm

3000

CODE

1m
kgCODE

CP... CP... 

pcs

CP 300 HDG

S�ze

60x20 1,52

Length

L
mm

3000

CODE

1m
kgCODE

WP... WP... 

pcs
S�ze

Length

L
mm

CODE

1m
kgCODE

WP... WP... 

pcs
S�ze

Length

L
mm

Omega Profile ( Un�versal )
Omega Profil - Омега образная профиль

10 10

2.0

CP

WP

2
0

60

1
5

8

5
0

L

5
0

60

2
0

L 

5
0

5
0

1
5

8

5x9,5

L= 400 - 1500mm

H
=

 6
0

0
 - 3

0
0

0
m

m

DKL 100

DKL 100
DKL 150

CP 300

CP 300
WP 300

Ceel�ng
Steel Anchor

Support Systems
m
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CP 250 PG 60x20 1,522500 CP 250 HDG 60x20 1,52250010 10
CP 200 PG 60x20 1,522000 CP 200 HDG 60x20 1,52200010 10

WP 300 PG 60x20 1,523000 WP 300 HDG 60x20 1,52300010 10
WP 250 PG 60x20 1,522500 WP 250 HDG 60x20 1,52250010 10
WP 200 PG 60x20 1,522000 WP 200 HDG 60x20 1,52200010 10
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Mount�ng
Montaj - монтаж

H
=

 M
a

x
 5

5
0

m
m

L= 400 - 1500mm

DKL 400
DKL 500
DKL 600

DKL 100
DKL 150

CP 300
WP 300

H
=

 M
a

x
 5

5
0

m
m

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

DKL
WBL

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

S�ngle S�de Double S�de

S�ngle S�de Double S�de

D
=

1
5

0
m

m

DKC 
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D
=
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m

m

DKC 
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DKL
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Support Systems
m
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Support Systems

C Support Systems

 Spr�ng Nut

CT83

C83

C41

Hanging Support

Support Base Flat Fitting Angle Fitting Spring Nut

C BracketSingle Channel Double Channel
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C Channel 21x41
C Profil 21x41 - С-образные профили 21x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141A 15 PG 3000
C 2141A 20 PG 3000
C 2141A 25 PG 3000

1
1
1

C 2141A 12 PG 3000 1
1.05
1.45
1.80

0.85

C 2141A    L:3000

Support Systems

1,5
2,0
2,5

1,2

C Double Channel 42x41 (Welded)
C Profil 42x21 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 42x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141 15 PG 3000
C 2141 20 PG 3000
C 2141 25 PG 3000

1
1
1

C 2141 12 PG 3000 1
1.19
1.59
1.98

0.95

C 2141    L:3000

1,5
2,0
2,5

1,2

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.51
1.13

C 2141A    L:3000-6000

2,0
1,5

Hot D�p Galvan�sed

C 2141A 15 HDG
C 2141A 20 HDG

6000 11.512,0C 2141A.60 20 HDG
6000 11.882,5C 2141A.60 25 HDG

3000 11.882,5C 2141A 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.59
1.19

2,0
1,5C 2141 15 HDG

C 2141 20 HDG

6000 11.592,0C 2141.60 20 HDG
6000 11.982,5C 2141.60 25 HDG

3000 11.982,5C 2141 25 HDG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4241A 25 HDG 3000
C 4241A.60 20 HDG 6000
C 4241A.60 25 HDG 6000

1
1
1

C 4241A 20 HDG 3000 1
3.77
3.01
3.77

3.01

C 4241A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
3.93
3.14
3.93

3.14

C 4241    L:3000-6000

2,5
2,0
2,5

2,0
C 4241 25 HDG
C 4241.60 20 HDG
C 4241.60 25 HDG

C 4241 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316l (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 2141A C 2141

C 4241A C 4241

41

L

41

L

21

T 42

41

41

L

42

41

L

42

T
21

41

14x25

14x25

50

50

21

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 2141A

3,34 4,25 5,07 0,7 0,88 1,03

0,6 0,75 0,89

Z

Z

Y Y Z - Z AXIS Y - Y AXIS

1,68 1,88 2,59

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 4241A

8,51 10,14 4,60 5,55

2,19 2,65

Z - Z AXIS Y - Y AXIS

4,26 5,18

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

C 2141    L:3000-6000

Perforated Non- Perforated

Perforated Non- Perforated

m
MADE IN TURKEY

C 2141 A C 2141 

C 4241 A C 4241 
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C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 PG 3000
C 4141A 25 PG 3000

1
1

C 4141A 15 PG 3000 1
2.07
2.58

1.55

C 4141A    L:3000

Support Systems

2,0
2,5

1,5

C Double Channel 83x41 (Welded)
C Profil 83x41 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 83x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
3000

1
1

3000 1
2.20
2.75

1.65

C 4141   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 8341A 25 HDG 3000
C 8341A.60 20 HDG 6000
C 8341A.60 25 HDG 6000

1
1
1

C 8341A 20 HDG 3000 1
5.28
4.22
5.28

4.22

C 8341A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
5.50
4.40
5.50

4.40

C 8341    L:3000-6000

2,5
2,0
2,5

2,0
C 8341 25 HDG
C 8341.60 20 HDG
C 8341.60 25 HDG

C 8341 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316L (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 4141 20 PG
C 4141 25 PG

C 4141 15 PG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 HDG 3000
C 4141A 25 HDG 3000

1
1

C 4141A 15 HDG 3000 1
2.11
2.64

1.58

C 4141A    L:3000-6000

2,0
2,5

1,5

Hot D�p Galvan�sed

C 4141A.60 25 HDG 6000 1
C 4141A.60 20 HDG 6000 1

2.64
2.11

2,5
2,0

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141 20 HDG 3000
C 4141 25 HDG 3000

1
1

C 4141 15 HDG 3000 1
2.20
2.75

1.65
2,0
2,5

1,5

C 4141.60 25 HDG 6000 1
C 4141.60 20 HDG 6000 1

2.75
2.20

2,5
2,0

C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 PG 3000
C 4141B 25 PG 3000

1
1

C 4141B 15 PG 3000 1
1.88
2.35

1.41

C 4141B   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 HDG 3000
C 4141B 25 HDG 3000

1
1

C 4141B 15 HDG 3000 1
1.98
2.47

1.48

C 4141B   L:3000

2,0
2,5

1,5

C 4141A C 4141

C 8341A C 8341

C 4141 B

T

41

41

T

83

41

41

41

L

41

83

L

T

41

41

41

41

L

14x25

41

83

L

14x25

14x25

50

50

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 4141A

5,68 6,99 8,67 3,87 4,59 5,87

1,76 2,18 2,723,58 4,26 5,18

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 8341A

14,04 17,56 26,81 34,08

6,62 8,31

Z - Z AXIS Y - Y AXIS

6,82 8,94

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

Z

Z

Y Y Z - Z AXIS Y - Y AXIS
1 m

1 m 1 m

1 m 1 m

3 S�de Perofrated

m
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Perforated Non- Perforated

C 4141 A C 4141 

Perforated Non- Perforated

C 8341 A C 4141 
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C Channel 42x41 Bracket
C Profil 42x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

L

5

135

50

30

14

25

14

83

41

T

L

5

50

30

14

41

135T 42

41

14

C42

C83

C Channel 21x41 Bracket
C Profil 21x41 Konsolu - С-образные консоли

Support Systems

Steel, str�p-galv. acc. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C Channel 41x41 Bracket

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

C Profil 41x41 Konsolu - С-образные консоли

L

5

135

50

30

14
Ø 13,5

25

14

T

41

41

C21

C41

m

5

135

50

30

14
Ø 13,5

T
21

41

25

14

L

MADE IN TURKEY

C Double Channel 83x41 Bracket
C Profil 83x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 25 HDG 150
C21 200 25 HDG 200

1
1

C21 100 25 HDG 100 1
0,57
0,67

0,47

C21

2,5
2,5

2,5

C21 250 25 HDG 250 10,772,5
C21 300 25 HDG 300 10,872,5
C21 350 25 HDG 350 10,972,5
C21 400 25 HDG 400 11,072,5
C21 450 25 HDG 450 11,172,5

2.5mm

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 25 HDG 150
C41 200 25 HDG 200

1
1

C41 100 25 HDG 100 1
0,69
0,82

0,55

C41

2,5
2,5

2,5

C41 250 25 HDG 250 10,962,5
C41 300 25 HDG 300 11,102,5
C41 350 25 HDG 350 11,242,5
C41 400 25 HDG 400 11,382,5
C41 450 25 HDG 450 11,512,5
C41 500 25 HDG 500 11,652,5
C41 550 25 HDG 550 11,792,5
C41 600 25 HDG 600 11,932,5
C41 650 25 HDG 650 12,062,5
C41 700 25 HDG 700 12,202,5
C41 750 25 HDG 750 12,342,5
C41 800 25 HDG 800 12,472,5

2.5mm

C41 900 25 HDG 900 12,602,5

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 25 HDG 300
C42 350 25 HDG 350

1
1

C42 200 25 HDG 200 1
1,46
1,66

1,07

C42

2,5
2,5

2,5

C42 400 25 HDG 400 11,862,5
C42 450 25 HDG 450 12,062,5
C42 500 25 HDG 500 12,262,5
C42 550 25 HDG 550 12,462,5
C42 600 25 HDG 600 12,652,5
C42 650 25 HDG 650 12,852,5
C42 700 25 HDG 700 13,052,5
C42 750 25 HDG 750 13,252,5
C42 800 25 HDG 800 13,452,5

2.5mm

C42 900 25 HDG 900 13,652,5

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 25 HDG 300
C83 350 25 HDG 350

1
1

C83 200 25 HDG 200 1
1,93
2,20

1,38

C83

2,5
2,5

2,5

C83 400 25 HDG 400 12,482,5
C83 450 25 HDG 450 12,752,5
C83 500 25 HDG 500 13,022,5
C83 550 25 HDG 550 13,302,5
C83 600 25 HDG 600 13,582,5
C83 650 25 HDG 650 13,852,5
C83 700 25 HDG 700 14,132,5
C83 750 25 HDG 750 14,402,5
C83 800 25 HDG 800 14,672,5
C83 850 25 HDG 850 14,952,5
C83 900 25 HDG 900 15,232,5
C83 950 25 HDG 950 15,502,5
C83 1000 25 HDG 1000 15,782,5
C83 1050 25 HDG 1050 16,052,5

2.5mm

Hot D�p Galvan�sed

Hot D�p Galvan�sed
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Support Systems

CYB-17 HDG CYB-18 HDG

CYB-05 HDG

CYB-06 HDG CYB-07 HDG CYB-08 HDG

CYB-01 HDG CYB-02 HDG CYB-03 HDG

CYB-13 HDG CYB-15 HDGCYB-14 HDG

CYB-16 HDG

CYB-09 HDG

CYB-11 HDG

CYB-10 HDG

CYB-12 HDG

CYB-04 HDG

CYB-19 HDG

C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

CB-01 HDG CB-03 HDGCB-02 HDG CB-04 HDG

CB-09 HDG CB-10 HDG

CB-05 HDG

CB-06 HDG CB-07 HDG CB-08 HDG

40x40 32x32

14

14

m
MADE IN TURKEY
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Support Systems
m
MADE IN TURKEY

CB-11 HDG CB-12 HDG CB-13 HDG CB-15 HDGCB-14 HDG

CB-16 HDG

CB-21 HDG CB-25 HDG

CB-17 HDG CB-19 HDGCB-18 HDG CB-20 HDG

CB-22 HDG CB-23 HDG CB-24 HDG

C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

CB-30 HDG CB-31 HDG CB-32 HDG CB-33 HDG CB-34 HDG

C Channel U and Z F�tt�ng
C Profil U ve Z Bağlantı Elemanı - Крепление стеновое для С-образного профиля

CB-26 HDG CB-27L HDGCB-27L HDGCB-27A HDG CB-27G HDG CB-28 HDG

C Channel U F�tt�ng (Clev�s)
C Profil U Bağlantı Elemanı (Clevis) - U крепеж к С профилю

CB-38 HDGCB-36 HDGCB-35 HDG CB-37 HDG

C Channel U and Z F�tt�ng
C Profil U ve Z Bağlantı Elemanı - Крепление стеновое для С-образного профиля
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Support Systems
m

C Channel Coupler and Clamps
C Profil Birleştirme Elemanı ve Taşıyıcılar - Соединитель и крепеж к металлическим балкам

CE-01 HDG CE-02 HDG CTK-01 HDG CTK-02 HDG CTK-03 HDG

CDB-13 HDGCDB-01 CDB-02 CDB-03 CDB-04

C Channel Clamps
C Profil Taşıyıcılar - Крепеж к металлическим балкам

C Channel Support Base
C Profil Zemine Sabitleme Elemanı - Крепление к потолку для С-образного профиля

CTK-05 HDG CTK-06 HDG CTK-07 HDG CTK-08 HDG CTK-09 HDG

CTK-10 HDG CTK-11 HDG

C Channel Bracket Support Plate
Konsol Destek Elemanı - Держатель консолей

C Channel Adjustable Brace F�tt�ng Base
C Profil Zemine Sabitleme Elemanı, Hareketli - Крепление к потолку для С-образного профиля, шарнирное

C Channel Spr�ng Nut and F�x�ng Bolt 
C Kanal Yaylı Somun ve T Civata - Ромбовидные гайки с пружиной и Т-образные болты

Plast�c End Cup for C Channel
C Profil Sonlandırma - Защитная пластина 

CDB-23 HDG CDB-24 HDG

NYS NTSEND 4141 PVC END 2141 PVC NTC
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Wall Bracket
Duvar Konsolu - Настенная консоль, гнутая

Pre-Galvan�zed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 1000,080

DK                   PG

50DK 05 PG
110 500,130DK 10 PG
160 0,165DK 15 PG 50

100
150

W�dth
of Tray

210 0,200DK 20 PG 50200
310 0,430DK 30 PG 50300
410 0,560DK 40 PG 50400
510 0,710DK 50 PG 25500
610 0,780DK 60 PG 25600

CODE
Length

L
mm

CODE

60 0,084

DK                   HDG

50DK 05 HDG
110 0,137DK 10 HDG
160 0,173DK 15 HDG

100
150

W�dth
of Tray

210 0,210DK 20 HDG 200
310 0,452DK 30 HDG 300
410 0,588DK 40 HDG 400
510 0,746DK 50 HDG 500
610 0,819DK 60 HDG 600

Wall Bracket (Welded)
Duvar Konsolu (Kaynaklı) - Настенная консоль, сварная

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 1000,210

DKK                   EG

50DKK 05 EG
110 500,250DKK 10 EG
160 0,320DKK 15 EG 50

100
150

W�dth
of Tray

210 0,380DKK 20 EG 50200

310DKK 30 EG 25300
410DKK 40 EG 25400
510DKK 50 EG 20500
610DKK 60 EG 20600

260DKK 25 EG 50250 0,550
0,630
0,750
1,050
1,210

CODE
Length

L
mm

CODE

60 0,211

DKK                   HDG

50DKK 05 HDG
110 0,263DKK 10 HDG
160 0,336DKK 15 HDG

100
150

W�dth
of Tray

210 0,399DKK 20 HDG 200

310DKK 30 HDG 300
410DKK 40 HDG 400
510DKK 50 HDG 500
610DKK 60 HDG 600

260DKK 25 HDG 250 0,578
0,662
0,788
1,103
1,271

Brackets for Wall & Floor Mount�ng
Yere ve Duvara Tespit Elemanı - Настенно-напольная консоль

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

100 1000,140100YDT 310 PG
150 500,180YDT 315 PG
200 0,210YDT 320 PG 50

150
200

W�dth
of Tray

250 0,250YDT 325 PG 50250

400YDT 340 PG 100400
450YDT 345 PG 50450
500YDT 350 PG 50500
610YDT 360 PG 50600

300YDT 330 PG 100300 0,280
0,350
0,390
0,420
0,490

CODE
Length

L
mm

CODE

100 0,147100YDT 310 HDG
150 0,189YDT 315 HDG
200 0,221YDT 320 HDG

150
200

W�dth
of Tray

250 0,263YDT 325 HDG 250

400YDT 340 HDG 400
450YDT 345 HDG 450
500YDT 350 HDG 500
610YDT 360 HDG 600

300YDT 330 HDG 300 0,294
0,368
0,410
0,441
0,515

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

L400 to 600 mm

DKK

YDT

F

F = 0,9 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,2 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,5 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

L 70

8,5x23

L100 to 300 mm

L 90
8,5x23

14x25
T

50

135

L

3030

9x30

Ø13

DK

YDT                   PG

Support Systems

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

L

YDT                   HDG

m
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100
50
50
50
50
50
25
25

100
50
50
50

25
25
20
20

50

100
50
50
50

100
50
50
50

100
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DIN 975 Threaded Rod
DIN 975 Askı Tiji - Шпилька резьбовая

CODE
Length

L
mm

CODE

500 1000,080M6TM6 50

1000 1000,150TM6 100
2000 0,300TM6 200 50

M6
M6

S�ze
Metr�c

3000 0,450TM6 300 50M6
500 0,150TM8 50 50M8

1000 0,300TM8 100 50M8
2000 0,600TM8 200 25M8
3000 0,900TM8 300 25M8

DIN 9300 Threaded Rod Couplers and Head Plate
DIN 9300 Tij Uzatma Somunu - Соединительная гайка резьбовой шпильки

CODE
Length

L
mm 1 pc

CODE
pcs

500 250,25M10TM10 50

1000 250,50TM10 100
2000 1,00TM10 200 20

M10
M10

S�ze
Metr�c

3000 1,50TM10 300 20M10
500 0,35TM12 50 15M12

1000 0,70TM12 100 15M12
2000 1,40TM12 200 15M12
3000 2,10TM12 300 10M12

Electro-Galvan�sed

CODE
Length

L
mm 1 pc

kgCODE

40 1000,020

TUS                  EG

M6TUS M6

40 1000,030TUS M8
40 0,050TUS M10 100

M8
M10

S�ze
Metr�c

40 0,060TUS M12 100M12

Electro-Galvan�sed Electro-Galvan�sed

TM

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2011

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TT 01

TT 02

TT 03

TT 04

Pre-Galvan�sed Pre-Galvan�sed

Head Plate V Shape
Tavan Tespit "V" Tipi

Head Plate V Shape (Adjustable)
Tavan Tespit "V" Tipi (Ayarlanabilir)

Потолочный держатель шпильки  (V-образный) Потолочный держатель шпильки  (V-образный)

Pre-Galvan�sed

CODE
Th�ckness

TCODE

1000,10TT 01 PG

mm

2,5

Pre-Galvan�sed

Head Plate U Shape
Tavan Tespit "U" Tipi

Head Plate Omega Type
Tavan Tespit "Omega" Tipi

Потолочный держатель шпильки  (U-образный) Потолочный держатель шпильки  (Ω-образный)

TUS

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE
pcs

1000,12

mm

2,5

kN

Safe Work�ng Load

1,5TT 02 PG

CODE
Th�ckness

TCODE

1000,16

TT 03

TT 03 PG

mm

2,5

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE

1000,14

TT 04

TT 04 PG

mm

2,5

kN

Safe Work�ng Load

1,2

L

M

45

55

35
T

40

82

90
T

40

90

90

T

Ø10

50 35

30
T

kg
pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

TT 02TT 01

Support Systems

TM                  EG TM                  EG

              PG               PG

              PG               PG

m
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S�ngle Rod Tray Carr�ers
Tek Tijli Kanal Taşıyıcı - Потолочный подвес лотков

CODE
Length

L
mm

CODE

55 1000,0950TK1 50 PG
105 1000,11TK1 100 PG
155 0,15TK1 150 PG 100

100
150

W�dth of
Tray

205 0,22TK1 200 PG 100200
305 0,42TK1 300 PG 50300

Double Rod Tray Carr�ers (L Type)
Çift Tijli Kanal Taşıyıcı - L-образный профиль подвеса

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

55 0,0950TK1 50 HDG
105 0,12TK1 100 HDG
155 0,16TK1 150 HDG

100
150

W�dth of
Tray

205 0,23TK1 200 HDG 200
305 0,44TK1 300 HDG 300

CODE
Length

L
mm

CODE

160 0,20100TK2 100 PG

210 0,26TK2 150 PG
260 0,31TK2 200 PG

150
200

W�dth of
Tray

360 0,43TK2 300 PG 300
460 0,55TK2 400 PG 400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,67TK2 500 PG 500
660 0,79TK2 600 PG 600

CODE
Length

L
mm

CODE

160 0,21100TK2 100 HDG

210 0,27TK2 150 HDG
260 0,33TK2 200 HDG

150
200

W�dth of
Tray

360 0,45TK2 300 HDG 300
460 0,58TK2 400 HDG 400
560 0,70TK2 500 HDG 500
660 0,83TK2 600 HDG 600

Double Rod Tray Carr�ers (U Type)
Çift Tijli Kanal Taşıyıcı (U Tipi) - П-образный профиль подвеса

CODE
Length

L
mm

CODE

160 500,27100TK3 100 PG
210 500,33TK3 150 PG
260 0,39TK3 200 PG 50

150
200

W�dth of
Tray

360 0,54TK3 300 PG 50300
460 0,69TK3 400 PG 50400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,84TK3 500 PG 50500
660 0,98TK3 600 PG 50600

CODE
Length

L
mm

CODE

160 0,28100TK3 100 HDG
210 0,35TK3 150 HDG
260 0,41TK3 200 HDG

150
200

W�dth of
Tray

360 0,57TK3 300 HDG 300
460 0,72TK3 400 HDG 400
560 0,88TK3 500 HDG 500
660 1,03TK3 600 HDG 600

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TK1 50-200

TK1 300

TK2

TK3

max.Fmax. 

F = 2,5 kN

Max. deflect�on f = L/200

max.Fmax. 

max.Fmax. 

max.Fmax. 

max.

F = 0,8 kN

Max. deflect�on f = L/200

max.

F = 0,6 kN

Max. deflect�on f = L/200

max.

F = 4,0 kN

Max. deflect�on f = L/200

max.

L

40

60

L

25

25

L

80

Ø10

8,5x23

30

30

L
20x11

TK1                  PG TK1                  HDG

TK2                  PG TK2                  HDG

TK3                  PG

Support Systems

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

TK3                  HDG

m
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100
100
100
100
50

50
50
50
50
50
50
50

50
50
50
50
50
50
50

50
50
50
50
50
50
50
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CODE
Length

L
mm

CODE

60 500,1950TK5  50 PG

110 1000,26TK5 100 PG
160 0,38TK5 150 PG 50

100
150

W�dth of
Tray

210 0,44TK5 200 PG 50200

S�ngle Rod Tray Carr�ers M8
U Tipi Kanal İçten Taşıyıcı - Потолочный подвес лотков

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

45 500,1050TK6 405 M8 PG

95 500,14TK6 410 M8 PG
145 0,18TK6 415 M8 PG 50

100
150

W�dth of
Tray

195 0,26TK6 420 M8 PG 25200
245 0,31TK6 425 M8 PG 25250

Pre-Galvan�sed Pre-Galvan�sed

295 0,36TK6 430 M8 PG 20300

Tray Carr�er From The S�des
Yandan Kanal Taşıyıcı - Подвес с боку

S�ngle Rod Tray Carr�ers (C Type)
C Tipi Kanal Taşıyıcı - Настенно-потолочная консоль

CODE
Length

L
mm

CODE

60 0,1950TK5  50 HDG

110 0,26TK5 100 HDG
160 0,38TK5 150 HDG

100
150

W�dth of
Tray

210 0,44TK5 200 HDG 200

CODE
Length

L
mm

CODE

45 500,1350TK6 605 M8 PG

95 500,17TK6 610 M8 PG
145 0,21TK6 615 M8 PG 50

100
150

W�dth of
Tray

195 0,30TK6 620 M8 PG 25200
245 0,35TK6 625 M8 PG 25250
295 0,40TK6 630 M8 PG 20300

CODE
Length

L
mm

CODE

40 1000,075UTG 40 PG

50 1000,085UTG 50 PG
80 0,113UTG 80 PG 100

100 0,132UTG 100 PG 100

Pre-Galvan�sed Pre-Galvan�sed

Tray Carr�er From The Base Z Type
Z Tipi Destek Elemanı - Z-образная стойка

CODE
Length

L
mm

CODE

40 0,113ZTG 40 PG

50 0,122ZTG 50 PG
80 0,151ZTG 80 PG

100 0,170ZTG 100 PG

TK5

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

UTG

ZTG

TK6

F = 0,2 kN

Max. deflect�on f = L/20

max.
max.Fmax. 

FF F = 0,6 kN

Max. deflect�on f = L/20

max.

60

110

L

40

40

8x20

L

40

40

8x20

40

L

TK5                 PG TK5                 HDG

TK6                 H:40          PG TK6                 H:60          PG

UTG                          PG ZTG                          PG

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

m
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H-5W-6

M10

8,5x25

50
100
50
50

100
100
100
100

30

3
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MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

HDG-Steel, hot-d�p. galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

Th�ckn. (ga) [mm]:

D�e Cast (Döküm)

Head Plate W�th Nut
Somunlu Tavan Tespit - Потолочный держатель шпильки

Support Hanger Clamp (Cast�ng)
Mengene, Döküm - Струбцина

MATERIAL & FINISH

D�e Cast

PAM

SZP

CODECODE

PAM-1
PAM-2
PAM-3

500,095
500,190

0,300 20

Hole

D
mm

Ø9
Ø11
Ø13

A
mm

C
mm

E
mm

N
mm

M
mm

20
32
35

36
46
72

38
50
58

18
22
40

M8x40
M10x40
M10x45

1,10
2,40
3,10

kN
Safe Work�ng Load

PAM

CODE
Base

S�ze
mm

CODE

80x30 500,057M8SZP-1 EG

80x30 500,057SZP-2 EG
80x30 0,057SZP-3 EG 50

M10
M12

Thread

120x40 0,151SZP-4 EG 25M8
120x40 0,151SZP-5 EG 25M10
120x40 0,151SZP-6 EG 20M12

D
Metr�c

SZP       EG

30 - 40

80 - 120

D

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

Socket and Box F�x�ng on The Cable Tray
Priz Dağıtım Kutusu - Монтажная пластина коробки

PKT 01 PG 0.25

CODE

10

1 pc
kg

pcs

PKT                        PG

CODE
1 pc
kg

pcs

PKTD                        PG

PKTD 01 PG 0.52 10

m
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PKT  01 

PKDT  01 

 110

 1
5

0

 230

 1
5

0

7x20

9x18

Ø5

 20x52

7x52

7x20
7x52

 20x52

Ø5

9x18
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U Profile 30x50 L:3000
U Profil 30x50 L:3000 - U-образный профиль

Pre-Galvan�zed

1.5mmU3050                       PG

Hot D�p. Galvan�sed

1.5mmU3050                    HDG

U Profile Support Ce�l�ng 
U Profil Tavan Tespit - П-образная потолочная станина

Electro - Galvan�sed Hot D�p. Galvan�sed

Electro Galvan�sed Hot D�p. Galvan�sed

U Profile Support Ce�l�ng (Double) 
U Profil Tavan Tespit (Çift) - Потолочная станина, сдвоенная

3000 21,271,5U 3050 15 PG

2000 102,541,5U 3050.20 15 PG
1500 101,911,5U 3050.15 15 PG
1200 101,521,5U 3050.12 15 PG
1000 101,271,5U 3050.10 15 PG
800 101,021,5U 3050.08 15 PG
600 100,761,5U 3050.06 15 PG
500 100,641,5U 3050.05 15 PG
400 100,511,5U 3050.04 15 PG
300 100,381,5U 3050.03 15 PG
200 100,251,5U 3050.02 15 PG

2.0mm

1500 102,552,0U 3050.15 20 PG
1200 102,042,0U 3050.12 20 PG
1000 101,702,0U 3050.10 20 PG
800 101,362,0U 3050.08 20 PG
600 101,022,0U 3050.06 20 PG
500 100,852,0U 3050.05 20 PG
400 100,682,0U 3050.04 20 PG
300 100,512,0U 3050.03 20 PG
200 100,342,0U 3050.02 20 PG

3000 21,331,5U 3050 15 HDG

2000 102,671,5U 3050.20 15 HDG
1500 102,001,5U 3050.15 15 HDG
1200 101,601,5U 3050.12 15 HDG
1000 101,331,5U 3050.10 15 HDG
800 101,071,5U 3050.08 15 HDG
600 100,801,5U 3050.06 15 HDG
500 100,671,5U 3050.05 15 HDG
400 100,531,5U 3050.04 15 HDG
300 100,401,5U 3050.03 15 HDG
200 100,271,5U 3050.02 15 HDG

2.0mm

1500 102,682,0U 3050.15 20 HDG
1200 102,142,0U 3050.12 20 HDG
1000 101,792,0U 3050.10 20 HDG
800 101,432,0U 3050.08 20 HDG
600 101,072,0U 3050.06 20 HDG
500 100,892,0U 3050.05 20 HDG
400 100,712,0U 3050.04 20 HDG
300 100,542,0U 3050.03 20 HDG
200 100,362,0U 3050.02 20 HDG

UTD                       EG

CODECODE

500,45130x75UTD 10 HDG

Base Plate
S�ze
mm

CODE
Length

L
mm

CODE

2,0 500,43130x75UTD 10 EG

Base Plate
S�ze
mm

Length

L
mm

2,0

CODE
Th�ckness

T
mm

CODE

2,0 500,28130x75UT1 10 EG

Base Plate
S�ze
mm

UT1                       EG

CODE
Th�ckness

T
mm

CODE

2,0 500,30130x75UT1 10 HDG

Base Plate
S�ze
mm

UT1                       HDG

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm

LengthTh�ckness LengthTh�ckness

mmmm

2000 103,402,0U 3050.20 20 PG

3000 21,702,0U 3050 20 PG

mmmm

2000 103,572,0U 3050.20 20 HDG

3000 21,792,0U 3050 20 HDG

CODE LCODE T CODE LCODE T

Support Systems

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

UTD  

U3050

47

10x20
130

75

Ø10

2
6

115

8,5x20

22

T

130

75

115

5
7

22

Ø10

10x20

8,5x20

T

5 

UTD                       HDG
Available finishes:

1 m
kg

pcs pcs

pcspcs

pcs pcs

pcspcs

1 m
kg

1 m
kg

1 m
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

UT1 10

50

30

Ø13

11x20

10

18

T

L

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg

m
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U Profile Support Ce�l�ng
U Profil Tavan Tespit - Потолочная станина (сварная)

Electro-Galvan�sed

CODE
Length

L
mm

CODE
Th�ckness

T
mm

Hot D�p. Galvan�sed

CODE
Length

L
mm

CODE

150 100,432,0

Th�ckness
T

mm

200 100,522,0
250 100,612,0
300 100,712,0
350 100,802,0
400 100,892,0
500 101,072,0
600 101,252,0
700 101,432,0
750 101,522,0
800 101,612,0

1000 101,982,0
1100 102,162,0
1200 102,342,0
1250 102,432,0
1300 102,52
1400 2,70
1500 2,89

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

3,07
3,25

3,34

10
10
10
10
10

2,0 1800 3,43 10

2,0 2000 3,79 10

U Profile Ce�l�ng Supports 
U Profil Tavan Tespit - П-образная потолочная станина

Pre - Galvan�sed

CODECODE

2,0 500,34110x80UT2 01 PG

S�ze
mm

UT2 01                    PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports "L Type"
U Profil Tavan Tespit "L" Tipi - Угловая потолочная станина

Pre-Galvan�zed

CODECODE

2,0 500,17110x80UT2 02 PG

S�ze
mm

UT2 02                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 01 HDG

UT2                       HDG

UT1 15 HDG
UT1 20 HDG
UT1 25 HDG
UT1 30 HDG
UT1 35 HDG
UT1 40 HDG
UT1 50 HDG
UT1 60 HDG
UT1 70 HDG
UT1 75 HDG
UT1 80 HDG

UT1 100 HDG
UT1 110 HDG
UT1 120 HDG
UT1 125 HDG
UT1 130 HDG
UT1 140 HDG
UT1 150 HDG
UT1 160 HDG
UT1 170 HDG
UT1 175 HDG
UT1 180 HDG
UT1 200 HDG

CODE
Length

L
mm

CODE

2,0 500,18110x80UT2 02 HDG

UT2 02                   HDG

UT2 01

UT2 02

UT1

Th�ckness

T
mm

Th�ckness

T
mm

S�ze
mm

S�ze
mm

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

130

75

L

10x20

Ø10

50

T

80

53

110

8,5x25

80

53

110

8,5x25

12x20

10

12x20

10

UT1                        EG UT1                        HDG

150 100,412,0UT1 15 EG
200 100,502,0UT1 20 EG
250 100,592,0UT1 25 EG
300 100,672,0UT1 30 EG
350 100,762,0UT1 35 EG
400 100,852,0UT1 40 EG
500 101,022,0UT1 50 EG
600 101,192,0UT1 60 EG
700 101,362,0UT1 70 EG
750 101,452,0UT1 75 EG
800 101,542,0UT1 80 EG

1000 101,882,0UT1 100 EG
1100 102,062,0UT1 110 EG
1200 102,232,0UT1 120 EG
1250 102,322,0UT1 125 EG
1300 102,40
1400 2,58
1500 2,75

UT1 130 EG
UT1 140 EG
UT1 150 EG
UT1 160 EG
UT1 170 EG
UT1 175 EG

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

2,92
3,09
3,18

10
10
10
10
10

UT1 180 EG 2,0 1800 3,27 10

UT1 200 EG 2,0 2000 3,61 10

Support Systems

pcs pcs

pcspcs

pcs pcs

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

m
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U Profile Brackets
U Profil Sıvama Konsolu - Настенная консоль для монтажа в профиль

Pre-Galvan�sed

CODE
Length

L
mm

CODE

80 1000,0950UK 05 PG

W�dth
of

Tray

UK                                PG

130 1000,15100UK 10 PG
180 1000,21150UK 15 PG
230 500,27200UK 20 PG
280 500,33250UK 25 PG
330 500,49300UK 30 PG
430 500,63400UK 40 PG
530 250,78500UK 50 PG
630 250,93600UK 60 PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face
U Profil Tavan Tespit , Ayarlanabilir Tip - PG - П-образная потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,34110x80UT2 03 PG

S�ze
mm

UT     03                      PG2

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face "L Type"
U Profil Tavan Tespit Ayarlanabilir "L" Tipi - Угловая потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,17110x80UT2 04 PG

S�ze
mm

UT2 04                         PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 03 HDG

S�ze
mm

UT   03                       2 HDG

PG: Sendz�m�r method to TS-EN 10343-2011

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

CODE
Length

L
mm

CODE

80 0,0950UK 05 HDG

W�dth
of

Tray

130 0,16100UK 10 HDG
180 0,22150UK 15 HDG
230 0,28200UK 20 HDG
280 0,35250UK 25 HDG
330 0,51300UK 30 HDG
430 0,66400UK 40 HDG
530 0,82500UK 50 HDG
630 0,98600UK 60 HDG

CODE
Th�ckness

T
mm

CODE

2,0 500,18110x80UT2 04 HDG

S�ze
mm

U Profile Stra�ght Connector
U Profil Bİrleştirme Elemanı - Соединитель профилей вертикальный

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,33200UBE PG

Length
mm

UBE                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,35200UBE HDG

Length

mm

UBE                    HDG

L

Support Systems

UT2 03

UT2 04

UBE

UK

12x20

Ø 10

110

80

95

55

8,5x20

10

12x2012x20

Ø 10Ø 10

Ø10Ø10

9595

8080

4242

8,5x208,5x20

45

28L

110110

W+35

20

65

10x16

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

45

UK                      HDG

UT2 04                      HDG

m
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100
100
100
50
50
50
50
25
25
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Profiles

Support Systems

SL 25 Hole: 8,5x25 L..A Hole: 8,5x25 LK..B Hole: 11x25 LK..C Hole:13x25

LK..A Hole: 8,5x25 L..F - LK..F Hole: Ø11 LH..B Hole: 11x25

UA Hole: 8,5x25 UC..A Hole: 8,5x25 UC..B Hole: 11x25 UC..C Hole: 13x25

UC..F Hole: Ø11 UH..B Hole: 11x25 UH..C Hole: 13x25 OK Hole: 8X25

CL..A Hole: 8x20+Ø11 CL..C Hole: 13x25 CL..F Hole: Ø11 Z Hole: 11x25

L8 Hole: 8x80 U8 Z8 LPHole: 8x80 Hole: 8x80 Hole: 8x80

LH..C Hole: 13x25

m
MADE IN TURKEY



121

Hang�ng C Ra�l
Askı Profili - C-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Hang�ng C Ra�l
Askı Profili - C-образный профиль

Hang�ng C Ra�l
Askı Profili - C-образный профиль

CODECODE

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

CL...A                 L:2000 CL...A                 L:2000

CL...C                L:3000

CL...F                 L:3000 CL...F                 L:3000

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,0 10.4915x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 PG
1,2 10.5815x27 8,5x20CL 2715A 12 PG
1,0 0.5318x27 8,5x20CL 2718A 10 PG

1,2 0.6015x30 8,5x20CL 3015A 12 PG
1,5 0.7415x30 8,5x20CL 3015A 15 PG
1,5 0.8520x30 8,5x20CL 3020A 15 PG
1,5 1.0228x30 8,5x20CL 3028A 15 PG

1

1
1
1
1

1,2 0.6318x27 8,5x20CL 2718A 12 PG 1

S�ze
mm

Th�ckness

T
mm 1mt
1,0 10.5415x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 HDG
1,2 10.6415x27 8,5x20CL 2715A 12 HDG
1,0 0.5918x27 8,5x20CL 2718A 10 HDG

1,2 0.6715x30 8,5x20CL 3015A 12 HDG
1,5 0.8215x30 8,5x20CL 3015A 15 HDG
1,5 0.9420x30 8,5x20CL 3020A 15 HDG
1,5 1.1328x30 8,5x20CL 3028A 15 HDG

1

1
1
1
1

1,2 0.7018x27 8,5x20CL 2718A 12 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.0020x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 PG
2,0 11.3020x40 13x25CL 4020C 20 PG
1,5 1.3838x40 13x25CL 4038C 15 PG

2,0 2.0140x50 13x25CL 5040C 20 PG
2,0 2.1540x60 13x25CL 6040C 20 PG

1

1
1

2,0 1.8138x40 13x25CL 4038C 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.1120x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 HDG
2,0 11.4420x40 13x25CL 4020C 20 HDG
1,5 1.5338x40 13x25CL 4038C 15 HDG

2,0 2.2340x50 13x25CL 5040C 20 HDG
2,0 2.3940x60 13x25CL 6040C 20 HDG

1

1
1

2,0 2.0138x40 13x25CL 4038C 20 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.8120x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 PG
1,5 11.0020x40 Ø11CL 4020F 15 PG
2,0 1.3020x40 Ø11CL 4020F 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.9020x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 HDG
1,5 11.1120x40 Ø11CL 4020F 15 HDG
2,0 1.4420x40 Ø11CL 4020F 20 HDG 1

L

8,5x20
Ø11

W

H

8

T

13x25

L

H

8

T

W

W

H

8

T

L

Ø11

Profiles

CL...A

CL...C

CL...F

CL...C                L:3000

pcs
kg kg

pcs

kg
pcs

kg
pcs

pcs
kg

pcs
kg

m
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Mount�ng and fasteners

Support Systems

CFS CSP

C DIN 603 FS DIN 6923 S DIN 934

AC DIN 933 YSB DIN 7985 KOP DIN 94

P           DIN 125 YP           DIN 127 TP           DIN 6798 GP           DIN 9021

CD SD BD GD

m
MADE IN TURKEY
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Electr�cal Condu�ts

Steel and Plast�c
Electr�cal Condu�ts

Galvan�zed Flex�ble Steel Condu�ts
Çel�k Sp�ral Boru

Металрукав из оцинкованной стали

PVC Coated Flex�ble Steel Condu�t
PVC Kaplı Çel�k Sp�ral Boru

Металрукав в ПВХ оболочке

PVC Sp�ral P�pe Flame-retardant

PVC Sp�ral boru

Гофрированная труба из ПВХ

PE Sp�ral P�pe Halogen Free
PE Sp�ral boru

Гофрированная труба из полуэтилена

PA6 Polyam�d Sp�ral P�pes
PA6 Sp�ral boru

Гофрированная труба из полиамида

PVC R�g�t P�pes Flame-retardant Cold Bendable
PVC Düz boru

Жесткая гладкостенная труба из ПВХ

EMT Galvan�sed Steel Condu�ts
Galvan�z EMT boru

Оцинкованная стальная труба жесткая

RSC Galvan�sed Steel Condu�ts (threaded ends)
Galvan�z RSC boru, d�şl�

Оцинкованная стальная труба с наружной резбой

m
MADE IN TURKEY
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Spec�ficat�on

S�ze ID
mm

�nch Codes ( Condu�ts ) �n meters

9

10

11

12

14

16

18

21

26

29

32

35

37

40

51

63

CSB 9

Codes ( F�tt�ngs ) �n metr�c 

Meter�al

Compress�on Ress�tance

IP rat�ng

Temperature Ress�tance

Color Opt�ons

Galvan�zed Steel

320 Newton / 60sec   

IP40

-20 C / +220C

CSB 10

CSB 11

CSB 12

CSB 14

CSB 16

CSB 18

CSB 21

CSB 26

CSB 29

CSB 32

CSB 35

CSB 37

CSB 40

CSB 51

CSB 63

CSB 14 T

CSB 16 T

CSB 18 T

CSB 21 T

CSB 26 T

CSB 29 T

CSB 32 T

CSB 35 T

CSB 37 T

CSB 40 T

CSB 51 T

CSB 63 T

1/4" 

3/8"

1/2"

3/4"

1"

1/4"

11/2"

2"

21/2"

PSB 9

PSB 10

PSB 11

PSB 12

PSB 14

PSB 16

PSB 18

PSB 21

PSB 26

PSB 29

PSB 32

PSB 35

PSB 37

PSB 40

PSB 51

PSB 63

PSB 14 T

PSB 16 T

PSB 18 T

PSB 21 T

PSB 26 T

PSB 29 T

PSB 32 T

PSB 35 T

PSB 37 T

PSB 40 T

PSB 51 T

PSB 63 T

Galvan�zed Steel

320 Newton / 60sec   

IP40

-20 C / +220 C

PVC Coated Galvan�zed Steel

320 Newton / 60sec   

IP54

-20 C / +70 C

Black

PVC Coated Galvan�zed Steel

320 Newton / 60sec   

IP54

-20 C / +70 C

Black

W
�th

 w
�r
e

 �n
s�

d
e

W
�th

 w
�r
e

 �n
s�

d
e

RSM 9 

RSM 10 

RSM 11 

RSM 12 

RSM 14 

RSM 16 

RSM 18 

RSM 21 

RSM 26 

RSM 29 

RSM 32 

RSM 35 

RSM 37 

RSM 40 

RSM 51 

RSM 63 

LRSM 10 

LRSM 12 

LRSM 16 

LRSM 21 

LRSM 26 

LRSM 35 

LRSM 40 

LRSM 51 

LRSM 63 

N�ckel Plated Brass

IP54

-20 C / +250 C

IP65

-20 C / +250 C

Cast�ng

IP65

-20 C / +250 C

N�ckel Plated Brass N�ckel Plated Brass

EKFL GZ 038

EKFL GZ 050

EKFL GZ 075

EKFL GZ 100

EKFL GZ 125

EKFL GZ 150

42 CSB 42 CSB 42 T PSB 42 PSB 42 T

45 CSB 45 CSB 45 T PSB 45 PSB 45 T

EKFL GZ 200

M12x1.5

M16x1.5

M20x1.5

M25x1.5

M32x1.5

M40x1.5

M50x1.5

M63x1.5

M75x1.5

Electr�cal Condu�ts

Flex�ble Steel Condu�ts
Çel�k Sp�ral Boru - Металрукав 

Order code, 
metr�c

Nom�nal Condu�t s�ze
Metr�c Thread Clamp�ng range, 

metr�c, mm Inch S�ze D, mm

10 1/4" M6 12-16

 13 3/8" M6 16-20

 16 1/2" M6 20-25

 21 3/4" M6 25-30

26 1" M6 31-38

35 11/4" M6 38-45

40 11/2" M6 45-52

 51 2" M6 59-66

21/2" M6 75-84

PKL 

 63

EMT TK

PKL 10

 PKL 13

 PKL 16

 PKL 21

PKL 26

PKL 35

PKL 40

 PKL 51

 PKL 63

EMT TK 050

EMT TK 075

EMT TK 100

EMT TK 125

EMT TK 150

EMT TK 200

CODE

RSC TK 050

RSC TK 075

RSC TK 100

RSC TK 125

RSC TK 150

RSC TK 200

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

17,90

23,42

29,54

38,35

44,2

55,8

PSB 14 / CSB 14

PSB 18 / CSB 21

CSB 26

PSB 32 / CSB 35

PSB 37 / CSB 40

PSB 51/CSB 51

6,5

6,5

8

8

8

11

EMT, S�ze Ins�de D,mm Flex�ble Condu�t Hole Ød, mm

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

21,34

26,67

33,4

42,16

48,26

60,33

PSB 16 / CSB 18

PSB 21

PSB 26 / CSB 29

PSB 35 / CSB 37

6

6

8

9

11

14

RSC, S�ze

PSB 42 / CSB 45 

EMT CK

EMT CK 050

EMT CK 075

EMT CK 100

EMT CK 125

EMT CK 150

EMT CK 200

CODE

RSC TK 050

RSC TK 075

RSC TK 100

RSC TK 125

RSC TK 150

RSC TK 200

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

17,93

23,42

29,54

38,35

44,2

55,8

PSB 14 / CSB 14

PSB 18 / CSB 21

CSB 26

PSB 32 / CSB 35

PSB 37 / CSB 40

PSB 51/CSB 51

5

5

5

7

7

9

EMT, S�ze Ins�de D,mm Flex�ble Condu�t Hole Ød, mm

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

21,34

26,67

33,4

42,16

48,26

60,33

PSB 16 / CSB 18

PSB 21

PSB 26 / CSB 29

PSB 35 / CSB 37

5

5

7

7

9

9

RSC, S�ze

PSB 42 / CSB 45 

m
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*Stan�less steel opt�on �s ava�lable
*Paslanmaz olarak da üret�leb�lmekted�r.

Metr�c S�ze

W�thout W�re W�th W�re
(Ebat)

S�ze EN PACKAGING

(Paket İç�)

M�n Bend
Rad�us

mm �nch mm mt. mm
(Kılavuz Tell�)(Tels�z)

1/4"

CSAModel Number UL ISO BS Co�l
(Dış Çap)

ED, mm

m�n. max.

External D�ameter

max.

(İç Çap)
Internal D�ameter

ID, mm

m�n.

CSB

Galvan�zed Flex�ble Steel Condu�t 
Çelik Spiral Boru - Металлорукав в герметичной

CSB 9

CSB 10

CSB 11

CSB 12

CSB 14

CSB 16

CSB 18

CSB 21

CSB 26

CSB 29

CSB 32

CSB 35

CSB 37

CSB 40

CSB 42

CSB 45

CSB 51

CSB 63

CSB 78

CSB 102

Dah�l� ortamlarda, mekan�k koruma �sten�len kablo tes�satlarında kullanılır.

APPLICATION FIELDS

*Mach�nery �ndustry
*Protect�ng cable under ground
*Chem�cal �ndustry
*Protect�ng electr�cal �nstallat�ons

3/8"

1/2"

3/4"

1"

11/4"

11/2"

2"

21"

3"

4"

9

10

11

12

14

16

18

21

26

29

32

35

37

40

42

45

51

63

78

102

16

20

25

32

40

50

63

70

80

100

50

50

50

50

50

50

50

50

25

25

25

25

25

25

25

25

25

15

10

10

9,0

9,7

10,9

12,3

13,9

15,5

17,6

20,5

25,5

28,6

32,0

34,5

37,0

39,5

41,5

44,5

50,6

62,9

77,9

101,6

9,2

10,2

11,2

12,8

14,2

16,0

18,0

21,0

26,4

29,0

32,5

35,0

37,5

40,1

42,0

45,0

51,2

63,6

78,7

102,6

25

25

35

35

40

40

45

45

55

55

60

70

80

85

85

90

95

140

150

190

CSB 14 T

CSB 16 T

CSB 18 T

CSB 21 T

CSB 26 T

CSB 29 T

CSB 32 T

CSB 35 T

CSB 37 T

CSB 40 T

CSB 42 T

CSB 45 T

CSB 51 T

CSB 63 T

CSB 78 T

CSB 102 T

12,0

12,7

13,9

15,3

17,1

18,7

20,8

23,7

29,0

32,1

35,5

38,0

40,5

43,0

45,0

48,0

54,1

67,9

84,4

108,1

12,2

13,2

14,2

15,8

17,4

19,2

21,2

24,2

29,2

32,5

36,0

38,5

41,0

43,6

45,5

48,5

54,7

68,6

85,2

109,1

In
n

e
r d

�a
m

e
te

r

O
u

te
r d

�a
m

e
te

r

Galvan�zed Steel

Square Locked

m
Flex�ble Steel Condu�ts

MADE IN TURKEY

CSB

Temperature Res�stance -20 C/ +220 C

IP Rat�ng IP40

Mater�al Galvan�zed Steel
Galvan�z Çel�k

Class 2

Hammade

Compress�on Res�stance 320 Newton / 60 Sec Class 2
Baskı Dayanımı

Dayanım Derecelend�rmes�

Sürekl� Isıya D�renç

UL(Inches)
CSA (Metr�c)

ISO
BS EN
(Metr�c)

Trade S�ze

ID
(Internal
D�ameter)

OD
(Outer
D�ameter)

Ins�de Bend Rad�us

R

Flex�ble Steel Condu�t

CSB

Mount�ng Example

Sw�vel Internal Adaptor Male Thread

RDM

Mount�ng Example

Threaded Condu�t

Flex�ble Steel Condu�t

CSB

F�xed Internal Adaptor Female Thread

BRM
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*Stan�less steel opt�on �s ava�lable
*Paslanmaz olarak da üret�leb�lmekted�r.

PSB

PVC coated Galvan�zed Flex�ble Steel Condu�t 
PVC Kaplı Çelik Spiral Boru - Металлорукав в герметичной ПВХ-оболочке

Dah�l� ortamlarda, mekan�k koruma �sten�len kablo tes�satlarında kullanılır.

APPLICATION FIELDS

Mach�nery �ndustry
Protect�ng cable under ground
Chem�cal �ndustry
Protect�ng electr�cal �nstallat�ons

m
Flex�ble Steel Condu�ts

MADE IN TURKEY

In
n

e
r d

�a
m

e
te

r

O
u

te
r d

�a
m

e
te

r

Metal Surface

Thermosplast�c Jacket

Square Locked

PSB

Metr�c S�ze

W�thout W�re W�th W�re
(Ebat)

S�ze EN PACKAGING

(Paket İç�)

M�n Bend
Rad�us

mm �nch mm mt. mm
(Kılavuz Tell�)(Tels�z)

PSB 9

PSB 10

PSB 11

PSB 12

PSB 14

PSB 16

PSB 18

PSB 21

PSB 26

PSB 29

PSB 32

PSB 35

PSB 37

PSB 40

PSB 42

PSB 45

PSB 51

PSB 63

PSB 78

PSB 102

1/4"

CSAModel Number UL ISO BS Co�l
(Dış Çap)

ED, mm

m�n. max.

External D�ameter

max.

(İç Çap)
Internal D�ameter

ID, mm

m�n.

PSB 14 T

PSB 16 T

PSB 18 T

PSB 21 T

PSB 26 T

PSB 29 T

PSB 32 T

PSB 35 T

PSB 37 T

PSB 40 T

PSB 42 T

PSB 45 T

PSB 51 T

PSB 63 T

PSB 78 T

PSB 102 T

3/8"

1/2"

3/4"

1"

11/4"

11/2"

2"

21"

3"

4"

9

10

11

12

14

16

18

21

26

29

32

35

37

40

42

45

51

63

78

102

16

20

25

32

40

50

63

70

80

100

50

50

50

50

50

50

50

50

25

25

25

25

25

25

25

25

25

15

10

10

9,0

9,7

10,9

12,3

13,9

15,5

17,6

20,5

25,5

28,6

32,0

34,5

37,0

39,5

41,5

44,5

50,6

62,9

77,9

101,6

9,2

10,2

11,2

12,8

14,2

16,0

18,0

21,0

26,4

29,0

32,5

35,0

37,5

40,1

42,0

45,0

51,2

63,6

78,7

102,6

13,9

15,2

16,6

18,4

20,1

22,3

25,5

31,2

34,4

37,9

40,6

43,1

45,6

47,8

51,3

57,5

71,8

87,2

111,2

13,2 13,5

14,5

15,6

17,2

18,8

20,7

22,8

26,1

32,2

34,2

38,5

41,2

43,7

46,4

48,5

52,0

58,3

72,4

87,9

112,3

30

30

40

40

46

46

52

52

63

63

68

80

90

95

100

105

115

160

175

215

Temperature Res�stance -20 C/ +70 C

IP Rat�ng IP54

Mater�al Pvc Coated Galvan�zed Steel
Pvc Kaplı Galvan�z Çel�k

Class 2

Hammade

Compress�on Res�stance 320 Newton / 60 Sec Class 2
Baskı Dayanımı

Dayanım Derecelend�rmes�

Sürekl� Isıya D�renç

Colour Opt�on Standard Black / Gray / Other colors
(On request) 
Standard S�yah /  Gr� / İsten�len renkler

Renk Seçeneğ�

UL(Inches)
CSA (Metr�c)

ISO
BS EN
(Metr�c)

Trade S�ze

ID
(Internal
D�ameter)

OD
(Outer
D�ameter)

Ins�de Bend Rad�us

R

Locknut

Prov�des super�or strength
and electr�cal bond�ng and
can be �nstalled w�thout a
wrench �n enclosure.

Mach�ned threads prov�des
smooth, easy �nstallat�ons.

Insulator

Prov�des excellent w�re protect�on
and easy gl�de of conductor protect�on

*For �nsert�on �nto lockouts us�ng
 a locknut
 
-Order locknut separately

Gland Packag�ng

manufactured of h�gh temperature rated
thermoplast�c to demand�ng spec�ficat�ons. 

Ferrule

Prov�des super�or bond�ng, stronger pullout,
easy thread�ng and conductor protect�on

Cap Nut F�xed External Adaptor Male Thread
PVC coated Galvan�zed Flex�ble Steel Condu�t 

Mount�ng Example

PSB
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W
�th

 w
�r
e
 �n

s�
d
e

Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Compress�on Ress�tance

Temperature Ress�tance

Color Opt�ons

125 Newton / 60sec   320 Newton / 60sec   320 Newton / 60sec   

W
�th

 w
�r
e
 �n

s�
d
e

W
�th

 w
�r
e
 �n

s�
d
e

Flame Retardant

125 Newton / 60sec   750 Newton / 60sec   750 Newton / 60sec   

PE based Thermoplast�c

Halogen Free

Ral 2004; Ral 7031; Ral 7035; Ral 9003; Ral 9005

16

20

25

32

40

50

100

100

50

50

50

25

�n rol, meter

HFO 016

HFO 020

HFO 025

HFO 032

HFO 040

HFO 050

HFO 116

HFO 120

HFO 125

HFO 132

HFO 140

HFO 150

HF1 016

HF1 020

HF1 025

HF1 032

HF1 040

HF1 050

HF3 016

HF3 020

HF3 025

HF3 032

HF3 040

HF3 050

HF1 116

HF1 120

HF1 125

HF1 132

HF1 140

HF1 150

HF3 116

HF3 120

HF3 125

HF3 132

HF3 140

HF3 150

Sp�ral P�pe Coupl�ng Halogen Free

Order code

 16

20

 25

 32

GFS-16-S

GFS-20-S

GFS-25-S

GFS-32-S

Ø

Sp�ral P�pe Coupl�ng Halogen Free

Order code

 16

20

 25

 32

CFS-16-PP

Ø

CFS-20-PP

CFS-25-PP

CFS-32-PP

Tweezers cl�p

Order code

CMK 8/28

CMK 3/13

Order code

CFK 20 

CFK 25

St�ck cl�p double

Spec�ficat�on

S�ze ID
mm

�n rol, meter Codes ( Condu�ts ) 

16

20

25

32

40

50

63

SC1 016

Meter�al

Compress�on Ress�tance

Flame Retardant

Temperature Ress�tance

Color Opt�ons

PVC based Thermoplast�c

Flame Redant

SC1 020

SC1 025

SC1 032

SC1 040

SC1 050

SC1 063

750 Newton / 60sec   

Ral 7035; Ral 7031; Ral 2004; Ral 9003; Ral 9005

750 Newton / 60sec   

W
�th

 w
�r
e
 �n

s�
d
e

W
�th

 w
�r
e
 �n

s�
d
e

320 Newton / 60sec   320 Newton / 60sec   

100

100

50

50

50

25

15

SC1 116

SC1 120

SC1 125

SC1 132

SC1 140

SC1 150

SC1 163

SC3 016

SC3 020

SC3 025

SC3 032

SC3 040

SC3 050

SC3 063

SC3 116

SC3 120

SC3 125

SC3 132

SC3 140

SC3 150

SC3 163

-25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

-25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

Electr�cal Condu�ts

PVC Sp�ral P�pe Flame-retardant
PVC Sp�ral boru - Гофрированная труба из ПВХ

PE Sp�ral P�pe Halogen Free
PE Sp�ral boru - Гофрированная труба из полуэтилена

m
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APLICATION FIELDS

Used �n flush mounted and surface mounted appl�cat�ons, walls and 
suspended ce�l�ngs, under plaster and electr�cal �nstallat�onswhere low 
mechan�cal stress �s expected.

m
PVC Sp�ral P�pes

MADE IN TURKEY

Compress�on Res�stance

Impact Res�stance

Temperature Res�stance

Insulat�on Strength

Color Code

320 Newton / 60 Sec

1 Kg / 100 mm

-25 C/ +60C

 Ral 7035; Ral 7031; Ral 2004; 
 Ral 9003; Ral 9005

Insulat�on Res�stance  >100 MΩ / 60 sec / 500 V

 2000 V/ 50 Hz / 15 m�n

Techn�cal Features

Mater�al PVC Based Thermoplast�c

Blue Grey: 
RAL:7031

Black: 
RAL:9005

Orange: 
RAL:2004

L�ght Gray: 
RAL:9003

Dark Gray: 
RAL:7035

Class 2

Class 2

Class 4/1

Outs�de
D�ameter

Ins�de
D�ameter

PVC Sp�ral P�pe Flame-retardant L�ght Gauge (320 Newton)
 PVC Spiral Boru Alev Yaymayan Hafif Seri - Гофрированная труба из ПВХ  (легкая серия) 

APLICATION FIELDS

Used �n flush mounted and surface mounted appl�cat�ons, walls and 
suspended ce�l�ngs, under plaster and electr�cal �nstallat�onswhere low 
mechan�cal stress �s expected.

Techn�cal Features

PVC Sp�ral P�pe Flame-retardant L�ght Gauge (320 Newton)
 PVC Spiral Boru Alev Yaymayan Hafif Seri - Гофрированная труба из ПВХ  (легкая серия) 

W�th W�re Puller

Mater�al

Compress�on Res�stance

Impact Res�stance

Temperature Res�stance

Insulat�on Strength

Color Code

PVC Based Thermoplast�c

320 Newton / 60 Sec

1 Kg / 100 mm

-25 C/ +60C

 Ral 7035; Ral 7031; Ral 2004; 
 Ral 9003; Ral 9005

Insulat�on Res�stance  >100 MΩ / 60 sec / 500 V

 2000 V/ 50 Hz / 15 m�n

Class 2

Class 2

Class 4/1

Blue Grey: 
RAL:7031

Black: 
RAL:9005

Orange: 
RAL:2004

L�ght Gray: 
RAL:9003

Dark Gray: 
RAL:7035

Outs�de
D�ameter

Ins�de
D�ameter

SC1 0...

SC1 1...

16
20
25

S�ze

32
40
50
60

mm

11,2
14,6
18,6

Ins�de

24,8
31,2
39,6
52,5

mm
D

16
20
25

Outs�de

32
40
50
63

mm
D

w�th w�re puller
w�th w�re puller
w�th w�re puller

Puller

w�th w�re puller
w�th w�re puller
w�th w�re puller
w�th w�re puller

0,0380
0,0510
0,0410

Package

0,0460
0,0640
0,0840
0,0830

Volume
m3

SC1 116
SC1 120
SC1 125

Model Number

SC1 132
SC1 140
SC1 150
SC1 163

100
100
50

Package

50
50
25
15

mt

16
20
25

S�ze

32
40
50
60

mm

11,2
14,6
18,6

Ins�de

24,8
31,2
39,6
52,5

mm
D

16
20
25

Outs�de

32
40
50
63

mm
D

w�thout puller
w�thout puller
w�thout puller

Puller

w�thout puller
w�thout puller
w�thout puller
w�thout puller

0,0380
0,0510
0,0410

Package

0,0460
0,0640
0,0840
0,0830

Volume
m3

SC1 016
SC1 020
SC1 025

Model Number

SC1 032
SC1 040
SC1 050
SC1 063

100
100
50

Package

50
50
25
15

mt
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Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Permanent V�brat�on

Compress�on Res�stance

Color Opt�ons

PA6 Polyam�d- HF

Flame Retardant

DIN 55442, h�gh flex�b�l�ty

5

7

8.5

10

12

14

100

100

100

100

50

50

�n rol, meter

17

19

22

23

26

29

50

50

50

50

25

25

36

48

25

25

PA6 5

PA6 7

PA6 8.5

PA6 10

PA6 12

PA6 14

PA6 17

PA6 19

PA6 22

PA6 23

PA6 26

PA6 29

PA6 36

PA6 48

U
L 

94
 D

IN
 E

N
 IS

O
 8

58
0

U
L 

94
 D

IN
 E

N
 IS

O
 8

58
0

Black-Grey (Ral 7031)

Flame-retardant, UV Flame-retardant Flame-retardant Flame-retardant

V-DIN 75200 -HF V-DIN 75200 -HF Halogen Free Halogen Free Halogen Free

750 Newton /60 sec 750 Newton /60 sec

PA6 Vo 5

PA6 Vo 7

PA6 Vo 8.5

PA6 Vo 10

PA6 Vo 12

PA6 Vo 14

PA6 Vo 17

PA6 Vo 19

PA6 Vo 22

PA6 Vo 23

PA6 Vo 26

PA6 Vo 29

PA6 Vo 36

PA6 Vo 48

C
ol

d 
B

en
da

bl
e

M
E

TR
IC

 T
H

R
E

A
D

Polyam�d PA6 Polyam�d PA6 Polyam�d PA6

RPG 7

RPG 8.5

RPG 10

RPG 12

RPG 14

RPG 17

RPG 22

RPG 29

RPG 36

RPG 48

RM 7

RM 8.5

RM 10

RM 12

RM 14

RM 17

RM 22

RM 29

RM 36

RM 48

CL 7

CL 8.5

CL 10

CL 12

CL 14

CL 17

CL 22

CL 29

CL 36

CL 48

Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Compress�on Res�stance

Color Opt�ons

PVC base termoplast�c

Flame Retardant

16

20

25

32

40

50

102

102

75

51

51

30

�n rol, meter

SR1 316

SR1 320

SR1 325

SR1 332

SR1 340

SR1 350

RAL 7035, RAL 9003, RAL 9005

320 Newton /60 sec 750 Newton /60 sec

SR2 316

SR2 320

SR2 325

SR2 332

SR2 340

SR2 350

SR3 316

SR3 320

SR3 325

SR3 332

SR3 340

SR3 350

GSS-16-PVC

GSS-20-PVC

GSS-25-PVC

GSS-32-PVC

GSS-40-PVC

GSS-50-PVC

CYS-16-PVC

CYS-20-PVC

CYS-25-PVC

CYS-32-PVC

CYS-40-PVC

CYS-50-PVC

Flame-retardant

1250 Newton /60 sec

C
ol

d 
B

en
da

bl
e

C
ol

d 
B

en
da

bl
e

CRA ADS TBS

Temperature Ress�tance -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

Coupler Cl�p

RAL 7035,  RAL 9005

Electr�cal Condu�ts

PA6 Polyam�d Sp�ral P�pes
PA6 Sp�ral boru- Гофрированная труба из полиамида

PVC R�g�t P�pes Flame-retardant Cold Bendable
PVC Düz boru- Жесткая гладкостенная труба из ПВХ

PVC Elbow Bend Flame-retardant PVC Elbow Bend 90° PVC T Jo�nt

m
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m
PVC R�g�t P�pes

MADE IN TURKEY

PVC R�g�t P�pes W�th Coupl�ng Flame-retardant Cold Bendable / L�ght Guage
PVC Muflu Düz Boru Alev Yaymayan Hafif Seri (320 newton) - Жесткая гладкостенная труба из ПВХ (легкая серия)

Compress�on Res�stance

Impact Res�stance

Temperature Res�stance

Color Code

320 Newton / 60 Sec  

1 Kg / 100 mm / -25 C

-25 C/ +60C

 RAL 7035, RAL 9003, RAL 9005

Techn�cal Features

Mater�al PVC Base Thermoplast�c

Class 2

Class 2

Insulat�on Strength

Insulat�on Res�stance                >100 MΩ / 60 sec / 500 V 

Class 4/1

2000 V / 50 Hz / 15 M�n

Outs�de
D�ameter

Ins�de
D�ameter

Black: 
RAL:9005

L�ght Gray: 
RAL:9003

Dark Gray: 
RAL:7035

PVC Muflu Düz Boru Alev Yaymayan Orta Seri (750 newton) - Жесткая гладкостенная труба из ПВХ (средняя серия)

Compress�on Res�stance

Impact Res�stance

Color Code

750 Newton / 60 Sec  

1 Kg / 100 mm / -25 C

 RAL 7035, RAL 9003, RAL 9005

Techn�cal Features

Mater�al PVC Base Thermoplast�c

Class 3

Class 2

Black: 
RAL:9005

L�ght Gray: 
RAL:9003

Dark Gray: 
RAL:7035

Compress�on Res�stance

Impact Res�stance

Color Code

1250 Newton / 60 Sec  

2 Kg / 100 mm / - 25 C

 RAL 7035, RAL 9003, RAL 9005

Techn�cal Features

Mater�al PVC Base Thermoplast�c

Class 4

Class 3

Black: 
RAL:9005

L�ght Gray: 
RAL:9003

Dark Gray: 
RAL:7035

SR1 3... MF

Ø   16

Nom�nal D�ameter

13,7
17,6
22,2

Ins�de

28,7
36,5
46,4

mm
D

16
20
25

Outs�de

32
40
50

mm
D

0,0261
0,0408
0,0469

Package

0,0522
0,0816
0,0750

Volume
m3

SR1 316 MF
SR1 320 MF
SR1 325 MF

Model Number

SR1 332 MF
SR1 340 MF
SR1 350 MF

102
102
75

Packag�ng

51
51
30

mt

Ø     20

Ø     25
Ø     32

Ø     40

Ø     50

3
3
3

Length

3
3
3

mt

SR2 3... MF

Ø   16

Nom�nal D�ameter

13,2
17,1
21,6

Ins�de

28
35,8
45,7

mm
D

16
20
25

Outs�de

32
40
50

mm
D

0,0261
0,0408
0,0469

Package

0,0522
0,0816
0,0750

Volume
m3

SR2 316 MF
SR2 320 MF
SR2 325 MF

Model Number

SR2 332 MF
SR2 340 MF
SR2 350 MF

102
102
75

Packag�ng

51
51
30

mt

Ø     20

Ø     25
Ø     32

Ø     40

Ø     50

3
3
3

Length

3
3
3

mt

SR3 3... MF

Ø   16

Nom�nal D�ameter

12
15,8
20,6

Ins�de

26,9
34,5
44,2

mm
D

16
20
25

Outs�de

32
40
50

mm
D

0,0261
0,0408
0,0469

Package

0,0522
0,0816
0,0750

Volume
m3

SR3 316 MF
SR3 320 MF
SR3 325 MF

Model Number

SR3 332 MF
SR3 340 MF
SR3 350 MF

102
102
75

Packag�ng

51
51
30

mt

Ø     20

Ø     25
Ø     32

Ø     40

Ø     50

3
3
3

Length

3
3
3

mt

PVC R�g�t P�pes W�th Coupl�ng Flame-retardant Cold Bendable / Med�um Guage

PVC Muflu Düz Boru Alev Yaymayan Ağır Seri (750 newton) - Жесткая гладкостенная труба из ПВХ (средняя серия)
PVC R�g�t P�pes W�th Coupl�ng Flame-retardant Cold Bendable / Heavy Guage

Outs�de
D�ameter

Ins�de
D�ameter

Outs�de
D�ameter

Ins�de
D�ameter
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Spec�ficat�on

S�ze ID
mm

�nch Codes ( Condu�ts ) 

16

21

27

35

41

53

EMT 050

Meter�al Galvan�zed Steel

EMT 075

EMT 100

EMT 125

EMT 150

EMT 200

1/2" 

11/4"

2"

Galvan�zed Steel Steel Steel Galvan�zed Steel Galvan�zed Steel Steel

EMT 90 050

EMT 90 075

EMT 90 100

EMT 90 125

EMT 90 150

EMT 90 200

3/4" 

1"

11/2"

MUF V 050

MUF V 075

MUF V 100

MUF V 125

MUF V 150

MUF V 200

EK V 050

EK V 075

EK V 100

EK V 125

EK V 150

EK V 200

RSC 050

RSC 075

RSC 100

RSC 125

RSC 150

RSC 200

RSC 90 050

RSC 90 075

RSC 90 100

RSC 90 125

RSC 90 150

RSC 90 200

MUF 050

MUF 075

MUF 100

MUF 125

MUF 150

MUF 200

Order code,        Inch S�ze

1/2"

3/4"

1"

11/4"

KSC 050

KSC 075

KSC 100

KSC 125

KSC  150

KSC  200

R�g�d Locknuts Steel

11/2"

2"

Order code,        Inch S�ze

1/2"

3/4"

1"

11/4"

CPK 050

CPK 075

CPK 100

CPK 125

CPK  150

CPK  200

11/2"

2"

Un�versal Strut Clamps w�th
 Bolt -For Condu�ts EMT/IMC/RSC -Steel

Condu�t Hangers, EMT/IMC/RIGID/CSB/PSB
 W/ Bolt & Nut - Steel

Order code,        Inch S�ze

Condu�t Bend�ng Alum�num Condu�t Benders

Order code Su�table P�pe

1/2" EMT

 3/4" EMT, 1/2" IMC/RSC

1" EMT, 3/4" IMC/RSC 

11/4" EMT, 1" IMC/RSC 

Boru Bukme 050

Boru Bukme 075

Boru Bukme 100

Boru Bukme 125

       S�ze ID

16

21

27

31

41

53

T
h

re
a
d

e
d

 E
n

d
s

       S�ze ID

16

21

27

31

41

53

       S�ze ID

Galvan�zed Steel Outlet Boxes

Order code, 

GKB 102 38

GKB 102 54

GKB 102

       S�ze mm

102x102x38

102x102x54

102x102

BOX.CBOX

Electr�cal Condu�ts

EMT Galvan�sed Steel Condu�ts

Galvan�z EMT boru - Оцинкованная стальная труба жесткая

BAK 050

BAK 075

BAK 100

BAK 125

BAK 150

BAK 200

21,34

26,67

33,4

42,16

48,26

PSB - CSB 14/18

PSB - CSB 21/26

PSB - CSB 29/32

PSB - CSB 35/40

PSB - CSB 42/45

1/2"

3/4"

1"

1 1/4"

1 1/2"

60,33 PSB - CSB 512"

Flex�ble Condu�t

m
MADE IN TURKEY



132

Underfloor Cable Trays H30

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL
Cable routing

APPLICATIONS

Pre - Galvan�zed

Döşeme Altı Kablo Kanalları - Лотки под заливку в бетон

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

DAK 308 12 PG 300080

DAK 312 12 PG 3000120
DAK 316 12 PG 3000160
DAK 320 12 PG 3000200

240DAK 324 12 PG 3000
300DAK 330 12 PG 3000

1.2mm

1

1
1
1
1
1

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

DAK ...DAK ...

Empty Junct�on Box
Döşeme altı boş buat

Underfloor Cable Trays 

2.56

3.72
4.47
5.54
6.33
7.46

3
0

a

L

30

m
MADE IN TURKEY

Accessor�es

DAK

Mount�ng Samples DBSA & DAA COMMON USAGE

DBSA

CABLE TRAY

DAA

Cable Tray

DAA

DBSA

DAB

DAS

DAS
DAB

Socket Case
8'Lİ Buat Pr�z Kasası

CODECODE

BUAT

BPK 8 80

He�ght
H

1 pc
kg

8+2

Socket Place

mm
mm

CODECODE

DBB

DBB 35 8

He�ght
H

1 pc
kg

350x350

S�ze

mm
mm

1,9

Stra�ght Connector (Underfloor)

Stop End (Underfloor)

Level Adjustment Elements 

Junct�on Box (18 Modules)
Dağıtım Buatı (18 Modül)

CODECODE

BUAT

BUAT 35 8 65-90

He�ght
H

1 pc
kg

8+2

Socket Place

mm
mm

3,0

BUAT 35 8 (MOUNTING EXAMPLE)

65

1,200

DBSA

DAA
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PVC Trunk�ng Cable Trays

PVC Trunk�ng
Plastik Kablo Kanalları - Пластиковые короба

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

Important:
The label s�ze area of Metaksan cable trunk�ng w�thout adhes�ve tape �s GRAY on the box.

m
MADE IN TURKEY

PT 1212 200012x12

CODE

�n box

SIZE PACKAGING
TYPE

Length

360

IN PACK
 QUANTITY

VOLUME OF 
PACK

0,063

WEIGHT OF 
PACK

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ HACMİ KOLİ 
AĞIRLIĞI

PT...

20,9

kgm3mmmm m

PAKET İÇİ

PT 1510 200015x10 �n box 320 0,067 19,7
PT 1616 200016x16 �n box 266 0,091 21,8
PT 2010 200020x10 �n box 264 0,067 22,5

PT 2516 200025x16 �n box 168 0,091 20,9
PT 2525 200025x25 �n box 130 0,100 20,0
PT 3020 200030x20 �n box 120 0,091 19,1
PT 4016 200040x16 �n box 112 0,091 21,3
PT 4025 200040x25 �n box 80 0,100 18,3
PT 4040 200040x40 �n box 72 0,091 20,9
PT 6040 200060x40 �n box 48 0,091 20,1
PT 6060 200060x60 �n box 40 0,100 20,3
PT 8040 200080x40 �n box 36 0,091 19,3
PT 8060 200080x60 �n box 32 0,100 20,1
PT 10040 2000100x40 �n box 28 0,091 21,1
PT 10060 2000100x60 �n box 24 0,100 20,8
PT 12060 2000120x60 �n box 20 0,100 21,9

a

b

PT... 

12

12

PT 2013 200020x13 �n box 240 0,080 20,5
PT 2020 200020x20 �n box 192 0,091 21,1

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

Important:
The label s�ze area of Metaksan cable trunk�ng w�thout adhes�ve tape �s GREY on the box.

APT 1212 S 200012x12

CODE

�n box

SIZE PACKAGING
TYPE

Length

360

IN PACK
 QUANTITY

VOLUME OF 
PACK

0,063

WEIGHT OF 
PACK

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ HACMİ KOLİ 
AĞIRLIĞI

APT S...

21,4

kgm3mmmm m

PAKET İÇİ

APT 1510 S 200015x10 �n box 320 0,067 20,3
APT 1616 S 200016x16 �n box 266 0,091 22,3
APT 2010 S 200020x10 �n box 240 0,067 23,0

APT 2516 S 200025x16 �n box 168 0,091 21,5
APT 2525 S 200025x25 �n box 130 0,100 20,5
APT 3020 S 200030x20 �n box 120 0,091 19,6
APT 4016 S 200040x16 �n box 112 0,091 21,9
APT 4025 S 200040x25 �n box 80 0,100 18,7
APT 4040 S 200040x40 �n box 72 0,091 21,3
APT 6040 S 200060x40 �n box 48 0,091 20,6
APT 6060 S 200060x60 �n box 40 0,100 20,7

Kutulu
In Box

PVC Kablo Kanalı
PVC Cable Trunking

Ürün adı
Description

Koli Ağırlığı
Box Weight

Adet
Quantity

Ölçü
Size

Ürün Kodu
Code Of Item

METAKSAN ELEKTRIK VE INSAAT 

www.metaksan.com
info@metaksan.com

25X16

168 mt

COMPLIANT

APT 25X16 S

25x16

Adhes�ve PVC Trunk�ng
Kendinden Yapışkanlı PVC Kablo Kanalı 
Пластиковые короба (с клейкой изолирующей лентой)

Product with yellow adhesive / Carton box

PT... S

a

b

20,1 kg

APT 2013 S 200020x13 �n box 240 0,080 21,0
APT 2020 S 200020x20 �n box 192 0,091 21,8
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PVC Trunk�ng Cable Trays

PVC Trunk�ng
Plastik Kablo Kanalları - Пластиковые короба

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

Important:
The label s�ze area of Metaksan cable trunk�ng w�thout adhes�ve tape �s GREY on the box.

m
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PT 1212 N 200012x12

CODE

�n nylon box

SIZE PACKAGING
TYPE

Length

200

IN PACK
 QUANTITY

VOLUME OF 
PACK

0,029

WEIGHT OF 
PACK

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ HACMİ KOLİ 
AĞIRLIĞI

PT N...

11,1

kgm3mmmm m

PAKET İÇİ

PT 1510 N 200015x10 �n nylon box 200 0,030 11,7
PT 1616 N 200016x16 �n nylon box 100 0,026 7,9
PT 2010 N 200020x10 �n nylon box 100 0,020 8,2

PT 2516 N 200025x16 �n nylon box 100 11,9
PT 2525 N 200025x25 �n nylon box 50 7,4
PT 3020 N 200030x20 �n nylon box 50 7,6
PT 4016 N 200040x16 �n nylon box 50 9,1
PT 4025 N 200040x25 �n nylon box 50 10,9
PT 4040 N 200040x40 �n nylon box 48 13,3
PT 6040 N 200060x40 �n nylon box 36 14,3
PT 6060 N 200060x60 �n nylon box 24 11,6
PT 8040 N 200080x40 �n nylon box 16 8,2
PT 8060 N 200080x60 �n nylon box 16 9,6
PT 10040 N 2000100x40 �n nylon box 16 11,5
PT 10060 N 2000100x60 �n nylon box 12 9,9
PT 12060 N 2000120x60 �n nylon box 8 8,4

PT... N

a

b

Nylon Bag Packaging

12

12

PT 2013 N 200020x13 �n nylon box 100 8,2
PT 2020 N 200020x20 �n nylon box 100 10,5

0,026
0,040
0,040
0,031
0,030
0,032
0,050
0,077
0,086
0,086
0,051
0,077
0,064
0,072

0,058

Adhes�ve PVC Trunk�ng
Kendinden Yapışkanlı PVC Kablo Kanalı 
Пластиковые короба (с клейкой изолирующей лентой)

APT 1212 NS 200012x12

CODE

SIZE PACKAGING
TYPE

Length

200

IN PACK
 QUANTITY

VOLUME OF 
PACK

0,029

WEIGHT OF 
PACK

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ HACMİ KOLİ 
AĞIRLIĞI

APT NS...

11,4

kgm3mmmm m

PAKET İÇİ

APT 1510 NS 200015x10 200 0,030 12,1
APT 1616 NS 200016x16 100 0,026 8,1
APT 2010 NS 200020x10 100 0,020 8,4

APT 2516 NS 200025x16 100 0,040 12,3
APT 2525 NS 200025x25 50 0,031 7,6
APT 3020 NS 200030x20 50 0,030 7,8
APT 4016 NS 200040x16 50 0,032 9,4
APT 4025 NS 200040x25 50 0,050 11,2
APT 4040 NS 200040x40 48 0,077 13,6
APT 6040 NS 200060x40 36 0,086 14,7
APT 6060 NS 200060x60 24 0,086 11,8

�n nylon box
�n nylon box
�n nylon box
�n nylon box

�n nylon box
�n nylon box
�n nylon box
�n nylon box
�n nylon box
�n nylon box
�n nylon box
�n nylon box

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

Important:
The label s�ze area of Metaksan cable trunk�ng w�thout adhes�ve tape �s GREY on the box.

Kutulu
In Box

PVC Kablo Kanalı
PVC Cable Trunking

Ürün adı
Description

Koli Ağırlığı
Box Weight

Adet
Quantity

Ölçü
Size

Ürün Kodu
Code Of Item

METAKSAN ELEKTRIK VE INSAAT 

www.metaksan.com
info@metaksan.com

25X16

COMPLIANT

APT 25X16 NS

25x16

Product with yellow adhesive / Nylon Package

a

b

APT... NS

100 mt

20,50

APT 2013 NS 200020x13 100 0,026 8,4�n nylon box

APT 2020 NS 200020x20 100 0,040 10,7�n nylon box
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Accessor�es
Aksesuarlar - Аксесуары

ICPT 10050 SE Part�t�on
External Corner
Internal Corner
L Shaped Corner

ICPT 10050 EC
ICPT 10050 IC
ICPT 10050 LC

0,075
0,0094
0,0100
0,0136

EN TR

ICPT 10050 TC
ICPT 10050 JO
ICPT 10050 EN

T Shaped Corner
Jo�nt
End�ng

Ara bölme
Dış köşe
İç Köşe
L D�rsek
T D�rsek
B�rleşt�rme Elemanı
Sonlandırma Kapağı

PAKET İÇİ ADET

150 m
8 pc
8 pc

10 pc
10 pc
100 pc
40 pc

0,0136
0,0100
0,0040

m/pc m3

CODECODE DESCRIPTION OF GOODS
IN PACK

 QUANTITY
VOLUME OF 

PACK

KOLİ HACMİ

19,6
0,9
0,6
1,0
1,0
1,6
0,7

kg

WEIGHT OF 
PACK

KOLİ AĞIRLIĞIKOLİ İÇİ ADETPAKET İÇİ ADET

100x50
100x50
100x50
100x50
100x50
100x50
100x50

mm

SIZE

EBAT

ICPT 10050

ICPT 10050.29

CODECODE

100x50
100x50

mm

SIZE

EBAT

2000
2900

mm

LENGTH

UZUNLUK (L)

�n box
�n nylon bag

PACKAGING

TYPE

24
11,6

m

IN PACK QUATITY
(PAKET İÇİ)

0,100
0,058

m3

VOLUME OF 
PACK

KOLİ HACMİ

21,6
12,6

kg

WEIGHT OF 
PACK

KOLİ AĞIRLIĞI

Modular S�stem Kablo Kanalları
Inside covered cable trunkings  - Кабель-канал пластиковый с крышкой

ICPT 10050 JO ICPT 10050 ENICPT 10050 TCICPT 10050 LCICPT 10050 IC ICPT 10050 IC

PSI 15 S�ngle Socket Base
Double Socket Base
Double H�gh Socket Base

PSI 16

PSI 17

0,040
0,040
0,032

EN

PSI...

TR

200
100
94

pc m3

CODECODE
DESCRIPTION OF GOODS

IN PACK
 QUANTITY

VOLUME OF 
PACK

KOLİ HACMİ

3,85
2,48
5,07

kg

WEIGHT OF 
PACK

KOLİ AĞIRLIĞIPAKET İÇİ

SNG BS
DBL BS

2x SNG BS

mm

FOR 
SOCKET

SIZE

Pr�z Tabanı (Tek)
Pr�z Tabanı (Ç�ft)

Pr�z Tabanı (Ç�ftl� Yüksek)

PS 11 S�ngle Frame
Double Frame
Tr�ple Frame
Quartet Frame

PS 12
PS 13
PS 14

0,006
0,006
0,006
0,006

EN

PS...

TR

Tekl� Çerçeve
İk�l� Çerçeve
Üçlü Çerçeve
Dörtlü Çerçeve

20
14
12
10

pc m3

CODECODE
DESCRIPTION OF GOODS

IN PACK
 QUANTITY

VOLUME OF 
PACK

KOLİ HACMİ

1,12
1,07
1,08
1,18

kg

WEIGHT OF 
PACK

KOLİ AĞIRLIĞIPAKET İÇİ

45x45
45x45
45x45
45x45

mm

FOR SOCKET
SIZE

Socket Sets (Br�t�sh Norm)
Priz Montaj Seti (İngiliz normu) - Рамка-суппорт (Английский Стандарт) Technical Properties

Raw Material

Impact Resistance

Ip Rating

Colour

Temperature Resistance

Additional Features

UV resistance

Easy install, paintable

Economic and adaptable

Resistant to acidics, oils and greases
Non-conductive
Non-flammable

PVC UL94, VO M1

2 Joule

IP40

White RAL 9010

-25 C/ +65 C

ICPT 10050 LC

ICPT 10050 EC

ICPT 10050 EN

ICPT 10050 TC

PS

ICPT 10050 IC

PSI

ICPT 10050 SE

ACCESSORIES (MOUNTING SAMPLES)

Socket Sets
Priz Montaj Seti - Рамка-суппорт

SEPERATOR (MOUNTING SAMPLES)

50

100

90°

90°

90°

ICPT ...
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Slotted Cable Trunk�ng
Pano Tipi PVC Kanal
Короб перфорированный

Technical Properties

Raw Material

Colour

Temperature Resistance

Additional Features

UV resistance

Easy install, paintable

Economic and adaptable

Resistant to acidics, oils and greases
Non-conductive
Non-flammable

PVC UL94, VO M1

RAL 9030 GREY

-25 C/ +60 C

DMT...

DPT...
ADPT...

Floor Type Cable Trunk�ngs
Balık Sırtı PVC Kanal - Напольный канал

DPT 5012 200050x12
60x15 2000
75x18 2000

200090x20

CODE

DPT 6015
DPT 7518
DPT 9020

�n box
�n box
�n box
�n box

SIZE PACKAGING
TYPE

Length

80
60
32
24

IN PACK
 QUANTITY

VOLUME OF 
PACK

0,055
0,055
0,055

WEIGHT OF 
PACK

0,055

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ HACMİ KOLİ 
AĞIRLIĞI

DPT...

23,20
21,60
17,60
16,60

ADPT 5012 200050x12
60x15 2000
75x18 2000

200090x20

ADPT 6015
ADPT 7518
ADPT 9020

�n box
�n box
�n box
�n box

0,055
0,055
0,055
0,055

Adhes�ve Type
23,20
21,60
17,60
16,60

DMT 2525 200025x25
25x40 2000
25x60 2000

200040x40
200040x60
200040x80
200060x40
200060x60

60x80 2000
80x60 2000

DMT 2540
DMT 2560
DMT 4040
DMT 4060
DMT 4080
DMT 6040
DMT 6060
DMT 6080

DMT 8060
80x80 2000DMT 8080

120x60 2000DMT 120x60

�n box
�n box
�n box
�n box
�n box
�n box
�n box
�n box
�n box
�n box
�n box

�n box

120
100
60
52
36
48
36
48
36
32
24

16

0,082
0,082
0,082
0,082

0,082

0,082
0,109
0,094

0,109
0,082

0,082

DMT...

24,72
26,74
22,80
19,38
17,87
28,05
18,66
29,56
25,50
23,55
20,52

100x60 2000DMT 10060 �n box 24 0,082 22,92
19,11

0,082

H

W

kgm3mmmm

CODE

SIZE PACKAGING
TYPE

Length IN PACK
 QUANTITY

VOLUME OF 
PACK

WEIGHT OF 
PACK

EBAT
PAKETLEME

TİPİ

UZUNLUK KOLİ İÇİ KOLİ HACMİ KOLİ 
AĞIRLIĞI

kgm3mmmm

m

m

KOLİ İÇİ

Technical Properties

Raw Material

Colour

Temperature Resistance

Additional Features

UV resistance

Easy install, paintable

Economic and adaptable

Resistant to acidics, oils and greases
Non-conductive
Non-flammable

PVC UL94, VO M1

RAL 7045 GREY

-25 C/ +60 C

80
60
32
24

50X12

60X15

75X18

90X20
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Bakır Şer�tler
Bare Copper Tape

Part No. Mater�al
Conductor 

D�ameter (mm²)

ET.C.TS.252 Cu 25x2 mm 50 m ~ 0,44

Standard
Co�l S�ze We�ght (m)

Bakır �letkenler EN 13601’e göre üret�lmekted�r.
Copper conductors are manufactured accord�ng to EN 13601
Cu: Bakır / Copper

Galvan�z Şer�tler
Hot D�p Galvan�sed Str�ps

Part No. Mater�al
Conductor 

D�ameter (mm²)

StZn 50 m 0,73

Standard
Co�l S�ze We�ght (m)

Galvan�z  �letkenler EN 62561-2’e göre üret�lmekted�r.
Galvan�zed conductors are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel Zn: Ç�nko / Z�nc

StZn 50 m 0,85

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

50 m

40 m

50 m

50 m

50 m

40 m

40 m

40 m

40 m

6 m

6 m

0,96

1,20

0,85

0,80

0,96

1,30

1,60

1,60

2,00

2,40

2,40

ET.FD.TS.303

ET.FD.TS.3035

ET.FD.TS.304

ET.FD.TS.305

ET.FD.TS.353

ET.FD.TS.254

ET.FD.TS.403

ET.FD.TS.404

ET.FD.TS.405

ET.FD.TS.504

ET.FD.TS.505

ET.FD.TS.506

ET.FD.TS.605

30x3 mm

30x3.5 mm

30x4 mm

30x5 mm

35x3 mm

25x4 mm

40x3 mm

40x4 mm

40x5 mm

50x4 mm

50x5 mm

50x6 mm

60x5 mm

Bakır �letkenler EN 13601’e göre üret�lmekted�r. / Copper conductors are manufactured accord�ng to EN 13601
Cu: Bakır / Copper

0,40

0,53

0,67

0,80

1,07

0,89

1,11

1,33

1,78

2,22

2,67

3,56

4,45

5,56

1,78

2,67

3,56

4,45

5,34

7,12

8,90

10,68

13,35

14,24

Part No. We�ght (m)

ET.C.B.153

ET.C.B.203

ET.C.B.253

ET.C.B.303

ET.C.B.403

ET.C.B.205

ET.C.B.255

ET.C.B.305

ET.C.B.405

ET.C.B.505

ET.C.B.605

ET.C.B.805

ET.C.B.1005

ET.C.B.1255

ET.C.B.2010

ET.C.B.3010

ET.C.B.4010

ET.C.B.5010

ET.C.B.6010

ET.C.B.8010

ET.C.B.10010

ET.C.B.12010

ET.C.B.15010

ET.C.B.16010

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

15x3 mm

20x3 mm

25x3 mm

30x3 mm

40x3 mm

20x5 mm

25x5 mm

30x5 mm

40x5 mm

50x5 mm

60x5 mm

80x5 mm

100x5 mm

125x5 mm

20x10 mm

30x10 mm

40x10 mm

50x10 mm

60x10 mm

80x10 mm

100x10 mm

120x10 mm

150x10 mm

160x10 mm

3 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

5 m

Length
Conductor
D�ameter

Mater�al

Bakır Lamalar
Hard Drawn Copper

ET.C.TS.253 Cu 25x3 mm 50 m ~ 0,67

ET.C.TS.302 Cu 30x2 mm 50 m ~ 0,53

ET.C.TS.203 Cu 20x3 mm 50 m ~ 0,53
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Cross-Sect�onal 
Area (mm²) D�ameter (Ø)

PVC Kaplı Bakır Örgülü Kablo
Pvc Covered Stranded Copper Cable

Galvan�z Elektrodlar
Hot D�p Galvan�zed Earth Rod

 

D�ameter

D

Örgülü Bakır İletkenler
Bare Stranded Copper Cable

Galvan�z Mono İletkenler
Hot D�p Galvan�sed Mono W�re

Galvan�z  �letkenler EN 62561-2’e göre üret�lmekted�r.
Galvan�zed conductors are manufactured accord�ng to EN 62561-2.
St: Çel�k /  Steel
Zn:Ç�nko / Z�nc

We�ght (m)Colour Range
Nom�nal

S&Y/Green&Yellow 0.11

S&Y/Green&Yellow 0.17

S&Y/Green&Yellow

S&Y/Green&Yellow 0.35

S&Y/Green&Yellow 0.50

S&Y/Green&Yellow 0.68

S&Y/Green&Yellow 0.93

S&Y/Green&Yellow 1.17

S&Y/Green&Yellow 1.45

S&Y/Green&Yellow 1.85

S&Y/Green&Yellow 2.35

0.26

6.10 mm

6.80 mm

8.80 mm

9.80 mm

11.50 mm

13.20 mm

15.00 mm

17.00 mm

19.00 mm

21.00 mm

24.50 mm

10

16

25

35

50

70

95

120

150

185

240

ET.İCSY.SW.10

ET.İCSY.SW.16

ET.İCSY.SW.25

ET.İCSY.SW.35

ET.İCSY.SW.50

ET.İCSY.SW.70

ET.İCSY.SW.95

ET.İCSY.SW.120

ET.İCSY.SW.150

ET.İCSY.SW.185

ET.İCSY.SW.240

Part No. Mater�al

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

0,086

0,142

0,221

0,310

0,443

0,605

0,84

1,07

1,34

1,65

2,18

2,71

We�ght (m)

4.20 mm

5.10 mm

6.42 mm

7.56 mm

8.90 mm

10.70 mm

12.60 mm

14.20 mm

15.75 mm

17.64 mm

20.25 mm

22,5 mm

Nom�nal 
D�ameter (Ø)

7x1.35

7x1.70

7x2.14

7x2.52

7x3.00

19x2.14

19x2.52

19x2.80

37x2.25

37x2.52

61x2.25

61x2.45

Strand�ng 
No. (Ø)

10

16

25

35

50

70

95

120

150

185

240

300

Conductor 
D�ameter (mm²)

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Mater�al

ET.C.SW.10

ET.C.SW.16

ET.C.SW.25

ET.C.SW.35

ET.C.SW.50

ET.C.SW.70

ET.C.SW.95

ET.C.SW.120

ET.C.SW.150

ET.C.SW.185

ET.C.SW.240

ET.C.SW.300

Part No.

0,42

0,64

We�ght (m)

120 m ~

Standard
Co�l S�ze

80 m ~

Conductor 
D�ameter (mm²)

8.0

10.0

Mater�al

StZn

StZn

Part No.

ET.FD.MW.8

ET.FD.MW.10

We�ght (each)

1,60

2,40

3,20

2,00

3,00

4,00

2,50

3,75

5,00

D�ameter
D

16 mm

16 mm

16 mm

18 mm

18 mm

18 mm

20 mm

20 mm

20 mm

Part No.

ET.C.FD.TES.16100

ET.C.FD.TES.16150

ET.C.FD.TES.16200

ET.C.FD.TES.18100

ET.C.FD.TES.18150

ET.C.FD.TES.18200

ET.C.FD.TES.20100

ET.C.FD.TES.20150

ET.C.FD.TES.20200

Mater�al

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

Length

1000 mm

1500 mm

2000 mm

1000 mm

1500 mm

2000 mm

1000 mm

1500 mm

2000 mm
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Bakır Elektrodlar EN 62561-2’e göre üret�lmekted�r. / Copper electrodes are manufactured accord�ng to EN 62561-2
Cu: Bakır / Copper    Sn: Kalay / 

Bakır Elektrodlar
Sol�d Copper Earth Rod

D�ameter

D

Sp�ke Dowel Stud

L L

MADE IN TURKEY

m
Earth�ng Systems

Elektrod Bağlantı Aksesuarları
Electrode Connect�on Accessor�es

Colour Range

Bakır Elektrodlar EN 62561-2’e göre üret�lmekted�r / Copper electrodes are manufactured accord�ng to EN 62561-2
Cu: Bakır /  Copper

Colour Range

Bakır Elektrodlar
Sol�d Copper Earth Rod

Part No.

ET.C.TES.14100

ET.C.TES.14150

ET.C.TES.16100

ET.C.TES.16150

ET.C.TES.16175

ET.C.TES.16200

ET.C.TES.16300

ET.C.TES.18100

ET.C.TES.18150

ET.C.TES.18175

ET.C.TES.18200

ET.C.TES.18300

ET.C.TES.20100

ET.C.TES.20150

ET.C.TES.20175

ET.C.TES.20200

ET.C.TES.20300

T�n

Mater�al

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

D�ameter

14 mm

14 mm

16 mm

16 mm

16 mm

16 mm

16 mm

18 mm

18 mm

18 mm

18 mm

18 mm

20 mm

20 mm

20 mm

20 mm

20 mm

Length

1000 mm

1500 mm

1000 mm

1500 mm

1750 mm

2000 mm

3000 mm

1000 mm

1500 mm

1750 mm

2000 mm

3000 mm

1000 mm

1500 mm

1750 mm

2000 mm

3000 mm

We�ght (each)

1,35

2,04

1,77

2,67

3,11

3,56

5,35

2,23

3,37

3,93

4,50

6,80

2,76

4,15

4,85

5,55

8,35

Part No. Mater�al We�ght (m)

Cu 1000 mm 1.35

1500 mm 2.04

1000 mm 1.77

1500 mm 2.67

1750 mm 3.11

2000 mm 3.56

3000 mm 5.35

1000 mm 2.23

1500 mm 3.37

1750 mm 3.93

2000 mm 4.50

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

D�ameter Threaded
S�ze

ET.C.TE.14100

ET.C.TE.14150

ET.C.TE.16100

ET.C.TE.16150

ET.C.TE.16175

ET.C.TE.16200

ET.C.TE.16300

ET.C.TE.18100

ET.C.TE.18150

ET.C.TE.18175

ET.C.TE.18200

14 mm

14 mm

16 mm

16 mm

16 mm

16 mm

16 mm

18 mm

18 mm

18 mm

18 mm

M.8

M.8

M.10

M.10

M.10

M.10

M.10

M.12

M.12

M.12

M.12

Length

3000 mm 6.80

1000 mm 2.76

1500 mm 4.15

1750 mm 4.85

Cu

Cu

Cu

Cu

ET.C.TE.18300

ET.C.TE.20100

ET.C.TE.20150

ET.C.TE.20175

M.12

M.12

M.12

M.12

2000 mm 5.55

3000 mm 8.35

Cu

Cu

ET.C.TE.20200

ET.C.TE.20300

M.12

M.12

18 mm

20 mm

20 mm

20 mm

20 mm

20 mm

ET.FE.ECV.10

ET.FE.ECV.12

ET.SS.ECV.10

ET.SS.ECV.12

ET.FE.ESV.10

ET.FE.ESV.12

ET.SS.ESV.10

ET.SS.ESV.12

ET.FE.EAV.10

ET.FE.EAV.12

ET.SS.EAV.10

ET.SS.EAV.12

Part No.

St

St

Va

Va

St

St

Va

Va

St

St

Va

Va

Mater�al

Çakma Takozu / Dr�v�ng Stud

Çakma Takozu / Dr�v�ng Stud

Çakma Takozu / Dr�v�ng Stud

Çakma Takozu / Dr�v�ng Stud

S�vr� Uç / Sp�ke

S�vr� Uç / Sp�ke

S�vr� Uç / Sp�ke

S�vr� Uç / Sp�ke

Ara Bağlantı / Coupl�ng Dowel

Ara Bağlantı / Coupl�ng Dowel

Ara Bağlantı / Coupl�ng Dowel

Ara Bağlantı / Coupl�ng Dowel

Prdoduct D�scr�pt�on

17 mm

19 mm

17 mm

19 mm

17 mm

19 mm

17 mm

19 mm

Spanner

M.10

M.12

M.10

M.12

M.10

M.12

M.10

M.12

Threaded
S�ze

M.10

M.12

M.10

M.12

We�ght (m)

0.02

0.02

0.02

0.02

0.02

0.02

0.02

0.02

0.01

0.02

0.01

0.02
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Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�sed Square Clamp

b
a

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.
Square bolts for easy �nstallat�on

a
b

 70,00 
 70,00 

Galvan�z Elektrodlar
Hot D�p Galvan�sed Earth Rod

Galvan�z Elektrodlar  EN 62561-2’e göre üret�lmekted�r.
Galvan�zed electrodes are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel     Zn:Ç�nko / Z�nc

L

Ø 11,5 

80,00

25,0

20,00

Sect�on A

Ø 13,0

25,00

45,0

25,00

50,0

3,00

50

50

93,00

4,00

55
,5

Weld�ngSect�on A

Part No.

ET.FD.TEX.503100

ET.FD.TEX.503150

ET.FD.TEX.503200

ET.FD.TEX.503250

ET.FD.TEX.503300

Mater�al

StZn

StZn

StZn

StZn

StZn

D�mens�ons

50x50

50x50

50x50

50x50

50x50

D�mens�ons

50x50

50x50

50x50

50x50

50x50

Length

1000 mm

1500 mm

2000 mm

2500 mm

3000 mm

Length

1000 mm

1500 mm

2000 mm

2500 mm

3000 mm

We�ght (each)

2,34

3,46

4,58

5,70

6,82

0,19

0,24

We�ght (each)

30x3 mm

Screw
D�ameter

M6x20

Part No.

ET.FD.TKE.303.620E

Mater�al

StZn

Conductor
D�ameter (a)

30x3 mm

40x4 mmM6X20ET.FD.TKE.404.620E StZn 40x4 mm

Conductor
D�ameter (b)
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Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�sed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.

  

Square bolts for easy �nstallat�on

b
a

a

 70,00 
 70,00 

b

m
Earth�ng Systems

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�sed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  

Square bolts for easy �nstallat�on

ba

 70,00 
 70,00 

a b

ET.FD.TKE. 404120 .620E

Part No.

ET.FD.TKE. 30325.620E

ET.FD.TKE. 30335.620E

ET.FD.TKE. 30350.620E

ET.FD.TKE. 30370.620E

ET.FD.TKE. 30395 .620E

ET.FD.TKE. 40425 .620E

ET.FD.TKE. 40435 .620E

ET.FD.TKE. 40450 .620E

ET.FD.TKE. 40470 .620E

ET.FD.TKE. 40495 .620E

Mater�al

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Stzn

Scew D�ameter

M6x20

M6X20

M6x20

M6X20

M6x20

M6X20

M6x20

M6X20

M6x20

M6X20

M6x20

Conductor
D�ameter (a)

30x3

30x3

30x3

30x3

30x3

30x3

40x4

40x4

40x4

40x4

40x4

Conductor
D�ameter (b)

25 mm²

35 mm²

50 mm²

70 mm²

95 mm²

25 mm²

35 mm²

50 mm²

70 mm²

95 mm²

120 mm²

0,19

0,19

We�ght (each)

0,19

0,20

0,20

0,24

0,24

0,24

0,24

0,24

0,25

Part No.

ET.FD.TKE.30308.620E

ET.FD.TKE.30310.620E

ET.FD.TKE.30312.620E

ET.FD.TKE.30316.620E

ET.FD.TKE.30318.620E

ET.FD.TKE.30320.620E

ET.FD.TKE.30322.620E

ET.FD.TKE.30326.620E

ET.FD.TKE.30332.620E

Mater�al

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

Screw
D�ameter

M6x20

M6X20

M6x20

M6X20

M6x20

M6X20

M6x20

M6X20

M6X20

Conductor
D�ameter (a)

30x3 mm

30x3 mm

30x3 mm

30x3 mm

30x3 mm

30x3 mm

30x3 mm

30x3 mm

30x3 mm

8.0 mm

10.0 mm

Rebar
D�ameter (b)

12.0 mm

16.0 mm

18.0 mm

20.0 mm

22.0 mm

26.0 mm

32.0 mm

0,19

0,19

We�ght

0,19

0,20

0,20

0,20

0,20

0,21

0,28
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Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�sed Square Clamp

b
a

a

 70,00 
 70,00 

b

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�sed Square Clamp

Part No.
Rebar

D�ameter (b)

b
a

ET.FD.TKE.08.620E

ET.FD.TKE.0810.620E

ET.FD.TKE.0816.620E

ET.FD.TKE.0818.620E

ET.FD.TKE.0820.620E

ET.FD.TKE.0822.620E

ET.FD.TKE.0826.620E

ET.FD.TKE.0832.620E

ET.FD.TKE.10.620E

ET.FD.TKE.1016.620E

ET.FD.TKE.1018.620E

ET.FD.TKE.1020.620E

ET.FD.TKE.1022.620E

ET.FD.TKE.1026.620E

ET.FD.TKE.12.620E

ET.FD.TKE.1216.620E

ET.FD.TKE.1218.620E

ET.FD.TKE.1220.620E

ET.FD.TKE.1222.620E

ET.FD.TKE.1226.620E

ET.FD.TKE.16.620E

ET.FD.TKE.1618.620E

ET.FD.TKE.1620.620E

ET.FD.TKE.1622.620E

ET.FD.TKE.1626.620E

ET.FD.TKE.20.620E

ET.FD.TKE.2022.620E

ET.FD.TKE.2026.620E

Mater�al

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

StZn

Screw
D�ameter

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

M.6x20

Conductor
D�ameter (a)

8.0 mm

8.0 mm

8.0 mm

8.0 mm

8.0 mm

8.0 mm

8.0 mm

8.0 mm

10.0 mm

10.0 mm

10.0 mm

10.0 mm

10.0 mm

10.0 mm

12.0 mm

12.0 mm

12.0 mm

12.0 mm

12.0 mm

12.0 mm

16.0 mm

16.0 mm

16.0 mm

16.0 mm

16.0 mm

20.0 mm

20.0 mm

20.0 mm

8.0 mm

10.0 mm

16.0 mm

18.0 mm

20.0 mm

22.0 mm

26.0 mm

32.0 mm

10.0 mm

16.0 mm

18.0 mm

20.0 mm

22.0 mm

26.0 mm

12.0 mm

16.0 mm

18.0 mm

20.0 mm

22.0 mm

26.0 mm

16.0 mm

18.0 mm

20.0 mm

22.0 mm

26.0 mm

20.0 mm

22.0 mm

26.0 mm

We�ght

0,19

0,19

0,20

0,20

0,20

0,20

0,21

0,23

0,19

0,20

0,20

0,20

0,20

0,21

0,19

0,20

0,20

0,21

0,21

0,21

0,21

0,21

0,22

0,22

0,22

0,22

0,22

0,23

8.0 mm

Screw
D�ameter

M6x20

Part No.

ET.FD.TKE.40408.620E

Mater�al

StZn

Conductor
D�ameter (a)

40x4 mm

10.0 mmM6X20ET.FD.TKE.40410.620E StZn

Rebar
D�ameter (b)

0,24

0,24

We�ght (each)

12.0 mmM6x20ET.FD.TKE.40412.620E StZn

16.0 mmM6X20ET.FD.TKE.40416.620E StZn

0,24

0,25

18.0 mmM6x20ET.FD.TKE.40418.620E StZn

20.0 mmM6X20ET.FD.TKE.40420.620E StZn

0,25

0,26

22.0 mmM6x20ET.FD.TKE.40422.620E StZn

26.0 mmM6X20ET.FD.TKE.40426.620E StZn

0,26

0,27

32.0 mmM6X20ET.FD.TKE.40432.620E StZn 0,29

40x4 mm

40x4 mm

40x4 mm

40x4 mm

40x4 mm

40x4 mm

40x4 mm

40x4 mm
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StZn: Galvan�zl� Çel�k /  Hot D�p Galvan�zed Steel
 

Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es.

İletken bağlantı Klemensler�
Rebar to Conductor Connect�ng Cl�p

MADE IN TURKEY

m
Earth�ng Systems

Al: Alümnyum / Alum�n�um
Cu: Bakır / Copper
StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 17 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

ET.FD.TKPZ.5070.1025E

İletken Bağlantı Klemensler�
Conductor Clamp

  
0,06

0,13

0,12

0,06

0,13

0,12

0,12

Screw
D�ameter

Part No. Mater�al
Conductor

D�ameter (a) We�ght

ET.A.TKP.5070.1025E

ET.C.TKP.5070.1025E

ET.FD.TKP.5070.1025E

ET.A.TKP.5070.1025SS

ET.C.TKP.5070.1025SS

ET.FD.TKP.5070.1025SS

ET.FD.TKPZ.5070.1025E

Al

Cu

StZn

Al

Cu

StZn

StZn

M.10x25

M.10x25

M.10x25

M.10x25

M.10x25

M.10x25

M.10x25

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

Conductor
D�ameter (b)

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

70 mm²

Screw
D�ameter

Part No. Mater�al

StZn

Conductor
D�ameter (a)

StZn

Rebar
D�ameter (b) We�ght

StZn

StZn

StZn

StZn

ET.FD.TKOP.30322.820E

ET.FD.TKOP.30326.820E

ET.FD.TKOP.30332.820E

ET.FD.TKOP.1022.840E

ET.FD.TKOP.1026.840E

ET.FD.TKOP.1032.840E

M.8x20

M.8x20

M.8x20

M.8x40

M.8x40

M.8x40

30x3 mm

30x3 mm

30x3 mm

10.0 mm

10.0 mm

10.0 mm

8.0-22.0 mm

20.0-26.0 mm

26.0-32.0 mm

8.0-22.0 mm

20.0-26.0 mm

26.0-32.0 mm

0,08

0,10

0,12

0,15

0,17

0,19
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Cu: Bakır / Copper  

İletken bağlantı Klemensler�
DC Conductor Cl�p

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Montaj Del�ğ� / Hole D�ameter : 6,5 x 15 mm  

Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve "SS" (Paslanmaz) c�vata özell�ğ�n� bel�rler.  
 "E" (Electrogalvan�zed) and "SS" (Sta�nless) sufEXES denote bolt propert�es. 

Cu: Bakır /  Copper
Bağlantı del�kler� standart 8.5 mm'd�r. Özel s�par�ş durumunda; boyutları ve bağlantı özell�kler� değ�şt�r�leb�l�r.
Standard s�ze for fix�ng holes �s 8.5 mm. Custom s�zes and propert�es are also poss�ble.

Eş Potans�yel Bara
Equal Potant�al Bar

MADE IN TURKEY

m
Earth�ng Systems

Screw
D�ameter

Part No. Mater�al

StZn

Conductor
D�ameter (a)

StZn

We�ght (each)

StZn

StZn

StZn

Cu

ET.FD.TKU.303.510E

ET.FD.TKU.404.510E

ET.FD.TKU.8.510E

ET.FD.TKU.10.510E

ET.FD.TKU.12.510E

ET.C.TKU.303.510E

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

30x3 mm

40x3 mm

8,0 mm

10.0 mm

12.0 mm

30x3 mm

0,08

ET.C.TKU.404.510E 

ET.C.TKU.8.510E

ET.C.TKU.10.510E

ET.C.TKU.12.510E

ET.C.TKU.14.510E

ET.C.TKU.16.510E

ET.C.TKU.18.510E

ET.C.TKU.20.510E

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

M.5x10

40x4 mm

8,0 mm

10.0 mm

12.0 mm

14.0 mm

16.0 mm

18.0 mm

20.0 mm

0,08

0,08

0,08

0,08

0,09

0,09

0,09

0,09

0,09

0,09

0,09

0,10

0,10

Part No.

ET.FEC.EPSİ.30320

ET.FEC.EPSİ.30520

ET.FEC.EPSİ.30525

ET.FEC.EPSİ.30530

ET.FEC.EPSİ.30540

ET.FEC.EPSİ.30550

ET.FEC.EPSİ.40520

ET.FEC.EPSİ.40525

ET.FEC.EPSİ.40530

ET.FEC.EPSİ.40540

ET.FEC.EPSİ.40550

ET.FEC.EPSİ.50530

ET.FEC.EPSİ.50540

ET.FEC.EPSİ.50550

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Mater�al

Cu

Cu

Cu

Bar
D�mens�on

30x3 mm

30x5 mm

30x5 mm

30x5 mm

30x5 mm

30x5 mm

40x5 mm

40x5 mm

40x5 mm

40x5 mm

40x5 mm

50x5 mm

50x5 mm

50x5 mm

Length

200 mm

200 mm

250 mm

300 mm

400 mm

500 mm

200 mm

250 mm

300 mm

400 mm

500 mm

300 mm

400 mm

500 mm

4

4

5

7

10

13

4

5

7

10

13

7

10

13

L�nk We�ght

0,55

0,68

0,80

0,89

1,10

1,40

0,75

0,90

1,00

1,30

1,60

1,15

1,45

1,85
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Cu+Sn: Tek Yön Kalay Kaplı Bakır / T�n Plated Copper (one way) 
P�r�nç Tesp�t Klemensler�n�n, Galvan�z Kaplı ve Alüm�nyum Yüzeylere Montajında Kullanılmalıdır. 
To be used to mount brass fix�ng clamps on galvan�zed and alum�num surfaces

Klemens Tesp�t Pulu
F�x�ng Washers

İletken Tesp�t Klemenesler�
F�x�ng Clamp

İletken Tesp�t Klemenesler�
F�x�ng Clamp

CuPbZn: P�r�nç / Brass

Conductor
D�ameter We�ght

1x10 mm²-1x35 mm²

1x10 mm²-1x35 mm²

1x35 mm²-1x70 mm²

1x35 mm²-1x70 mm²

1x70 mm²-1x150 mm²

1x70 mm²-1x150 mm²

1x150 mm²-1x185 mm²

1x150 mm²-1x185 mm²

1x240 mm²

1x240 mm²

0,03

0,03

0,05

0,05

0,10

0,10

0,15

0,15

0,16

0,16

ET.P.TKS.150185.6

ET.P.TKS.150185.8

ET.P.TKS.1035.6

ET.P.TKS.1035.8

ET.P.TKS.3570.6

ET.P.TKS.3570.8

ET.P.TKS.70150.6

ET.P.TKS.70150.8

ET.P.TKS.240.6

ET.P.TKS.240.8

Part No. Mater�al

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

CuPbZn

Hole
D�ameter

M.6

M.8

M.6

M.8

M.6

M.8

M.6

M.8

M.6

M.8

ET.P.TAVE.6x22

ET.P.TAVE.8x22

Screw
D�ameter

Part No. Mater�al We�ght

CuPbZn

CuPbZn

M.6x22

M.8x22

0,01

0,01

Hole
D�ameter

Part No. Mater�al
Conductor
D�ameter We�ght (each)

0,01

0,01

0,01

0,01

0,02

ET.CS.TNP.23.6

ET.CS.TNP.23.8

ET.CS.TNP.32.6

ET.CS.TNP.32.8

Cu+Sn

Cu+Sn

Cu+Sn

Cu+Sn

M.6

M.8

M.6

M.8

M.12Cu+SnET.CS.TNP.4230.12

Max. 35 mm²-70 mm²

Max. 35 mm²-70 mm²

Max. 70 mm²-240 mm²

Max. 70 mm²-240 mm²

C Profile
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b
a

b

a

İletken Tesp�t Klemensler� (C T�p�)
"C" Shape Connector

Cu: Bakır / Copper

İletken Tesp�t Klemensler� (H T�p�)
"H" Shape Connector

Cu: Bakır / Copper

İletken bağlantı Klemensler�
DC Conductor Cl�p

CuPbZn: P�r�nç / Brass  
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es. 

0,01

0,02

0,02

0,04

0,04

0,06

0,11

0,12

0,13

0,14

0,17

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Cu

Part No. Mater�al We�ght
Conductor

D�ameter (a)
Conductor

D�ameter (b)

10 mm²

16 mm²

25 mm²

35 mm²

50 mm²

70 mm²

95 mm²

120 mm²

150 mm²

185 mm²

240 mm²

10 mm²

16 mm²

25 mm²

35 mm²

50 mm²

70 mm²

95 mm²

120 mm²

150 mm²

185 mm²

240 mm²

ET.C.TKC.10

ET.C.TKC.16

ET.C.TKC.25

ET.C.TKC.35

ET.C.TKC.50

ET.C.TKC.70

ET.C.TKC.95

ET.C.TKC.120

ET.C.TKC.150

ET.C.TKC.185

ET.C.TKC.240

ET.C.TKH.10 Cu

ET.C.TKH.16 Cu

ET.C.TKH.2535 Cu

ET.C.TKH.35 Cu

ET.C.TKH.3550 Cu

ET.C.TKH.50 Cu

ET.C.TKH.5070 Cu

ET.C.TKH.70 Cu

ET.C.TKH.7095 Cu

ET.C.TKH.95 Cu

ET.C.TKH.95120 Cu

ET.C.TKH.120 Cu

ET.C.TKH.120150 Cu

ET.C.TKH.150 Cu

ET.C.TKH.150185 Cu

ET.C.TKH.185 Cu

ET.C.TKH.185240 Cu

ET.C.TKH.240 Cu

Part No. Mater�al We�ght
Conductor

D�ameter (a)

10 mm²

16 mm²

25 mm²

35 mm²

35 mm²

50 mm²

50 mm²

70 mm²

70 mm²

95 mm²

95 mm²

120 mm²

120 mm²

150 mm²

150 mm²

185 mm²

185 mm²

240 mm²

Conductor
D�ameter (b)

10 mm²

16 mm²

35 mm²

35 mm²

50 mm²

50 mm²

70 mm²

70 mm²

95 mm²

95 mm²

120 mm²

120 mm²

150 mm²

150 mm²

185 mm²

185 mm²

240 mm²

240 mm²

0,02

0,03

0,04

0,04

0,04

0,03

0,05

0,04

0,09

0,10

0,09

0,09

0,10

0,10

0,12

0,13

0,13

0,17

ET.P.EKG.161650.825SS 16.0 mm 1x16 mm²-1x50 mm² 0,07

ET.P.EKG.181670.825SS 18.0 mm 1x16 mm²-1x70 mm² 0,07

ET.P.EKG.201695.825SS 20.0 mm 1x16 mm²-1x95 mm² 0,08

Screw
D�ameter

Part No. Mater�al
Rod

D�ameter
Conductor
D�ameter We�ght

CuPbZn

CuPbZn

CuPbZn

M.8x25

M.8x25

M.8x25
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www.metaksan.com

Ortaköy Sanay� S�tes� İlter Bulvar� 16/1 
Sel�mpaşa-S�l�vr� / Istanbul – Türk�ye

Phone  : + 90 212 549 06 85
Fax      : + 90 212 549 06 87
E-ma�l  : �nfo@metaksan.com

Head Office & Factory / Warehouse 1 
Cable Tray Product�on

m
MADE IN TURKEY

CNC M�ll�ng

Rollform Bend�ng Robot ARC Weld�ng

W�re Euros�onSpot Weld�ng

Press Punch�ng

Pvc Trunk�ng Product�on L�nes

CNC Punch�ng

Ortaköy Organ�ze San. Böl. T�ft�k Sokak

No: 11/2 Sel�mpaşa / S�l�vr� ISTANBUL

Factory / Warehouse 2
P�pe Clamp Product�on

Factory / Warehouse 3
PVC Cable Trunk�ng Product�on

M.E Resulzadeh STQ B�neged� Soses� 294-B

BINEGEDI - BAKI / AZERBAIJAN

Warehouse 4
Azerba�jan - Baku contact office

Ortaköy Organ�ze San. Böl. Ilter Bulv. 

No: 18-A  Sel�mpaşa / S�l�vr� İstanbul
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