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Omega Support Systems

Omega "C" Bracket Omega "L" Bracket Omega Profile Omega "L" Bracket (hanging support)
DKC... DKL... CP... DKL...

W

Omega "C" Bracket (Universal ) Omega "L" Bracket ( Universal ) Omega Profile ( Universal ) Omega Spacer
WBC... WBL... WP... OMP...
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Omega "C" Bracket

Omega "C" tipi Tavan Konsolu - [lomonoy4Hasi koHcosnb (Omeea)

Pre-Galvanized

Hot-Dip Galvanized
C

MADE IN TURKEY

B & &
DKC 10 PG 145 1.3 0.6 0 DKC 10 HDG 145 1.3 0.61 o]
DKC 20 PG 245 0.8 0.76 0 DKC 20 HDG 245 0.8 0.76 0
DKC 30 PG 345 | 05 |09 0 DKC 30 HDG 345 | 0.5 |0.91] 10
Omega "C" Bracket (Universal )
Omega "C" tipi Tavan Konsolu - [Tomonoy4Has koHconb (Omeza)
Pre-Galvanized Hot-Dip Galvanized
Length Length
copE F.max @ % copE L | Fmax @ %
mm KN im mm KN m
WBC 10 PG 145 1.3 0.61 0 WBC 10 HDG 145 1.3 0.61 0
WBC 20 PG 245 0.8 0.76 0 WBC 20 HDG 245 0.8 0.76 0
WBC 30 PG 345 | 05 |0.91] 10 WBC 30 HDG 345 | 05 [0.91] 10

Omega Spacer

Omega mesafe pargasi - Pacnopka KoHconu

Pre-Galvanized

Hot-Dip Galvanized

CODE @ % CODE @ %
OMP PG 0.02] 100 OMP HDG 0.02] 100
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Deflection fin [mm] atF .. L/20
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Safe Working Load F in kN
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APPLICATIONS
Cable routing / Standard : IEC 61537

Available finishes:

Steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
PG- Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Support Systems

Omega "L" Bracket

Omega "L" Konsol - HacmeHHas u onopHasi KoHconb (ome2a)

Pre-Galvanized

Cable Tray

Hot-Dip Galvanized

MADE IN TURKEY

Length
CODE L | F.max
mm KN
DKL 10 PG 145 | 1.5 _[0.38] 10 DKL 10 HDG 145 | 1.5 [0.38] 10
DKL 15 PG 195 | 1.0 |0.46] 10 DKL 15 HDG 195 | 1.0 |0.46] 10
DKL 20 PG 245 | 0.8 |0.53| 10 DKL 20 HDG 245 | 0.8 |0.53] 10
DKL 30 PG 345 | 05 |0.69] 10 DKL 30 HDG 345 | 05 |0.69] 10
Omega "L" Bracket ( Universal )
Omega "L" Konsol - HacmeHHasi u onopHasi KoHconb (omeza)
Wire Mesh Cable Tray Cable Tray
Quick Fix
Pre-Galvanized Hot-Dip Galvanized
Length =
CODE L | F.max l‘lﬁ CODE F.max rﬂ?
mm KN 1m mm KN m
WBL 10 PG 145 | 1.5 [0.38] 10 WBL 10 HDG 145 | 15 [0.38] 10
WBL 15 PG 195 | 1.0 |0.46] 10 WBL 15 HDG 195 | 1.0 |046] 10
WBL 20 PG 245 | 0.8 |053| 10 WBL 20 HDG 245 | 0.8 |053] 10
WBL 30 PG 345 | 05 |o0.69] 10 WBL 30 HDG 345 | 05 |o0.69] 10
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F. KN Load
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Deflection fin [mm] atF .. L/20
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Safe Working Load F 5 in kN

APPLICATIONS
Cable routing / Standard : IEC 61537

Available finishes:

Steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
PG- Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:
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Omega "L" Bracket (hanging support)

Omega Tavan Tespit - [lomonoyHasi cmolika (ome2a)

Pre-Galvanized

Hot-Dip Galvanized

CODE
DKL 400 PG 445 | 1.0 _|0.84] 10 DKL 400 HDG 445 | 1.0 _[0.84] 10
DKL 500 PG 545 | 0.8 |099] 10 DKL 500 HDG 545 | 0.8 [0.99] 10
DKL 600 PG 645 | 0.6 |1.14] 10 DKL 600 HDG 645 | 06 |1.14] 10
I 1 1 1F.KN Load l 1 1 [T 1 1 F.KN Load
————| : y
I 1 1 1F.KN Load l 1 1 I 1 1 1F.KN Load

Anchor=24KN Bracket Width

L 145 | 245 345
445 1.5 1.0 0.6
545 .5 1.0 0.5
645 2 0.7 0.4

/ DKL 400 - 600

DKL 100 - 150
WBL 100 - 150

DETAIL A

M8 - M10 Bolt and Nut

Anchor= 24N Bracket Width

L 145 | 245 345
445 1.5 1.5 1.2
545 .5 4 A
645 5 2 .0
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L=440

Bracket deflection f in (mm) L/20
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F.KN Load (L =345mm )

APPLICATIONS
Cable routing / Standard : IEC 61537

Available finishes:

Steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
PG- Steel, strip-galv. acc. to the Sendzimir method
to TS-EN 10346:2011 (PG)

SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:
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Omega Profile
Omega Profil - Ome2a o6pa3Hasi npoghunb cp
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Pre-Galvanized Hot-Dip Galvanized O
Length
CODE Size L @ CODE Size
mm 1m 1m
CP 300 15 PG___[60x20| 3000 | 1,14] 10 CP 300 15 HDG __[60x20] 3000 [1,14| 10
CP 300 20 PG 60x20| 3000 |1 10 CP 300 20 HDG 60x20| 3000 | 1,52 10
Omega Profile ( Universal ) W
Omega Profil - OMe2a o6pa3Hasi npoghunb
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mm 1m o
WP 300 15 PG 60x20] 3000 [1,14] 2 WP 300 15 HDG __[60x20] 3000 [1,14]| 2
WP 300 20 PG 60x20| 3000 | 1,52 2 WP 300 20 HDG 60x20| 3000 | 1,52 2 H O H ‘
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CP 300 APPLICATIONS
WP 300 Cable routing / Standard : IEC 61537
l Available finishes:
‘ ~ Uj=— DKL 100 Steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
2 DKL 150
PG- Steel, strip-galv. acc. to the Sendzimir method
L= 400 - 1500mm to TS-EN 10346:2011 (PG)
! o SS- stainless steel AISI 304L and AISI 316L (SS)
EP- powder coating in a full range of colours (RAL)
Thickn. (ga) [mm]: |EPXI)
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Mounting
Montaj - moHmax
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