
Support Systems

Wall Support Systems

Duvar Destek S�stemler�

Настенные подвесные элементы

Threaded rod systems

T�jl� Askı S�stemler�

Системы подвеса на шпильках

U support systems

U destek S�stemler�

Системы U-образных профелей

L support systems

L destek S�stemler�

Системы L-образных профелей

I support systems

I destek S�stemler�

Системы I-образных профелей

C support systems

C destek S�stemler�

Системы C-образных профелей

Omega support systems

Omega destek S�stem�

Несущая сисмета омега профилей

Profiles

Profiller

Металлопрокат: Полоса, Уголок, Швеллер

Steel Bars, Angles and Channels

Dem�rler

Профиля

Mount�ng & Fasteners

Bağlantı Elemanları ve Hırdavat

Крепежные элементы для монтажа

m
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Wall Bracket
Duvar Konsolu - Настенная консоль, гнутая

Pre-Galvan�zed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,080

DK                   PG

50DK 05 PG
110 500,130DK 10 PG
160 0,165DK 15 PG 50

100
150

W�dth
of Tray

210 0,200DK 20 PG 50200
310 0,430DK 30 PG 50300
410 0,560DK 40 PG 50400
510 0,710DK 50 PG 50500
610 0,780DK 60 PG 50600

CODE
Length

L
mm

CODE

60 0,084

DK                   HDG

50DK 05 HDG
110 0,137DK 10 HDG
160 0,173DK 15 HDG

100
150

W�dth
of Tray

210 0,210DK 20 HDG 200
310 0,452DK 30 HDG 300
410 0,588DK 40 HDG 400
510 0,746DK 50 HDG 500
610 0,819DK 60 HDG 600

50
50
50
50
50
50
50
50

Wall Bracket (Welded)
Duvar Konsolu (Kaynaklı) - Настенная консоль, сварная

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,210

DKK                   EG

50DKK 05 EG
110 500,250DKK 10 EG
160 0,320DKK 15 EG 50

100
150

W�dth
of Tray

210 0,380DKK 20 EG 50200

310DKK 30 EG 50300
410DKK 40 EG 25400
510DKK 50 EG 25500
610DKK 60 EG 25600

260DKK 25 EG 50250 0,550
0,630
0,750
1,050
1,210

CODE
Length

L
mm

CODE

60 500,211

DKK                   HDG

50DKK 05 HDG
110 500,263DKK 10 HDG
160 0,336DKK 15 HDG 50

100
150

W�dth
of Tray

210 0,399DKK 20 HDG 50200

310DKK 30 HDG 50300
410DKK 40 HDG 25400
510DKK 50 HDG 25500
610DKK 60 HDG 25600

260DKK 25 HDG 50250 0,578
0,662
0,788
1,103
1,271

Brackets for Wall & Floor Mount�ng
Yere ve Duvara Tespit Elemanı - Настенно-напольная консоль

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

100 500,140100YDT 310 PG
150 500,180YDT 315 PG
200 0,210YDT 320 PG 50

150
200

W�dth
of Tray

250 0,250YDT 325 PG 50250

400YDT 340 PG 50400
450YDT 345 PG 25450
500YDT 350 PG 25500
610YDT 360 PG 25600

300YDT 330 PG 50300 0,280
0,350
0,390
0,420
0,490

CODE
Length

L
mm

CODE

100 500,147100YDT 310 HDG
150 500,189YDT 315 HDG
200 0,221YDT 320 HDG 50

150
200

W�dth
of Tray

250 0,263YDT 325 HDG 50250

400YDT 340 HDG 50400
450YDT 345 HDG 25450
500YDT 350 HDG 25500
610YDT 360 HDG 25600

300YDT 330 HDG 50300 0,294
0,368
0,410
0,441
0,515

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

L400 to 600 mm

DKK

YDT

F

F = 0,9 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,2 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,5 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

L 70

8,5x23

L100 to 300 mm

L 90
8,5x23

14x25
T

50

135

L

3030

9x30

Ø13

DK

YDT                   PG

Support Systems

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

L

YDT                   HDG

m
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DIN 975 Threaded Rod
DIN 975 Askı Tiji - Шпилька резьбовая

CODE
Length

L
mm

CODE

500 100,080M6TM6 50

1000 100,150TM6 100
2000 0,300TM6 200 10

M6
M6

S�ze
Metr�c

3000 0,450TM6 300 10M6
500 0,150TM8 50 10M8

1000 0,300TM8 100 10M8
2000 0,600TM8 200 10M8
3000 0,900TM8 300 10M8

DIN 9300 Threaded Rod Couplers and Head Plate
DIN 9300 Tij Uzatma Somunu - Соединительная гайка резьбовой шпильки

CODE
Length

L
mm 1 pc

CODE
pcs

500 100,25M10TM10 50

1000 100,50TM10 100
2000 1,00TM10 200 10

M10
M10

S�ze
Metr�c

3000 1,50TM10 300 10M10
500 0,35TM12 50 10M12

1000 0,70TM12 100 10M12
2000 1,40TM12 200 10M12
3000 2,10TM12 300 10M12

Electro-Galvan�sed

CODE
Length

L
mm 1 pc

kgCODE

40 500,020

TUS                  EG

M6TUS M6

40 500,030TUS M8
40 0,050TUS M10 50

M8
M10

S�ze
Metr�c

40 0,060TUS M12 50M12

Electro-Galvan�sed Electro-Galvan�sed

TM

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2011

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TT 01

TT 02

TT 03

TT 04

Pre-Galvan�sed Pre-Galvan�sed

Head Plate V Shape
Tavan Tespit "V" Tipi

Head Plate V Shape (Adjustable)
Tavan Tespit "V" Tipi (Ayarlanabilir)

Потолочный держатель шпильки  (V-образный) Потолочный держатель шпильки  (V-образный)

Pre-Galvan�sed

CODE
Th�ckness

TCODE

500,10TT 01 PG

mm

2,5

Pre-Galvan�sed

Head Plate U Shape
Tavan Tespit "U" Tipi

Head Plate Omega Type
Tavan Tespit "Omega" Tipi

Потолочный держатель шпильки  (U-образный) Потолочный держатель шпильки  (Ω-образный)

TUS

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE
pcs

500,12

mm

2,5

kN

Safe Work�ng Load

1,5TT 02 PG

CODE
Th�ckness

TCODE

500,16

TT 03

TT 03 PG

mm

2,5

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE

500,14

TT 04

TT 04 PG

mm

2,5

kN

Safe Work�ng Load

1,2

L

M

45

55

35
T

40

82

90
T

40

90

90

T

Ø10

50 35

30
T

kg
pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

TT 02TT 01

Support Systems

TM                  EG TM                  EG

              PG               PG

              PG               PG

m
MADE IN TURKEY

Foldable



S�ngle Rod Tray Carr�ers
Tek Tijli Kanal Taşıyıcı - Потолочный подвес лотков

CODE
Length

L
mm

CODE

55 500,0950TK1   50 PG

105 500,11TK1 100 PG
155 0,15TK1 150 PG 50

100
150

W�dth of
Tray

205 0,22TK1 200 PG 25200
305 0,42TK1 300 PG 20300

Double Rod Tray Carr�ers (L Type)
Çift Tijli Kanal Taşıyıcı - П-образный профиль подвеса

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

55 500,0950TK1   50 HDG

105 500,12TK1 100 HDG
155 0,16TK1 150 HDG 50

100
150

W�dth of
Tray

205 0,23TK1 200 HDG 25200
305 0,44TK1 300 HDG 20300

CODE
Length

L
mm

CODE

160 500,20100TK2 100 PG

210 500,26TK2 150 PG
260 0,31TK2 200 PG 50

150
200

W�dth of
Tray

360 0,43TK2 300 PG 25300
460 0,55TK2 400 PG 25400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,67TK2 500 PG 20500
660 0,79TK2 600 PG 20600

CODE
Length

L
mm

CODE

160 500,21100TK2 100 HDG

210 500,27TK2 150 HDG
260 0,33TK2 200 HDG 50

150
200

W�dth of
Tray

360 0,45TK2 300 HDG 25300
460 0,58TK2 400 HDG 25400
560 0,70TK2 500 HDG 20500
660 0,83TK2 600 HDG 20600

Double Rod Tray Carr�ers (U Type)
Çift Tijli Kanal Taşıyıcı (U Tipi) - П-образный профиль подвеса

CODE
Length

L
mm

CODE

160 500,27100TK3 100 PG

210 500,33TK3 150 PG
260 0,39TK3 200 PG 50

150
200

W�dth of
Tray

360 0,54TK3 300 PG 25300
460 0,69TK3 400 PG 25400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,84TK3 500 PG 20500
660 0,98TK3 600 PG 20600

CODE
Length

L
mm

CODE

160 500,28100TK3 100 HDG

210 500,35TK3 150 HDG
260 0,41TK3 200 HDG 50

150
200

W�dth of
Tray

360 0,57TK3 300 HDG 25300
460 0,72TK3 400 HDG 25400
560 0,88TK3 500 HDG 20500
660 1,03TK3 600 HDG 20600

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TK1 50-200

TK1 300

TK2

TK3

max.Fmax. 

F = 2,5 kN

Max. deflect�on f = L/200

max.Fmax. 

max.Fmax. 

max.Fmax. 

max.

F = 0,8 kN

Max. deflect�on f = L/200

max.

F = 0,6 kN

Max. deflect�on f = L/200

max.

F = 4,0 kN

Max. deflect�on f = L/200

max.

L

40

60

L

25

25

L

80

Ø10

8,5x23

31

25

L
23x8,25

TK1                  PG TK1                  HDG

TK2                  PG TK2                  HDG

TK3                  PG

Support Systems

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

TK3                  HDG
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CODE
Length

L
mm

CODE

60 500,1950TK5  50 PG

110 500,26TK5 100 PG
160 0,38TK5 150 PG 50

100
150

W�dth of
Tray

210 0,44TK5 200 PG 25200

S�ngle Rod Tray Carr�ers M8
U Tipi Kanal İçten Taşıyıcı - Потолочный подвес лотков

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

45 500,1050TK6 405 M8 PG

95 500,14TK6 410 M8 PG
145 0,18TK6 415 M8 PG 50

100
150

W�dth of
Tray

195 0,26TK6 420 M8 PG 25200
245 0,31TK6 425 M8 PG 25250

Pre-Galvan�sed Pre-Galvan�sed

295 0,36TK6 430 M8 PG 20300

Tray Carr�er From The S�des
Yandan Kanal Taşıyıcı - Подвес с боку

S�ngle Rod Tray Carr�ers (C Type)
C Tipi Kanal Taşıyıcı - Настенно-потолочная консоль

CODE
Length

L
mm

CODE

60 500,1950TK5  50 HDG

110 500,26TK5 100 HDG
160 0,38TK5 150 HDG 50

100
150

W�dth of
Tray

210 0,44TK5 200 HDG 25200

CODE
Length

L
mm

CODE

45 500,1350TK6 605 M8 PG

95 500,17TK6 610 M8 PG
145 0,21TK6 615 M8 PG 50

100
150

W�dth of
Tray

195 0,30TK6 620 M8 PG 25200
245 0,35TK6 625 M8 PG 25250
295 0,40TK6 630 M8 PG 20300

CODE
Length

L
mm

CODE

40 500,075UTG 40 PG

50 500,085UTG 50 PG
80 0,113UTG 80 PG 50

100 0,132UTG 100 PG 50

Pre-Galvan�sed Pre-Galvan�sed

Tray Carr�er From The Base Z Type
Z Tipi Destek Elemanı - Z-образная стойка

CODE
Length

L
mm

CODE

40 500,113ZTG 40 PG

50 500,122ZTG 50 PG
80 0,151ZTG 80 PG 50

100 0,170ZTG 100 PG 50

TK5

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

UTG

ZTG

TK6

F = 0,2 kN

Max. deflect�on f = L/20

max.
max.Fmax. 

FF F = 0,6 kN

Max. deflect�on f = L/20

max.

60

110

L

40

40

8x20

L

40

40

8x20

40

L

TK5                 PG TK5                 HDG

TK6                 H:40          PG TK6                 H:60          PG

UTG                          PG ZTG                          PG

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

m
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8,5x25



MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

HDG-Steel, hot-d�p. galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

Th�ckn. (ga) [mm]:

D�e Cast (Döküm)

Head Plate W�th Nut
Somunlu Tavan Tespit - Потолочный держатель шпильки

Support Hanger Clamp (Cast�ng)
Mengene, Döküm - Струбцина

MATERIAL & FINISH

D�e Cast

PAM

SZP

CODECODE

PAM-1

PAM-2
PAM-3

500,095
500,190

0,300 20

Hole

D
mm

Ø9
Ø11
Ø13

A
mm

C
mm

E
mm

N
mm

M
mm

20
32
35

36
46
72

38
50
58

18
22
40

M8x40
M10x40
M10x45

1,10
2,40
3,10

kN
Safe Work�ng Load

PAM

CODE
Base

S�ze
mm

CODE

80x30 500,057M8SZP-1 EG

80x30 500,057SZP-2 EG
80x30 0,057SZP-3 EG 50

M10
M12

Thread

120x40 0,151SZP-4 EG 25M8
120x40 0,151SZP-5 EG 25M10
120x40 0,151SZP-6 EG 20M12

D
Metr�c

SZP       EG

30 - 40

80 - 120

D

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

Socket and Box F�x�ng on The Cable Tray
Priz Dağıtım Kutusu - Монтажная пластина коробки

PKT 01 PG 0.25

CODE

10

95

15
0

33

40
Ø20

Ø5

5x25

8,5x20

200

15
0

33

40

Ø20
Ø5

5x25

8,5x20

1 pc
kg

pcs

PKT                        PG

CODE
1 pc
kg

pcs

PKTD                        PG

PKTD 01 PG 0.52 10

m
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U Profile 30x50 L:3000
U Profil 30x50 L:3000 - U-образный профиль

Pre-Galvan�zed

1.5mmU3050                       PG

Hot D�p. Galvan�sed

1.5mmU3050                    HDG

U Profile Support Ce�l�ng 
U Profil Tavan Tespit - П-образная потолочная станина

Electro - Galvan�sed Hot D�p. Galvan�sed

Electro Galvan�sed Hot D�p. Galvan�sed

U Profile Support Ce�l�ng (Double) 
U Profil Tavan Tespit (Çift) - Потолочная станина, сдвоенная

3000 21,271,5U 3050 15 PG

2000 102,541,5U 3050.20 15 PG
1500 101,911,5U 3050.15 15 PG
1200 101,521,5U 3050.12 15 PG
1000 101,271,5U 3050.10 15 PG
800 101,021,5U 3050.08 15 PG
600 100,761,5U 3050.06 15 PG
500 100,641,5U 3050.05 15 PG
400 100,511,5U 3050.04 15 PG
300 100,381,5U 3050.03 15 PG
200 100,251,5U 3050.02 15 PG

2.0mm

1500 102,552,0U 3050.15 20 PG
1200 102,042,0U 3050.12 20 PG
1000 101,702,0U 3050.10 20 PG
800 101,362,0U 3050.08 20 PG
600 101,022,0U 3050.06 20 PG
500 100,852,0U 3050.05 20 PG
400 100,682,0U 3050.04 20 PG
300 100,512,0U 3050.03 20 PG
200 100,342,0U 3050.02 20 PG

3000 21,331,5U 3050 15 HDG

2000 102,671,5U 3050.20 15 HDG
1500 102,001,5U 3050.15 15 HDG
1200 101,601,5U 3050.12 15 HDG
1000 101,331,5U 3050.10 15 HDG
800 101,071,5U 3050.08 15 HDG
600 100,801,5U 3050.06 15 HDG
500 100,671,5U 3050.05 15 HDG
400 100,531,5U 3050.04 15 HDG
300 100,401,5U 3050.03 15 HDG
200 100,271,5U 3050.02 15 HDG

2.0mm

1500 102,682,0U 3050.15 20 HDG
1200 102,142,0U 3050.12 20 HDG
1000 101,792,0U 3050.10 20 HDG
800 101,432,0U 3050.08 20 HDG
600 101,072,0U 3050.06 20 HDG
500 100,892,0U 3050.05 20 HDG
400 100,712,0U 3050.04 20 HDG
300 100,542,0U 3050.03 20 HDG
200 100,362,0U 3050.02 20 HDG

UTD                       EG

CODECODE

500,45130x75UTD 10 HDG

Base Plate
S�ze
mm

CODE
Length

L
mm

CODE

2,0 500,43130x75UTD 10 EG

Base Plate
S�ze
mm

Length

L
mm

2,0

CODE
Th�ckness

T
mm

CODE

2,0 500,28130x75UT1 10 EG

Base Plate
S�ze
mm

UT1                       EG

CODE
Th�ckness

T
mm

CODE

2,0 500,30130x75UT1 10 HDG

Base Plate
S�ze
mm

UT1                       HDG

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm

LengthTh�ckness LengthTh�ckness

mmmm

2000 103,402,0U 3050.20 20 PG

3000 21,702,0U 3050 20 PG

mmmm

2000 103,572,0U 3050.20 20 HDG

3000 21,792,0U 3050 20 HDG

CODE LCODE T CODE LCODE T

Support Systems

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

UTD  

U3050

47

10x20
130

75

Ø10

2
6

115

8,5x20

22

T

130

75

115

5
7

22

Ø10

10x20

8,5x20

T

5 

UTD                       HDG
Available finishes:

1 m
kg

pcs pcs

pcspcs

pcs pcs

pcspcs

1 m
kg

1 m
kg

1 m
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

UT1 10

50

30

Ø13

11x20

10

18

T

L

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg

m
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U Profile Support Ce�l�ng
U Profil Tavan Tespit - Потолочная станина (сварная)

Electro-Galvan�sed

CODE
Length

L
mm

CODE
Th�ckness

T
mm

Hot D�p. Galvan�sed

CODE
Length

L
mm

CODE

150 100,432,0

Th�ckness
T

mm

200 100,522,0
250 100,612,0
300 100,712,0
350 100,802,0
400 100,892,0
500 101,072,0
600 101,252,0
700 101,432,0
750 101,522,0
800 101,612,0

1000 101,982,0
1100 102,162,0
1200 102,342,0
1250 102,432,0
1300 102,52
1400 2,70
1500 2,89

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

3,07
3,25

3,34

10
10
10
10
10

2,0 1800 3,43 10

2,0 2000 3,79 10

U Profile Ce�l�ng Supports 
U Profil Tavan Tespit - П-образная потолочная станина

Pre - Galvan�sed

CODECODE

2,0 500,34110x80UT2 01 PG

S�ze
mm

UT2 01                    PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports "L Type"
U Profil Tavan Tespit "L" Tipi - Угловая потолочная станина

Pre-Galvan�zed

CODECODE

2,0 500,17110x80UT2 02 PG

S�ze
mm

UT2 02                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 01 HDG

UT2                       HDG

UT1 15 HDG
UT1 20 HDG
UT1 25 HDG
UT1 30 HDG
UT1 35 HDG
UT1 40 HDG
UT1 50 HDG
UT1 60 HDG
UT1 70 HDG
UT1 75 HDG
UT1 80 HDG

UT1 100 HDG
UT1 110 HDG
UT1 120 HDG
UT1 125 HDG
UT1 130 HDG
UT1 140 HDG
UT1 150 HDG
UT1 160 HDG
UT1 170 HDG
UT1 175 HDG
UT1 180 HDG
UT1 200 HDG

CODE
Length

L
mm

CODE

2,0 500,18110x80UT2 02 HDG

UT2 02                   HDG

UT2 01

UT2 02

UT1

Th�ckness

T
mm

Th�ckness

T
mm

S�ze
mm

S�ze
mm

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

130

75

L

10x20

Ø10

50

T

80

53

110

8,5x25

80

53

110

8,5x25

12x20

10

12x20

10

UT1                        EG UT1                        HDG

150 100,412,0UT1 15 EG
200 100,502,0UT1 20 EG
250 100,592,0UT1 25 EG
300 100,672,0UT1 30 EG
350 100,762,0UT1 35 EG
400 100,852,0UT1 40 EG
500 101,022,0UT1 50 EG
600 101,192,0UT1 60 EG
700 101,362,0UT1 70 EG
750 101,452,0UT1 75 EG
800 101,542,0UT1 80 EG

1000 101,882,0UT1 100 EG
1100 102,062,0UT1 110 EG
1200 102,232,0UT1 120 EG
1250 102,322,0UT1 125 EG
1300 102,40
1400 2,58
1500 2,75

UT1 130 EG
UT1 140 EG
UT1 150 EG
UT1 160 EG
UT1 170 EG
UT1 175 EG

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

2,92
3,09
3,18

10
10
10
10
10

UT1 180 EG 2,0 1800 3,27 10

UT1 200 EG 2,0 2000 3,61 10

Support Systems

pcs pcs

pcspcs

pcs pcs

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

m
MADE IN TURKEY



U Profile Brackets
U Profil Sıvama Konsolu - Настенная консоль для монтажа в профиль

Pre-Galvan�sed

CODE
Length

L
mm

CODE

80 100,0950UK 05 PG

W�dth
of

Tray

UK                                PG

130 100,15100UK 10 PG
180 100,21150UK 15 PG
230 100,27200UK 20 PG
280 100,33250UK 25 PG
330 100,49300UK 30 PG
430 100,63400UK 40 PG
530 100,78500UK 50 PG
630 100,93600UK 60 PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face
U Profil Tavan Tespit , Ayarlanabilir Tip - PG - П-образная потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,34110x80UT2 03 PG

S�ze
mm

UT     03                      PG2

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face "L Type"
U Profil Tavan Tespit Ayarlanabilir "L" Tipi - Угловая потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,17110x80UT2 04 PG

S�ze
mm

UT2 04                         PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 03 HDG

S�ze
mm

UT   03                       2 HDG

PG: Sendz�m�r method to TS-EN 10343-2011

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

CODE
Length

L
mm

CODE

80 500,0950UK 05 HDG

W�dth
of

Tray

130 500,16100UK 10 HDG
180 500,22150UK 15 HDG
230 500,28200UK 20 HDG
280 200,35250UK 25 HDG
330 200,51300UK 30 HDG
430 200,66400UK 40 HDG
530 100,82500UK 50 HDG
630 100,98600UK 60 HDG

CODE
Th�ckness

T
mm

CODE

2,0 500,18110x80UT2 04 HDG

S�ze
mm

U Profile Stra�ght Connector
U Profil Bİrleştirme Elemanı - Соединитель профилей вертикальный

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,33200UBE PG

Length
mm

UBE                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,35200UBE HDG

Length

mm

UBE                    HDG

L

Support Systems

UT2 03

UT2 04

UBE

UK

12x20

Ø 10

110

80

95

55

8,5x20

10

12x2012x20

Ø 10Ø 10

Ø10Ø10

9595

8080

4242

8,5x208,5x20

45

28L

110110

W+35

20

65

10x16

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

45

UK                      HDG

UT2 04                      HDG

m
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Double U Profile Connect�on Element 
U Profil Bağlantı Parçası - Соединитель профилей горизонтальныйı

Pre-Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,03860x30UE PG

S�ze
mm

UE                    PG

Hot D�p. Galvan�sed
PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

CODE
Th�ckness

T
mm

CODE

2,0 500,04060x30UE HDG

S�ze
mm

UE

U Support Stat�c Values - Safe Load
U Destek Taşıma Yük Değerleri - Нагрузочная способность профелей

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

UK 60

12.5

UK 40

UK 05

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x
. L

/2
0

 

UK 10

UK 15

UK 20

UK 25

UK 50

UK 30

W

max.F max.

Safe Work�ng Load F �n kN

20

40

10

0.0

f,mm

30

50

60

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. 
L

/2
0

 

UT1 25 (L:250)

max.F max.

L

f W

W : Cable tray width

W : Cable tray width

UT1 50 (L:500)

100
200
300
400
500
600

0,50
0,30
0,25
0,20
0,15
0,15

1,00
0,60
0,50
0,40
0,30
0,30

1,50
0,90
0,75
0,60
0,45
0,45

2,00
1,20
1,00
0,80
0,60
0,60

2,50
1,50
1,25
1,00
0,75
0,75

70

80

UT1 150 (L:1500) UT1 100 (L:1000)

Safe Work�ng Load F �n kN

B
ra

ck
et

 S
�z

e 
W

, m
m

60

30

20

pcs
1 pc
kg

Support Systems

UE                    HDG

m
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MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Thickn. (ga) [mm]:  3,0  4,0

Hot D�p Galvan�sed

CODECODE

UP                  HDG

UP 300 30 HDG

3.0mm

Length

L
mm

3000

Th�ckness

T
mm

3.0
1 mt
kg

pcs

2,97 2

CODECODE
Length

L
mm

Th�ckness

T
mm 1 pc

kg
pcs

UP 200 30 HDG 20003.0 5,94 2
UP 190 30 HDG 19003.0 5,64 2
UP 180 30 HDG 18003.0 5,35 2
UP 170 30 HDG 17003.0 5,05 2
UP 160 30 HDG 16003.0 4,75 2
UP 150 30 HDG 15003.0 4,46 2
UP 140 30 HDG 14003.0 4,16 2
UP 130 30 HDG 13003.0 3,86 2
UP 120 30 HDG 12003.0 3,56 2
UP 110 30 HDG 11003.0 3,27 2
UP 100 30 HDG 10003.0 2,97 2
UP 90 30 HDG 9003.0 2,67 2
UP 80 30 HDG 8003.0 2,38 2
UP 70 30 HDG 7003.0 2,08 2
UP 60 30 HDG 6003.0 1,78 2
UP 50 30 HDG 5003.0 1,49 2
UP 40 30 HDG 4003.0 1,19 2
UP 30 30 HDG 3003.0 0,89 2

Hot D�p Galvan�sed

CODECODE

UP                  HDG

UP 300 40 HDG

4.0mm

Length

L
mm

3000

Th�ckness

T
mm

4.0
1 mt
kg

pcs

3,96 2

CODECODE
Length

L
mm

Th�ckness

T
mm 1 pc

kg
pcs

UP 200 40 HDG 20004.0 7,92 2
UP 190 40 HDG 19004.0 7,52 2
UP 180 40 HDG 18004.0 7,13 2
UP 170 40 HDG 17004.0 6,73 2
UP 160 40 HDG 16004.0 6,34 2
UP 150 40 HDG 15004.0 5,94 2
UP 140 40 HDG 14004.0 5,54 2
UP 130 40 HDG 13004.0 5,15 2
UP 120 40 HDG 12004.0 4,75 2
UP 110 40 HDG 11004.0 4,36 2
UP 100 40 HDG 10004.0 3,96 2
UP 90 40 HDG 9004.0 3,56 2
UP 80 40 HDG 8004.0 3,17 2
UP 70 40 HDG 7004.0 2,77 2
UP 60 40 HDG 6004.0 2,38 2
UP 50 40 HDG 5004.0 1,98 2
UP 40 40 HDG 4004.0 1,58 2
UP 30 40 HDG 2504.0 1,19 2

UP 25 30 HDG 2503.0 0,74 2 UP 25 40 HDG 2504.0 0,99 2

UP Profile 42x64
UP Profile 42x64 - U-образный профиль 

Support Systems

L

64

42

UP

UP Profile Support Ce�l�ng
UP Profil Tavan Tespit - Потолочная станина (сварная)

CODECODE

UPT 10                                HDG

UPT 10 HDG

Th�ckness

T
mm

4,0

Base Plate

S�ze
mm

150x100
1 pc
kg

pcs

0,96 10

UP Profile Support Ce�l�ng (Double)
UP Profil Tavan Tespit (Çift) - Потолочная станина, сдвоенная 

Hot D�p Galvan�sed

UPD10

13x25
11x25

CODECODE

UPD 10                               HDG

UPD 10 HDG

Th�ckness

T
mm

4.0

Base Plate

S�ze
mm

150x100
1 pc
kg

pcs

1,40 10

Hot D�p Galvan�sed

UPT 10

13x25

150

5

100

105

55
36

13x25

150

100

5

80

55

13x25

105

L

F

L

F

500

1000

1500

2000

3000

7,0

Length (mm) Safe Load (kN) Safe Load (kN)
UP- 3 mm UP- 4 mm

4,8

3,2

2,4

1,6

8,0

6,0

4,0

3,0

2,0

m
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MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Support Systems

Thickn. (ga) [mm]:  3,0  4,0

150
100

5

L

UPT

W : Cable tray width

L

f
W

10

20

5

0

f,mm

15

25

30

 D
efl

ec
ti

o
n

 f
 in

 [
m

m
] 

at
 F

 m
a

x
. 
L

/2
0

 

100
200
300
400
500
600

2,00
1,50
0,70
0,55
0,45
0,35

2,50
2,00
1,50
1,25
1,00
0,75

4,00
3,00
1,75
1,50
1,25
1,00

5,00
3,50
2,50
2,25
1,75
1,25

UPT 2000 (UPT 200)

B
ra

ck
et

 S
�z

e 
W

, m
m 5,50

4,00
3,25
2,75
2,25
1,75

6,00
5,00
4,00
3,50
2,50
2,00

6,50
5,50
4,50
3,75
3,00
2,25

7,00
6,00
5,00
4,00
3,50
3,00

7,50
6,50
5,50
4,50
4,00
3,50

8,00
7,00
6,00
5,00
4,50
4,00

8,50
7,50
6,50
5,50
5,00
4,50

9,00
8,00
7,00
6,00
5,50
5,00

UPT 1200 (UPT 120)

UPT 1000 (UPT 100)

UPT 800 (UPT 80)

UPT 600 (UPT 60)

UPT 1800 (UPT 180) UPT 1600 (UPT 160)

UPT 1400 (UPT 140)

UPT 400 (UPT 40)

UP Profile Support Ce�l�ng
UP Profil Tavan Tespit - Потолочная станина (сварная)

Hot D�p Galvan�sed Hot D�p Galvan�sed

CODECODE

UPT                  HDG

UPT 300 30 HDG

3.0mm

Length

L
mm

3000

Th�ckness

T
mm

3.0
1 pc
kg

pcs

9,44 2
UPT 200 30 HDG 20003.0 6,47 2
UPT 190 30 HDG 19003.0 6,17 2
UPT 180 30 HDG 18003.0 5,88 2
UPT 170 30 HDG 17003.0 5,58 2
UPT 160 30 HDG 16003.0 5,28 2
UPT 150 30 HDG 15003.0 4,99 2
UPT 140 30 HDG 14003.0 4,69 2
UPT 130 30 HDG 13003.0 4,39 2
UPT 120 30 HDG 12003.0 4,10 2
UPT 110 30 HDG 11003.0 3,80 2
UPT 100 30 HDG 10003.0 3,50 2
UPT 90 30 HDG 9003.0 3,20 2
UPT 80 30 HDG 8003.0 2,91 2
UPT 70 30 HDG 7003.0 2,61 2
UPT 60 30 HDG 6003.0 2,31 2
UPT 50 30 HDG 5003.0 2,02 2
UPT 40 30 HDG 4003.0 1,72 2
UPT 30 30 HDG 3003.0 1,42 2
UPT 25 30 HDG 2503.0 1,27 2

CODECODE

UPT                  HDG

UPT 300 40 HDG

Length

L
mm

3000

Th�ckness

T
mm

4.0
1 pc
kg

pcs

12,41 2
UPT 200 40 HDG 20004.0 8,45 2
UPT 190 40 HDG 19004.0 8,06 2
UPT 180 40 HDG 18004.0 7,66 2
UPT 170 40 HDG 17004.0 7,26 2
UPT 160 40 HDG 16004.0 6,87 2
UPT 150 40 HDG 15004.0 6,47 2
UPT 140 40 HDG 14004.0 6,08 2
UPT 130 40 HDG 13004.0 5,68 2
UPT 120 40 HDG 12004.0 5,28 2
UPT 110 40 HDG 11004.0 4,89 2
UPT 100 40 HDG 10004.0 4,49 2
UPT 90 40 HDG 9004.0 4,10 2
UPT 80 40 HDG 8004.0 3,70 2
UPT 70 40 HDG 7004.0 3,30 2
UPT 60 40 HDG 6004.0 2,91 2
UPT 50 40 HDG 5004.0 2,51 2
UPT 40 40 HDG 4004.0 2,12 2
UPT 30 40 HDG 3004.0 1,72 2
UPT 25 40 HDG 2504.0 1,52 2

4.0mm

m
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UP Profile Double Plate Bracket
UP Profile Çift Tabanlı Konsolu - Консоль для монтажа в профиль

MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Support Systems

Hot D�p Galvan�sed

CODECODE

UPK                  HDG

UPK 30 HDG

3.0mm

Length

L
mm

300

Th�ckness

T
mm

3.0
1 pc
kg

pcs

1,36 1

Thickn. (ga) [mm]:  3,0  4,0

UPK 40 HDG 4003.0 1,66 1
UPK 50 HDG 5003.0 1,95 1
UPK 60 HDG 6003.0 2,25 1
UPK 70 HDG 7003.0 2,55 1
UPK 75 HDG 7503.0 2,70 1
UPK 80 HDG 8003.0 2,84 1
UPK 90 HDG 9003.0 3,14 1
UPK 100 HDG 10003.0 3,44 1

UPK

50

1
8

0

54

22x12

13x30

max.F max.

W

W

max.F max.

q (Kg)

q (Kg)

q (Kg)

max.F max.

W

W

max.F max.

q (Kg)

q (Kg)

max.F max.

W

W
max.F max.

q (Kg)

A
300-400-50mm

A
600-700-800mm

A
900-1000-1200mm

500

1000

1500

2000

2500

3000

900

750

750

750

750

750

750

650

650

650

650

650

650

500

500

500

500

500

500

500

1000

1500

2000

2500

3000

900

750

750

750

750

750

750

650

650

650

650

650

650

500

500

500

500

500

500

500

1000

1500

2000

2500

3000

900

600

600

600

600

600

600

600

600

600

600

600

600

500

500

500

500

500

500

L Fz. Max
(Kg)

Vert�cal Hanger
UPT

Hor�zontal Hanger
 UPK 

LOAD CAPACITY

3 
R

ow
s 

A
pp

l�c
at

�o
n

2 
R

ow
s 

A
pp

l�c
at

�o
n

1 
R

ow
 A

pp
l�c

at
�o

n

(mm)

UPT

UPK

3 
R

ow
s 

A
pp

l�c
at

�o
n

2 
R

ow
s 

A
pp

l�c
at

�o
n

1 
R

ow
 A

pp
l�c

at
�o

n

m
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Support Systems

DKK (Wall Bracket)

C83 (Wall Bracket)

C21 (Wall Bracket)

C42 (Wall Bracket)

Ce�l�ng

CB11

UPT

UP Profile Spacer
UP Profil Konsol Destek - Распорка консоли 

Hot D�p Galvan�sed

CODECODE

UPE                  HDG

UPE HDG

Length

L
mm

54

Th�ckness

T
mm

2,0
1 pc
kg

pcs

0,10 100

36

55

200

3

UPBE

CODECODE

UPBE                HDG

UPBE  HDG

Th�ckness

T
mm

4,0

Length

S�ze
mm

200
1 set
kg

pcs

0,60 50

UP Profile Stra�ght Connector
UP Profil Birleştirme Elemanı - Соединитель профилей вертикальный 

41

21

L 2

UPE

MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Thickn. (ga) [mm]:  3,0  4,0

Hot D�p Galvan�sed

m
MADE IN TURKEY



L Profile 40x40
L Profil 40x40 - L-образные профили

CODECODE

100,471L40 50 15 PG 1,5

Th�ckness
T

mm

500

Length
L

mm

100,942L40 100 15 PG 1,5 1000
101,413L40 150 15 PG 1,5 1500
101,884L40 200 15 PG 1,5 2000

L Profile Ce�l�ng Support
L Profil Tavan Tespit - L-образная станина и подвес 

CODECODE

100,263L40T 10 15 PG 1,5

Th�ckness
T

mm

120

Length
L

mm

100,432L40T 30 15 PG 1,5 300
100,526L40T 40 15 PG 1,5 400
100,620L40T 40 15 PG 1,5 500
101,090L40T 100 15 PG 1,5 1000

L Profile Ce�l�ng Support
L Profil Kanal Taşıyıcı - L-образная консоль 

CODECODE

100,375L40K 05 15 PG 50

W�dth
of

Tray

55

Length
L

mm

100,448L40K 10 15 PG 100 105
100,537L40K 15 15 PG 150 155
100,595L40K 20 15 PG 200 205
100,720L40K 30 15 PG 300 305

MATERIAL

PG- Sendz�m�r method to TS-EN 10346:2100

Ava�lable F�n�shes:

HDG- Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]:

L40

L

40

T

8x20

40

L40T

130

75

122

L40K

L

40

60

120

8x20

L40                                PG

L40T                                PG

Support Systems

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

m
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Support Systems
m
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I Support
I Destek - I-образные профили 80x42

Hot D�p Galvan�sed

CODECODE

10,60100I80 10 HDG

Length
L

mm

I80                     HDG

Hot D�p. Galvan�sed

11,19200I80 20 HDG
11,48250I80 25 HDG
11,79300I80 30 HDG
12,08350I80 35 HDG
12,38400I80 40 HDG
12,68450I80 45 HDG
12,98500I80 50 HDG
13,28550I80 55 HDG
13,57600I80 60 HDG

14,17700I80 70 HDG

14,76800I80 80 HDG
15,06850I80 85 HDG
15,36900I80 90 HDG
15,66950I80 95 HDG
15,951000I80 100 HDG
16,551100I80 110 HDG
17,141200I80 120 HDG
17,441250I80 125 HDG
17,741300I80 130 HDG
18,331400I80 140 HDG
18,931500I80 150 HDG

CODECODE

109,531600I80 160 HDG

Length
L

mm

I80                     HDG

110,131700I80 170 HDG
110,411750I80 175 HDG
111,011800I80 180 HDG
111,601900I80 190 HDG
111,902000I80 200 HDG
112,502100I80 210 HDG
113,102200I80 220 HDG
113,402250I80 225 HDG
113,692300I80 230 HDG
114,292400I80 240 HDG
114,882500I80 250 HDG
115,472600I80 260 HDG
116,062700I80 270 HDG
116,652800I80 280 HDG
117,242900I80 290 HDG
117,853000I80 300 HDG
120,833500I80 350 HDG
123,804000I80 400 HDG
126,784500I80 450 HDG
129,755000I80 500 HDG
132,735500I80 550 HDG

13,86650I80 65 HDG

14,46750I80 75 HDG

135,706000I80 600 HDG

It Hang�ng Support
IT Tavan Destek 80x42 - Потолочные станины 

Hot D�p Galvan�sed

CODECODE

11,10100IT 80 10 HDG

Length
L

mm

IT 80                     HDG

Hot D�p. Galvan�sed

11,69200IT 80 20 HDG
11,98250IT 80 25 HDG
12,29300IT 80 30 HDG
12,58350IT 80 35 HDG
12,88400IT 80 40 HDG
13,18450IT 80 45 HDG
13,48500IT 80 50 HDG
13,78550IT 80 55 HDG
14,07600IT 80 60 HDG

14,67700IT 80 70 HDG

15,26800IT 80 80 HDG
15,56850IT 80 85 HDG
15,86900IT 80 90 HDG
16,16950IT 80 95 HDG
16,451000IT 80 100 HDG
17,051100IT 80 110 HDG
17,641200IT 80 120 HDG
17,941250IT 80 125 HDG
18,241300IT 80 130 HDG
18,831400IT 80 140 HDG
19,431500IT 80 150 HDG

CODECODE

110,131600IT 80 160 HDG

Length
L

mm

IT80                     HDG

110,631700IT 80 170 HDG
110,911750IT 80 175 HDG
111,511800IT 80 180 HDG
112,101900IT 80 190 HDG
112,402000IT 80 200 HDG
113,002100IT 80 210 HDG
113,602200IT 80 220 HDG
113,902250IT 80 225 HDG
114,192300IT 80 230 HDG
114,792400IT 80 240 HDG
115,382500IT 80 250 HDG
115,972600IT 80 260 HDG
116,562700IT 80 270 HDG
117,152800IT 80 280 HDG
117,742900IT 80 290 HDG
118,353000IT 80 300 HDG
121,333500IT 80 350 HDG
124,304000IT 80 400 HDG
127,284500IT 80 450 HDG
130,255000IT 80 500 HDG
133,235500IT 80 550 HDG

14,36650IT 80 65 HDG

14,96750IT 80 75 HDG

136,206000IT 80 600 HDG

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

L

F

L

I 80

IT 80

F

I80

IK 20

IK GER

IK 60

Ce�l�ng

 80 

2
5

X
7

5

 8
0
 

 42 

 150  150 

14 

 5
 

Support Systems

500

1000

1500

2000

3000

12,0

10,0

7,0

5,25

3,5

Length (mm) Safe Load (kN)

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

m
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I Support Bracket
I Destek  Konsolu - Консоль для монтажа в профиль

I support Head Plate (Stable)
I Profil Tavan Tespit  (Sabit) - Потолочная станина, Прямая

*F�x�ng clamp IK GER, BOLT M10x35 and nut M10 �s �ncluded �n
 bracket code

*Calculat�on table for packag�ng & custom purpose

Hot D�p Galvan�sed

CODECODE

501,50200x80ITS 01 HDG

S�ze
mm

ITS  01                     HDG
Th�ckness

T
mm

5,0

I support Head Plate (Var�able Lengthw�se)
I Profil Tavan Tespit (Haraketli, Boyuna) - Потолочная станина, Поворотная в продоль

Hot D�p Galvan�sed

CODECODE

501,83200x80ITH 01 HDG

S�ze
mm

ITH 01                      HDG
Th�ckness

T
mm

5,0

Hot D�p Galvan�sed Hot D�p Galvan�sed

 

ITH 01

ITS 01

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

IK 10 - 30 

IK GER

IK 40 - 100

 1
3
0

 5
 1

2
5

 80,00 

 29 
13 

 59 13 

 150  150

 

14 

 4

 L

 3
0 

 8,5 X 25 

 150 
 150 

 
14 

 2
0
0
 

 5
 

 50 

 3
0
 

 5

 50 

 L

 30 

 8.5 X 25 

CODECODE

200,32110IK 10 HDG

Length
L

mm

IK                        HDG

200,38160IK 15 HDG
200,45210IK 20 HDG
200,72260IK 25 HDG
100,82310IK 30 HDG
101,13410IK 40 HDG
101,26460IK 45 HDG
51,36510IK 50 HDG
51,56610IK 60 HDG
52,05710IK 70 HDG

52,29810IK 80 HDG

52,761010IK 100 HDG

CODECODE

10,1011IK GER HDG

Hole
D

mm

52,17760IK 75 HDG

52,52910IK 90 HDG

W�dth
of

Tray

100
150
200
250
300
400
450
500
600
700

800

1000

750

900

5,0

Th�ckness
T

mm

IK 10 HDG

Calculat�on Table - Hesap Tablosu

BRACKET IK GER HDG AC M10 35 HDG S M10 HDG

1 1 1
IK 15 HDG 1 1 1
IK 20 HDG 1 1 1
IK 25 HDG 1 1 1
IK 30 HDG 1 1 1
IK 40 HDG 2 2 2

IK 50 HDG 2 2
IK 60 HDG 2 2
IK 70 HDG 2 2

IK 45 HDG 2 2

IK GER                     HDG

Support Systems

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

2
2
2

2

m
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I Support Connector
I Profil Birleştirme Elemanı - Соединитель I-образной профили, вертикальный

End Cover of I Support 80x42-PVC
I Profil 80x42 Plastik Tapa - Защитная пластина

CODECODE

10,55IBE HDG

IBE                     HDG

215x65

S�ze
mm

5,0

Th�ckness
T

mm

CODECODE

500,05END I80 PVC 80x42

S�ze
mm

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 5,0

IBE

I Support Stat�c Values - Safe Load
I Destek Taşıma Yük Değerleri - Нагрузочная способность профелей

END I80

max.F max.

L

f W

W : Cable tray width

10

20

5

0

f,mm

15

25

30

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. 
L

/2
0

 

100
200
300
400
500
600

2,00
1,75
1,50
1,25
1,00
0,75

4,00
3,50
3,00
2,50
2,00
1,50

6,00
5,00
4,00
3,25
2,50
2,00

8,00
7,00
5,00
4,00
3,25
2,50

IT 2000 (IT 200)

Safe Work�ng Load F �n kN

B
ra

ck
et

 S
�z

e 
W

, m
m 10,00

8,50
6,00
5,00
4,00
3,00

10,50
9,00
7,00
6,00
4,50
3,50

10,75
9,25
7,25
6,00
4,50
4,00

11,10
9,50
7,50
6,50
5,00
4,50

11,25
10,00

7,75
6,75
5,50
5,00

11,50
10,50

8,00
7,00
6,00
5,50

11,75
11,00
8,25
7,25
6,50
6,00

12,00
11,00
8,50
7,50
7,00
6,50

IT 1200 (IT 120)

IT 1000 (IT 100)

IT 800 (IT 80)

IT 600 (IT 60)

IT 1800 (IT 180) IT 1600 (IT 160)

IT 1400 (IT 140)

IT 400 (IT 40)

 220,00 

11X25

 220,00 

 1
7
,4

1
 

 7
0

  1
06

,4
° 

 106,4° 

 18 

 5
9
 

85

46

Support Systems

pcs
1 pc
kg

MATERIAL

PVC

pcs
1 pc
kg

END I80                     PVC

m
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I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 

CODECODE

500,16IDP 01 HDG

IDP 01                   HDG

70x35

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

Соединитель I-образной профили, вертикальный

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

CODECODE

500,21IDP 02 HDG

IDP 02                   HDG

80x80

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

I Support Claw
I Profil Montaj Elemanı

CODECODE

500,28IDP 03 HDG

IDP 03                   HDG

56x40

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

CODECODE

500,21IDP 04 HDG

IDP 04                   HDG

100x40

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

I Support Clamp�ng Lug
I Profil Tespit Kelepçesi

CODECODE

500,11ITK 5 HDG

ITK                   HDG

60x40

S�ze
mm

5,0

He�ght
H

mm

Hot D�p Galvan�sed

Прижим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

Hot D�p Galvan�sed

500,12ITK 10 HDG 60x40 10
500,13ITK 15 HDG 60x40 15
500,14ITK 20 HDG 60x40 20
500,15ITK 25 HDG 60x40 25

CODECODE

100,58ITKA 5 HDG

ITKA                  HDG

200x41

S�ze
mm

5,0

He�ght
H

mm

100,60ITKA 10 HDG 200x41 10
100,61ITKA 15 HDG 200x41 15
100,62ITKA 20 HDG 200x41 20
100,64ITKA 25 HDG 200x41 25

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

Support Systems

IDP 01

IDP 02

IDP 04

IDP 03

ITKA

ITK

40

70

35

13x25

80
80

40

13x25

100

40

13x25

40
56

13x25

200

41

57

40

Ø 13

60

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

m
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Support Systems

I Support Systems Installat�on Examples

IDP 01 IDP 02 IDP 03

IDP 04 ITKA

I80

IDP02
(2 P�eces)

Wall
I80

IDP01
(2 P�eces)

Floor

I80

I80

IDP03
(2 P�eces)

I80

I80
IDP04

(4 P�eces)
M12X40
(Hex Bolt)

Ce�l�ng

IT80

ITKA

I80

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

I Support Claw
I Profil Montaj Elemanı
Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

m
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Support Systems

C Support Systems

 Spr�ng Nut

CT83

C83

C41

Hanging Support

Support Base Flat Fitting Angle Fitting Spring Nut

C BracketSingle Channel Double Channel

m
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C Channel 21x41
C Profil 21x41 - С-образные профили 21x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141A 15 PG 3000
C 2141A 20 PG 3000
C 2141A 25 PG 3000

1
1
1

C 2141A 12 PG 3000 1
1.05
1.45
1.80

0.85

C 2141A    L:3000

Support Systems

1,5
2,0
2,5

1,2

C Double Channel 42x41 (Welded)
C Profil 42x21 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 42x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141 15 PG 3000
C 2141 20 PG 3000
C 2141 25 PG 3000

1
1
1

C 2141 12 PG 3000 1
1.19
1.59
1.98

0.95

C 2141    L:3000

1,5
2,0
2,5

1,2

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.51
1.13

C 2141A    L:3000-6000

2,0
1,5

Hot D�p Galvan�sed

C 2141A 15 HDG
C 2141A 20 HDG

6000 11.512,0C 2141A.60 20 HDG
6000 11.882,5C 2141A.60 25 HDG

3000 11.882,5C 2141A 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.59
1.19

2,0
1,5C 2141 15 HDG

C 2141 20 HDG

6000 11.592,0C 2141.60 20 HDG
6000 11.982,5C 2141.60 25 HDG

3000 11.982,5C 2141 25 HDG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4241A 25 HDG 3000
C 4241A.60 20 HDG 6000
C 4241A.60 25 HDG 6000

1
1
1

C 4241A 20 HDG 3000 1
3.77
3.01
3.77

3.01

C 4241A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
3.93
3.14
3.93

3.14

C 4241    L:3000-6000

2,5
2,0
2,5

2,0
C 4241 25 HDG
C 4241.60 20 HDG
C 4241.60 25 HDG

C 4241 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316l (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 2141A C 2141

C 4241A C 4241

41

L

41

L

21

T 42

41

41

L

42

41

L

42

T
21

41

14x25

14x25

50

50

21

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 2141A

3,34 4,25 5,07 0,7 0,88 1,03

0,6 0,75 0,89

Z

Z

Y Y Z - Z AXIS Y - Y AXIS

1,68 1,88 2,59

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 4241A

8,51 10,14 4,60 5,55

2,19 2,65

Z - Z AXIS Y - Y AXIS

4,26 5,18

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

C 2141    L:3000-6000

Perforated Non- Perforated

Perforated Non- Perforated

m
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C 4241 A C 4241 



C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 PG 3000
C 4141A 25 PG 3000

1
1

C 4141A 15 PG 3000 1
2.07
2.58

1.55

C 4141A    L:3000

Support Systems

2,0
2,5

1,5

C Double Channel 83x41 (Welded)
C Profil 83x41 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 83x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
3000

1
1

3000 1
2.20
2.75

1.65

C 4141   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 8341A 25 HDG 3000
C 8341A.60 20 HDG 6000
C 8341A.60 25 HDG 6000

1
1
1

C 8341A 20 HDG 3000 1
5.28
4.22
5.28

4.22

C 8341A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
5.50
4.40
5.50

4.40

C 8341    L:3000-6000

2,5
2,0
2,5

2,0
C 8341 25 HDG
C 8341.60 20 HDG
C 8341.60 25 HDG

C 8341 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316L (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 4141 20 PG
C 4141 25 PG

C 4141 15 PG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 HDG 3000
C 4141A 25 HDG 3000

1
1

C 4141A 15 HDG 3000 1
2.11
2.64

1.58

C 4141A    L:3000-6000

2,0
2,5

1,5

Hot D�p Galvan�sed

C 4141A.60 25 HDG 6000 1
C 4141A.60 20 HDG 6000 1

2.64
2.11

2,5
2,0

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141 20 HDG 3000
C 4141 25 HDG 3000

1
1

C 4141 15 HDG 3000 1
2.20
2.75

1.65
2,0
2,5

1,5

C 4141.60 25 HDG 6000 1
C 4141.60 20 HDG 6000 1

2.75
2.20

2,5
2,0

C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 PG 3000
C 4141B 25 PG 3000

1
1

C 4141B 15 PG 3000 1
1.88
2.35

1.41

C 4141B   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 HDG 3000
C 4141B 25 HDG 3000

1
1

C 4141B 15 HDG 3000 1
1.98
2.47

1.48

C 4141B   L:3000

2,0
2,5

1,5

C 4141A C 4141

C 8341A C 8341

C 4141 B

T

41

41

T

83

41

41

41

L

41

83

L

T

41

41

41

41

L

14x25

41

83

L

14x25

14x25

50

50

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 4141A

5,68 6,99 8,67 3,87 4,59 5,87

1,76 2,18 2,723,58 4,26 5,18

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 8341A

14,04 17,56 26,81 34,08

6,62 8,31

Z - Z AXIS Y - Y AXIS

6,82 8,94

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

Z

Z

Y Y Z - Z AXIS Y - Y AXIS
1 m

1 m 1 m

1 m 1 m

3 S�de Perofrated

m
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Perforated Non- Perforated

C 4141 A C 4141 

Perforated Non- Perforated

C 8341 A C 4141 



C Channel 21x41 Bracket
C Profil 21x41 Konsolu - С-образные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 20 HDG 150
C21 200 20 HDG 200

1
1

C21 100 20 HDG 100 1
0,51
0,59

0,43

C21

Support Systems

2,0
2,0

2,0

Steel, str�p-galv. acc. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C21 250 20 HDG 250 10,672,0
C21 300 20 HDG 300 10,752,0
C21 350 20 HDG 350 10,832,0
C21 400 20 HDG 400 10,912,0
C21 450 20 HDG 450 10,992,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 25 HDG 150
C21 200 25 HDG 200

1
1

C21 100 25 HDG 100 1
0,57
0,67

0,47

C21

2,5
2,5

2,5

C21 250 25 HDG 250 10,772,5
C21 300 25 HDG 300 10,872,5
C21 350 25 HDG 350 10,972,5
C21 400 25 HDG 400 11,072,5
C21 450 25 HDG 450 11,172,5

C Channel 41x41 Bracket

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 20 HDG 150
C41 200 20 HDG 200

1
1

C41 100 20 HDG 100 1
0,60
0,71

0,49

C41

2,0
2,0

2,0

C41 250 20 HDG 250 10,822,0
C41 300 20 HDG 300 10,932,0
C41 350 20 HDG 350 11,042,0
C41 400 20 HDG 400 11,162,0
C41 450 20 HDG 450 11,262,0

Hot D�p Galvan�sed

C41 500 20 HDG 500 11,372,0
C41 550 20 HDG 550 11,482,0
C41 600 20 HDG 600 11,602,0
C41 650 20 HDG 650 11,702,0
C41 700 20 HDG 700 11,822,0
C41 750 20 HDG 750 11,932,0
C41 800 20 HDG 800 12,032,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 25 HDG 150
C41 200 25 HDG 200

1
1

C41 100 25 HDG 100 1
0,69
0,82

0,55

C41

2,5
2,5

2,5

C41 250 25 HDG 250 10,962,5
C41 300 25 HDG 300 11,102,5
C41 350 25 HDG 350 11,242,5
C41 400 25 HDG 400 11,382,5
C41 450 25 HDG 450 11,512,5
C41 500 25 HDG 500 11,652,5
C41 550 25 HDG 550 11,792,5
C41 600 25 HDG 600 11,932,5
C41 650 25 HDG 650 12,062,5
C41 700 25 HDG 700 12,202,5
C41 750 25 HDG 750 12,342,5
C41 800 25 HDG 800 12,472,5

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

2.0mm 2.5mm

2.0mm 2.5mm

C Profil 41x41 Konsolu - С-образные консоли

C41 900 20 HDG 900 12,132,0 C41 900 25 HDG 900 12,602,5

5

10

0.0

0.0 0.50 0,75 1,00 1,50

f,mm

C21 450

20

2,00 2,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C21 100

C21 150

C21 400

C21 300

Safe Work�ng Load F �n kN

15

25

30

C21 200

C21 250

Th�ckness T:2,5 mm

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C41 900

30

5,00 6,00

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C41 150

C41 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C41 300

Th�ckness T:2,5 mm

C41 750

C41 600

C41 450

5

135

50

30

14
Ø 13,5

T
21

41

L

25

14

L

5

135

50

30

14
Ø 13,5

25

14

T

41

41

C21

C41
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C Channel 42x41 Bracket
C Profil 42x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 20 HDG 300
C42 350 20 HDG 350

1
1

C42 200 20 HDG 200 1
1,21
1,38

0,90

C42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C42 400 20 HDG 400 11,522,0
C42 450 20 HDG 450 11,702,0
C42 500 20 HDG 500 11,862,0
C42 550 20 HDG 550 12,022,0
C42 600 20 HDG 600 12,142,0

Hot D�p Galvan�sed

C Double Channel 83x41 Bracket
C Profil 83x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 20 HDG 300
C83 350 20 HDG 350

1
1

C83 200 20 HDG 200 1
1,60
1,81

1,16

C83

2,0
2,0

2,0

C83 400 20 HDG 400 12,042,0
C83 450 20 HDG 450 12,252,0
C83 500 20 HDG 500 12,472,0
C83 550 20 HDG 550 12,692,0
C83 600 20 HDG 600 12,922,0

Hot D�p Galvan�sed

C83 650 20 HDG 650 13,132,0
C83 700 20 HDG 700 13,362,0
C83 750 20 HDG 750 13,582,0
C83 800 20 HDG 800 13,792,0
C83 850 20 HDG 850 14,022,0
C83 900 20 HDG 900 14,242,0
C83 950 20 HDG 950 14,462,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

C42 650 20 HDG 650 12,342,0
C42 700 20 HDG 700 12,452,0
C42 750 20 HDG 750 12,602,0
C42 800 20 HDG 800 12,812,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 25 HDG 300
C42 350 25 HDG 350

1
1

C42 200 25 HDG 200 1
1,46
1,66

1,07

C42

2,5
2,5

2,5

C42 400 25 HDG 400 11,862,5
C42 450 25 HDG 450 12,062,5
C42 500 25 HDG 500 12,262,5
C42 550 25 HDG 550 12,462,5
C42 600 25 HDG 600 12,652,5
C42 650 25 HDG 650 12,852,5
C42 700 25 HDG 700 13,052,5
C42 750 25 HDG 750 13,252,5
C42 800 25 HDG 800 13,452,5

C83 1000 20 HDG 1000 14,682,0
C83 1050 20 HDG 1050 14,902,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 25 HDG 300
C83 350 25 HDG 350

1
1

C83 200 25 HDG 200 1
1,93
2,20

1,38

C83

2,5
2,5

2,5

C83 400 25 HDG 400 12,482,5
C83 450 25 HDG 450 12,752,5
C83 500 25 HDG 500 13,022,5
C83 550 25 HDG 550 13,302,5
C83 600 25 HDG 600 13,582,5
C83 650 25 HDG 650 13,852,5
C83 700 25 HDG 700 14,132,5
C83 750 25 HDG 750 14,402,5
C83 800 25 HDG 800 14,672,5
C83 850 25 HDG 850 14,952,5
C83 900 25 HDG 900 15,232,5
C83 950 25 HDG 950 15,502,5
C83 1000 25 HDG 1000 15,782,5
C83 1050 25 HDG 1050 16,052,5

2.0mm 2.5mm

2.0mm 2.5mm

C42 900 20 HDG 900 13,012,0 C42 900 25 HDG 900 13,652,5

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C42 900

30

5,00 6,00
 D

efl
ec

tio
n 

f i
n 

[m
m

] a
t F

 m
a

x
. L

/2
0

 

C42 150

C42 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C42 300

Th�ckness T:2,5 mm

C42 750

C42 600
C42 450

7,5

15

0.0

0.0 2,00 3,00 4,00

f,mm

C83 900

30

5,00 6,00

 D
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n 
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n 
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m
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. L
/2
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Safe Work�ng Load F �n kN

22,5

37,5

45

Th�ckness T:2,5 mm

C83 750

7,00

C83 600

C83 450

C83 300

C83 200

L

L

5

135

50

30

14

25

14

83

41

T

5

50

30

14

41

135T 42

41

14

C42

C83
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C Channel Hang�ng Support 41x21
C Profil Tavan Tespiti 41x21 - С-образная потолочная станина 41x21 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT21 030 20 HDG 300
CT21 040 20 HDG 400

1
1

CT21 025 20 HDG 250 1
1,08
1,24

1,00

CT21

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT21 050 20 HDG 500 11,402,0
CT21 060 20 HDG 600 11,562,0
CT21 070 20 HDG 700 11,722,0
CT21 075 20 HDG 750 11,802,0
CT21 080 20 HDG 800 11,882,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 20 HDG 300
CT41 040 20 HDG 400

1
1

CT41 025 20 HDG 250 1
1,26
1,48

1,15

CT41

2,0
2,0

2,0

CT41 050 20 HDG 500 11,702,0
CT41 060 20 HDG 600 11,922,0
CT41 075 20 HDG 750 12,252,0
CT41 080 20 HDG 800 12,362,0
CT41 090 20 HDG 900 12,582,0

Hot D�p Galvan�sed

CT41 100 20 HDG 1000 12,802,0
CT41 110 20 HDG 1100 13,022,0
CT41 120 20 HDG 1200 13,242,0
CT41 125 20 HDG 1250 13,352,0
CT41 150 20 HDG 1500 13,902,0
CT41 160 20 HDG 1600 14,122,0
CT41 170 20 HDG 1700 14,342,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT21 100 20 HDG 1000 12,202,0
CT21 125 20 HDG 1250 12,602,0
CT21 150 20 HDG 1500 13,002,0

CT41 175 20 HDG 1750 14,452,0
CT41 180 20 HDG 1800 14,562,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 41x41
C Profil Tavan Tespiti 41x41 - С-образная потолочная станина 41x41 

CT41 190 20 HDG 1900 14,782,0
CT41 200 20 HDG 2000 15,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

300
400

1
1

250 1
1,20
1,40

1,10

CT21

2,5
2,5

2,5

500 11,602,5
600 11,802,5
700 12,002,5
750 12,102,5
800 12,202,5

1000 12,602,5
1250 13,102,5
1500 13,602,5

CT21 030 25 HDG
CT21 040 25 HDG

CT21 025 25 HDG

CT21 050 25 HDG
CT21 060 25 HDG
CT21 070 25 HDG
CT21 075 25 HDG
CT21 080 25 HDG
CT21 100 25 HDG
CT21 125 25 HDG
CT21 150 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 25 HDG 300
CT41 040 25 HDG 400

1
1

CT41 025 25 HDG 250 1
1,43
1,70

1,29

CT41

2,5
2,5

2,5

CT41 050 25 HDG 500 11,982,5
CT41 060 25 HDG 600 12,252,5
CT41 075 25 HDG 750 12,662,5
CT41 080 25 HDG 800 12,802,5
CT41 090 25 HDG 900 13,082,5
CT41 100 25 HDG 1000 13,352,5
CT41 110 25 HDG 1100 13,632,5
CT41 120 25 HDG 1200 13,902,5
CT41 125 25 HDG 1250 14,042,5
CT41 150 25 HDG 1500 14,732,5
CT41 160 25 HDG 1600 15,002,5
CT41 170 25 HDG 1700 15,282,5
CT41 175 25 HDG 1750 15,412,5
CT41 180 25 HDG 1800 15,552,5
CT41 190 25 HDG 1900 15,832,5
CT41 200 25 HDG 2000 16,102,5

2.0mm 2.5mm

2.0mm 2.5mm

100

150

Ø14

5

L

100

150

5

Ø14

CT21

CT41

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  41x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300

0,40 0,25 0,20

Safe Load Calculat�on For Ce�l�ng Support  21x41x2,5 mm - L:800

Slotted Surface

L

m
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C Channel Hang�ng Support 42x41
C Profil Tavan Tespiti 42x41 - С-образная потолочная станина 42x41 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 20 HDG 600
CT42 075 20 HDG 750

1
1

CT42 050 20 HDG 500 1
2,52
3,00

2,20

CT42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT42 080 20 HDG 800 13,162,0
CT42 100 20 HDG 1000 13,802,0
CT42 120 20 HDG 1200 14,442,0
CT42 125 20 HDG 1250 14,602,0
CT42 150 20 HDG 1500 15,402,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT42 160 20 HDG 1600 15,722,0
CT42 175 20 HDG 1750 16,202,0
CT42 180 20 HDG 1800 16,362,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 83x41
C Profil Tavan Tespiti 83x41 - С-образная потолочная станина 83x41 

CT42 200 20 HDG 2000 17,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 25 HDG 600
CT42 075 25 HDG 750

1
1

CT42 050 25 HDG 500 1
3,00
3,60

2,60

CT42

2,5
2,5

2,5

CT42 080 25 HDG 800 13,802,5
CT42 100 25 HDG 1000 14,602,5
CT42 120 25 HDG 1200 15,402,5
CT42 125 25 HDG 1250 15,602,5
CT42 150 25 HDG 1500 16,602,5
CT42 160 25 HDG 1600 17,002,5
CT42 175 25 HDG 1750 17,602,5
CT42 180 25 HDG 1800 17,802,5
CT42 200 25 HDG 2000 18,602,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 20 HDG 600
CT83 070 20 HDG 700

1
1

CT83 050 20 HDG 500 1
3,24
3,68

2,80

CT83

2,0
2,0

2,0

CT83 075 20 HDG 750 13,902,0
CT83 080 20 HDG 800 14,122,0
CT83 090 20 HDG 900 14,562,0
CT83 100 20 HDG 1000 15,002,0
CT83 110 20 HDG 1100 15,442,0
CT83 120 20 HDG 1200 15,882,0
CT83 125 20 HDG 1250 16,102,0
CT83 130 20 HDG 1300 16,322,0
CT83 140 20 HDG 1400 16,762,0
CT83 150 20 HDG 1500 17,202,0
CT83 160 20 HDG 1600 17,642,0
CT83 170 20 HDG 1700 18,082,0
CT83 175 20 HDG 1750 18,302,0
CT83 180 20 HDG 1800 18,522,0
CT83 190 20 HDG 1900 18,962,0
CT83 200 20 HDG 2000 19,402,0
CT83 220 20 HDG 2200 110,282,0
CT83 250 20 HDG 2500 111,602,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 25 HDG 600
CT83 070 25 HDG 700

1
1

CT83 050 25 HDG 500 1
3,90
4,45

3,35

CT83

2,5
2,5

2,5

CT83 075 25 HDG 750 14,732,5
CT83 080 25 HDG 800 15,002,5
CT83 090 25 HDG 900 15,552,5
CT83 100 25 HDG 1000 16,102,5
CT83 110 25 HDG 1100 16,652,5
CT83 120 25 HDG 1200 17,202,5
CT83 125 25 HDG 1250 17,482,5
CT83 130 25 HDG 1300 17,752,5
CT83 140 25 HDG 1400 18,302,5
CT83 150 25 HDG 1500 18,852,5
CT83 160 25 HDG 1600 19,402,5
CT83 170 25 HDG 1700 19,952,5
CT83 175 25 HDG 1750 110,232,5
CT83 180 25 HDG 1800 110,502,5
CT83 190 25 HDG 1900 111,052,5
CT83 200 25 HDG 2000 111,602,5
CT83 220 25 HDG 2200 112,702,5
CT83 250 25 HDG 2500 114,352,5

2.0mm 2.5mm

2.0mm 2.5mm

CT42

CT83

100

150

5

150

5

Slotted Surface

Ø14

150

L

Ø14

L

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

2,10 1,80 1,60 1,40 1,20 1,10

100 200 300 400 500 600

2,90 2,50 2,00 1,90 1,70 1,50

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  83x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  42x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-01A HDG 11
CYB-01B HDG 9

1
1

CYB-01 HDG 14 1
0,063
0,063

0,063

CYB-01

40x40
40x40

40x40

Hot D�p Galvan�sed

5.0mm

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-02A HDG 11
CYB-02B HDG 9

1
1

CYB-02 HDG 14 1
0,029
0,029

0,029

CYB-02

32x32
32x32

32x32

3.0mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-03A HDG 6 1
CYB-03 HDG 5 1

0,166
0,126

CYB-03

88
80

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-04A HDG 6 1
CYB-04 HDG 5 1

0,256
0,188

CYB-04

136
120

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-05A HDG 6 1
CYB-05 HDG 5 1

0,347
0,251

CYB-05

184
160

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-06A HDG 6 1
CYB-06 HDG 5 1

0,437
0,314

CYB-06

232
200

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-07A HDG 6 1
CYB-07 HDG 5 1

0,270
0,188

CYB-07

90x90
80x80

Hot D�p Galvan�sed

a-b
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-08A HDG 6 1
CYB-08 HDG 5 1

0,360
0,251

CYB-08

135x80
120x80

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

Length

a-b
mm

CYB-06

L

40

CYB-04

40

L

d

4
0

CYB-03

4
040

L

d

CYB-01 CYB-02

b

a

dd

b

a

Common W�dth S�ze (CYB-05 and CYB-06)40

CYB-05

L

d

40

T

CYB-07 CYB-08

1
4

b

a a

1
4

b

T T

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-09A HDG 6 1
CYB-09 HDG 5 1

0,360
0,251

CYB-09

135x90
120x80

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-10A HDG 6 1
CYB-10 HDG 5 1

0,470
0,340

CYB-10

135x135
120x120

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-11A HDG 6 1
CYB-11 HDG 5 1

0,320
0,267

CYB-11

90x90
90x90

Hot D�p Galvan�sed

mm CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-12A HDG 6 1
CYB-12 HDG 5 1

0,470
0,392

CYB-12

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-13A HDG 6 1
CYB-13 HDG 5 1

0,680
0,567

CYB-13

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-14A HDG 6 1
CYB-14 HDG 5 1

0,320
0,267

CYB-14

135x90
135x90

S�ze

135x135
135x135

mm

90x90
90x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-15A HDG 6 1
CYB-15 HDG 5 1

0,470
0,392

CYB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-16A HDG 6 1
CYB-16 HDG 5 1

0,870
0,725

CYB-16
S�ze

135x90
135x90

mm

136x136
136x136

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CYB-11
90

14

90

CYB-12

135

1
4 90

90

90

1
4

CYB-14

CYB-13

135

14

135

CYB-09
a

b

14

b

CYB-15 CYB-16

90

135

1
4

136

136

1
4

CYB-10

b b

14

a

m
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-17A HDG 6 1
CYB-17 HDG 5 1

0,800
0,667

CYB-17

232x90
232x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-18A HDG 6 1
CYB-18 HDG 5 1

0,470
0,392

CYB-18

135x90
135x90

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-19A HDG 6 1
CYB-19 HDG 5 1

0,800
0,667

CYB-19

232x90
232x90

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-01A HDG 6 1
CB-01 HDG 5 1

0,954
0,795

CB-01

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-02A HDG 6 1
CB-02 HDG 5 1

0,954
0,795

CB-02
S�ze

137x98
137x98

mm

137x98
137x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-03A HDG 6 1
CB-03 HDG 5 1

0,636
0,530

CB-03
S�ze

137x50
137x50

mm

C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

S�ze
mm

S�ze
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CYB-17

232

9
0

14

CYB-19

232

232

90

14

CYB-18

135

9
0

14

CB-02

431
4

4
7

137

137

14
98

T

CB-03
137

5
0

53

137

47 43 47

14

4
7 4
1

T

137

43

8914
98

137

CB-01

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей 

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-04A HDG 6 1
CB-04 HDG 5 1

0,572
0,477

CB-04

90x98
90x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-05A HDG 6 1
CB-05 HDG 5 1

0,382
0,318

CB-05

90x50
90x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-08A HDG 6 1
CB-08 HDG 5 1

0,400
0,320

CB-08

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,600
0,500

CB-09
S�ze

82x57
82x57

a-b
mm

S�ze

124x57
124x57

a-b
mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-10A HDG 6 1
CB-10 HDG 5 1

0,250
0,220

CB-10
S�ze

135x41
135x41

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-06A HDG 6 1
CB-06 HDG 5 1

0,270
0,260

CB-06

50x50
50x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-07A HDG 6 1
CB-07 HDG 5 1

0,270
0,260

CB-07

50x50
50x50

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CB-06

47

5
0

47

1
4

CB-07

47

5
0

47
1
4

124

CB-09

46

57

46

1
4

135

41

CB-10

1
4

CB-05
47

4
7

1
4

90

5
0

CB-08

4
7

4
7

57

T

1
4

82

47
T

4
7

CB-04

1
4

90

98

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-11A HDG 6 1
CB-11 HDG 5 1

0,170
0,140

CB-11

50x47
50x47

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-12A HDG 6 1
CB-12 HDG 5 1

0,170
0,140

CB-12

47x52
47x52

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-15A HDG 6 1
CB-15 HDG 5 1

0,400
0,320

CB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,350
0,320

CB-16
S�ze

89x104
89x104

mm

56x137
56x137

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-17A HDG 6 1
CB-17 HDG 5 1

0,600
0,500

CB-17
S�ze

102x102
102x102

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-13A HDG 6 1
CB-13 HDG 5 1

0,260
0,230

CB-13

47x98
47x98

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-14A HDG 6 1
CB-14 HDG 5 1

0,270
0,230

CB-14

41x104
41x104

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-18A HDG 6 1
CB-18 HDG 5 1

0,470
0,430

CB-18

104x137
104x137

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-11

5
0

47

401
4

50

1
0
4

89

104

40

1
4

CB-15

1
3

7

56 40

1
3
71

4

CB-16

102

102

1
4

46

14

CB-17

9
8

47

98

40

CB-13

1
4

104

41

1
0
4

40

1
4

CB-14

CB-12

47

52

4
0

411
4
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı -  Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-19A HDG 6 1
CB-19 HDG 5 1

0,260
0,230

CB-19

89x56
89x56

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-20A HDG 6 1
CB-20 HDG 5 1

0,600
0,500

CB-20

96x128
96x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-23A HDG 6 1
CB-23 HDG 5 1

0,360
0,280

CB-23

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-24 HDG 5 10,270

CB-24
S�ze

135x51
120x51

a-b
mm

S�ze

44x71

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-25 HDG 5 10,280

CB-25
S�ze

56x70

mm

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-21A HDG 6 1
CB-21 HDG 5 1

0,280
0,240

CB-21

90x48
90x48

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-22A HDG 6 1
CB-22 HDG 5 1

0,280
0,240

CB-22

90x48
90x48

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-26 HDG 5 10,340

CB-26

78x78

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

CB-19
56

8
9

T

40

8
9

1
4

CB-20
47

9
6

T

9
6

38

1
4

51
46

8
2

T

1
4

CB-21

CB-22

51 46

8
2

T

1
4

46

4
6

T

a

14

CB-23

b

41

1
0
1
,4

44

71

143

T

CB-24

141

4
1

CB-26

5656

6
0

2
7
0

1
4

4
1

78

78

143

T

CB-25 CB-25

m
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27A HDG 5 10,360

CB-27A

135x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-28A HDG 6 1
CB-28 HDG 5 1

0,360
0,320

Hot D�p Galvan�sed

S�ze

90x57
90x57

a-b
mm

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27L HDG 5 10,360

CB-27L

90x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27G HDG 5 10,860

CB-27G

90x90

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-29A HDG 6 1
CB-29 HDG 5 1

0,610
0,520

CB-29
S�ze

104x90
104x90

a-b
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

1
3
5

76,3

T

41

36,1

1
3
5

14

CB-27CB-27A

9
2

86

14

14

86

4
6

92

4
6

T

CB-27L & CB27GCB-27L & CB27G(Symetr�cal Parts) (Symetr�cal Parts)

87

5
7

14

4
7

14

4
7

57

87

CB-28

CB-28

1
0
4

1
0
4

90 90

CB-29

CB-29

CB-28

m
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C Channel U and Z F�tt�ng
C Profil U ve Z Bağlantı Elemanı - Крепление стеновое для С-образного профиля

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-30 HDG 5 10,290

CB-30

135x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-31 HDG 5 10,370

CB-31

135x48
CB-30A HDG 6 10,320135x27 CB-31A HDG 6 10,400135x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-32 HDG 5 10,520

CB-32

135x89

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-33 HDG 5 10,450

CB-33

176x95
CB-32A HDG 6 10,580135x89 CB-33A HDG 6 10,480176x95

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-34 HDG 5 10,180

CB-34

95x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-35 HDG 5 10,220

CB-35

95x48
CB-34A HDG 6 10,21095x27 CB-35A HDG 6 10,25095x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-36 HDG 5 10,29095x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-37 HDG 5 10,23095x54
CB-36A HDG 6 10,32095x90 CB-37A HDG 6 10,26095x54

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CB-33

176

84

94

4
7

T

41

1
7

6

CB-32

53

89

43

135
41

a

14

T

CB-34
95

4
1

1
4

95

50

27

50

T

CB-36

T

9
0

50

4
1

95

50

1
4

CB-30

CB-31

Part Common V�ew

27

43

135

41

1
4
0

14

43

135

48

53

53

CB-37 46

5
4

46

95

4
1

14

CB-35

4
1

95

1
4

50

4
8

95

T

CB-36 CB-37

m
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C Channel U F�tt�ng (Clev�s)
C Profil U Bağlantı Elemanı (Clevis) - U крепеж к С профилю

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-38 HDG 5 10,320

CB-38

93x47
CB-38A HDG 6 10,38093x47

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-01 HDG 5 10,920

CE-01

184x52

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-02 HDG 5 10,750

CE-02

184x25
CE-01A HDG 6 11,080184x52 CE-02A HDG 6 10,900184x25

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-01 HDG 5 10,360

CTK-01

80x65

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-02 HDG 5 10,440

CTK-02

80x90

(W�th bolt M10x35) (W�th bolt M10x35)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-03 HDG 5 10,500

CTK-03

80x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-04 HDG 5 10,050

CTK-04

56x21

(W�th bolt M10x35) (W�thout bolt M10x35)

CTK-04A HDG 6 10,06056x21

C Channel Coupler and Clamps
C Profil Birleştirme Elemanı ve Taşıyıcılar - Соединитель и крепеж к металлическим балкам

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-38

4
7

93

T
93

4
1

CE-01

184
5
2

53

5
2

CE-02

184

5
3

2
5

53

T

CTK-01

80

6
5

50

6
5

44

2
3

CTK-02

50

9
0

80

9
0

44

4
4

CTK-03

1
3
0

80

44

1
3
0

CTK-04 56

2
1

50

2
1

m
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C Channel Support Base
C Profil Zemine Sabitleme Elemanı - Крепление к потолку для С-образного профиля

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-01 HDG 45 10,800

CDB-01

150x100

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-02 HDG 45 11,080

CDB-02

200x100

*For s�ngle channel 41x41 *For double channel 83x41

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-03 HDG 90 11,350

CDB-03

150x150

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-04 HDG 90 11,500

CDB-04

150x150

*For s�ngle channel 41x41 *For double channel 83x41

CDB-03D HDG 90 11,350150x150 CDB-04D HDG 90 11,500200x150

Hot D�p Galvan�sed

S�ze 
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-13 HDG 5 11,100

CDB-13

146x120

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-14 HDG 5 11,300

CDB-14

187x120

*For s�ngle channel 41x41 *For double channel 83x41

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CDB-13

146

120

42

1
4

1
4

T

120

5

CDB-01

150

1
0
0

53

4
5

14

5

h

CDB-02

95

1
0
0

5

200

5

14

h

CDB-03D

5

4
5

5

53

150

1
5
0

h

CDB-14

187

120 120

1
4

h

42

200

100

95

5

5
3

1
4

h

CDB-04D
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C Channel Clamps
C Profil Taşıyıcılar - Крепеж к металлическим балкам

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-05 HDG 5 10,360

CTK-05

80x60

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-07 HDG 5 10,160

CTK-07

50x75

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-08 HDG 6 10,280

CTK-08

50x65

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-09 HDG 5 10,170

CTK-09

70x40

(W�th bolt M12x40)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-10 HDG 3 11,130

CTK-10

210

Hot D�p Galvan�sed

S�ze

L
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-11A HDG 6 10,622

CTK-11

230

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-06 HDG 5 10,400

CTK-06

120x60

S�ze

L
mm

CTK-11B HDG 6 10,876365
CTK-11C HDG 6 10,413650

C Channel Bracket Support Plate
Konsol Destek Elemanı - Держатель консолей

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CTK-07

36

2
5

43

12
85

3
0

6
,8

CTK-08

119

4
0

1
4

7

47
6
5

T

CTK-09

11
5 27

2
1

37

2
0

70

4
7

14

6,8

L

14

40

214

CTK-10 CTK-11

40

50

14

L

T

CTK-06

75

6
7

30 37

166

1
2
0

60

75

6
7

30 37

166

T

8
0

60

CTK-05

m
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C Channel Adjustable Brace F�tt�ng Base
C Profil Zemine Sabitleme Elemanı, Hareketli - Крепление к потолку для С-образного профиля, шарнирное

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-23 HDG 37,5 11,620

CDB-23 HDG

137x64

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-24 HDG 48 12,360

CDB-24 HDG

100x64

Electro Z�nc Plated

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NYS 3M8 30 500,041

NYS - NS

M8

Electro Z�nc Plated

NYS 3M10 30 500,041M10

PVC

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4141 PVC Black 1000,006

END 4141 PVC

41x41

PVC

C Channel Spr�ng Nut and F�x�ng Bolt 
C Kanal Yaylı Somun ve T Civata - Ромбовидные гайки с пружиной и Т-образные болты

Spr�ng Nut F�x�ng Bolt

NYS 3M12 30 500,041M12
NS M8 500,038M8
NS M10 500,038M10
NS M12 500,038M12

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NTS 3M8 30 500,045

NTS

M8
NTS 3M10 30 500,070M10
NTS 3M12 30 500,080M12

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4121 PVC Black 1000,003

END 2141 PVC

41x21

Plast�c, black color
MATERIAL

Ava�lable fin�shes:

In stock : Black
Any RAL color: upon request

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

HDG - Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

CDB-23 

CDB-24

NYS (Spr�ng Nut) NTS (F�n�ng Bolt)

END4121

END4141

Plast�c End Cup for C Channel
C Profil Sonlandırma - Защитная пластина 

48

137
64

48

100
64

2
1

21

4
1

41

30

D

30

D

D

NS

m
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C Support Stat�c Values - Safe Load
C Destek Taşıma Yük Değerleri - Нагрузочная способность профелей

1
,5

21

2
,0

21

2
,5

21

4
1

42

2
,0

4
1

42

4
1

42

41

1
,5

2
,0

2
,5

1
,5

4
1

4
1

4
1

2
,5

4
1

41

4
1

41

4
1

2
,5

41

4
1

41

4
1

41

4
1

2
,0

1
,5

2
1
x
4
1

4
2

x
4

1
4

1
x

4
1

8
3

x
4

1

U
N

IF
O

R
M

L
O

A
D

, 
q

 (
k
N

)

A
L

L
O

W
A

B
L

E

L
O

A
D

, 
F

 (
k
N

)

L

F

L

F

L
L

F
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Omega "C" Bracket

Omega "C" Bracket (Universal )

Omega "L" Bracket

Omega "L" Bracket ( Universal )

Omega "L" Bracket (hanging support)

Omega Spacer

Omega Profile

Omega Profile ( Universal )

Omega Support Systems

DKC... DKL... DKL...CP...

WBC... WBL... OMP...WP...

Support Systems
m
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Omega "C" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537

APPLICATIONS

Thickn. (ga) [mm]:

Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

Pre-Galvan�zed Hot-D�p Galvan�zed

Pre-Galvan�zed

DKC 10 PG 1.3 0.61145

DKC 20 PG 0.8 0.76245
DKC 30 PG 0.5 0.91345

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

10

pcs

Hot-D�p Galvan�zed

DKC 10 HDG 1.3 0.61145

DKC 20 HDG 0.8 0.76245
DKC 30 HDG 0.5 0.91345

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

pcs

WBC 10 PG 1.3 0.61145

WBC 20 PG 0.8 0.76245
WBC 30 PG 0.5 0.91345

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBC ... WBC ... 

10

pcs

WBC 10 HDG 1.3 0.61145

WBC 20 HDG 0.8 0.76245
WBC 30 HDG 0.5 0.91345

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBC ... WBC ... 

pcs

Pre-Galvan�zed Hot-D�p Galvan�zed

OMP PG 0.02

kgCODE

OMPOMP

100

pcs

0.02

kgCODE

100

pcs

Omega Spacer
Omega mesafe parçası - Распорка консоли

10
10

10

10
10

Omega "C" Bracket (Un�versal )
Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

OMP HDG 

OMPOMP

10
10

10
10
10

2.0

DKC

WBC

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

Safe Work�ng Load F �n kN

 L
/2

0
 

150

2
0
0

L

M10-M12 x 25

5
0

50 50

50

8x15,59,5x5

50

50
M10-M12 x 25

25

 F. KN  Load

f

150

2
0
0

L

M10-M12 x 25

5
0

25

50
M10-M12 x 25

50

8x15,5

Support Systems
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Omega "L" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega "L" Konsol - Настенная и опорная Консоль (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

f

Pre-Galvan�zed

DKL 10 PG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

10

pcs

Hot-D�p Galvan�zed

DKL 20 PG 0.8 0.53245
DKL 30 PG 0.5 0.69345

DKL 15 PG 1.0 0.46195

DKL 10 HDG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 20 HDG 0.8 0.53245
DKL 30 HDG 0.5 0.69345

DKL 15 HDG 1.0 0.46195

Pre-Galvan�zed Hot-D�p Galvan�zed

WBL 10 PG 1.5 0.38145

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBL ... WBL ... 

10

pcs

WBL 20 PG 0.8 0.53245
WBL 30 PG 0.5 0.69345

WBL 15 PG 1.0 0.46195

WBL 10 HDG 1.5 0.38145

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBL ... WBL ... 

pcs

WBL 20 HDG 0.8 0.53245
WBL 30 HDG 0.5 0.69345

WBL 15 HDG 1.0 0.46195

Omega "L" Bracket ( Un�versal )
Omega "L" Konsol - Настенная и опорная Консоль (омега)

10
10
10

10

10
10
10

10
10
10

10
10
10
10

2.0

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

max.Safe Work�ng Load F        �n kNmax.

 L
/2

0
 

L=195

F

DKL

WBL

 F. KN  Load

1
4

0

60

M10-M12 x 25

5
0

L

8x15,5

5050

1
4

0

L

5050

5050

8x15,59,5x5

5
0

60

M10-M12 x 25

W�re Mesh Cable Tray Cable Tray

Cable Tray

Qu�ck F�x

Support Systems
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Omega "L" Bracket (hang�ng support)

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega Tavan Tespit - Потолочная стойка (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre-Galvan�zed

DKL 400 PG 1.0 0.84445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

10

pcs

Hot-D�p Galvan�zed

DKL 600 PG 0.6 1.14645
DKL 500 PG 0.8 0.99545

DKL 400 HDG 445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 600 HDG 645
DKL 500 HDG 545

1.0545
1.0445

0.7645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.2
0.5
0.6

0.4

S�ngle - S�ded

1.4545
1.5445

1.2645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.5
1.1
1.2

1.0

Double - S�ded

10

20

5

0

0.0 0.5 1.0 1.5 2.0

f

15

L=640

B
ra

ck
e

t 
d

e
fle

c
t�o

n
 f

 �
n

 (
m

m
) 

L
/2

0
 

25

 F. KN  Load ( L = 345mm )

L=440

L=540

1.0

0.6
0.8

0.84

1.14
0.9910

10

10
10
10

2.0

140

6
0

M10-M12 x 25

50

L

8x15,5

5
0

5
0

f

 F. KN  Load

 F. KN  Load

L

DETAIL A

OMP

Steel Anchor

M8 - M10 Bolt and Nut
DKL 100 - 150
WBL 100 - 150

DKL 400 - 600

 F. KN  Load

 F. KN  Load

 F. KN  Load

 F. KN  Load

Support Systems
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Omega Profile

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

Omega Profil - Омега образная профиль

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5 

Pre-Galvan�zed

CP 300 15 PG 1,14

CODE

1m
kgCODE

CP... CP... 

10

pcs

Hot-D�p Galvan�zed

CP 300 20 PG

60x20

S�ze

60x20 1,52

Pre-Galvan�zed Hot-D�p Galvan�zed

3000

Length

L
mm

3000

CP 300 15 HDG 1,14

CODE

1m
kgCODE

CP... CP... 

10

pcs

CP 300 20 HDG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

WP 300 15 PG 1,14

CODE

1m
kgCODE

WP... WP... 

2

pcs

WP 300 20 PG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

WP 300 15 HDG 1,14

CODE

1m
kgCODE

WP... WP... 

2

pcs

WP 300 20 HDG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

Omega Profile ( Un�versal )
Omega Profil - Омега образная профиль

10 10

2.0

CP

WP
2

0

60

1
5

8

5
0

L

5
0

60

2
0

L 

5
0

5
0

1
5

8

5x9,5

L= 400 - 1500mm

H
=

 6
0
0

 - 3
0

0
0
m

m

DKL 100

DKL 100
DKL 150

CP 300

CP 300
WP 300

Ceel�ng
Steel Anchor

Support Systems
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Mount�ng
Montaj - монтаж

H
=

 M
a

x
 5

5
0

m
m

L= 400 - 1500mm

DKL 400
DKL 500
DKL 600

DKL 100
DKL 150

CP 300
WP 300

H
=

 M
a

x
 5

5
0

m
m

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

DKL
WBL

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

S�ngle S�de Double S�de

S�ngle S�de Double S�de

D
=

1
5

0
m

m

DKC 
WBC 

D
=

1
5

0
m

m

DKC 
WBC 

DKL
WBL

Support Systems
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Profiles

Support Systems

SL 25 Hole: 8,5x25 L..A Hole: 8,5x25 LK..B Hole: 11x25 LK..C Hole:13x25

LK..A Hole: 8,5x25 L..F - LK..F Hole: Ø11 LH..B Hole: 11x25

UA Hole: 8,5x25 UC..A Hole: 8,5x25 UC..B Hole: 11x25 UC..C Hole: 13x25

UC..F Hole: Ø11 UH..B Hole: 11x25 UH..C Hole: 13x25 OK Hole: 8X25

CL..A Hole: 8x20+Ø11 CL..C Hole: 13x25 CL..F Hole: Ø11 Z Hole: 11x25

L8 Hole: 8x80 U8 Z8 LPHole: 8x80 Hole: 8x80 Hole: 8x80

LH..C Hole: 13x25

m
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Flat Bar
Delikli Düz Lama - Перфорированная лента

Pre-Galvan�zed EN 10346

SL            L:2000

Hot D�p Galvan�zed EN ISO 1461

SL            L:2000

L Profile
L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Thickn. (ga) [mm]: 1.5 2.0 2.5 3.0 

MATERIAL

Steel, str�p-galv. acc. to the Sendz�m�r method to TS-EN
10346:2011 (PG)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)
EP-Powder coat�ng �n a full range of colours (RAL) 

SL 25

SL 50

L...A

LK...B

LK...C

LK...A

W

T

8,5x25

W

8,5x25

T

W

W

8,5x25

L

h

W

T

h

L

11x25

W

T

L

h

W

13x25

T

L

W

h

8,5x25

T

Width

W
mm

CODE
Th�ckness

T
mm 1 mt

CODE

SL 25A 30 PG 3,0 1
SL 25A 20 PG 2,0 1

0.53
0.35

25
25

SL 30A 30 PG 3,0 1
SL 30A 20 PG 2,0 1

0.64
0.42

30
30

SL 40A 20 PG 2,0 10.5740
SL 40A 30 PG 3,0 10.8540
SL 50A 20 PG 2,0 10.7150
SL 50A 30 PG 3,0 11.0650
SL 60A 20 PG 2,0 10.8560
SL 60A 30 PG 3,0 11.2760

Hole

mm

8,5x25
8,5x25

8,5x25
8,5x25

8,5x25
8,5x25
8,5x25
8,5x25
8,5x25
8,5x25

S�ze

Width

W
mm

CODE
Th�ckness

T
mm 1 mt

CODE

SL 25A 30 HDG 3,0 1
SL 25A 20 HDG 2,0 1

0.59
0.39

25
25

SL 30A 30 HDG 3,0 1
SL 30A 20 HDG 2,0 1

0.71
0.47

30
30

SL 40A 20 HDG 2,0 10.6340
SL 40A 30 HDG 3,0 10.9440
SL 50A 20 HDG 2,0 10.7950
SL 50A 30 HDG 3,0 11.1850
SL 60A 20 HDG 2,0 10.9460
SL 60A 30 HDG 3,0 11.4160

Hole

mm

8,5x25
8,5x25

8,5x25
8,5x25

8,5x25
8,5x25
8,5x25
8,5x25
8,5x25
8,5x25

S�ze

S�ze
mmCODE

Th�ckness

T
mm 1 mt

CODE

L 25A 20 PG 2,0 1
L 25A 15 PG 1,5 1

0.71
0.53

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

LK 25B 20 PG 2,0 1
LK 25B 15 PG 1,5 1

0.71
0.53

25x25
25x25

11x25
11x25

LK 30B 20 PG 2,0
LK 30B 15 PG 1,5

0.85
0.64

30x30
30x30

11x25
11x25

LK 35B 20 PG 2,0
LK 35B 15 PG 1,5

0.99
0.74

35x35
35x35

11x25
11x25

1
1

1
1

LK 35B 30 PG 3,0 1.4835x35 11x25 1

LK 40C 20 PG 2,0 1
LK 40C 15 PG 1,5 1

1.13
0.85

40x40
40x40

13x25
13x25

LK 50C 20 PG 2,0
LK 40C 30 PG 3,0

1.41
1.70

50x50
40x40

13x25
13x25

LK 50C 40 PG 4,0
LK 50C 30 PG 3,0

2.83
2.12

50x50
50x50

13x25
13x25

1
1

1
1

LK 52A 20 PG 2,0 1
LK 52A 15 PG 1,5 1

50x25
50x25

8,5x25
8,5x25

LK 52A 25 PG 2,550x25 8,5x25 1
1,06
0,79

1,32

S�ze
mmCODE

Th�ckness

T
mm 1 mt

CODE

L 25A 20 HDG 2,0 1
L 25A 15 HDG 1,5 1

0.79
0.59

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

LK 25B 20 HDG 2,0 1
LK 25B 15 HDG 1,5 1

0.79
0.59

25x25
25x25

11x25
11x25

LK 30B 20 HDG 2,0
LK 30B 15 HDG 1,5

0.94
0.71

30x30
30x30

11x25
11x25

LK 35B 20 HDG 2,0
LK 35B 15 HDG 1,5

1.10
0.82

35x35
35x35

11x25
11x25

1
1

1
1

LK 35B 30 HDG 3,0 1.6535x35 11x25 1

LK 40C 20 HDG 2,0 1
LK 40C 15 HDG 1,5 1

1.26
0.94

40x40
40x40

13x25
13x25

LK 50C 20 HDG 2,0
LK 40C 30 HDG 3,0

1.57
1.88

50x50
40x40

13x25
13x25

LK 50C 40 HDG 4,0
LK 50C 30 HDG 3,0

3.14
2.36

50x50
50x50

13x25
13x25

1
1

1
1

LK 52A 20 HDG 2,0 1
LK 52A 15 HDG 1,5 1

50x25
50x25

8,5x25
8,5x25

LK 52A 25 HDG 2,550x25 8,5x25 1
1,18
0,88

1,47

L...A         L:2000

LK...B      L3000

LK...C      L3000

LK...A     L3000

L...A         L:2000

LK...B      L3000

LK...C      L3000

pcs
kg

pcs
kg

pcs
kg

pcs
kg

Profiles

LK...A       L3000

     L3000

m
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L Profile
L Profil - L-образный профиль

L Profile
L Tipi Destek Profili - L-образный профиль

Pre-Galvan�zed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 PG 2,0 1
L 30F 15 PG 1,5 1

0.85
0.64

30x30
30x30

Hot D�p Galvan�zed EN ISO 1461

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LK 30F 20 PG 2,0 1
LK 30F 15 PG 1,5 1

0.85
0.64

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 HDG 2,0 1
L 30F 15 HDG 1,5 1

0.94
0.71

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 HDG 2,0 1
L 30F 15 HDG 1,5 1

0.94
0.71

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

Pre-Galvan�zed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LH 30B 20 PG 2,0 1
LH 25B 20 PG 2,0 1

0.85
0.71

30x30
25x25

Hot D�p Galvan�zed EN ISO 1461

Hole

mm

11x25
11x25

S�ze
HxW

LH 30B 30 PG 3,0 11.2730x30 11x25

LH 40C 40 PG 4,0 1
LH 40C 30 PG 3,0 1

2.26
1.70

40x40
40x40

13x25
13x25

LH 50C 30 PG 3,0 12.1250x50 13x25
LH 50C 40 PG 4,0 12.8350x50 13x25
LH 50C 50 EG 5,0 13.5350x50 13x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LH 30B 20 HDG 2,0 1
LH 25B 20 HDG 2,0 1

0.94
0.79

30x30
25x25

Hole

mm

11x25
11x25

S�ze
HxW

LH 30B 20 HDG 3,0 11.4130x30 11x25

LH 40C 40 HDG 4,0 1
LH 40C 30 HDG 3,0 1

2.51
1.88

40x40
40x40

13x25
13x25

LH 50C 30 HDG 3,0 12.3650x50 13x25
LH 50C 40 HDG 4,0 13.1450x50 13x25
LH 50C 50 HDG 5,0 13.9350x50 13x25

U Profile
U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

UA 2812A.10 12 PG 1,2 10.4312x28

Hole

mm

8,5x25

S�ze
HxW

UA 2812A 12 PG 1,2 10.4312x28 8,5x25

UA 3515F 15 PG 1,5 10.6915x35 Ø11

UA 4015B 15 PG 1,5 10.7415x40 11x25

UA 4020B 20 PG 2,0 10.9915x40 11x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

UA 2812A.10 12 HDG 1,2 10.4812x28

Hole

mm

8,5x25

S�ze
HxW

UA 2812A 12 HDG 1,2 10.4812x28 8,5x25

UA 3515F 15 HDG 1,5 10.7715x35 Ø11

UA 4015B 15 HDG 1,5 10.8215x40 11x25

UA 4020B 20 HDG 2,0 11.1015x40 11x25
UA 4015B 20 PG 2,0 10.9915x40 11x25 UA 4015B 20 HDG 2,0 11.1015x40 11x25

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

L...F           L:2000

LK...F        L:3000 LK...F        L:3000

LH...B       L:2000

LH...C       L:2000

LH...B       L:2000

LH...C       L:2000

UA             L:2000

UA             L:1000

UA...B        L:2000

UA...F        L:2000

UA             L:2000

UA             L:1000

UA...B        L:2000

UA...F        L:2000

L...F           L:2000

h

L

W

T

LH...B

11x25

L

h

W

T

LH...C

13x25

h

L

W

TL...F - LK...F

T

H

W

8,5x25

L

UA

L

11x25

T

W

H

UA...B

Profiles

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

m
MADE IN TURKEY



U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 1
1,5 1

1,06
0.79

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

2,0 1
1,5 1

1,41
1.06

30x40
30x40

11x25
11x25

2,5 1
2,0 1

2,00
1.60

35x43
35x43

11x25
11x25

2,0 11,8440x50 13x25

UC 2525A 15 PG
UC 2525A 20 PG

UC 4030B 15 PG
UC 4030B 20 PG

UC 4335B 20 PG
UC 4335B 25 PG

UC 5040C 20 PG
3,0 12,7640x50 13x25UC 5040C 30 PG
2,5 12,4740x60 13x25UC 6040C 25 PG
3,0 12,9740x60 13x25UC 6040C 30 PG
3,0 13,6050x70 13x25UC 7050C 30 PG
4,0 14,8050x70 13x25UC 7050C 40 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 1
1,5 1

1,18
0.88

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

2,0 1
1,5 1

1,57
1.18

30x40
30x40

11x25
11x25

2,5 1
2,0 1

2,22
1.77

35x43
35x43

11x25
11x25

2,0 12,0440x50 13x25

UC 2525A 15 HDG
UC 2525A 20 HDG

UC 4030B 15 HDG
UC 4030B 20 HDG

UC 4335B 20 HDG
UC 4335B 25 HDG

UC 5040C 20 HDG
3,0 13,0640x50 13x25UC 5040C 30 HDG
2,5 12,7540x60 13x25UC 6040C 25 HDG
3,0 13,3040x60 13x25UC 6040C 30 HDG
3,0 14,0050x70 13x25UC 7050C 30 HDG
4,0 15,3450x70 13x25UC 7050C 40 HDG

U Profile
U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

2,12
1.70

40x40
40x40

Hole

mm

Ø13
Ø13

S�ze
HxW

UC 4040E 20 PG
UC 4040E 25 PG

3,0 12,5440x40 Ø13UC 4040E 30 PG

4,0 13,3940x40 Ø13UC 4040E 40 PG

2,5 12,4740x60 Ø13UC 6040E 25 PG

3,0 12,9740x60 Ø13UC 6040E 30 PG

4,0 13,9640x60 Ø13UC 6040E 40 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

1,59
1.27

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

UC 3030F 20 PG
UC 3030F 25 PG

3,0 11,9130x30 Ø11UC 3030F 30 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

2,36
1.88

40x40
40x40

Hole

mm

Ø13
Ø13

S�ze
HxW

UC 4040E 20 HDG
UC 4040E 25 HDG

3,0 12,8340x40 Ø13UC 4040E 30 HDG

4,0 13,7740x40 Ø13UC 4040E 40 HDG

2,5 12,7540x60 Ø13UC 6040E 25 HDG

3,0 13,3040x60 Ø13UC 6040E 30 HDG

4,0 14,4040x60 Ø13UC 6040E 40 HDG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

1,77
1.41

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

UC 3030F 20 HDG
UC 3030F 25 HDG

3,0 12,1230x30 Ø11UC 3030F 30 HDG

U Profile
U Profil - U-образный профиль

EG:Electro-Galvan�sed / PG:Pregalvan�zed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

4,0 1
3,0 1

3,39
2.54

40x40
40x40

Hole

mm

13x25
13x25

S�ze
HxW

UH 4040C 30 EG
UH 4040C 40 EG

3,0 13,1850x50 13x25UH 5050C 30 EG

4,0 14,2450x50 13x25UH 5050C 40 EG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

3,0 1
2,0 1

1,91
1.07

30x30
23x30

Hole

mm

11x25
11x25

S�ze
HxW

UH 3023B 20 PG
UH 3030B 30 PG

Hot D�p Galvan�sed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

4,0 1
3,0 1

3,77
2.83

40x40
40x40

Hole

mm

13x25
13x25

S�ze
HxW

UC 4040C 30 HDG
UC 4040C 40 HDG

3,0 13,5350x50 13x25UC 5050C 30 HDG

4,0 14,7150x50 13x25UC 5050C 40 HDG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

3,0 1
2,0 1

2,12
1.19

30x30
23x30

Hole

mm

11x25
11x25

S�ze
HxW

UC 3023B 20 HDG
UC 3030B 30 HDG

UC...A

UC...B

UC...C

UC...F

UC...E

UH...B

UH...C

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

UH...B        L:2000

UH...C        L:2000

UH...B        L:2000

UC...E           L:3000

UC...F          L:3000

UC...E           L:3000

UC...F          L:3000

UC...B           L:3000

UC...A           L:2000

UC...C           L:3000

UC...B           L:3000

UC...A           L:2000

UC...C           L:3000

UH...C        L:2000

U Profile

T

W

H

H

W

T

T

H

W

L

T

H

W

Ø13
L

H

W

T

H

W

T
11x25 L

13x25

L
T

H

W

L

11x25

L
13x25

L

8,5x25

Ø11

Profiles

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

m
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Hang�ng C Ra�l
Askı Profili - C-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Hang�ng C Ra�l
Askı Profili - C-образный профиль

Hang�ng C Ra�l
Askı Profili - C-образный профиль

CODECODE

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

CL...A                 L:2000 CL...A                 L:2000

CL...C                L:3000

CL...F                 L:3000 CL...F                 L:3000

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,0 10.4915x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 PG
1,2 10.5815x27 8,5x20CL 2715A 12 PG
1,0 0.5318x27 8,5x20CL 2718A 10 PG

1,2 0.6015x30 8,5x20CL 3015A 12 PG
1,5 0.7415x30 8,5x20CL 3015A 15 PG
1,5 0.8520x30 8,5x20CL 3020A 15 PG
1,5 1.0228x30 8,5x20CL 3028A 15 PG

1

1
1
1
1

1,2 0.6318x27 8,5x20CL 2718A 12 PG 1

S�ze
mm

Th�ckness

T
mm 1mt
1,0 10.5415x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 HDG
1,2 10.6415x27 8,5x20CL 2715A 12 HDG
1,0 0.5918x27 8,5x20CL 2718A 10 HDG

1,2 0.6715x30 8,5x20CL 3015A 12 HDG
1,5 0.8215x30 8,5x20CL 3015A 15 HDG
1,5 0.9420x30 8,5x20CL 3020A 15 HDG
1,5 1.1328x30 8,5x20CL 3028A 15 HDG

1

1
1
1
1

1,2 0.7018x27 8,5x20CL 2718A 12 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.0020x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 PG
2,0 11.3020x40 13x25CL 4020C 20 PG
1,5 1.3838x40 13x25CL 4038C 15 PG

2,0 2.0140x50 13x25CL 5040C 20 PG
2,0 2.1540x60 13x25CL 6040C 20 PG

1

1
1

2,0 1.8138x40 13x25CL 4038C 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.1120x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 HDG
2,0 11.4420x40 13x25CL 4020C 20 HDG
1,5 1.5338x40 13x25CL 4038C 15 HDG

2,0 2.2340x50 13x25CL 5040C 20 HDG
2,0 2.3940x60 13x25CL 6040C 20 HDG

1

1
1

2,0 2.0138x40 13x25CL 4038C 20 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.8120x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 PG
1,5 11.0020x40 Ø11CL 4020F 15 PG
2,0 1.3020x40 Ø11CL 4020F 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.9020x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 HDG
1,5 11.1120x40 Ø11CL 4020F 15 HDG
2,0 1.4420x40 Ø11CL 4020F 20 HDG 1

L

8,5x20
Ø11

W

H

8

T

13x25

L

H

8

T

W

W

H

8

T

L

Ø11

Profiles

CL...A

CL...C

CL...F

CL...C                L:3000

pcs
kg kg

pcs

kg
pcs

kg
pcs

pcs
kg

pcs
kg

m
MADE IN TURKEY



Z Profile
Z Profil - Z-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 10.7925x25x25

Hole

mm

11x25

S�ze
AxHxA

Z 222 15 PG

Z Profile 
Z Tipi Destek Profili -  Z-образный профиль

Ω  Tipi Destek Profili - Ω-образный профиль

2,0 11.0611x25Z 222 20 PG
1,5 0.9511x25Z 242 15 PG

2,0 1.4111x25Z 343 20 PG

1

1
2,0 1.2711x25Z 333 20 PG 1

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.76

Hole

mm

8x25

S�ze
AxHxB

OK 222 20 PG
2,0 12.128x25OK 225 20 PG
2,0 2.838x25OK 255 20 PG 1

25x25x25
25x25x25
25x25x25
25x25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 10.8825x25x25

Hole

mm

11x25

S�ze
AxHxA

Z 222 15 HDG
2,0 11.1811x25Z 222 20 HDG
1,5 1.0611x25Z 242 15 HDG

2,0 1.5711x25Z 343 20 HDG

1

1
2,0 1.4111x25Z 333 20 HDG 1

25x25x25
25x25x25
25x25x25
25x25x25

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.6425x25x25

Hole

mm

11x25

S�ze
AxHxA

ZK 222 12 PG
1,5 10.7911x25ZK 222 15 PG
2,0 1.0611x25ZK 222 20 PG

2,0 1.2711x25ZK 242 20 PG

1

1
1,5 0.9511x25ZK 242 15 PG 1

25x25x25
25x25x25
25x40x25
25x40x25

1,5 1.0611x25ZK 252 15 PG 125x50x25
2,0 1.4111x25ZK 252 20 PG 125x50x25
2,0 1.2711x25ZK 333 20 PG 130x30x30
2,0 1.4111x25ZK 343 20 PG 130x40x30
2,0 1.4811x25ZK 424 20 PG 140x25x40
3,0 2.2311x25ZK 424 30 PG 140x25x40
2,0 1.7011x25ZK 444 20 PG 140x40x40
3,0 2.5411x25ZK 444 30 PG 140x40x40
2,0 1.9811x25ZK 464 20 PG 140x60x40
3,0 2.9711x25ZK 464 30 PG 140x60x40
4,0 3.9611x25ZK 464 40 PG 140x60x40
2,0 2.1211x25ZK 555 20 PG 150x50x50
3,0 3.1811x25ZK 555 30 PG 150x50x50
4,0 4.2411x25ZK 555 40 PG 150x50x50

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.7125x25x25

Hole

mm

11x25

S�ze
AxHxA

ZK 222 12 HDG
1,5 10.8811x25ZK 222 15 HDG
2,0 1.1811x25ZK 222 20 HDG

2,0 1.4111x25ZK 242 20 HDG

1

1
1,5 1.0611x25ZK 242 15 HDG 1

25x25x25
25x25x25
25x40x25
25x40x25

1,5 1.1811x25ZK 252 15 HDG 125x50x25
2,0 1.5711x25ZK 252 20 HDG 125x50x25
2,0 1.4111x25ZK 333 20 HDG 130x30x30
2,0 1.5711x25ZK 343 20 HDG 130x40x30
2,0 1.6511x25ZK 424 20 HDG 140x25x40
3,0 2.4711x25ZK 424 30 HDG 140x25x40
2,0 1.8811x25ZK 444 20 HDG 140x40x40
3,0 2.8311x25ZK 444 30 HDG 140x40x40
2,0 2.2011x25ZK 464 20 HDG 140x60x40
3,0 3.3011x25ZK 464 30 HDG 140x60x40
4,0 4.4011x25ZK 464 40 HDG 140x60x40
2,0 2.3611x25ZK 555 20 HDG 150x50x50
3,0 3.5311x25ZK 555 30 HDG 150x50x50
4,0 4.7111x25ZK 555 40 HDG 150x50x50

Ω Profile

25x25x25
25x25x25
25x25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.76

Hole

mm

8x25

S�ze
AxHxB

OK 222 20 HDG
2,0 12.128x25OK 225 20 HDG
2,0 2.838x25OK 255 20 HDG 1

25x25x25
25x25x25
25x25x25

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

Z                 L:2000

OK                 L:3000

Z                 L:2000

ZK                 L:3000 ZK                 L:3000

OK                 L:3000

Z

ZK

OK

L

11x25

A

H

A

T

H

B

A

T

L

L

11x25

A

H

A

T

Profiles

kg
pcs

kg
pcs

kg
pcs

kg
pcs

kg
pcs

kg
pcs

m
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L Profile
L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7125x25

Hole

mm

8x80

S�ze
HxW

L8 2525 20 PG

U Profile 
U Profil - U-образный профиль

Z Profil - Z-образный профиль

PG- Sendzm�r Method to TS-EN 10346:2011

MATERIAL

Thickn. (ga) [mm]:

EG- Electro-Galvan�sed EN ISO 2081

1.5 2.0 2.5 3.0 

3,0 11.348x80L8 3030 30 PG
3,0 1.748x80L8 4040 30 PG 1

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.05

Hole

mm

8x80

S�ze
AxHxA

Z8 222 20 PG
3,0 11.848x80Z8 333 30 PG
3,0 2.548x80Z8 444 30 PG 1

30x30
40x40

Z Profile

25x25x25
30x30x30
40x40x40

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7125x25

Hole

mm

8x80

S�ze
HxW

L8 2525 20 EG
3,0 11.348x80L8 3030 30 EG
3,0 1.748x80L8 4040 30 EG 1

30x30
40x40

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7110x25

Hole

mm

8x80

S�ze
HxW

U8 2510 20 PG
2,0 10.948x80U8 4012 20 PG 12x40

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7110x25

Hole

mm

8x80

S�ze
HxW

U8 2510 20 EG
2,0 10.948x80U8 4012 20 EG 12x40

3,0 3.538x80Z8 555 30 PG 250x50x50

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.05

Hole

mm

8x80

S�ze
AxHxA

Z8 222 20 EG
3,0 11.848x80Z8 333 30 EG
3,0 2.548x80Z8 444 30 EG 1
3,0 3.538x80Z8 555 30 EG 2

25x25x25
30x30x30
40x40x40
50x50x50

L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Pre-Galvan�sed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.71

Hole

mm

8x80

S�ze
H x W

LP 2525 20 PG

L Profile

25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.71

Hole

mm

8x37-Ø6

S�ze
H x W

LPO 2525 20 PG 25x25

8,5x80

T

H

W

8,5x80
L

W

H

T

8,5x80
L

H

W

T

8,5x80
L

L8

U8

Z8

LP

8,5x37

L

Ø6,5

LPO

A

T

H

A

L8                   L:2000

Z8                 L:2000

U8                   L:2000

Z8                 L:2000

LP                 L:2000 LPO                L:2000

U8                   L:2000

L8                   L:2000

Profiles

kg

kg

pcs
kg

pcs

pcs

kg

kg
pcs

kg
pcs

kg
pcs

pcs
kg

pcs

m
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MATERIAL & FINISH

HDG - steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

M�ld steel, S185, S235JR/J0/J2, S275JR/J0/J2, 
S355JR/J0/J2

AS PER TS EN 10025-1 / 2

SD

LD

NPU

NPI

a

b

c

d

42 / 45

65 / 80

L

T

42 / 50

80 / 100

T
L

L

25 / 30 / 40 / 50

25 / 30 / 40 / 50

T

W

TL

Profiles

CODECODE

100,71SD 30x3 HDG 3,0

Th�ckness
T

mm

30

W�dth
W

mm

101,18SD 30x5 HDG 5,0 30
101,57SD 40x5 HDG 5,0 40
101,96SD 50x5 HDG 5,0 50

1 mt
CODE

100,71SD 30x3.60 HDG 3,0

Th�ckness
T

mm

30

W�dth
W

mm

101,18SD 30x5.60 HDG 5,0 30
101,57SD 40x5.60 HDG 5,0 40
101,96SD 50x5.60 HDG 5,0 50

a

b
c

d

SD                L:3000             HDG SD                L:              HDG6000
kg

1 mt
pcs

kg
pcs

CODE

1 mt
CODE

LD 25x25x3 HDG 

LD...             L:3000             HDG
Th�ckness

T
mm

S�ze
mm

LD 30x30x3 HDG
LD 30x30x4 HDG
LD 40x40x4 HDG
LD 50x50x5 HDG 

3,0

3,0
4,0
4,0
5,0

25x25

30x30
30x30
40x40
50x50

1,12

1,40
1,78
2,42
3,77

10

10
10
10
10

LD....D          L:3000              HDG
LD 40x40x4 D HDG
LD 50x50x5 D HDG 

4,0
5,0

40x40
50x50

2,42
3,77

10
10

CODE

LD 25x25x3.60 HDG 

Th�ckness
T

mm

S�ze
mm

LD 30x30x3.60 HDG
LD 30x30x4.60 HDG
LD 40x40x4.60 HDG
LD 50x50x5.60 HDG 

3,0

3,0
4,0
4,0
5,0

25x25

30x30
30x30
40x40
50x50

1,12

1,40
1,78
2,42
3,77

10

10
10
10
10

LD 40x40x4 D.60 HDG
LD 50x50x5 D.60 HDG 

4,0
5,0

40x40
50x50

2,42
3,77

10
10

pcs
kg

1 mt

kg
pcs

NPU Profile
NPU Demir - Швеллер стальной

CODE

1 mt
CODE

NPU 65x42 HDG

Th�ckness
T

mm

S�ze
mm

NPU 80x45 HDG

5,5

6,0

65x42

80x45

7,09

8,64

10

10

CODE

1 mt
NPU 65x42.60 BL

Th�ckness
T

mm

S�ze
mm

NPU 80x45.60 BL

5,5

6,0

65x42

80x45

7,09

8,64

10

10

pcs
kg

pcs
kg

CODE

1 mt
CODE

NPI 80x42 HDG

NPI             L:6000             HDG
Th�ckness

T
mm

S�ze
mm

NPI 100x50 HDG

3,9

4,5

80x42

100x50

5,95

8,32

10

10

CODE

1 mt
NPI 80x42 BL

NPI                L:6000             BL
Th�ckness

T
mm

S�ze
mm

NPI 100x50 BL

3,9

4,5

80x42

100x50

5,95

8,32

10

10

pcs pcs
kg kg

Steel Bars
Silme Demir - Полоса стальная 

Non Perforated Angle Profiles
Köşebent Demir (Deliksiz) - Уголок стальной

NPI Profile
NPI Demir - Балка стальная 

LD...D

LD
Non Perforated

LD
Perforated

L

25 / 30 / 40 / 50

25 / 30 / 40 / 50

T

m
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NPU                L:6000             BL

Hot-D�p Galvan�zed M�ld Steel

Hot-D�p Galvan�zed M�ld Steel

Hot-D�p Galvan�zed Hot-D�p Galvan�zed

Hot-D�p Galvan�zed Hot-D�p Galvan�zed

NPU             L:6000             HDG

LD                     L:6000           HDG

LD....D               L:6000         HDG



Mount�ng and fasteners

Support Systems

CFS CSP

C DIN 603 FS DIN 6923 S DIN 934

AC DIN 933 YSB DIN 7985 KOP DIN 94

P           DIN 125 YP           DIN 127 TP           DIN 6798 GP           DIN 9021

CD SD BD GD

m
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Mount�ng & Fasteners

DIN 934 Hex Nut
DIN 934 Somun - Гайка

Round Head Squ�re Neck Bolt
Yuvarlak Başlı Kare Boyunlu Kanal Civatası

DIN 125 Flat Washer
DIN 125 Pul - Шайба

CODECODE

5000,004

C M                                    EG

M6

Thread
Metr�c

15

Length
L

mm

5000,005M6 20
5000,007M8 15
5000,012M8 25

DIN 6923 Flanged Nut
DIN 6923 Flanşlı Somun - Гайка с насечкой

CODECODE

5000,004C M6 HDG

C M                                    HDG

M6

Thread
Metr�c

15

Length
L

mm

5000,005C M6 20 HDG M6 20
5000,007C M8 HDG M8 15
5000,013C M8 25 HDG M8 25

CODECODE

5000,003FS M6 EG

FS M                                  EG

M6

Thread
Metr�c

5000,006FS M8 EG M8
5000,014FS M10 EG M10
5000,030FS M12 EG M12

CODECODE

5000,003FS M6 HDG M6

Thread
Metr�c

5000,006FS M8 HDG M8
5000,015FS M10 HDG M10
5000,032FS M12 HDG M12

CODECODE

S M6 HDG

Thread

Metr�c

S M8 HDG

M6

M8

0,002

0,004
S M10 HDG

S M12 HDG

M10

M12

0,011

0,021

500

500
500

500

CODECODE

S M6 EG

Thread

Metr�c

S M8 EG

M6

M8

0,002

0,004
S M10 EG

S M12 EG

M10

M12

0,010

0,020

500

500
500

500

CODECODE

P M6 EG

Thread

Metr�c

P M8 EG

M6

M8

0,001

0,002
P M10 EG

P M12 EG

M10

M12

0,004

0,008

500

500
500

500

CODE

1 pc
CODE

P M6 HDG

Thread

Metr�c

P M8 HDG

M6

M8

0,001

0,002
P M10 HDG

P M12 HDG

M10

M12

0,004

0,008

500

500
500

500

C M6 EG
C M6 20 EG
C M8 EG
C M8 25 EG

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (SS) 

Болты с грибовидной головкой и квадратным подголовником

S M

FS M

P M

C M

Ø M6 / M8 / M10 / M12

Ø M6 / M8 / M10 / M12

Ø M6 / M8 / M10 / M12

L

Ø M6 / M8

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

P M                                     EG P M                                     EG

S M                                     EGS M                                     EG

pcs pcs

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pcpcs pcs

pcs pcs
kg

1 pc

kg
1 pc

kg
pcs pcs

FS M                                     HDG

m
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CODECODE

TP M6 EG

TP M                                     EG
Thread

Metr�c

TP M8 EG

M6

M8

0,001

0,002
TP M10 EG

TP M12 EG

M10

M12

0,004

0,008

500

500
500

500

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2083

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

CODECODE

GP M6 EG

GP M                                     EG
Thread

Metr�c

GP M8 EG

M6

M8

0,002

0,004
GP M10 EG

GP M12 EG

M10

M12

0,006

0,012

500

500
500

500

CFS M6 / CFS M8

CSP M

DIN 6798 Serrated Lock Washers
DIN 6798 T Шайба стопорнаяırtıllı Pul - 

CODECODE

YP M6 EG

YP M                                     EG
Thread

Metr�c

YP M8 EG

M6

M8

0,001

0,002
YP M10 EG

YP M12 EG

M10

M12

0,004

0,008

500

500
500

500

CODECODE

YP M6 HDG

YP M                                   HDG
Thread

Metr�c

YP M8 HDG

M6

M8

0,001

0,002
YP M10 HDG

YP M12 HDG

M10

M12

0,004

0,008

500

500
500

500

DIN 9021 W�de Flat  (Pla�n) Washers
DIN 9021 Geni Широкая шайбаş Pul - 

Mount�ng & Fasteners

Round Head Squ�re Neck Bolt, Flanged Nut
Yuvarlak Başlıklı Kare Boyunlu Kanal Civatası ve Flanşlı Somun
Комплект: Болт с грибовидной головкой, и квадратным подголовником и Гайка с насечкой 

CODECODE

5000,007CFS M6 EG M6

Thread
Metr�c

15

Length
L

mm

5000,008CFS M6 20 EG M6 20
5000,013CFS M8 EG M8 15

CODECODE

5000,007CFS M6 HDG M6

Thread
Metr�c

15

Length
L

mm

5000,008CFS M6 20 HDG M6 20
5000,013CFS M8 HDG M8 15

DIN 127 Spr�ng Lock Washers
DIN 127 Yayl  Шайба гроверı Pul -

CODECODE

5000,007CSP M6 EG M6

Thread
Metr�c

15

Length
L

mm

5000,013CSP M8 EG M8 15

CODECODE

5000,007CSP M6 HDG M6

Thread
Metr�c

15

Length
L

mm

5000,013CSP M8 HDG M8 15

YP M

TP M GP M

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Electro - Galvan�sed

Round Head Squ�re Neck Bolt, Hex Nut, Washer
Yuvarlak Başlı Kare Boyunlu Kanal Civatası, Somun ve Pul 
Комплект: Болт с грибовидной головкой, и квадратным подголовником, Гайка и Шайба

CFS M                                 EG CFS M                               HDG

CSP M                                  EG CSP M                                HDG

Ø M6 / M8

L

Ø M6 / M8

L

Ø M6 / M8

Ø M6 / M8

Ø M6 / M8

Ø M6 / M8/ 10 / 12 Ø M6 / M8/ 10 / 12

Ø M6 / M8/ 10 / 12

kg
1 pc pcs pcs

pcspcs

pcspcs

pcs pcs

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

D
mm

18

24
30

37

D

m
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DIN 933 Hex Bolt
DIN 933 Anahtar Başlı Civata - Болт с шестигранной головкой

CODE

1 pc
kgCODE

2500,006AC M6 20 EG

AC M               M6                EG

M6

Thread
Metr�c

20

Length
L

mm

2500,007AC M6 25 EG M6 25
2000,008AC M6 30 EG M6 30
2000,009AC M6 35 EG M6 35
2000,010AC M6 40 EG M6 40

CODE

1 pc
kgCODE

1000,012AC M8 20 EG

M8 

M8

Thread
Metr�c

20

Length
L

mm

1000,013AC M8 25 EG M8 25
1000,014AC M8 30 EG M8 30
1000,016AC M8 35 EG M8 35
1000,018AC M8 40 EG M8 40
1000,021AC M8 50 EG M8 50
1000,024AC M8 60 EG M8 60
1000,027AC M8 70 EG M8 70

CODE

1 pc
kgCODE

1000,020AC M10 20 EG

M10

M10

Thread
Metr�c

20

Length
L

mm

1000,023AC M10 25 EG M10 25
1000,025AC M10 30 EG M10 30
1000,028AC M10 35 EG M10 35
1000,033AC M10 40 EG M10 40
1000,038AC M10 50 EG M10 50
1000,043AC M10 60 EG M10 60
1000,048AC M10 70 EG M10 70
1000,053AC M10 80 EG M10 80
1000,058AC M10 90 EG M10 90

CODE

1 pc
kgCODE

500,031AC M12 25 EG

M12

M12

Thread
Metr�c

25

Length
L

mm

500,035AC M12 30 EG M12 30
500,039AC M12 35 EG M12 35
500,043AC M12 40 EG M12 40
500,051AC M12 50 EG M12 50
500,060AC M12 60 EG M12 60
500,068AC M12 70 EG M12 70
500,076AC M12 80 EG M12 80
500,084AC M12 90 EG M12 90

CODE

1 pc
kgCODE

0,006AC M6 20 HDG M6

Thread
Metr�c

20

Length
L

mm

0,007AC M6 25 HDG M6 25
0,008AC M6 30 HDG M6 30
0,009AC M6 35 HDG M6 35
0,010AC M6 40 HDG M6 40

CODE

1 pc
kgCODE

0,012AC M8 20 HDG M8

Thread
Metr�c

20

Length
L

mm

0,013AC M8 25 HDG M8 25
0,014AC M8 30 HDG M8 30
0,016AC M8 35 HDG M8 35
0,018AC M8 40 HDG M8 40
0,021AC M8 50 HDG M8 50
0,024AC M8 60 HDG M8 60
0,027AC M8 70 HDG M8 70

CODE

1 pc
kgCODE

0,020AC M10 20 HDG M10

Thread
Metr�c

20

Length
L

mm

0,023AC M10 25 HDG M10 25
0,025AC M10 30 HDG M10 30
0,028AC M10 35 HDG M10 35
0,033AC M10 40 HDG M10 40
0,038AC M10 50 HDG M10 50
0,043AC M10 60 HDG M10 60
0,048AC M10 70 HDG M10 70
0,053AC M10 80 HDG M10 80
0,058AC M10 90 HDG M10 90

CODE

1 pc
kgCODE

0,031AC M12 25 HDG M12

Thread
Metr�c

25

Length
L

mm

0,035AC M12 30 HDG M12 30
0,039AC M12 35 HDG M12 35
0,043AC M12 40 HDG M12 40
0,051AC M12 50 HDG M12 50
0,060AC M12 60 HDG M12 60
0,068AC M12 70 HDG M12 70
0,076AC M12 80 HDG M12 80
0,084AC M12 90 HDG M12 90

250
250
200
200
200

100
100
100
100
100
100
100
100

100

100
100
100
100
100
100
100
100
100

50
50
50
50
50
50
50
50
50

DIN 7985 Roofing Bolt
DIN 7985 Yıldız Silindir Başlı Civata (YSB)

CODE

1 pc
kgCODE

YSB M6 40 EG

YSB M                                     EG
Thread

Metr�c

YSB M8 40 EG

M6

M8

0,010

0,020
YSB M10 40 EG M10 0,030

100

100
100

DIN 94 Spl�nte P�ns 8x80
DIN 94 Kopilya 8x80

CODE

1 pc
kgCODE

KOP

KOP                                     EG
Thread

Metr�c

KOP M8

M6

M8

0,014

0,030

100

100

40

Length
L

mm

40
40

70

90

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 10683 

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

Винт с полукруглой головкой Шпилька - фиксатор

AC M

KOP

YSB M

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Electro - Galvan�sed

Length
L

mm

Mount�ng & Fasteners

Ø M6 / M8 / M10 / M12

L

L

Ø M6 / M8 / M10

Ø M6 / M8

L

pcs pcs

pcs pcs

pcspcs

pcs pcs

pcspcs

M8 

M10

M12

AC M               M6                HDG

m
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MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2081

Ava�lable F�n�shes:
SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

Sleeve Anchor
Gömlekli Çekmeli Dübel - Стандартный анкер со шпилькой

CODE

1 pc
kgCODE

5000,015GD M6 45

GD M                                           EG

M6

Thread
Metr�c

45

Length
L

mm

2500,028GD M8 55 M8 55
2000,036GD M8 75 M8 75
1000,055GD M10 70 M10 70
1000,065GD M10 85 M10 85
1000,086GD M10 110 M10 110
500,110GD M12 90 M12 90
500,135GD M12 110 M12 110

8

Out D�ameter
D

mm

10
10
12
12
12
16
16

Electro - Galvan�sed

CODE

1 pc
kgCODE

1000,006CD M6 M6

Thread
Metr�c

20

Length
L

mm

1000,009CD M8 M8 27
500,016CD M10 M10 40
500,040CD M12 M12 47

7,4

Out D�ameter
D

mm

9,4
11,6
15,3

Electro - Galvan�sed

Drop �n Anchor
Çakmalı Dübel - Шпилька-фиксатор

Draw �n Anchor
S Tipi Çekmeli Dübel - Стандартный анкер

CODE

1 pc
kgCODE

1000,010SD M6 M6

Thread
Metr�c

45

Length
L

mm

1000,014SD M8 M8 50
500,023SD M10 M10 55
500,040SD M12 M12 65

10

Out D�ameter
D

mm

12,5
15,5
18,5

Electro - Galvan�sed

CODE

1 pc
kgCODE

1000,036BD M8 60

BD M                                           EG

M8

Thread
Metr�c

60

Length
L

mm

1000,065BD M10 85 M10 85
1100,086BD M10 110 M10 110
1000,110BD M12 90 M12 90
1000,135BD M12 110 M12 110

10

Out D�ameter
D

mm

12
12
16
16

Electro - Galvan�sed

Sleeve Anchor P�pe Type
Borulu Çekmeli Dübel - Анкер со шпилькой

SD M

BD M

GD M

M
L

Ø
D

H

M
L

Ø
D

H

CD M

L

Ø
D

H

M

20

He�ght
H

mm

30

50

He�ght
H

mm

60
65
75

He�ght
H

mm

He�ght
H

mm

L

Ø
D

H

M

40
50

70
90

120

100

120

75
90

120

100

120

50
60
80

L

Ø M
8 / M

10 / M
12

L

Ø M
6 / M

8 / M
10 / M

12

Ø M6 / M
8 / M

10 / M
12

L

L

Ø M
6 / M

8 / M
10 / M

12

Mount�ng & Fasteners

pcs

pcs

pcs

pcs

m
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5
10
20

40

Max Tens�le
Load

T�ghten�ng
Torque

kN Nm

1,00
1,80
3,70
5,70

CD M                                                                                 EG

SD M                                                                                 EG

0,75
3,50
5,00
7,50

Safe Tens�le
Load

T�ghten�ng
Torque

kN Nm

22
60
78
115

Safe Tens�le
Load

T�ghten�ng
Torque

kN Nm

9,00
9,00
11,00
11,00

11,00

45
45
65
65

90

Safe Tens�le
Load

T�ghten�ng
Torque

kN Nm

1,5
2,0
2,0
3,1
3,1
3,1
5,0
5,0

115
115

65
65

65

28
28

24
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