
Underfloor & Ra�sed Floor Cable Trunk�ngs

m
MADE IN TURKEY

Döşemealtı Kablo Kanal SistemleriDöşemealtı Kablo Kanal Sistemleri



Underfloor Cable Trays
Şap altı Kablo Kanalları

Pre-Galvan�zed

CODECODE

DAK                             PG

30DAK 308 12 PG 
DAK 312 12 PG 
DAK 316 12 PG 

30
30

He�ght
H

DAK 320 12 PG 30
DAK 324 12 PG 30
DAK 330 12 PG 30
DAK 408 12 PG 40
DAK 412 12 PG 40

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

DAK

Underfloor Cable Trays

1 pc pcs
kg

m
MADE IN TURKEY

DAK 416 12 PG 40
DAK 420 12 PG 40
DAK 424 12 PG 40
DAK 430 12 PG 40

80
120
160

W�dth
W

200
240
300
80

120
160
200
240
300

3000
3000
3000

Length
L

3000
3000
3000
3000
3000
3000
3000
3000
3000

mm mm mm

2,562
3,724
4,473
5,540
6,333
7,480
2,751
4,092
4,841
6,105
6,896
7,680

1
1
1
1
1
1
1
1
1
1
1
1

Standard compartment expalanat�on related on s�ze / Ebata Göre Standart Kompartman B�lg�s� 

DAK 308 / DAK 408 DAK 312 / DAK 412 DAK 316 / DAK 416 DAK 320 / DAK 420 DAK 330 / DAK 430

3
0

a

L

30

1.2mm

DAK 324 / DAK 424

80 60 60

120

80 80
160

60 80 60
200

80 80 80
240

100 100 100

300



Stra�ght Connector (Underfloor)
Birleştirme Elemanı   

Pre-Galvan�zed

CODECODE

DAB                     PG

30DAB 308 12 PG 
DAB 312 12 PG
DAB 316 12 PG

30
30

He�ght
H

DAB 320 12 PG 30
DAB 324 12 PG 30
DAB 330 12 PG 30
DAB 408 12 PG 30
DAB 412 12 PG 30

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

DAB

1 pc pcs
kg

m
MADE IN TURKEY

DAB 416 12 PG 30
DAB 420 12 PG 30
DAB 424 12 PG 30
DAK 430 12 PG 30

80
120
160

W�dth
W

200
240
300
80

120
160
200
240
300

mm mm

0,150
0,186
0,226
0,264
0,300
0,380
0,160
0,196
0,234
0,276
0,310
0,390

1
1
1
1
1
1
1
1
1
1
1
1

Stop End (Underfloor)
Sonlandırma

Pre-Galvan�zed

CODECODE

DAS                       PG

30DAS 308 12 PG 
DAS 312 12 PG 
DAS 316 12 PG 

30
30

He�ght
H

DAS 320 12 PG 30
DAS 324 12 PG 30
DAS 330 12 PG 30
DAS 408 12 PG 30
DAS 412 12 PG 30

1 pc pcs
kg

DAS 416 12 PG 30
DAS 420 12 PG 30
DAS 424 12 PG 30
DAS 430 12 PG 30

80
120
160

We�ght
W

200
240
300
80

120
160
200
240
300

mm mm

0,188
0,243
0,301
0,358
0,413
0,480
0,205
0,264
0,324
0,389
0,446
0,520

1
1
1
1
1
1
1
1
1
1
1
1

DAS

50

Vert�cal Bend (Underfloor)
Dikey Dönüş Elemanı (İç Bükey)

Pre-Galvan�zed

DA90 BUAT               

DA90

1.2mm

1.2mm

CODECODE

235x350DA90 BUAT PG

S�ze

1 pc pcs
kg

120

He�ght
Hmm

mm

1,600 1

Underfloor Cable Trays

350 mm

1
1
5

9
5

w+12

3
5

50

w+12

3
5



GRO 2

m
MADE IN TURKEY

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�ameter of
the �nstallat�on hole should be 118 mm
and area depth should be m�n�mum 62 mm.

Important

CODECODE

GRO 2

GRO 2 G

Socket Place

2+2

45x45+22x45 pcs

1RAL 7012
GRO 2 B 2+2 1RAL 7035
GRO 2 S 2+2 1RAL 9005

1 pc
kg

0,190
0,190
0,190

Colours

CODECODE

BUAT 15 4

BUAT 15 4

Socket Place

4+4

45x45+22x45 pcs

1RAL 7012
BUAT 15 4 G 4+4 1RAL 7035
BUAT 15 4 S 4+4 1RAL 9005

1 pc
kg

0,280
0,280
0,280

Colours

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�stance of
the �nstallat�on hole should be 143x131 mm
and area depth should be m�n�mum 62 mm

Important

BUAT 15 4 B 4+4 1RAL 9016 0,280

RAL 9016

Screw H�ders

2 Data Socket Comp. (CAT)
(Sockets are sold seperately)

2 Electr�c Socket Comp.
(Sockets are sold seperately)

Shape w�th closed caps

Shape w�th open caps
Ø 140 mm

The caps may be h�dden up to
a spec�fic level �n the junct�on box
M�n: 25 mm

3 Condu�t Inputs

25

118

62 65

Junct�on Box (8 Modules + 2 Keystone Jack)
Şap altı Priz Kasası

4 Electr�c Socket Comp.
(Sockets are sold seperately)

4 Data Socket Comp. (CAT)
(Sockets are sold seperately)

GRO 2, �ncludes 2 p�eces of electr�c socket compartments,
2 p�ece of data socket compartments and 3 condu�t �nputs (Ø14 x Ø18)

Caps (Open)

95° 95°90°90°

Caps (H�dden)

When the caps are opened 90 degrees, 
the caps w�ll be h�dden �n junct�on box.

BUAT 15 4

Mater�al: PA6, Flame Retardant & Halogen

BUAT 15 4, �ncludes 4 p�eces of electr�c socket compartments, 4 p�ece of data
socket compartments and 4 condu�t �nputs (Ø14 x Ø18). 2 socket holders ex�st
s�de by s�de �n the junct�on box.

Sockets are used w�thout socket covers �n GRO 2 comb�nat�ons.

Sockets are used w�thout socket covers �n BUAT 15 4 comb�nat�ons.

62

165

150

Underfloor Cable Trays

Junct�on Box (4 Modules + 2 Keystone Jack)
Şap altı Priz Kasası Buatı



Junct�on Box (18 Modules)
Dağıtım Buatı (18 Modül)

CODECODE

BUAT

BUAT 35 8 65-90

He�ght
H

BUAT

1 pc
kg

m
MADE IN TURKEY

8+2

Socket Place

mm
mm

3,0

pcs

1

Sockets are sold seperately

Electr�cal Junct�on Box + Socket Case + Sockets / Common Usage
Döşeme Altı Boş Buat + Pr�z Kasası + Pr�zler / Ortak Kullanım

355 mm

3
5
5
 m

m

PG- Sendz�m�r Method to TS-EN 10346:2011

MATERIAL

Mater�al: PA6, Flame Retardant & Halogen

Underfloor Cable Trays

18 Modules



Metal Cover
Buat Kapağı

CODECODE

DBK

DBK 35 8 1,5

Th�ckness
T

1 pc
kg

m
MADE IN TURKEY

mm

0,83

pcs

1

CODECODE

DBB

DBB 35 8 65

He�ght
H

1 pc
kg

350x350

S�ze

mm
mm

1,9

pcs

1

DBB

M�n. 65 mm
(W�th socket case
m�n�mum he�ght 80 mm)

Max. 90 mm+

-

h

M�n. 
30 mm

355 mm

355 mm

Max. 
50 mm

Empty Junct�on Boxes
Boş Buat Kutusu

PG- Sendz�m�r Method to TS-EN 10346:2011

MATERIAL

EG- Electro-galvan�sed EN ISO 2081

DBK

Mater�al: PA6, Flame Retardant & Halogen

268 mm

2
6

8
 m

m

DBK 35 8

Underfloor Cable Trays

Electr�cal Junct�on Box / Usage Methods 

T Shaped Usage Method 90 degree Usage MethodCross Shaped Usage Method



Ra�sed Floor / Cav�ty Floor Trunk�ngs - RFS Ser�es
Yükseltimiş Döşemealtı Kablo Kanalları - 

Pre-Galvan�zed

CODECODE

RFS                                     PG

50RFS 510 10 PG
RFS 515 10 PG
RFS 520 10 PG

50
50

He�ght
H

RFS 525 12 PG 50
RFS 530 12 PG 50
RFS 540 12 PG 50
RFS 545 12 PG 50

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

RFS

Ra�sed Floor Trunk�ng Systems

1 pc pcs
kg

m
MADE IN TURKEY

100
150
200

W�dth
W

250
300
400
500

mm mm

2,75
3,53
4,32
5,68
6,55
8,27
9,14

1
1
1
1
1
1
1

Pre-Galvan�zed

CODECODE

KBE                                      PG

50KBE 250 12 PG

He�ght
H

1 pc pcs
kg

130

Length
L

mm mm

0,70 1

MULTI COMPONENT TRUNKINGS MODEL NUMBER

100x50
150x50
200x50
300x50
400x50
450x50

S�ze 
Ebat

2 Comp. 

/ 2 Bölüm

RFS 510.2 
RFS 515.2
RFS 520.2 
RFS 530.2
RFS 540.2 
RFS 545.2

90° Hor�zontal Bend
90° Yatay Dönüş

Pre-Galvan�zed

CODECODE

RF90                                    PG

50RF90 510 10 PG
RF90 515 10 PG
RF90 520 10 PG

50
50

He�ght
H

RF90 525 12 PG 50
RF90 530 12 PG 50
RF90 540 12 PG 50
RF90 545 12 PG 50

1 pc pcs
kg

100
150
200

W�dth
W

250
300
400
500

mm mm

0,89
1,24
1,66
2,43
3,08
4,62
5,52

1
1
1
1
1
1
1

MULTI COMPONENT TRUNKINGS MODEL NUMBER

100x50
150x50
200x50
300x50
400x50
450x50

S�ze / Ebat
2 Comp. 

/ 2 Bölüm

4 Comp. 

/ 4 Bölüm

RF90 510.2
RF90 515.2
RF90 520.2
RF90 530.2
RF90 540.2
RF90 545.2

3 Comp. 

/ 3 Bölüm

RF90 510.3
RF90 515.3
RF90 520.3
RF90 530.3
RF90 540.3
RF90 545.3

RF90 510.4
RF90 515.4
RF90 520.4
RF90 530.4
RF90 540.4
RF90 545.4

KBE 250

RF90

L

50

5
0

60

8,5x20

W

70

6
0

4
5

4 Comp. 

/ 4 Bölüm

3 Comp. 

/ 3 Bölüm

RFS 510.3
RFS 515.3
RFS 520.3
RFS 530.3
RFS 540.3
RFS 545.3

RFS 510.4
RFS 515.4
RFS 520.4
RFS 530.4
RFS 540.4
RFS 545.4

15

175

Stra�ght Connector
Birleştirme Elemanı



"T" Hor�zontal Bend 
"T" Yatay Dönüş

Pre-Galvan�zed

CODECODE

RTF                                       PG

50RTF 510 10 PG
RTF 515 10 PG
RTF 520 10 PG

50
50

He�ght
H

RTF 525 12 PG 50
RTF 530 12 PG 50
RTF 540 12 PG 50
RTF 545 12 PG 50

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

RFT

1 pc pcs
kg

m
MADE IN TURKEY

100
150
200

W�dth
W

250
300
400
500

mm mm

1,11
1,46
1,89
2,70
3,34
4,89
5,80

1
1
1
1
1
1
1

MULTI COMPONENT TRUNKINGS MODEL NUMBER

100x50
150x50
200x50
300x50
400x50
450x50

S�ze / Ebat
2 Comp. 

/ 2 Bölüm

4 Comp. 

/ 4 Bölüm

RTF 510.2
RTF 515.2
RTF 520.2
RTF 530.2
RTF 540.2
RTF 545.2

3 Comp. 

/ 3 Bölüm

RFT 510.3
RFT 515.3
RFT 520.3
RFT 530.3
RFT 540.3
RFT 545.3

RFT 510.4
RFT 515.4
RFT 520.4
RFT 530.4
RFT 540.4
RFT 545.4

RFD

Cross Hor�zontal Bend
Dörtlü Yatay Dönüş

Pre-Galvan�zed

CODECODE

RFD                                      PG

50RFD 510 10 PG
RFD 515 10 PG
RFD 520 10 PG

50
50

He�ght
H

RFD 525 12 PG 50
RFD 530 12 PG 50
RFD 540 12 PG 50
RFD 545 12 PG 50

1 pc pcs
kg

100
150
200

W�dth
W

250
300
400
500

mm mm

1,11
1,46
1,89
2,70
3,34
4,89
5,80

1
1
1
1
1
1
1

MULTI COMPONENT TRUNKINGS MODEL NUMBER

100x50
150x50
200x50
300x50
400x50
450x50

S�ze / Ebat
2 Comp. 

/ 2 Bölüm

4 Comp. 

/ 4 Bölüm

RFD 510.2
RFD 515.2
RFD 520.2
RFD 530.2
RFD 540.2
RFD 545.2

3 Comp. 

/ 3 Bölüm

RFD 510.3
RFD 515.3
RFD 520.3
RFD 530.3
RFD 540.3
RFD 545.3

RFD 510.4
RFD 515.4
RFD 520.4
RFD 530.4
RFD 540.4
RFD 545.4

5
0

60

8,5x20

W

70

60

5
0

60

8,5x20

W

70

60

W

70

60

Ra�sed Floor Trunk�ng Systems



Vert�cal Inns�de Bend
Dikey İç Bükey (Sabit)

Pre-Galvan�zed

CODECODE

RFIS                    PG

50RFIS 510 12 PG
RFIS 515 12 PG
RFIS 520 12 PG

50
50

He�ght
H

RFIS 525 12 PG 50
RFIS 530 12 PG 50
RFIS 540 12 PG 50
RFIS 545 12 PG 50

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

RFIS

1 pc
kg

m
MADE IN TURKEY

100
150
200

W�dth
W

250
300
400
500

mm mm

0,99
1,13
1,27
1,41
1,55
1,83
1,97

Stop End
Sonlandırma

MULTI COMPONENT TRUNKINGS MODEL NUMBER

100x50
150x50
200x50
300x50
400x50
450x50

S�ze / Ebat
2 Comp. 

/ 2 Bölüm

4 Comp. 

/ 4 Bölüm

RFIS 510.2
RFIS 515.2
RFIS 520.2
RFIS 530.2
RFIS 540.2
RFIS 545.2

3 Comp. 

/ 3 Bölüm

RFIS 510.3
RFIS 515.3
RFIS 520.3
RFIS 530.3
RFIS 540.3
RFIS 545.3

RFIS 510.4
RFIS 515.4
RFIS 520.4
RFIS 530.4
RFIS 540.4
RFT 545.4

SON

Pre-Galvan�zed

CODECODE

SON                    PG

50SON 510 12 PG
SON 515 12 PG
SON 520 12 PG

50
50

He�ght
H

SON 525 12 PG 50
SON 530 12 PG 50
SON 540 12 PG 50
SON 545 12 PG 50

1 pc pcs
kg

100
150
200

W�dth
W

250
300
400
500

mm mm

0,14
0,16
0,19
0,22
0,25
0,31
0,34

1
1
1
1
1
1
1

pcs

1
1
1
1
1
1
1

50

50

100

100

50

50

70

W

W

W

H

52

13,5

10

11,5

H

Pre-Galvan�zed

CODECODE

DBSA                                  PG

M8DBSA

Th�ckness

1 pc
kg

40X40

S�ze
W

mm

0,035

pcs

1

DBSA  & DAA MOUNTING

DBSA

CABLE TRAY

DAA

Cable Tray

DAA

DBSA

Junct�on Level Adjustment Element 
Seviye Değiştirme Elemanı

FOR RFS SERIES

DAA 10 PG
DAA 15 PG
DAA 20 PG
DAA 25 PG
DAA 30 PG
DAA 40 PG
DAA 50 PG

100
150
200
250
300
400
500

CODE

1.2mm

1.2mm

W�dth
W

mm

FOR DAK SERIES

CODE

W�dth
W

mm

80
120
160
200
240
300

DAA 08
DAA 12
DAA 16
DAA 20
DAA 24
DAA 30

20
20
20
20
20
20
20

He�ght
H

mm

DAA                                 PG

Ra�sed Floor Trunk�ng Systems



Socket Case (14 Modules)
Yükseltiş Döşemealtı Priz Kasası (14 Modül)

CODECODE

BPK 6

BPK 6

Socket Place

6+2

45x45+22x45 pcs

1RAL 7012
BPK 6 G 6+2 1RAL 7035
BPK 6 S 6+2 1RAL 9005

1 pc
kg

0,58
0,58
0,58

Colours

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�stance of
the �nstallat�on hole should be 203x238 mm
and area depth should be m�n�mum 75 mm

Important

90 mm

30 mm

80 mm

270 mm

270 mm

CODECODE

BPK 8

BPK 8

Socket Place

8+2

45x45+22x45 pcs

1RAL 7012
BPK 8 G 8+2 1RAL 7035
BPK 8 S 8+2 1RAL 9005

1 pc
kg

1,200
1,200
1,200

4 Electr�c Socket Comp.

1 Data Socket Comp.

Colours

RAL 7012 RAL 7035 RAL 7035

To perform the assembly, gap d�stance of
the �nstallat�on hole should be 210x245 mm
and area depth should be m�n�mum 75 mm

Important

m
MADE IN TURKEY

Ra�sed Floor Trunk�ng Systems

BPK 6

Mater�al: PA6, Flame Retardant & Halogen

255 mm
223 mm

80 mm

BPK6, �ncludes 6 p�eces of electr�c socket compartments and 2 p�ece of data
socket compartments.  2 socket holders are oppos�te of each other �n the
junct�on box. 

Electr�c Socket Comp.

Data Socket Comp.

75 mm

30 mm

Sockets and socket covers are used together �n BPK 6 comb�nat�on.

Mater�al: PA6, Flame Retardant & Halogen

BPK8, �ncludes 8 p�eces of electr�c socket compartments and 2 p�ece of data
socket compartments.  2 socket holders are oppos�te of each other �n the
junct�on box. 

Sockets and socket covers are used together �n BPK 8 comb�nat�on.

BPK 8Socket Case (18 Modules)
Yükseltilmiş Döşemealtı Priz Kasası (18 Modül)

14 Modules

18 Modules



CODECODE

BPC 4

BPC 4

Socket Place

4+4

45x45+22x45 pcs

1RAL 7012
BPC 4 G 4+4 1RAL 7035
BPC 4 S 4+4 1RAL 9005

1 pc
kg

0,168
0,168
0,168

Colours

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�stance of
the �nstallat�on hole should be 143x131 mm
and area depth should be m�n�mum 55 mm

Important

BPC 4

Mater�al: PA6, Flame Retardant & Halogen

BPK4, �ncludes 4 p�eces of electr�c socket compartments and 4 p�ece of data
socket compartments. 2 socket holders ex�st s�de by s�de �n the junct�on box.

BPC 4 B 4+4 1RAL 9016 0,168

When the caps are opened 90 degrees, 
the caps w�ll be h�dden �n junct�on box.

95°95°

165

152

55

RAL 9016

4 Electr�c Socket Comp.
4 Data Socket Comp. (CAT)

(Sockets are sold seperately)(Sockets are sold seperately)

90°90°

Caps (Open)

Caps (H�dden)

Socket Placement

Sockets are used w�thout socket covers �n BPC 4 comb�nat�ons.

m
MADE IN TURKEY

Ra�sed Floor Trunk�ng Systems

Socket Case (8 Modules + 4 Keystone Jacks)
Yükseltilmiş Döşemealtı Priz Kasası Priz Kasası

CODECODE

BPK 4

BPK 4

Socket Place

4+4

45x45+22x45 pcs

1RAL 7012
BPK 4 G 4+4 1RAL 7035
BPK 4 S 4+4 1RAL 9005

1 pc
kg

0,273
0,273
0,273

Colours

BPK 4 B 4+4 1RAL 9016 0,273
Mater�al: PA6, Flame Retardant & Halogen

BPK4, �ncludes 4 p�eces of electr�c socket compartments and 4 p�ece of data
socket compartments. 2 socket holders ex�st s�de by s�de �n the junct�on box.

Sockets are used w�thout socket covers �n BPK 4 comb�nat�ons.

To perform the assembly, gap d�stance of
the �nstallat�on hole should be 143x131 mm
and area depth should be m�n�mum 55 mm

Important RAL 7012 RAL 7035 RAL 9005 RAL 9016

Socket Case (8 Modules + 4 Keystone Jacks)
Yükseltilmiş Döşemealtı Priz Kasası Priz Kasası

4 Electr�c Socket Comp.
(Sockets are sold seperately)

4 Data Socket Comp. (CAT)
(Sockets are sold seperately)

90°90°

Caps (H�dden)

95°95°

Caps (Open)



m
MADE IN TURKEY

Socket Case (4 Modules + 2 Keystone Jacks)
Yükseltilmiş Döşemealtı Priz Kasası GRO 

Mater�al: PA6, Flame Retardant & Halogen

CODECODE

GRO

GRO G

Socket Place

2+2

45x45+22x45 pcs

1RAL 7012
GRO S 2+2 1RAL 7035
GRO B 2+2 1RAL 9005

1 pc
kg

0,120
0,120
0,120

Colours

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�ameter of
the �nstallat�on hole should be 116 mm
and area depth should be m�n�mum 50 mm.

Important

Ra�sed Floor Trunk�ng Systems

GRO, �ncludes 2 p�eces of electr�c socket compartments and 2 p�ece of data
socket compartments

2 Electr�c Socket Comp.
(Sockets are sold seperately)

2 Data Socket Comp. (CAT)
(Sockets are sold seperately)

115

54 50

25

Shape w�th open caps

The caps may be h�dden up to
a spec�fic level �n the junct�on box
M�n: 25 mm

Ø 140 mm

Screw H�ders

RAL 7012 RAL 7035 RAL 9005

To perform the assembly, gap d�ameter of
the �nstallat�on hole should be 118 mm
and area depth should be m�n�mum 62 mm.

Important

GRO 1 

Mater�al: PA6, Flame Retardant & Halogen

GRO 1, �ncludes 2 p�eces of electr�c socket compartments, 2 p�ece of data
socket compartments and ra�sed floor socket box.

Screw H�ders

2 Data Socket Comp. (CAT)
(Sockets are sold seperately)

2 Electr�c Socket Comp.
(Sockets are sold seperately)

Shape w�th open caps

Ø 140 mm

The caps may be h�dden up to
a spec�fic level �n the junct�on box
M�n: 25 mm

65

25

118

Shape w�th closed caps

Shape w�th closed caps

Socket Case (4 Modules + 2 Keystone Jacks)

CODECODE

GRO 1

GRO 1 G

Socket Place

2+2

45x45+22x45 pcs

1RAL 7012
GRO 1 S 2+2 1RAL 7035
GRO 1 B 2+2 1RAL 9005

1 pc
kg

0,191
0,191
0,191

Colours

Socket Placement Socket Placement

Ø 115

Sockets are used w�thout socket covers �n GRO comb�nat�ons.

Sockets are used w�thout socket covers �n GRO 1 comb�nat�ons.

Yükseltilmiş Döşemealtı Priz Kasası



45 mm UPS Sockets

Electr�c - Data Sockets & Covers
m
MADE IN TURKEY

Ups Prizi -

200-250 V~
16A

2P +    

200-250 V~
16A

2P +    

200-250 V~
16A

2P +    

200-250 V~
16A

2P +    

S�ze (mm)Product Code

45*45 turnedUPS 45 E

S�ze (mm)Product Code

45*45 Stra�ghtUPS 45 D

S�ze (mm)Product Code

45*45 turnedTP 45 E

S�ze (mm)Product Code

45*45 Stra�ghtTP 45 D

45 mm Power Sockets
Topraklı Priz - 

45 mm Phone & Data Socket Covers
Kapaklar

S�ze (mm)Product Code

45*22,5DTK  22 S

S�ze (mm)Product Code

45*45DTK 45 S

22,5 S�ngle Keystone Faceplate 45 S�ngle Keystone Faceplate

S�ze (mm)Product Code

45*22,5TPK 22

22,5 Socket Cover

Data & Phone Sockets
Data & Telefon Prizi - 

S�ze (mm)Product Code

45*45RJ 12 CAT 3

Cat3 Telephone Keystone Jack

S�ze (mm)Product Code

45*45RJ 45 CAT 5

Cat5 Data Keystonte Jack

S�ze (mm)Product Code

45*45RJ 45 CAT 6

Cat6 Data Keystone Jack

S�ze (mm)Product Code

45*45DTK  45 D

45 Double Keystone Faceplate

S�ze (mm)Product Code

45*45TPK 45

45 Socket Cover

45 mm UPS Socket

45 mm Power Socket

Common Usage

Keystone Faceplate

Data Socket
(CAT)

Appl�cat�on Method

We�ght (Kg) We�ght (Kg)

0,040 0,040

We�ght (Kg)

0,036

We�ght (Kg)

0,036

+
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