Wire Mesh Cable Tray Accessories

Connector - TBE (Set : U30+U25+C M6 20+FS M6)
Birlestirme Elemani - TBE (4 Parga: U30+U25+C M6 20+FS M6)
Coeaunutenu - TBE (B komn: U30+U25+C M6 20+FS M6)

MADE IN TURKEY

Galvanised Stainless Steel
CODE Finish % CODE Finish %
1 Set 1 Set
TBE EG EG 0.03 100 TBE S4 sS4 0.03_| 100
TBE HDG DAK 0.03 100 TBE S6 S6 0.03 100

EG: Electrozinc plated
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AlSI 316L

Fixing Unit - TSE (Set : U25+C M6 20+FS M6)
Sabitleme Elemanlari - TSE (3 Parga: U25+C M6 20+FS M6)
®ukcrarop -TSE (B komn: U25+C M6 20+FS M6)

Galvanised Stainless Steel

i

CODE Finish CODE Finish %

t 1 Set
TSE EG EG 0.018 100 TSE S4 EG 0.018 100
TSE HDG DAK 0.018 100 TSE S6 DAK 0.018 100

EG: Electrozinc plated
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L
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Suggested quantities TBE connectors
(per each length of wire mesh cable trays)

Width H:35 | H:60 | H:85 | H:110

50 2 2

100 2 2 2+1 | 2+1
150 2 2 2+1 2+1
200 241 | 241 | 242 | 2+2
250 2+1 2+1 2+2 2+2
300 2+2 2+2 | 243 | 243

400 2+2 | 242 | 2+3 [ 2+3

450 242 | 2+2 | 243 | 243

500 2+3 | 243 | 2+4 | 2+4

600 2+3 | 243 | 2+4 | 2+4
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Suggested quantities

of TSE fixing (per bracket)

Width Set / Bracket
50 1
100 1
150 1
200 2
250 2
300 2
400 2
450 2
500 2
600 2

APPLICATIONS
Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:




Wire Mesh Cable Tray Accessories
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Connector piece - U30
Baglanti Pargasi - U30 Llaib6a U30 ans coeanHeHNs npoBoI0YHOro s1oTka

>

Galvanised

Stainless Steel

CODE Finish | Length @ % CODE Finish | Length @ ﬁ

L, mm 1pc L, mm 1pc
U30 EG EG 30 0.012 100 U30 sS4 S4 30 0.012 100
U30 HDG DAK | 30 0.012_| 100 U30 S6 S6 30 0.012_| 100

EG: Electrozinc plated
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

Connector Piece - U25
Baglanti Pargasi - U25 Lllasiba U25 ans coeanHeHmns npoBOOYHOro oTka

-

Galvanised Stainless Steel

CODE Finish | Length % CODE Finish [ Length @ %

L, mm 1pc L, mm 1pc
U25 EG EG 25 0.009 100 U25 s4 S4 25 0.009 100
U25 HDG DAK 25 0.009 100 U25 S6 S6 25 0.009 100

S4: Stainless steel AlSI 304L
S6: Stainless steel AlSI 316L

EG: Electrozinc plated
DAK: Dacromet

Round Head Squire Neck Bolt
Yuvarlak Baslikli Kare Boyunlu Kanal Civatasi
Bontbi ¢ rppuboBUAHON ronoBKoy U KBagpPaTHbLIM MOAro/I0BHUKOM

[

Galvanised Stainless Steel
CODE Finish Size @ % CODE Finish Size @S %
1 pc 1 pc
C M6 20 EG EG M6x20 0.007 100 C M6 20 S4 A2 M6x20 0.007 100
C M6 20 HDG | DAK | M6x20|___0.007__| 100 C M6 20 S6 A4 _|M6x20| __0.007 | 100

EG: Electrozinc plated
DAK: Dacromet

A2: Stainless steel AISI 304L
Ad4: Stainless steel AISI 316L

DIN 6923 Flanged Nut
DIN 6923 Flansl Somun
[aviku ¢ Haceykon

i

Galvanised Stainless Steel
CODE Finish | Size @ % CODE Finish | Size 5
1 pc 1 pc
FS M6 EG EG | M6 0.002__| 100 FS M6 S4 A2 M6 0.002_|_100
FS M6 HDG DAK |_M6 0.002_|_100 FS M6 S6 A4 M6 0.002_| 100

EG: Electrozinc plated
DAK: Dacromet

A2: Stainless steel AISI 304L
A4: Stainless steel AISI 316L

u30
8,25 6,5 8,25
'{El:ﬂ
2 E D
u25
21
25— []
C M6 20
3 4 16
]
Rl@)
FS M6

B

APPLICATIONS
Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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MADE IN TURKEY




Wire Mesh Cable Tray Accessories

© CE &

Multipurpose Connection Strip
Birlestirme Seridi - CoeguHuTenbHas nnacTuHa

Galvanised Stainless Steel

MADE IN TURKEY

CODE Finish | Length @ % CODE Finish | Length @ %
L, mm 1 pc L, mm 1 pc

VBE 3 PG PG 300 0.045 100 VBE 3 $4 S4 300 0.045 100
VBE 6 PG PG 600 0.090 50 VBE 6 S4 S4 600 0.090 50
VBE 12 PG PG 1200 0.180 20 VBE 12 S4 S4 1200 0.180 20
VBE 3 HDG DAK 300 0.045 100 VBE 3 S6 S6 300 0.045 100
VBE 6 HDG DAK 600 0.090 50 VBE 6 S6 S6 600 0.090 50
VBE 12 HDG | DAK | 1200 0.180 20 VBE 12 S6 S6 1200 0.180 20

S4: Stainless steel AlISI 304L
S6: Stainless steel AISI 316L

PG: Pregalvanised steel
DAK: Dacromet

Boltless Connector
Vidasiz Birlestirme Elemani - Coegunutenn 6e36ontoBoi

Galvanised Stainless Steel
CODE Finish | Length @3 CODE Finish | Length ﬁ
L, mm L, mm 1 pc
HBE PG PG | 220 HBE S4 S4_| 220 0.080 | 50
HBE HDG DAK | 220 0.080 | 50 HBE S6 S6_| 220 0.080 | 50

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

PG: Pregalvanised steel
DAK: Dacromet

Straight Quick Connector

Hizli Birlestirme Elemani - Beicmpeiii coeduHumens

Galvanised Stainless Steel
CODE Finish | Length @ CODE Finish | Length ﬁ
L, mm L, mm 1 pc
GBE PG PG | 260 GBE 54 S4_| 260 0.100 | 50
GBE HDG DAK | 260 0.100 | 50 GBE S6 S6 | 260 0.100 | 50

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

PG: Pregalvanised steel
DAK: Dacromet

VBE
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APPLICATIONS
Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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Hanger / Side Support

Tasiyici / Yandan Aski Elemani - Bokogoli depxamenb

Galvanised

<L

Stainless Steel

CODE Finish Size % CODE Finish Size %

1 pc 1 pc
HC PG PG [113X30 0.050 100 HC s4 S4 113x30 0.050 100
HC HDG DAK |113X30 0.050 100 HC S6 S6 113x30 0.050 100

PG: Pregalvanised steel

DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

Suspension Clamp / Central Support

Ortadan Tek Tijli Tasiyici / Konsola Sabitleme Elemani - LlenmpanbHbIi nodeec / ukcamop

Galvanised

Stainless Steel

CODE Finish Size @ % CODE Finish Size @ ﬁ

1 pc 1 pc
SCEG EG | 60x35 0.040 100 SC s4 S4 | 60x35 0.040 100
SC HDG DAK | 60x35 0.040 100 SC s6 S6 | 60x35 0.040 100

PG: Pregalvanised steel

DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

Hanger / Central Support

Tijli Aski Elemani - LlenmpanbHbiii nodeec

Galvanised

Stainless Steel

CODE Finish | Length % CODE Finish | Length %
L, mm 1 pc L, mm 1 pc
H10 PG PG 130 0.052 50 H10 S4 S4 130 0.052 50
H10 HDG DAK 130 0.052 50 H10 S6 S6 130 0.052 50

PG: Pregalvanised steel

DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

MADE IN TURKEY
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APPLICATIONS

Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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Wall Bracket and Boxes Fixing Support

Duvar Konsolu ve Kutu Montaj Elemani (Tel Kanal) - YHusepcanbHasi nnacmuHa

Galvanised

MSB

Stainless Steel

MSB

CODE Finish Size @ CODE Finish Size
1pc 1pc
MSB PG PG | 85x75 0.100 50 MSB S4 S4 85x75 0.100 50
MSB HDG DAK | 85x75 0.100 50 MSB S6 S6 85x75 0.100 50

PG: Pregalvanised steel
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

D16-20mm Pipe Mount Spider Bracket

@ 16-20mm Boru Montaj Elemani (Tel Kanal) - Monmaxrasi nnacmuta dns kpennerusi mpy6 16-20mm

Galvanised Stainless Steel
CODE Finish | Size % CODE Finish | Size %
1 pc 1 pc
BSB PG PG 85x75 0.100 50 BSB S4 S4 85x75 0.100 50
BSB HDG DAK | 85x75 0.100 50 BSB S6 S6 85x75 0.100 50
PG: Pregalvanised steel S4: Stainless steel AISI 304L
DAK: Dacromet S6: Stainless steel AISI 316L
Cable Guider - CG

Kablo Inis Elemani (Tirnakli) - Omeod kabens

Galvanised

CG

Stainless Steel

i

CODE Finish Size CODE Finish Size %
1 pc
CG PG PG |80x135 CG 84 S4  |80x135 0.150 50
CG HDG DAK 180x135| 0.150 50 CG s6 S6 |80x135| 0.150 50

PG: Pregalvanised steel
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

MADE IN TURKEY
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APPLICATIONS
Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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50 Floor Stand

50 Kanal Destek (Yere ve Duvara Montaj Elemani) - Jepxxamenb cemyamozo siomka, 50mm

Galvanised

FWS 50

Stainless Steel

FWS 50

CODE Finish Size % CODE Finish Size
1pc 1pc
FWS 50 PG PG [70x70 0.080 50 FWS 50 S4 S4 70x70 0.080 50
FWS 50 HDG DAK |70x70 0.080 50 FWS 50 S4 S6 70x70 0.080 50

PG: Pregalvanised steel
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

50 Single Rod Ceiling Bracket (M8)

50 Kanal Tek Tijli Aski Konsolu - [Todeec cemyamozo iomka, 50mm

Galvanised

CWS 50

Stainless Steel

CWS 50

CODE Finish Size @ CODE Finish | Size %
1pc 1pc
CWS 50 PG PG |70x130 0.120 50 CWS 50 S4 S4 |70x130 0.120 50
CWS 50 HDG | DAK [70x130| 0.120 50 CWS 50 S6 S6  [70x130| 0.120 50

PG: Pregalvanised steel
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

Wire Mesh Hanging Bracket

Tel Kanal Omega Aski Konsolu - [TomonoyHasi cmamuHa 0nst npo8osio4H020 J10mKa

Galvanised

Stainless Steel

CODE Finish Size @ 5> CODE Finish Size %
1 pc 1 pc
OHB EG EG 0.521 OHB $4 S4 10
OHB HDG DAK 0.521 10 OHB S6 S6 0.521 10

PG: Pregalvanised steel
DAK: Dacromet

S4: Stainless steel AISI 304L
S6: Stainless steel AISI 316L

MADE IN TURKEY
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APPLICATIONS

Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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MADE IN TURKEY

Support For Wall Mounting

Tirnakli Duvar Konsolu - HacmeHHbIl KpoHWmeUH

WBH 10

Pre-Galvanised Hot Dip Galvanised
WBH €] WBH HDG
CODE Width | Length @ o CODE Width | Length @ st WBH 20 - WBH 60
of Tray | L, mm Tpc w of Tray | L, mm Toc @
WBH 10 PG 100 | 130 0.150 50 WBH 10 HDG 00 | 130 0.150 50
WBH 15 PG 150 | 180 0.194 50 WBH 15 HDG 50 | 180 0.194 50
WBH 20 PG 200 | 230 0.233 50 WBH 20 HDG 200 | 230 0.233 50
WBH 25 PG 250 | 280 0.260 50 WBH 25 HDG 250 | 280 0.260 50
WBH 30 PG 300 | 330 0.370 50 WBH 30 HDG 300 | 330 0.370 50
WBH 40 PG 400 | 430 0.570 50 WBH 40 HDG | 400 | 430 0.570 50
WBH 45 PG 450 | 480 0.640 25 WBH 45 HDG__| 450 | 480 0.640 25
WBH 50 PG 500 | 530 0.710 25 WBH 50 HDG 500 | 530 0.710 25
WBH 60 PG 600 | 630 0.850 25 WBH 60 HDG | 600 | 630 0.850 25 80
Stainless Steel AISI 304 Stainless Steel AISI 316
WBH S4 WBH S6
CODE Width | Length @ s CODE Width | Length @ &1
of Tray [ L, mm @ of Tray [ L, mm Tpc @
WBH 10 S4 100 30 0.150 50 WBH 10 S6 100 | 130 0.150 50
WBH 15 S4 150 80 0.194 50 WBH 15 S6 150 | 180 0.194 50
WBH 20 S4 200 | 230 0.233 50 WBH 20 S6 200 | 230 0.233 50
WBH 25 S4 250 | 280 0.260 50 WBH 25 S6 250 | 280 0.260 50
WBH 30 S4 300 | 330 0.370 50 WBH 30 S6 300 | 330 0.370 50
WBH 40 S4 400 | 430 0.570 50 WBH 40 S6 400 | 430 0.570 50
WBH 45 S4 450 | 480 0.640 25 WBH 45 S6 450 | 480 0.640 25
WBH 50 S4 500 | 530 0.710 25 WBH 50 S6 500 | 530 0.710 25
WBH 60 S4 600 | 630 0.850 25 WBH 60 S6 600 | 630 0.850 25

Hanging Rail / Central Support

Gift Tijli Kanal Tasiyici (Tirnakli) - MMpogpuns dns nodeeca npoeosioYHbIX JI0MKO8

HR

Pre-Galvanised Hot Dip Galvanised
HR PG HR [B]€;
CODE Width | Len; @ > i @ B
gth < CODE Width | Length -
of Tray [ L, mm Tpc @ of Tray [ L, mm Tpc @
HR 10 PG 100 | 160 0.100 50 HR 10 HDG 100 | 160 0.100 |50
HR 15 PG 150 | 210 0.141 50 HR 15 HDG 150 | 210 0.141_| 50
HR 20 PG 200 | 260 0.175 50 HR 20 HDG 200 | 260 0.175 | 50
HR 25 PG 250 | 310 0.208 50 HR 25 HDG 250 | 310 0.208 | 50
HR 30 PG 300 | 360 0.242 50 HR 30 HDG 300 | 360 0.242 | 50
HR 40 PG 400 | 460 0.309 50 HR 40 HDG 400 | 460 0.309 | 50
HR 45 PG 450 | 510 0.340 25 HR 45 HDG 450 | 510 0.340 | 25
HR 50 PG 500 | 560 0.376 25 HR 50 HDG 500 | 560 0.376_| 25
HR 60 PG 600 | 660 0.443 25 HR 60 HDG 600 | 660 0.443 | 25 APPLICATIONS
Cable routing
Stainless Steel AISI 304 Stainless Steel AISI 316 MATERIAL & FINISH
HR S4 HR S6 STEEL GRADE for EG & HDG FINISH: SAE 1006
" == 2 =S . . .
CODE Width | Length @ ! CODE Width | Length @ S EG: Electro-galvanized (8-12 micron) EN I1SO 2081
of Tray | L, mm Tpc @ of Tray | L, mm Tpc @ HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
HR 10 S4 100 | 160 0.100 50 HR 10 S6 00 | 160 0.100 50 SS-Stainless steel AISI 304L and AISI 316L (SS)
HR 15 S4 150 | 210 0.141 50 HR 15 S6 50 | 210 0.141 50
HR 20 S4 200 | 260 0.175 50 HR 20 S6 200 | 260 0.175 50 Available Finishes:
HR 25 S4 250 | 310 0.208 50 HR 25 S6 250 | 310 0.208 50 s
HR 30 54 300 | 360 0.242_| 50 HR 30 S6 300 | 360 0.242_| 50 EP-Powder coating in a full range of colours (RAL)
HR 40 S4 400 | 460 0.309 50 HR 40 S6 400 | 460 0.309 50
HR 45 S4 450 | 510 0.340 25 HR 45 S6 450 | 510 0.340 25
HR 50 S4 500 | 560 0.376 25 HR 50 S6 500 | 560 0.376 25
HR 60 S4 600 | 660 0.443 25 HR 60 S6 600 | 660 0.443 25
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Wire Mesh Omega Support Hanger

Tel Kanal Omega Aski Profili - [poghunsb dnst eepmukanbHo20 nodeeca NPO8oI0YHbIX JIOMKO8

MADE IN TURKEY

Pre-Galvanised Hot Dip Galvanised
(0]V[€ PG 2.0mm OMG [B]€; 2.0mm
CODE Length @ i CODE Length @ D
L, mm Tpc @ L, mm Tpc
OMG 100 PG 1000 1.520 2 OMG 100 HDG 1000 1.520 2
OMG 150 PG 1500 2.280 2 OMG 150 HDG 1500 2.280 2
OMG 200 PG 2000 3.040 2 OMG 200 HDG 2000 3.040 2
OMG 250 PG 2500 3.800 2 OMG 250 HDG 2500 3.800 2
OMG 300 PG 3000 4.560 2 OMG 300 HDG 3000 4.560 2
Pre-Galvanised Hot Dip Galvanised
OMG S4 2.0mm OMG 86 2.0mm
CODE Length &5 CODE Length &
L, mm Tpc @ L, mm Tpc @
OMG 100 S4 1000 1.520 2 OMG 100 S6 1000 1.520 2
OMG 150 S4 1500 2.280 2 OMG 150 S6 1500 2.280 2
OMG 200 S4 2000 3.040 2 OMG 200 S6 2000 3.040 2
OMG 250 S4 2500 3.800 2 OMG 250 S6 2500 3.800 2
OMG 300 S4 3000 4.560 2 OMG 300 S6 3000 4.560 2
Barrier Strip Hook Type
Seperator (Tirnakli, Tel Kanal Igin) - [lepe2opodka npogos104HO20 sTomKa
Pre-Galvanised Hot Dip Galvanised
CODE Height | Length &1 CODE Height | Length &
H, mm L, mm w H, mm L, mm Tpc @
BS 35 PG 25 | 3000 1 BS 35 HDG 25 | 3000 | 0.518 1
BS 60 PG 50 3000 0.628 1 BS 60 HDG 50 3000 0.754 1
BS 85 PG 75 | 3000 | 0.824 1 BS 85 HDG 75 | 3000 | 1.236 1
BS 110 PG 100 | 3000 | 1.021 1 BS 110 HDG 100 | 3000 | 1.532 1
Stainless Steel AISI 304 Stainless Steel AISI 316
CODE Height | Length i CODE Height | Length i
Homm | Lmm | 950 [pcs) Homm | Lomm | 950 [pcs)
BS 35 S4 25 3000 0.432 1 BS 35 S6 25 3000 0.432 1
BS 60 S4 50 | 3000 | 0.628 1 BS 60 S6 50 | 3000 | 0.628 1
BS 85 S4 75 3000 0.824 1 BS 85 S6 75 3000 0.824 1
BS 110 S4 100 | 3000 | 1.021 1 BS 110 S6 100 | 3000 | 1.021 1

OoOMG
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APPLICATIONS

Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)
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Support For Floor and Wall Mounting

Yere Duvara Tespit Elemani (Tirnakli) - HanonbHbii/HacmeHHbI( KpoHWMeUH

Pre-Galvanised

Hot Dip Galvanised

MADE IN TURKEY

FWH PG FWH HDG

CODE Width | Length @ &5 CODE Width | Length @ 6

of Tray | L, mm Toc @ of Tray | L, mm Tpc @
FWH 10 PG 100 00 0.140 50 FWH 10 HDG 00 00 0.140 50
FWH 15 PG 150 50 0.180 50 FWH 15 HDG 50 50 0.180 50
FWH 20 PG 200 | 200 0.210 50 FWH 20 HDG 200 | 200 0.210 50
FWH 25 PG 250 | 250 0.250 50 FWH 25 HDG 250 | 250 0.250 50
FWH 30 PG 300 | 300 0.280 50 FWH 30 HDG 300 | 300 0.280 50
FWH 40 PG 400 | 400 0.350 50 FWH 40 HDG 400 | 400 0.350 50
FWH 45 PG 450 | 450 0.390 25 FWH 45 HDG 450 | 450 0.390 25
FWH 50 PG 500 | 500 0.420 25 FWH 50 HDG 500 | 500 0.420 25
FWH 60 PG 600 | 600 0.490 25 FWH 60 HDG 600 | 600 0.490 25

Stainless Steel AISI 304 Stainless Steel AISI 316
FWH S4 FWH S6

CODE Width CODE Width | Length &

of Tray [ L, mm of Tray [ L, mm Tpc w
FWH 10 S4 100 | 100 FWH 10 S6 100 _|_100 0.140 50
FWH 15 S4 150 | 150 0.180 50 FWH 15 S6 150 | 150 0.180 50
FWH 20 S4 200 | 200 0.210 50 FWH 20 S6 200 | 200 0.210 50
FWH 25 S4 250 | 250 0.250 50 FWH 25 S6 250 | 250 0.250 50
FWH 30 S4 300 | 300 0.280 50 FWH 30 S6 300 | 300 0.280 50
FWH 40 S4 400 | 400 0.350 50 FWH 40 S6 400 | 400 0.350 50
FWH 45 S4 450 | 450 0.390 25 FWH 45 S6 450 | 450 0.390 25
FWH 50 S4 500 | 500 0.420 25 FWH 50 S6 500 | 500 0.420 25
FWH 60 S4 600 | 600 0.490 25 FWH 60 S6 600 | 600 0.490 25

Z Support for Floor and Wall Mounting

Z Tipi Yere Duvara Tespit Elemani (Tirnakli) - Z-06pa3HbIi KpoHWwmeUH

Ny

Pre-Galvanised

ZFW PG ZFW

Hot Dip Galvanised

HDG

FWH

ZFW

CODE Width | Length @ s CODE Width | Length -
of Tray [ L, mm Tpc @ of Tray [ L, mm Tpc @
ZFW 10 PG 100 | 100 | 0110 | 50 ZFW 10 HDG | 100 | 100 | _0.110_| 50
ZFW 15 PG 150 | 150 | _0.160 | 50 ZFW 15 HDG | 150 | 150 | _0.160 | 50
ZFW 20 PG 200 | 200 | _0.210 | 50 ZFW 20 HDG | 200 | 200 | 0210 | 50
ZFW 25 PG 250 | 250 | _0.260 | 50 ZFW 25 HDG | 250 | 250 | 0.260 | 50
ZFW 30 PG 300 | 300 | _0.420 | 50 ZFW 30 HDG | 300 | 300 | _0.420 | 50
ZFW 40 PG 400 | 400 | _0.570 | 50 ZFW 40 HDG | 400 | 400 | 0570 | 50
ZFW 45 PG 250 | 450 | _0.640 | 25 ZFW 45 HDG | 450 | 450 | 0640 | 25
ZFW 50 PG 500 | 500 | _0.710 | 25 ZFW 50 HDG | 500 | 500 | _0.710 | 25
ZFW 60 PG 600 | 600 | 0.850 | 25 ZFW 60 HDG | 600 | 600 | _0.850 | 25
APPLICATIONS
Stainless Steel AISI 304 Stainless Steel AISI 316 Cable routing
ZFW. 84 ZFW 86 MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006
CODE Width | Length @ CODE Width | Length %
offray| Lmm | Tpe ofray| Lmm | fpe EG: Electro-galvanized (8-12 micron) EN 1SO 2081
ZFW 10 S4 100 100 0.110 50 ZFW 10 S6 100 100 0.110 50 HDG-steel, hot—d|p ga|vl to TS-EN ISO 1461:2011 (HDG)
ZFW 15 54 150 | 150 | _0.160 | 50 ZFW 15 56 150 | 150 | _0.160 | 50 SS-Stainless steel AlSI 304L and AISI 316L (SS)
ZFW 20 54 200 | 200 | _0.210 | 50 ZFW 20 56 200 | 200 | _0.210 | 50
ZFW 25 54 250 | 250 | _0.260 | 50 ZFW 25 56 250 | 250 | __0.260 | 50 Avai haas
vailable Finishes:
ZFW 30 54 300 | 300 | _0.420 | 50 ZFW 30 56 300 | 300 | _0.420 | 50 ailable Finishes
ZFW 40 54 400 | 400 0570 | 50 ZFW 40 56 400 |_400 0570 | 50 EP-Powder coating in a full range of colours (RAL)
ZFW 45 54 250 | 450 | 0640 | 25 ZFW 45 56 250 | 450 | 0640 | 25
ZFW 50 54 500 | 500 | _0.710 | 25 ZFW 50 S6 500 | 500 | _0.710 | 25
ZFW 60 54 600 | 600 | 0.850 | 25 ZFW 60 S6 600 | 600 | _0.850 | 25
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Cover of Wire Mesh Cable Tray

Tel Kanal Kapagi - TKK Serisi - Kpbiwka npogono4Ho20 nomka

Pre-Galvanised Hot Dip Galvanised

MADE IN TURKEY

TKK PG TKK HDG
CODE Width | Length @ 5> CODE Width | Length @3 B
a,mm | L, mm Tpc @ a,mm | L, mm Tpc @
TKK 05 08 PG 50 3000 0.628 2 TKK 05 10 HDG 50 3000 0.785 2
TKK 10 08 PG 100 [ 3000 [ 0.942 2 TKK10 10 HDG | 100 | 3000 | 1.178 2
TKK 15 08 PG 150 3000 1.256 2 TKK 15 10 HDG 150 3000 1.570 2
TKK 20 08 PG 200 | 3000 [ 1.570 2 TKK 20 10 HDG | 200 [ 3000 | 1.963 2

@l
@|

CODE Width | Length i CODE Width | Length &5
a,mm [ L, mm Tpc @ a,mm | L, mm Tpc w
TKK 25 10 PG 250 3000 2.355 2 TKK 25 12 HDG 250 3000 2.826 2
TKK 30 10 PG 300 [ 3000 [ 2.748 2 TKK 30 12 HDG | 300 [ 3000 | 3.297 2
CODE Width | Length @ & CODE Width | Length i
a,mm | L, mm Tpc @ a,mm | L, mm Tpc @
TKK 40 12 PG 400 3000 4.239 2 TKK 40 15 HDG 400 3000 5.299 2
TKK 45 12 PG 450 [ 3000 | 4.710 2 TKK4515HDG | 450 | 3000 | 5.888 2
TKK 50 12 PG 500 3000 5.181 2 TKK 50 15 HDG 500 3000 6.476 2
TKK 60 12 PG 600 | 3000 [ 6.123 2 TKK 60 15 HDG | 600 | 3000 | 7.654 2
Stainless Steel AISI 304 Stainless Steel AISI 316
TKK S4 TKK S6
CODE 5 CODE Width | Length &
@ a,mm | L, mm Tpc w
TKK 05 08 S4 2 TKK 05 08 S6 50 3000 | 0.628 2
TKK 10 08 S4 100 3000 0.942 2 TKK 10 08 S6 100 3000 0.942 2
TKK 15 08 S4 150 3000 .256 2 TKK 15 08 S6 150 3000 .256 2
TKK 20 08 S4 200 3000 .570 2 TKK 20 08 S6 200 3000 .570 2
TKK 25 08 S4 250 | 3000 .884 2 TKK 25 08 S6 250 | 3000 .884 2
TKK 30 08 S4 300 3000 2.198 2 TKK 30 08 S6 300 3000 2.198 2
CODE @ 5> CODE Width | Length @3 et
@ a,mm | L, mm Tpc @
TKK 40 10 S4 2 TKK 40 10 S6 400 [ 3000 | 3.533 2
TKK 45 10 S4 450 3000 3.925 2 TKK 45 10 S6 450 3000 3.925 2
TKK 50 10 S4 500 | 3000 | 4.318 2 TKK 50 10 S6 500 | 3000 | 4.318 2
TKK 60 10 S4 600 3000 5.103 2 TKK 60 10 S6 600 3000 5.103 2

TKK

T_’ﬁ
W+15

APPLICATIONS
Cable routing

MATERIAL & FINISH
STEEL GRADE for EG & HDG FINISH: SAE 1006

EG: Electro-galvanized (8-12 micron) EN ISO 2081
HDG-steel, hot-dip galv. to TS-EN ISO 1461:2011 (HDG)
SS-Stainless steel AISI 304L and AISI 316L (SS)

Available Finishes:
EP-Powder coating in a full range of colours (RAL)

Thickn. (ga) [mm]:

Universal Cover Clip
Tel Kanal Kapak Tutucu Klipsi - ®ukcamop KpbIWwKu npo8os104H020 JIomKa

CODE Steel | wire @ @ 1
T, mm D, mm Tpc @
TK TEL 0.8-1.5 4-5 0.002 100

TKTEL

13

240.5

1.581

MATERIAL & FINISH
C67S DIN EN 10132-4
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Earthing Clamp

Topraklama Elemani - TPC - Pring - 3a3emnumenbHb1ii 601m (namyHs)
TPC TPC 70
ZaN
. = = * @
{ -. ] 11
. 8,20
16
20,5 “ =
Brass
TPC
CODE Section | Thread s
mm2 a, mm @ @
TPC 1x35 M6 0.03 100
TPC 70 1x70 | M6 | 0.05 | 100
Grounding Clamp 16x16
Topraklama Elemani - TPP - Knema 3a3emneHus TPP
22
Brass
TPP
CODE Section Bolt s
mm2 1@;0 @
TPP 16-16_| M6x30 | 0.035 100
TPP 25 25-25 | M6x30 | 0.070 | 50 15
Earthing Strap Grounding - Tin Plated
Topraklama Seridi - TPS - Kalayli - LLinetich 3a3emneHusi (Medb)
TPS
20
M6
POCCCCIHK XK HXKXIKN A
& ROSGEEERN
| a |
Tin Plated Copper
TPS
ion n i
CopE Sr?l?ng Ifm%:h @ @ Tin Plated Copper
TPS 6mm2 | 80 | 0.008 | 100




